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1.0 Summary 

Aleda E. Lutz Veteran Affairs Medical Center (VAMC) retained Earth Smart Environmental Solutions, 
LLC (ES2) to conduct a lead-based paint inspection and lead risk assessment at the VAMC located at 
1500 Weiss Road in Saginaw, MI.  Mr. William Jerome, GEMS Coordinator/Emergency Manger 
represented the VAMC (the owner) during this project.   

Mr. Mark Dziadosz, a Certified Lead Inspector/Risk Assessor (Michigan Certificate # P-03969D) 
conducted lead-based paint inspection and risk assessment for the subject property from August 10, 
2009 to October 2, 2009, he was assisted by Mrs. Elizabeth Cichon.  

This report provides results from Building # 1 located at the VAMC campus. Building # 1 is currently 
an active hospital and appears to be in good condition.  The scope of work for the Building # 1 
included a lead-based paint inspection for the basement, 1st floor, 2nd floor, 3rd,floor, 4th floor, 5th floor 
roof (including penthouse A, B, and C), and the outside of Building # 1, and a risk assessment of each 
room/area where a positive result for lead was found during the inspection.  

Laboratory analysis was provided by EMSL Analytical, 2001 East 52nd Street, Indianapolis, IN 46205 
and they can be reached at (317) 803-2997.  Their AIHA Environmental Lead Proficiency Analytical 
Testing (ELPAT) Program Accreditation number is #157245. 

The lead-based paint inspection of the Building #1 indicated that several components on the 1st, 2nd, 
3rd, 4th, and 5th floors of the building, the basement, the roof, and the exterior of the building contain 
lead-based paint.  A lead risk assessment conducted for the areas where lead-based paint is present 
concluded that all floors had concentrations of lead in dust above the hazard levels.  Details of the 
lead-based paint inspection and lead risk assessment scope of work, procedures, results and 
conclusion are discussed in subsequent sections of this report. 

Appendix A provides the scope of work provided by the VAMC.  
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2.0 Procedures 

In conducting lead inspections, ES2 follows procedures outlined in Chapter 7 of the Department of 
Housing and Urban Development (HUD) “Guidelines for the Evaluation and Control of Lead-Based 
Paint Hazards in Housing” and the “XRF Performance Characteristics Sheet for the Niton 
Corporation: XL-300 Spectrum Analyzer” developed by HUD and the EPA. 

ES2’s investigation of the building consisted of breaking it down into separate functional areas. For 
the testing of paint, each functional area is then broken down into different building components, 
according to the various colors and substrates. Within each separate room, or functional area, each 
painted surface is tested. ES2 tested only permanent painted building components. The following is a 
list of most commonly tested features: walls, door components, window components, stair 
components, ceilings, floors, pipes, radiators, hand rails, guard rails, ladders, ductwork, columns, and 
beams. 

Lead-based paint is defined as paint that contains 1.0 mg/cm2 or 0.5 % by weight of lead, a level set 
by the Housing and Urban Development (HUD) Program and the Environmental Protection Agency 
(EPA). However, in 1992 OSHA passed standards for the construction industry for lead containing 
materials including paint (29 CFR 1926.62). This regulation describes the procedures that must be 
implemented to protect workers from disturbing lead materials during such activities as demolition, 
renovation, construction, alteration, or repair of buildings where lead may be present. Unlike the 
HUD and EPA standard of 1.0 milligrams per square centimeter, or 0.5 percent by weight as the 
concentration considered positive for lead, OSHA’s Lead Standard uses any lead level as response for 
construction and demolition activities which might produce large amounts of construction/lead dusts. 
Therefore, materials containing lead below 1.0 mg/cm2 are not necessarily safe to sand, demolish or 
otherwise disturb in manners that may produce dust, which could be ingested or inhaled.  

For the purpose of this project, the HUD and EPA standard of 1.0 mg/cm2 will be used. 

Lead Risk Assessments are conducted to establish lead hazards within a facility.  Title X of 1992 of the 
Housing and Community Development Act covers lead hazards and defines them as: 

• Lead paint that is in poor condition or deteriorated as defined by Title X. 

• Friction surfaces i.e. sliding windows, rubbing doors that have lead based paint 
with associated dust levels that exceed the safe limits set forth. 

• Impact surfaces i.e. door jambs, window troughs that have lead based paint and 
have impact caused by another building component. 

• Any chewable surfaces with evidence of teeth marks that have lead based paint. 

• Lead contaminated dust that exceeds the safe levels set forth. 

• Lead contaminated soil that exceeds the safe levels set forth. 
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3.0 Lead-based paint inspection  

Mr. Mark Dziadosz assisted by Ms. Elizabeth Cichon, conducted the lead inspection and risk 
assessment of Building # 1 from August 10th to October 2nd, 2009.  A lead inspection is a surface-by-
surface identification of lead containing components using XRF lead paint analyzer. 

The X-Ray Fluorescence (XRF) machine utilized for lead-based paint inspection on this project was a 
Niton XL 300 Lead Analyzer, Serial Number U4323NR5841. 

Appendix B provides the Performance Characteristic Sheet for the XRF used on this project. 

Several building components on all floor levels, in the basement, on the roof, and on the exterior of 
Building # 1 were found to contain lead-based paint. 

Appendix C provides XRF results with positive results shown in red. 
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4.0 Visual inspection and risk assessment 

Rooms are numbered based upon stickers on door jambs as requested by the client. SP2-1 would be 
room 2 in building 1. In areas where no room number was available, one was created and is identified 
on the drawings. To describe locations of components on the XRF the standard of “A” was used for 
the address side of the building (or the side where the building number is posted), ”B” would be the 
next side going clockwise and so on for “C” and “D”. 

4.1 Visual inspection 
ES2 assessed all interior and exterior areas within Building # 1.  Most paint in the building was found 
in intact condition. ES2 used HUD guidelines as described below for the categories of paint film 
quality on building components.  

Type of building 
component Intact Fair Poor 

Exterior 
components with 

large surface areas  

Entire surface is intact Less than or equal to 
10 ft2 

More than 10 ft2 

Interior components 
with large surface 

areas 

Entire surface is intact Less than or equal to 2 
ft2 

More than 2 ft2 

Interior and exterior 
components with 

small surface areas 

Entire surface is intact Less than or equal to 
10% of the total 
surface area of the 
component 

More than 10% of the 
total surface area of the 
component 

 

Only components that had a positive lead result (per HUD regulations greater than or equal to 1.0 
mg/cm2) were assessed for their condition. The following building components that tested positive for 
lead-based paint were found to be in poor condition.  
  
Basement: 

• SP10-1 cream metal pipe connector 

• SP5G-1 gray metal hanger 

• SP5E-1 white metal pipe  

• SP5E-1 white metal hanger 

• SP5B-1 gray metal pipe  

• SP5B-1 gray metal hanger 

• SP5D-1 orange metal hanger 

• SP60-1 green metal pipe 

• SP60-1 white metal asbestos lined pipe 

• SP60A-1 light green metal pipe 

• SP71A-1 orange metal pipe 
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• SP71A-1 cream metal asbestos lined pipe 

• SP71A-1 cream metal pipe 

• SP71A-1 brown metal pipe 

• SP48-1 white metal asbestos lined pipe 

• SP34-1 white metal pipe 

• SP24/24A-1 white metal pipe 

• SP24/24A-1 green metal pipe 

• SP24/24A-1 white metal hanger 

• SP72/72A-1 brown metal pipe 

• SP72/72A-1 red metal asbestos lined pipe 

• SP72/72A-1 green metal asbestos lined pipe 

• SP72-1 orange metal asbestos lined pipe 

• SP72-1 brown metal hanger 

• SP72-1 cream metal hanger 

• SP72-1 orange metal hanger 

• SP72/72A-1 orange metal pipe 

• SP72A-1 white metal pipe 

• SP72A-1 yellow metal railing 

• SP72A-1 yellow metal pipe 

• SP72A-1 yellow metal hanger 

• SP72A-1 yellow metal insulated pipe 

• SP72A-1 orange metal insulated pipe 

• SP72A-1 orange metal conduit 

• SP72A-1 orange metal hanger 

• SP44-1 white metal pipe 

• SP44-1 cream wood window sill 

• SP42-1 blue metal interior door frame 

• SP42A-1 white metal door frame 

• SP43-1 brown metal door frame 

• SP12A-1 cream metal pipe 

• SP12-1 white metal pipe 

• SP12-1 white metal exterior door frame 

• SP70-1 gray metal door frame 

• SP74/75-1 gray metal exterior door frame 

• SP68-1 tan metal door frame 

• SP68-1 cream metal asbestos lined pipe 

• SP68-1 brown metal pipe 
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• SP68-1 cream metal pipe 

• SPHCBB-1 cream metal conduit 

• SPHCBB-1 white metal door frame 

• SP73-1 white metal door frame 

• SP40-1 cream metal pipe 

• SP40-1 white metal asbestos lined pipe 

• SP27A-1 peach metal door frame 

• SP27-1 peach metal door frame 

• SP26-1 gray metal pipe 

• SP26A-1 gray metal pipe 

• SP9-1 white metal conduit 

• SP9-1 gray metal door frame 

• SP9-1 cream metal pipe 

• SP76-1 gray metal pipe 

• SP15-1 white metal interior door frame 

• SP15-1 brown metal pipe 

• SP15-1 brown metal hanger 

• SPCCB-1 white metal door frame 

• SPECBB-1 gray metal door frame 

• SPECBD-1 cream metal door frame 

First floor: 

• SP184-1 gray metal door frame 

• SP106-1 white metal radiator pipe 

• SP154-1 white metal door frame 

• SP155-1 white metal door frame 

• SP157-1 orange metal hanger 

• SP194-1 white metal pipe 

• SP116-1 white metal radiator pipe 

• SP116-1 white metal door frame 

• SP118-1 white metal radiator pipe 

• SP115-1 white metal door frame 

• SP121-1 gray metal door frame 

• SP140-1 white metal door frame 

• SP140-1 white metal radiator pipe 

• SP161-1 white wood window sill 

• SP161-1 white metal exterior door frame 

• SP103-1 gray metal stall 
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• SP146D-1 gray metal door frame 

• SP146F-1 gray metal pipe 

• SP141-1 gray metal door frame 

• SPMC1D-1 cream metal duct 

• SPEC1B-1 cream metal conduit 

• SPEC1A-1 orange metal conduit 

• SPEC1A-1 orange metal electrical box 

• SP114-1 silver metal radiator base 

• SPFC1B-1 red concrete floor 

Second floor: 

• SP212-1 white metal gas valve 

• SP213A-1 black metal door frame 

• SP209-1 white metal air valve 

• SP262-1 white wood window frame 

• SP261-1 white wood window sill 

• SP260-1 white wood window frame 

• SP260-1 white wood window sill 

• SP266-1 white wood window sill 

• SP267-1 tan metal exterior door frame 

• SPWTPATH-1 tan metal interior door frame 

• SP258-1 white wood window frame 

• SP249-1 white wood window frame 

• SP249-1 white wood window sill 

• SP236-1 white wood window sill 

• SP242-1 white wood window sill 

• SP246-1 white wood window sill 

• SP247-1 white wood window frame 

• SP247-1 white wood window sill 

• SP273-1 orange metal beam 

• SP280-1 white wood window sill 

• SP278-1 white metal radiator pipe 

• SP274-1 white metal exterior door frame 

• SPXRCOR-1 gray metal door frame 

• SPCOR203-1 gray metal interior door frame 

• SP234-1 white wood window sill 

• SP218-1 white wood window sill 

• SP201-1 silver metal radiator pipe 
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• SPHC2B-1 white wood coat rack 

• SPHC2B-1 white metal door frame 

• SPEC2B-1 yellow metal door frame 

• SP235-1 white metal door frame 

• SPCC2B3-1 white metal door frame  

• SP217-1 gray metal door frame 

• SPEC2C-1 cream metal door frame 

Third floor: 

• SP307-1 gray metal exterior door frame 

• SP381D-1 orange metal hanger 

• SP381B-1 orange metal hanger 

• SP386-1 gray metal interior door frame 

• SP380-1 orange metal hanger 

• SP309-1 gray metal exterior door frame 

• SP325-1 white wood window frame 

• SP310-1 gray metal exterior door frame 

• SP328-1 gray metal door frame 

• SP381A-1 white metal radiator pipe 

• SP382-1 white metal radiator pipe 

• SP347-1 light blue metal vent cover 

• SP348-1 yellow metal pipe 

• SP348-1 yellow metal hanger 

• SPORCORR-1 gray metal interior door frame 

• SP343-1 white metal radiator pipe 

• SP356-1 silver metal radiator pipe 

• SP357-1 white metal radiator pipe 

• SP359-1 white metal radiator pipe 

• SP391-1 white metal radiator pipe 

• SP361-1 gray metal door frame 

• SP365-1 gray metal door frame 

• SP302-1 black metal radiator pipe 

• SP302-1 gray metal door frame 

• SP327-1 gray metal door frame 

• SP326-1 gray metal door frame 

• SPHC3B2-1 gray metal door frame 

• SP345-1 gray metal door frame 

• SPHC3B1-1 white wood coat rack 



 PRELIMINARY DRAFT  

Lead-Based Paint Inspection & Risk Assessment, Bldg 1, VAMC Page 9 of 49 
Earth Smart Environmental Solutions, LLC October 27, 2009 

Fourth floor: 

• SP474-1 white metal radiator pipe 

• SP473-1 white metal radiator pipe 

• SP470-1 white metal radiator pipe 

• SP468-1 white metal radiator pipe 

• SP464-1 gray metal exterior door frame 

• SP459-1 white metal radiator pipe 

• SP452-1 white metal radiator pipe 

• SP480-1 white metal radiator pipe 

• SP426-1 white metal door frame 

• SP425-1 white wood window sill 

• SPFC4A-1 blue metal door frame 

• SP442-1 white wood window frame 

• SP479-1 pink metal door frame 

• SP460A-1 white metal radiator pipe 

• SP460B-1 white metal radiator pipe 

• SP448-1 white wood window sill 

• SPEC4B-1 cream metal door frame 

• SPHC4B1-1 gray metal door frame 

• SP416-1 gray metal door frame 

• SPHC4B2-1 gray metal door frame 

• SP463-1 gray metal door frame 

• SPSTR4RM-1 gray wood window sill 

Fifth floor: 

• SP535-1 orange metal hanger 

• SP540-1 white wood window sill 

• SP502-1 white wood window sill 

• SP523A-1 gray metal door frame 

• SP523A-1 peach ceramic baseboard 

• SP525-1 white wood window sill 

• SP525-1 orange metal bracket 

• SP522-1 gray metal door frame 

• SP509-1 white wood window sill 

• SPFLR5COR3-1 white wood window frame 

• SPEC5C-1 gray metal door frame 

• SPPS5B-1 gray metal pipe 
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• SP508-1 gray metal door frame 

• SP508-1 tan ceramic tile column 

• SPPC5-A-1 gray metal pipe 

• SPHC5B-1 gray metal door frame 

• SPFC5B-1 white metal door frame 

• SPCC5A-1 white wood window frame 

• SPCC5A-1 white wood window sill 

Outside: 

• SPOUTSIDE-1 red metal vent cover 

• SPOUTSIDE-1 red metal vent 

Roof: 

• SPROOF-1 white metal duct bracket 

• SPROOF-1 white metal duct access 

• SPROOF-1 white metal pipe 

• SPROOF-1 red metal vent 

• SPROOF-1 black metal pipe 

• SPROOF-1 white metal vent 

• SPROOF-1 brown metal tension rod 

• SPPHB1-1 dark gray wood window sill 

• SPPHB1-1 dark gray metal door frame 

• SPPHB1-1 dark gray metal pipe 

• SPPHB1-1 white metal pipe 

• SPSTRPHB-1 white wood window sill 

• SPSTRPHB-1 gray metal newel post 

• SPSTRPHB-1 gray metal stair riser 

• SPSTRPHB-1 pink metal balluster 

• SPSTRPHB-1 gray wood baseboard 

• SPPHC-1 brown metal pipe 

• SPPHC-1 yellow metal conduit 

• SPPHC-1 orange metal duct 

• SPPHC-1 orange metal conduit 

Refer to Appendix C for the location and quantity of these building components 

All other building components that were positive for lead were in intact condition.  

There may be additional building components present above plaster ceilings that could not be 
accessed for this lead inspection and risk assessment.  
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4.2 Risk assessment 
As requested by the client, a risk assessment was performed in each room that had a positive result 
on the XRF for lead (in rooms where no positive results occurred but there were visible components 
that were not reachable that were positive for lead throughout the hospital, i.e. hangers or pipes), a 
dust wipe was taken. Dust wipe samples were collected according to HUD guidelines, as follows: 

• An area located on the surface to be sampled is measured and marked. 

• A single approved sampling wipe is opened with gloved hand and wiped across 
the sampling area in a series of “S” patterns. 

• The wipe is then placed into a container labeled with the site location 
identification and sample location. 

• Samples are analyzed by EMSL Analytical laboratory. The results are reported in 
micrograms per square foot (µg/ft2 ).  

The EPA and HUD standard for dust wipes on a floor is 40  µg/ft2, on a window sill is 250 µg/ft2, and 
in a window trough or window well is 400 µg/ft2.  

Samples were labeled using the same room numbering system as the visual inspection followed by 
1W for a floor sample and 2W for a window sill sample.  

The following dust wipe samples tested above the standard for lead. 
Basement 

• SP10-1-2W window sill 

• SP5D-1-1W floor 

• SP60-1-1W floor 

• SP60-1-2W window sill 

• SP60A-1-1W floor 

• SP47-1-2W window sill 

• SP72A-1-1W floor 

• SP72A-1-2W window sill 

• SP46-1-1W floor 

• SP46-1-2W window sill 

• SP54-1-1W floor 

• SPSWITCHGEAR-1 floor 

• SP12A-1-1W floor 

• SP12-1-1W floor 

• SP12-1-1W window sill 

• SP12B-1-1W floor 

• SP12C-1-1W floor 

• SP74-1-1W floor 

• SP68-1-1W floor 

• SP55A-1-1W floor 

• SP73-1-1W floor 
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• SP21-1-2W window sill 

• SP27A-1-1W floor 

• SP27-1-1W floor 

• SP26A-1-1W floor 

• SP26-1-1W floor 

• SPCOR27-1-1W floor 

• SP2-1-1W floor 

• SPBSMTSTR1-1-1W floor 

• SPFCBA-1-1W floor 

• SPFCBB-1-1W floor 

• SPCCBD-1-1W floor 

• SPCCBC-1-1W floor 

• SPECBB-1-1W floor 

• SPECBD-1-1W floor 

• SP71CS-1-1W floor 

• SP12CS-1-1W floor 

First floor 

• SP146C-1-1W floor 

• SPFC1E-1-1W floor 

• SPSTGSTRGE-1-1W floor 

• SP282-1-1W floor 

• SPEC1D-1-1W floor 

• SPFC1B-1-1W floor 

• SP281-1-1W floor 

Second floor 

• SP261-1-2W window sill 

• SP237-1-2W window sill 

• SPMC2B-1-2W window sill 

• SPEC2B-1-1W floor 

Third floor 

• SP345-1-1W floor 

• SPEC3B-1-1W floor 

• SPCC3B-1-1W floor 

Fourth floor 

• SP433A-1-2W window sill 

• SP448-1-2W window sill 
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• SPEC4A-1-1W floor 

• SP469-1-1W floor 

• SPSTR4RM-1-1W floor 

• SPSTR4RM-1-1W window sill 

• SPEC4C-1-1W floor 

• SP216CS-1-1W floor 

Fifth floor 

• SP525-1-2W window sill 

• SPPS5B-1-1W floor 

• SPPC5-A-1-1W floor 

• SPEC5A-1-1W floor 

• SPFC5A-1-1W floor 

• SPEC5B-1-1W floor 

• SPFC5B-1-1W floor 

• SPCC5A-1 window sill 

• SPFC5C-1-1W floor 

Roof 

• SPPHB1-1-1W floor 

• SPPHB1-1-2W window sill 

• SPSTRHB-1-2W window sill 

• SPPHC-1-1W floor 

Appendix D provides dust wipe results and the location of these hazards. 

As part of the risk assessment and at the request of the client, soil samples were collected. Samples 
were collected as a composite drip line sample and a composite bare soil sample. 

Acceptable lead soil levels are as follow: 400 mg/kg for play areas and 1,200 mg/kg for other parts of 
the yard. 

Soil samples for Building # 1 did not exceed the 400 mg/kg or 1200 mg/kg standard levels for lead in 
soil. 

Based on the results of the lead-based paint inspection and risk assessment, ES2 recommends that 
the following items be addressed immediately to reduce the risk of lead exposure: 

Basement 

Room 
Number 

Building 
Component 

Lead-based 
Paint Color  

Area 
(square feet) Recommended Action 
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SP10-1 Pipe 
Connector 

Cream 1 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP10-1 Floor, 
windows and 
all 
components 
with visible 
dust 

 527 Remove equipment, supplies 
& miscellaneous items; clean 
all components including 
floor and window sill for 
dust 

SP5G-1 Hanger Gray 9 Hangers Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP5E-1 Pipe White 48 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP5E-1 Hanger White 6 Hangers Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP5B-1 Pipe Gray  14 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP5B-1 Hanger Gray 7 Hangers Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP5D-1 Hanger Orange 1 Hanger Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP5D-1 Floor, 
windows and 
all 
components 
with visible 
dust 

 110 Remove equipment, supplies 
& miscellaneous items; clean 
all components including 
floor and window sill for 
dust 

SP60-1 Pipe Green 150 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 
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SP60-1 Asbestos lined 
pipe 

White  31 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP60-1 Floor, 
windows and 
all 
components 
with visible 
dust 

 264 Remove equipment, supplies 
& miscellaneous items; clean 
all components including 
floor and window sill for 
dust 

SP60A-1 Pipe Light Green 32 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP60A-1 Floor, 
windows and 
all 
components 
with visible 
dust 

  Remove equipment, supplies 
& miscellaneous items; clean 
all components including 
floor and window sill for 
dust 

SP71A-1 Pipe Orange 110 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP71A-1 Asbestos 
Lined Pipe 

Cream 96 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP71A-1 Pipe Cream 83 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP71A-1 Pipe Brown 48 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP48-1 Asbestos 
Lined Pipe 

White 396 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 
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SP47-1 Floor, 
windows and 
all 
components 
with visible 
dust 

 404 Remove equipment, supplies 
& miscellaneous items; clean 
all components including 
floor and window sill for 
dust 

SP34-1 Pipe White 29 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP24/24A-1 Pipe White 81 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP24/24A-1 Pipe Green 23 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP24/24A-1 Hanger White 8 Hangers Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP72/72A-1 Pipe Brown 158 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP72/72A-1 Asbestos 
Lined Pipe 

Red 90 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP72/72A-1 Asbestos 
Lined Pipe 

Green 388 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP72/72A-1 Pipe Orange 149 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP72-1 Asbestos 
Lined Pipe 

Orange 31 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 
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SP72-1 Hanger Brown 5 Hangers Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP72-1 Hanger Cream 10 Hangers Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP72-1 Hanger Orange 10 Hangers Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP72A-1 Pipe White 21 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP72A-1 Railing Yellow 6 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP72A-1 Pipe Yellow 3 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP72A-1 Hanger Yellow 5 Hangers Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP72A-1 Asbestos 
Insulated Pipe 

Yellow 189 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP72A-1 Insulated Pipe Orange 94 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP72A-1 Conduit Orange 74 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 
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SP72A-1 Hanger Orange 7 Hangers Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP72A-1 Floor, 
windows and 
all 
components 
with visible 
dust 

 976 Remove equipment, supplies 
& miscellaneous items; clean 
all components including 
floor and window sill for 
dust 

SP46-1 Floor, 
windows and 
all 
components 
with visible 
dust 

 573 Remove equipment, supplies 
& miscellaneous items; clean 
all components including 
floor and window sill for 
dust 

SP44-1 Pipe White 79 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP44-1 Window Sill Cream 6 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP42-1 Interior Door 
Frame 

Blue 30 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP42A-1 Door Frame White 7 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP43-1 Door Frame Brown 15 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP54-1 Floor, 
windows and 
all 
components 
with visible 
dust 

 151 Remove equipment, supplies 
& miscellaneous items; clean 
all components including 
floor and window sill for 
dust 
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SPSWITCH 
GEAR-1 

Floor, 
windows and 
all 
components 
with visible 
dust 

 633 Remove equipment, supplies 
& miscellaneous items; clean 
all components including 
floor and window sill for 
dust 

SP12A-1 Pipe Cream 47 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP12A-1 Floor, 
windows and 
all 
components 
with visible 
dust 

 149 Remove equipment, supplies 
& miscellaneous items; clean 
all components including 
floor and window sill for 
dust 

SP12-1 Pipe White 234 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP12-1 Exterior Door 
Frame 

White 15 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP12-1 Floor, 
windows and 
all 
components 
with visible 
dust 

 313 Remove equipment, supplies 
& miscellaneous items; clean 
all components including 
floor and window sill for 
dust 

SP12B-1 Floor, 
windows and 
all 
components 
with visible 
dust 

 389 Remove equipment, supplies 
& miscellaneous items; clean 
all components including 
floor and window sill for 
dust 

SP12C-1 Floor, 
windows and 
all 
components 
with visible 
dust 

 607 Remove equipment, supplies 
& miscellaneous items; clean 
all components including 
floor and window sill for 
dust 
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SP70-1 Door Frame Gray 15 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP74/75-1 Exterior Door 
Frame 

Gray 30 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP74/75-1 Floor, 
windows and 
all 
components 
with visible 
dust 

 401 Remove equipment, supplies 
& miscellaneous items; clean 
all components including 
floor and window sill for 
dust 

SP68-1 Door Frame Tan 15 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP68-1 Pipe Cream 4 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP68-1 Pipe Brown 40 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP68-1 Asbestos 
Lined Pipe 

Cream 79 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP68-1 Floor, 
windows and 
all 
components 
with visible 
dust 

 125 Remove equipment, supplies 
& miscellaneous items; clean 
all components including 
floor and window sill for 
dust 

SP55/55A-1 Floor, 
windows and 
all 
components 
with visible 
dust 

 493 Remove equipment, supplies 
& miscellaneous items; clean 
all components including 
floor and window sill for 
dust 
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SPHCBB-1 Conduit Cream 12 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SPHCBB-1 Door Frame White 15 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP73-1 Door Frame White 7 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP73-1 Floor, 
windows and 
all 
components 
with visible 
dust 

 180 Remove equipment, supplies 
& miscellaneous items; clean 
all components including 
floor and window sill for 
dust 

SP21-1 Floor, 
windows and 
all 
components 
with visible 
dust 

 351 Remove equipment, supplies 
& miscellaneous items; clean 
all components including 
floor and window sill for 
dust 

SP40-1 Pipe Cream 14 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP40-1 Asbestos 
Lined Pipe 

White 171 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP27A-1 Door Frame Peach 7 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP27A-1 Floor, 
windows and 
all 
components 
with visible 
dust 

 254 Remove equipment, supplies 
& miscellaneous items; clean 
all components including 
floor and window sill for 
dust 
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SP27-1 Door Frame Peach 7 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP27-1 Floor, 
windows and 
all 
components 
with visible 
dust 

 242 Remove equipment, supplies 
& miscellaneous items; clean 
all components including 
floor and window sill for 
dust 

SP26-1 Pipe Gray 53 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP26-1 Floor, 
windows and 
all 
components 
with visible 
dust 

 667 Remove equipment, supplies 
& miscellaneous items; clean 
all components including 
floor and window sill for 
dust 

SP26A-1 Pipe Gray 126 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP26A-1 Floor, 
windows and 
all 
components 
with visible 
dust 

 346 Remove equipment, supplies 
& miscellaneous items; clean 
all components including 
floor and window sill for 
dust 

SPCOR27-1 Floor, 
windows and 
all 
components 
with visible 
dust 

 212 Remove equipment, supplies 
& miscellaneous items; clean 
all components including 
floor and window sill for 
dust 

SP2-1 Floor, 
windows and 
all 
components 
with visible 
dust 

 302 Remove equipment, supplies 
& miscellaneous items; clean 
all components including 
floor and window sill for 
dust 
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SP9-1 Conduit White 37 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP9-1 Door Frame Gray 7 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP9-1 Pipe Cream 4 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP76-1 Pipe Gray 11 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP15-1 Interior Door 
Frame 

White 14 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP15-1 Pipe Brown 131 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP15-1 Hanger Brown 21 Hangers Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SPBSMT 
STR1-1 

Floor, 
windows and 
all 
components 
with visible 
dust 

 275 Remove equipment, supplies 
& miscellaneous items; clean 
all components including 
floor and window sill for 
dust 

SPFCBA-1 Floor and all 
components 
with visible 
dust 

 10 Remove equipment, supplies 
& miscellaneous items; clean 
all components including 
floor and window sill for 
dust 

SPFCBB-1 Floor and all 
components 
with visible 
dust 

 10 Remove equipment, supplies 
& miscellaneous items; clean 
all components including 
floor and window sill for 
dust 
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SPCCBD-1 Floor, 
windows and 
all 
components 
with visible 
dust 

 118 Remove equipment, supplies 
& miscellaneous items; clean 
all components including 
floor and window sill for 
dust 

SPCCBC-1 Floor, 
windows and 
all 
components 
with visible 
dust 

 92 Remove equipment, supplies 
& miscellaneous items; clean 
all components including 
floor and window sill for 
dust 

SPCCB-1 Door Frame White 8 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SPECBB-1 Door Frame Gray 7 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SPECBB-1 Floor, 
windows and 
all 
components 
with visible 
dust 

 44 Remove equipment, supplies 
& miscellaneous items; clean 
all components including 
floor and window sill for 
dust 

SPECBD-1 Door Frame Cream 7 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SPECBD-1 Floor, 
windows and 
all 
components 
with visible 
dust 

 33 Remove equipment, supplies 
& miscellaneous items; clean 
all components including 
floor and window sill for 
dust 

SP71CS-1 Floor, 
windows and 
all 
components 
with visible 
dust 

 270 Remove equipment, supplies 
& miscellaneous items; clean 
all components including 
floor and window sill for 
dust 
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SP12CS-1 Floor, 
windows and 
all 
components 
with visible 
dust 

 300 Remove equipment, supplies 
& miscellaneous items; clean 
all components including 
floor and window sill for 
dust 

1st floor 

Room 
Number 

Building 
Component 

Lead-based 
Paint Color  

Area 
(square feet) Recommended Action 

SP184-1 Door Frame Gray 7 Paint stabilization (remove 
loose/damaged paint and apply 
new protective coating or paint) 

SP106-1 Radiator Pipe White  1 Paint stabilization (remove 
loose/damaged paint and apply 
new protective coating or paint) 

SP154-1 Door Frame White 7 Paint stabilization (remove 
loose/damaged paint and apply 
new protective coating or paint) 

SP155-1 Door Frame White 7 Paint stabilization (remove 
loose/damaged paint and apply 
new protective coating or paint) 

SP157-1 Hanger Orange 2 Hangers Paint stabilization (remove 
loose/damaged paint and apply 
new protective coating or paint) 

SP194-1 Pipe White  19 Paint stabilization (remove 
loose/damaged paint and apply 
new protective coating or paint) 

SP116-1 Radiator Pipe White  1 Paint stabilization (remove 
loose/damaged paint and apply 
new protective coating or paint) 

SP116-1 Door Frame White 7 Paint stabilization (remove 
loose/damaged paint and apply 
new protective coating or paint) 

SP118-1 Radiator Pipe White  1 Paint stabilization (remove 
loose/damaged paint and apply 
new protective coating or paint) 

SP115-1 Door Frame White 7 Paint stabilization (remove 
loose/damaged paint and apply 
new protective coating or paint) 
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SP121-1 Door Frame Gray 7 Paint stabilization (remove 
loose/damaged paint and apply 
new protective coating or paint) 

SP140-1 Door Frame White 7 Paint stabilization (remove 
loose/damaged paint and apply 
new protective coating or paint) 

SP140-1 Radiator Pipe White  3 Paint stabilization (remove 
loose/damaged paint and apply 
new protective coating or paint) 

SP161-1 Window Sill White 3 Paint stabilization (remove 
loose/damaged paint and apply 
new protective coating or paint) 

SP161-1 Exterior Door 
Frame 

White 7 Paint stabilization (remove 
loose/damaged paint and apply 
new protective coating or paint) 

SP103-1 Stall Gray 100 Paint stabilization (remove 
loose/damaged paint and apply 
new protective coating or paint) 

SP146D-1 Door Frame Gray 7 Paint stabilization (remove 
loose/damaged paint and apply 
new protective coating or paint) 

SP146C-1 Floor, 
windows and 
all 
components 
with visible 
dust 

 88 Remove equipment, supplies & 
miscellaneous items; clean all 
components including floor 
and window sill for dust 

SPFC1E-1 Floor, 
windows and 
all 
components 
with visible 
dust 

 10 Remove equipment, supplies & 
miscellaneous items; clean all 
components including floor 
and window sill for dust 

SP281-1 Floor, 
windows and 
all 
components 
with visible 
dust 

 130 Remove equipment, supplies & 
miscellaneous items; clean all 
components including floor 
and window sill for dust 



 PRELIMINARY DRAFT  

Lead-Based Paint Inspection & Risk Assessment, Bldg 1, VAMC Page 27 of 49 
Earth Smart Environmental Solutions, LLC October 27, 2009 

SPSTG 
STRGE-1 

Floor, 
windows and 
all 
components 
with visible 
dust 

 253 Remove equipment, supplies & 
miscellaneous items; clean all 
components including floor 
and window sill for dust 

SP146F-1 Pipe Gray 13 Paint stabilization (remove 
loose/damaged paint and apply 
new protective coating or paint) 

SP282-1 Floor, 
windows and 
all 
components 
with visible 
dust 

 130 Remove equipment, supplies & 
miscellaneous items; clean all 
components including floor 
and window sill for dust 

SP141-1 Door Frame Gray 7 Paint stabilization (remove 
loose/damaged paint and apply 
new protective coating or paint) 

SPMC1D-1 Duct Cream 5 Paint stabilization (remove 
loose/damaged paint and apply 
new protective coating or paint) 

SPEC1D-1 Floor, 
windows and 
all 
components 
with visible 
dust 

 24 Remove equipment, supplies & 
miscellaneous items; clean all 
components including floor 
and window sill for dust 

SPEC1B-1 Conduit Cream 147 Paint stabilization (remove 
loose/damaged paint and apply 
new protective coating or paint) 

SPEC1A-1 Conduit Orange 37 Paint stabilization (remove 
loose/damaged paint and apply 
new protective coating or paint) 

SPEC1A-1 Electrical box Orange 4 Paint stabilization (remove 
loose/damaged paint and apply 
new protective coating or paint) 

SP114-1 Radiator Base Silver 1 Paint stabilization (remove 
loose/damaged paint and apply 
new protective coating or paint) 

SPFC1B-1 Floor Red 6 Paint stabilization (remove 
loose/damaged paint and apply 
new protective coating or paint) 
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SPFC1B-1 Floor and all 
components 
with visible 
dust 

 10 Remove equipment, supplies & 
miscellaneous items; clean all 
components including floor 
and window sill for dust 

2nd Floor 

Room Number 
Building 

Component 
Lead-based 
Paint Color  

Area 
(square feet) Recommended Action 

SP212-1 Gas Valve White 1 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) or replace 

SP213A-1 Door Frame Black 7 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP209-1 Air valve White 1 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) or replace 

SP262-1 Window 
Frame 

White 5 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP261-1 Window Sill White 3 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP261-1 Floor, 
windows and 
all 
components 
with visible 
dust 

 167 Remove equipment, 
supplies & miscellaneous 
items; clean all components 
including floor and window 
sill for dust 

SP260-1 Window 
Frame 

White 25 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP260-1 Window Sill White 15 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 
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SP266-1 Window Sill White 3 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP267-1 Exterior Door 
Frame 

Tan 7 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SPWTPATH-1 Interior Door 
Frame 

Tan 36 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP258-1 Window 
Frame 

White 5 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP249-1 Window 
Frame 

White 25 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP249-1 Window Sill White 15 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP236-1 Window Sill White 4 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP242-1 Window Sill White 2 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP237-1 Floor, 
windows and 
all 
components 
with visible 
dust 

 283 Remove equipment, 
supplies & miscellaneous 
items; clean all components 
including floor and window 
sill for dust 

SP246-1 Window Sill White 3 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 
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SP247-1 Window 
Frame 

White 10 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP247-1 Window Sill White 6 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP273-1 Beam Orange 1 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP280-1 Window Sill White 6 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP278-1 Radiator Pipe White 1 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP274-1 Exterior Door 
Frame 

White 7 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SPXRCOR-1 Door Frame Gray 74 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SPCOR203-1 Interior Door 
Frame 

Gray 49 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP234-1 Window Sill White 4 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP218-1 Window Sill White 9 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 



 PRELIMINARY DRAFT  

Lead-Based Paint Inspection & Risk Assessment, Bldg 1, VAMC Page 31 of 49 
Earth Smart Environmental Solutions, LLC October 27, 2009 

SP201-1 Radiator Pipe Silver 1 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SPHC2B-1 Coat Rack White 6 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SPHC2B-1 Door Frame White 7 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SPMC2B-1 Floor, 
windows and 
all 
components 
with visible 
dust 

 165 Remove equipment, 
supplies & miscellaneous 
items; clean all components 
including floor and window 
sill for dust 

SPEC2B-1 Door Frame Yellow 7 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SPEC2B-1 Floor, 
windows and 
all 
components 
with visible 
dust 

 26 Remove equipment, 
supplies & miscellaneous 
items; clean all components 
including floor and window 
sill for dust 

SP235-1 Door Frame White 7 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SPCC2B3-1 Door Frame White 7 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP217-1 Door Frame Gray 7 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SPEC2C-1 Door Frame Cream 7 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 
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3rd Floor 

Room 
Number 

Building 
Component 

Lead-based 
Paint Color  

Area 
(square feet) Recommended Action 

SP307-1 Exterior Door 
Frame 

Gray 8 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP381D-1 Hanger Orange 14 Hangers Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP381B-1 Hanger Orange 7 Hangers Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP386-1 Interior Door 
Frame 

Gray 15 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP380-1 Hanger Orange 14 Hangers Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP309-1 Exterior Door 
Frame 

Gray 7 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP325-1 Window 
Frame 

White 10 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP310-1 Exterior Door 
Frame 

Gray 8 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP328-1 Door Frame Gray 7 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 
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SP381A-1 Radiator Pipe White 1 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP382-1 Radiator Pipe White 1 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP347-1 Vent Cover Light Blue 6 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP348-1 Pipe Yellow 76 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP348-1 Hanger Yellow 1 Hanger Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SPORCORR-1 Interior Door 
Frame 

Gray 105 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP343-1 Radiator Pipe White 2 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP356-1 Radiator Pipe Silver 2 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP357-1 Radiator Pipe White 4 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP359-1 Radiator Pipe White 1 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 
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SP391-1 Radiator Pipe White 1 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP361-1 Door Frame Gray 8 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP365-1 Door Frame Gray 7 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP302-1 Radiator Pipe Black 2 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP302-1 Door Frame Gray 8 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP327-1 Door Frame Gray 7 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP326-1 Door Frame Gray 7 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SPHC3B2-1 Door Frame Gray 7 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP345-1 Door Frame Gray 7 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP345-1 Floor, 
windows and 
all 
components 
with visible 
dust 

 201 Remove equipment, supplies 
& miscellaneous items; clean 
all components including 
floor and window sill for 
dust 
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SPEC3B-1 Floor, 
windows and 
all 
components 
with visible 
dust 

 19 Remove equipment, supplies 
& miscellaneous items; clean 
all components including 
floor and window sill for 
dust 

SPHC3B1-1 Coat Rack White 6 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SPCC3B-1 Floor, 
windows and 
all 
components 
with visible 
dust 

 19 Remove equipment, supplies 
& miscellaneous items; clean 
all components including 
floor and window sill for 
dust 

4th Floor 

Room 
Number 

Building 
Component 

Lead-based 
Paint Color  

Area 
(square feet) Recommended Action 

SP474-1 Radiator Pipe White 1 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP473-1 Radiator Pipe White 1 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP470-1 Radiator Pipe White 1 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP468-1 Radiator Pipe White 1 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP464-1 Exterior Door 
Frame 

Gray 8 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP459-1 Radiator Pipe White 1 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 
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SP452-1 Radiator Pipe White 1 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP480-1 Radiator Pipe White 1 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP426-1 Door Frame White 8 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP425-1 Window Sill White 1 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SPFC4A-1 Door Frame Blue 4 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP442-1 Window 
Frame 

White 5 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP479-1 Door Frame Pink 7 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP433A-1 Floor, 
windows and 
all 
components 
with visible 
dust 

 305 Remove equipment, supplies 
& miscellaneous items; clean 
all components including 
floor and window sill for 
dust 

SP460A-1 Radiator Pipe White 1 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP460B-1 Radiator Pipe White 1 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 
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SP448-1 Window Sill White 1 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP448-1 Floor, 
windows and 
all 
components 
with visible 
dust 

 201 Remove equipment, supplies 
& miscellaneous items; clean 
all components including 
floor and window sill for 
dust 

SPEC4B-1 Door Frame Cream 7 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SPHC4B1-1 Door Frame Gray 7 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP416-1 Door Frame Gray 7 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SPEC4A-1 Floor, 
windows and 
all 
components 
with visible 
dust 

 25 Remove equipment, supplies 
& miscellaneous items; clean 
all components including 
floor and window sill for 
dust 

SPEC4C-1 Floor, 
windows and 
all 
components 
with visible 
dust 

 25 Remove equipment, supplies 
& miscellaneous items; clean 
all components including 
floor and window sill for 
dust 

SPHC4B2-1 Door Frame Gray 7 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SP463-1 Door Frame Gray 7 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 
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SP469-1 Floor, 
windows and 
all 
components 
with visible 
dust 

 156 Remove equipment, supplies 
& miscellaneous items; clean 
all components including 
floor and window sill for 
dust 

SPSTR4RM-1 Window Sill Gray 6 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SPSTR4RM-1 Floor, 
windows and 
all 
components 
with visible 
dust 

 300 Remove equipment, supplies 
& miscellaneous items; clean 
all components including 
floor and window sill for 
dust 

SP216CS-1 Floor, 
windows and 
all 
components 
with visible 
dust 

 1,200 Remove equipment, supplies 
& miscellaneous items; clean 
all components including 
floor and window sill for 
dust 

5th Floor 

Room Number 
Building 

Component 
Lead-based 
Paint Color  

Area 
(square feet) Recommended Action 

SP535-1 Hanger Orange 1 Hanger Paint stabilization (remove 
loose/damaged paint and 
apply new protective 
coating or paint), or replace 
door 

SP540-1 Window Sill White  2 Paint stabilization (remove 
loose/damaged paint and 
apply new protective 
coating or paint) 

SP502-1 Window Sill White  4 Paint stabilization (remove 
loose/damaged paint and 
apply new protective 
coating or paint) 

SP523A-1 Door Frame Gray  8 Paint stabilization (remove 
loose/damaged paint and 
apply new protective 
coating or paint) 
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SP523A-1 Baseboard Peach 6 Paint stabilization (remove 
loose/damaged paint and 
apply new protective 
coating or paint) 

SP525-1 Window Sill White  4 Paint stabilization (remove 
loose/damaged paint and 
apply new protective 
coating or paint) 

SP525-1 Bracket Orange 1 Bracket Paint stabilization (remove 
loose/damaged paint and 
apply new protective 
coating or paint) 

SP525-1 Floor, 
windows and 
all 
components 
with visible 
dust 

 330 Remove equipment, 
supplies & miscellaneous 
items; clean all components 
including floor and window 
sill for dust 

SP522-1 Door Frame Gray 8 Paint stabilization (remove 
loose/damaged paint and 
apply new protective 
coating or paint) 

SP509-1 Window Sill White 3 Paint stabilization (remove 
loose/damaged paint and 
apply new protective 
coating or paint) 

SPFLR5COR3-1 Window 
Frame 

White 15 Paint stabilization (remove 
loose/damaged paint and 
apply new protective 
coating or paint) 

SPEC5C-1 Door Frame Gray 7 Paint stabilization (remove 
loose/damaged paint and 
apply new protective 
coating or paint) 

SPPS5B-1 Pipe Gray 40 Paint stabilization (remove 
loose/damaged paint and 
apply new protective 
coating or paint) 

SPPS5B-1 Floor, 
windows and 
all 
components 
with visible 
dust 

 27 Remove equipment, 
supplies & miscellaneous 
items; clean all components 
including floor and window 
sill for dust 
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SPFC5C-1 Floor, 
windows and 
all 
components 
with visible 
dust 

 10 Remove equipment, 
supplies & miscellaneous 
items; clean all components 
including floor and window 
sill for dust 

SP508-1 Door Frame Gray 7 Paint stabilization (remove 
loose/damaged paint and 
apply new protective 
coating or paint) 

SP508-1 Column Tan 20 Paint stabilization (remove 
loose/damaged paint and 
apply new protective 
coating or paint) 

SPPC5-A-1 Pipe Gray 53 Paint stabilization (remove 
loose/damaged paint and 
apply new protective 
coating or paint) 

SPPC5-A-1 Floor, 
windows and 
all 
components 
with visible 
dust 

 40 Remove equipment, 
supplies & miscellaneous 
items; clean all components 
including floor and window 
sill for dust 

SPEC5A-1 Floor, 
windows and 
all 
components 
with visible 
dust 

 20 Remove equipment, 
supplies & miscellaneous 
items; clean all components 
including floor and window 
sill for dust 

SPFC5A-1 Floor, 
windows and 
all 
components 
with visible 
dust 

 300 Remove equipment, 
supplies & miscellaneous 
items; clean all components 
including floor and window 
sill for dust 

SPEC5B-1 Floor, 
windows and 
all 
components 
with visible 
dust 

 21 Remove equipment, 
supplies & miscellaneous 
items; clean all components 
including floor and window 
sill for dust 
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SPHC5B-1 Door Frame Gray 7 Paint stabilization (remove 
loose/damaged paint and 
apply new protective 
coating or paint) 

SPFC5B-1 Door Frame White 7 Paint stabilization (remove 
loose/damaged paint and 
apply new protective 
coating or paint) 

SPFC5B-1 Floor, 
windows and 
all 
components 
with visible 
dust 

 300 Remove equipment, 
supplies & miscellaneous 
items; clean all components 
including floor and window 
sill for dust 

SPCC5A-1 Window 
Frame 

White 5 Paint stabilization (remove 
loose/damaged paint and 
apply new protective 
coating or paint) 

SPCC5A-1 Window Sill White 3 Paint stabilization (remove 
loose/damaged paint and 
apply new protective 
coating or paint) 

SPCC5A-1 Floor, 
windows and 
all 
components 
with visible 
dust 

 148 Remove equipment, 
supplies & miscellaneous 
items; clean all components 
including floor and window 
sill for dust 

Roof 

Room 
Number 

Building 
Component 

Lead-based 
Paint Color  

Area 
(square feet) Recommended Action 

SPRoof-1 Duct Bracket White  20 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SPRoof-1 Duct Access White  4 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SPRoof-1 Pipe White 131 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 
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SPRoof-1 Vent Red 50 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SPRoof-1 Pipe Black 46 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SPRoof-1 Vent White 25 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SPRoof-1 Tension Rod Brown 67 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SPPHB1-1 Window sill Dark Gray 4 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SPPHB1-1 Door Frame Dark Gray 7 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SPPHB1-1 Pipe Dark Gray 40 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SPPHB1-1 Pipe White 79 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SPPHB1-1 Floor, 
windows and 
all 
components 
with visible 
dust 

 2,545 Remove equipment, supplies 
& miscellaneous items; clean 
all components including 
floor and window sill for 
dust 

SPSTRPHB-1 Window Sill White 3 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 
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SPSTRPHB-1 Newel Post Gray 10 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SPSTRPHB-1 Stair Riser Gray 33 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SPSTRPHB-1 Balluster Pink 18 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SPSTRPHB-1 Baseboard Gray 10 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SPSTRPHB-1 Floor, 
windows and 
all 
components 
with visible 
dust 

 181 Remove equipment, supplies 
& miscellaneous items; clean 
all components including 
floor and window sill for 
dust 

SPPHC-1 

 

Pipe Brown 27 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SPPHC-1 Conduit Yellow 126 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SPPHC-1 Duct Orange 1 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SPPHC-1 Conduit Orange 4 Paint stabilization (remove 
loose/damaged paint and 
apply new protective coating 
or paint) 

SPPPHC-1 Floor, 
windows and 
all 
components 
with visible 
dust 

 685 Remove equipment, supplies 
& miscellaneous items; clean 
all components including 
floor and window sill for 
dust 
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Outside 

Room 
Number 

Building 
Component 

Lead-based 
Paint Color  

Area 
(square feet) Recommended Action 

Outside  Vent Cover Red 5 Paint stabilization (remove 
loose/damaged paint and apply 
new protective coating or 
paint) 

Outside  Vent Red 20 Paint stabilization (remove 
loose/damaged paint and apply 
new protective coating or 
paint) 

 

These recommendations are based on the interim controls required to address lead-based paint in 
poor condition in Building # 1. This does not include components with lead-based paint that are in 
intact condition. There may be other components that were not accessible at the time of inspection, 
which may require abatement or interim control.  The actions recommended above must be 
performed by a certified lead abatement contractor. 

Refer to Section 7.0 for the cost estimate. 
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5.0 Findings 

The following paragraphs describe the positive results for lead confirmed by the XRF readings and 
dust wipes collected from Building # 1 at the VAMC campus. 

5.1 XRF testing results 
In Building # 1 there were several painted components that tested positive for lead per the XRF. These 
components include: pipes, conduits, hangers, door jambs, doors, electrical boxes, window frames, 
window sills, radiators (including bases), ceilings and ceiling decks, stair components, closet doors, 
closet door shelves, banisters, decorative molding, baseboards, ducts, and beams. On the outside of 
the building, the following painted components tested positive for lead: vents, vent covers, fences, 
pipes, overhangs, and firehose connectors and caps. On the roof of the building, the following 
painted components tested positive for lead: duct brackets, duct access, pipes, vents, and tension 
rods. 

Refer to Appendix C to find the approximate location, color, and quantity of these components.  

Refer to Appendix H to find the raw data table produced by the XRF. 

5.2 Dust wipe sample results 
In each room where a component tested positive for lead by the XRF, a dust wipe sample was 
collected on the floor and from a window sill when there was a window present (window troughs 
were not sampled because windows were metal and not painted). In Building # 1 dust wipes collected 
on all floors showed presence of lead above the hazard level of 40  µg/ft2 for dust on floor and 250 
µg/ft2 for dust on a window sill. The dust wipe samples exceeding the hazard levels ranged from 40 
µg/ft2 to 38,000 µg/ft2 of lead.  

Refer to Appendix D for the approximate location of the dust wipe samples. 

Appendix E contains drawings for each floor with positive XRF and dust wipe sample locations.  

Appendix G contains laboratory results and chains-of-custody. 

5.3 Soil sample results 
Soil samples for Building # 1 did not exceed the 400 mg/kg or 1200 mg/kg standard levels for lead in 
soil.  Two composite soil samples collected from the Building # 1 site were collected and tested below 
the 400 mg/kg reportable detection limit for lead.  
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6.0 Lead hazard control plan & re-evaluation schedule 

All painted components require periodic re-evaluation and monitoring. Re-evaluation typically is 
scheduled on a bi-annual basis but more frequent re-evaluations may be required depending on site 
conditions. All painted surfaces must remain in good, intact condition. Painted surfaces that are 
peeling, cracking, blistering, or causing dust from friction or impact must be corrected immediately to 
prevent hazardous exposure to possible lead-based paint sources. All repairs must follow HUD 
guidelines for the interim control and abatement of lead-based paint hazards.  

As an interim control option for the components stated in Section 4.0, prior to applying new paint, all 
loose paint and materials shall be removed from the surface by wet scraping or wet sanding. Power 
sanding can be performed in conjunction with a HEPA filtered local exhaust attachment. (Dry 
sanding or dry scraping is only permitted in accordance with 24 CFR 35.140 and for reasons due to 
electrical safety.) Paint stabilization shall include the application of a new protective coating or paint. 
All protective coatings and paints shall be applied in accordance with the manufacture’s 
recommendations and in accordance with 24 CFR 35.1330 (b). A permanent solution may be the 
abatement of all lead based paint in accordance with 24 CFR 35.1325.  ES2 recommends that all 
components listed in Section 4.0 must be abated of all lead-based paint or fully encapsulated to 
minimize exposure risk and must also be re-evaluated. 

Appendix F contains interim control measures and re-evaluation schedule. 
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7.0 Cost estimate 

As requested by the client, ES2 has prepared a cost estimate of the items that require immediate 
attention. The cost is estimated only for the components listed in Risk Assessment - Section 4.2 of 
this report. If requested, full abatement cost of all lead-based paint present in the building is provided 
in Appendix I. 

 

Floor 

Estimated cost 
for paint 

stabilization  
Clearance sampling & third 

party certification 

Basement $70,500 $55,000 

Basement (dust 
cleanup) 

$114,200  

1st floor $18,765 $6,500 

1st floor (dust 
cleanup) 

$7,630  

2nd floor $8,400 $6,000 

2nd floor (dust 
cleanup) 

$5,600  

3rd floor $31,940 $5,000 

3rd floor (dust 
cleanup) 

$3,100  

4th floor $37,800 $1,500 

4th floor (dust 
cleanup) 

$51,100  

5th floor $40,130 $3,000 

5th floor (dust 
cleanup) 

$7,850  

Roof $363,385 $11,000.00 

Roof (dust 
cleanup) 

$72,000  

Outside $2,500.00 $1,000.00 

Estimated 
Total Cost 

$829,900.00 $89,000.00 plus any cost for 
project management, 
specif ication preparation, 
hosting bid walk, etc.  
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Cost is based upon an estimate cost of $100 per square foot for paint stabilization. Any component 
that can be replaced, such as doors, replacement cost is estimated rather than stabilization. 

Please note that the actual cost could be lower or higher depending on the actual area abated and 
cleaned.  
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8.0 Closing 

This inspection and risk assessment was conducted by a certified Lead Inspector and Risk Assessor 
for the benefit of the VAMC. The lead-based painted components identified in this report must be 
addressed using interim controls or abatement options discussed in this report. Reevaluation 
schedule must be followed if interim control measures are used.  After cleaning, paint film 
stabilization and /or abatement work is completed, clearance dust samples must be collected to make 
sure that the building is lead-safe. 

 

 

 

Mark Dziadosz 
Certified Lead Inspector/Risk Assessor #P-03969D 
BS Natural Resources and Environment 
Earth Smart Environmental Solutions, LLC
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Appendix A: 

Scope of work 
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Appendix B: 

XRF Performance Characteristic Sheet 
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Appendix C: 

XRF sample results 

 

 

 



ALEDA E. LUTZ
DEPARTMENT OF VETERANS AFFAIRS MEDICAL CENTER

BUILDING 1
XRF SAMPLING RESULTS

Page 1 of 418

XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

1 1 SHUTTER CALIBRATION

2 1 CALIBRATION .3 +/- .09

3 1 CALIBRATION 3.8 +/- .5

4 1 CALIBRATION .01 +/- .19

5 1 SP10-1 WALL DRYWALL UNKNOWN(WALLPAPER)A .1 +/- .2

6 1 SP10-1 WINDOW FRAME WOOD WHITE A 2.8 +/- .8 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

7 1 SP10-1 WINDOW SILL WOOD WHITE A 3.8 +/- 1.2 1 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

8 1 SP10-1 RADIATOR METAL WHITE A 0 +/- .07

9 1 SP10-1 WALL DRYWALL UNKNOWN(WALLPAPER)B 0 +/- .01

10 1 SP10-1 WALL DRYWALL UNKNOWN(WALLPAPER)C 0 +/- .01

11 1 SP10-1 COUNTERTOP WOOD VARNISH C 0 +/- .01

12 1 SP10-1 COUNTERTOP BRACKET METAL BLACK C .03 +/- .17

13 1 SP10-1 CABINET WOOD VARNISH C 0 +/- .01

14 1 SP10-1 DOOR FRAME METAL GRAY C 2.7 +/- .8 11 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

15 1 SP10-1 DOOR METAL GRAY C .06 +/- .11

16 1 SP10-1 DOOR HINGE METAL GRAY C .12 +/- .27

17 1 SP10-1 WALL DRYWALL UNKNOWN(WALLPAPER)D 0 +/- .16

18 1 SP10-1 DROP CEILING TILE WOOD WHITE CEILING 05 +/- .55

19 1 SP10-1 CEILING GRID METAL BLACK CEILING .07 +/- .3

20 1 SP10-1 BRACKET METAL GREEN CEILING .01 +/- .13

21 1 SP10-1 CEILING CONCRETE WHITE .8 +/- 1.1

22 1 SP10-1 CEILING CONCRETE CREAM .1 +/- .8

23 1 SP10-1 LIGHT FIXTURE METAL WHITE CEILING .01 +/- .13

24 1 SP10-1 PIPE METAL BLACK CEILING .10 +/- .3

25 1 SP10-1 PIPE METAL RED CEILING .03 +/- .16

26 1 SP10-1 PIPE CONNECTOR METAL CREAM CEILING 14 +/- 5.8 1 POOR
Abatement or Encapsulation 

of all Lead Based Paint

27 1 SP10-1 PIPE CONNECTOR METAL BLACK CEILING .01 +/- .06

28 1 SP10-1 PIPE METAL BLACK CEILING .01 +/- .01

29 1 SP10-1 PIPE CONNECTOR METAL RED CEILING .02 +/- .13

ROOM SP10-1
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BUILDING 1
XRF SAMPLING RESULTS

Page 2 of 418

XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP10-1
30 1 SP10-1 VALVE METAL ORANGE CEILING .01 +/- .04

31 1 SP10-1 SPEAKER METAL GRAY CEILING 0 +/- .09

32 1 SP14-1 WALL DRYWALL WHITE A 0 +/- .1

33 1 SP14-1 DOOR FRAME METAL WHITE A 0 +/- .05

34 1 SP14-1 DOOR METAL GRAY A 0 +/- .15

35 1 SP14-1 COLUMN PLASTER WHITE A 0 +/- .07

36 1 SP14-1 BASEBOARD VINYL GRAY A .1 +/- .8

37 1 SP14-1 WALL DRYWALL WHITE B 0 +/- .01

38 1 SP14-1 WALL PLASTER WHITE C .01 +/- .05

39 1 SP14-1 RADIATOR METAL WHITE C .02 +/- .18

40 1 SP14-1 ELECTRICAL BOX METAL WHITE C .01 +/- .19

41 1 SP14-1 CONDUIT METAL WHITE C 0 +/- .02

42 1 SP14-1 PIPE METAL WHITE C .01 +/- .03

43 1 SP14-1 FIBERGLASS COVERED PIPE METAL UNKNOWN C 0 +/- .03

44 1 SP14-1 HANGER METAL WHITE C 3.4 +/- 1.1 LESS THAN 1 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

45 1 SP14-1 PLATE UNDER AIR CONDITIONER METAL WHITE D .4 +/- .9

46 1 SP14-1 WALL DRYWALL WHITE D 0 +/- .01

47 1 SP14-1 WINDOW SILL CONCRETE WHITE C .04 +/- .06

48 1 SP14-1 WINDOW OPENING WOOD WHITE C 0 +/- .17

49 1 SP14-1 DROP CEILING TILE WOOD WHITE CEILING .1 +/- .6

50 1 SP14-1 CEILING GRID METAL BLACK 0 +/- .01

51 1 SP14-1 CEILING VENT METAL WHITE .2 +/- .6

52 1 SP14-1 PIPE METAL BROWN CEILING 5.1 +/- 2.0 20 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

53 1 SP14-1 HANGER METAL BROWN CEILING 24 +/- 8.2 15 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

54 1 SP14-1 PIPE METAL BLACK CEILING .01 +/- .06

55 1 SP14-1 LIGHT FIXTURE METAL WHITE CEILING .03 +/- .22

56 1 SP14-1 WALL PLASTER BROWN C .1 +/- .8

57 1 SP14-1 WALL PLASTER BROWN D .5 +/- .8

58 1 SP14-1 WALL PLASTER BROWN A .03 +/- .05

ROOM SP14-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP10-1
59 1 SP14-1 WALL PLASTER BROWN B .17 +/- .64

60 1 SP14-1 CEILING CONCRETE BROWN .02 +/- .25

61 1 SP5H-1 WALL BRICK WHITE A .02 +/- .13

62 1 SP5H-1 WALL CINDER BLOCK WHITE B 0 +/- .02

63 1 SP5H-1 COLUMN BRICK WHITE C 0 +/- .1

64 1 SP5H-1 WALL CINDER BLOCK WHITE C 0 +/- .03

65 1 SP5H-1 WALL BRICK WHITE D 0 +/- .02

66 1 SP5H-1 BASEBOARD BRICK BLUE A 0 +/- .01

67 1 SP5H-1 DOOR FRAME METAL CREAM D .9 +/- .2

68 1 SP5H-1 DOOR METAL CREAM D 0 +/- .14

69 1 SP5H-1 WALL CINDER BLOCK BLUE B .01 +/- .04

70 1 SP5H-1 CEILING TILE WOOD WHITE .03 +/- .5

71 1 SP5H-1 CEILING GRID METAL BLACK 0 +/- .04

72 1 SP5H-1 LIGHT FIXTURE METAL WHITE CEILING .01 +/- .01

73 1 SP5H-1 CEILING VENT METAL WHITE CEILING 0 +/- .6

74 1 SP5H-1 WALL BRICK BLUE D .01 +/- .02

75 1 SP5H-1 WALL CINDER BLOCK CREAM D .01 +/- .03

76 1 SP5H-1 BRACKET METAL BLACK CEILING 0 +/- .06

77 1 SP5H-1 PIPE METAL BLACK CEILING .02 +/- .17

78 1 SP5H-1 WALL CONCRETE BLUE C .01 +/- .03

79 1 SP5H-1 PIPE CONNECTOR METAL ORANGE CEILING 1.3 +/- .2 1 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

80 1 SP5H-1 CEILING CONCRETE CREAM 0 +/- .8

81 1 SP5H-1 PIPE METAL WHITE CEILING 3.7 +/- 1.2 10 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

82 1 SP5G-1 CEILING CONCRETE WHITE 0 +/- .01

83 1 SP5G-1 WALL CINDER BLOCK LIME GREEN C (ABOVE CEILING)0 +/- .17

84 1 SP5G-1 DROP CEILING TILE WOOD WHITE .1 +/- .6

85 1 SP5G-1 CEILING GRID METAL BLACK 0 +/- 0

86 1 SP5G-1 LIGHT FIXTURE METAL WHITE 0 +/- .05

ROOM SP5H-1

ROOM SP5G-1
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XRF 
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Building 
Number
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(sq. ft. ) Damage Abatement options

ROOM SP10-1
87 1 SP5G-1 COLUMN CONCRETE LIME GREEN 0 +/- .02

88 1 SP5G-1 CONDUIT METAL GRAY CEILING 3.5 +/- 1.1 3 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

89 1 SP5G-1 HANGER METAL GRAY CEILING 11 +/- 3.1 9 POOR
Abatement or Encapsulation 

of all Lead Based Paint

90 1 SP5G-1 BRACKET METAL GREEN CEILING .09 +/- .31

91 1 SP5G-1 ASBESTOS LINED PIPE METAL GRAY CEILING 12 +/- 5.2 31 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

92 1 SP5G-1 WALL DRYWALL WHITE A 0 +/- .01

93 1 SP5G-1 WALL DRYWALL WHITE B 0 +/- .07

94 1 SP5G-1 BASEBOARD VINYL BLACK B 5 +/- 1.9 10 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

95 1 SP5G-1 PIPE METAL WHITE C .2 +/- .8

96 1 SP5G-1 BRACKET METAL LIME GREEN C .15 +/- .32

97 1 SP5G-1 WALL BRICK WHITE C 0 +/- .08

98 1 SP5G-1 WALL DRYWALL WHITE C 0 +/- .09

99 1 SP5G-1 WALL DRYWALL WHITE D 0 +/- .11

100 1 SP5G-1 COLUMN PLASTER WHITE .01 +/- .13

101 1 SP5G-1 CEILING VENT METAL WHITE .5 +/- .7

102 CALIBRATION 3.6 +/- .7

103 CALIBRATION 0 +/- .02

104 CALIBRATION .4 +/- .18

105 1 SP5-1 WALL BRICK WHITE C .41 +/- .14

106 1 SP5-1 DOOR FRAME METAL WHITE C 5.5 +/- 1.7 33 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

107 1 SP5-1 DOOR METAL WHITE C 0 +/- .14

108 1 SP5-1 FIBERGLASS PIPE METAL WHITE C .01 +/- .18

109 1 SP5-1 WALL DRYWALL WHITE D 0 +/- .09

110 1 SP5-1 BASEBOARD VINYL BLACK D 0 +/- .02

111 1 SP5-1 WALL BRICK WHITE B .17 +/- .08

112 1 SP5-1 DOOR FRAME METAL BROWN D .03 +/- .23

113 1 SP5-1 DOOR METAL BROWN D .1 +/- .2

114 1 SP5-1 WALL DRYWALL WHITE B .02 +/- .21

115 1 SP5-1 COLUMN DRYWALL WHITE 0 +/- .11

ROOM SP5-1
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ROOM SP10-1
116 1 SP5-1 WALL DRYWALL BRIGHT WHITE A 0 +/- .07

117 1 SP5-1 WALL CINDER BLOCK BRIGHT WHITE B .1 +/- .9

118 1 SP5-1 WALL CINDER BLOCK WHITE D 0 +/- .10

119 1 SP5-1 WALL CONCRETE WHITE B 0 +/- .8

120 1 SP5-1 WINDOW SILL WOOD WHITE B 5 +/- 1.5 4 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

121 1 SP5-1 WINDOW FRAME WOOD WHITE B 5.1 +/- 1.8 16 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

122 1 SP5-1 PANEL WOOD WHITE B 0 +/- .08

123 1 SP5-1 ELECTRICAL BOX METAL GRAY B .03 +/- .23

124 1 SP5-1 WALL BRICK WHITE C .1 +/- .2

125 1 SP5-1 PIPE METAL WHITE C .09 +/- .3

126 1 SP5-1 SHELF BRACKETS METAL BLACK C .05 +/- .35

127 1 SP5-1 DROP CEILING TILE WOOD WHITE .01 +/- .09

128 1 SP5-1 CEILING GRID METAL BLACK .1 +/- .2

129 1 SP5-1 CEILING VENT METAL WHITE .22 +/- .55

130 1 SP5-1 LIGHT FIXTURE METAL WHITE .01 +/- .15

131 1 SP5-1 WALL CONCRETE LIME GREEN B .2 +/- .8

132 1 SP5-1 PIPE METAL GRAY CEILING 5.1 +/- 1.7 52 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

133 1 SP5-1 HANGER METAL GRAY CEILING 7.8 +/- 2.1 53 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

134 1 SP5-1 SPEAKER METAL GRAY CEILING .01 +/- .01

135 1 SP5-1 ASBESTOS LINED PIPE METAL GRAY CEILING 14 +/- 5.9 232 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

136 1 SP5-1 PIPE (CAPPED) METAL WHITE CEILING 18 +/- 7.3 1 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

137 1 SP5-1 WALL CINDER BLOCK LIME GREEN C .7 +/- .6

138 1 SP5-1 PIPE METAL BLACK CEILING .03 +/- .13

139 1 SP5-1 PIPE CONNECTOR METAL ORANGE CEILING 0 +/- .01

140 1 SP5-1 CONDUIT METAL GRAY CEILING .36 +/- .20

141 1 SP5-1 CEILING CONCRETE WHITE .2 +/- .7

1398 SPCCBA-1 WALL CONCRETE YELLOW .5 +/- 1.0

142 1 SP5F-1 CEILING CONCRETE WHITE .01 +/- .12

143 1 SP5F-1 DROP CEILING TILE WOOD WHITE .24 +/- .52

ROOM SP5F-1
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ROOM SP10-1
144 1 SP5F-1 CEILING GRID METAL BLACK .2 +/- .6

145 1 SP5F-1 LIGHT FIXTURE METAL WHITE 0 +/- .06

146 1 SP5F-1 PIPE METAL BLACK CEILING .05 +/- .19

147 1 SP5F-1 CONDUIT METAL CREAM CEILING .16 +/- .35

148 1 SP5F-1 HANGER METAL CREAM CEILING 8.2 +/- 2.0 45 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

149 1 SP5F-1 ASBESTOS LINED PIPE METAL CREAM CEILING 8.9 +/- 4.7 180 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

150 1 SP5F-1 PIPE METAL CREAM CEILING 12 +/- 2.5 12 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

151 1 SP5F-1 PIPE CONNECTOR METAL ORANGE CEILING .21 +/- .30

152 1 SP5F-1 CONDUIT METAL WHITE CEILING .05 +/- .14

153 1 SP5F-1 PIPE METAL WHITE CEILING 21 +/- 7.4 240 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

154 1 SP5F-1 HANGER METAL WHITE CEILING 13 +/- 3.0 12 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

155 1 SP5F-1 WALL DRYWALL WHITE C 0 +/- .07

156 1 SP5F-1 BASEBOARD VINYL BLACK C .05 +/- .06

157 1 SP5F-1 DOOR FRAME METAL BLACK D 0 +/- .11

158 1 SP5F-1 DOOR METAL CREAM D 0 +/- .14

159 1 SP5F-1 WALL CONCRETE WHITE D .4 +/- 1.0

160 1 SP5F-1 SHELVES METAL BROWN C .01 +/- .15

161 1 SP5F-1 WINDOW SILL CONCRETE WHITE A .04 +/- .17

162 1 SP5F-1 CONDUIT METAL WHITE A 0 +/- .01

163 1 SP5F-1 ELECTRICAL BOX METAL WHITE A 0 +/- .06

164 1 SP5F-1 WALL CONCRETE WHITE A 0 +/- .10

165 1 SP5F-1 SPEAKER METAL GRAY CEILING .02 +/- .14

166 1 SP5F-1 CEILING VENT METAL WHITE 0 +/- .06

167 1 SP5F-1 RADIATOR METAL LIME GREEN A .03 +/- .30

168 1 SP5F-1 COLUMN CONCRETE WHITE .02 +/- .11

169 1 SP5F-1 WALL CONCRETE WHITE B .01 +/- .09

170 1 SP5F-1 RADIATOR DRAIN PIPE METAL WHITE B .04 +/- .23

171 1 SP5F-1 RADIATOR PIPE BRACKET METAL WHITE B 0 +/- .06

172 CALIBRATION .34 +/- .12

173 CALIBRATION 3.5 +/- .9
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ROOM SP10-1
174 CALIBRATION 0 +/- .01

175 SHUTTER CALIBRATION

176 CALIBRATION 1.2 +/- .2

177 CALIBRATION 0 +/- .11

178 CALIBRATION .31 +/- .11

179 1 SP5E-1 WALL DRYWALL WHITE A 0 +/- .11

180 1 SP5E-1 WALL DRYWALL WHITE B 0 +/- .08

181 1 SP5E-1 DOOR FRAME METAL BLACK B 0 +/- .07

182 1 SP5E-1 DOOR METAL WHITE B 0 +/- .14

183 1 SP5E-1 COLUMN CONCRETE WHITE B .01 +/- .05

184 1 SP5E-1 WALL CINDER BLOCK WHITE C .02 +/- .06

185 1 SP5E-1 WALL CINDER BLOCK WHITE D .9 +/- 1.2

186 1 SP5E-1 CONDUIT METAL WHITE C 0 +/- .07

187 1 SP5E-1 ELECTRICAL BOX METAL WHITE C .01 +/- .02

188 1 SP5E-1 FLOOR CONCRETE WHITE .4 +/- 1.1

189 1 SP5E-1 PIPE METAL WHITE CEILING 10 +/- 2.5 48 POOR
Abatement or Encapsulation 

of all Lead Based Paint

190 1 SP5E-1 HANGER METAL WHITE CEILING 13 +/- 6.0 6 POOR
Abatement or Encapsulation 

of all Lead Based Paint

191 1 SP5E-1 CEILING CONCRETE CREAM .01 +/- .13

192 1 SP5E-1 CONDUIT METAL CREAM CEILING .8 +/- .2

193 1 SP5E-1 PIPE METAL BLACK .7 +/- 1.0

194 1 SP5B-1 WALL DRYWALL WHITE A 0 +/- .07

195 1 SP5B-1 COLUMN DRYWALL WHITE A .1 +/- .8

196 1 SP5B-1 WALL DRYWALL WHITE B 0 +/- .06

197 1 SP5B-1 DOOR FRAME METAL BROWN B .04 +/- .21

198 1 SP5B-1 DOOR METAL BROWN B .1 +/- .2

199 1 SP5B-1 CONDUIT METAL WHITE B 0 +/- .04

200 1 SP5B-1 WALL DRYWALL WHITE C 0 +/- .01

201 1 SP5B-1 WALL DRYWALL WHITE D 0 +/- .07

ROOM SP5E-1

ROOM SP5B-1
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ROOM SP10-1
202 1 SP5B-1 RADIATOR METAL WHITE D .03 +/- .14

203 1 SP5B-1 PIPE METAL WHITE D .01 +/- .16

204 1 SP5B-1 WINDOW FRAME WOOD WHITE D 6.2 +/- .2.6 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

205 1 SP5B-1 WINDOW SILL WOOD WHITE D 8.9 +/- 2.3 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

206 1 SP5B-1 FIBERGLASS COVERED PIPE METAL WHITE D .04 +/- .21

207 1 SP5B-1 WINDOW OPENING WOOD WHITE D 0 +/- .11

208 1 SP5B-1 DROP CEILING TILE WOOD WHITE .19 +/- .54

209 1 SP5B-1 CEILING GRID METAL BLACK .01 +/- .15

210 1 SP5B-1 LIGHT FIXTURE METAL WHITE CEILING .1 +/- .1

211 1 SP5B-1 PIPE METAL BLACK CEILING .02 +/- .11

212 1 SP5B-1 ASBESTOS LINED PIPE METAL GRAY CEILING 2.8 +/- .8 37 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

213 1 SP5B-1 PIPE METAL GRAY CEILING 6.2 +/- 2.0 14 POOR
Abatement or Encapsulation 

of all Lead Based Paint

214 1 SP5B-1 HANGER METAL GRAY CEILING 7.1 +/- 2.5 7 POOR
Abatement or Encapsulation 

of all Lead Based Paint

215 1 SP5B-1 COLUMN CONCRETE CREAM C .11 +/- .06

216 1 SP5B-1 COLUMN CONCRETE ORANGE C 0 +/- .05

217 1 SP5B-1 WALL CINDER BLOCK ORANGE C 0 +/- .03

218 1 SP5B-1 WALL CINDER BLOCK CREAM A .01 +/- .11

219 1 SP5B-1 CEILING CONCRETE CREAM .03 +/- .02

220 1 SP5D-1 WALL DRYWALL WHITE A .01 +/- .13

221 1 SP5D-1 CONDUIT METAL WHITE A .01 +/- .11

222 1 SP5D-1 DOOR FRAME METAL BROWN B .07 +/- .26

223 1 SP5D-1 DOOR METAL BROWN B .01 +/- .15

224 1 SP5D-1 WALL DRYWALL WHITE B 0 +/- .07

225 1 SP5D-1 WALL DRYWALL WHITE C 0 +/- .07

226 1 SP5D-1 WALL DRYWALL WHITE D .02 +/- .19

227 1 SP5D-1 WINDOW FRAME WOOD WHITE D 6.5 +/- 2.1 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

228 1 SP5D-1 WINDOW MOLDING WOOD WHITE D 0 +/- .01

229 1 SP5D-1 WINDOW SILL WOOD WHITE D .01 +/- .26

230 1 SP5D-1 RADIATOR METAL WHITE D .11 +/- .41

ROOM SP5D-1



ALEDA E. LUTZ
DEPARTMENT OF VETERANS AFFAIRS MEDICAL CENTER

BUILDING 1
XRF SAMPLING RESULTS

Page 9 of 418

XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP10-1
231 1 SP5D-1 PIPE METAL WHITE D .01 +/- .13

232 1 SP5D-1 WINDOW OPENING WOOD WHITE D .02 +/- .22

233 1 SP5D-1 DROP CEILING TILE WOOD WHITE .03 +/- .54

234 1 SP5D-1 CEILING GRID METAL BLACK .02 +/- .15

235 1 SP5D-1 LIGHT FIXTURE METAL WHITE 0 +/- .14

236 1 SP5D-1 WALL CONCRETE CREAM D 0 +/- .01

237 1 SP5D-1 CEILING VENT METAL WHITE .04 +/- .63

238 1 SP5D-1 PIPE METAL BLACK CEILING .04 +/- .29

239 1 SP5D-1 HANGER METAL ORANGE CEILING .01 +/- .01

240 1 SP5D-1 PIPE METAL GRAY CEILING 3.9 +/- 1.4 16 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

241 1 SP5D-1 HANGER METAL ORANGE CEILING 3.3 +/- 1.0 1 POOR
Abatement or Encapsulation 

of all Lead Based Paint

242 1 SP5D-1 HANGER METAL GRAY CEILING 2.8 +/- .9 5 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

243 1 SP5D-1 CEILING CONCRETE CREAM .5 +/- 1.0

1 1 SHUTTER CALIBRATION

2 1 CALIBRATION 1.5 +/- .2

3 1 CALIBRATION 0 +/- .11

4 1 CALIBRATION .32 +/- .12

5 1 SP65-1 WALL DRYWALL BLUE A .01 +/- .14

6 1 SP65-1 COLUMN DRYWALL BLUE A 0 +/- .01

7 1 SP65-1 WALL DRYWALL TAN B 0 +/- .06

8 1 SP65-1 INTERIOR DOOR FRAME METAL TAN B 2.6 +/- 1.2 8 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

9 1 SP65-1 DOOR METAL TAN B 0 +/- .09

10 1 SP65-1 COLUMN PLASTER TAN C .01 +/- .03

11 1 SP65-1 BASE BOARD VINYL GRAY C .2 +/- .4

12 1 SP65-1 PIPE METAL TAN C 0 +/- .07

13 1 SP65-1 EXTERIOR DOOR FRAME METAL GRAY C 0 +/- .12

14 1 SP65-1 EXTERIOR DOOR METAL GRAY C 0 +/- .11

15 1 SP65-1 WALL DRYWALL TAN D .5 +/- .7

16 1 SP65-1 WINDOW FRAME WOOD BLUE A 3.7 +/- 1.2 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

ROOM SP65-1



ALEDA E. LUTZ
DEPARTMENT OF VETERANS AFFAIRS MEDICAL CENTER

BUILDING 1
XRF SAMPLING RESULTS

Page 10 of 418

XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP10-1
17 1 SP65-1 WINDOW SILL WOOD BLUE A 5.5 +/- 1.8 2 INTACT

Abatement or Encapsulation 
of all Lead Based Paint

18 1 SP65-1 CEILING DRYWALL TAN .2 +/- .6

19 1 SP65-1 CEILING FAN METAL WHITE .01 +/- .17

20 1 SP65-1 SPEAKER METAL WHITE 0 +/- .02

21 1 SP65-1 CEILING TILE WOOD WHITE .2 +/- .7

22 1 SP65-1 CEILING GRID METAL BLACK 0 +/- 0

23 1 SP65-1 LIGHT FIXTURE METAL WHITE .1 +/- .2

24 1 SP65-1 WALL CINDER BLOCK WHITE B .02 +/- .05

25 1 SP65-1 PIPE METAL WHITE .01 +/- .02

26 1 SP65-1 PIPE METAL BROWN 17 +/- 6.6 40 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

27 1 SP65-1 HANGER METAL BROWN 27 +/- 8.1 4 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

28 1 SP65-1 HANGER METAL WHITE 8 +/- 2.6 12 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

29 1 SP65-1 PIPE METAL BLACK 0 +/- .03

30 1 SP65-1 CEILING CONCRETE WHITE .01 +/- .09

31 1 SP65-1 PIPE METAL RED .03 +/- .14

32 1 SP63-1 WALL DRYWALL WHITE A .01 +/- .18

33 1 SP63-1 COLUMN DRYWALL WHITE A 0 +/- .01

34 1 SP63-1 WALL DRYWALL WHITE B 0 +/- .12

35 1 SP63-1 WALL DRYWALL WHITE C 0 +/- .1

36 1 SP63-1 WALL DRYWALL WHITE .02 +/- .12

37 1 SP63-1 BASE BOARD VINYL GRAY C .02 +/- .17

38 1 SP63-1 DOOR FRAME METAL GRAY C .01 +/- .15

39 1 SP63-1 DOOR METAL GRAY C 0 +/- .07

40 1 SP63-1 WALL DRYWALL WHITE D .03 +/- .16

41 1 SP63-1 WINDOW FRAME WOOD WHITE A 6.2 +/- 1.8 14 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

42 1 SP63-1 WINDOW SILL WOOD WHITE A 5.8 +/- 1.8 4 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

43 1 SP63-1 CEILING FAN METAL WHITE .01 +/- .07

44 1 SP63-1 CEILING TILE WOOD WHITE .1 +/- .6

45 1 SP63-1 CEILING GRID METAL BLACK 0 +/- 0

ROOM SP63-1
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ROOM SP10-1
46 1 SP63-1 LIGHT FIXTURE METAL WHITE 0 +/- .08

47 1 SP63-1 PIPE METAL BLACK .2 +/- .9

48 1 SP63-1 ELECTRICAL BOX METAL WHITE 5.1 +/- 1.9 20 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

49 1 SP63-1 HANGER METAL WHITE 5.1 +/- 1.9 6 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

50 1 SP63-1 HANGER METAL ORANGE 5.1 +/- 1.9 1 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

51 1 SP63-1 PIPE METAL WHITE 6.3 +/- 2.1 15 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

52 1 SP63-1 CEILING CONCRETE WHITE 0 +/- .1

53 1 SP62-1 CEILING CONCRETE WHITE 0 +/- .8

54 1 SP62-1 WALL DRYWALL BLUE A 0 +/- .06

55 1 SP62-1 BASE BOARD VINYL GRAY A 0 +/- .06

56 1 SP62-1 COLUMN DRYWALL BLUE A .02 +/- .06

57 1 SP62-1 WALL DRYWALL TAN B 0 +/- .07

58 1 SP62-1 WALL DRYWALL TAN C 0 +/- .1

59 1 SP62-1 WALL DRYWALL TAN C 0 +/- .09

60 1 SP62-1 DOOR HINDGE METAL GRAY C .01 +/- .15

61 1 SP62-1 DOOR FRAME METAL GRAY C 0 +/- .08

62 1 SP62-1 DOOR METAL GRAY C 0 +/- .01

63 1 SP62-1 WALL DRYWALL TAN D 0 +/- .07

64 1 SP62-1 WINDOW FRAME WOOD TAN A 5.3 +/- 1.8 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

65 1 SP62-1 WINDOW SILL WOOD TAN A 8.6 +/- 2.1 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

66 1 SP62-1 WINDOW OPENING WOOD TAN A 0 +/- .02

67 1 SP62-1 CEILING TILE WOOD WHITE .16 +/- .59

68 1 SP62-1 CEILING GRID METAL BLACK 0 +/- .01

69 1 SP62-1 LIGHT FIXTURE METAL WHITE .04 +/- .19

70 1 SP62-1 DUCT METAL WHITE .02 +/- .31

71 1 SP62-1 PIPE METAL BLACK 0 +/- .07

72 1 SP62-1 PIPE METAL WHITE 7.1 +/- 2.6 94 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

73 1 SP62-1 HANGER METAL WHITE 17 +/- 4.1 8 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

74 1 SP62-1 WALL CONCRETE LIGHT GREEN A .7 +/- 1.1

ROOM SP62-1
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Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP10-1
75 1 SP62-1 PIPE METAL LIGHT GREEN A .7 +/- 1.1

76 1 SP62-1 COLUMN CONCRETE LIGHT GREEN C .3 +/- 1.0

77 1 SP62-1 WALL CINDER BLOCK LIGHT GREEN C .3 +/- .9

78 1 SP62-1 WALL CINDER BLOCK LIGHT GREEN B 0 +/- .06

79 1 SP62-1 CEILING FAN METAL WHITE .23 +/- .49

80 1 SP61-1 WALL DRYWALL WHITE A .01 +/- .16

81 1 SP61-1 COLUMN DRYWALL WHITE A 0 +/- .07

82 1 SP61-1 WALL DRYWALL WHITE B .01 +/- .16

83 1 SP61-1 WALL DRYWALL WHITE C 0 +/- .03

84 1 SP61-1 DOOR FRAME METAL GRAY C .01 +/- .19

85 1 SP61-1 DOOR METAL GRAY C 0 +/- .08

86 1 SP61-1 WALL METAL WHITE D 0 +/- .06

87 1 SP61-1 BASE BOARD VINYL GRAY D .01 +/- .02

88 1 SP61-1 WINDOW FRAME WOOD WHITE A 7.3 +/- 2.1 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

89 1 SP61-1 WINDOW SILL WOOD WHITE A 5.2 +/- 2.0 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

90 1 SP61-1 WINDOW OPENING WOOD WHITE A 0 +/- .11

91 1 SP61-1 CEILING FAN METAL WHITE 0 +/- .09

92 1 SP61-1 CEILING TILE WOOD WHITE .16 +/- .51

93 1 SP61-1 LIGHT FIXTURE METAL WHITE .02 +/- .02

94 1 SP61-1 HANGER METAL WHITE 21 +/- 7.5 16 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

95 1 SP61-1 PIPE METAL BROWN 17 +/- 7.2 8 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1 SP61-1 PIPE METAL WHITE 156 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

96 1 SP61-1 WALL CONCRETE LIGHT GREEN A 0 +/- .07

97 1 SP61-1 DUCT METAL WHITE .02 +/- .39

98 1 SP61-1 WALL CINDER BLOCK LIGHT GREEN C .3 +/- 1.0

99 1 SP61-1 COLUMN CONCRETE LIGHT GREEN C .4 +/- 1.0

100 1 SP61-1 CEILING CONCRETE WHITE .8 +/- 1.1

101 1 SP59-1 CEILING CONCRETE WHITE .4 +/- 1.0

102 1 SP59-1 CEILING TILE WOOD WHITE .4 +/- .6

ROOM SP61-1

ROOM SP59-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP10-1
103 1 SP59-1 CEILING GRID METAL BLACK 0 +/- .01

104 1 SP59-1 CEILING FAN METAL WHITE .1 +/- .3

105 1 SP59-1 LIGHT FIXTURE METAL WHITE .1 +/- .1

106 1 SP59-1 PIPE METAL WHITE 7.6 +/- 2.3 94 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

107 1 SP59-1 HANGER METAL WHITE 5,7 +/- 2.1 14 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

108 1 SP59-1 WALL CONCRETE WHITE C .03 +/- .15

109 1 SP59-1 PIPE METAL BLACK .1 +/- .1

110 1 SP59-1 WALL DRYWALL TAN A 0 +/- .11

111 1 SP59-1 BASE BOARD VINYL GRAY A 0 +/- .01

112 1 SP59-1 DOOR FRAME METAL GRAY A .05 +/- .2

113 1 SP59-1 DOOR METAL GRAY A 0 +/- .14

114 1 SP59-1 COLUMN DRYWALL BLUE .02 +/- .14

115 1 SP59-1 WALL DRYWALL BLUE D 0 +/- .07

116 1 SP59-1 WALL DRYWALL TAN C 0 +/- .01

117 1 SP59-1 COLUMN PLASTER TAN C 0 +/- .11

118 1 SP59-1 WALL DRYWALL TAN B 0 +/- .1

119 1 SP59-1 ASBESTOS LINED PIPE METAL WHITE 19 +/- 6.4 83 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

120 1 SP59-1 PIPE METAL BROWN 17 +/- 6.6 51 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

121 CALIBRATION .33 +/- .11

122 CALIBRATION 0 +/- .12

123 CALIBRATION 1.14 +/- .13

124 1 SP58-1 WALL DRYWALL BLUE A 0 +/- .01

125 1 SP58-1 CLOSET DOOR FRAME METAL TAN B .05 +/- .2

126 1 SP58-1 EXTERIOR DOOR FRAME METAL BROWN B 0 +/- .02

127 1 SP58-1 DOOR METAL BROWN B 0 +/- .12

128 1 SP58-1 WALL DRYWALL TAN B .2 +/- .7

129 1 SP58-1 WALL DRYWALL TAN C 0 +/- .11

130 1 SP58-1 BASE BOARD VINYL GRAY C .1 +/- .8

131 1 SP58-1 INTERIOR DOOR FRAME METAL BROWN C 0 +/- .13

132 1 SP58-1 DOOR METAL BROWN C 0 +/- .15

ROOM SP58-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color
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Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP10-1
133 1 SP58-1 WALL DRYWALL TAN D 0 +/- .1

134 1 SP58-1 COLUMN DRYWALL TAN D .1 +/- .8

135 1 SP58-1 CEILING DRYWALL TAN 0 +/- .1

136 1 SP58-1 CEILING TILE WOOD WHITE .1 +/- .2

137 1 SP58-1 CEILING GRID METAL BLACK .06 +/- .34

138 1 SP58-1 LIGHT FIXTURE METAL WHITE 0 +/- .03

139 1 SP58-1 SPEAKER METAL WHITE 0 +/- .14

140 1 SP58-1 PIPE METAL BLACK .01 +/- .05

141 1 SP58-1 ASBESTOS LINED PIPE METAL WHITE 15 +/- 5.8 76 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

142 1 SP58-1 PIPE METAL ORANGE .05 +/- .31

143 1 SP58-1 HANGER METAL WHITE 7.4 +/- 2.4 8 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

144 1 SP58-1 PIPE METAL WHITE 5.4 +/- 2.2 21 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

145 1 SP58-1 CEILING CONCRETE WHITE .01 +/- .02

146 1 SP58-1 CEILING FAN METAL WHITE .2 +/- .7

147 1 SP58A-1 CEILING CONCRETE WHITE .1 +/- .1

148 1 SP58A-1 CEILING TILE WOOD WHITE .1 +/- .6

149 1 SP58A-1 CEILING GRID METAL BLACK 0 +/- .08

150 1 SP58A-1 CEILING FAN METAL WHITE .04 +/- .71

151 1 SP58A-1 LIGHT FIXTURE METAL WHITE 0 +/- .01

152 1 SP58A-1 PIPE METAL BLACK .1 +/- .8

153 1 SP58A-1 HANGER METAL WHITE 5.3 +/- 2.1 6 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

154 1 SP58A-1 ASBESTOS LINED PIPE METAL WHITE 6.4 +/- 1.8 20 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

155 1 SP58A-1 WALL DRYWALL TAN A 0 +/- .13

156 1 SP58A-1 BASE BOARD VINYL GRAY A .08 +/- .65

157 1 SP58A-1 WALL DRYWALL TAN B 0 +/- .13

158 1 SP58A-1 CEILING DRYWALL TAN 0 +/- .08

159 1 SP58A-1 COLUMN DRYWALL BLUE C .01 +/- .12

160 1 SP58A-1 WALL DRYWALL BLUE C 0 +/- .01

161 1 SP58A-1 WALL DRYWALL TAN D .01 +/- .13

162 1 SP58A-1 DOOR FRAME METAL BROWN A .1 +/- .9

ROOM SP58A-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color
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Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP10-1
163 1 SP58A-1 DOOR METAL BROWN A 0 +/- .04

164 1 SP60-1 WALL CONCRETE LIGHT GREEN A 0 +/- .8

165 1 SP60-1 PIPE METAL GREEN A 12 +/- 2.8 150 POOR
Abatement or Encapsulation 

of all Lead Based Paint

166 1 SP60-1 COLUMN CONCRETE LIGHT GREEN A .2 +/- .9

167 1 SP60-1 TANK METAL GREEN .1 +/- .2

168 1 SP60-1 TANK BASE METAL GREEN .01 +/- .11

169 1 SP60-1 WALL CINDER BLOCK LIGHT GREEN B .01 +/- .08

170 1 SP60-1 EXTERIOR DOOR FRAME METAL BROWN B 0 +/- .09

171 1 SP60-1 DOOR METAL BROWN B .01 +/- .16

172 1 SP60-1 WALL CINDER BLOCK LIGHT GREEN C 0 +/- .05

173 1 SP60-1 INTERIOR DOOR FRAME METAL BROWN CENTER .01 +/- .02

174 1 SP60-1 DOOR METAL BROWN CENTER 0 +/- .08

175 1 SP60-1 INTERIOR WALL DRYWALL WHITE CENTER .01 +/- .19

176 1 SP60-1 BASE BOARD VINYL GRAY D .4 +/- .9

177 1 SP60-1 INTERIOR DOOR FRAME METAL WHITE CENTER 0 +/- .06

178 1 SP60-1 DOOR METAL WHITE CENTER 0 +/- .09

179 1 SP60-1 WALL CONCRETE LIGHT GREEN D .03 +/- .04

180 1 SP60-1 WINDOW FRAME WOOD LIGHT GREEN D 3.2 +/- .9 21 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

181 1 SP60-1 WINDOW SILL WOOD LIGHT GREEN D 5.8 +/- 1.8 6 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

182 1 SP60-1 TOOL BOARD WOOD TAN D .02 +/- .02

183 1 SP60-1 TOOL BOARD WOOD BLACK D .03 +/- .03

184 1 SP60-1 LIGHT FIXTURE METAL WHITE 0 +/- .07

185 1 SP60-1 PIPE METAL WHITE .02 +/- .24

186 1 SP60-1 HANGER METAL WHITE 29 +/- 9 28 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

187 1 SP60-1 PIPE METAL WHITE 19 +/- 7.0 352 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

188 1 SP60-1 CEILING CONCRETE WHITE .3 +/- 0.8

189 1 SP60-1 ELECTRICAL BOX METAL WHITE 8 +/- 2.3 15 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

190 1 SP60-1 PIPE METAL BLACK 0 +/- .03

191 1 SP60-1 ASBESTOS LINED PIPE METAL WHITE 13 +/- 5.3 31 POOR
Abatement or Encapsulation 

of all Lead Based Paint

ROOM SP60-1

ROOM SP60A-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color
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(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP10-1
192 1 SP60A-1 CEILING CONCRETE WHITE .02 +/- .06

193 1 SP60A-1 PIPE METAL WHITE .01 +/- .09

194 1 SP60A-1 HANGER METAL WHITE 4.1 +/- 1.2 12 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

195 1 SP60A-1 PIPE METAL BLACK 0 +/- .09

196 1 SP60A-1 LIGHT FIXTURE METAL WHITE 0 +/- .12

197 1 SP60A-1 WALL CINDER BLOCK LIGHT GREEN A .01 +/- .08

198 1 SP60A-1 COLUMN CONCRETE LIGHT GREEN D .3 +/- 1.0

199 1 SP60A-1 WALL CINDER BLOCK LIGHT GREEN B .01 +/- .09

200 1 SP60A-1 DOOR FRAME METAL BROWN B .04 +/- .2

201 1 SP60A-1 DOOR METAL BLACK B 0 +/- .13

202 1 SP60A-1 WALL CINDER BLOCK LIGHT GREEN C .03 +/- .75

203 1 SP60A-1 BEAM METAL LIGHT GREEN C .06 +/- .44

204 1 SP60A-1 PIPE METAL LIGHT GREEN D 7.5 +/- 1.5 32 POOR
Abatement or Encapsulation 

of all Lead Based Paint

205 1 SP60A-1 WALL CINDER BLOCK LIGHT GREEN D 0 +/- .02

206 1 SP60A-1 ASBESTOS LINED PIPE METAL WHITE 21 +/- 7 51 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

207 1 SP64-1 WALL DRYWALL BLUE A 0 +/- 0

208 1 SP64-1 WALL DRYWALL TAN B .01 +/- .15

209 1 SP64-1 WALL DRYWALL TAN C 0 +/- .01

210 1 SP64-1 BASE BOARD VINYL GRAY C 0 +/- .01

211 1 SP64-1 DOOR FRAME METAL BROWN C 0 +/- .09

212 1 SP64-1 DOOR METAL BROWN C 0 +/- .06

213 1 SP64-1 WALL DRYWALL TAN D 0 +/- .07

214 1 SP64-1 COLUMN PLASTER TAN C .1 +/- .8

215 1 SP64-1 WINDOW FRAME WOOD BLUE A 4.5 +/- 1.7 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

216 1 SP64-1 WINDOW SILL WOOD BLUE A 3.5 +/- 1.1 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

217 1 SP64-1 CEILING DRYWALL TAN 0 +/- .01

218 1 SP64-1 CEILING TILE WOOD WHITE .01 +/- .17

219 1 SP64-1 CEILING GRID METAL BLACK .01 +/- .16

220 1 SP64-1 PIPE METAL BLACK .01 +/- .16

221 1 SP64-1 LIGHT FIXTURE METAL WHITE 0 +/- .03

ROOM SP64-1



ALEDA E. LUTZ
DEPARTMENT OF VETERANS AFFAIRS MEDICAL CENTER

BUILDING 1
XRF SAMPLING RESULTS

Page 17 of 418

XRF 
Sample 
Number
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Number
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Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP10-1
1 SP64-1 PIPE METAL WHITE 16 INTACT

Abatement or Encapsulation 
of all Lead Based Paint

1 SP64-1 HANGER METAL WHITE 4 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1 SP64-1 PIPE METAL BLACK 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

222 1 SP64-1 CEILING CONCRETE WHITE .3 +/- 1.0

223 1 SP58B-1 CEILING CONCRETE WHITE .01 +/- .01

224 1 SP58B-1 CEILING TILE WOOD WHITE .02 +/- .05

225 1 SP58B-1 CEILING GRID METAL BLACK .01 +/- .17

226 1 SP58B-1 LIGHT FIXTURE METAL WHITE .01 +/- .1

227 1 SP58B-1 CEILING FAN METAL WHITE .09 +/- .69

228 1 SP58B-1 PIPE METAL BLACK 0 +/- .03

229 1 SP58B-1 HANGER METAL WHITE .02 +/- .03

230 1 SP58B-1 WALL DRYWALL TAN A .03 +/- .14

231 1 SP58B-1 WALL DRYWALL TAN B .05 +/- .22

232 1 SP58B-1 BASE BOARD VINYL GRAY B 0 +/- .01

233 1 SP58B-1 DOOR FRAME METAL BROWN B 0 +/- .09

234 1 SP58B-1 DOOR METAL BROWN B 0 +/- .06

235 1 SP58B-1 WALL DRYWALL BLUE C 0 +/- .11

236 1 SP58B-1 WALL DRYWALL TAN D .01 +/- .19

237 1 SP71-1 WALL DRYWALL WHITE A .01 +/- .19

238 1 SP71-1 BASE BOARD VINYL BLACK A .3 +/- .8

239 1 SP71-1 WALL DRYWALL WHITE B 0 +/- .1

240 1 SP71-1 WALL CONCRETE WHITE B .4 +/- 1.0

241 1 SP71-1 WALL CINDER BLOCK WHITE B 0 +/- .01

242 1 SP71-1 EXTERIOR DOOR FRAME METAL GRAY B .02 +/- .19

243 1 SP71-1 EXTERIOR DOOR HINDGE METAL GRAY B .02 +/- .11

244 1 SP71-1 EXTERIOR DOOR METAL GRAY B 0 +/- .04

245 1 SP71-1 WALL CINDER BLOCK WHITE C .6 +/- 1.0

246 1 SP71-1 PLATE METAL WHITE C .04 +/- .26

247 1 SP71-1 PIPE METAL ORANGE C .8 +/- .05

ROOM SP58B-1

ROOM SP71-1
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Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
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(sq. ft. ) Damage Abatement options

ROOM SP10-1
248 1 SP71-1 INTERIOR DOOR FRAME METAL WHITE D 0 +/- .1

249 1 SP71-1 INTERIOR DOOR METAL WHITE D .03 +/- .2

250 1 SP71-1 WALL CINDER BLOCK WHITE D .01 +/- .03

251 1 SP71-1 WALL DRYWALL WHITE C .02 +/- .06

252 1 SP71-1 WALL DRYWALL WHITE D 0 +/- .08

253 1 SP71-1 SPEAKER METAL WHITE 0 +/- .03

254 1 SP71-1 CEILING FAN METAL WHITE 0 +/- .06

255 1 SP71-1 CEILING GRID METAL BLACK .03 +/- .15

256 1 SP71-1 CEILING TILE WOOD WHITE .4 +/- .6

257 1 SP71-1 PIPE METAL WHITE 20 +/- 7.5 130 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

258 1 SP71-1 HANGER METAL WHITE 20 +/- 7.8 12 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

259 1 SP71-1 ASBESTOS LINED PIPE METAL WHITE 5.1 +/- 1.8 32 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

260 VOID

261 1 SP71A-1 WALL CINDER BLOCK WHITE A .03 +/- .68

262 1 SP71A-1 COLUMN CONCRETE WHITE A .2 +/- .9

263 1 SP71A-1 WALL CINDER BLOCK WHITE B 0 +/- .02

264 1 SP71A-1 EXTERIOR DOOR FRAME METAL WHITE B 0 +/- .07

265 1 SP71A-1 EXTERIOR DOOR METAL WHITE B 0 +/- .07

266 1 SP71A-1 BASE BOARD VINYL BLACK B 0 +/- .1

267 1 SP71A-1 WALL CINDER BLOCK WHITE C .04 +/- .15

268 1 SP71A-1 ELECTRICAL PANEL METAL WHITE C 0 +/- .7

269 1 SP71A-1 CONDUIT METAL WHITE C .42 +/- .22

270 1 SP71A-1 INTERIOR DOOR FRAME METAL TAN D 2.2 +/- .8 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

271 1 SP71A-1 INTERIOR DOOR METAL TAN D 0 +/- .04

272 1 SP71A-1 INTERIOR DOOR HINDGE METAL TAN D .04 +/- .2

273 1 SP71A-1 WALL CINDER BLOCK WHITE D .01 +/- .16

274 1 SP71A-1 WALL CONCRETE WHITE D .01 +/- .12

275 1 SP71A-1 CEILING GRID METAL BLACK 0 +/- .03

276 1 SP71A-1 SPEAKER METAL WHITE 0 +/- .07

277 1 SP71A-1 LIGHT FIXTURE METAL WHITE .01 +/- .03

ROOM SP71A-1
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(sq. ft. ) Damage Abatement options

ROOM SP10-1
278 1 SP71A-1 HANGER METAL CREAM 11 +/- 4.8 28 INTACT

Abatement or Encapsulation 
of all Lead Based Paint

279 1 SP71A-1 PIPE METAL BLACK .01 +/- .01

280 1 SP71A-1 PIPE METAL ORANGE 4.4 +/- 1.7 110 POOR
Abatement or Encapsulation 

of all Lead Based Paint

281 1 SP71A-1 ASBESTOS LINED PIPE METAL CREAM 18 +/- 6.1 96 POOR
Abatement or Encapsulation 

of all Lead Based Paint

282 1 SP71A-1 PIPE METAL CREAM 7.3 +/- 2.8 83 POOR
Abatement or Encapsulation 

of all Lead Based Paint

283 1 SP71A-1 PIPE METAL BROWN 8.5 +/- 2.2 48 POOR
Abatement or Encapsulation 

of all Lead Based Paint

284 1 CALIBRATION

285 1 CALIBRATION

286 1 CALIBRATION

287 1 SHUTTER CALIBRATION

288 1 CALIBRATION 3.5 +/- .94

289 1 CALIBRATION 0 +/- .1

290 1 CALIBRATION 1.49 +/- .24

291 1 SP18-1 COLUMN DRYWALL WHITE A 0 +/- .08

292 1 SP18-1 BASE BOARD VINYL BLACK A 0 +/- .01

293 1 SP18-1 WALL DRYWALL WHITE A 0 +/- .08

294 1 SP18-1 WALL DRYWALL WHITE B .01 +/- .02

295 1 SP18-1 WALL DRYWALL WHITE C 0 +/- .07

296 1 SP18-1 WALL DRYWALL WHITE D .8 +/- .8

297 1 SP18-1 DOOR FRAME METAL TAN D .03 +/- .16

298 1 SP18-1 DOOR METAL TAN D .01 +/- .13

299 1 SP18-1 CEILING TILE WOOD WHITE 0 +/- .09

300 1 SP18-1 CEILING GRID METAL BLACK .01 +/- .03

301 1 SP18-1 CEILING FAN METAL WHITE 0 +/- .01

302 1 SP18-1 LIGHT FIXTURE METAL WHITE 0 +/- .07

303 1 SP18-1 PIPE METAL BLACK .01 +/- .01

304 1 SP18-1 PIPE METAL RED .02 +/- .2

305 1 SP18-1 PIPE METAL ORANGE 3 3.1 +/- .8 3 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

306 1 SP18-1 HANGER METAL ORANGE 12 5.1 +/- 1.8 12 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

307 1 SP18-1 HANGER METAL CREAM 10 3.2 +/- .9 10 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

ROOM SP18-1
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ROOM SP10-1

308 1 SP49-1 COLUMN CONCRETE CREAM A .1 +/- .8

309 1 SP49-1 WALL BRICK CREAM A .07 +/- .36

310 1 SP49-1 WALL BRICK CREAM B .06 +/- .26

311 1 SP49-1 WALL CONCRETE CREAM B .05 +/- 33

312 1 SP49-1 DOOR FRAME METAL CREAM B 0 +/- .02

313 1 SP49-1 DOOR METAL CREAM B 0 +/- .12

314 1 SP49-1 BRACKET METAL BLACK B 0 +/- .02

315 1 SP49-1 WALL DRYWALL WHITE C 0 +/- .09

316 1 SP49-1 CONDUIT METAL CREAM B 0 +/- .06

317 1 SP49-1 WALL BRICK CREAM D .05 +/- .29

318 1 SP49-1 WALL CINDER BLOCK CREAM D .04 +/- .1

319 1 SP49-1 WINDOW FRAME WOOD CREAM D 5.1 +/- 1.8 5 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

320 1 SP49-1 WINDOW SILL WOOD CREAM D 3.4 +/- 1.0 3 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

321 1 SP49-1 PIPE METAL CREAM D 13 +/- 4.3 15 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

322 1 SP49-1 EXTERIOR DOOR FRAME METAL BROWN D .01 +/- .23

323 1 SP49-1 EXTERIOR DOOR METAL BROWN D 0 +/- .15

324 1 SP49-1 EXTERIOR DOOR HINDGE METAL BROWN D .01 +/- .15

325 1 SP49-1 COLUMN CERAMIC TILE CREAM D .01 +/- .02

326 1 SP49-1 CEILING TILE WOOD WHITE .03 +/- .5

327 1 SP49-1 CEILING GRID METAL BLACK .01 +/- .16

328 1 SP49-1 SPEAKER METAL WHITE 0 +/- .07

329 1 SP49-1 LIGHT FIXTURE METAL WHITE .01 +/- .14

330 1 SP49-1 HANGER METAL CREAM 22 +/- 7.7 16 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

331 1 SP49-1 ASBESTOS LINED PIPE METAL CREAM 14 +/- 5.5 170 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

332 1 SP49-1 PIPE METAL RED 3.4 +/- 1.0 71 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

333 1 SP49-1 CEILING CONCRETE WHITE .03 +/- .1

334 1 SP49-1 PIPE METAL BLACK 0 +/- .13

335 1 SP49-1 BASE BOARD VINYL BLACK 4.9 +/- 1.8 33 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

336 1 SP19-1 COLUMN DRYWALL WHITE A .01 +/- .13

ROOM SP19-1

ROOM SP49-1
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ROOM SP10-1
337 1 SP19-1 WALL DRYWALL WHITE A 0 +/- .01

338 1 SP19-1 PIPE METAL WHITE B 0 +/- .06

339 1 SP19-1 WALL DRYWALL WHITE B 0 +/- .01

340 1 SP19-1 WALL DRYWALL WHITE C 0 +/- .04

341 1 SP19-1 PIPE METAL BLACK 0 +/- .14

342 1 SP19-1 WALL DRYWALL WHITE D 0 +/- .01

343 1 SP19-1 BASE BOARD VINYL BLACK D 0 +/- .06

344 1 SP19-1 BASE BOARD VINYL GRAY C .01 +/- .02

345 1 SP19-1 CEILING TILE WOOD WHITE 0 +/- .6

346 1 SP19-1 CEILING GRID METAL BLACK 0 +/- .05

347 1 SP19-1 LIGHT FIXTURE METAL WHITE .01 +/- .15

348 1 SP19-1 CEILING FAN METAL WHITE .2 +/- .7

349 1 SP19-1 VOID

350 1 SP19-1 PIPE METAL RED .01 +/- .01

351 1 SP19-1 HANGER METAL GREEN 19 +/- 6.7 8 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

352 1 SP48-1 WALL DRYWALL CREAM A 0 +/- .02

353 1 SP48-1 BASE BOARD VINYL GRAY A .8 +/- 1.0

354 1 SP48-1 WALL CINDER BLOCK CREAM B .1 +/- .2

355 1 SP48-1 DOOR FRAME METAL CREAM B 0 +/- .04

356 1 SP48-1 DOOR METAL CREAM B 0 +/- .1

357 1 SP48-1 WALL CINDER BLOCK CREAM C 0 +/- .1

358 1 SP48-1 BASE BOARD VINYL BLACK C .8 +/- 1.1

359 1 SP48-1 WALL BRICK CREAM D 0 +/- .74

360 1 SP48-1 WALL CINDER BLOCK CREAM D .2 +/- .8

361 1 SP48-1 COLUMN CONCRETE CREAM D .4 +/- 1.0

362 1 SP48-1 CONDUIT METAL CREAM D 0 +/- .08

363 1 SP48-1 WINDOW FRAME WOOD CREAM D 4.9 +/- 1.7 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

364 1 SP48-1 WINDOW SILL WOOD CREAM D 6.6 +/- 2.6 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

365 1 SP48-1 EXTERIOR DOOR FRAME METAL CREAM D .1 +/- .9

366 1 SP48-1 SCREEN DOOR WOOD CREAM D .01 +/- .19

ROOM SP48-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP10-1
367 1 SP48-1 PIPE METAL CREAM D 15 +/- 6.9 170 INTACT

Abatement or Encapsulation 
of all Lead Based Paint

368 1 SP48-1 PIPE METAL BLACK D .02 +/- .16

369 1 SP48-1 WALL BRICK BLUE D .04 +/- .07

370 1 SP48-1 CEILING TILE WOOD WHITE .05 +/- .59

371 1 SP48-1 CEILING GRID METAL BLACK .01 +/- .13

372 1 SP48-1 LIGHT FIXTURE METAL WHITE .01 +/- .07

373 1 SP48-1 SPEAKER METAL WHITE .01 +/- .11

374 1 SP48-1 ASBESTOS LINED PIPE METAL WHITE 11 +/- 5.0 396 POOR
Abatement or Encapsulation 

of all Lead Based Paint

375 1 SP48-1 HANGER METAL CREAM 17 +/- 6.9 30 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

376 1 SP48-1 WALL CINDER BLOCK BLUE C .3 +/- .9

377 1 SP48-1 CEILING CONCRETE WHITE .01 +/- .18

378 1 SP48-1 PIPE METAL RED .01 +/- .11

379 1 SP48-1 EQUIPMENT BOX METAL BLUE D .01 +/- .08

380 1 SP47-1 WALL CINDER BLOCK WHITE A 0 +/- .08

381 1 SP47-1 WALL CINDER BLOCK WHITE B 0 +/- .07

382 1 SP47-1 DOOR FRAME METAL BROWN B .04 +/- .07

383 1 SP47-1 DOOR METAL BROWN B .04 +/- .07

384 1 SP47-1 WALL PLASTER WHITE B 0 +/- .01

385 1 SP47-1 WALL PLASTER WHITE C 0 +/- .04

386 1 SP47-1 WALL PLASTER WHITE D .11 +/- .27

387 1 SP47-1 WALL CINDER BLOCK WHITE C 0 +/- .07

388 1 SP47-1 WALL BRICK WHITE D .1 +/- .8

389 1 SP47-1 WALL CINDER BLOCK WHITE D .3 +/- .8

390 1 SP47-1 ASBESTOS LINED PIPE METAL CREAM D 11 +/- 4.8 283 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

391 1 SP47-1 WINDOW FRAME WOOD WHITE D 7.4 +/- 1.9 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

392 1 SP47-1 WINDOW SILL WOOD WHITE D 6 +/- 1.7 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

393 1 SP47-1 RADIATOR METAL BLACK D .13 +/- .21

394 1 SP47-1 PIPE METAL WHITE D 8.2 +/- 2.5 12 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

395 1 SP47-1 CEILING TILE WOOD WHITE .8 +/- .9

396 1 SP47-1 CEILING GRID METAL BLACK 0 +/- .01

ROOM SP47-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP10-1
397 1 SP47-1 LIGHT FIXTURE METAL WHITE .08 +/- .61

398 1 SP47-1 PIPE METAL RED .21 +/- .13

399 1 SP47-1 HANGER METAL RED .41 +/- .29

400 1 SP47-1 HANGER METAL CREAM 16 +/- 3.4 20 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

401 1 SP47-1 PIPE METAL CREAM 11 +/- 2.8 212 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

402 1 SP47-1 CEILING CONCRETE WHITE .3 +/- .7

403 1 SP50-1 WALL DRYWALL WHITE A 0 +/- .08

404 1 SP50-1 EXTERIOR DOOR FRAME METAL TAN A 1.9 +/- .7 15 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

405 1 SP50-1 EXTERIOR DOOR METAL TAN A 0 +/- .07

406 1 SP50-1 BASE BOARD VINYL GRAY A .01 +/- .01

407 1 SP50-1 WALL DRYWALL WHITE B .2 +/- .8

408 1 SP50-1 WALL DRYWALL WHITE C 0 +/- .1

409 1 SP50-1 WALL DRYWALL WHITE D 0 +/- .07

410 1 SP50-1 INTERIOR DOOR FRAME METAL TAN D 0 +/- .1

411 1 SP50-1 INTERIOR DOOR METAL TAN D 0 +/- .04

412 1 SP50-1 COLUMN DRYWALL WHITE D 0 +/- .05

413 1 SP50-1 CEILING TILE WOOD WHITE .4 +/- .6

414 1 SP50-1 CEILING GRID METAL BLACK 0 +/- .01

415 1 SP50-1 CEILING FAN METAL WHITE .02 +/- .02

416 1 SP50-1 LIGHT FIXTURE METAL WHITE 0 +/- .06

417 1 SP50-1 PIPE METAL BLACK 0 +/- .01

418 1 SP50-1 WALL CINDER BLOCK WHITE A .06 +/- .35

419 1 SP50-1 PIPE METAL WHITE 10 +/- 2.6 62 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

420 1 SP50-1 HANGER METAL WHITE 11 +/- 2.7 24 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

421 1 SP50-1 WALL CINDER BLOCK WHITE D .04 +/- .09

422 1 SP50-1 SPEAKER METAL WHITE 0 +/- .09

423 1 SP50-1 WALL CINDER BLOCK WHITE C 0 +/- .14

424 1 SP50-1 WALL CINDER BLOCK LIGHT GREEN C 0 +/- .11

425 1 SP50-1 COLUMN CONCRETE WHITE .1 +/- .8

426 1 SP50-1 COLUMN CONCRETE LIGHT GREEN .4 +/- .8

ROOM SP50-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP10-1
427 1 SP50-1 WALL CINDER BLOCK WHITE B .6 +/- 1.0

428 1 SP50-1 WALL CINDER BLOCK LIGHT GREEN B .2 +/- .6

429 1 SP50-1 CEILING CONCRETE WHITE .01 +/- .01

430 1 SP50A-1 CEILING CONCRETE WHITE .01 +/- .16

431 1 SP50A-1 CEILING TILE WOOD WHITE .01 +/- .16

432 1 SP50A-1 CEILING GRID METAL BLACK .01 +/- .11

433 1 SP50A-1 LIGHT FIXTURE METAL WHITE 0 +/- .12

434 1 SP50A-1 HANGER METAL CREAM 14 +/- 3.5 4 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

435 1 SP50A-1 PIPE METAL BLACK .03 +/- .03

436 1 SP50A-1 PIPE METAL CREAM 17 +/- 4.0 1 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

437 1 SP50A-1 WALL DRYWALL CREAM A .01 +/- .18

438 1 SP50A-1 WALL DRYWALL CREAM B 0 +/- .08

439 1 SP50A-1 BASE BOARD VINYL GRAY B .4 +/- .8

440 1 SP50A-1 DOOR FRAME METAL TAN B 0 +/- .04

441 1 SP50A-1 DOOR METAL TAN B 0 +/- .08

442 1 SP50A-1 WALL DRYWALL CREAM C 0 +/- .11

443 1 SP50A-1 COLUMN DRYWALL CREAM C .2 +/- .6

444 1 SP50A-1 WALL PLASTER CREAM D .16 +/- .15

445 1 SP50A-1 COLUMN PLASTER CREAM D .4 +/- .4

446 1 SP50A-1 WINDOW FRAME WOOD CREAM D 5.2 +/- 1.8 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

447 1 SP50A-1 WINDOW SILL WOOD CREAM D .4 +/- .4

448 1 SP50A-1 RADIATOR METAL CREAM D 0 +/- .02

449 1 SP50A-1 CEILING FAN METAL WHITE .1 +/- .6

450 1 CALIBRATION 1.5 +/- .25

451 1 CALIBRATION 0 +/- .02

452 1 CALIBRATION .34 +/- .16

453 1 SP36&36A-1WALL PLASTER WHITE A 0 +/- .1

454 1 SP36&36A-1EXTERIOR DOOR FRAME METAL TAN A 0 +/- .04

455 1 SP36&36A-1EXTERIOR DOOR METAL TAN A .06 +/- .26

ROOM SP50A-1

ROOM SP36/36A-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP10-1
456 1 SP36&36A-1INTERIOR DOOR FRAME METAL TAN A .01 +/- .17

457 1 SP36&36A-1INTERIOR DOOR METAL TAN A 0 +/- .07

458 1 SP36&36A-1WALL DRYWALL WHITE A .01 +/- .14

459 1 SP36&36A-1BASE BOARD VINYL GRAY A .1 +/- .8

460 1 SP36&36A-1LEDGE WOOD VARNISH 0 +/- .01

461 1 SP36&36A-1HAND RAIL WOOD VARNISH D 0 +/- 0

462 1 SP36&36A-1HAND RAIL SUPPORTS METAL GRAY D .03 +/- .05

463 1 SP36&36A-1BEAM METAL BLACK .1 +/- .24

464 1 SP36&36A-1CONDUIT METAL WHITE 0 +/- .03

465 1 SP36&36A-1OVERHANG PLASTER WHITE 0 +/- .02

466 1 SP36&36A-1WALL DRYWALL WHITE B 0 +/- .1

467 1 SP36&36A-1COLUMN PLASTER WHITE .1 +/- .1

468 1 SP36&36A-1WALL DRYWALL WHITE C 0 +/- .1

469 1 SP36&36A-1DOOR FRAME METAL BROWN C .01 +/- .14

470 1 SP36&36A-1DOOR METAL BROWN C .1 +/- .2

471 1 SP36&36A-1HAND RAIL METAL BROWN C .04 +/- .15

472 1 SP36&36A-1PIPE METAL ORANGE C .24 +/- .08

473 1 SP36&36A-1WALL DRYWALL WHITE D .01 +/- .14

474 1 SP36&36A-1CEILING GRID METAL WHITE 0 +/- .1

475 1 SP36&36A-1LIGHT FIXTURE METAL WHITE 2.7 +/- .9 96 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

476 1 SP36&36A-1CEILING FAN METAL WHITE 0 +/- .02

477 1 SP36&36A-1CEILING CONCRETE WHITE .04 +/- .15

478 1 SP36&36A-1PIPE METAL WHITE .4 +/- .7

479 1 VOID VOID

480 1 SP36&36A-1PIPE METAL BLACK .01 +/- .11

481 1 SP36&36A-1ASBESTOS LINED PIPE METAL WHITE 6.4 +/- 1.8 621 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

482 1 SP36&36A-1HANGER METAL WHITE 4.6 +/- 1.6 49 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

483 1 SP36&36A-1FLOOR CERAMIC TILE RED 0 +/- .8

484 1 SP36&36A-1BASE BOARD CERAMIC TILE RED .1 +/- .1

485 1 SP36&36A-1WALL DRYWALL PINK C 0 +/- .13

486 1 SP36&36A-1WALL PLASTER BLUE C .1 +/- .2
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color
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(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP10-1
487 1 SP36&36A-1CEILING TILE WOOD WHITE 0 +/- .11

488 1 SP36&36A-1CEILING TILE METAL WHITE 0 +/- .01

489 1 SP35-1 WALL DRYWALL WHITE A 0 +/- .07

490 1 SP35-1 BASE BOARD VINYL GRAY A 4.7 +/- 1.6 22 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

491 1 SP35-1 COLUMN PLASTER WHITE A 0 +/- .06

492 1 SP35-1 WALL DRYWALL BLUE B 0 +/- .09

493 1 SP35-1 WALL DRYWALL WHITE C .01 +/- .13

494 1 SP35-1 DOOR FRAME METAL TAN C .01 +/- .16

495 1 SP35-1 DOOR METAL TAN C .02 +/- .1

496 1 SP35-1 WALL PLASTER WHITE D 0 +/- .01

497 1 SP35-1 EXTERIOR DOOR FRAME METAL TAN D 3 +/- 1.3 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

498 1 SP35-1 EXTERIOR DOOR METAL TAN D .1 +/- .4

499 1 SP35-1 EXTERIOR DOOR HINDGE METAL TAN D 0 +/- .05

500 1 SP35-1 CONDUIT METAL WHITE D 0 +/- .04

501 1 SP35-1 CEILING TILE WOOD WHITE .1 +/- .6

502 1 SP35-1 CEILING GRID METAL WHITE 0 +/- .01

503 1 SP35-1 LIGHT FIXTURE METAL WHITE .01 +/- .07

504 1 SP35-1 CEILING FAN METAL WHITE 0 +/- .03

505 1 SP35-1 COLUMN CONCRETE BLUE .1 +/- .7

506 1 SP35-1 CONDUIT METAL BLUE .08 +/- .19

507 1 SP35-1 ELECTRICAL BOX METAL BLUE 5.4 +/- 1.9 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

508 1 SP35-1 WALL CINDER BLOCK WHITE D .1 +/- .2

509 1 SP35-1 CEILING CONCRETE WHITE 0 +/- .8

510 1 SP35-1 PIPE METAL WHITE 3.3 +/- 1.0 12 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

511 1 SP34-1 WALL DRYWALL WHITE A 0 +/- .02

512 1 SP34-1 DOOR FRAME METAL TAN A .02 +/- .19

513 1 SP34-1 DOOR METAL TAN A .02 +/- .19

514 1 SP34-1 DOOR HINDGE METAL TAN A 0 +/- .14

515 1 SP34-1 COLUMN CONCRETE WHITE B .02 +/- .08

ROOM SP34-1

ROOM SP35-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP10-1
516 1 SP34-1 WALL CONCRETE WHITE B .1 +/- .8

517 1 SP34-1 WALL CINDER BLOCK WHITE B 0 +/- .01

518 1 SP34-1 FIBERGLASS INSULATED PIPE METAL WHITE B .1 +/- .7

519 1 SP34-1 PIPE METAL WHITE B 5.6 +/- 1.9 29 POOR
Abatement or Encapsulation 

of all Lead Based Paint

520 1 SP34-1 CROSS BEAM METAL WHITE B .2 +/- .9

521 1 SP34-1 BRACKET METAL WHITE B 0 +/- .07

522 1 SP34-1 BEAN METAL BLUE B 0 +/- .03

523 1 SP34-1 WALL DRYWALL WHITE C .02 +/- .14

524 1 SP34-1 BASE BOARD VINYL GRAY C .4 +/- .9

525 1 SP34-1 WALL DRYWALL WHITE D 0 +/- .07

526 1 SP34-1 CEILING TILE WOOD WHITE .3 +/- .45

527 1 SP34-1 CEILING GRID METAL WHITE 0 +/- .12

528 1 SP34-1 CEILING FAN METAL WHITE .23 +/- .57

529 1 SP34-1 ASBESTOS LINED PIPE METAL WHITE 15 +/- 5.5 220 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

530 1 SP34-1 PIPE METAL BLACK .01 +/- .07

531 1 SP34-1 HANGER METAL WHITE 8.1 +/- 2.2 6 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

532 1 SP34-1 CEILING CONCRETE WHITE 0 +/- 0

533 1 SP33-1 WALL DRYWALL WHITE A 0 +/- .17

534 1 SP33-1 WALL CERAMIC TILE WHITE A .05 +/- .22

535 1 SP33-1 WALL DRYWALL WHITE B 0 +/- .05

536 1 SP33-1 WALL DRYWALL WHITE C .01 +/- .02

537 1 SP33-1 DOOR FRAME METAL GRAY C 0 +/- .08

538 1 SP33-1 DOOR METAL GRAY C .11 +/- .4

539 1 SP33-1 WALL PLASTER WHITE D 0 +/- .06

540 1 SP33-1 FLOOR CERAMIC TILE RED .01 +/- .03

541 1 SP33-1 BASE BOARD CERAMIC TILE RED .01 +/- .13

542 1 SP33-1 CEILING TILE METAL WHITE .01 +/- .16

543 1 SP33-1 CEILING FAN METAL WHITE .02 +/- .19

544 1 SP29&29A-1WALL DRYWALL PINK A .03 +/- .23

ROOM SP33-1

ROOM SP29/29A-1
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Results 
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Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP10-1
545 1 SP29&29A-1WALL CERAMIC TILE WHITE A .08 +/- .24

546 1 SP29&29A-1WALL DRYWALL PINK B 0 +/- .09

547 1 SP29&29A-1WALL CERAMIC TILE WHITE B .04 +/- .05

548 1 SP29&29A-1WALL DRYWALL PINK D .1 +/- .2

549 1 SP29&29A-1WALL CERAMIC TILE WHITE D .07 +/- .15

550 1 SP29&29A-1INTERIOR DOOR FRAME METAL BROWN B .01 +/- .18

551 1 SP29&29A-1INTERIOR DOOR METAL BROWN B .04 +/- .05

552 1 SP29&29A-1WALL DRYWALL PINK C 0 +/- .12

553 1 SP29&29A-1LOCKER METAL ORANGE D 1.6 +/- .3 50 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

554 1 SP29&29A-1EXTERIOR DOOR FRAME METAL BROWN D 0 +/- .09

555 1 SP29&29A-1EXTERIOR DOOR METAL BROWN D .03 +/- 15

556 1 SP29&29A-1CEILING TILE METAL WHITE 0 +/- .09

557 1 SP29&29A-1CEILING FAN METAL WHITE .1 +/- .2

558 1 SP29&29A-1COAT RACK WOOD BROWN B .01 +/- .2

559 1 SP29&29A-1FLOOR CERAMIC TILE RED .04 +/- .14

560 1 SP29&29A-1BASE BOARD CERAMIC TILE RED C .08 +/- .04

561 1 SHUTTER CALIBRATION

562 1 CALIBRATION .28 +/- .06

563 1 CALIBRATION 0 +/- .11

564 1 CALIBRATION 3.4 +/- .9

565 1 SP30&30A-1WALL DRYWALL PINK A 0 +/- .14

566 1 SP30&30A-1WALL CERAMIC TILE WHITE A .04 +/- .15

567 1 SP30&30A-1WALL DRYWALL PINK B .04 +/- .18

568 1 SP30&30A-1WALL CERAMIC TILE WHITE B .05 +/- .05

569 1 SP30&30A-1WALL CERAMIC TILE WHITE D .11 +/- .26

570 1 SP30&30A-1WALL DRYWALL PINK D 0 +/- .01

571 1 SP30&30A-1WALL DRYWALL PINK C 0 +/- .09

572 1 SP30&30A-1EXTERIOR DOOR FRAME METAL BROWN D .1 +/- .2

573 1 SP30&30A-1EXTERIOR DOOR METAL BROWN D .08 +/- .05

574 1 SP30&30A-1DOOR FRAME METAL BROWN B .01 +/- .12

ROOM SP30/30A-1
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(sq. ft. ) Damage Abatement options

ROOM SP10-1
575 1 SP30&30A-1DOOR METAL BROWN B 0 +/- .01

576 1 SP30&30A-1LOCKER METAL ORANGE D 1.2 +/- .1 50 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

577 1 SP30&30A-1CEILING TILE METAL WHITE .04 +/- .09

578 1 SP30&30A-1CEILING FAN METAL WHITE 0 +/- .04

579 1 SP30&30A-1FLOOR CERAMIC TILE RED 0 +/- .8

580 1 SP30&30A-1BASE BOARD CERAMIC TILE RED 0 +/- .7

581 1 SP31-1 COLUMN PLASTER PINK A 0 +/- .06

582 1 SP31-1 WALL DRYWALL PINK A 0 +/- .01

583 1 SP31-1 DOOR FRAME METAL PINK A 0 +/- .2

584 1 SP31-1 DOOR METAL PINK A .04 +/- .17

585 1 SP31-1 PLATE METAL PINK B 0 +/- .08

586 1 SP31-1 WALL DRYWALL PINK B 0 +/- .05

587 1 SP31-1 WALL DRYWALL PINK C .01 +/- .03

588 1 SP31-1 WALL CERAMIC TILE WHITE C .11 +/- .35

589 1 SP31-1 WALL PLASTER PINK D 0 +/- .05

590 1 SP31-1 FLOOR CERAMIC TILE RED .03 +/- .19

591 1 SP31-1 BASE BOARD CERAMIC TILE RED .1 +/- .2

592 1 SP31-1 CEILING TILE METAL WHITE 0 +/- .01

593 1 SP31-1 CEILING FAN METAL WHITE .01 +/- .01

594 1 SP24&24A-1WALL CERAMIC TILE YELLOW A .02 +/- .04

595 1 SP24&24A-1WALL CERAMIC TILE YELLOW B .05 +/- .17

596 1 SP24&24A-1WALL CERAMIC TILE YELLOW C .04 +/- .46

597 1 SP24&24A-1PANEL WOOD WHITE C .01 +/- .05

598 1 SP24&24A-1EXTERIOR DOOR FRAME METAL BROWN C 0 +/- .1

599 1 SP24&24A-1EXTERIOR DOOR METAL BROWN C .03 +/- .24

600 1 SP24&24A-1INTERIOR DOOR FRAME METAL BROWN D .01 +/- .16

601 1 SP24&24A-1INTERIOR DOOR METAL BROWN D .07 +/- .33

602 1 SP24&24A-1WALL CERAMIC TILE YELLOW D .02 +/- .31

603 1 SP24&24A-1WALL CONCRETE WHITE D .05 +/- .18

ROOM SP31-1

ROOM SP24/24A-1
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ROOM SP10-1
604 1 SP24&24A-1WALL CONCRETE GREEN D .5 +/- 1.0

605 1 SP24&24A-1WALL DRYWALL WHITE A 0 +/- .08

606 1 SP24&24A-1WALL DRYWALL GREEN A 0 +/- .15

607 1 SP24&24A-1PIPE METAL WHITE A 11 +/- 2.8 81 POOR
Abatement or Encapsulation 

of all Lead Based Paint

608 1 SP24&24A-1PIPE METAL GREEN 8.1 +/- 2.6 23 POOR
Abatement or Encapsulation 

of all Lead Based Paint

609 1 VOID VOID

610 1 SP24&24A-1HANGER METAL WHITE 19 +/- 4.8 8 POOR
Abatement or Encapsulation 

of all Lead Based Paint

611 1 SP24&24A-1CEILING CONCRETE WHITE .01 +/- .01

612 1 SP24&24A-1DUCT METAL WHITE 2.1 +/- .5 20 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

613 1 SP24&24A-1CEILING TILE METAL WHITE .05 +/- .58

614 1 SP24&24A-1CEILING FAN METAL WHITE 0 +/- .08

615 1 SP24&24A-1FLOOR CERAMIC TILE RED .02 +/- .17

616 1 SP24&24A-1BASE BOARD CERAMIC TILE RED 0 +/- .8

617 1 SPDCOR-1 WALL DRYWALL WHITE A 0 +/- .7

618 1 SPDCOR-1 INTERIOR DOOR FRAME METAL TAN A 0 +/- .08

619 1 SPDCOR-1 INTERIOR DOOR METAL TAN A .01 +/- .17

620 1 SPDCOR-1 WALL DRYWALL WHITE B .1 +/- .8

621 1 SPDCOR-1 WALL DRYWALL WHITE C .01 +/- .2

622 1 SPDCOR-1 WALL DRYWALL WHITE D 0 +/- .03

623 1 SPDCOR-1 EXTERIOR DOOR FRAME METAL TAN D .02 +/- .19

624 1 SPDCOR-1 EXTERIOR DOOR METAL TAN D .01 +/- .16

625 1 SPDCOR-1 WALL PLASTER WHITE D 0 +/- .06

626 1 SPDCOR-1 CEILING TILE METAL WHITE .01 +/- .02

627 1 SPDCOR-1 CEILING FAN METAL WHITE .01 +/- .16

628 1 SPDCOR-1 FLOOR CERAMIC TILE RED 0 +/- .1

629 1 SPDCOR-1 BASE BOARD CERAMIC TILE RED 0 +/- .1

630 1 SPHCBD2-1WALL DRYWALL WHITE A 0 +/- .12

631 1 SPHCBD2-1COLUMN DRYWALL WHITE A 0 +/- .13

632 1 SPHCBD2-1WALL DRYWALL WHITE B 0 +/- .07

ROOM SPDCOR-1

ROOM SPHCBD2-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP10-1
633 1 SPHCBD2-1DOOR FRAME METAL TAN B .1 +/- .2

634 1 SPHCBD2-1DOOR METAL TAN B 0 +/- .07

635 1 SPHCBD2-1WALL DRYWALL WHITE C .01 +/- .2

636 1 SPHCBD2-1WALL CONCRETE WHITE D .01 +/- .15

637 1 SPHCBD2-1CEILING TILE METAL WHITE 0 +/- .13

638 1 SPHCBD2-1CEILING FAN METAL WHITE .01 +/- .17

639 1 SPHCBD2-1FLOOR CERAMIC TILE RED .03 +/- .2

640 1 SPHCBD2-1BASE BOARD CERAMIC TILE RED 0 +/- .02

641 1 SPHCBD2-1SHELVES WOOD GRAY A .19 +/- .25

642 1 CALIBRATION 3.37 +/- .92

643 1 CALIBRATION .21 +/- .05

644 1 CALIBRATION 0 +/- .12

645 1 SHUTTER CALIBRATION

646 1 CALIBRATION 3.2 +/- .84

647 1 CALIBRATION 0 +/- .12

648 1 CALIBRATION 1.2 +/- .18

649 1 SP72-1 WALL DRYWALL WHITE A 0 +/- .01

650 1 SP72-1 WALL CONCRETE WHITE B .5 +/- 1.0

651 1 SP72-1 PIPE METAL BROWN B 5.1 +/- 1.8 142 POOR
Abatement or Encapsulation 

of all Lead Based Paint

652 1 SP72-1 LOCKER METAL BLUE B .04 +/- .25

653 1 SP72-1 LOCKER METAL GRAY B .01 +/- .16

654 1 SP72-1 EXTERIOR DOOR FRAME METAL WHITE C .2 +/- .4

655 1 SP72-1 EXTERIOR DOOR METAL WHITE C .01 +/- .17

656 1 SP72-1 CONDUIT METAL WHITE C .4 +/- .5

657 1 SP72-1 WALL CONCRETE WHITE C 0 +/- .07

658 1 SP72-1 WALL CONCRETE RED C .02 +/- .01

659 1 SP72-1 COLUMN CONCRETE WHITE C .1 +/- .9

660 1 SP72-1 WALL CINDER BLOCK WHITE C .14 +/- .18

661 1 SP72-1 WALL DRYWALL WHITE D 0 +/- .01

662 1 SP72-1 BASE BOARD VINYL GRAY D 4.3 +/- 1.5 20 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

ROOM SP72-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP10-1
663 1 SP72-1 INTERIOR DOOR FRAME METAL WHITE D 0 +/- .11

664 1 SP72-1 INTERIOR DOOR METAL GRAY D 0 +/- .09

665 1 SP72-1 CEILING TILE WOOD WHITE .11 +/- .52

666 1 SP72-1 CEILING GRID METAL BLACK .01 +/- .11

667 1 SP72-1 LIGHT FIXTURE METAL WHITE .03 +/- .26

668 1 SP72-1 CEILING FAN METAL WHITE .04 +/- .25

669 1 SP72-1 ASBESTOS LINED PIPE METAL RED 16 +/- 6 43 POOR
Abatement or Encapsulation 

of all Lead Based Paint

670 1 SP72-1 ASBESTOS LINED PIPE METAL GREEN 18 +/- 6.6 147 POOR
Abatement or Encapsulation 

of all Lead Based Paint

671 1 SP72-1 PIPE METAL YELLOW .1 +/- .69

672 1 SP72-1 ASBESTOS LINED PIPE METAL ORANGE 15 +/- 5.4 31 POOR
Abatement or Encapsulation 

of all Lead Based Paint

673 1 SP72-1 SPEAKER METAL WHITE 0 +/- .05

674 1 SP72-1 PIPE METAL RED .15 +/- .17

675 1 SP72-1 PIPE CONNECTOR METAL ORANGE .5 +/- .1

676 1 SP72-1 HANGER METAL BROWN 25 +/- 8.5 5 POOR
Abatement or Encapsulation 

of all Lead Based Paint

677 1 SP72-1 HANGER METAL CREAM 26 +/- 8.3 10 POOR
Abatement or Encapsulation 

of all Lead Based Paint

678 1 SP72-1 HANGER METAL ORANGE 32 +/- 10 10 POOR
Abatement or Encapsulation 

of all Lead Based Paint

679 1 SP72-1 PIPE METAL ORANGE 1.8 +/- .4 64 POOR
Abatement or Encapsulation 

of all Lead Based Paint

680 1 SP72-1 PIPE METAL BLACK .02 +/- .21

681 1 SP72-1 LOCKER METAL RED .8 +/- .1

1 SP72A-1 PIPE METAL BROWN 16 POOR
Abatement or Encapsulation 

of all Lead Based Paint

1 SP72A-1 ASBESTOS LINED PIPE METAL RED 47 POOR
Abatement or Encapsulation 

of all Lead Based Paint

1 SP72A-1 ASBESTOS LINED PIPE METAL GREEN 241 POOR
Abatement or Encapsulation 

of all Lead Based Paint

1 SP72A-1 PIPE METAL ORANGE 85 POOR
Abatement or Encapsulation 

of all Lead Based Paint

682 1 SP72A-1 WALL CONCRETE WHITE A .9 +/- 1.1

683 1 SP72A-1 PIPE METAL BLACK A 0 +/- .01

684 1 SP72A-1 WALL CONCRETE WHITE B .02 +/- .04

685 1 SP72A-1 SHELVING METAL GRAY B .06 +/- .32

686 1 SP72A-1 WALL DRYWALL WHITE C 0 +/- .09

687 1 SP72A-1 SHELVING METAL YELLOW C 0 +/- .12

688 1 SP72A-1 COLUMN CONCRETE WHITE .01 +/- .03

ROOM SP72A-1
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XRF 
Sample 
Number

Building 
Number
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Number Building Component Substrate Color
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Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP10-1
689 1 SP72A-1 WALL DRYWALL WHITE B 0 +/- .07

690 1 SP72A-1 INTERIOR DOOR FRAME METAL WHITE B .01 +/- .15

691 1 SP72A-1 INTERIOR DOOR METAL GRAY B 0 +/- .14

692 1 SP72A-1 WALL CINDER BLOCK WHITE C .1 +/- .2

693 1 SP72A-1 WALL CONCRETE WHITE D .1 +/- .1

694 1 SP72A-1 EXTERIOR DOOR FRAME METAL WHITE D .02 +/- .3

695 1 SP72A-1 EXTERIOR DOOR METAL WHITE D .01 +/- .07

696 1 SP72A-1 CONDUIT METAL YELLOW D 0 +/- .11

697 1 SP72A-1 ELECTRICAL BOX METAL YELLOW D .02 +/- .02

698 1 SP72A-1 ASBESTOS LINED PIPE METAL WHITE .02 +/- .15

699 1 SP72A-1 PIPE CONNECTOR METAL ORANGE .7 +/- .2

700 1 SP72A-1 VALVE METAL ORANGE .14 +/- .09

701 1 SP72A-1 PIPE METAL WHITE 10 +/- 3.2 21 POOR
Abatement or Encapsulation 

of all Lead Based Paint

702 1 SP72A-1 RAILING METAL YELLOW 1.6 +/- .4 6 POOR
Abatement or Encapsulation 

of all Lead Based Paint

703 1 SP72A-1 RAILING METAL GRAY .03 +/- .04

704 1 SP72A-1 BEAM METAL ORANGE .29 +/- .12

705 1 SP72A-1 PANEL WOOD WHITE D .01 +/- .22

706 1 SP72A-1 WINDOW SILL CONCRETE WHITE D .04 +/- .08

707 1 SP72A-1 PIPE METAL YELLOW 5.1 +/- 1.9 3 POOR
Abatement or Encapsulation 

of all Lead Based Paint

708 1 SP72A-1 HANGER METAL YELLOW 23 +/- 8.0 5 POOR
Abatement or Encapsulation 

of all Lead Based Paint

709 1 SP72A-1 INSULATED PIPE METAL YELLOW 1.4 +/- .2 189 POOR
Abatement or Encapsulation 

of all Lead Based Paint

710 1 SP72A-1 INSULATED PIPE METAL ORANGE 4.5 +/- 1.1 94 POOR
Abatement or Encapsulation 

of all Lead Based Paint

711 1 SP72A-1 PIPE METAL RED .03 +/- .17

712 1 SP72A-1 TANK METAL BROWN .02 +/- .15

713 1 SP72A-1 CONDUIT METAL ORANGE 1.6 +/- .6 74 POOR
Abatement or Encapsulation 

of all Lead Based Paint

714 1 SP72A-1 HANGER METAL ORANGE 29 +/- 9.0 7 POOR
Abatement or Encapsulation 

of all Lead Based Paint

715 1 SP72A-1 PIPE METAL BLUE 18 +/- 7.0 8 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

716 1 SP72A-1 ELECTRICAL BOX METAL GRAY 0 +/- .11

717 1 SP72A-1 PIPE CONNECTOR METAL RED .6 +/- .1

718 1 SP46-1 WALL CINDER BLOCK WHITE A 0 +/- .01

ROOM SP46-1



ALEDA E. LUTZ
DEPARTMENT OF VETERANS AFFAIRS MEDICAL CENTER

BUILDING 1
XRF SAMPLING RESULTS

Page 34 of 418

XRF 
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Results 
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(sq. ft. ) Damage Abatement options

ROOM SP10-1
719 1 SP46-1 COLUMN CONCRETE WHITE A .01 +/- .08

720 1 SP46-1 PIPE METAL WHITE A .04 +/- .13

721 1 SP46-1 WINDOW FRAME WOOD WHITE A 4.8 +/- 1.8 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

722 1 SP46-1 WINDOW SILL WOOD WHITE A 4.2 +/- 1.3 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

723 1 SP46-1 WALL BRICK WHITE A .01 +/- .06

724 1 SP46-1 WORK BENCH WOOD VARNISH A 0 +/- .01

725 1 SP46-1 WORK BENCH WOOD GRAY D .01 +/- .04

726 1 SP46-1 WALL CINDER BLOCK WHITE D .02 +/- .09

727 1 SP46-1 WALL CINDER BLOCK WHITE C .01 +/- .14

728 1 SP46-1 EXTERIOR DOOR FRAME METAL GRAY C 3.0 +/- 1.3 15 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

729 1 SP46-1 EXTERIOR DOOR METAL WHITE C .05 +/- .15

730 1 SP46-1 EXTERIOR DOOR HINDGE METAL WHITE C .16 +/- .29

731 1 SP46-1 WALL CINDER BLOCK WHITE B .01 +/- .04

732 1 SP46-1 LOCKER METAL RED B .49 +/- .08

733 1 SP46-1 LOCKER METAL GRAY B .01 +/- .08

734 1 SP46-1 LOCKER METAL ORANGE .31 +/- .16

735 1 SP46-1 LOCKER METAL DARK GRAY .01 +/- .04

736 1 SP46-1 ASBESTOS LINED PIPE METAL WHITE 16 +/- 3.8 198 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

737 1 SP46-1 HANGER METAL WHITE 6.1 +/- 1.8 21 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

738 1 SP46-1 CEILING CONCRETE WHITE .01 +/- .01

739 1 SP46-1 PANEL METAL BLACK 0 +/- .11

740 1 SP45-1 WALL BRICK WHITE A .2 +/- .6

741 1 SP45-1 WALL CINDER BLOCK WHITE A 0 +/- .8

742 1 SP45-1 WALL CINDER BLOCK GRAY A 0 +/- .07

743 1 SP45-1 WINDOW FRAME WOOD WHITE A 5.2 +/- 1.8 14 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

744 1 SP45-1 WINDOW SILL WOOD WHITE A 5.7 +/- 2.3 4 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

745 1 SP45-1 SHELF WOOD GRAY A .02 +/- .21

746 1 SP45-1 COLUMN CONCRETE WHITE A .01 +/- .2

747 1 SP45-1 COLUMN CONCRETE GRAY A 1.1 +/- .3 30 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

748 1 SP45-1 SHELF WOOD WHITE B .01 +/- .03

ROOM SP45-1
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ROOM SP10-1
749 1 SP45-1 BRACKET METAL WHITE B .09 +/- .45

750 1 SP45-1 WALL CINDER BLOCK WHITE B .02 +/- .07

751 1 SP45-1 WALL CINDER BLOCK PINK B .5 +/- 1.0

752 1 SP45-1 DOOR FRAME METAL TAN C .02 +/- .02

753 1 SP45-1 DOOR METAL TAN C .32 +/- .27

754 1 SP45-1 CABINETS METAL YELLOW C 2.4 +/- .5 150 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

755 1 SP45-1 WALL CINDER BLOCK CREAM C 0 +/- .8

756 1 SP45-1 WALL CINDER BLOCK BLUE C .01 +/- .02

757 1 SP45-1 WALL CINDER BLOCK CREAM D 0 +/- 0

758 1 SP45-1 WALL CINDER BLOCK BLUE D .8 +/- 1.1

759 1 SP45-1 SHELVES METAL GRAY D .01 +/- .04

760 1 SP45-1 WALL CINDER BLOCK WHITE D 0 +/- .08

761 1 SP45-1 SINK METAL GRAY D .03 +/- .12

762 1 SP45-1 CONDUIT METAL WHITE D .04 +/- .06

763 1 SP45-1 MIRROR METAL WHITE D .01 +/- .22

764 1 SP45-1 PANEL METAL WHITE A 2.5 +/- .9 29 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

765 1 SP45-1 PIPE METAL YELLOW 5.1 +/- 1.8 66 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

766 1 SP45-1 HANGER METAL YELLOW 13 +/- 6.2 12 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

767 1 SP45-1 ASBESTOS LINED PIPE METAL YELLOW 16 +/- 6.1 208 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

768 1 SP45-1 CEILING CONCRETE WHITE .1 +/- .8

769 1 SP45-1 PIPE METAL BLACK 0 +/- .08

770 1 SP45-1 CONDUIT METAL YELLOW 5.4 +/- 1.8 20 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

771 1 SP45-1 FLOOR CONCRETE GRAY .01 +/- .11

772 1 SP44-1 WALL BRICK WHITE A .01 +/- .02

773 1 SP44-1 WALL CINDER BLOCK WHITE A .4 +/- .5

774 1 SP44-1 CONDUIT METAL WHITE A .1 +/- .4

775 1 SP44-1 ELECTRICAL BOX METAL WHITE A .04 +/- .08

776 1 SP44-1 WINDOW FRAME WOOD WHITE A 3.1 +/- .9 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

777 1 SP44-1 WINDOW SILL WOOD WHITE A 7.4 +/- 2.9 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

778 1 SP44-1 COLUMN CONCRETE WHITE B .1 +/- .8

ROOM SP44-1
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ROOM SP10-1
779 1 SP44-1 WALL CINDER BLOCK WHITE B 0 +/- .01

780 1 SP44-1 EXTERIOR DOOR FRAME METAL CREAM B 1.9 +/- .5 15 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

781 1 SP44-1 EXTERIOR DOOR METAL CREAM B .4 +/- 1.0

782 1 SP44-1 COLUMN CONCRETE RED B .7 +/- 1.0

783 1 SP44-1 LOCKER METAL GRAY 0 +/- .09

784 1 SP44-1 LOCKER METAL CREAM 0 +/- .12

785 1 SP44-1 INTERIOR DOOR METAL CREAM .01 +/- .18

786 1 SP44-1 WALL CINDER BLOCK CREAM C 0 +/- .09

787 1 SP44-1 WALL CINDER BLOCK WHITE C .01 +/- .11

788 1 SP44-1 INTERIOR DOOR FRAME METAL CREAM .03 +/- .27

789 1 SP44-1 WALL CONCRETE WHITE C .2 +/- .8

790 1 SP44-1 PIPE METAL WHITE 12 +/- 5.2 79 POOR
Abatement or Encapsulation 

of all Lead Based Paint

791 1 SP44-1 RADIATOR METAL BLACK C .14 +/- .35

792 1 SP44-1 CABINET METAL WHITE C .02 +/- .27

793 1 SP44-1 WINDOW FRAME WOOD PINK C 2.9 +/- .9 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

794 1 SP44-1 WINDOW SILL WOOD PINK C 5.3 +/- 1.7 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

795 1 SP44-1 COLUMN CONCRETE BLUE D .3 +/- .9

796 1 SP44-1 WALL BRICK WHITE D .8 +/- 1.1

797 1 SP44-1 WALL CINDER BLOCK WHITE D .04 +/- .25

798 1 SP44-1 WINDOW FRAME WOOD CREAM D 6.3 +/- 1.6 21 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

799 1 SP44-1 WINDOW SILL WOOD CREAM D 5.7 +/- 1.8 6 POOR
Abatement or Encapsulation 

of all Lead Based Paint

800 1 SP44-1 PIPE METAL GREEN .06 +/- .06

801 1 SP44-1 PIPE METAL RED 5.1 +/- 1.7 99 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

802 1 SP44-1 CEILING TILE WOOD WHITE .04 +/- .58

803 1 SP44-1 CEILING GRID METAL BLACK 0 +/- .01

804 1 SP44-1 LIGHT FIXTURE METAL WHITE .01 +/- .12

805 1 SP44-1 CEILING FAN METAL WHITE 0 +/- .1

806 1 SP44-1 ASBESTOS LINED PIPE METAL ORANGE 11 +/- 4.9 286 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

807 1 SP44-1 WINDOW OPENING WOOD WHITE C .1 +/- .2

808 1 SP44-1 CEILING CONCRETE WHITE 0 +/- 07

809 1 SP44-1 ASBESTOS LINED PIPE METAL GREEN 12 +/- 4.8 12 INTACT
Abatement or Encapsulation 

of all Lead Based Paint
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ROOM SP10-1
810 1 SP44-1 PIPE METAL BROWN 0 +/- .05

811 1 SP44-1 ASBESTOS LINED PIPE METAL RED 5.1 +/- 1.6 43 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

812 1 SP44-1 PIPE METAL SILVER .04 +/- .12

813 1 SP44-1 CONDUIT METAL YELLOW 0 +/- .05

814 1 SP44-1 HANGER METAL CREAM 27 +/- 8.5 17 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

815 1 CALIBRATION 3.0 +/- .8

816 1 CALIBRATION .38 +/- .18

817 1 CALIBRATION 0 +/- .15

818 1 SP25-1 WALL CERAMIC TILE YELLOW A .01 +/- .06

819 1 SP25-1 WALL CERAMIC TILE YELLOW B .03 +/- .18

820 1 SP25-1 WALL CERAMIC TILE YELLOW C .1 +/- .36

821 1 SP25-1 INTERIOR DOOR FRAME METAL BROWN C .1 +/- .1

822 1 SP25-1 INTERIOR DOOR METAL BROWN C .02 +/- .17

823 1 SP25-1 INTERIOR WINDOW SILL CERAMIC TILE YELLOW D .05 +/- .45

824 1 SP25-1 EXTERIOR DOOR FRAME METAL GRAY D 0 +/- .02

825 1 SP25-1 EXTERIOR DOOR METAL GRAY D 0 +/- .07

826 1 SP25-1 WALL CERAMIC TILE YELLOW D .04 +/- .32

827 1 SP25-1 FLOOR CERAMIC TILE RED 0 +/- .1

828 1 SP25-1 BASE BOARD CERAMIC TILE RED .04 +/- .16

829 1 SP25-1 CABINET METAL GREEN .02 +/- .21

830 1 SP25-1 CEILING TILE METAL WHITE 0 +/- .01

831 1 SP25-1 CEILING FAN METAL WHITE 0 +/- .1

832 1 SP25-1 OVERHANG DRYWALL CREAM .1 +/- .8

833 1 SP28-1 CEILING TILE METAL WHITE .01 +/- .02

834 1 SP28-1 CEILING FAN METAL WHITE .1 +/- .1

835 1 SP28-1 WALL DRYWALL CREAM A 0 +/- .08

836 1 SP28-1 WALL PLASTER CREAM B .3 +/- .7

837 1 SP28-1 EXTERIOR DOOR FRAME METAL BROWN B .05 +/- .15

838 1 SP28-1 EXTERIOR DOOR METAL BROWN B .02 +/- .03

ROOM SP25-1

ROOM SP28-1
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ROOM SP10-1
839 1 SP28-1 WALL DRYWALL CREAM C 0 +/- .01

840 1 SP28-1 WALL DRYWALL CREAM D 0 +/- .09

841 1 SP28-1 INTERIOR DOOR FRAME METAL BROWN .1 +/- .2

842 1 SP28-1 INTERIOR DOOR METAL BROWN .03 +/- .13

843 1 SP28-1 WALL CERAMIC TILE YELLOW B .03 +/- .06

844 1 SP28-1 WALL CERAMIC TILE YELLOW C .02 +/- .27

845 1 SP28-1 CABINET METAL GREEN .06 +/- .27

846 1 SP28-1 EXTERIOR DOOR FRAME METAL GRAY D .03 +/- .2

847 1 SP28-1 EXTERIOR DOOR METAL GRAY D 0 +/- .05

848 1 SP28-1 WALL CERAMIC TILE YELLOW D .03 +/- .11

849 1 SP28-1 WALL CERAMIC TILE YELLOW A .01 +/- .03

850 1 SP28-1 INTERIOR WINDOW SILL CERAMIC TILE YELLOW A .03 +/- .04

851 1 SP28-1 COLUMN CERAMIC TILE YELLOW .04 +/- .31

852 1 SP28-1 FLOOR CERAMIC TILE RED .01 +/- .06

853 1 SP28-1 BASE BOARD CERAMIC TILE RED .12 +/- .1

854 1 SP42-1 WALL PLASTER BLUE A .1 +/- .7

855 1 SP42-1 EXTERIOR DOOR FRAME METAL WHITE A 2.5 +/- 1.1 15 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

856 1 SP42-1 EXTERIOR DOOR METAL WHITE A .04 +/- .2

857 1 SP42-1 CONDUIT METAL BLUE A .1 +/- .2

858 1 SP42-1 WALL DRYWALL BLUE A 0 +/- .07

859 1 SP42-1 BASE BOARD VINYL GRAY A .4 +/- .9

860 1 SP42-1 COLUMN DRYWALL BLUE A 0 +/- .01

861 1 SP42-1 CABINET DOOR WOOD BLUE A 0 +/- .12

862 1 SP42-1 SHELF WOOD VARNISH A .01 +/- .2

863 1 SP42-1 CLOSET OPENING WOOD WHITE .01 +/- .13

864 1 SP42-1 WALL DRYWALL BLUE B .1 +/- .7

865 1 SP42-1 INTERIOR DOOR FRAME METAL BLUE B 1.5 +/- .7 30 POOR
Abatement or Encapsulation 

of all Lead Based Paint

866 1 SP42-1 INTERIOR DOOR WOOD VARNISH B .01 +/- .08

867 1 SP42-1 PANEL WOOD BLUE C 0 +/- .1

868 1 SP42-1 WALL DRYWALL BLUE C 0 +/- .06

ROOM SP42-1



ALEDA E. LUTZ
DEPARTMENT OF VETERANS AFFAIRS MEDICAL CENTER

BUILDING 1
XRF SAMPLING RESULTS

Page 39 of 418

XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP10-1
869 1 SP42-1 WINDOW FRAME WOOD BLUE C 4.8 +/- 1.7 7 INTACT

Abatement or Encapsulation 
of all Lead Based Paint

870 1 SP42-1 WINDOW SILL WOOD BLUE C 0 +/- .11

871 1 SP42-1 WALL DRYWALL BLUE D 0 +/- .01

872 1 SP42-1 INTERIOR DOOR FRAME METAL WHITE D 0 +/- .08

873 1 SP42-1 INTERIOR DOOR METAL WHITE D 0 +/- .13

874 1 SP42-1 CEILING TILE WOOD WHITE .02 +/- .5

875 1 SP42-1 LIGHT FIXTURE METAL WHITE .01 +/- .15

876 1 SP42-1 CEILING GRID METAL BLACK 0 +/- .1

877 1 SP42-1 CEILING FAN METAL WHITE .01 +/- .06

878 1 SP42-1 ASBESTOS LINED PIPE METAL WHITE 21 +/- 6.5 90 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

879 1 SP42-1 HANGER METAL WHITE 22 +/- 7.2 12 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

880 1 SP42-1 WALL CINDER BLOCK WHITE A .23 +/- .14

881 1 SP42-1 CEILING CONCRETE WHITE .16 +/- .11

882 1 SP42-1 WALL CONCRETE WHITE C .1 +/- .7

883 1 SP42-1 ASBESTOS LINED PIPE METAL CREAM 11 +/- 4.5 290 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

884 1 SP42-1 HANGER METAL CREAM 5.1 +/- 1.5 9 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

885 1 SP42-1 PIPE METAL BLACK .02 +/- .17

886 1 SP42-1 WINDOW OPENING WOOD BLUE C .2 +/- .5

887 1 SP42-1 PIPE METAL CREAM 6.4 +/- 1.8 17 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

888 1 SP42-1 SPEAKER METAL WHITE .01 +/- .01

889 1 SP42B-1 CEILING CONCRETE WHITE .01 +/- .03

890 1 SP42B-1 CEILING TILE WOOD WHITE .02 +/- .1

891 1 SP42B-1 CEILING GRID METAL BLACK 0 +/- .02

892 1 SP42B-1 LIGHT FIXTURE METAL WHITE .01 +/- .09

893 1 SP42B-1 PIPE METAL WHITE 10 +/- 2.4 17 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

894 1 SP42B-1 HANGER METAL WHITE 10 +/- 2.5 6 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

895 1 SP42B-1 PANEL METAL BLACK .01 +/- .17

896 1 SP42B-1 WALL DRYWALL WHITE A 0 +/- .01

897 1 SP42B-1 WALL DRYWALL BLUE A 0 +/- .01

898 1 SP42B-1 BASE BOARD VINYL GRAY A 0 +/- .06

ROOM SP42B-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP10-1
899 1 SP42B-1 MOULDING WOOD WHITE A .01 +/- .19

900 1 SP42B-1 WALL WOOD WHITE B 0 +/- .01

901 1 SP42B-1 WALL DRYWALL WHITE C 0 +/- .01

902 1 SP42B-1 WALL DRYWALL BLUE C 0 +/- .13

903 1 SP42B-1 WALL DRYWALL WHITE D 0 +/- .01

904 1 SP42B-1 WALL DRYWALL BLUE D 0 +/- .01

905 1 SP42B-1 DOOR FRAME WOOD WHITE D 0 +/- .01

906 1 SP42B-1 DOOR WOOD VARNISH D .01 +/- .2

907 1 SP42B-1 DOOR FRAME METAL WHITE D 6.4 +/- 2.1 15 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

908 1 SP42A-1 WALL DRYWALL CREAM A .01 +/- .17

909 1 SP42A-1 BASE BOARD VINYL GRAY A 0 +/- .09

910 1 SP42A-1 WALL DRYWALL CREAM B 0 +/- .07

911 1 SP42A-1 WALL DRYWALL CREAM C 0 +/- .11

912 1 SP42A-1 WALL DRYWALL CREAM D 0 +/- .03

913 1 SP42A-1 DOOR FRAME METAL WHITE D 2.6 +/- 1.2 15 POOR
Abatement or Encapsulation 

of all Lead Based Paint

914 1 SP42A-1 DOOR WOOD VARNISH D .01 +/- .05

915 1 SP42A-1 CEILING TILE WOOD WHITE .1 +/- .5

916 1 SP42A-1 LIGHT FIXTURE METAL WHITE 0 +/- .1

917 1 SP42A-1 CEILING GRID METAL BLACK 0 +/- .13

918 1 SP42A-1 CEILING FAN METAL WHITE 0 +/- .02

919 1 SP42A-1 PIPE METAL BLACK 0 +/- .04

920 1 SP42A-1 HANGER METAL WHITE 12 +/- 4.8 6 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

921 1 SP42A-1 CEILING CONCRETE WHITE 0 +/- .08

922 1 SP42A-1 WALL CONCRETE CREAM C 0 +/- .01

1 SP42A-1 ASBESTOS LINED PIPE METAL WHITE 99 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1 SP42A-1 PIPE METAL WHITE 43 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

923 1 SP42C-1 WALL PLASTER WHITE A .3 +/- .9

924 1 SP42C-1 CLOSET WOOD WHITE A 0 +/- .15

925 1 SP42C-1 CLOSET DOOR WOOD BLUE A 0 +/- .01

ROOM SP42C-1

ROOM SP42A-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP10-1
926 1 SP42C-1 CONDUIT PLASTIC BLUE A 0 +/- .01

927 1 SP42C-1 WALL DRYWALL BLUE B 0 +/- .01

928 1 SP42C-1 BASE BOARD VINYL GRAY B .01 +/- .13

929 1 SP42C-1 DOOR FRAME METAL WHITE B 0 +/- .07

930 1 SP42C-1 DOOR METAL WHITE B 0 +/- .11

931 1 SP42C-1 WALL PLASTER BLUE C .1 +/- .2

932 1 SP42C-1 WINDOW SILL WOOD WHITE C 12 +/- 3.4 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

933 1 SP42C-1 WINDOW FRAME WOOD BLUE C 7 +/- 2.8 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

934 1 SP42C-1 WALL PLASTER BLUE D .3 +/- .7

935 1 SP42C-1 DOOR METAL BLUE D 4.2 +/- 1.3 20 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

936 1 SP42C-1 DOOR HINDGE METAL BLUE D .02 +/- .19

937 1 SP42C-1 CEILING TILE WOOD WHITE 0 +/- .6

938 1 SP42C-1 CEILING GRID METAL BLACK 0 +/- .01

939 1 SP42C-1 LIGHT FIXTURE METAL WHITE .01 +/- .14

940 1 SP42C-1 CEILING FAN METAL WHITE 0 +/- .01

941 1 SP42C-1 FIBERGLASS INSULATED PIPE METAL ORANGE 2.4 +/- .7 29 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

942 1 SP42C-1 PIPE METAL BLACK .04 +/- .3

943 1 SP42C-1 HANGER METAL WHITE 2.7 +/- .7 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

944 1 SP42C-1 CEILING CONCRETE WHITE .01 +/- .1

1 SP42C-1 PIPE METAL WHITE 8 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1 SP42C-1 ASBESTOS LINED PIPE METAL WHITE 43 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

945 1 SP43-1 WALL PLASTER CREAM .1 +/- .2

946 1 SP43-1 DOOR FRAME METAL BROWN A 2 +/- .9 15 POOR
Abatement or Encapsulation 

of all Lead Based Paint

947 1 SP43-1 DOOR METAL BROWN A 0 +/- .11

948 1 SP43-1 WALL PLASTER CREAM B .06 +/- .12

949 1 SP43-1 WALL PLASTER BLUE C .02 +/- .05

950 1 SP43-1 WINDOW FRAME WOOD BLUE C 7.4 +/- 2.9 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

951 1 SP43-1 WINDOW SILL WOOD BLUE C 7 +/- 2.7 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

952 1 SP43-1 WALL DRYWALL CREAM D 0 +/- .14

953 1 SP43-1 BASE BOARD VINYL GRAY A .3 +/- .9

ROOM SP43-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP10-1
954 1 SP43-1 CEILING TILE WOOD WHITE 0 +/- .08

955 1 SP43-1 CEILING GRID METAL BLACK .02 +/- .13

956 1 SP43-1 CEILING FAN METAL WHITE .01 +/- .07

957 1 SP43-1 LIGHT FIXTURE METAL WHITE .02 +/- .04

958 1 SP43-1 ASBESTOS LINED PIPE METAL WHITE 17 +/- 6.3 173 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

959 1 SP43-1 HANGER METAL WHITE 14 +/- 5.7 6 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

960 1 SP43-1 PIPE METAL WHITE 14 +/- 5.5 8 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

961 1 SP43-1 PIPE METAL BLACK .02 +/- .05

962 1 SP43-1 CEILING CONCRETE WHITE .4 +/- .9

963 1 SP43-1 WINDOW OPENING WOOD BLUE C 0 +/- .01

964 1 CALIBRATION 3.5 +/- .93

965 1 CALIBRATION 0 +/- .01

966 1 CALIBRATION .3 +/- .2

967 1 SHUTTER CALIBRATION

968 1 CALIBRATION .32 +/- .14

969 1 CALIBRATION 5.1 +/- 1.84

970 1 CALIBRATION 0 +/- .02

971 1 SP54-1 WALL CERAMIC TILE TAN A .03 +/- .26

972 1 SP54-1 EXTERIOR DOOR FRAME METAL CREAM A .01 +/- .18

973 1 SP54-1 EXTERIOR DOOR METAL CREAM A 0 +/- .08

974 1 SP54-1 WALL CERAMIC TILE TAN B .1 +/- .2

975 1 SP54-1 PANEL METAL RED C .11 +/- .07

976 1 SP54-1 WALL CERAMIC TILE TAN C 0 +/- .04

977 1 SP54-1 DOOR FRAME METAL BROWN C .1 +/- .3

978 1 SP54-1 DOOR METAL BROWN C 0 +/- .08

979 1 SP54-1 WALL CERAMIC TILE TAN D .1 +/- .2

980 1 SP54-1 WALL CINDER BLOCK CREAM A .1 +/- .9

981 1 SP54-1 WALL CINDER BLOCK CREAM D 0 +/- .8

982 1 SP54-1 WALL CINDER BLOCK CREAM B .2 +/- .7

983 1 SP54-1 WALL CERAMIC TILE PAINTED TAN A .1 +/- .2

ROOM SP54-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP10-1
984 1 SP54-1 CONDUIT METAL ORANGE 1.7 +/- .6 29 INTACT

Abatement or Encapsulation 
of all Lead Based Paint

985 1 SP54-1 PIPE METAL BLACK .07 +/- .35

986 1 SP54-1 ASBESTOS LINED PIPE METAL WHITE 17 +/- 6.6 227 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

987 1 SP54-1 HANGER METAL ORANGE .8 +/- .1

988 1 SP54-1 WALL CINDER BLOCK CREAM C 0 +/- .02

989 1 SP54-1 PIPE METAL CREAM 5.1 +/- 1.6 8 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

990 1 SP54-1 HANGER METAL CREAM 5.1 +/- 1.5 14 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

991 1 SP54-1 CEILING CONCRETE CREAM .3 +/- .9

992 1 SP55&55A-1WALL DRYWALL WHITE A 0 +/- .02

993 1 SP55&55A-1EXTERIOR DOOR FRAME METAL WHITE A .02 +/- .18

994 1 SP55&55A-1EXTERIOR DOOR METAL WHITE A .03 +/- .2

995 1 SP55&55A-1BASE BOARD VINYL BLACK A 0 +/- .01

996 1 SP55&55A-1WALL DRYWALL WHITE B 0 +/- .01

997 1 SP55&55A-1COLUMN DRYWALL WHITE C 0 +/- .01

998 1 SP55&55A-1INTERIOR DOOR FRAME METAL WHITE .01 +/- .15

999 1 SP55&55A-1INTERIOR DOOR METAL WHITE .05 +/- .23

1000 1 SP55&55A-1WALL DRYWALL WHITE C 0 +/- .03

1001 1 SP55&55A-1WALL DRYWALL WHITE D 0 +/- .05

1002 1 SP55&55A-1CABINET METAL WHITE A .02 +/- .19

1003 1 SP55&55A-1CEILING TILE WOOD WHITE 0 +/- .6

1004 1 SP55&55A-1CEILING GRID METAL BLACK .01 +/- .04

1005 1 SP55&55A-1CEILING FAN METAL WHITE .02 +/- .14

1006 1 SP55&55A-1LIGHT FIXTURE METAL WHITE 0 +/- .05

1007 1 SP55&55A-1PIPE METAL BLACK .01 +/- .07

1008 1 SP55&55A-1PANEL METAL WHITE 13 +/- 5.8 47 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1009 1 SP55&55A-1HANGER METAL WHITE 14 +/- 6.1 10 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1010 1 SP55&55A-1WALL PLASTER GREEN B .01 +/- .13

1011 1 SP55&55A-1WALL PLASTER GREEN A 0 +/- .07

1012 1 SP55&55A-1CEILING CONCRETE WHITE .8 +/- 1.2

ROOM SP55/55A-1

ROOM SP16-1
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(mg/cm2)
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Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP10-1
1013 1 SP16-1 WALL DRYWALL WHITE A 0 +/- .06

1014 1 SP16-1 BASE BOARD VINYL BLACK A 4.0 +/- 1.3 41 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1015 1 SP16-1 EXTERIOR DOOR FRAME METAL WHITE A .03 +/- .33

1016 1 SP16-1 EXTERIOR DOOR METAL WHITE A .01 +/- .24

1017 1 SP16-1 WALL DRYWALL WHITE B 0 +/- .01

1018 1 SP16-1 COLUMN DRYWALL WHITE B .01 +/- .15

1019 1 SP16-1 CORNER METAL WHITE 0 +/- .02

1020 1 SP16-1 WALL DRYWALL WHITE C 0 +/- .01

1021 1 SP16-1 WALL DRYWALL WHITE D .03 +/- .25

1022 1 SP16-1 CEILING TILE WOOD WHITE .18 +/- .5

1023 1 SP16-1 CEILING GRID METAL BLACK .03 +/- .24

1024 1 SP16-1 LIGHT FIXTURE METAL WHITE .03 +/- .18

1025 1 SP16-1 ASBESTOS LINED PIPE METAL WHITE 13 +/- 5.9 27 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1026 1 SP16-1 PIPE METAL RED .02 +/- .07

1027 1 SP16-1 PIPE METAL BLACK .02 +/- .05

1028 1 SP16-1 WALL CINDER BLOCK WHITE A .9 +/- 1.1

1029 1 SP16-1 WALL CINDER BLOCK WHITE B .01 +/- .17

1030 1 SP16-1 CEILING CONCRETE WHITE .8 +/- 1.1

1031 1 SP16-1 WALL CINDER BLOCK WHITE D .7 +/- 1.1

1032 1 SP16-1 PIPE METAL ORANGE 5.1 +/- 1.7 20 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1033 1 SP16-1 PIPE METAL WHITE 2.0 +/- .5 29 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1034 1 SP16-1 HANGER METAL ORANGE 3.2 +/- .9 13 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1035 1 SPSWITCHGEAR-1WALL CINDER BLOCK WHITE A 0 +/- .1

1036 1 VOID VOID

1037 1 SPSWITCHGEAR-1BASE BOARD VINYL BLACK A 0 +/- .01

1038 1 SPSWITCHGEAR-1COLUMN PLASTER WHITE .1 +/- .8

1039 1 SPSWITCHGEAR-1BASE BOARD PLASTER BLACK A .08 +/- .1

1040 1 SPSWITCHGEAR-1EXTERIOR DOOR FRAME METAL WHITE A 3 +/- 1.2 15 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1041 1 SPSWITCHGEAR-1EXTERIOR DOOR METAL WHITE A 0 +/- .11

1042 1 SPSWITCHGEAR-1WALL CINDER BLOCK CREAM A 0 +/- .04

ROOM SPSWITCHGEAR-1
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(sq. ft. ) Damage Abatement options

ROOM SP10-1
1043 1 SPSWITCHGEAR-1WALL PLASTER WHITE B .01 +/- .02

1044 1 SPSWITCHGEAR-1WALL PLASTER WHITE C 0 +/- .07

1045 1 SPSWITCHGEAR-1WALL PLASTER WHITE D .01 +/- .01

1046 1 SPSWITCHGEAR-1CONDUIT METAL ORANGE 2.3 +/- 1.0 1413 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1047 1 SPSWITCHGEAR-1ASBESTOS LINED PIPE METAL YELLOW 7.6 +/- 1.9 167 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1048 1 SPSWITCHGEAR-1ASBESTOS LINED PIPE METAL ORANGE 19 +/- 6.6 57 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1049 1 SPSWITCHGEAR-1ELECTRICAL BOX METAL ORANGE .02 +/- .09

1050 1 SPSWITCHGEAR-1DUCT METAL ORANGE 1.4 +/- .2 120 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1051 1 SPSWITCHGEAR-1PIPE METAL RED .17 +/- .34

1052 1 SPSWITCHGEAR-1PIPE METAL WHITE 16 +/- 6.0 104 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1053 1 SPSWITCHGEAR-1BRACKET METAL ORANGE .31 +/- .09

1054 1 SPSWITCHGEAR-1CEILING CONCRETE WHITE .1 +/- .7

1055 1 SPSWITCHGEAR-1HANGER METAL CREAM 22 +/- 7.8 10 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1 SPSWITCHGEAR-1ASBESTOS LINED PIPE METAL GREEN 62 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1056 1 SP12A-1 WALL CINDER BLOCK WHITE A .02 +/- .06

1057 1 SP12A-1 COLUMN CONCRETE WHITE A 0 +/- .05

1058 1 SP12A-1 EXTERIOR DOOR FRAME METAL WHITE A .01 +/- .21

1059 1 SP12A-1 EXTERIOR DOOR METAL WHITE A 0 +/- .12

1060 1 SP12A-1 WALL CINDER BLOCK WHITE B .05 +/- .17

1061 1 SP12A-1 WALL CONCRETE WHITE C .03 +/- .06

1062 1 SP12A-1 WALL CINDER BLOCK WHITE D .01 +/- .11

1063 1 SP12A-1 PIPE METAL CREAM 12 +/- 2.6 47 POOR
Abatement or Encapsulation 

of all Lead Based Paint

1064 1 SP12A-1 HANGER METAL CREAM 14 +/- 4.2 9 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1065 1 SP12A-1 WALL CINDER BLOCK CREAM A .06 +/- .26

1066 1 SP12A-1 WALL CINDER BLOCK CREAM B 0 +/- .8

1067 1 SP12A-1 CONDUIT METAL CREAM .04 +/- .17

1068 1 SP12A-1 FIBERGLASS INSULATED PIPE METAL CREAM .1 +/- .7

1069 1 SP12A-1 CEILING CONCRETE WHITE .03 +/- .02

1070 1 SP12A-1 WALL CONCRETE CREAM C .01 +/- .03

1071 1 SP12A-1 WALL CINDER BLOCK CREAM D .04 +/- .11

ROOM SP12A-1
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ROOM SP10-1

1072 1 SP12-1 WALL CINDER BLOCK WHITE A .1 +/- .8

1073 1 SP12-1 WINDOW SILL CONCRETE WHITE A .02 +/- .02

1074 1 SP12-1 COLUMN CONCRETE WHITE B 0 +/- .03

1075 1 SP12-1 CONDUIT METAL ORANGE B 1.3 +/- .2 52 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1076 1 SP12-1 ELECTRICAL BOX METAL ORANGE B 3.0 +/- 1.0 10 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1077 1 SP12-1 CONDUIT METAL WHITE B .47 +/- .14

1078 1 SP12-1 SHELF WOOD WHITE B 0 +/- .01

1079 1 SP12-1 WALL CONCRETE WHITE B .02 +/- .09

1080 1 SP12-1 WALL CINDER BLOCK WHITE C 0 +/- .06

1081 1 SP12-1 PIPE METAL WHITE 8.2 +/- 2.0 234 POOR
Abatement or Encapsulation 

of all Lead Based Paint

1082 1 SP12-1 HANGER METAL WHITE 5.1 +/- 1.8 39 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1083 1 SP12-1 LOCKER METAL GRAY .07 +/- .12

1084 1 SP12-1 GATE METAL GRAY 0 +/- .01

1085 1 SP12-1 INTERIOR DOOR FRAME METAL GRAY C 0 +/- .08

1086 1 SP12-1 INTERIOR DOOR METAL GRAY C 0 +/- .1

1087 1 SP12-1 EXTERIOR DOOR FRAME METAL WHITE D 2.6 +/- .7 15 POOR
Abatement or Encapsulation 

of all Lead Based Paint

1088 1 SP12-1 EXTERIOR DOOR METAL GRAY D .05 +/- .07

1089 1 SP12-1 WALL CINDER BLOCK WHITE D 0 +/- .02

1090 1 SP12-1 WALL BRICK WHITE D .1 +/- .2

1091 1 SP12-1 PIPE METAL BLACK .05 +/- .28

1092 1 SP12-1 PIPE CONNECTOR METAL ORANGE .01 +/- .04

1093 1 SP12-1 PIPE METAL RED .07 +/- .21

1094 1 SP12-1 BRACKET METAL GRAY 2.4 +/- .8 5 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1095 1 SP12-1 PIPE METAL GRAY 3 +/- .9 32 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1096 1 SP12-1 HANGER METAL GRAY 5.1 +/- 1.6 42 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1097 1 VOID VOID

1098 1 SP12-1 CONDUIT METAL GRAY 3.7 +/- 1.3 125 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1099 1 SP12-1 ELECTRICAL BOX METAL GRAY 4.4 +/- 1.7 15 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1100 1 SP12-1 ELECTRICAL BOX METAL WHITE 5.1 +/- 1.2 25 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1101 1 SP12-1 PIPE CONNECTOR METAL RED .06 +/- .02

ROOM SP12-1
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ROOM SP10-1
1102 1 SP12-1 CONFINED SPACE ACCESS PANELMETAL WHITE D .07 +/- .18

1103 1 SP12-1 CONFINED SPACE PANEL FRAME METAL WHITE D 6.4 +/- 2.4 3 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1104 1 SP12-1 PANEL WOOD WHITE A 0 +/- .01

1105 1 SP12B-1 EXTERIOR DOOR FRAME METAL GRAY A .01 +/- .19

1106 1 SP12B-1 EXTERIOR DOOR METAL GRAY A .03 +/- .21

1107 1 SP12B-1 PIPE METAL GRAY 15 +/- 6 95 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1108 1 SP12B-1 HANGER METAL GRAY 30 +/- 9.4 15 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1109 1 SP12B-1 COLUMN CONCRETE BLACK B 1.3 +/- .5 15 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1110 1 SP12B-1 FAN METAL BLACK C .02 +/- .15

1111 1 SP12C-1 COLUMN CONCRETE BLACK 1.1 +/- .1 40 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1112 1 SP12C-1 PIPE METAL GRAY 5.1 +/- 1.0 95 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1113 1 SP12C-1 HANGER METAL GRAY 23 +/- 7.2 27 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1114 1 SP12C-1 DOOR FRAME METAL WHITE 0 +/- .01

1115 1 SP12C-1 DOOR METAL WHITE 0 +/- .14

1116 1 SP12C-1 PIPE METAL BLACK .03 +/- .23

1117 1 SP12C-1 CONDUIT METAL ORANGE .6 +/- 0

1118 1 SP12C-1 PIPE METAL RED .02 +/- .09

1119 1 SP12C-1 PIPE CONNECTOR METAL RED .11 +/- .15

1120 1 SP12C-1 PIPE CONNECTOR METAL ORANGE .7 +/- .2

1121 1 SP12C-1 BRACKET METAL GRAY .5 +/- .22

1122 1 SP70-1 WALL PLASTER WHITE A 0 +/- .06

1123 1 SP70-1 WALL PLASTER WHITE B .04 +/- .04

1124 1 SP70-1 WALL PLASTER WHITE C 0 +/- .03

1125 1 SP70-1 WALL PLASTER WHITE D 0 +/- .01

1126 1 SP70-1 DOOR FRAME METAL GRAY C 5.5 +/- 1.9 15 POOR
Abatement or Encapsulation 

of all Lead Based Paint

1127 1 SP70-1 DOOR METAL GRAY C 0 +/- .13

1128 1 SP70-1 PIPE METAL RED .05 +/- .06

1129 1 SP70-1 CONDUIT METAL ORANGE .01 +/- .04

ROOM SP12B-1

ROOM SP12C-1

ROOM SP70-1
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Results 

(mg/cm2)
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Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP10-1
1130 1 SP70-1 ASBESTOS LINED PIPE METAL CREAM 21 +/- 6.6 22 INTACT

Abatement or Encapsulation 
of all Lead Based Paint

1131 1 SP70-1 PIPE METAL GRAY 3.6 +/- 1.2 64 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1132 1 SP70-1 PIPE METAL BLACK .01 +/- .01

1133 1 SP70-1 PIPE CONNECTOR METAL RED .03 +/- .19

1134 1 SP70-1 HANGER METAL ORANGE 21 +/- 7.5 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1135 1 SP70-1 HANGER METAL GRAY 4.5 +/- 1.7 3 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1136 1 SP70-1 CEILING CONCRETE CREAM .01 +/- .02

1137 1 SP70-1 DUCT METAL CREAM 2.3 +/- .8 40 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1138 1 SP70-1 FLOOR CERAMIC TILE BROWN .1 +/- .2

1139 1 SP70-1 BASE BOARD CERAMIC TILE PEACH D 13 +/- 2.8 13 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1140 1 SP74&75-1 WALL CONCRETE WHITE A 0 +/- .8

1141 1 SP74&75-1 WALL CINDER BLOCK WHITE B .01 +/- .16

1142 1 SP74&75-1 COLUMN CONCRETE WHITE C .5 +/- 1.0

1143 1 SP74&75-1 PIPE METAL GRAY 5.1 +/- 1.6 32 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1144 1 SP74&75-1 EXTERIOR DOOR FRAME METAL GRAY C 1.7 +/- .4 30 POOR
Abatement or Encapsulation 

of all Lead Based Paint

1145 1 SP74&75-1 EXTERIOR DOOR METAL GRAY C 0 +/- .09

1146 1 SP74&75-1 WALL CINDER BLOCK WHITE C .01 +/- .02

1147 1 SP74&75-1 WALL CINDER BLOCK WHITE D .01 +/- .15

1148 1 SP74&75-1 FLOOR CONCRETE RED .03 +/- .05

1149 1 SP74&75-1 ASBESTOS LINED PIPE METAL WHITE 11 +/- 5.1 32 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1150 1 SP74&75-1 CONDUIT METAL WHITE 2.8 +/- 1.0 18 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1151 1 SP74&75-1 BRACKET METAL WHITE 2.7 +/- 1.5 1 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1152 1 SP74&75-1 CONDUIT METAL GRAY 5.6 +/- 1.9 87 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1153 1 SP74&75-1 BRACKET METAL GRAY .22 +/- .11

1154 1 SP74&75-1 HANGER METAL CREAM 7.3 +/- 1.8 14 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1155 1 SP74&75-1 WINDOW SILL CONCRETE WHITE A .1 +/- .1

1156 1 SP74&75-1 ELECTRICAL BOX METAL WHITE D .9 +/- .2

1157 1 SP68-1 WALL CERAMIC TILE YELLOW A .01 +/- .12

1158 1 SP68-1 WALL CERAMIC TILE YELLOW B .1 +/- .2

ROOM SP68-1

ROOM SP74/75-1
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(sq. ft. ) Damage Abatement options

ROOM SP10-1
1159 1 SP68-1 WALL CERAMIC TILE YELLOW C .01 +/- .12

1160 1 SP68-1 DOOR FRAME METAL TAN C 7.9 +/- 2.5 15 POOR
Abatement or Encapsulation 

of all Lead Based Paint

1161 1 SP68-1 DOOR METAL TAN C 0 +/- .15

1162 1 SP68-1 WALL METAL YELLOW D .03 +/- .09

1163 1 SP68-1 WALL CINDER BLOCK WHITE C .03 +/- .07

1164 1 SP68-1 WALL CINDER BLOCK WHITE D .1 +/- .1

1165 1 SP68-1 PIPE METAL WHITE .02 +/- .02

1166 1 SP68-1 HANGER METAL CREAM 19 +/- 7 12 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1167 1 SP68-1 CHUTE METAL CREAM .03 +/- .63

1168 1 SP68-1 ASBESTOS LINED PIPE METAL CREAM 24 +/- 7.2 79 POOR
Abatement or Encapsulation 

of all Lead Based Paint

1169 1 SP68-1 PIPE METAL BROWN 5.1 +/- 2.0 40 POOR
Abatement or Encapsulation 

of all Lead Based Paint

1170 1 SP68-1 DUCT METAL CREAM 5.1 +/- 1.6 70 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1171 1 SP68-1 CONDUIT METAL ORANGE 2.8 +/- .8 14 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1172 1 SP68-1 CONDUIT METAL WHITE 13 +/- 5.9 11 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1173 1 SP68-1 WALL CINDER BLOCK WHITE A .1 +/- .2

1174 1 SP68-1 HANGER METAL WHITE .08 +/- .07

1175 1 SP68-1 WALL CINDER BLOCK WHITE B .3 +/- .9

1176 1 SP68-1 PIPE METAL CREAM 18 +/- 7.1 4 POOR
Abatement or Encapsulation 

of all Lead Based Paint

1177 1 SP68-1 CEILING CONCRETE WHITE .1 +/- .2

1178 1 SP68-1 PIPE CONNECTOR METAL ORANGE .6 +/- .1

1179 1 SPHCBB-1 PIPE METAL WHITE .01 +/- .17

1180 1 SPHCBB-1 PIPE METAL CREAM 3.7 +/- 1.1 11 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1181 1 SPHCBB-1 CONDUIT METAL CREAM 2.2 +/- .8 12 POOR
Abatement or Encapsulation 

of all Lead Based Paint

1182 1 SPHCBB-1 ASBESTOS LINED PIPE METAL CREAM 10 +/- 4.1 12 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1183 1 SPHCBB-1 DUCT METAL CREAM .04 +/- .34

1184 1 SPHCBB-1 CONDUIT METAL ORANGE .13 +/- .1

1185 1 SPHCBB-1 WALL CERAMIC TILE YELLOW A .02 +/- .04

1186 1 SPHCBB-1 SHELVES METAL CREAM A .03 +/- .15

1187 1 SPHCBB-1 WALL CERAMIC TILE YELLOW B .03 +/- .2

1188 1 SPHCBB-1 WALL CERAMIC TILE YELLOW C .23 +/- .12

ROOM SPHCBB-1
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ROOM SP10-1
1189 1 SPHCBB-1 WALL CERAMIC TILE YELLOW D .03 +/- .18

1190 1 SPHCBB-1 DOOR FRAME METAL WHITE C 2.2 +/- .5 15 POOR
Abatement or Encapsulation 

of all Lead Based Paint

1191 1 SPHCBB-1 DOOR METAL WHITE C 0 +/- .12

1192 1 SPHCBB-1 SINK METAL CREAM A .32 +/- .25

1193 1 CALIBRATION 2.98 +/- .77

1194 1 CALIBRATION .31 +/- .11

1195 1 CALIBRATION 0 +/- .11

1 1 SHUTTER CALIBRATION

2 1 CALIBRATION 3.5 +/- .94

3 1 CALIBRATION .43 +/- .19

4 1 CALIBRATION 0 +/- .12

5 1 SP56-1 WALL DRYWALL WHITE A 0 +/- .06

6 1 SP56-1 COLUMN DRYWALL WHITE A .01 +/- .13

7 1 SP56-1 BASEBOARD VINYL BLACK A 0 +/- .11

8 1 SP56-1 EXTERIOR DOOR FRAME METAL CREAM A 0 +/- .1

9 1 SP56-1 EXTERIOR DOOR METAL CREAM A 0 +/- .1

10 1 SP56-1 WALL DRYWALL WHITE B 0 +/- .01

11 1 SP56-1 WALL DRYWALL WHITE C 0 +/- .01

12 1 SP56-1 INTERIOR DOOR FRAME METAL GRAY C 0 +/- .1

13 1 SP56-1 INTERIOR DOOR METAL GRAY C .01 +/- .12

14 1 SP56-1 WALL DRYWALL WHITE D 0 +/- .2

15 1 SP56-1 DROP CEILING TILE WOOD WHITE .29 +/- .52

16 1 SP56-1 CEILING GRID METAL BLACK 0 +/- .11

17 1 SP56-1 CEILING FAN METAL WHITE .02 +/- .15

18 1 SP56-1 LIGHT FIXTURE METAL WHITE .1 +/- .1

19 1 SP56-1 PIPE METAL BLACK .09 +/- .38

20 1 SP56-1 HANGER METAL ORANGE 9.9 +/- 4.3 3 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

21 1 SP56-1 PIPE CONNECTOR METAL ORANGE 7.5 +/- 2.2 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

22 1 SP56-1 VALVE METAL GREEN 5.1 +/- 2.0 1 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

23 1 SP56-1 WALL PLASTER GRAY A .3 +/- .9

ROOM SP56-1
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ROOM SP10-1
24 1 SP56-1 WALL PLASTER YELLOW A .07 +/- .06

25 1 SP56-1 CEILING CONCRETE GREEN .19 +/- .11

26 1 SP56-1 HANGER METAL GREEN 6.9 +/- 2.0 6 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

27 1 SP56-1 PIPE METAL GREEN 5.1 +/- 1.8 27 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

28 1 SP56-1 PIPE METAL RED 3.7 +/- 1.3 4 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

29 1 SP55A-1 CEILING CONCRETE GRAY 0 +/- 0

30 1 SP55A-1 PIPE METAL BLACK 0 +/- .12

31 1 SP55A-1 PIPE METAL WHITE 5.1 +/- 1.8 4 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

32 1 SP55A-1 INTERIOR DOOR FRAME METAL GRAY A 0 +/- .14

33 1 SP55A-1 INTERIOR DOOR METAL GRAY A .03 +/- .16

34 1 SP55A-1 GARAGE DOOR TRACK METAL BLACK C 0 +/- .01

35 1 SP73-1 WALL CONCRETE WHITE A .01 +/- .01

36 1 SP73-1 WALL CONCRETE WHITE B .2 +/- .9

37 1 SP73-1 COLUMN CONCRETE WHITE C .4 +/- .9

38 1 SP73-1 WALL CINDER BLOCK WHITE C .06 +/- .12

39 1 SP73-1 WALL CINDER BLOCK RED .03 +/- .05

40 1 SP73-1 DOOR FRAME METAL WHITE C 1.5 +/- .3 7 POOR
Abatement or Encapsulation 

of all Lead Based Paint

41 1 SP73-1 DOOR FRAME METAL GREEN C .46 +/- .12

42 1 SP73-1 DOOR METAL BROWN C .05 +/- .03

43 1 SP73-1 WALL CINDER BLOCK WHITE D .09 +/- .41

44 1 SP73-1 CEILING CONCRETE WHITE 0 +/- 0.1

45 1 SP73-1 PIPE METAL WHITE .8 +/- .2

46 1 SP73-1 HANGER METAL WHITE .37 +/- .16

47 1 SP73-1 PIPE METAL RED 0 +/- .12

48 1 SP73-1 CONDUIT METAL WHITE 0 +/- .03

49 1 SP21-1 CEILING CONCRETE WHITE .2 +/- .8

50 1 SP21-1 ASBESTOS LINED PIPE METAL WHITE 13 +/- 5.1 210 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

51 1 SP21-1 PIPE METAL WHITE 9.1 +/- 2.7 40 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

ROOM SP55A-1

ROOM SP73-1

ROOM SP21-1
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ROOM SP10-1
52 1 SP21-1 CONDUIT METAL WHITE 0 +/- .12

53 1 SP21-1 WALL CINDER BLOCK WHITE A .01 +/- .19

54 1 SP21-1 COLUMN CONCRETE WHITE B .1 +/- .9

55 1 SP21-1 WALL CONCRETE WHITE B .5 +/- 1.0

56 1 SP21-1 RADIATOR METAL WHITE B .06 +/- .41

57 1 SP21-1 WINDOW FRAME WOOD WHITE B 2.9 +/- .8 10 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

58 1 SP21-1 WINDOW SILL WOOD WHITE B 9.0 +/- 3.1 6 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

59 1 SP21-1 WOOD PANEL WOOD WHITE B 0 +/- .15

60 1 SP21-1 WALL CINDER BLOCK WHITE C .01 +/- .04

61 1 SP21-1 WALL CINDER BLOCK WHITE D .04 +/- .22

62 1 SP21-1 DOOR FRAME METAL WHITE D 3.2 +/- 1.3 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

63 1 SP21-1 DOOR METAL GRAY D .01 +/- .16

64 1 SP21-1 HANGER METAL WHITE 25 +/- 8.2 16 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

65 1 SP21-1 PANEL FRAME WOOD WHITE A 15 +/- 6.2 16 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

66 1 SP21-1 DUCTWORK METAL WHITE .1 +/- .3

67 1 SP21-1 BRACKET METAL GREEN A 0 +/- .03

68 1 SP40-1 WALL CINDER BLOCK CREAM A .2 +/- .9

69 1 SP40-1 CONDUIT METAL CREAM A 0 +/- .01

70 1 SP40-1 WALL DRYWALL CREAM A 0 +/- .8

71 1 SP40-1 DOOR FRAME METAL GRAY A .02 +/- .19

72 1 SP40-1 DOOR METAL GRAY A .01 +/- .18

73 1 SP40-1 BASEBOARD VINYL GRAY A .05 +/- .26

74 1 SP40-1 WALL DRYWALL CREAM B 0 +/- .01

75 1 SP40-1 PIPE METAL CREAM C 20 +/- 7.2 14 POOR
Abatement or Encapsulation 

of all Lead Based Paint

76 1 SP40-1 WALL CONCRETE CREAM C .01 +/- .07

77 1 SP40-1 WALL CONCRETE CREAM D .1 +/- .3

78 1 SP40-1 DROP CEILING TILE WOOD WHITE .04 +/- .56

79 1 SP40-1 CEILING GRID METAL BLACK .01 +/- .08

80 1 SP40-1 CEILING FAN METAL WHITE 0 ,.08

81 1 SP40-1 LIGHT FIXTURE METAL WHITE .02 +/- .02

ROOM SP40-1
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ROOM SP10-1
82 1 SP40-1 ASBESTOS LINED PIPE METAL WHITE 15 +/- 5.2 171 POOR

Abatement or Encapsulation 
of all Lead Based Paint

83 1 SP40-1 HANGER METAL WHITE 13 +/- 5.3 12 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

84 1 SP40-1 PIPE METAL WHITE 27 +/- 7.9 16 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

85 1 SP40-1 WALL CINDER BLOCK BLUE A .2 +/- .7

86 1 SP40-1 CONDUIT METAL BLUE 0 +/- 0

87 1 SP40-1 WALL CINDER BLOCK BLUE D .5 +/- 1.0

88 1 SP40-1 PIPE METAL BLACK .01 +/- .04

89 1 SP40-1 PIPE METAL BLUE 0 +/- .8

90 1 SP40-1 CEILING CONCRETE WHITE 0 +/- .2

91 1 SP27A-1 DOOR FRAME METAL PEACH A 1.3 +/- .2 7 POOR
Abatement or Encapsulation 

of all Lead Based Paint

92 1 SP27A-1 DOOR METAL PEACH A .08 +/- .14

93 1 SP27A-1 PIPE METAL BLACK .01 +/- .03

94 1 SP27A-1 ASBESTOS LINED PIPE METAL GRAY 5.1 +/- 1.5 131 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

95 1 SP27A-1 HANGER METAL GRAY 5.1 +/- 1.6 14 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

96 1 SP27A-1 CONDUIT METAL ORANGE .07 +/- .12

97 1 SP27A-1 BRACKET METAL ORANGE .01 +/- .12

98 1 SP27A-1 PIPE METAL GRAY 5.6 +/- 2.2 26 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

99 1 SP27A-1 VOID METAL ORANGE

100 1 SP27A-1 CONDUIT METAL ORANGE .06 +/- .05

SP27-1 PIPE METAL GRAY 13 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

SP27-1 ASBESTOS LINED PIPE METAL GRAY 11 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

101 1 SP27-1 CONDUIT METAL ORANGE .2 +/- .4

102 1 SP27-1 WALL DRYWALL YELLOW A 0 +/- .1

103 1 SP27-1 WALL DRYWALL YELLOW B 0 +/- .13

104 1 SP27-1 EXTERIOR DOOR FRAME METAL BROWN B .05 +/- .24

105 1 SP27-1 EXTERIOR DOOR METAL BROWN B .7 +/- 1.0

106 1 SP27-1 WALL CINDER BLOCK WHITE C .1 +/- .2

107 1 SP27-1 DOOR FRAME METAL PEACH C 1.8 +/- .3 7 POOR
Abatement or Encapsulation 

of all Lead Based Paint

108 1 SP27-1 DOOR METAL PEACH C .05 +/- .04

ROOM SP27A-1

ROOM SP27-1
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ROOM SP10-1
109 1 SP27-1 WALL CINDER BLOCK WHITE D .01 +/- .04

110 1 SP27-1 COLUMN CONCRETE WHITE D 0 +/- .1

111 1 SP27-1 CONDUIT METAL GRAY 5.1 +/- 1.7 21 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

112 1 SP27-1 BRACKET METAL ORANGE .1 +/- .2

113 1 SP27-1 PIPE METAL BLACK .01 +/- .14

114 1 SP26-1 WALL CINDER BLOCK WHITE A .1 +/- .2

115 1 SP26-1 INTERIOR DOOR FRAME METAL GRAY A 2.9 +/- .8 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

116 1 SP26-1 INTERIOR DOOR METAL GRAY A .11 +/- .16

117 1 SP26-1 ELECTRICAL PANEL METAL BLACK A .07 +/- .33

118 1 SP26-1 BRACKET METAL WHITE A 15 +/- 6.1 3 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

119 1 SP26-1 INTERIOR DOOR FRAME METAL GRAY A .02 +/- .04

120 1 SP26-1 INTERIOR DOOR METAL GRAY A .02 +/- .13

121 1 SP26-1 WALL CONCRETE WHITE B .8 +/- 1.1

122 1 SP26-1 WALL CONCRETE WHITE A 0 +/- .01

123 1 SP26-1 WALL DRYWALL WHITE C 0 +/- .01

124 1 SP26-1 EXTERIOR DOOR FRAME METAL GRAY C .01 +/- .12

125 1 SP26-1 EXTERIOR DOOR METAL GRAY C .01 +/- .16

126 1 SP26-1 CONDUIT METAL ORANGE .08 +/- .08

127 1 SP26-1 WALL CINDER BLOCK WHITE D .02 +/- .24

128 1 SP26-1 COLUMN CONCRETE WHITE A .5 +/- .9

129 1 SP26-1 ASBESTOS LINED PIPE METAL WHITE 4.2 +/- 1.4 112 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

130 1 SP26-1 PIPE METAL BLACK .06 +/- .29

131 1 SP26-1 PIPE METAL GRAY 6.4 +/- 2.4 53 POOR
Abatement or Encapsulation 

of all Lead Based Paint

132 1 SP26-1 HANGER METAL GRAY 25 +/- 7.6 15 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

133 1 SP26-1 PIPE METAL ORANGE 5.1 +/- 2.0 10 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

134 1 SP26-1 PIPE CONNECTOR METAL RED 0 +/- .01

135 1 SP26A-1 ASBESTOS LINED PIPE METAL GRAY 13 +/- 5.7 168 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

136 1 SP26A-1 HANGER METAL GRAY 32 +/- 9.5 47 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

ROOM SP26-1

ROOM SP26A-1
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ROOM SP10-1
137 1 SP26A-1 PIPE METAL GRAY 7.2 +/- 2.1 126 POOR

Abatement or Encapsulation 
of all Lead Based Paint

138 1 SP26A-1 CONDUIT METAL ORANGE 4.9 +/- 1.7 28 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

139 1 SP26A-1 BRACKET METAL GRAY 2.0 +/- 1.1 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

140 1 SP26A-1 PIPE METAL BLACK .03 +/- .15

141 1 SP26A-1 WALL CONCRETE WHITE A 0 +/- .06

142 1 SP26A-1 WALL CONCRETE WHITE B .4 +/- 1.0

143 1 SP26A-1 WALL CINDER BLOCK WHITE C .01 +/- .15

144 1 SP26A-1 EXTERIOR DOOR FRAME METAL GRAY C 0 +/- .13

145 1 SP26A-1 EXTERIOR DOOR METAL GRAY C 0 +/- .06

146 1 SP26A-1 INTERIOR DOOR FRAME METAL BROWN C 2.2 +/- .4 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

147 1 SP26A-1 INTERIOR DOOR METAL BROWN C .04 +/- .03

148 1 SP26A-1 WALL CONCRETE WHITE D .3 +/- 1.0

149 1 SPCOR27-1WALL DRYWALL CREAM A 0 +/- .03

150 1 SPCOR27-1BASEBOARD VINYL GRAY A 0 +/- .01

151 1 SPCOR27-1WALL DRYWALL CREAM D .2 +/- .7

152 1 SPCOR27-1WALL DRYWALL CREAM C 0 +/- .01

153 1 SPCOR27-1INTERIOR DOOR FRAME METAL BROWN C .03 +/- .12

154 1 SPCOR27-1INTERIOR DOOR METAL BROWN C .1 +/- .2

155 1 SPCOR27-1WALL DRYWALL CREAM B 0 +/- .02

156 1 SPCOR27-1WALL CONCRETE CREAM B 0 +/- .06

157 1 SPCOR27-1WALL CINDER BLOCK CREAM C .05 +/- .18

158 1 SPCOR27-1ASBESTOS LINED PIPE METAL GRAY 6.8 +/- 1.6 69 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

159 1 SPCOR27-1INTERIOR DOOR FRAME METAL WHITE B .03 +/- .04

160 1 SPCOR27-1INTERIOR DOOR METAL WHITE B 0 +/- .05

161 1 SPCOR27-1WALL CONCRETE WHITE A .03 +/- .08

162 1 SPCOR27-1WALL CINDER BLOCK WHITE A 0 +/- .06

163 1 SPCOR27-1WALL CINDER BLOCK WHITE B 0 +/- .01

164 1 SPCOR27-1EXTERIOR DOOR FRAME METAL BROWN B .04 +/- .25

165 1 SPCOR27-1EXTERIOR DOOR METAL BROWN B .04 +/- .21

ROOM SPCOR27-1
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Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP10-1
166 1 SPCOR27-1RAILING METAL BROWN C 0 +/- .09

167 1 SPCOR27-1RAILING BRACE METAL BROWN C 0 +/- .05

168 1 SPCOR27-1WALL CINDER BLOCK WHITE C 0 +/- .1

169 1 SPCOR27-1WALL CONCRETE WHITE C .04 +/- .15

170 1 SPCOR27-1PIPE METAL GRAY 5.1 +/- 1.9 48 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

171 1 SPCOR27-1HANGER METAL GRAY 5.1 +/- 1.8 5 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

172 1 SPCOR27-1PIPE METAL BLACK .01 +/- .02

173 1 SPCOR27-1PIPE CONNECTOR METAL RED 0 +/- .01

174 1 SPCOR27-1CONDUIT METAL WHITE 0 +/- .01

175 1 SPCOR27-1CONDUIT METAL ORANGE .05 +/- .17

176 1 SPCOR27-1BRACKET METAL ORANGE 0 +/- .13

177 1 SPCOR27-1CEILING DRYWALL WHITE .3 +/- .8

178 1 CALIBRATION 3.7 +/- .76

179 1 CALIBRATION 0 +/- .11

180 1 CALIBRATION 1.1 +/- .08

181 1 SP5C-1 WALL DRYWALL WHITE A 0 +/- .09

182 1 SP5C-1 WALL DRYWALL WHITE B 0 +/- .07

183 1 SP5C-1 DOOR FRAME METAL BROWN B .1 +/- .2

184 1 SP5C-1 DOOR METAL BROWN B .1 +/- .3

185 1 SP5C-1 WALL DRYWALL WHITE C 0 +/- .01

186 1 SP5C-1 WALL DRYWALL WHITE D 0 +/- .1

187 1 SP5C-1 RADIATOR METAL WHITE D .01 +/- .15

188 1 SP5C-1 WINDOW SILL WOOD WHITE D .01 +/- .19

189 1 SP5C-1 WINDOW FRAME WOOD WHITE D 8.3 +/- 2.8 5 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

190 1 SP5C-1 WINDOW OPENING WOOD WHITE D 0 +/- .12

191 1 SP5C-1 DROP CEILING TILE WOOD WHITE .19 +/- .54

192 1 SP5C-1 CEILING GRID METAL BLACK 0 +/- .02

193 1 SP5C-1 LIGHT FIXTURE METAL WHITE 0 +/- .01

194 1 SP5C-1 CEILING VENT METAL WHITE .2 +/- .7

ROOM SP5C-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP10-1
195 1 SP5C-1 PIPE METAL GRAY 13 +/- 5.9 55 INTACT

Abatement or Encapsulation 
of all Lead Based Paint

196 1 SP5C-1 PIPE METAL BLACK .02 +/- .14

197 1 SP5C-1 HANGER METAL GRAY 5.1 +/- 1.6 10 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

198 1 SP5C-1 WALL CONCRETE CREAM D 0 +/- .08

199 1 SP5C-1 ASBESTOS LINED PIPE METAL GRAY 11 +/- 5.0 40 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

200 1 SP5C-1 CEILING CONCRETE CREAM 0 +/- .1

201 1 SP5A-1 WALL PLASTER WHITE A 0 +/- ,01

202 1 SP5A-1 COLUMN PLASTER WHITE B 0 +/- .07

203 1 SP5A-1 WALL DRYWALL WHITE B .01 +/- .13

204 1 SP5A-1 BASEBOARD VINYL GRAY B .1 +/- .3

205 1 SP5A-1 DOOR FRAME METAL BROWN B .03 +/- .13

206 1 SP5A-1 DOOR METAL BROWN B .02 +/- .22

207 1 SP5A-1 WALL DRYWALL WHITE C 0 +/- .01

208 1 SP5A-1 WALL DRYWALL WHITE D 0 +/- .06

209 1 SP5A-1 PIPE METAL WHITE 0 +/- .08

210 1 SP5A-1 CEILING VENT METAL WHITE .7 +/- .8

211 1 SP5A-1 DROP CEILING TILE WOOD WHITE .2 +/- .6

212 1 SP5A-1 CEILING GRID METAL BLACK .02 +/- .18

213 1 SP5A-1 LIGHT FIXTURE METAL WHITE .01 +/- .12

214 1 SP5A-1 COLUMN CONCRETE CREAM B .01 +/- .05

215 1 SP5A-1 WALL CINDER BLOCK CREAM D .04 +/- .21

216 1 SP5A-1 PIPE METAL GRAY 20 +/- 6.8 69 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

217 1 SP5A-1 HANGER METAL GRAY 19 +/- 7.5 15 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

218 1 SP5A-1 ASBESTOS LINED PIPE METAL GRAY 18 +/- 6.6 171 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

219 1 SP5A-1 WALL CINDER BLOCK WHITE C .05 +/- 1.0

220 1 SP5A-1 PIPE METAL BLACK .05 +/- .3

221 1 SP5A-1 PIPE CONNECTOR METAL ORANGE .02 +/- .22

222 1 SP5A-1 CEILING CONCRETE CREAM .01 +/- .12

ROOM SP5A-1

ROOM SP2-1



ALEDA E. LUTZ
DEPARTMENT OF VETERANS AFFAIRS MEDICAL CENTER

BUILDING 1
XRF SAMPLING RESULTS

Page 58 of 418

XRF 
Sample 
Number

Building 
Number
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(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP10-1
223 1 SP2-1 WALL PLASTER UNKNOWN .02 +/- .15

224 1 SP2-1 WINDOW FRAME WOOD BLUE A 5.2 +/- 1.9 10 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

225 1 SP2-1 WINDOW SILL WOOD BLUE A 6.6 +/- 2.6 6 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

226 1 SP2-1 CONDUIT METAL BLUE A .3 +/- .6

227 1 SP2-1 COLUMN PLASTER UNKNOWN D .2 +/- .9

228 1 SP2-1 RADIATOR METAL BLUE A 0 +/- .01

229 1 SP2-1 ASBESTOS LINED PIPE METAL BLUE B 17 +/- 4.2 21 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

230 1 SP2-1 PIPE METAL TAN A 0 +/- .08

231 1 SP2-1 COAT RACK WOOD BLUE A 0 +/- .15

232 1 SP2-1 CABINETS WOOD BLUE B .1 +/- .35

233 1 SP2-1 WALL PLASTER BLUE B .9 +/- 1.0

234 1 SP2-1 WALL PLASTER WHITE B .01 +/- .02

235 1 SP2-1 WALL PLASTER UNKNOWN C .1 +/- .8

236 1 SP2-1 WALL DRYWALL BLUE D 0 +/- .01

237 SP2-1 BASEBOARD VINYL GRAY D .05 +/- .72

238 SP2-1 WALL DRYWALL BLUE C 0 +/- .05

239 SP2-1 INTERIOR WINDOW FRAME METAL BLUE C 0 +/- .12

240 SP2-1 INTERIOR DOOR FRAME METAL BLUE C .01 +/- .26

241 SP2-1 INTERIOR DOOR METAL BLUE C .08 +/- .32

242 SP2-1 WALL PLASTER BLUE D .06 +/- 1.0

243 SP2-1 WINDOW OPENING WOOD BLUE A .04 +/- .24

244 SP2-1 DROP CEILING TILE WOOD WHITE .28 +/- .5

245 SP2-1 CEILING GRID METAL GRAY .01 +/- .15

246 SP2-1 LIGHT FIXTURE METAL WHITE .01 +/- .11

247 SP2-1 ASBESTOS LINED PIPE METAL GRAY 21 +/- 7.1 144 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

248 SP2-1 PIPE METAL GRAY 20 +/- 6.0 105 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

249 SP2-1 HANGER METAL GRAY 7.5 +/- 2.7 17 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

250 SP2-1 TOP WINDOW (DECORATIVE) WOOD BLUE 0 +/- .15

251 SP2-1 WALL PLASTER GREEN D .01 +/- .12

252 SP2-1 WALL PLASTER GREEN A 0 +/- .1



ALEDA E. LUTZ
DEPARTMENT OF VETERANS AFFAIRS MEDICAL CENTER

BUILDING 1
XRF SAMPLING RESULTS

Page 59 of 418

XRF 
Sample 
Number
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Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP10-1
253 SP2-1 PIPE METAL BLACK .1 +/- .1

254 SP2-1 WALL PLASTER GREEN D .2 +/- .9

255 SP2-1 CEILING CONCRETE CREAM 0 +/- 0

256 SP9-1 CEILING CONCRETE WHITE .4 +/- 1.0

257 SP9-1 PIPE METAL WHITE 0 +/- .01

258 SP9-1 CONDUIT METAL WHITE 2.3 +/- .7 37 POOR
Abatement or Encapsulation 

of all Lead Based Paint

259 SP9-1 BRACKET METAL WHITE 2.2 +/- .8 1 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

260 SP9-1 PIPE CONNECTOR METAL ORANGE .5 +/- .1

261 SP9-1 PIPE METAL BLACK .1 +/- .2

262 SP9-1 ELECTRICAL BOX METAL WHITE 13 +/- 5.8 15 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

263 SP9-1 DUCTWORK METAL WHITE 13 +/- 5.8 50 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

264 SP9-1 HANGER METAL WHITE 7.4 +/- 2.0 4 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

265 SP9-1 WALL CINDER BLOCK WHITE A .1 +/- .13

266 SP9-1 WALL CERAMIC TILE YELLOW A .01 +/- .06

267 SP9-1 WALL CINDER BLOCK WHITE B .1 +/- .1

268 SP9-1 WALL CERAMIC TILE YELLOW B .01 +/- .11

269 SP9-1 WALL CINDER BLOCK WHITE C .3 +/- 1.0

270 SP9-1 WALL CERAMIC TILE YELLOW C .01 +/- .17

271 SP9-1 WALL CINDERBLOCK WHITE D .01 +/- .19

272 SP9-1 WALL CERAMIC TILE YELLOW D .01 +/- .13

273 SP9-1 DOOR FRAME METAL GRAY C 1.5 +/- .3 7 POOR
Abatement or Encapsulation 

of all Lead Based Paint

274 SP9-1 DOOR METAL GRAY C 0 +/- .09

275 SP9-1 PIPE METAL CREAM 17 +/- 6.2 4 POOR
Abatement or Encapsulation 

of all Lead Based Paint

276 SP9-1 PIPE METAL GRAY .07 +/- .15

277 SP9-1 WALL CINDER BLOCK BLUE D 0 +/- .01

278 SP9-1 FLOOR CONCRETE GRAY 0 +/- .02

279 SP9-1 BRACKET METAL BLACK .04 +/- .11

280 SP17-1 WALL DRYWALL WHITE A .01 +/- .14

281 SP17-1 WALL DRYWALL WHITE B 0 +/- .12

ROOM SP9-1

ROOM SP17-1
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XRF 
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Number
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Results 
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Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP10-1
282 SP17-1 PANEL METAL WHITE B 0 +/- .11

283 SP17-1 COLUMN DRYWALL WHITE B 0 +/- .01

284 SP17-1 WALL DRYWALL WHITE C 0 +/- .09

285 SP17-1 WALL DRYWALL WHITE D .01 +/- .02

286 SP17-1 BASEBOARD VINYL BLACK D 4.8 +/- 1.6 19 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

287 SP17-1 DOOR FRAME METAL GRAY D 0 +/- .11

288 SP17-1 DOOR METAL GRAY D 0 +/- .06

289 SP17-1 DROP CEILING TILE WOOD WHITE .03 +/- .59

290 SP17-1 CEILING GRID METAL BLACK .02 +/- .14

291 SP17-1 CEILING FAN METAL WHITE 0 +/- .1

292 SP17-1 LIGHT FIXTURE METAL WHITE 0 +/- .04

293 CALIBRATION 1.15 +/- .16

294 CALIBRATION 0 +/- .12

295 CALIBRATION .31 +/- .08

296 SHUTTER CALIBRATION

297 CALIBRATION .34 +/- .07

298 CALIBRATION 0 +/- .01

299 CALIBRATION 3.9 +/- .47

300 SP76-1 WALL CERAMIC TILE YELLOW A .01 +/- .34

301 SP76-1 WALL DECORATIVE CERAMIC TILE YELLOW B 2.5 +/- 1.0 10 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

302 SP76-1 WALL CERAMIC TILE YELLOW B .04 +/- .05

303 SP76-1 WALL CERAMIC TILE YELLOW C .02 +/- .13

304 SP76-1 WALL CERAMIC TILE YELLOW D 4.4 +/- 1.6 220 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

305 SP76-1 FLOOR CERAMIC TILE BROWN 1.3 +/- .5 230 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

306 SP76-1 STALL METAL YELLOW .02 +/- .35

307 SP76-1 WALL PLASTER WHITE D .2 +/- .8

308 SP76-1 WALL PLASTER WHITE A 6.1 +/- 1.9 160 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

309 SP76-1 WALL PLASTER WHITE B 0 +/- .01

310 SP76-1 COLUMN PLASTER WHITE CENTER 0 +/- 0

311 SP76-1 WALL PLASTER WHITE C 0 +/- .01

ROOM SP76-1
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ROOM SP10-1
312 SP76-1 EXTERIOR DOOR FRAME METAL GRAY C 0 +/- 0

313 SP76-1 EXTERIOR DOOR METAL GRAY C 0 +/- .05

314 SP76-1 LOCKER METAL GRAY .04 +/- .07

315 SP76-1 CEILING FAN METAL GRAY .34 +/- .5

316 SP76-1 LIGHT FIXTURE METAL WHITE .02 +/- .12

317 SP76-1 CEILING GRID METAL WHITE .02 +/- .13

318 SP76-1 DROP CEILING TILE WOOD WHITE .4 +/- .5

319 SP76-1 COLUMN PLASTER YELLOW (SPECKLED)CENTER 0 +/- .02

320 SP76-1 PIPE METAL GRAY 13 +/- 6.0 11 POOR
Abatement or Encapsulation 

of all Lead Based Paint

321 SP76-1 HANGER METAL GRAY 17 +/- 6.8 27 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

322 SP76-1 PIPE METAL BLACK .04 +/- .28

323 SP76-1 ELECTRICAL BOX METAL CREAM 3.3 +/- .7 15 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

324 SP76-1 WALL PLASTER YELLOW (SPECKLED)C .01 +/- .09

325 SP76-1 WALL PLASTER CREAM C .3 +/- 1.0

326 SP76-1 WALL PLASTER YELLOW (SPECKLED)D 0 +/- .05

327 SP76-1 WALL CINDER BLOCK CREAM D 0 +/- .03

328 SP76-1 ELECTRICAL BOX METAL RED 0 +/- 0

329 SP76-1 ELECTRICAL BOX METAL WHITE 0 +/- .01

330 SP76-1 CONDUIT METAL CREAM 1.9 +/- .7 100 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

331 SP76-1 CEILING CONCRETE CREAM .2 +/- .9

332 SP76-1 CONDUIT METAL WHITE C .04 +/- .05

333 SP15-1 WALL PLASTER WHITE A .02 +/- .05

334 SP15-1 COLUMN PLASTER WHITE A .2 +/- .3

335 SP15-1 EXTERIOR DOOR FRAME METAL WHITE A .02 +/- .06

336 SP15-1 EXTERIOR DOOR METAL WHITE A 0 +/- .09

337 SP15-1 LOCKER METAL BLUE A .02 +/- .16

338 SP15-1 WALL PLASTER WHITE C 2.8 +/- 1.0 400 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

339 SP15-1 RADIATOR METAL WHITE C .03 +/- .19

340 SP15-1 BASEBOARD VINYL BLACK C .05 +/- .08

341 SP15-1 WALL PLASTER WHITE B 0 +/- .1

ROOM SP15-1
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ROOM SP10-1
342 SP15-1 WALL PLASTER WHITE D .1 +/- .8

343 SP15-1 INTERIOR DOOR FRAME METAL WHITE B 3.4 +/- 1.4 14 POOR
Abatement or Encapsulation 

of all Lead Based Paint

344 SP15-1 INTERIOR DOOR METAL WHITE B .7 +/- .2

345 SP15-1 RADIATOR METAL TAN C 2.3 +/- .8 20 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

346 SP15-1 WINDOW SILL CONCRETE WHITE C .2 +/- 1.0

347 SP15-1 WINDOW OPENING WOOD WHITE C 0 +/- .11

348 SP15-1 CEILING VENT METAL WHITE 0 +/- .05

349 SP15-1 CEILING GRID METAL BLACK 0 +/- .01

350 SP15-1 LIGHT FIXTURE METAL WHITE 0 +/- .09

351 SP15-1 DROP CEILING TILE WOOD WHITE .1 +/- .6

352 SP15-1 WALL PLASTER BROWN A .3 +/- .8

353 SP15-1 WALL PLASTER BROWN D .7 +/- 1.0

354 SP15-1 HANGER METAL BROWN 28 +/- 9.1 21 POOR
Abatement or Encapsulation 

of all Lead Based Paint

355 SP15-1 PIPE METAL BROWN 11 +/- 2.4 131 POOR
Abatement or Encapsulation 

of all Lead Based Paint

356 SP15-1 WALL PLASTER BROWN B .07 +/- .71

357 SP15-1 WALL PLASTER BROWN C .09 +/- .72

358 SP15-1 BASEBOARD CERAMIC TILE PINK A 11 +/- 2.7 43 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

359 SP15-1 FLOOR CERAMIC TILE BROWN .2 +/- .1

360 SP15-1 INSULATED PIPE METAL BROWN .37 +/- .43

361 SP15-1 CONDUIT METAL BROWN 0 +/- .04

362 SP15-1 CEILING CONCRETE BROWN .8 +/- 1.1

363 SP15-1 PIPE METAL WHITE 7.2 +/- 1.6 53 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

364 SP15-1 HANGER METAL WHITE 9.2 +/- 3.6 9 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

365 SP15-1 CEILING CONCRETE WHITE .01 +/- .04

1016 SHUTTER CALIBRATION

1017 CALIBRATION 1.12 +/- .1

1018 CALIBRATION 0 +/- .01

1019 CALIBRATION .33 +/- .03

1020 SPBSMTCOR1-1WALL CONCRETE WHITE A .01. .03

1021 SPBSMTCOR1-1WALL CONCRETE WHITE B .04 +/- .08

ROOM SPBSMTCOR1-1
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ROOM SP10-1
1022 SPBSMTCOR1-1WALL CINDER BLOCK WHITE C .3 +/- 1.0

1023 SPBSMTCOR1-1WALL CONCRETE WHITE D .02 +/- .72

1024 SPBSMTCOR1-1DOOR FRAME METAL WHITE B 2.6 +/- .6 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1025 SPBSMTCOR1-1DOOR METAL GRAY B .07 +/- .11

1026 SPBSMTCOR1-1HANDRAIL METAL YELLOW A .01 +/- .13

1027 SPBSMTCOR1-1PIPE CONNECTOR METAL ORANGE 1.4 +/- .3 5 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1028 SPBSMTCOR1-1PIPE CONNECTOR METAL RED .5 +/- .1

1029 SPBSMTCOR1-1PIPE METAL BLACK .1 +/- .2

1030 SPBSMTCOR1-1CONDUIT METAL ORANGE .1 +/- .1

1031 SPBSMTCOR1-1VOID

1032 SPBSMTCOR1-1CONDUIT METAL CREAM 21 +/- 1.7 587 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1033 SPBSMTCOR1-1CONDUIT METAL ORANGE 7.4 +/- 1.1 6885 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1034 SPBSMTCOR1-1BRACKET METAL ORANGE .3 +/- .8

1035 SPBSMTCOR1-1WALL DIVIDER METAL CREAM C 2.2 +/- .9 24 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1036 SPBSMTCOR1-1DOOR FRAME METAL PINK C 2.1 +/- .3 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1037 SPBSMTCOR1-1DOOR WOOD PINK C .32 +/- .18

1038 SPBSMTCOR1-1DOOR FRAME METAL GRAY A .6 +/- .2

1039 SPBSMTCOR1-1DOOR METAL GRAY A 0 +/- .08

1040 SPBSMTCOR1-1FLOOR CONCRETE BROWN .3 +/- 1.04

1041 SPBSMTCOR1-1WALL CERAMIC TILE TAN A .1 +/- .3

1042 SPBSMTCOR1-1WALL CERAMIC TILE TAN B .1 +/- .1

1043 SPBSMTCOR1-1WALL CERAMIC TILE TAN C .05 +/- .16

1044 SPBSMTCOR1-1WALL CERAMIC TILE TAN D .1 +/- .2

1045 SPBSMTCOR1-1CEILING CONCRETE WHITE .3 +/- .6

1046 SPBSMTCOR1-1BRACKET METAL CREAM 22 +/- 8.2 52 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1047 SPBSMTCOR1-1PIPE METAL GRAY 5.1 +/- 1.0 20 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1048 SPBSMTCOR1-1ELECTRICAL BOX METAL ORANGE 2.8 +/- .6 300 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1049 SPBSMTCOR1-1WALL CERAMIC TILE PEACH A 1.0 +/- .2 35 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1050 SPBSMTCOR1-1CEILING GRID METAL BLACK .10 +/- .31

1051 SPBSMTCOR1-1PIPE METAL RED .13 +/- .25

1052 SPBSMTCOR1-1WALL CINDER BLOCK YELLOW D 0 +/- .03
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ROOM SP10-1
1053 SPBSMTCOR1-1WALL CERAMIC TILE YELLOW D .04 +/- .27

1054 SPBSMTCOR1-1DOOR FRAME METAL BROWN D .05 +/- .04

1055 SPBSMTCOR1-1DOOR METAL BROWN D .11 +/- .14

1056 SPBSMTCOR1-1FLOOR CERAMIC TILE RED 0 +/- .1

1057 SPBSMTCOR1-1PIPE METAL WHITE 17 +/- 7 9 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1058 SPBSMTCOR1-1LIGHT FIXTURE METAL WHITE .01 +/- .09

1059 SPBSMTCOR1-1DROP CEILING TILE WOOD WHITE .1 +/- .6

1060 SPBSMTCOR1-1ELECTRICAL BOX METAL GRAY 5.1 +/- 1.7 20 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1061 SPBSMTCOR1-1CONDUIT METAL GRAY 7.8 +/- 2.4 549 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1062 SPBSMTCOR1-1BASEBOARD CERAMIC TILE RED A .1 +/- .1

1063 SPBSMTCOR1-1PIPE METAL GREEN .5 +/- .2

1064 SPBSMTCOR1-1FIBERGLASS PIPE METAL RED 1.8 +/- .4 138 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1065 SPBSMTCOR1-1BRACKET METAL CREAM 3.3 +/- .7 33 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1066 SPBSMTCOR1-1PIPIE CONNECTOR METAL WHITE .07 +/- .29

1067 SPBSMTCOR1-1HANGER METAL CREAM 23 +/- 7.7 12 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1068 SPBSMTCOR1-1DOOR FRAME METAL DARK GRAY D 2.2 +/- .8 10 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1069 SPBSMTCOR1-1DOOR METAL DARK GRAY D .10 +/- .07

1070 SPBSMTCOR1-1WALL PLASTER WHITE A 0 +/- .01

1071 SPBSMTCOR1-1WALL PLASTER WHITE B 0 +/- .07

1072 SPBSMTCOR1-1WALL PLASTER WHITE C .4 +/- 1.0

1073 SPBSMTCOR1-1WALL PLASTER WHITE D 0 +/- .01

1074 SPBSMTCOR1-1WALL CINDER BLOCK WHITE A .3 +/- .7

1075 SPBSMTCOR1-1WALL CINDER BLOCK WHITE B .9 +/- 1.1

1076 SPBSMTCOR1-1WALL CINDER BLOCK WHITE C 0 +/- .8

1077 SPBSMTCOR1-1WALL CINDER BLOCK WHITE D .01 +/- .12

1078 SPBSMTCOR1-1WALL CINDER BLOCK YELLOW A 0 +/- .8

1079 SPBSMTCOR1-1VOID

1080 SPBSMTCOR1-1WALL CINDER BLOCK YELLOW C 0 +/- .8

1081 SPBSMTCOR1-1ASBESTOS LINED PIPE METAL YELLOW 16 +/- 2.7 870 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1082 SPBSMTCOR1-1PIPE METAL YELLOW 11 +/- 2.8 545 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1083 SPBSMTCOR1-1HANGER METAL YELLOW 16 +/- 6.9 3 INTACT
Abatement or Encapsulation 

of all Lead Based Paint
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP10-1
1084 SPBSMTCOR1-1WALL DRYWALL WHITE B 0 +/- .01

1085 SPBSMTCOR1-1WALL DRYWALL WHITE C 0 +/- .01

1086 SPBSMTCOR1-1WALL DRYWALL WHITE D 0 +/- .06

1087 SPBSMTCOR1-1BASEBOARD VINYL GRAY B 0 +/- ..8

1088 SPBSMTCOR1-1BASEBOARD CERAMIC TILE PINK D .10 +/- .07

1089 SPBSMTCOR1-1HANGER METAL ORANGE .09 +/- .22

1090 SPBSMTCOR1-1DOOR WOOD GRAY D 4.4 +/- 1.4 20 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1091 SPBSMTCOR1-1SPEAKER METAL GRAY .4 +/- .9

1092 SPBSMTCOR1-1CONDUIT METAL ORANGE .05 +/- .09

1093 SPBSMTCOR1-1CONDUIT METAL ORANGE 1.9 +/- .7 SEE ABOVE
Abatement or Encapsulation 

of all Lead Based Paint

1094 SPBSMTCOR1-1CONDUIT METAL ORANGE .02 +/- .13

1095 SPBSMTCOR1-1CONDUIT METAL ORANGE .17 +/- .39

1096 SPBSMTCOR1-1CONDUIT METAL ORANGE 2.4 +/- 1.1 SEE ABOVE
Abatement or Encapsulation 

of all Lead Based Paint

1097 SPBSMTCOR1-1CALIBRATION 1.3 +/- .14

1098 SPBSMTCOR1-1CALIBRATION 0 +/- .02

1099 SPBSMTCOR1-1CALIBRATION .35 +/- .06

1100 SPB6-1 WALL CINDER BLOCK WHITE A .6 +/- 1.0

1101 SPB6-1 WALL DRYWALL WHITE B 0 +/- .06

1102 SPB6-1 WALL DRYWALL WHITE C 0 +/- .01

1103 SPB6-1 WALL CINDER BLOCK WHITE D 0 +/- .09

1104 SPB6-1 BASEBOARD VINYL GRAY A .1 +/- .1

1105 SPB6-1 DOOR FRAME METAL BROWN B .1 +/- .7

1106 SPB6-1 DOOR METAL BROWN B 0 +/- .07

1107 SPB6-1 RADIATOR METAL WHITE D 0 +/- .03

1108 SPB6-1 CEILING GRID METAL BLACK .01 +/- .09

1109 SPB6-1 LIGHT FIXTURE METAL GRAY .01 +/- .06

1110 SPB6-1 WALL CINDER BLOCK WHITE B .02 +/- .22

1111 SPB6-1 WALL CINDER BLOCK WHITE C .04 +/- .21

1112 SPB6-1 CEILING CONCRETE WHITE .1 +/- .75

1113 SPB6-1 PIPE METAL ORANGE 13 +/- 2.9 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

ROOM SPB6-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP10-1

1114 SPBSMTCOR2-1WALL CINDER BLOCK WHITE A .2 +/- .9

1115 SPBSMTCOR2-1WALL DRYWALL WHITE B .01 +/- .16

1116 SPBSMTCOR2-1WALL DRYWALL WHITE C 0 +/- .1

1117 SPBSMTCOR2-1WALL CINDER BLOCK WHITE C 0 +/- .08

1118 SPBSMTCOR2-1VOID

1119 SPBSMTCOR2-1WALL CINDER BLOCK WHITE D 0 +/- .8

1120 SPBSMTCOR2-1DOOR FRAME METAL BROWN C 0 +/- .14

1121 SPBSMTCOR2-1DOOR METAL BROWN D 0 +/- .08

1122 SPBSMTCOR2-1BASEBOARD VINYL GRAY C 0 +/- .01

1123 SPBSMTCOR2-1CEILING GRID METAL BLACK .01 +/- .08

1124 SPBSMTCOR2-1DROP CEILING TILE WOOD WHITE 0.1 +/- .6

1125 SPBSMTCOR2-1SPEAKER METAL WHITE 0 +/- .05

1126 SPBSMTCOR2-1CEILING FAN METAL WHITE 0 +/- .01

1127 SPBSMTCOR2-1CEILING VENT METAL WHITE 0 +/- .6

1128 SPBSMTCOR2-1LIGHT FIXTURE METAL GRAY .01 +/- .07

1129 SPBSMTCOR2-1VOID

1130 SPBSMTCOR2-1WALL CINDER BLOCK GREEN A .1 +/- .8

1131 SPBSMTCOR2-1CONDUIT METAL YELLOW 13 +/- 3.6 68 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1132 SPBSMTCOR2-1CONDUIT METAL CREAM 2.4 +/- .6 42 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1133 SPBSMTCOR2-1CONDUIT METAL ORANGE 5.1 +/- 2.0 155 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1134 SPBSMTCOR2-1ELECTRICAL BOX METAL ORANGE .7 +/- .1

1135 SPBSMTCOR2-1PIPE METAL WHITE B .01 +/- .19

1136 SPBSMTCOR2-1CEILING CONCRETE WHITE .03 +/- .7

1137 SPBSMTCOR2-1WALL CINDER BLOCK GREEN C .1 +/- .75

1138 SPSTAIR3-1WALL PLASTER WHITE A .2 +/- .9

1139 SPSTAIR3-1WALL PLASTER WHITE B .09 +/- .23

1140 SPSTAIR3-1WALL PLASTER WHITE C .4 +/- .4

1141 SPSTAIR3-1WALL PLASTER WHITE D .2 +/- .2

1142 SPSTAIR3-1WALL PLASTER GRAY D .8 +/- .4

ROOM SPBSMTCOR2-1

ROOM SPSTAIR3-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP10-1
1143 SPSTAIR3-1STAIR TREAD/RISER METAL WHITE 4.4 +/- 1.6 684 INTACT

Abatement or Encapsulation 
of all Lead Based Paint

1144 SPSTAIR3-1RADIATOR METAL WHITE B .03 +/- .33

1145 SPSTAIR3-1DOOR FRAME METAL GRAY C .4 +/- .9

1146 SPSTAIR3-1DOOR METAL GRAY C .1 +/- .6

1147 SPSTAIR3-1CABINET METAL WHITE A 0 +/- .05

1148 SPSTAIR3-1STAIR STRINGER METAL GRAY B 5.8 +/- 2.2 134 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1149 SPSTAIR3-1BALUSTER METAL GRAY B 10 +/- 2.2 109 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1150 SPSTAIR3-1NEWEL POST METAL GRAY B 5.7 +/- 1.9 65 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1151 SPSTAIR3-1STAIR RISER METAL GRAY C 1.4 +/- .5 216 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1152 SPSTAIR3-1BASEBOARD WOOD GRAY A 1.8 +/- .6 34 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1153 SPSTAIR3-1STAIR STRINGER WOOD GRAY B 7.4 +/- 2.3 38 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1154 SPSTAIR3-1VOID

1155 SPSTAIR3-1STAIR RAILING HOLDER METAL WHITE B 3.0 +/- 1.3 33 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1156 SPSTAIR3-1WALL METAL GRAY A .01 +/- .17

1157 SPSTAIR3-1DOOR FRAME METAL WHITE A 4.9 +/- 1.9 40 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1158 SPSTAIR3-1WINDOW FRAME METAL BROWN C .02 +/- .44

1159 SPSTAIR3-1WINDOW SILL WOOD WHITE C .07 +/- .16

1160 SPSTAIR3-1CEILING DECK/FLOOR METAL WHITE 3.4 +/- 1.1 216 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1161 SPSTAIR3-1CONDUIT METAL WHITE .4 +/- .3

1162 SPSTAIR3-1WINDOW FRAME WOOD WHITE C .21 +/- .32

1163 SPSTAIR3-1PIPE METAL BLACK .1 +/- .2

1164 SPSTAIR3-1DOOR HINGE METAL GRAY A .1 +/- .14

1165 SPSTAIR3-1CEILING PLASTER WHITE 0 +/- .7

1166 CALIBRATION 1.1 +/- .08

1167 CALIBRATION 0 +/- .12

1168 CALIBRATION .33 +/- .04

1412 SPBSMTSTR1-1WALL PLASTER WHITE B .08 +/- .06

1413 SPBSMTSTR1-1WALL PLASTER WHITE A .3 +/- .92

1414 SPBSMTSTR1-1WALL PLASTER WHITE C .21 +/- .16

1415 SPBSMTSTR1-1WALL PLASTER WHITE D .23 +/- .91

ROOM SPBSMTSTR1-1
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Building 
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(sq. ft. ) Damage Abatement options

ROOM SP10-1
1416 SPBSMTSTR1-1DOOR METAL GRAY C .02 +/- .02

1417 SPBSMTSTR1-1STAIR RISER METAL GRAY C 1.1 +/- .2 44 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1418 SPBSMTSTR1-1STAIR STRINGER METAL GRAY B 5.1 +/- 1.8 15 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1419 SPBSMTSTR1-1HANDRAIL SUPPORT METAL WHITE B 2.0 +/- .8 8 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1420 SPBSMTSTR1-1CEILING PLASTER WHITE .38 +/- .91

1421 SPBSMTSTR1-1STAIR TREAD/RISER METAL WHITE 4.2 +/- 1.4 50 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

222 SPSTAIR2-1WALL PLASTER WHITE A .2 +/- .2

223 SPSTAIR2-1WALL PLASTER WHITE B .01 +/- .72

224 SPSTAIR2-1WALL PLASTER WHITE C .17 +/- .09

225 SPSTAIR2-1WALL PLASTER WHITE D .18 +/- .13

226 SPSTAIR2-1WALL PLASTER GRAY A .09 +/- .08

227 SPSTAIR2-1DOOR FRAME METAL GRAY B 2.1 +/- .9 48 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

228 SPSTAIR2-1DOOR METAL GRAY B .01 +/- .18

229 SPSTAIR2-1DOOR METAL BROWN D .01 +/- .09

230 SPSTAIR2-1STAIR STRINGER METAL GRAY B 4.4 +/- 1.6 134 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

231 SPSTAIR2-1STAIR STRINGER WOOD GRAY B 5.1 +/- 2.0 38 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

232 SPSTAIR2-1NEWEL POST METAL GRAY B 5.8 +/- 2.1 65 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

233 SPSTAIR2-1BALLUSTER METAL GRAY B 7.1 +/- 2.4 109 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

234 SPSTAIR2-1STAIR RISER METAL GRAY C 3.1 +/- 1.2 216 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

235 SPSTAIR2-1BASEBOARD WOOD GRAY C 1.5 +/- .3 34 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

236 SPSTAIR2-1CABINET METAL WHITE C .01 +/- .12

237 SPSTAIR2-1RADIATOR METAL WHITE D .02 +/- .17

238 SPSTAIR2-1PIPE METAL GRAY D .02 +/- .03

239 SPSTAIR2-1CEILING METAL WHITE 4.2 +/- 1.9 216 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

240 SPSTAIR2-1HANGER METAL WHITE D 16 +/- 2.0 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

241 SPSTAIR2-1ASBESTOS LINED PIPE METAL GRAY D 18 +/- 2.3 38 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

242 SPSTAIR2-1STAIR TREAD/RISER METAL WHITE C 3.1 +/- 1.0 384 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

243 SPSTAIR2-1CONDUIT METAL WHITE .01 +/- .04

244 SPSTAIR2-1DOOR METAL LIGHT GRAY D 0 +/- .15

245 SPSTAIR2-1DOOR FRAME METAL WHITE B 0 +/- .05

246 SPSTAIR2-1WINDOW FRAME WOOD WHITE D .3 +/- .4

ROOM SPSTAIR2-1
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Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP10-1
247 SPSTAIR2-1WINDOW SILL WOOD WHITE D 7.6 +/- 2.7 12 INTACT

Abatement or Encapsulation 
of all Lead Based Paint

248 SPSTAIR2-1HANDRAIL SUPPORT METAL WHITE D 1.6 +/- .7 28 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

249 CALIBRATION 1.06 +/- .1

250 CALIBRATION 0 +/- .01

251 CALIBRATION .32 +/- .04

473 CALIBRATION 1.47 +/- .24

474 CALIBRATION 0 +/- .1

475 CALIBRATION .3 +/- .15

476 SPFCBA-1 DOOR FRAME METAL CREAM A 1.6 +/- .3 4 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

477 SPFCBA-1 DOOR FRAME METAL PINK A 2.1 +/- .7 4 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

478 SPFCBA-1 DOOR WOOD PINK A .27 +/- .2

479 SPFCBA-1 WALL PLASTER CREAM B .2 +/- .9

480 SPFCBA-1 WALL PLASTER CREAM C .01 +/- .01

481 SPFCBA-1 WALL PLASTER CREAM D .3 +/- 1.0

482 SPFCBA-1 PIPE METAL RED D 0 +/- .08

483 SPFCBA-1 VALVE METAL RED D .03 +/- .27

484 SPFCBA-1 BASEBOARD PLASTER BLACK C .01 +/- .01

485 SPFCBA-1 FLOOR CONCRETE BLACK .3 +/- .9

662 SHUTTER CALIBRATION

663 CALIBRATION 1.24 +/- .17

664 CALIBRATION 0 +/- .01

665 CALIBRATION .31 +/- .08

666 SPFCBB-1 WALL PLASTER WHITE A .2 +/- 1.0

667 SPFCBB-1 DOOR FRAME METAL WHITE B 2.6 +/- 1.1 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

668 SPFCBB-1 DOOR WOOD WHITE B 5.1 +/- 1.2 20 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

669 SPFCBB-1 WALL PLASTER WHITE C 0 +/- .8

670 SPFCBB-1 WALL PLASTER WHITE D .02 +/- .01

671 SPFCBB-1 PIPE METAL RED .02 +/- .09

672 SPFCBB-1 BRACKET METAL RED .02 +/- .09

673 SPFCBB-1 VALVE METAL RED 3.6 +/- 1.9 1 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

674 SPFCBB-1 BASEBOARD PLASTER BLACK 0 +/- .8

ROOM SPFCBA-1

ROOM SPFCBB-1
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(sq. ft. ) Damage Abatement options

ROOM SP10-1

675 SPFCBD-1 WALL CINDER BLOCK WHITE A .05 +/- .28

676 SPFCBD-1 DOOR FRAME METAL WHITE A 4.3 +/- 1.6 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

677 SPFCBD-1 DOOR WOOD PINK A .18 +/- .15

678 SPFCBD-1 WALL CINDER BLOCK WHITE B .02 +/- .1

679 SPFCBD-1 WALL CINDER BLOCK WHITE C .02 +/- .17

680 SPFCBD-1 WALL CINDER BLOCK WHITE D .02 +/- .15

681 SPFCBD-1 PIPE METAL RED .02 +/- .18

682 SPFCBD-1 VALVE METAL RED .04 +/- .35

683 SPFCBD-1 FLOOR CONCRETE RED .05 +/- .04

720 SPSTAIR4-1WINDOW FRAME WOOD WHITE A 4.3 +/- 1.3 5 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

721 SPSTAIR4-1WINDOW SILL WOOD WHITE A 5.8 +/- 1.8 3 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

722 SPSTAIR4-1DOOR FRAME METAL WHITE B 2.7 +/- 1.1 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

723 SPSTAIR4-1DOOR METAL GRAY B .03 +/- .09

724 SPSTAIR4-1WALL PLASTER WHITE A 0 +/- .8

725 SPSTAIR4-1WALL PLASTER WHITE B .12 +/- .1

726 SPSTAIR4-1WALL PLASTER WHITE C .4 +/- .9

727 SPSTAIR4-1WALL PLASTER WHITE D .16 +/- .09

728 SPSTAIR4-1NEWEL POST METAL GRAY 5.2 +/- 2.0 54 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

729 SPSTAIR4-1BALLUSTER METAL GRAY 7.8 +/- 2.4 91 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

730 SPSTAIR4-1STAIR RISER METAL GRAY 3.3 +/- 1.3 180 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

731 SPSTAIR4-1HANDRAIL SUPPORT METAL WHITE 2.9 +/- 1.2 24 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

732 SPSTAIR4-1STAIR STRINGER WOOD WHITE 5.1 +/- 1.3 32 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

733 SPSTAIR4-1HANDRAIL WOOD WHITE .01 +/- .01

734 SPSTAIR4-1STAIR TREAD/RISER METAL WHITE 5.1 +/- 1.5 319 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

735 SPSTAIR4-1STAIR STRINGER METAL WHITE 6.9 +/- 5.0 112 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

736 SPSTAIR4-1BASEBOARD WOOD GRAY D 6.8 +/- 2.3 29 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

737 SPSTAIR4-1CEILING PLASTER WHITE 07 +/- 05

1470 SPSTAIR4-1CAGE METAL BLACK .02 +/- .19

1471 SPSTAIR4-1GATE METAL BLACK .1 +/- .2

ROOM SPFCBD-1

ROOM SPSTAIR4-1

ROOM SPCCBB-1
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ROOM SP10-1
1099 SPCCBB-1 WALL CINDER BLOCK WHITE A .02 +/- .07

1100 SPCCBB-1 WALL CERAMIC TILE TAN A .01 +/- .15

1101 SPCCBB-1 WALL CERAMIC TILE TAN B 0 +/- .14

1102 SPCCBB-1 DOOR FRAME METAL GRAY B 1.9 +/- .4 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1103 SPCCBB-1 DOOR METAL GRAY B 0 +/- .1

1104 SPCCBB-1 WALL CINDER BLOCK WHITE B .1 +/- .1

1105 SPCCBB-1 WALL CINDER BLOCK WHITE C .01 +/- .16

1106 SPCCBB-1 WALL CERAMIC TILE TAN C 0 +/- .1

1107 SPCCBB-1 PIPE METAL WHITE .01 +/- .19

1108 SPCCBB-1 CONDUIT METAL WHITE 0 +/- .2

1109 SPCCBB-1 HANGER METAL WHITE .01 +/- .05

1110 SPCCBB-1 WALL CERAMIC TILE TAN D 0 +/- .01

1111 SPCCBB-1 WALL CINDER BLOCK WHITE A .04 +/- .2

1112 SPCCBB-1 CEILING CONCRETE WHITE .01 +/- .17

1113 SPCCBB-1 WALL WOOD WHITE B 0 +/- .04

1114 SPCCBD-1 WALL CINDER BLOCK BLUE A .09 +/- .7

1115 SPCCBD-1 WALL CINDER BLOCK BLUE B .07 +/- .24

1116 SPCCBD-1 PIPE METAL WHITE 29 +/- 9.4 20 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1117 SPCCBD-1 CEILING DRYWALL BLUE .2 +/- .8

1118 SPCCBD-1 WALL DRYWALL WHITE C 0 +/- .01

1119 SPCCBD-1 BEAM METAL BLUE 6.5 +/- 2.2 10 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1120 SPCCBD-1 WALL DRYWALL BLUE D .01 +/- .68

1121 SPCCBD-1 DOOR FRAME METAL BROWN D 0 +/- .1

1122 SPCCBD-1 DOOR METAL BROWN D .01 +/- .16

1123 SPCCBC-1 WALL PLASTER WHITE A 0 +/- .09

1124 SPCCBC-1 DOOR FRAME METAL GRAY A .01 +/- .16

1125 SPCCBC-1 DOOR METAL GRAY A 0 +/- .12

1126 SPCCBC-1 WALL DRYWALL WHITE B 0 +/- .07

ROOM SPCCBD-1

ROOM SPCCBC-1
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(sq. ft. ) Damage Abatement options

ROOM SP10-1
1127 SPCCBC-1 BASEBOARD VINYL GRAY B 0 +/- .01

1128 SPCCBC-1 WALL DRYWALL WHITE C 0 +/- .07

1129 SPCCBC-1 WALL DRYWALL WHITE D 0 +/- .01

1130 SPCCBC-1 WALL DRYWALL BLUE D 0 +/- .11

1131 SPCCBC-1 WALL DRYWALL BLUE C 0 +/- .14

1132 SPCCBC-1 CONDUIT METAL WHITE .1 +/- .7

1133 SPCCBC-1 BRACKET METAL WHITE 0 +/- .05

1134 SPCCBC-1 PIPE METAL BROWN 9.5 +/- 2.5 13 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1135 SPCCBC-1 HANGER METAL ORANGE 12 +/- 2.6 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1136 SPCCBC-1 ASBESTOS INSULATED PIPE METAL WHITE 12 +/- 2.4 28 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1137 SPCCBC-1 CEILING CONCRETE WHITE 0 +/- .07

1138 SPCCBC-1 WALL PLASTER BLUE A 0 +/- .07

1139 SPCCBC-1 WALL PLASTER BLUE B 0 +/- .08

1140 SPCCBC-1 CEILING FAN METAL WHITE 0 +/- .02

1141 SPCCBC-1 LIGHT FIXTURE METAL WHITE .01 +/- .05

1142 SPCCBC-1 CEILING GRID METAL BLACK .03 +/- .25

1143 SPCCBC-1 DROP CEILING TILE WOOD WHITE 0 +/- .01

1144 SPCCB-1 WALL PLASTER WHITE A 0 +/- .01

1145 SPCCB-1 BASEBOARD VINYL BROWN A .2 +/- 1.0

1146 SPCCB-1 WALL PLASTER WHITE B .01 +/- .14

1147 SPCCB-1 CONDUIT METAL WHITE B .7 +/- .7

1148 SPCCB-1 WALL PLASTER WHITE C 0 +/- .04

1149 SPCCB-1 DOOR FRAME METAL WHITE C 2.1 +/- .8 8 POOR
Abatement or Encapsulation 

of all Lead Based Paint

1150 SPCCB-1 DOOR METAL WHITE C 0 +/- .07

1151 SPCCB-1 WALL PLASTER WHITE D 0 +/- .06

1152 SPCCB-1 COLUMN PLASTER WHITE .3 +/- .9

1153 SPCCB-1 DROP CEILING TILE WOOD WHITE .05 +/- .55

1154 SPCCB-1 CEILING GRID METAL BLACK .02 +/- .02

1155 SPCCB-1 LIGHT FIXTURE METAL WHITE .02 +/- .13

ROOM SPCCB-1
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ROOM SP10-1
1156 SPCCB-1 CONDUIT METAL CREAM 5.1 +/- 1.7 236 INTACT

Abatement or Encapsulation 
of all Lead Based Paint

1157 SPCCB-1 CEILING FAN METAL WHITE 0 +/- .02

1158 SPECBB-1 WALL CINDER BLOCK CREAM A .03 +/- .13

1159 SPECBB-1 DOOR FRAME METAL GRAY A 6.6 +/- 2.1 7 POOR
Abatement or Encapsulation 

of all Lead Based Paint

1160 SPECBB-1 DOOR METAL GRAY A .01 +/- .18

1161 SPECBB-1 COLUMN CONCRETE GRAY B .2 +/- .9

1162 SPECBB-1 WALL CINDER BLOCK CREAM B .02 +/- .21

1163 SPECBB-1 WALL CINDER BLOCK CREAM C .01 +/- .08

1164 SPECBB-1 WALL CINDER BLOCK CREAM D .04 +/- .12

1165 SPECBB-1 FLOOR CONCRETE RED .02 +/- .01

1166 SPECBB-1 TELEPHONE BOX METAL CREAM D 5.1 +/- 2.0 10 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1167 SPECBB-1 CONDUIT METAL ORANGE D .8 +/- .1

1168 SPECBB-1 CONDUIT METAL CREAM .36 +/- .26

1169 SPECBB-1 CONDUIT METAL WHITE .2 +/- .7

1170 SPECBB-1 ELECTRICAL BOX METAL ORANGE 1.0 +/- .1 8 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1171 SPECBB-1 BRACKET METAL CREAM 5.1 +/- 2.0 3 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1172 SPECBB-1 CEILING CONCRETE CREAM .02 +/- .05

1173 SPECBD-1 WALL CINDER BLOCK CREAM A .1 +/- .2

1174 SPECBD-1 DOOR FRAME METAL CREAM A 2.5 +/- .6 7 POOR
Abatement or Encapsulation 

of all Lead Based Paint

1175 SPECBD-1 DOOR METAL CREAM A 0 +/- .08

1176 SPECBD-1 COLUMN CONCRETE CREAM .5 +/- 1.0

1177 SPECBD-1 CEILING CONCRETE CREAM .2 +/- .8

1178 SPECBD-1 WALL CINDER BLOCK CREAM B .01 +/- .03

1179 SPECBD-1 WALL CINDER BLOCK CREAM C 0 +/- .11

1180 SPECBD-1 WALL CINDER BLOCK CREAM D .01 +/- .07

1181 SPECBD-1 CONDUIT METAL ORANGE .8 +/- .1

1182 SPECBD-1 CONDUIT METAL CREAM .13 +/- .42

1183 SPECBD-1 FLOOR CONCRETE RED .03 +/- .02

ROOM SPECBB-1

ROOM SPECBD-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP10-1

1434 SHUTTER CALIBRATION

1435 CALIBRATION 3.4 +/- .69

1436 CALIBRATION 0 +/- .11

1437 CALIBRATION .3 +/- .1

1438 SPSTAIR5-1WALL DRYWALL WHITE A 0 +/- .02

1439 SPSTAIR5-1BASEBOARD VINYL BLACK A 0 +/- .09

1440 SPSTAIR5-1WALL DRYWALL WHITE D .01 +/- .18

1441 SPSTAIR5-1PIPE METAL GRAY B 0 +/- .01

1442 SPSTAIR5-1BEAM METAL GRAY D .01 +/- .08

1443 SPSTAIR5-1WALL DRYWALL WHITE C 0 +/- .04

1444 SPSTAIR5-1HANDRAIL METAL GRAY D .02 +/- .01

1445 SPSTAIR5-1HANDRAIL SUPPORT METAL WHITE D .02 +/- .22

1446 SPSTAIR5-1HANDRAIL SUPPORT BASE WOOD WHITE D .07 +/- .46

1447 SPSTAIR5-1HANDRAIL SUPPORT METAL GRAY D .02 +/- .1

1448 SPSTAIR5-1STAIR STRINGER METAL GRAY B .08 +/- .46

1449 SPSTAIR5-1STAIR RISER METAL GRAY B .01 +/- .04

1450 SPSTAIR5-1HANDRAIL METAL BLACK D .02 +/- .11

1451 SPSTAIR5-1HANDRAIL SUPPORT METAL BLACK D 0 +/- .01

1452 SPSTAIR5-1FLOOR METAL GRAY .03 +/- .25

1453 SPSTAIR5-1STAIR BRACKET METAL GRAY 0 +/- .01

1454 SPSTAIR5-1STAIR BOTTOM METAL GRAY .01 +/- ..05

1455 SPSTAIR5-1STAIR BOTTOM WOOD GRAY .1 +/- .1

1456 SPSTAIR5-1FLOOR CONCRETE GRAY 0 +/- .12

1457 SPSTAIR5-1EXTERIOR DOOR FRAME METAL WHITE D .02 +/- .02

1458 SPSTAIR5-1EXTERIOR DOOR METAL BROWN D .12 +/- .17

1459 SPSTAIR5-1CONDUIT METAL WHITE .06 +/- .44

1460 SPSTAIR5-1CEILING METAL GRAY .03 +/- .17

1461 SPSTAIR5-1CEILING PLASTER GRAY .1 +/- .3

1462 SPSTAIR5-1BEAM METAL GREEN .01 +/- .18

ROOM SPSTAIR5-1



ALEDA E. LUTZ
DEPARTMENT OF VETERANS AFFAIRS MEDICAL CENTER

BUILDING 1
XRF SAMPLING RESULTS

Page 75 of 418

XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP10-1
1463 SPSTAIR5-1CEILING METAL GREEN 0 +/- .01

1464 SPSTAIR5-1ROOF DRAIN METAL RED .01 +/- .17

1465 SPSTAIR5-1WALL PLASTER YELLOW D .2 +/- .6

1466 SPSTAIR5-1HANDRAIL SUPPORT BASE WOOD BLACK D .02 +/- .19

1467 SPSTAIR5-1VERTICAL WALL BEAM METAL GRAY .02 +/- .34

1468 SPSTAIR5-1INTERIOR DOOR FRAME METAL WHITE B .03 +/- .16

1469 SPSTAIR5-1INTERIOR DOOR METAL WHITE B .24 +/- .25

1472 SPFRTEL-1 CEILING METAL WHITE .01 +/- .16

1 SHUTTER CALIBRATION

2 CALIBRATION 4.41 +/- 1.69

3 CALIBRATION .33 +/- .14

4 CALIBRATION 0 +/- .01

5 SP71CS-1 PIPE METAL WHITE 2.8 +/- .9 75 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

6 SP71CS-1 HANGER METAL WHITE 3.2 +/- 1.0 8 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

7 SP71CS-1 CONDUIT METAL GRAY .7 +/- .2

8 SP12CS-1 CONFINED SPACE DOOR METAL PINK D .7 +/- .8

ROOM SP71CS-1(CONFINED SPACE)

ROOM SP12CS-1(CONFINED SPACE)

ROOM SPFRTEL-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

1099 SP179-1 WALL PLASTER WHITE A .01 +/- .15

1100 SP179-1 BASEBOARD VINYL BLACK A .03 +/- .14

1101 SP179-1 COLUMN DRYWALL WHITE A 0 +/- .07

1102 SP179-1 WINDOW FRAME WOOD WHITE A 11 +/- 3.3 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1103 SP179-1 WINDOW SILL WOOD WHITE A 3.9 +/- 1.2 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1104 SP179-1 WALL DRYWALL WHITE B 0 +/- .14

1105 SP179-1 WALL DRYWALL WHITE C 0 +/- .06

1106 SP179-1 DOOR FRAME METAL GRAY C .01 +/- .15

1107 SP179-1 DOOR METAL GRAY C 0 +/- .08

1108 SP179-1 WALL DRYWALL WHITE D 0 +/- .05

1109 SP179-1 DROP CEILING TILE WOOD WHITE .08 +/- .55

1110 SP179-1 CEILING GRID METAL BLACK 0 +/- .05

1111 SP179-1 LIGHT FIXTURE METAL WHITE .1 +/- .1

1112 SP179-1 CEILING VENT METAL WHITE 0 +/- .06

1113 SP179-1 PIPE METAL BLACK 0 +/- .07

1114 SP179-1 HANGER METAL ORANGE 2.8 +/- 1.0 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1115 SP168-1 COLUMN PLASTER WHITE A 0 +/- .01

1116 SP168-1 WALL PLASTER WHITE A 0 +/- .09

1117 SP168-1 DOOR FRAME METAL GRAY A .01 +/- .03

1118 SP168-1 DOOR METAL GRAY A 0 +/- .02

1119 SP168-1 WALL DRYWALL WHITE B 0 +/- .09

1120 SP168-1 BASEBOARD VINYL BLACK B 0 +/- .8

1121 SP168-1 WALL DRYWALL WHITE C 0 +/- .05

1122 SP168-1 WALL DRYWALL WHITE D 0 +/- .01

1123 SP168-1 DROP CEILING TILE WOOD WHITE .3 +/- .6

1124 SP168-1 CEILING GRID METAL BLACK .02 +/- .17

1125 SP168-1 CEILING VENT METAL WHITE 0 +/- .04

ROOM SP179-1

ROOM SP168-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP179-1
1126 SP168-1 LIGHT FIXTURE METAL WHITE 0 +/- .12

1127 SP168-1 CEILING CONCRETE RED 0 +/- .07

1128 SP169-1 WALL DRYWALL WHITE A .4 +/- .9

1129 SP169-1 DOOR FRAME METAL GRAY A .01 +/- .19

1130 SP169-1 DOOR METAL GRAY A .02 +/- .06

1131 SP169-1 WALL PLASTER WHITE B .4 +/- .9

1132 SP169-1 WALL DRYWALL WHITE C 0 +/- .1

1133 SP169-1 BASEBOARD VINYL BLACK C 0 +/- .7

1134 SP169-1 WALL DRYWALL WHITE D 0 +/- .1

1135 SP169-1 DROP CEILING TILE WOOD WHITE 0 +/- .01

1136 SP169-1 CEILING GRID METAL WHITE 0 +/- .01

1137 SP169-1 LIGHT FIXTURE METAL WHITE .02 +/- .14

1138 SP169-1 CEILING VENT METAL WHITE 0 +/- .01

1139 SP169-1 PIPE METAL BLACK .04 +/- .21

1140 SP169-1 HANGER METAL ORANGE 5.1 +/- 1.6 10 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1141 SP170-1 WALL DRYWALL A 0 +/- .07

1142 SP170-1 BASEBOARD VINYL BLACK A 0 +/- .05

1143 SP170-1 DOOR FRAME METAL GRAY A .01 +/- .15

1144 SP170-1 DOOR METAL GRAY A .02 +/- .06

1145 SP170-1 WALL DRYWALL WHITE B 0 +/- .14

1146 SP170-1 WALL PLASTER WHITE C .01 +/- .10

1147 SP170-1 WINDOW FRAME WOOD WHITE C 5.5 +/- 1.7 10 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1148 SP170-1 WINDOW SILL WOOD WHITE C 4.9 +/- 1.7 6 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1149 SP170-1 WALL DRYWALL WHITE D 0 +/- .17

1150 SP170-1 DROP CEILING TILE WOOD WHITE .04 +/- .67

1151 SP170-1 CEILING GRID METAL WHITE 0 +/- .08

1152 SP170-1 LIGHT FIXTURE METAL WHITE 0 +/- .09

1153 SP170-1 CEILING FAN METAL WHITE .01 +/- .02

ROOM SP169-1

ROOM SP170-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP179-1
1154 SP170-1 WALL PLASTER BROWN C .8 +/- 1.1

1155 SP170-1 HANGER METAL ORANGE 4.5 +/- 1.6 4 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1156 SP170-1 PIPE METAL BLACK .01 +/- .13

1157 SP171-1 WALL PLASTER WHITE A .01 +/- .09

1158 SP171-1 BASEBOARD VINYL BLACK A 0 +/- .07

1159 SP171-1 DOOR FRAME METAL GRAY A .01 +/- .17

1160 SP171-1 DOOR METAL GRAY A .02 +/- .06

1161 SP171-1 WALL DRYWALL WHITE B .4 +/- .7

1162 SP171-1 WALL PLASTER WHITE C .01 +/- .04

1163 SP171-1 WINDOW FRAME WOOD WHITE C 11 +/- 3.1 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1164 SP171-1 WINDOW SILL WOOD WHITE C 1.0 +/- .5 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1165 SP171-1 WALL DRYWALL WHITE D .3 +/- .8

1166 SP171-1 DROP CEILING TILE WOOD WHITE .05 +/- .59

1167 SP171-1 CEILING GRID METAL WHITE .02 +/- .06

1168 SP171-1 LIGHT FIXTURE METAL WHITE 0 +/- .1

1169 SP171-1 CEILING VENT METAL WHITE .01 +/- .19

1170 SP171-1 VOID

1171 SP171-1 HANGER METAL ORANGE 4.4 +/- 1.5 11 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1172 SP171-1 PIPE METAL WHITE .01 +/- .01

1173 SP172-1 WALL DRYWALL WHITE A 0 +/- .15

1174 SP172-1 BASEBOARD VINYL BLACK A .04 +/- .16

1175 SP172-1 DOOR FRAME METAL GRAY A .01 +/- .2

1176 SP172-1 DOOR METAL GRAY A .01 +/- .15

1177 SP172-1 WALL DRYWALL WHITE B 0 +/- .15

1178 SP172-1 COLUMN DRYWALL WHITE B .01 +/- .12

1179 SP172-1 WALL PLASTER WHITE C .4 +/- .9

1180 SP172-1 WINDOW FRAME WOOD WHITE C 9.5 +/- 3.1 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1181 SP172-1 WINDOW SILL WOOD WHITE C .4 +/- .3

ROOM SP171-1

ROOM SP172-1
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XRF 
Sample 
Number
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Number Building Component Substrate Color
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Results 

(mg/cm2)
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(sq. ft. ) Damage Abatement options

ROOM SP179-1
1182 SP172-1 WALL DRYWALL WHITE D 0 +/- .01

1183 SP172-1 DROP CEILING TILE WOOD WHITE 0 +/- .06

1184 SP172-1 CEILING GRID METAL BLACK .05 +/- .18

1185 SP172-1 PIPE METAL BLACK .5 +/- .33

1186 SP172-1 LIGHT FIXTURE METAL WHITE .02 +/- .15

1187 SP172-1 CEILING VENT METAL WHITE .02 +/- .19

1188 SP173-1 WALL DRYWALL WHITE A 0 +/- .01

1189 SP173-1 BASEBOARD VINYL BLACK A .6 +/- .9

1190 SP173-1 DOOR FRAME METAL GRAY A 0 +/- .08

1191 SP173-1 DOOR METAL GRAY A 0 +/- .08

1192 SP173-1 WALL DRYWALL WHITE B .01 +/- .04

1193 SP173-1 WALL PLASTER WHITE C 0 +/- .01

1194 SP173-1 WINDOW FRAME WOOD WHITE C 3.2 +/- 1.1 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1195 SP173-1 WINDOW SILL WOOD WHITE C 3.3 +/- 1.1 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1196 SP173-1 WALL DRYWALL WHITE D 0 +/- .01

1197 SP173-1 DROP CEILING TILE WOOD WHITE .1 +/- .2

1198 SP173-1 CEILING GRID METAL BLACK 0 +/- .01

1199 SP173-1 LIGHT FIXTURE METAL WHITE 0 +/- .13

1200 SP173-1 PIPE METAL BLACK .02 +/- .05

1201 SP173-1 CEILING VENT METAL WHITE 0 +/- .09

1202 SP174-1 WALL DRYWALL WHITE A .03 +/- .22

1203 SP174-1 BASEBOARD VINYL BLACK A .16 +/- .23

1204 SP174-1 DOOR FRAME METAL GRAY A 0 +/- .08

1205 SP174-1 DOOR METAL GRAY A .02 +/- .19

1206 SP174-1 COLUMN DRYWALL WHITE A 0 +/- .06

1207 SP174-1 WALL DRYWALL WHITE B 0 +/- .01

1208 SP174-1 WALL PLASTER WHITE C .3 +/- .7

1209 SP174-1 WINDOW FRAME WOOD WHITE C 10 +/- 3.2 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

ROOM SP173-1

ROOM SP174-1
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XRF 
Sample 
Number

Building 
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Number Building Component Substrate Color
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Results 

(mg/cm2)

Quantity - 
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(sq. ft. ) Damage Abatement options

ROOM SP179-1
1210 SP174-1 WINDOW SILL WOOD WHITE C 5.1 +/- 1.7 3 INTACT

Abatement or Encapsulation of 
all Lead Based Paint

1211 SP174-1 WALL DRYWALL WHITE D 0 +/- .09

1212 SP174-1 DROP CEILING TILE WOOD WHITE .02 +/- .13

1213 SP174-1 CEILING GRID METAL BLACK .01 +/- .16

1214 SP174-1 LIGHT FIXTURE METAL WHITE .01 +/- .01

1215 SP174-1 CEILING VENT METAL WHITE .2 +/- .8

1216 SP174-1 PIPE METAL BLACK .01 +/- .12

1458 SP180-1 WALL PLASTER WHITE A 0 +/- .01

1459 SP180-1 WINDOW FRAME WOOD WHITE A 5.8 +/- 1.7 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1460 SP180-1 WINDOW SILL WOOD WHITE A 3.9 +/- 1.4 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1461 SP180-1 WALL DRYWALL WHITE B 0 +/- .04

1462 SP180-1 WALL DRYWALL WHITE C 0 +/- .06

1463 SP180-1 BASEBOARD VINYL BLACK C .1 +/- .2

1464 SP180-1 DOOR FRAME METAL GRAY C 0 +/- .09

1465 SP180-1 DOOR METAL GRAY C 0 +/- .08

1466 SP180-1 WALL DRYWALL WHITE D 0 +/- .09

1467 SP180-1 DROP CEILING TILE WOOD WHITE .2 +/- .6

1468 SP180-1 CEILING GRID METAL BLACK 0 +/- .02

1469 SP180-1 CEILING VENT METAL WHITE .02 +/- .13

1470 SP180-1 PIPE METAL BLACK .06 +/- .23

1471 SP180-1 CONDUIT METAL GREEN .09 +/- .45

1472 SP180-1 LIGHT FIXTURE METAL WHITE .01 +/- .16

1473 SP180-1 VOID

1474 SP175-1 WALL DRYWALL WHITE A 0 +/- .09

1475 SP175-1 BASEBOARD VINYL BLACK A .3 +/- .3

1476 SP175-1 DOOR FRAME METAL GRAY A .01 +/- .18

1477 SP175-1 DOOR METAL GRAY A 0 +/- .07

1478 SP175-1 COLUMN DRYWALL WHITE A .01 +/- .04

ROOM SP180-1

ROOM SP175-1
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(sq. ft. ) Damage Abatement options

ROOM SP179-1
1479 SP175-1 WALL DRYWALL WHITE B 0 +/- .05

1480 SP175-1 WALL PLASTER WHITE C 0 +/- .02

1481 SP175-1 WINDOW FRAME WOOD WHITE C 10 +/- 3.2 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1482 SP175-1 WINDOW SILL WOOD WHITE C 4.2 +/- 1.5 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1483 SP175-1 WALL DRYWALL WHITE D 0 +/- .06

1484 SP175-1 DROP CEILING TILE WOOD WHITE .07 +/- .55

1485 SP175-1 CEILING GRID METAL BLACK 0 +/- 0

1486 SP175-1 CEILING VENT METAL WHITE .01 +/- .18

1487 SP175-1 LIGHT FIXTURE METAL WHITE 0 +/- .13

1488 SP175-1 PIPE METAL BLACK .01 +/- .15

1489 SP175-1 HANGER METAL ORANGE 8.4 +/- 2.0 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1490 SP176-1 WALL DRYWALL WHITE A 0 +/- .06

1491 SP176-1 BASEBOARD VINYL BLACK A .2 +/- .3

1492 SP176-1 DOOR FRAME METAL GRAY A 0 +/- .16

1493 SP176-1 DOOR METAL GRAY A 0 +/- .05

1494 SP176-1 WALL DRYWALL WHITE B 0 +/- .1

1495 SP176-1 WALL PLASTER WHITE C .1 +/- .8

1496 SP176-1 WINDOW FRAME WOOD WHITE C 11 +/- 3.0 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1497 SP176-1 WINDOW SILL WOOD WHITE C 2.6 +/- 1.0 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1498 SP176-1 WALL DRYWALL WHITE D 0 +/- .1

1499 SP176-1 DROP CEILING TILE WOOD WHITE .1 +/- .5

1500 SP176-1 CEILING GRID METAL BLACK 0 +/- .01

1501 SP176-1 LIGHT FIXTURE METAL WHITE 0 +/- .07

1502 SP176-1 CEILING VENT METAL WHITE .01 +/- .03

1503 SP176-1 HANGER METAL ORANGE 4.0 +/- 1.2 2 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1504 SP176-1 WALL PLASTER BROWN C .2 +/- .2

1505 SP178-1 WALL PLASTER WHITE A .1 +/- .8

1506 VOID

ROOM SP176-1

ROOM SP178-1



ALEDA E. LUTZ
DEPARTMENT OF VETERANS AFFAIRS MEDICAL CENTER

BUILDING 1
XRF SAMPLING RESULTS

Page 82 of 418

XRF 
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Number
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Room 
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Results 

(mg/cm2)
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(sq. ft. ) Damage Abatement options

ROOM SP179-1
1507 SP178-1 WINDOW FRAME WOOD WHITE A 3.9 ,1.2 5 INTACT

Abatement or Encapsulation of 
all Lead Based Paint

1508 SP178-1 WINDOW SILL WOOD WHITE A 5.6 +/- 1.8 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1509 SP178-1 COLUMN DRYWALL WHITE A .02 +/- .13

1510 SP178-1 WALL DRYWALL WHITE B 0 +/- .06

1511 SP178-1 BASEBOARD VINYL BLACK B .1 +/- .3

1512 SP178-1 WALL DRYWALL WHITE C 0 +/- .07

1513 SP178-1 DOOR FRAME METAL GRAY C .02 +/- .19

1514 SP178-1 DOOR METAL GRAY C 0 +/- .15

1515 SP178-1 WALL DRYWALL WHITE D 0 +/- .1

1516 SP178-1 CEILING VENT METAL WHITE 0 +/- .01

1517 SP178-1 DROP CEILING TILE WOOD WHITE .1 +/- .6

1518 SP178-1 CEILING GRID METAL BLACK 0 +/- .06

1519 SP178-1 PIPE METAL BLACK 0 +/- .11

1520 SP178-1 LIGHT FIXTURE METAL WHITE D 0 +/- .09

1521 SP177-1 WALL PLASTER WHITE A .11 +/- .69

1522 SP177-1 WINDOW FRAME WOOD WHITE A 9 +/- 3.1 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1523 SP177-1 WINDOW SILL WOOD WHITE A 3.7 +/- 1.4 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1524 SP177-1 WALL DRYWALL WHITE B 0 +/- .12

1525 SP177-1 BASEBOARD VINYL BLACK B .1 +/- .2

1526 SP177-1 WALL DRYWALL WHITE C 0 +/- .09

1527 SP177-1 DOOR FRAME METAL GRAY C 0 +/- .08

1528 SP177-1 DOOR METAL GRAY C .04 +/- .21

1529 SP177-1 COLUMN DRYWALL WHITE C 0 +/- .07

1530 SP177-1 WALL DRYWALL WHITE D 0 +/- .07

1531 SP177-1 DROP CEILING TILE WOOD WHITE .12 +/- .51

1532 SP177-1 CEILING GRID METAL BLACK 0 +/- .12

1533 SP177-1 SPEAKER METAL WHITE .01 +/- .16

1534 SP177-1 LIGHT FIXTURE METAL WHITE .02 +/- .18

1535 SP177-1 CEILING VENT METAL GRAY 0 +/- .02

ROOM SP177-1
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ROOM SP179-1

1536 SP181-1 WALL PLASTER WHITE A 0 +/- .02

1537 SP181-1 WINDOW FRAME WOOD WHITE A 4.2 +/- 1.3 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1538 SP181-1 WINDOW SILL WOOD WHITE A 4.3 +/- 1.6 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1539 SP181-1 WALL DRYWALL WHITE B 0 +/- .1

1540 SP181-1 BASEBOARD VINYL BLACK B .1 +/- .2

1541 SP181-1 WALL DRYWALL WHITE C 0 +/- .07

1542 SP181-1 DOOR FRAME METAL GRAY C 0 +/- .13

1543 SP181-1 DOOR METAL GRAY C .01 +/- .17

1544 SP181-1 WALL DRYWALL WHITE D 0 +/- .11

1545 SP181-1 COLUMN DRYWALL WHITE D 0 +/- .01

1546 SP181-1 DROP CEILING TILE WOOD WHITE .08 +/- .54

1547 SP181-1 CEILING GRID METAL BLACK 0 +/- .01

1548 SP181-1 HANGER METAL ORANGE 20 +/- 7.2 13 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1549 SP181-1 PIPE METAL BLACK 0 +/- .02

1550 SP181-1 LIGHT FIXTURE METAL WHITE .01 +/- .17

1551 SP181-1 CEILING VENT METAL WHITE .3 +/- .8

1552 SP182-1 WALL PLASTER WHITE A 0 +/- .8

1553 SP182-1 WINDOW FRAME WOOD WHITE A 7.9 +/- 2.6 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1554 SP182-1 SHUTTER CALIBRATION

1555 SP182-1 CALIBRATION .32 +/- .15

1556 SP182-1 CALIBRATION 0 +/- .11

1557 SP182-1 CALIBRATION 1.2 +/- .1

1558 SP182-1 WINDOW SILL WOOD WHITE A 6.1 +/- 1.9 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1559 SP182-1 COLUMN DRYWALL WHITE A 0 +/- .06

1560 SP182-1 WALL DRYWALL WHITE B 0 +/- .09

1561 SP182-1 WALL DRYWALL WHITE A 0 +/- .04

1562 SP182-1 BASEBOARD VINYL BLACK B .5 +/- 1.0

1563 SP182-1 INTERIOR DOOR FRAME METAL GRAY B 0 +/- .05

ROOM SP181-1

ROOM SP182-1
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Number
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Lead 
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(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP179-1
1564 SP182-1 DOOR METAL GRAY B 0 +/- .08

1565 SP182-1 WALL DRYWALL WHITE C 0 +/- .07

1566 SP182-1 EXTERIOR DOOR FRAME METAL GRAY C 0 +/- .08

1567 SP182-1 DOOR METAL GRAY C 0 +/- .08

1568 SP182-1 WALL DRYWALL WHITE D 0 +/- .16

1569 SP182-1 DROP CEILING TILE WOOD WHITE .2 +/- .5

1570 SP182-1 PIPE METAL BLACK 0 +/- .05

1571 SP182-1 CEILING GRID METAL BLACK 0 +/- .02

1572 SP182-1 LIGHT FIXTURE METAL WHITE 0 +/- .01

1573 SP182-1 CEILING VENT METAL WHITE .01 +/- .2

1574 SP182-1 HANGER METAL ORANGE 6.2 +/- 1.9 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1575 SP183-1 WALL DRYWALL WHITE A 0 +/- .09

1576 SP183-1 WALL DRYWALL WHITE B 0 +/- .12

1577 SP183-1 BASEBOARD VINYL BLACK B 0 +/- .8

1578 SP183-1 WALL DRYWALL WHITE C 0 +/- .07

1579 SP183-1 DOOR FRAME METAL GRAY C 0 +/- 0

1580 SP183-1 DOOR METAL GRAY C 0 +/- .12

1581 SP183-1 WALL DRYWALL WHITE D 0 +/- .09

1582 SP183-1 CABINET WOOD VARNISH A 0 +/- .18

1583 SP183-1 LIGHT FIXTURE METAL WHITE A 0 +/- .01

1584 SP183-1 DROP CEILING TILE WOOD WHITE .3 +/- .6

1585 SP183-1 CEILING GRID METAL BLACK .05 +/- .29

1586 SP183-1 PIPE METAL BLACK .08 +/- .31

1587 SP183-1 LIGHT FIXTURE METAL WHITE .02 +/- .13

1588 SP184-1 WALL PLASTER WHITE A .1 +/- .1

1589 SP184-1 WINDOW FRAME WOOD WHITE A 2.8 +/- 1.1 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1590 SP184-1 WINDOW SILL WOOD WHITE A 5.9 +/- 2.3 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1591 SP184-1 COLUMN DRYWALL WHITE A .02 +/- .14

ROOM SP183-1

ROOM SP184-1
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XRF 
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(sq. ft. ) Damage Abatement options

ROOM SP179-1
1592 SP184-1 WALL DRYWALL WHITE B 0 +/- .06

1593 SP184-1 WALL DRYWALL WHITE C 0 +/- .06

1594 SP184-1 BASEBOARD VINYL BLACK C .2 +/- .3

1595 SP184-1 DOOR FRAME METAL GRAY C 2.1 +/- .8 7 POOR
Abatement or Encapsulation of 

all Lead Based Paint

1596 SP184-1 DOOR METAL GRAY C 0 +/- .09

1597 SP184-1 WALL DRYWALL WHITE D 0 +/- .03

1598 SP184-1 CEILING GRID METAL BLACK 0 +/- .03

1599 SP184-1 LIGHT FIXTURE METAL WHITE .01 +/- .02

1600 SP184-1 CEILING VENT METAL WHITE 0 +/- .07

1601 SP184-1 DROP CEILING TILE WOOD WHITE .14 +/- .53

1602 SP184-1 PIPE METAL BLACK 0 +/- .13

1603 SP184-1 PIPE METAL WHITE .02 +/- .02

1604 CALIBRATION 3.6 +/- .7

1605 CALIBRATION 0 +/- .01

1606 CALIBRATION 1.6 +/- .3

375 SP188-1 WALL DRYWALL WHITE A 0 +/- .07

376 SP188-1 WALL DRYWALL WHITE B 0 +/- .1

377 SP188-1 DOOR FRAME METAL GRAY B .02 +/- .2

378 SP188-1 DOOR METAL GRAY B 0 +/- .07

379 SP188-1 WALL DRYWALL WHITE C 0 +/- .01

380 SP188-1 BASEBOARD VINYL BLACK C .03 +/- .18

381 SP188-1 COLUMN DRYWALL WHITE C 0 +/- .1

382 SP188-1 WALL PLASTER WHITE D .1 +/- .8

383 SP188-1 WINDOW FRAME WOOD WHITE D 4.6 +/- 1.6 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

384 SP188-1 WINDOW SILL WOOD WHITE D 5.2 +/- 1.7 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

385 SP188-1 DROP CEILING TILE WOOD WHITE .1 +/- .2

386 SP188-1 CEILING GRID METAL BLACK 0 +/- .08

387 SP188-1 PIPE METAL BLACK 0 +/- .03

388 SP188-1 LIGHT FIXTURE METAL WHITE .01 +/- .01

ROOM SP188-1
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Sample 
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ROOM SP179-1
389 SP188-1 CEILING VENT METAL WHITE 0 +/- .1

390 SP188-1 WALL PLASTER YELLOW D .1 +/- .8

391 SP188-1 PIPE METAL WHITE 10 +/- 2.4 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

392 SP188-1 HANGER METAL ORANGE 3.4 +/- 1.2 2 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

393 SP189-1 WALL DRYWALL WHITE A 0 +/- .08

394 SP189-1 COLUMN DRYWALL WHITE A 0 +/- .06

395 SP189-1 WALL DRYWALL WHITE B 0 +/- .07

396 SP189-1 DOOR FRAME METAL GRAY B 0 +/- .1

397 SP189-1 DOOR METAL GRAY B 0 +/- .1

398 SP189-1 WALL DRYWALL WHITE C .01 +/- .12

399 SP189-1 BASEBOARD VINYL BLACK C .03 +/- .16

400 SP189-1 WALL PLASTER WHITE D .1 +/- .2

401 SP189-1 WINDOW FRAME WOOD WHITE D 4.8 +/- 1.7 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

402 SP189-1 WINDOW SILL WOOD WHITE D 4.4 +/- 1.6 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

403 SP189-1 DROP CEILING TILE WOOD WHITE .2 +/- .6

404 SP189-1 CEILING GRID METAL BLACK 0 +/- .02

405 SP189-1 CEILING VENT METAL WHITE 0 +/- .01

406 SP189-1 PIPE METAL BLACK 0 +/- .03

407 SP189-1 LIGHT FIXTURE METAL WHITE 0 +/- .1

408 SP189-1 WALL PLASTER BROWN .05 +/- .34

409 SP193-1 WALL PLASTER WHITE A .1 +/- .2

410 SP193-1 COLUMN DRYWALL WHITE D 0 +/- .1

411 SP193-1 WINDOW FRAME WOOD WHITE A 10 +/- 3.5 10 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

412 SP193-1 WINDOW SILL WOOD WHITE A 5.4 +/- 1.9 6 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

413 SP193-1 WALL DRYWALL WHITE B .02 +/- .2

414 SP193-1 BASEBOARD VINYL BLACK B .2 +/- .9

415 SP193-1 DOOR FRAME METAL GRAY B 0 +/- .05

416 SP193-1 DOOR METAL GRAY B .03 +/- .2

ROOM SP189-1

ROOM SP193-1
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Number
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ROOM SP179-1
417 SP193-1 WALL DRYWALL WHITE C 0 +/- .01

418 SP193-1 WALL PLASTER WHITE D .1 +/- .2

419 SP193-1 WALL PLASTER TAN D .7 +/- 1.1

420 SP193-1 DROP CEILING TILE WOOD WHITE 0 +/- .07

421 SP193-1 CEILING GRID METAL BLACK 0 +/- .12

422 SP193-1 LIGHT FIXTURE METAL WHITE .01 +/- .15

423 SP193-1 CEILING VENT METAL WHITE .3 +/- .8

424 SP193-1 PIPE METAL BLACK .01 +/- .06

425 SP193-1 WALL PLASTER TAN A .05 +/- .05

426 SP192-1 WALL DRYWALL WHITE A 0 +/- .01

427 SP192-1 WALL DRYWALL WHITE B .01 +/- .04

428 SP192-1 DOOR FRAME METAL GRAY B 0 +/- .07

429 SP192-1 DOOR METAL GRAY B 0 +/- .15

430 SP192-1 WALL DRYWALL WHITE C 0 +/- .08

431 SP192-1 BASEBOARD VINYL BLACK C .02 +/- .18

432 SP192-1 COLUMN PLASTER WHITE C .01 +/- .17

433 SP192-1 WALL PLASTER WHITE D .2 +/- .7

434 SP192-1 WINDOW FRAME WOOD WHITE D 5.3 +/- 1.4 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

435 SP192-1 WINDOW SILL WOOD WHITE D 0 +/- .01

436 SP192-1 DROP CEILING TILE WOOD WHITE .5 +/- .7

437 SP192-1 CEILING GRID METAL BLACK 0 +/- 0

438 SP192-1 CEILING VENT METAL WHITE .01 +/- .42

439 SP192-1 LIGHT FIXTURE METAL WHITE .01 +/- .02

440 SP192-1 PIPE METAL WHITE 5.1 +/- 1.6 11 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

441 SP192-1 HANGER METAL WHITE 4.5 +/- 1.6 2 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

442 SP192-1 HANGER METAL ORANGE 6.0 +/- 2.1 2 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

443 SP192-1 PIPE METAL BLACK 0 +/- .02

444 SP192-1 WALL PLASTER TAN D .19 +/- .13

445 SP190-1 WALL DRYWALL WHITE A 0 +/- .08

ROOM SP192-1

ROOM SP190-1
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ROOM SP179-1
446 SP190-1 WALL DRYWALL WHITE B 0 +/- .13

447 SP190-1 DOOR FRAME METAL GRAY B 0 +/- .11

448 SP190-1 DOOR METAL GRAY B 0 +/- .06

449 SP190-1 COLUMN PLASTER WHITE B .8 +/- 1.0

450 SP190-1 WALL DRYWALL WHITE C 0 +/- .11

451 SP190-1 BASEBOARD VINYL BLACK C .08 +/- .43

452 SP190-1 COLUMN DRYWALL WHITE C 0 +/- .01

453 SP190-1 WALL PLASTER WHITE D .3 +/- .9

454 SP190-1 WINDOW FRAME WOOD WHITE D 5.2 +/- 1.6 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

455 SP190-1 WINDOW SILL WOOD WHITE D 3.9 +/- 1.3 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

456 SP190-1 DROP CEILING TILE WOOD WHITE .1 +/- .5

457 SP190-1 CEILING GRID METAL BLACK 0 +/- .01

458 SP190-1 LIGHT FIXTURE METAL WHITE .01 +/- .13

459 SP190-1 CEILING VENT METAL WHITE 0 +/- .05

460 SP190-1 PIPE METAL WHITE 5.1 +/- 1.7 36 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

461 SP190-1 HANGER METAL WHITE 3.7 +/- 1.0 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

462 SP190-1 HANGER METAL ORANGE 18 +/- 6.7 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

463 SP190-1 PIPE METAL BLACK .11 +/- .05

464 SP190-1 WALL PLASTER GRAY D .3 +/- .2

465 SP190-1 WALL PLASTER TAN D .01 +/- .01

466 SP191-1 WALL PLASTER WHITE A 0 +/- .1

467 SP191-1 COLUMN DRYWALL WHITE A 0 +/- .07

468 SP191-1 WALL DRYWALL W B 0 +/- .15

469 SP191-1 BASEBOARD VINYL BLACK B .03 +/- .21

470 SP191-1 DOOR FRAME METAL GRAY B 0 +/- .08

471 SP191-1 DOOR METAL GRAY B 0 +/- .03

472 SP191-1 WALL DRYWALL WHITE C 0 +/- .1

473 SP191-1 WALL PLASTER WHITE D .2 +/- .2

474 SP191-1 WINDOW FRAME WOOD WHITE D 9.3 +/- 3.0 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

475 SP191-1 WINDOW SILL WOOD WHITE D 4.8 +/- 1.7 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

ROOM SP191-1
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ROOM SP179-1
476 SP191-1 DROP CEILING TILE WOOD WHITE 0 +/- .03

477 SP191-1 CEILING GRID METAL BLACK 0 +/- .08

478 SP191-1 LIGHT FIXTURE METAL WHITE .01 +/- .12

479 SP191-1 CEILING VENT METAL WHITE .01 +/- .02

480 SP191-1 PIPE METAL BLACK .01 +/- .15

481 SP191-1 BEAM METAL ORANGE 2.2 +/- .4 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

482 SP191-1 WALL PLASTER TAN .22 +/- .19

483 SP191-1 PIPE METAL ORANGE 2.6 +/- .8 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

484 SP191-1 PIPE METAL WHITE 20 +/- 7.5 2 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

485 SP191-1 HANGER METAL WHITE 2.1 +/- 1.0 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

486 SP191-1 HANGER METAL ORANGE 4.7 +/- 1.4 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

487 SP198-1 WALL DRYWALL WHITE A 0 +/- .16

488 SP198-1 COLUMN DRYWALL WHITE D .7 +/- .9

489 SP198-1 WALL PLASTER WHITE B .4 +/- .9

490 SP198-1 WINDOW FRAME WOOD WHITE B 3.5 +/- 1.2 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

491 SP198-1 WINDOW SILL WOOD WHITE B 4 +/- 1.4 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

492 SP198-1 WALL DRYWALL WHITE C 0 +/- .08

493 SP198-1 WALL DRYWALL WHITE D .01 +/- .03

494 SP198-1 BASEBOARD VINYL BLACK D .1 +/- .2

495 SP198-1 DOOR FRAME METAL GRAY D 0 +/- .07

496 SP198-1 DOOR METAL GRAY D 0 +/- .09

497 SP198-1 WALL PLASTER TAN D .08 +/- .17

498 SP198-1 DROP CEILING TILE WOOD WHITE .01 +/- .02

499 SP198-1 CEILING GRID METAL BLACK .01 +/- .14

500 SP198-1 PIPE METAL BLACK 0 +/- .08

501 SP198-1 LIGHT FIXTURE METAL WHITE .01 +/- .11

502 SP198-1 CEILING VENT METAL WHITE 0 +/- .05

503 SP199-1 WALL DRYWALL WHITE A 0 +/- .01

504 SP199-1 WALL PLASTER WHITE B 0 +/- .8

ROOM SP199-1

ROOM SP198-1
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ROOM SP179-1
505 SP199-1 WINDOW FRAME WOOD WHITE B 8.6 +/- 3.2 5 INTACT

Abatement or Encapsulation of 
all Lead Based Paint

506 SP199-1 WINDOW SILL WOOD WHITE B 6.3 +/- 2.6 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

507 SP199-1 COLUMN DRYWALL WHITE C 0 +/- .17

508 SP199-1 WALL DRYWALL WHITE C 0 +/- .09

509 SP199-1 BASEBOARD VINYL BLACK C .1 +/- .3

510 SP199-1 INTERIOR DOOR FRAME METAL GRAY C 0 +/- .05

511 SP199-1 INTERIOR DOOR METAL GRAY C 0 +/- .1

512 SP199-1 EXTERIOR DOOR FRAME METAL GRAY D 3.7 +/- 1.4 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

513 SP199-1 EXTERIOR DOOR METAL GRAY D .01 +/- .17

514 SP199-1 WALL PLASTER WHITE D .04 +/- .75

515 SP199-1 DROP CEILING TILE WOOD WHITE .4 +/- .7

516 SP199-1 CEILING GRID METAL BLACK .01 +/- .05

517 SP199-1 CEILING VENT METAL WHITE 0 +/- .12

518 SP199-1 LIGHT FIXTURE METAL WHITE .03 +/- .16

519 SP199-1 WALL PLASTER GRAY D .04 +/- .07

520 SP199-1 WALL PLASTER GREEN B 0 +/- .8

521 SP105A-1 WALL PLASTER WHITE A 0 +/- .02

522 SP105A-1 BASEBOARD VINYL GRAY A 0 +/- .05

523 SP105A-1 WALL PLASTER WHITE B .01 +/- .13

524 SP105A-1 DOOR FRAME METAL GRAY B 3.1 +/- 1.2 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

525 SP105A-1 DOOR METAL GRAY B 0 +/- .1

526 SP105A-1 COLUMN PLASTER WHITE C .2 +/- .8

527 SP105A-1 WALL DRYWALL WHITE C 0 +/- .03

528 SP105A-1 WALL PLASTER WHITE D .1 +/- .2

529 SP105A-1 WINDOW FRAME WOOD WHITE D 7.9 +/- 3 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

530 SP105A-1 WINDOW SILL WOOD WHITE D 6.1 +/- 2.5 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

531 SP105A-1 RADIATOR METAL WHITE D 0 +/- .03

532 SP105A-1 RADIATOR PIPE METAL WHITE D .25 +/- .32

533 SP105A-1 CONDUIT METAL WHITE D .01 +/- .03

534 SP105A-1 DROP CEILING TILE WOOD WHITE .17 +/- .52

ROOM SP105A-1
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ROOM SP179-1
535 SP105A-1 CEILING GRID METAL BLACK 0 +/- .02

536 SP105A-1 LIGHT FIXTURE METAL WHITE .01 +/- .01

537 SP105A-1 CEILING VENT METAL WHITE 0 +/- .5

538 SP105A-1 PIPE METAL BLACK .1 +/- .2

539 SP105A-1 PIPE METAL GREEN .04 +/- .3

540 SP106-1 WALL PLASTER WHITE A 0 +/- .1

541 SP106-1 COLUMN PLASTER WHITE A .04 +/- .1

542 SP106-1 WALL PLASTER WHITE B .03 +/- .73

543 SP106-1 DOOR FRAME METAL WHITE B 1.1 +/- .6 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

544 SP106-1 DOOR METAL WHITE B 0 +/- .14

545 SP106-1 WALL PLASTER WHITE C 0 +/- .1

546 SP106-1 WALL PLASTER WHITE D .2 +/- .9

547 SP106-1 WINDOW FRAME WOOD WHITE D 7 +/- 2 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

548 SP106-1 WINDOW SILL WOOD WHITE D 3.8 +/- 1.3 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

549 SP106-1 BLIND FRAME WOOD WHITE D 0 +/- .13

550 SP106-1 RADIATOR METAL WHITE D 0 +/- .03

551 SP106-1 RADIATOR PIPE METAL WHITE D 4.5 +/- 1.7 1 POOR
Abatement or Encapsulation of 

all Lead Based Paint

552 SP106-1 DROP CEILING TILE WOOD WHITE .2 +/- .5

553 SP106-1 CEILING GRID METAL BLACK 0 +/- .02

554 SP106-1 CEILING VENT METAL WHITE 0 +/- .14

555 SP106-1 LIGHT FIXTURE METAL WHITE .03 +/- .24

556 SP106-1 BRACKET METAL BLACK .03 +/- .18

557 SP106-1 PIPE METAL BLACK .02 +/- .17

558 SP106-1 HANGER METAL ORANGE .27 +/- .22

559 SP106-1 WALL PLASTER GREEN .03 +/- .01

560 SP112-1 WALL PLASTER WHITE A .01 +/- .14

561 SP112-1 CONDUIT METAL WHITE A 0 +/- .05

562 SP112-1 RADIATOR METAL WHITE A 0 +/- .02

563 SP112-1 WALL PLASTER WHITE B 0 +/- .1

ROOM SP106-1

ROOM SP112-1
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ROOM SP179-1
564 SP112-1 COLUMN PLASTER WHITE B 0 +/- .06

565 SP112-1 WINDOW FRAME WOOD WHITE B 4.5 +/- 1.5 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

566 SP112-1 WINDOW SILL WOOD WHITE B 0 +/- .1

567 SP112-1 WALL PLASTER WHITE C 0 +/- .01

568 SP112-1 WALL PLASTER WHITE D 0 +/- .01

569 SP112-1 DOOR FRAME METAL WHITE D 0 +/- .06

570 SP112-1 DOOR METAL GRAY D 0 +/- .04

571 SP112-1 DROP CEILING TILE WOOD WHITE .1 +/- .6

572 SP112-1 CEILING GRID METAL BLACK 0 +/- .03

573 SP112-1 LIGHT FIXTURE METAL WHITE .03 +/- .21

574 SP112-1 BRACKET METAL BLACK 0 +/- .01

575 SP112-1 PIPE METAL BLACK .1 +/- .3

576 SP112-1 HANGER METAL ORANGE 4.7 +/- 1.6 8 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

577 SP112-1 CEILING VENT METAL WHITE 0 +/- .01

578 SP112-1 PIPE METAL ORANGE 14 +/- 5.9 8 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

579 CALIBRATION 3.14 +/- .84

580 CALIBRATION .3 +/- .15

581 CALIBRATION 0 +/- .1

582 SP108-1 WALL PLASTER WHITE A .1 +/- .7

583 SP108-1 COLUMN PLASTER WHITE B .2 +/- .7

584 SP108-1 WINDOW FRAME WOOD WHITE A 5.1 +/- 1.8 10 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

585 SP108-1 WINDOW SILL WOOD WHITE A 3.3 +/- 1.1 6 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

586 SP108-1 BLIND FRAME WOOD WHITE A 0 +/- .02

587 SP108-1 RADIATOR METAL WHITE A 0 +/- .06

588 SP108-1 WALL PLASTER WHITE B 0 +/- .8

589 SP108-1 EXTERIOR DOOR FRAME METAL WHITE B 0 +/- .14

590 SP108-1 EXTERIOR DOOR METAL GRAY B 0 +/- .08

591 SP108-1 WALL PLASTER WHITE C .01 +/- .79

592 SP108-1 WALL PLASTER WHITE D .02 +/- .05

593 SP108-1 PLATE METAL WHITE D .01 +/- .22

ROOM SP108-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP179-1
594 SP108-1 INTERIOR DOOR FRAME METAL WHITE D 4.4 +/- 1.7 7 INTACT

Abatement or Encapsulation of 
all Lead Based Paint

595 SP108-1 INTERIOR DOOR WOOD VARNISH D 0 +/- .01

596 SP108-1 DROP CEILING TILE WOOD WHITE .1 +/- .6

597 SP108-1 CEILING GRID METAL BLACK .03 +/- .19

598 SP108-1 LIGHT FIXTURE METAL WHITE .1 +/- .2

599 SP108-1 CEILING VENT METAL WHITE .01 +/- .09

600 SP108-1 BRACKET METAL BLACK .01 +/- .09

601 SP108-1 PIPE METAL BLACK .01 +/- .17

844 SP159-1 WALL PLASTER WHITE A .02 +/- .76

845 SP159-1 COLUMN PLASTER WHITE D 0 +/- .7

846 SP159-1 WALL DRYWALL WHITE B .02 +/- .06

847 SP159-1 WALL DRYWALL WHITE C 0 +/- .04

848 SP159-1 BASEBOARD VINYL GRAY C 0 +/- .7

849 SP159-1 DOOR FRAME METAL GRAY C 0 +/- .05

850 SP159-1 DOOR METAL GRAY C 0 +/- .07

851 SP159-1 WALL PLASTER WHITE D .2 +/- .2

852 SP159-1 WINDOW FRAME WOOD WHITE D 7.4 +/- 2.6 10 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

853 SP159-1 WINDOW SILL WOOD WHITE D 2.5 +/- .9 6 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

854 SP159-1 DROP CEILING TILE WOOD WHITE 0 +/- .1

855 SP159-1 CEILING GRID METAL BLACK 0 +/- .1

856 SP159-1 CEILING VENT METAL WHITE 0 +/- .02

857 SP159-1 PIPE METAL BLACK 0 +/- .04

858 SP159-1 LIGHT FIXTURE METAL WHITE 0 +/- .1

859 SP159-1 WALL PLASTER BROWN D .14 +/- .18

860 SP159-1 WALL PLASTER BROWN A .04 +/- .08

861 SP156-1 WALL DRYWALL WHITE A .01 +/- .02

862 SP156-1 DOOR FRAME METAL WHITE A .02 +/- .22

863 SP156-1 DOOR METAL GRAY A 0 +/- .02

864 SP156-1 WALL PLASTER WHITE B 0 +/- .01

ROOM SP156-1

ROOM SP159-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP179-1
865 SP156-1 WALL PLASTER WHITE C .03 +/- .06

866 SP156-1 COLUMN PLASTER WHITE C .3 +/- 1.0

867 SP156-1 WINDOW FRAME WOOD WHITE C 5.5 +/- 1.7 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

868 SP156-1 WINDOW SILL WOOD WHITE C 4.7 +/- 1.7 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

869 SP156-1 WALL PLASTER WHITE D 0 +/- .05

870 SP156-1 DROP CEILING TILE WOOD WHITE .01 +/- .25

871 SP156-1 CEILING GRID METAL BLACK 0 +/- .01

872 SP156-1 CEILING VENT METAL WHITE 0 +/- .02

873 SP156-1 LIGHT FIXTURE METAL WHITE 0 +/- .01

874 SP156-1 PIPE METAL GREEN .02 +/- .02

875 SP156-1 PIPE METAL BLACK .06 +/- .46

876 SP156-1 WALL PLASTER BROWN C 0 +/- .7

877 SP156-1 WALL PLASTER BROWN D .08 +/- .14

878 SP156-1 WALL PLASTER BROWN A 0 +/- .01

879 SP156-1 BEAM PLASTER BROWN .02 +/- .03

880 SP105-1 WALL DRYWALL WHITE A 0 +/- .02

881 SP105-1 BASEBOARD VINYL GRAY A .2 +/- .9

882 SP105-1 COLUMN DRYWALL WHITE A 0 +/- .05

883 SP105-1 WALL DRYWALL WHITE B 0 +/- .09

884 SP105-1 DOOR FRAME METAL WHITE B 0 +/- .13

885 SP105-1 DOOR METAL GRAY B .01 +/- .17

886 SP105-1 WALL DRYWALL WHITE C 0 +/- .03

887 SP105-1 WALL DRYWALL WHITE D .01 +/- .1

888 SP105-1 WINDOW SILL DRYWALL WHITE D .02 +/- .09

889 SP105-1 RADIATOR METAL WHITE D 0 +/- .09

890 SP105-1 DROP CEILING TILE WOOD WHITE .01 +/- .03

891 SP105-1 CEILING GRID METAL BLACK 0 +/- .04

892 SP105-1 CEILING VENT METAL WHITE 0 +/- .06

893 SP105-1 LIGHT FIXTURE METAL WHITE .01 +/- .14

ROOM SP105-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP179-1
894 SP105-1 BRACKET METAL BLACK 0 +/- .08

895 SP105-1 PIPE METAL BLACK 0 +/- .08

896 SP107-1 WALL PLASTER WHITE A .01 +/- .09

897 SP107-1 CONDUIT METAL WHITE A 0 +/- .04

898 SP107-1 WALL PLASTER WHITE B 0 +/- .01

899 SP107-1 DOOR FRAME METAL WHITE B .01 +/- .16

900 SP107-1 DOOR METAL GRAY B 0 +/- .08

901 SP107-1 WALL PLASTER WHITE C .4 +/- .9

902 SP107-1 WALL PLASTER WHITE D .02 +/- .05

903 SP107-1 WINDOW FRAME WOOD WHITE D 8.4 +/- 2.8 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

904 SP107-1 BLIND FRAME WOOD WHITE D 0 +/- .12

905 SP107-1 WINDOW SILL WOOD WHITE D 4.6 +/- 1.7 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

906 SP107-1 RADIATOR METAL WHITE D 0 +/- .01

907 SP107-1 DROP CEILING TILE WOOD WHITE 0 +/- .09

908 SP107-1 CEILING GRID METAL BLACK 0 +/- .1

909 SP107-1 CEILING VENT METAL WHITE 0 +/- .09

910 SP107-1 PIPE METAL BLACK .08 +/- .35

911 SP107-1 LIGHT FIXTURE METAL WHITE .01 +/- .12

912 SP107-1 HANGER METAL ORANGE 17 +/- 6.8 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

913 SP111-1 WALL PLASTER WHITE A 0 +/- .1

914 SP111-1 CONDUIT METAL WHITE A 0 +/- .1

915 SP111-1 COLUMN PLASTER WHITE A .04 +/- .14

916 SP111-1 WALL PLASTER WHITE B 0 +/- .01

917 SP111-1 WINDOW FRAME WOOD WHITE B 4 +/- 1.4 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

918 SP111-1 WINDOW SILL WOOD WHITE B .2 +/- .4

919 SP111-1 BLIND FRAME WOOD WHITE B 0 +/- .14

920 SP111-1 RADIATOR METAL WHITE B 0 +/- .13

921 SP111-1 WALL PLASTER WHITE C 0 +/- .04

ROOM SP107-1

ROOM SP111-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP179-1
922 SP111-1 WALL DRYWALL WHITE D .03 +/- .07

923 SP111-1 BASEBOARD VINYL WHITE D .1 +/- .8

924 SP111-1 DOOR FRAME METAL WHITE D 0 +/- .13

925 SP111-1 DOOR METAL WHITE D .01 +/- .11

926 SP111-1 DROP CEILING TILE WOOD WHITE .25 +/- .54

927 SP111-1 CEILING GRID METAL BLACK 0 +/- .07

928 SP111-1 BRACKET METAL BLACK .04 +/- .2

929 SP111-1 HANGER METAL ORANGE .01 +/- .11

930 SP111-1 LIGHT FIXTURE METAL WHITE 0 +/- .11

931 SP111-1 CEILING VENT METAL WHITE .2 +/- .7

932 SP111-1 WALL PLASTER PINK A 0 +/- .06

933 SP111-1 WALL PLASTER PINK D .01 +/- .02

934 SP111-1 PIPE METAL ORANGE 2.6 +/- .9 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

935 SP110-1 WALL PLASTER WHITE A 0 +/- .08

936 SP110-1 WALL PLASTER WHITE B .1 +/- .9

937 SP110-1 COLUMN PLASTER WHITE B .01 +/- .04

938 SP110-1 WINDOW FRAME WOOD WHITE B 11 +/- 3.4 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

939 SP110-1 WINDOW SILL WOOD WHITE B 4.6 +/- 1.8 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

940 SP110-1 RADIATOR METAL WHITE B 0 +/- .1

941 SP110-1 WALL PLASTER WHITE C 0 +/- .11

942 SP110-1 WALL PLASTER WHITE D 0 +/- .01

943 SP110-1 DOOR FRAME METAL WHITE D 0 +/- .11

944 SP110-1 DOOR METAL GRAY D 0 +/- .03

945 SP110-1 CONDUIT METAL WHITE A 0 +/- .14

946 SP110-1 DROP CEILING TILE WOOD WHITE .2 +/- .6

947 SP110-1 CEILING GRID METAL BLACK 0 +/- .02

948 SP110-1 CEILING VENT METAL WHITE 0 +/- .01

949 SP110-1 LIGHT FIXTURE METAL WHITE .03 +/- .18

950 SP110-1 BRACKET METAL BLACK .05 +/- .24

ROOM SP110-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP179-1
951 SP110-1 PIPE METAL BLACK .04 +/- .2

952 SP110-1 PIPE METAL ORANGE 5.1 +/- 1.6 16 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

953 SP110-1 HANGER METAL ORANGE 5.1 +/- 1.6 10 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

954 SP110-1 WALL PLASTER BROWN B .2 +/- .9

1012 SP154-1 WALL PLASTER WHITE A .05 +/- .75

1013 SP154-1 DOOR FRAME METAL WHITE A 1.8 +/- .8 7 POOR
Abatement or Encapsulation of 

all Lead Based Paint

1014 SP154-1 DOOR METAL GRAY A 0 +/- .05

1015 SP154-1 WALL PLASTER WHITE B .02 +/- .09

1016 SP154-1 INTERIOR DOOR FRAME METAL WHITE B .04 +/- .2

1017 SP154-1 DOOR WOOD VARNISH B .03 +/- .23

1018 SP154-1 WALL PLASTER WHITE C .2 +/- .9

1019 SP154-1 COLUMN PLASTER WHITE C .01 +/- .06

1020 SP154-1 WINDOW FRAME WOOD WHITE C 4.1 +/- 1.4 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1021 SP154-1 WINDOW SILL WOOD WHITE C 4.8 +/- 1.5 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1022 SP154-1 PLATE METAL WHITE C .02 +/- .32

1023 SP154-1 WALL PLASTER WHITE D 0 +/- .12

1024 SP154-1 DROP CEILING TILE WOOD WHITE 0 +/- .5

1025 SP154-1 CEILING GRID METAL BLACK 0 +/- .09

1026 SP154-1 LIGHT FIXTURE METAL WHITE .03 +/- .15

1027 SP154-1 CEILING VENT METAL WHITE 0 +/- .08

1028 SP154-1 HANGER METAL ORANGE 9.2 +/- 2.8 1 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1029 SP154-1 WALL PLASTER PINK C .4 +/- 1.0

1030 SP154-1 WALL PLASTER PINK B .07 +/- .1

1031 SP154-1 PIPE METAL BLACK 0 +/- .03

1032 SP155-1 WALL PLASTER WHITE A 3.8 +/- 1.3 80 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1033 SP155-1 DOOR FRAME METAL WHITE A 2.5 +/- 1.0 7 POOR
Abatement or Encapsulation of 

all Lead Based Paint

1034 SP155-1 DOOR METAL GRAY A .02 +/- .06

1035 SP155-1 WALL PLASTER WHITE B 3.9 +/- 1.4 60 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

ROOM SP155-1

ROOM SP154-1
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XRF 
Sample 
Number

Building 
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Lead 
Results 

(mg/cm2)

Quantity - 
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(sq. ft. ) Damage Abatement options

ROOM SP179-1
1036 SP155-1 BASEBOARD VINYL GRAY B 1.8 +/- .7 24 INTACT

Abatement or Encapsulation of 
all Lead Based Paint

1037 SP155-1 INTERIOR DOOR FRAME METAL WHITE B 0 +/- .04

1038 SP155-1 INTERIOR DOOR WOOD VARNISH B 0 +/- .12

1039 SP155-1 COLUMN DRYWALL WHITE B 2.6 +/- 1.0 40 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1040 SP155-1 WALL DRYWALL WHITE C 3.1 +/- 1.2 70 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1041 SP155-1 WINDOW FRAME WOOD WHITE C 3.6 +/- 1.2 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1042 SP155-1 WINDOW SILL WOOD WHITE C 0 +/- .1

1043 SP155-1 WALL DRYWALL WHITE D .01 +/- .12

1044 SP155-1 DROP CEILING TILE WOOD WHITE .2 +/- .6

1045 SP155-1 LIGHT FIXTURE METAL WHITE .1 +/- .2

1046 SP155-1 CEILING VENT METAL WHITE .01 +/- .13

1047 SP155-1 PIPE METAL BLACK .01 +/- .01

1048 SP155-1 HANGER METAL BLACK .05 +/- .29

1049 SP155-1 CEILING GRID METAL BLACK 0 +/- .01

1050 SP155-1 PIPE METAL ORANGE .03 +/- .02

1051 SP155-1 HANGER METAL ORANGE .34 +/- .78

1052 SP155-1 WALL CERAMIC TILE YELLOW C 14 +/- 6.6 4 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1053 SP155-1 COLUMN CERAMIC TILE YELLOW B 12 +/- 5.6 2 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1054 SP155-1 WALL CERAMIC TILE YELLOW B 13 +/- 5.7 8 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1055 SP155-1 WALL CERAMIC TILE YELLOW D 15 +/- 5.8 4 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1056 SP153-1 WALL PLASTER WHITE A .02 +/- .1

1057 SP153-1 DOOR FRAME METAL WHITE A .6 +/- .4

1058 SP153-1 DOOR METAL GRAY A .1 +/- .4

1059 SP153-1 WALL PLASTER WHITE B .2 +/- .9

1060 SP153-1 COLUMN PLASTER WHITE B .3 +/- .9

1061 SP153-1 WALL PLASTER WHITE C .3 +/- 1.0

1062 SP153-1 CONDUIT METAL WHITE B .01 +/- .03

1063 SP153-1 SHELF WOOD WHITE C 0 +/- .1

1064 SP153-1 WINDOW FRAME WOOD WHITE C 2.7 +/- 1.0 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

ROOM SP153-1
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(sq. ft. ) Damage Abatement options

ROOM SP179-1
1065 SP153-1 WINDOW SILL WOOD WHITE C 4.4 +/- 1.6 3 INTACT

Abatement or Encapsulation of 
all Lead Based Paint

1066 SP153-1 WALL PLASTER WHITE D .02 +/- .09

1067 SP153-1 INTERIOR DOOR FRAME METAL WHITE D .9 +/- 1.0

1068 SP153-1 INTERIOR DOOR WOOD VARNISH D 0 +/- .15

1069 SP153-1 DROP CEILING TILE WOOD WHITE .2 +/- .6

1070 SP153-1 CEILING GRID METAL BLACK 0 +/- .12

1071 SP153-1 CEILING VENT METAL WHITE 0 +/- .08

1072 SP153-1 LIGHT FIXTURE METAL WHITE .04 +/- .42

1073 SP153-1 PIPE METAL BLACK 0 +/- .01

1074 SP153-1 VOID

1075 SP153-1 HINGE METAL BLACK D .06 +/- .22

1076 CALIBRATION .32 +/- .06

1077 CALIBRATION 3.6 +/- .71

1078 CALIBRATION 0 +/- .01

1306 CALIBRATION 3.67 +/- .64

1307 CALIBRATION .01 +/- .18

1308 CALIBRATION .29 +/- .06

1309 SP157-1 WALL DRYWALL WHITE A .01 +/- .04

1310 SP157-1 COLUMN PLASTER WHITE B .01 +/- .14

1311 SP157-1 WALL PLASTER WHITE B 0 +/- .01

1312 SP157-1 WALL PLASTER WHITE C .05 +/- .21

1313 SP157-1 WINDOW FRAME WOOD WHITE C 5.1 +/- 1.8 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1314 SP157-1 WINDOW SILL WOOD WHITE C 3.8 +/- 1.0 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1315 SP157-1 COLUMN DRYWALL WHITE C 0 +/- .1

1316 SP157-1 WALL DRYWALL WHITE D 0 +/- .1

1317 SP157-1 DOOR FRAME METAL WHITE B 0 +/- .09

1318 SP157-1 DOOR METAL GRAY B 0 +/- .01

1319 SP157-1 DROP CEILING TILE WOOD WHITE .3 +/- .6

1320 SP157-1 CEILING GRID METAL BLACK 0 +/- .05

ROOM SP157-1
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(sq. ft. ) Damage Abatement options

ROOM SP179-1
1321 SP157-1 CEILING VENT METAL WHITE 0 +/- .05

1322 SP157-1 LIGHT FIXTURE METAL WHITE .01 +/- .12

1323 SP157-1 PIPE METAL BLACK .06 +/- .03

1324 SP157-1 PIPE METAL ORANGE .28 +/- .14

1325 SP157-1 HANGER METAL ORANGE 4.7 +/- 1.6 2 POOR
Abatement or Encapsulation of 

all Lead Based Paint

1326 SP157-1 WALL PLASTER BROWN C .5 +/- 1.0

1327 SP158-1 WALL DRYWALL WHITE A 0 +/- .1

1328 SP158-1 DOOR FRAME METAL WHITE A 0 +/- .12

1329 SP158-1 DOOR METAL GRAY A 0 +/- .12

1330 SP158-1 WALL DRYWALL WHITE B 0 +/- .11

1331 SP158-1 BASEBOARD VINYL GRAY B .1 +/- .2

1332 SP158-1 WALL PLASTER WHITE C .1 +/- .8

1333 SP158-1 WINDOW FRAME WOOD WHITE C 9.2 +/- 3.3 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1334 SP158-1 WINDOW SILL WOOD WHITE C 5.7 +/- 2.3 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1335 SP158-1 WALL PLASTER WHITE D 0 +/- .05

1336 SP158-1 COLUMN PLASTER WHITE D .1 +/- .2

1337 SP158-1 DROP CEILING TILE WOOD WHITE .09 +/- .51

1338 SP158-1 CEILING GRID METAL WHITE 0 +/- .04

1339 SP158-1 LIGHT FIXTURE METAL WHITE .04 +/- .22

1340 SP158-1 CEILING VENT METAL WHITE .01 +/- .06

1341 SP158-1 PIPE METAL GREEN 0 +/- .08

1342 SP158-1 WALL PLASTER BROWN C .12 +/- .14

1343 SP158-1 WALL DRYWALL PINK A .01 +/- .12

1344 SP158-1 BEAM PLASTER YELLOW .1 +/- .8

1345 SP158-1 WALL PLASTER BROWN D .3 +/- .9

1346 SP158-1 PIPE METAL ORANGE 2.0 +/- .5 8 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1347 SP158-1 HANGER METAL ORANGE 2.2 +/- .5 4 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1348 CALIBRATION .33 +/- .14

1349 CALIBRATION .07 +/- .18

ROOM SP158-1
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ROOM SP179-1
1350 CALIBRATION 1.03 +/- .08

1351 SHUTTER CALIBRATION

1352 CALIBRATION 2.9 +/- .74

1353 CALIBRATION .34 +/- .14

1354 CALIBRATION 0 +/- .1

1355 SP197-1 WALL DRYWALL WHITE A 0 +/- .06

1356 SP197-1 COLUMN DRYWALL WHITE B .01 +/- .12

1357 SP197-1 WALL PLASTER WHITE B .9 +/- 1.2

1358 SP197-1 WINDOW FRAME WOOD WHITE B 5.5 +/- 1.9 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1359 SP197-1 WINDOW SILL WOOD WHITE B 4 +/- 1.4 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1360 SP197-1 WALL DRYWALL WHITE C 0 +/- .1

1361 SP197-1 BASEBOARD VINYL BLACK C .06 +/- .3

1362 SP197-1 WALL DRYWALL WHITE D 0 +/- .07

1363 SP197-1 DOOR FRAME METAL GRAY D 0 +/- .09

1364 SP197-1 DOOR METAL GRAY D .02 +/- .19

1365 SP197-1 DROP CEILING TILE WOOD WHITE .3 +/- .5

1366 SP197-1 CEILING GRID METAL BLACK 0 +/- .02

1367 SP197-1 LIGHT FIXTURE METAL WHITE .1 +/- .2

1368 SP197-1 PIPE METAL BLACK .01 +/- .18

1369 SP197-1 CEILING VENT METAL WHITE 0 +/- .02

1370 SP197-1 PIPE METAL WHITE 2.7 +/- .9 1 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1371 SP197-1 HANGER METAL WHITE 5.1 +/- 1.4 1 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1372 SP197-1 HANGER METAL ORANGE 2.8 +/- .9 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1373 SP197-1 WALL PLASTER BLUE B .01 +/- .01

1374 SP197-1 WALL PLASTER BROWN B .5 +/- .9

1375 SP196-1 WALL DRYWALL WHITE A 0 +/- .08

1376 SP196-1 COLUMN DRYWALL WHITE B 0 +/- .01

1377 SP196-1 WALL PLASTER WHITE B .07 +/- .18

ROOM SP197-1

ROOM SP196-1
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ROOM SP179-1
1378 SP196-1 WINDOW FRAME WOOD WHITE B 8.9 +/- 2.9 5 INTACT

Abatement or Encapsulation of 
all Lead Based Paint

1379 SP196-1 WINDOW SILL WOOD WHITE B 4.9 +/- 1.6 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1380 SP196-1 WALL DRYWALL WHITE C 0 +/- .01

1381 SP196-1 BASEBOARD VINYL BLACK C .04 +/- .19

1382 SP196-1 WALL DRYWALL WHITE D 0 +/- .01

1383 SP196-1 DOOR FRAME METAL GRAY D 0 +/- .1

1384 SP196-1 DOOR METAL GRAY D .02 +/- .19

1385 SP196-1 DROP CEILING TILE WOOD WHITE 0 +/- .1

1386 SP196-1 CEILING GRID METAL BLACK 0 +/- .02

1387 SP196-1 LIGHT FIXTURE METAL WHITE .2 +/- .7

1388 SP196-1 PIPE METAL BLACK 0 +/- .12

1389 SP196-1 WALL PLASTER BROWN B .06 +/- .7

1390 SP195-1 WALL DRYWALL WHITE A 0 +/- .05

1391 SP195-1 COLUMN DRYWALL WHITE A .02 +/- .1

1392 SP195-1 WALL PLASTER WHITE B .04 +/- .14

1393 SP195-1 COLUMN PLASTER WHITE C .6 +/- .9

1394 SP195-1 WINDOW FRAME WOOD WHITE B 8.1 +/- 3.2 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1395 SP195-1 WINDOW SILL WOOD WHITE B 5.3 +/- 1.9 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1396 SP195-1 WALL DRYWALL WHITE C 0 +/- .1

1397 SP195-1 WALL DRYWALL WHITE D 0 +/- .12

1398 SP195-1 BASEBOARD VINYL BLACK D .6 +/- 1.0

1399 SP195-1 DOOR FRAME METAL GRAY D .01 +/- .17

1400 SP195-1 DOOR METAL GRAY D .01 +/- .18

1401 SP195-1 DROP CEILING TILE WOOD WHITE 0 +/- .1

1402 SP195-1 CEILING GRID METAL BLACK 0 +/- .05

1403 SP195-1 LIGHT FIXTURE METAL WHITE .01 +/- .13

1404 SP195-1 CEILING VENT METAL WHITE .01 +/- .06

1405 SP195-1 PIPE METAL BLACK 0 +/- .13

1406 SP195-1 VOID

ROOM SP195-1
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Building 
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Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP179-1
1407 SP195-1 PIPE METAL WHITE .7 +/- .2

1408 SP195-1 HANGER METAL WHITE 1.1 +/- .5 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1409 SP195-1 HANGER METAL ORANGE 2.3 +/- .8 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1410 SP195-1 WALL PLASTER BROWN B .1 +/- .8

1411 SP194-1 WALL DRYWALL WHITE A .01 +/- .17

1412 SP194-1 COLUMN DRYWALL WHITE B 0 +/- .01

1413 SP194-1 WALL PLASTER WHITE B .3 +/- .9

1414 SP194-1 WINDOW FRAME WOOD WHITE B 5.3 +/- 1.8 10 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1415 SP194-1 WINDOW SILL WOOD WHITE B 4.4 +/- 1.7 6 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1416 SP194-1 WALL DRYWALL WHITE C 0 +/- .01

1417 SP194-1 WALL DRYWALL WHITE D .01 +/- .19

1418 SP194-1 BASEBOARD VINYL BLACK D .08 +/- .24

1419 SP194-1 DOOR FRAME METAL GRAY D 0 +/- .07

1420 SP194-1 DOOR METAL GRAY D 0 +/- .03

1421 SP194-1 DROP CEILING TILE WOOD WHITE .01 +/- .09

1422 SP194-1 CEILING GRID METAL BLACK 0 +/- .02

1423 SP194-1 LIGHT FIXTURE METAL WHITE .01 +/- .1

1424 SP194-1 PIPE METAL BLACK .01 +/- .16

1425 SP194-1 PIPE METAL WHITE 5.6 +/- 2.2 19 POOR
Abatement or Encapsulation of 

all Lead Based Paint

1426 SP194-1 HANGER METAL WHITE .5 +/- .2

1427 SP194-1 HANGER METAL ORANGE 8.9 +/- 2.2 1 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1428 SP194-1 WALL PLASTER BROWN B .09 +/- .08

1429 SP194-1 CEILING VENT METAL WHITE 0 +/- .01

1430 SP109-1 WALL PLASTER WHITE A .03 +/- .1

1431 SP109-1 COLUMN PLASTER WHITE A .2 +/- .9

1432 SP109-1 WALL PLASTER WHITE B 0 +/- .01

1433 SP109-1 WINDOW FRAME WOOD WHITE B 7.4 +/- 2.9 10 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1434 SP109-1 WINDOW SILL WOOD WHITE B 3.1 +/- 1.1 6 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

ROOM SP194-1

ROOM SP109-1
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XRF 
Sample 
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Building 
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Lead 
Results 

(mg/cm2)
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Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP179-1
1435 SP109-1 RADIATOR METAL WHITE B .01 +/- .18

1436 SP109-1 WALL PLASTER WHITE C 0 +/- .08

1437 SP109-1 WALL PLASTER WHITE D 0 +/- .07

1438 SP109-1 DOOR FRAME METAL WHITE D 0 +/- .14

1439 SP109-1 DOOR METAL GRAY D 0 +/- .11

1440 SP109-1 CONDUIT METAL WHITE A 0 +/- .01

1441 SP109-1 CEILING VENT METAL WHITE .02 +/- .15

1442 SP109-1 CEILING GRID METAL BLACK .24 +/- .51

1443 SP109-1 LIGHT FIXTURE METAL WHITE 0 +/- .13

1444 SP109-1 DROP CEILING TILE WOOD WHITE .1 +/- .6

1445 SP109-1 HANGER METAL ORANGE .11 +/- .29

1446 SP109-1 BRACKET METAL BLACK .02 +/- .2

1447 SP113-1 WALL PLASTER WHITE A 0 +/- .06

1448 SP113-1 COLUMN PLASTER WHITE A 0 +/- .01

1449 SP113-1 WALL PLASTER WHITE B .01 +/- .02

1450 SP113-1 WINDOW FRAME WOOD WHITE B 3.8 +/- 1.4 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1451 SP113-1 WINDOW SILL WOOD WHITE B .04 +/- .34

1452 SP113-1 WALL PLASTER WHITE C 0 +/- .05

1453 SP113-1 BASEBOARD VINYL GRAY C .03 +/- .18

1454 SP113-1 WALL PLASTER WHITE D 0 +/- .01

1455 SP113-1 DOOR FRAME METAL WHITE D .05 +/- .23

1456 SP113-1 DOOR GRAY GRAY D 0 +/- .15

1457 SP113-1 CEILING VENT METAL GRAY 0 +/- .09

1458 SP113-1 LIGHT FIXTURE METAL WHITE 0 +/- .03

1459 SP113-1 CEILING GRID METAL BLACK .32 +/- .48

1460 SP113-1 DROP CEILING TILE WOOD WHITE .28 +/- .46

1461 SP113-1 WALL PLASTER TAN B .2 +/- .9

1462 SP113-1 WALL PLASTER TAN C .9 +/- .6

1463 SP113-1 PIPE METAL ORANGE 3.5 +/- .7 4 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

ROOM SP113-1
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XRF 
Sample 
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(sq. ft. ) Damage Abatement options

ROOM SP179-1
1464 SP113-1 HANGER METAL ORANGE 11 +/- 4.9 10 INTACT

Abatement or Encapsulation of 
all Lead Based Paint

1465 SP113-1 WALL PLASTER TAN A 0 +/- .12

1466 SP113-1 BRACKET METAL BLACK .1 +/- .2

1467 SP113-1 PIPE METAL BLACK .1 +/- .2

1468 SP113-1 WALL PLASTER TAN D 0 +/- .04

1469 SP116-1 WALL PLASTER WHITE A 0 +/- .03

1470 SP116-1 COLUMN PLASTER WHITE B 0 +/- .02

1471 SP116-1 WINDOW FRAME WOOD WHITE A 7.5 +/- 3.0 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1472 SP116-1 WINDOW SILL WOOD WHITE A 0 +/- .11

1473 SP116-1 RADIATOR METAL WHITE A 0 +/- .1

1474 SP116-1 RADIATOR PIPE METAL WHITE A 3.8 +/- 1.2 1 POOR
Abatement or Encapsulation of 

all Lead Based Paint

1475 SP116-1 WALL PLASTER WHITE B .3 +/- .9

1476 SP116-1 WALL PLASTER WHITE C .03 +/- .11

1477 SP116-1 DOOR FRAME METAL WHITE C 4.4 +/- 1.4 7 POOR
Abatement or Encapsulation of 

all Lead Based Paint

1478 SP116-1 DOOR METAL GRAY C 0 +/- .1

1479 SP116-1 WALL PLASTER WHITE D .1 +/- .8

1480 SP116-1 DROP CEILING TILE WOOD WHITE .1 +/- .1

1481 SP116-1 CEILING GRID METAL BLACK 0 +/- .01

1482 SP116-1 LIGHT FIXTURE METAL WHITE .04 +/- .16

1483 SP116-1 CEILING VENT METAL WHITE .03 +/- .21

1484 SP116-1 PIPE METAL BLACK .01 +/- .07

1485 SP116-1 HANGER METAL ORANGE 5.1 +/- 1.5 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1486 SP118-1 WALL PLASTER WHITE A 0 +/- .05

1487 SP118-1 COLUMN PLASTER WHITE A .01 +/- .06

1488 SP118-1 WINDOW FRAME WOOD WHITE A 8.1 +/- 3.0 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1489 SP118-1 WINDOW SILL WOOD WHITE A 5.7 +/- 2.2 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1490 SP118-1 RADIATOR METAL WHITE A .01 +/- .03

1491 SP118-1 RADIATOR PIPE METAL WHITE A 2.8 +/- 1.1 1 POOR
Abatement or Encapsulation of 

all Lead Based Paint

ROOM SP116-1

ROOM SP118-1
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Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
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Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP179-1
1492 SP118-1 WALL PLASTER WHITE B .01 +/- .74

1493 SP118-1 WALL PLASTER WHITE C .04 +/- .76

1494 SP118-1 BASEBOARD VINYL TAN C .3 +/- 1.0

1495 SP118-1 DOOR FRAME METAL GRAY C 3.8 +/- 1.4 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1496 SP118-1 DOOR METAL GRAY C 0 +/- .11

1497 SP118-1 WALL PLASTER WHITE D 0 +/- .03

1498 SP118-1 DROP CEILING TILE WOOD WHITE .6 +/- .7

1499 SP118-1 CEILING GRID METAL WHITE .01 +/- .6

1500 SP118-1 LIGHT FIXTURE METAL WHITE .4 +/- .9

1501 SP118-1 CEILING VENT METAL WHITE 0 +/- .05

1502 SP118-1 PIPE METAL BLACK 0 +/- .1

1503 SP118-1 HANGER METAL ORANGE 3.8 +/- 1.3 2 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1504 SP129-1 WALL DRYWALL WHITE A 0 +/- .06

1505 SP129-1 BASEBOARD VINYL BLACK A 5.6 +/- 1.5 18 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1506 SP129-1 DOOR FRAME METAL GRAY A 0 +/- .11

1507 SP129-1 DOOR METAL GRAY A 0 +/- .13

1508 SP129-1 WALL DRYWALL WHITE B 0 +/- .07

1509 SP129-1 COLUMN PLASTER WHITE D .03 +/- .73

1510 SP129-1 WALL PLASTER WHITE D .1 +/- .2

1511 SP129-1 INTERIOR DOOR FRAME METAL GRAY D 2.5 +/- 1.2 20 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1512 SP129-1 RADIATOR METAL WHITE D .03 +/- .31

1513 SP129-1 RADIATOR PIPE METAL WHITE D 3.5 +/- 1.2 1 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1514 SP129-1 INTERIOR DOOR METAL GRAY C .02 +/- .23

1515 SP129-1 WALL PLASTER WHITE C .04 +/- .13

1516 SP129-1 WALL CERAMIC TILE WHITE A 14 +/- 2.9 40 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1517 SP129-1 WALL CERAMIC TILE WHITE B 16 +/- 7.1 120 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1518 SP129-1 CONDUIT METAL WHITE B 4.4 +/- 1.2 2 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1519 SP129-1 ELECTRICAL BOX METAL WHITE B 0 +/- .01

1520 SP129-1 INTERIOR DOOR FRAME METAL WHITE B 1.6 +/- .4 10 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

ROOM SP129-1
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ROOM SP179-1
1521 SP129-1 WALL CERAMIC TILE WHITE C 15 +/- 6.8 50 INTACT

Abatement or Encapsulation of 
all Lead Based Paint

1522 SP129-1 DROP CEILING TILE WOOD WHITE 0 +/- .08

1523 SP129-1 CEILING GRID METAL BLACK 0 +/- .01

1524 SP129-1 CEILING VENT METAL WHITE 0 +/- .03

1525 SP129-1 PIPE METAL BLACK .05 +/- .2

1526 SP129-1 LIGHT FIXTURE METAL WHITE 0 +/- .03

1527 SP129-1 HANGER METAL ORANGE 3.8 +/- 1.3 8 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1528 SP115-1 WALL PLASTER WHITE A .4 +/- 1.0

1529 SP115-1 COLUMN PLASTER WHITE A .01 +/- .05

1530 SP115-1 WINDOW FRAME WOOD WHITE A 9.1 +/- 2.6 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1531 SP115-1 WINDOW SILL WOOD WHITE A 3.9 +/- 1.4 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1532 SP115-1 RADIATOR METAL WHITE A 0 +/- .01

1533 SP115-1 RADIATOR PIPE METAL WHITE A .35 +/- .25

1534 SP115-1 WALL PLASTER WHITE B 0 +/- .7

1535 SP115-1 WALL PLASTER WHITE C .01 +/- .04

1536 SP115-1 DOOR FRAME METAL WHITE C 3.7 +/- 1.3 7 POOR
Abatement or Encapsulation of 

all Lead Based Paint

1537 SP115-1 DOOR METAL GRAY C 0 +/- .1

1538 SP115-1 WALL DRYWALL WHITE D 0 +/- .07

1539 SP115-1 INTERIOR DOOR FRAME METAL BLACK D .05 +/- .3

1540 SP115-1 DOOR WOOD VARNISH D 0 +/- .01

1541 SP115-1 DROP CEILING TILE WOOD WHITE .3 +/- .5

1542 SP115-1 CEILING GRID METAL BLACK 0 +/- .04

1543 SP115-1 CEILING VENT METAL WHITE .03 +/- .14

1544 SP115-1 BRACKET METAL BLACK .1 +/- .2

1545 SP115-1 LIGHT FIXTURE METAL WHITE .03 +/- .46

1546 SP115-1 HANGER METAL ORANGE 0 +/- .07

1547 SP117-1 WALL PLASTER WHITE A .1 +/- .2

1548 SP117-1 COLUMN PLASTER WHITE A .2 +/- .9

ROOM SP115-1

ROOM SP117-1
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ROOM SP179-1
1549 SP117-1 WINDOW FRAME WOOD WHITE A 8.2 +/- 3.3 5 INTACT

Abatement or Encapsulation of 
all Lead Based Paint

1550 SP117-1 WINDOW SILL WOOD WHITE A 3.0 +/- 1.0 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1551 SP117-1 BASEBOARD VINYL GRAY A .3 +/- 1.0

1552 SP117-1 RADIATOR METAL WHITE A .02 +/- .47

1553 SP117-1 RADIATOR PIPE METAL WHITE A .02 +/- .02

1554 SP117-1 WALL PLASTER WHITE B 0 +/- .03

1555 SP117-1 WALL PLASTER WHITE C .02 +/- .05

1556 SP117-1 DOOR FRAME METAL GRAY C .01 +/- .16

1557 SP117-1 DOOR METAL GRAY C 0 +/- .12

1558 SP117-1 WALL PLASTER WHITE D .01 +/- .02

1559 SP117-1 DROP CEILING TILE WOOD WHITE .2 +/- .3

1560 SP117-1 CEILING GRID METAL WHITE 0 +/- .04

1561 SP117-1 CEILING VENT METAL WHITE .02 +/- .19

1562 SP117-1 LIGHT FIXTURE METAL WHITE .01 +/- .1

1563 SP117-1 WALL PLASTER LIGHT GREEN A .01 +/- .03

1564 SP117-1 WALL PLASTER LIGHT GREEN B .01 +/- .73

1565 SP117-1 HANGER METAL ORANGE 2.6 +/- .8 1 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1566 SP117-1 WALL PLASTER LIGHT GREEN C .16 +/- .67

1567 SP117-1 WALL PLASTER LIGHT GREEN D .3 +/- .8

1568 CALIBRATION 0 +/- .01

1569 CALIBRATION .33 +/- .07

1570 CALIBRATION 4.45 +/- 1.65

1571 SP119-1 WALL PLASTER WHITE A .4 +/- .9

1572 SP119-1 WINDOW FRAME WOOD WHITE A 7.5 +/- 2.8 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1573 SP119-1 WINDOW SILL WOOD WHITE A 4.0 +/- 1.3 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1574 SP119-1 RADIATOR METAL WHITE A .01 +/- .08

1575 SP119-1 RADIATOR PIPE METAL WHITE A .07 +/- .28

1576 SP119-1 WALL PLASTER WHITE B 0 +/- .01

1577 SP119-1 WALL PLASTER WHITE C 0 +/- .01

ROOM SP119-1
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ROOM SP179-1
1578 SP119-1 DOOR FRAME METAL GRAY C 5.1 +/- 1.8 7 INTACT

Abatement or Encapsulation of 
all Lead Based Paint

1579 SP119-1 DOOR METAL GRAY C 0 +/- .12

1580 SP119-1 COLUMN PLASTER WHITE D 0 +/- .08

1581 SP119-1 WALL PLASTER WHITE D .05 +/- .07

1582 SP119-1 BASEBOARD VINYL GRAY D .01 +/- .12

1583 SP119-1 DROP CEILING TILE WOOD WHITE .02 +/- .56

1584 SP119-1 CEILING GRID METAL WHITE 0 +/- .01

1585 SP119-1 CEILING VENT METAL WHITE 0 +/- .06

1586 SP119-1 LIGHT FIXTURE METAL WHITE .01 +/- .1

1587 SP119-1 HANGER METAL ORANGE .7 +/- .4

1588 SP119-1 WALL PLASTER LIGHT GREEN A .3 +/- .8

1589 SP119-1 WALL PLASTER LIGHT GREEN B .03 +/- .01

1590 SP119-1 BRACKET METAL BLACK .01 +/- .05

1591 SP119-1 WALL PLASTER LIGHT GREEN D .03 +/- .02

1592 SP119-1 WALL PLASTER LIGHT GREEN C .01 +/- .02

1593 SP121-1 WALL PLASTER WHITE A .3 +/- .8

1594 SP121-1 COLUMN PLASTER WHITE A 0 +/- .01

1595 SP121-1 WINDOW FRAME WOOD WHITE A 3.7 +/- 1.3 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1596 SP121-1 WINDOW SILL WOOD WHITE A 0 +/- .1

1597 SP121-1 RADIATOR METAL WHITE A .01 +/- .2

1598 SP121-1 RADIATOR PIPE METAL WHITE A .07 +/- .13

1599 SP121-1 BASEBOARD VINYL TAN A .01 +/- .04

1600 SP121-1 WALL DRYWALL WHITE B 0 +/- .07

1601 SP121-1 WALL PLASTER WHITE C .1 +/- .9

1602 SP121-1 DOOR FRAME METAL GRAY C 6.6 +/- 2.3 7 POOR
Abatement or Encapsulation of 

all Lead Based Paint

1603 SP121-1 DOOR METAL GRAY C .01 +/- .16

1604 SP121-1 WALL PLASTER WHITE D .01 +/- .77

1605 SP121-1 DROP CEILING TILE WOOD WHITE .1 +/- .6

1606 SP121-1 CEILING GRID METAL WHITE 0 +/- .06

ROOM SP121-1
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ROOM SP179-1
1607 SP121-1 LIGHT FIXTURE METAL WHITE .06 +/- .2

1608 SP121-1 CEILING VENT METAL WHITE .05 +/- .24

1609 SP121-1 HANGER METAL ORANGE .05 +/- .15

1610 SP121-1 WALL PLASTER LIGHT BLUE A 0 +/- .11

1611 SP121-1 WALL PLASTER LIGHT BLUE D .01 +/- .04

1612 SP121-1 WALL PLASTER LIGHT BLUE C 0 +/- .7

1613 SP120-1 WALL PLASTER WHITE A .2 +/- .9

1614 SP120-1 COLUMN PLASTER WHITE A .4 +/- .9

1615 SP120-1 WINDOW FRAME WOOD WHITE A 7.3 +/- 2.1 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1616 SP120-1 WINDOW SILL WOOD WHITE A 5.5 +/- 1.7 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1617 SP120-1 RADIATOR METAL WHITE A .02 +/- .14

1618 SP120-1 RADIATOR PIPE METAL WHITE A .21 +/- .25

1619 SP120-1 WALL PLASTER WHITE B 0 +/- .04

1620 SP120-1 BASEBOARD VINYL GRAY B .01 +/- .1

1621 SP120-1 WALL PLASTER WHITE C .01 +/- .1

1622 SP120-1 DOOR FRAME METAL GRAY C 3.3 +/- 1.4 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1623 SP120-1 DOOR METAL GRAY C 0 +/- .11

1624 SP120-1 WALL PLASTER WHITE D .1 +/- .8

1625 SP120-1 DROP CEILING TILE WOOD WHITE .3 +/- .6

1626 SP120-1 CEILING GRID METAL WHITE 0 +/- .01

1627 SP120-1 LIGHT FIXTURE METAL WHITE 0 +/- .1

1628 SP120-1 CEILING VENT METAL WHITE .01 +/- .03

1629 SP120-1 PIPE METAL WHITE .06 +/- .42

1630 SP120-1 WALL PLASTER YELLOW A 0 +/- .02

1631 SP120-1 WALL PLASTER YELLOW D 0 +/- .01

1632 SHUTTER CALIBRATION

1633 CALIBRATION 3.8 +/- .64

1634 CALIBRATION .32 +/- .09

1635 CALIBRATION 0 +/- .14

ROOM SP120-1
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ROOM SP179-1
1636 SP120-1 WALL PLASTER YELLOW C .1 +/- .8

1637 SP122-1 WALL PLASTER WHITE A 1.0 +/- .1.2 90 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1638 SP122-1 WINDOW FRAME WOOD WHITE A 11 +/- 3.0 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1639 SP122-1 WINDOW SILL WOOD WHITE A 1.5 +/- .7 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1640 SP122-1 RADIATOR METAL WHITE A .1 +/- .2

1641 SP122-1 RADIATOR PIPE METAL WHITE A .43 +/- .28

1642 SP122-1 COLUMN DRYWALL WHITE B 0 +/- .01

1643 SP122-1 BASEBOARD VINYL TAN A .06 +/- .24

1644 SP122-1 WALL PLASTER WHITE B 0 +/- .01

1645 SP122-1 WALL PLASTER WHITE C 0 +/- .1

1646 SP122-1 DOOR FRAME METAL WHITE C 0 +/- .11

1647 SP122-1 DOOR METAL WHITE C 0 +/- .15

1648 SP122-1 WALL PLASTER WHITE D 0 +/- .08

1649 SP122-1 DROP CEILING TILE WOOD WHITE .3 +/- .5

1650 SP122-1 CEILING GRID METAL WHITE 0 +/- .06

1651 SP122-1 CEILING VENT METAL WHITE .01 +/- .15

1652 SP122-1 LIGHT FIXTURE METAL WHITE .1 +/- .2

1653 SP122-1 HANGER METAL ORANGE 0 +/- .12

1654 SP122-1 WALL PLASTER YELLOW A .01 +/- .05

1655 SP122-1 WALL PLASTER YELLOW C .3 +/- .8

1656 CALIBRATION 0 +/- .11

1657 CALIBRATION .97 +/- .11

1658 CALIBRATION 1.41 +/- .16

965 SHUTTER CALIBRATION

966 CALIBRATION 1.04 +/- .09

967 CALIBRATION 0 +/- .11

968 CALIBRATION 1.6 +/- .26

969 SP140-1 WALL PLASTER WHITE A 0 +/- .01

ROOM SP122-1

ROOM SP140-1
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Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP179-1
970 SP140-1 WALL PLASTER WHITE B .2 +/- .9

971 SP140-1 DOOR FRAME METAL WHITE B 2.2 +/- .7 7 POOR
Abatement or Encapsulation of 

all Lead Based Paint

972 SP140-1 DOOR METAL WHITE B 0 +/- .07

973 SP140-1 WALL PLASTER WHITE C 0 +/- .02

974 SP140-1 BASEBOARD VINYL GRAY C 0 +/- 0

975 SP140-1 WALL PLASTER WHITE D .09 +/- .67

976 SP140-1 WALL CERAMIC TILE YELLOW A 16 +/- 7.6 200 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

977 SP140-1 COLUMN CERAMIC TILE YELLOW A 13 +/- 3.0 180 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

978 SP140-1 WALL CERAMIC TILE YELLOW B 14 +/- 2.1 150 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

979 SP140-1 WINDOW FRAME WOOD WHITE B 2.2 +/- .8 10 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

980 SP140-1 WINDOW SILL WOOD WHITE B 6.5 +/- 1.7 1 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

981 SP140-1 COLUMN DRYWALL WHITE CENTER 0 +/- .01

982 SP140-1 INTERIOR DOOR FRAME METAL CREAM C .02 +/- .14

983 SP140-1 WALL CERAMIC TILE YELLOW D 18 +/- 7.3 140 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

984 SP140-1 CEILING GRID METAL BLACK 0 +/- .1

985 SP140-1 LIGHT FIXTURE METAL WHITE .03 +/- .22

986 SP140-1 BRACKET METAL BLACK 0 +/- 0

987 SP140-1 PIPE METAL BLACK .03 +/- .03

988 SP140-1 HANGER METAL ORANGE 12 +/- 2.8 31 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

989 SP140-1 CEILING CONCRETE YELLOW .1 +/- .9

990 SP140-1 PIPE METAL YELLOW 1.9 +/- .7 89 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

991 SP140-1 HANGER METAL YELLOW 1.2 +/- .4 8 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

992 SP140-1 WALL PLASTER CREAM B .4 +/- 1.0

993 SP140-1 COLUMN PLASTER CREAM C 0 +/- .06

994 SP140-1 CEILING GRID METAL WHITE .01 +/- .16

995 SP140-1 WINDOW FRAME WOOD CREAM B 4.5 +/- 1.7 20 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

996 SP140-1 WINDOW SILL WOOD CREAM B 3.2 +/- 1.1 12 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

997 SP140-1 RADIATOR METAL WHITE B .1 +/- .2

998 SP140-1 RADIATOR PIPE METAL WHITE B 6.1 +/- 1.9 3 POOR
Abatement or Encapsulation of 

all Lead Based Paint

999 SP140-1 WALL PLASTER WHITE C 0 +/- .7
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP179-1
1000 SP140-1 COLUMN DRYWALL WHITE B 0 +/- .09

1001 SP140-1 PLATE METAL WHITE C 1.2 +/- 1 1 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1002 SP140-1 WALL PLASTER WHITE D 0 +/- .05

1003 SP140-1 MOLDING WOOD WHITE D 0 +/- .1

1004 SP140-1 WALL PLASTER WHITE A .4 +/- .9

1005 SP140-1 BASEBOARD VINYL BLACK A .02 +/- .11

1330 SHUTTER CALIBRATION

1331 CALIBRATION 1.1 +/- .13

1332 CALIBRATION 0 +/- .12

1333 CALIBRATION .33 +/- .08

1334 SP131-1 DROP CEILING TILE WOOD WHITE .03 +/- .52

1335 SP131-1 CEILING GRID METAL BLACK .01 +/- .14

1336 SP131-1 PIPE METAL BLACK .02 +/- .09

1337 SP131-1 LIGHT FIXTURE METAL WHITE 0 +/- .01

1338 SP131-1 HANGER METAL ORANGE 2.6 +/- .9 4 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1339 SP131-1 WALL CERAMIC TILE YELLOW C 8.3 +/- 2.0 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1340 SP131-1 CEILING FAN METAL WHITE .11 +/- .57

1341 SP131-1 WALL DRYWALL WHITE A 2.3 +/- .9 150 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1342 SP131-1 COLUMN PLASTER WHITE A 0 +/- .06

1343 SP131-1 EXTERIOR DOOR FRAME METAL GRAY A 0 +/- .08

1344 SP131-1 EXTERIOR DOOR METAL GRAY A .1 +/- .2

1345 SP131-1 WALL PLASTER WHITE B 0 +/- .01

1346 SP131-1 WALL DRYWALL WHITE C 2.7 +/- 1.0 200 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1347 SP131-1 WINDOW FRAME WOOD WHITE C 6.2 +/- 2.0 15 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1348 SP131-1 WINDOW SILL METAL WHITE C 0 +/- .1

1349 SP131-1 COLUMN DRYWALL WHITE C .4 +/- .9

1350 SP131-1 BASEBOARD VINYL GRAY C .02 +/- .18

1351 SP131-1 WALL DRYWALL WHITE D .03 +/- .13

1352 SP131-1 WALL PLASTER WHITE D .01 +/- .03

ROOM SP131-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP179-1
1353 SP131-1 INTERIOR DOOR FRAME METAL GRAY D .03 +/- .19

1354 SP131-1 INTERIOR DOOR METAL GRAY D 0 +/- .12

1355 SP131-1 WALL DRYWALL WHITE B 0 +/- .7

1356 SP131-1 INTERIOR WALL DRYWALL WHITE C 0 +/- .08

1 SHUTTER CALIBRATION

2 CALIBRATION 1.18 +/- .14

3 CALIBRATION 0 +/- .01

4 CALIBRATION 1.4 +/- .18

5 SP139-1 WALL DRYWALL WHITE A 0 +/- .01

6 SP139-1 BASEBOARD VINYL GRAY A .3 +/- .8

7 SP139-1 INTERIOR DOOR FRAME METAL GRAY A 0 +/- .06

8 SP139-1 INTERIOR DOOR METAL GRAY A .1 +/- .2

9 SP139-1 WALL DRYWALL WHITE B .2 +/- .62

10 SP139-1 COLUMN DRYWALL WHITE B 0 +/- .05

11 SP139-1 VENT METAL WHITE B 0 +/- .02

12 SP139-1 WALL PLASTER WHITE C 0 +/- .01

13 SP139-1 COLUMN PLASTER WHITE C .4 +/- .9

14 SP139-1 WALL PLASTER WHITE D .05 +/- .67

15 SP139-1 EXTERIOR DOOR FRAME METAL GRAY D .2 +/- .9

16 SP139-1 EXTERIOR DOOR METAL GRAY D 0 +/- .1

17 SP139-1 DROP CEILING TILE WOOD WHITE 0 +/- .01

18 SP139-1 CEILING GRID METAL BLACK .01 +/- .08

19 SP139-1 PIPE METAL BLACK .02 +/- .14

20 SP139-1 LIGHT FIXTURE METAL WHITE 0 +/- .1

21 SP139-1 VOID

22 SP139-1 HANGER METAL ORANGE 5.1 +/- 1.8 8 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

23 SP139-1 PIPE METAL ORANGE 14 +/- 6.1 1 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

24 SP139-1 WALL PLASTER YELLOW C .2 +/- .8

ROOM SP139-1

ROOM SP139B-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP179-1
25 SP139B-1 WALL PLASTER WHITE A 0 +/- .01

26 SP139B-1 INTERIOR DOOR FRAME METAL GRAY B 0 +/- .08

27 SP139B-1 INTERIOR DOOR METAL GRAY B 0 +/- .06

28 SP139B-1 WALL DRYWALL WHITE B 0 +/- .03

29 SP139B-1 COLUMN DRYWALL WHITE B 0 +/- .07

30 SP139B-1 WALL DRYWALL WHITE C 0 +/- .07

31 SP139B-1 EXTERIOR DOOR FRAME METAL GRAY C 0 +/- .1

32 SP139B-1 EXTERIOR DOOR METAL GRAY C 0 +/- .07

33 SP139B-1 WALL DRYWALL WHITE D 0 +/- .09

34 SP139B-1 DROP CEILING TILE WOOD WHITE 0 +/- .01

35 SP139B-1 CEILING GRID METAL BLACK 0 +/- .05

36 SP139B-1 LIGHT FIXTURE METAL WHITE 0 +/- .1

37 SP139B-1 PIPE METAL BLACK .01 +/- .01

38 SP139B-1 CEILING FAN METAL WHITE .01 +/- .16

39 SP139B-1 PIPE METAL ORANGE 3.1 +/- .8 16 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

40 SP139A-1 WALL DRYWALL WHITE A 0 +/- .09

41 SP139A-1 COLUMN DRYWALL WHITE A 0 +/- .1

42 SP139A-1 WALL PLASTER WHITE B 0 +/- .01

43 SP139A-1 WALL DRYWALL WHITE C 0 +/- .11

44 SP139A-1 INTERIOR DOOR FRAME METAL GRAY C 0 +/- .02

45 SP139A-1 INTERIOR DOOR METAL GRAY C 0 +/- .1

46 SP139A-1 EXTERIOR DOOR FRAME METAL GRAY D 0 +/- .1

47 SP139A-1 EXTERIOR DOOR METAL GRAY D .01 +/- .15

48 SP139A-1 WALL DRYWALL WHITE D .01 +/- .15

49 SP139A-1 DROP CEILING TILE WOOD WHITE 0 +/- .09

50 SP139A-1 CEILING GRID METAL BLACK 0 +/- .01

51 SP139A-1 LIGHT FIXTURE METAL WHITE .03 +/- .13

52 SP139A-1 HANGER METAL ORANGE 18 +/- 6.9 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

53 SP139A-1 PIPE METAL BLACK .01 +/- .03

ROOM SP139A-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color
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Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP179-1
54 SP139A-1 CEILING FAN METAL WHITE 0 +/- .02

55 SP164-1 WALL DRYWALL WHITE A .4 +/- .8

56 SP164-1 COLUMN PLASTER WHITE A 0 +/- .01

57 SP164-1 WALL DRYWALL WHITE B 0 +/- .1

58 SP164-1 EXTERIOR DOOR FRAME METAL GRAY B 0 +/- .07

59 SP164-1 EXTERIOR DOOR METAL GRAY B 0 +/- .08

60 SP164-1 WALL DRYWALL WHITE C 0 +/- .1

61 SP164-1 BASEBOARD VINYL BLACK C 4.4 +/- 1.5 53 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

62 SP164-1 WALL PLASTER WHITE C 0 +/- .09

63 SP164-1 WALL DRYWALL WHITE D 0 +/- .01

64 SP164-1 DROP CEILING TILE WOOD WHITE .27 +/- .51

65 SP164-1 CEILING FAN METAL WHITE .02 +/- .59

66 SP164-1 LIGHT FIXTURE METAL WHITE .02 +/- .03

67 SP164-1 CEILING GRID METAL BLACK 0 +/- .03

68 SP164-1 PIPE METAL BLACK .02 +/- .24

69 SP163A-1 WALL DRYWALL WHITE A 0 +/- .07

70 SP163A-1 BASEBOARD VINYL GRAY A .4 +/- .9

71 SP163A-1 DOOR FRAME METAL GRAY A 0 +/- .02

72 SP163A-1 DOOR METAL GRAY A 0 +/- .13

73 SP163A-1 COLUMN PLASTER WHITE B 0 +/- 0

74 SP163A-1 WALL PLASTER WHITE B 0 +/- .10

75 SP163A-1 WALL PLASTER WHITE C 0 +/- .01

76 SP163A-1 WALL DRYWALL WHITE D .01 +/- .17

77 SP163A-1 DROP CEILING TILE WOOD WHITE 0 +/- .01

78 SP163A-1 CEILING GRID METAL BLACK .01 +/- .17

79 SP163A-1 CEILING FAN METAL WHITE .02 +/- .21

80 SP163A-1 LIGHT FIXTURE METAL WHITE .02 +/- .15

81 SP163A-1 PIPE METAL BLACK .01 +/- .01

ROOM SP164-1

ROOM SP163A-1



ALEDA E. LUTZ
DEPARTMENT OF VETERANS AFFAIRS MEDICAL CENTER

BUILDING 1
XRF SAMPLING RESULTS

Page 117 of 418

XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color
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(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP179-1
82 SP163A-1 HANGER METAL ORANGE 6.9 +/- 1.7 8 INTACT

Abatement or Encapsulation of 
all Lead Based Paint

83 SP163D-1 WALL PLASTER WHITE A .6 +/- 1.0  

84 SP163D-1 COLUMN PLASTER WHITE B .01 +/- .14

85 SP163D-1 WALL PLASTER WHITE B 0 +/- .01

86 SP163D-1 WALL PLASTER WHITE C 0 +/- .06

87 SP163D-1 DOOR FRAME METAL GRAY C 0 +/- .05

88 SP163D-1 DOOR METAL GRAY C 0 +/- .06

89 SP163D-1 WALL PLASTER WHITE D 0 +/- .11

90 SP163D-1 DROP CEILING TILE WOOD WHITE .1 +/- .6

91 SP163D-1 CEILING GRID METAL BLACK .1 +/- .3

92 SP163D-1 CEILING FAN METAL WHITE .2 +/- .5

93 SP163D-1 LIGHT FIXTURE METAL WHITE .02 +/- .2

94 SP163D-1 PIPE METAL BLACK .02 +/- .1

95 SP163D-1 OVERHANG PLASTER YELLOW .3 +/- 1.0

96 SP163C-1 WALL PLASTER WHITE A 0 +/- .06

97 SP163C-1 WALL PLASTER WHITE B 0 +/- .01

98 SP163C-1 DOOR FRAME METAL GRAY B 0 +/- .15

99 SP163C-1 DOOR METAL GRAY B 0 +/- .11

100 SP163C-1 WALL PLASTER WHITE C 0 +/- .01

101 SP163C-1 WALL PLASTER WHITE D .08 +/- .19

102 SP163C-1 COLUMN PLASTER WHITE D .01 +/- .03

103 SP163C-1 SOFFIT DRYWALL WHITE C 0 +/- .02

104 SP163C-1 WINDOW FRAME WOOD WHITE D 10 +/- 3.2 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

105 SP163C-1 WINDOW SILL WOOD WHITE D 5.9 +/- 2.4 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

106 SP163C-1 RADIATOR METAL WHITE D 0 +/- .09

107 SP163C-1 RADIATOR BASE METAL WHITE D .07 +/- .06

108 SP163C-1 DROP CEILING TILE WOOD WHITE .3 +/- .5

109 SP163C-1 CEILING GRID METAL BLACK .01 +/- .13

ROOM SP163D-1

ROOM SP163C-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
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Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP179-1
110 SP163C-1 LIGHT FIXTURE METAL WHITE .02 +/- .13

111 SP163C-1 CEILING FAN METAL WHITE .4 +/- .6

112 SP163C-1 BRACKET METAL BLACK .02 +/- .19

113 SP163C-1 OVERHANG PLASTER TAN .3 +/- .9

114 SP163C-1 WALL PLASTER BLUE D 0 +/- .7

115 SP147-1 WALL WOOD PANEL WHITE A .01 +/- .21

116 SP147-1 DOOR FRAME METAL GRAY A .02 +/- .25

117 SP147-1 DOOR METAL GRAY A .01 +/- .11

118 SP147-1 WALL WOOD PANEL WHITE B 0 +/- .01

119 SP147-1 SHELF WOOD WHITE B 0 +/- .11

120 SP147-1 BRACKET METAL WHITE A .09 +/- .67

121 SP147-1 BRACKET METAL BLACK A 0 +/- .01

122 SP147-1 LOCKER METAL TAN B .01 +/- .1

123 SP147-1 WALL WOOD PANEL WHITE C 0 +/- .02

124 SP147-1 WALL DRYWALL WHITE C .01 +/- .04

125 SP147-1 SHELF WOOD VARNISH C 0 +/- .12

126 SP147-1 WALL WOOD PANEL WHITE D 0 +/- .01

127 SP147-1 RADIATOR VENT METAL WHITE D .12 +/- .2

128 SP147-1 DROP CEILING TILE WOOD WHITE .5 +/- .7

129 SP147-1 CEILING GRID METAL BLACK 0 +/- .04

130 SP147-1 LIGHT FIXTURE METAL WHITE .03 +/- .14

131 SP147-1 CEILING PLASTER GREEN 0 +/- .7

132 SP147-1 WALL PLASTER GREEN D .02 +/- .03

133 SP147-1 WALL WOOD PINK D .05 +/- .11

134 SP147-1 WALL WOOD PINK A 0 +/- .14

135 SP147-1 WALL WOOD PINK B .02 +/- .26

136 SP147-1 WALL WOOD PINK C 0 +/- .16

137 SP148-1 WALL WOOD GREEN A .03 +/- .24

ROOM SP147-1

ROOM SP148/148A-1
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Number
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(sq. ft. ) Damage Abatement options

ROOM SP179-1
138 SP148-1 BASEBOARD VINYL GRAY A .7 +/- .9

139 SP148-1 EXTERIOR DOOR FRAME METAL BROWN A 4.4 +/- 1.4 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

140 SP148-1 EXTERIOR DOOR METAL BROWN A .01 +/- .12

141 SP148-1 EXTERIOR DOOR HINHES METAL BROWN A .1 +/- .4

142 SP148-1 INTERIOR DOOR FRAME METAL BROWN B 3.5 +/- 1.3 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

143 SP148-1 INTERIOR DOOR HINGES METAL BROWN B .04 +/- .09

144 SP148-1 INTERIOR DOOR WOOD BROWN B 5.1 +/- 1.7 20 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

145 SP148-1 WALL WOOD GREEN B 0 +/- .01

146 SP148-1 SOFFIT WOOD GREEN B 0 +/- .09

147 SP148-1 WALL DRYWALL GREEN C 0 +/- .07

148 SP148-1 WALL WOOD GREEN C .01 +/- .02

149 SP148-1 COLUMN DRYWALL GREEN C .02 +/- .14

150 SP148-1 INTERIOR DOOR METAL BROWN C 0 +/- .01

151 SP148-1 WALL WOOD GREEN C 0 +/- .17

152 SP148-1 WALL PLASTER GREEN C .01 +/- .09

153 SP148-1 WALL DRYWALL GREEN A 0 +/- .07

154 SP148-1 WALL PLASTER GREEN C .04 +/- .1

155 SP148-1 PIPE METAL WHITE C 0 +/- .03

156 SP148-1 BRACKET METAL WHITE C 0 +/- .09

157 SP148-1 WALL PLASTER GREEN B .03 +/- .16

158 SP148-1 CONDUIT METAL GREEN B .05 +/- .19

159 SP148-1 ELECTRICAL BOX METAL GREEN B 0 +/- .1

160 SP148-1 DROP CEILING TILE WOOD WHITE .1 +/- .6

161 SP148-1 CEILING GRID METAL BLACK 0 +/- .08

162 SP148-1 SPEAKER METAL WHITE 0 +/- .07

163 SP148-1 LIGHT FIXTURE METAL WHITE 0 +/- .08

164 SP148-1 PIPE METAL BLACK .02 +/- .2

165 SP148-1 CEILING FAN METAL WHITE 0 +/- .1

166 SP148-1 CEILING CONCRETE CREAM .02 +/- .04

167 SP148-1 SOFFIT WOOD WHITE D 0 +/- .01
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Results 
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(sq. ft. ) Damage Abatement options

ROOM SP179-1
168 SP148-1 PIPE METAL CREAM 5.1 +/- 1.9 11 INTACT

Abatement or Encapsulation of 
all Lead Based Paint

169 SP148-1 HANGER METAL CREAM 24 +/- 8.3 1 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

170 SP161-1 WALL PLASTER WHITE A .02 +/- .14

171 SP161-1 COLUMN PLASTER WHITE A .04 +/- .16

172 SP161-1 WINDOW FRAME WOOD WHITE A 3.0 +/- 1.0 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

173 SP161-1 WINDOW SILL WOOD WHITE A 5.9 +/- 1.7 3 POOR
Abatement or Encapsulation of 

all Lead Based Paint

174 SP161-1 WALL PLASTER WHITE B 0 +/- .01

175 SP161-1 INTERIOR DOOR FRAME METAL WHITE B 5.1 +/- 1.8 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

176 SP161-1 INTERIOR DOOR WOOD VARNISH B .01 +/- .06

177 SP161-1 EXTERIOR DOOR FRAME METAL WHITE C 3.2 +/- 1.2 7 POOR
Abatement or Encapsulation of 

all Lead Based Paint

178 SP161-1 EXTERIOR DOOR METAL GRAY C .01 +/- .05

179 SP161-1 WALL PLASTER WHITE C .1 +/- .2

180 SP161-1 INTERIOR WINDOW FRAME WOOD WHITE D 0 +/- .01

181 SP161-1 WALL PLASTER WHITE D .02 +/- .17

182 SP161-1 DROP CEILING TILE WOOD WHITE .3 +/- .5

183 SP161-1 CEILING GRID METAL BLACK 0 +/- .03

184 SP161-1 CEILING FAN METAL WHITE .01 +/- .13

185 SP161-1 SPEAKER METAL WHITE 0 +/- .07

186 SP161-1 WALL PLASTER TAN A .03 +/- .03

187 SP161-1 WALL PLASTER TAN B 0 +/- .07

188 SP161-1 WALL PLASTER TAN D .2 +/- .9

189 SP161-1 WALL PLASTER TAN C .04 +/- .05

190 SP162A-1 WALL PLASTER WHITE A .01 +/- .1

191 SP162A-1 COLUMN PLASTER BLUE D 0 +/- .1

192 SP162A-1 WINDOW FRAME WOOD WHITE A 0 +/- .13

193 SP162A-1 WINDOW SILL WOOD WHITE A 2.0 +/- .7 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

194 SP162A-1 WALL PLASTER WHITE B 0 +/- .04

195 SP162A-1 BASEBOARD VINYL GRAY B .8 +/- 1.0

ROOM SP161-1

ROOM SP162A-1
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ROOM SP179-1
196 SP162A-1 DOOR FRAME METAL GRAY B .06 +/- .2

197 SP162A-1 DOOR METAL GRAY B .01 +/- .27

198 SP162A-1 WALL PLASTER WHITE C 0 +/- .06

199 SP162A-1 WALL PLASTER BLUE D 0 +/- .04

200 SP162A-1 DROP CEILING TILE WOOD WHITE .3 +/- .49

201 SP162A-1 CEILING GRID METAL BLACK .01 +/- .11

202 SP162A-1 PIPE METAL BLACK .06 +/- .2

203 SP162A-1 LIGHT FIXTURE METAL WHITE 3.2 +/- .9 8 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

204 SP162-1 SOFFIT DRYWALL WHITE A 0 +/- .01

205 SP162-1 INTERIOR DOOR FRAME METAL GRAY D .01 +/- .14

206 SP162-1 INTERIOR DOOR METAL GRAY D 0 +/- .1

207 SP162-1 COLUMN PLASTER WHITE D 0 +/- .06

208 SP162-1 WALL DRYWALL WHITE A 0 +/- .04

209 SP162-1 WALL DRYWALL WHITE B .01 +/- .16

210 SP162-1 WALL DRYWALL WHITE D 0 +/- .11

211 SP162-1 SOFFIT DRYWALL GRAY D .01 +/- .1

212 SP162-1 WALL PLASTER GRAY A 0 +/- .01

213 SP162-1 WALL PLASTER GREEN B 0 +/- .01

214 SP162-1 CEILING FAN METAL WHITE 0 +/- .13

215 SP162-1 DROP CEILING TILE WOOD WHITE .2 +/- .6

216 SP162-1 CEILING GRID METAL WHITE .1 +/- .7

217 SP162-1 LIGHT FIXTURE METAL WHITE 0 +/- .08

218 SP162-1 PIPE METAL BLACK .02 +/- .2

219 SP162-1 HANGER METAL ORANGE .4 +/- .2

220 SP162-1 CEILING CONCRETE CREAM .2 +/- .8

221 CALIBRATION 1.5 +/- .15

222 CALIBRATION .01 +/- .19

223 CALIBRATION 2.5 +/- .85

ROOM SP162-1

ROOM SP163B-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP179-1
224 SP163B-1 SOFFIT DRYWALL WHITE A 0 +/- .6

225 SP163B-1 WALL PLASTER WHITE A 0 +/- .01

226 SP163B-1 WALL PLASTER WHITE B 0 +/- .03

227 SP163B-1 DOOR FRAME METAL GRAY B 0 +/- .13

228 SP163B-1 DOOR METAL GRAY B 0 +/- .04

229 SP163B-1 WALL PLASTER WHITE C 0 +/- .01

230 SP163B-1 WALL PLASTER WHITE D .3 +/- .9

231 SP163B-1 COLUMN PLASTER WHITE C .1 +/- .9

232 SP163B-1 WINDOW FRAME WOOD WHITE D 3.5 +/- 1.1 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

233 SP163B-1 WINDOW SILL WOOD WHITE D 3.6 +/- 1.2 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

234 SP163B-1 RADIATOR METAL WHITE D 0 +/- .13

235 SP163B-1 RADIATOR BASE METAL GRAY D 0 +/- .02

236 SP163B-1 DROP CEILING TILE WOOD WHITE .1 +/- .6

237 SP163B-1 CEILING GRID METAL BLACK 0 +/- .11

238 SP163B-1 CEILING FAN METAL WHITE .07 +/- .55

239 SP163B-1 LIGHT FIXTURE METAL WHITE 0 +/- .1

240 SP163B-1 BRACKET METAL BLACK 0 +/- .01

241 SP163B-1 HANGER METAL ORANGE .29 +/- .29

242 SP163B-1 PIPE METAL BLACK .01 +/- .15

243 SP134C-1 WALL PLASTER TAN A 0 +/- .1

244 SP134C-1 WALL PLASTER TAN B .1 +/- .6

245 SP134C-1 DOOR FRAME METAL BROWN B .03 +/- .2

246 SP134C-1 DOOR METAL BROWN B 0 +/- .1

247 SP134C-1 WALL PLASTER TAN C .1 +/- .7

248 SP134C-1 COLUMN PLASTER TAN C .01 +/- .11

249 SP134C-1 BASEBOARD VINYL GRAY C 0 +/- .05

250 SP134C-1 WALL DRYWALL TAN D .01 +/- .15

251 SP134C-1 CEILING FAN METAL WHITE 0 +/- .03

252 SP134C-1 CEILING GRID METAL BLACK 0 +/- .1

ROOM SP134C-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP179-1
253 SP134C-1 LIGHT FIXTURE METAL WHITE 0 +/- .1

254 SP134C-1 PIPE METAL BLACK .01 +/- .16

255 SP134C-1 HANGER METAL ORANGE 2.9 +/- .9 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

256 SP134C-1 DROP CEILING TILE WOOD WHITE .03 +/- .14

257 SP134B-1 WALL PLASTER WHITE A .04 +/- .17

258 SP134B-1 BASEBOARD VINYL GRAY A .02 +/- .13

259 SP134B-1 WALL PLASTER WHITE B .02 +/- .08

260 SP134B-1 COLUMN PLASTER WHITE C .1 +/- .8

261 SP134B-1 WALL PLASTER WHITE C 0 +/- .01

262 SP134B-1 DOOR FRAME METAL GRAY D 0 +/- .01

263 SP134B-1 DOOR METAL GRAY D 0 +/- .08

264 SP134B-1 WALL PLASTER WHITE D .4 +/- .6

265 SP134B-1 DROP CEILING TILE WOOD WHITE .06 +/- .59

266 SP134B-1 CEILING GRID METAL BLACK .01 +/- .17

267 SP134B-1 CEILING FAN METAL WHITE .4 +/- .9

268 SP134B-1 LIGHT FIXTURE METAL WHITE .01 +/- .12

269 SP134B-1 PIPE METAL BLACK .03 +/- .24

270 SP134B-1 BRACKET METAL BLACK .01 +/- .08

271 SP134A-1 WALL PLASTER WHITE A .2 +/- .7

272 SP134A-1 COLUMN PLASTER WHITE A 0 +/- .1

273 SP134A-1 BASEBOARD VINYL GRAY A .01 +/- .03

274 SP134A-1 WALL PLASTER WHITE B .1 +/- .9

275 SP134A-1 WALL PLASTER WHITE C 0 +/- .06

276 SP134A-1 WALL DRYWALL WHITE D 0 +/- .01

277 SP134A-1 DOOR FRAME METAL GRAY D 0 +/- .09

278 SP134A-1 DOOR METAL GRAY D .01 +/- .16

279 SP134A-1 DROP CEILING TILE WOOD WHITE .11 +/- .59

280 SP134A-1 CEILING GRID METAL BLACK 0 +/- .07

ROOM SP134A-1

ROOM SP134B-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP179-1
281 SP134A-1 LIGHT FIXTURE METAL WHITE .02 +/- .13

282 SP134A-1 CEILING FAN METAL WHITE .01 +/- .05

283 SP134A-1 BRACKET METAL BLACK .02 +/- .13

284 SP134A-1 PIPE METAL BLACK .1 +/- .2

285 SP134-1 WALL PLASTER TAN A .1 +/- .8

286 SP134-1 BASEBOARD VINYL BLACK A 0 +/- .03

287 SP134-1 EXTERIOR DOOR FRAME METAL BROWN A .3 +/- .9

288 SP134-1 EXTERIOR DOOR FRAME METAL PINK A 0 +/- .11

289 SP134-1 INTERIOR DOOR FRAME METAL BROWN B 0 +/- .08

290 SP134-1 INTERIOR DOOR METAL BROWN B .03 +/- .19

291 SP134-1 WALL DRYWALL TAN B 0 +/- .09

292 SP134-1 WALL PLASTER TAN C .05 +/- .16

293 SP134-1 WALL DRYWALL TAN D .01 +/- .13

294 SP134-1 DROP CEILING TILE WOOD WHITE .3 +/- .6

295 SP134-1 CEILING GRID METAL BLACK .2 +/- .6

296 SP134-1 CEILING FAN METAL WHITE .01 +/- .16

297 SP134-1 BRACKET METAL BLACK .01 +/- .04

298 SP134-1 HANGER METAL BLACK .03 +/- .13

299 SP134-1 HANGER METAL ORANGE .01 +/- .05

300 SP135-1 WALL PLASTER WHITE A 0 +/- .06

301 SP135-1 BASEBOARD VINYL BLACK A .09 +/- .66

302 SP135-1 DOOR FRAME METAL GRAY A 4.8 +/- 1.7 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

303 SP135-1 DOOR METAL GRAY A 0 +/- .12

304 SP135-1 WALL PLASTER WHITE B 0 +/- .08

305 SP135-1 WALL PLASTER WHITE C .9 +/- 1.1

306 SP135-1 COLUMN PLASTER WHITE C .01 +/- .04

307 SP135-1 WALL PLASTER WHITE D 0 +/- .02

308 SP135-1 INTERIOR DOOR FRAME METAL GRAY D 0 +/- .03

ROOM SP134-1

ROOM SP135-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP179-1
309 SP135-1 INTERIOR DOOR METAL GRAY D .02 +/- .13

310 SP135-1 DROP CEILING TILE WOOD WHITE .5 +/- .7

311 SP135-1 CEILING GRID METAL BLACK 0 +/- .04

312 SP135-1 LIGHT FIXTURE METAL WHITE .04 +/- .16

313 SP135-1 CEILING FAN METAL WHITE 0 +/- .04

314 SP135-1 PIPE METAL BLACK .04 +/- .27

315 SP135-1 BRACKET METAL BLACK 0 +/- .03

316 SP104A-1 WALL DRYWALL WHITE A 0 +/- .07

317 SP104A-1 BASEBOARD VINYL GRAY A .03 +/- .12

318 SP104A-1 WALL DRYWALL WHITE B 0 +/- .07

319 SP104A-1 DOOR FRAME METAL WHITE B 0 +/- .01

320 SP104A-1 DOOR METAL GRAY B .01 +/- .18

321 SP104A-1 WALL DRYWALL WHITE C .01 +/- .14

322 SP104A-1 COLUMN PLASTER WHITE C 0 +/- 01

323 SP104A-1 WALL PLASTER WHITE D 0 +/- .01

324 SP104A-1 WINDOW FRAME WOOD WHITE D 4.5 +/- 1.6 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

325 SP104A-1 WINDOW SILL WOOD WHITE D 0 +/- .1

326 SP104A-1 RADIATOR METAL WHITE D .01 +/- .17

327 SP104A-1 DROP CEILING TILE WOOD WHITE .1 +/- .6

328 SP104A-1 CEILING GRID METAL BLACK 0 +/- 0

329 SP104A-1 CEILING FAN METAL WHITE .3 +/- .7

330 SP104A-1 LIGHT FIXTURE METAL WHITE 0 +/- .02

331 SP104A-1 PIPE METAL BLACK .1 +/- .3

332 SP104A-1 HANGER METAL GRAY 20 +/- 7.8 2 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

333 SP104-1 WALL DRYWALL WHITE A 0 +/- .09

334 SP104-1 WALL PLASTER WHITE B .1 +/- .8

335 SP104-1 DOOR FRAME METAL WHITE B 3.4 +/- 1.3 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

336 SP104-1 DOOR METAL GRAY B 0 +/- .02

ROOM SP104A-1

ROOM SP104-1
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XRF 
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Number

Building 
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Number Building Component Substrate Color
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Lead 
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(mg/cm2)
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Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP179-1
337 SP104-1 COLUMN PLASTER WHITE C .4 +/- 1.0

338 SP104-1 WALL DRYWALL WHITE C 0 +/- .06

339 SP104-1 WALL PLASTER WHITE D 4.4 +/- 1.7 40 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

340 SP104-1 WINDOW FRAME WOOD WHITE D 4.5 +/- 1.4 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

341 SP104-1 WINDOW SILL WOOD WHITE D 4.6 +/- 1.6 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

342 SP104-1 RADIATOR METAL WHITE D 0 +/- .14

343 SP104-1 DROP CEILING TILE WOOD WHITE 0 +/- .6

344 SP104-1 CEILING GRID METAL BLACK .04 +/- .28

345 SP104-1 CEILING FAN METAL WHITE .04 +/- .57

346 SP104-1 LIGHT FIXTURE METAL WHITE 0 +/- .03

347 SP104-1 BRACKET METAL BLACK .01 +/- .07

348 SP104-1 PIPE METAL BLACK 0 +/- .1

349 SP103-1 WALL PLASTER WHITE A .05 +/- .15

350 SP103-1 WINDOW FRAME WOOD WHITE A 4.1 +/- 1.3 10 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

351 SP103-1 WINDOW SILL WOOD WHITE A 4.9 +/- 1.9 6 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

352 SP103-1 RADIATOR METAL WHITE A 0 +/- .14

353 SP103-1 COLUMN PLASTER WHITE A .1 +/- .8

354 SP103-1 WALL PLASTER WHITE B .1 +/- .8

355 SP103-1 DOOR FRAME METAL WHITE C 3.1 +/- 1.3 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

356 SP103-1 DOOR METAL GRAY C 0 +/- .1

357 SP103-1 WALL PLASTER WHITE C .32 +/- .22

358 SP103-1 WALL PLASTER WHITE D .24 +/- .14

359 SP103-1 STALL METAL GRAY D 1.4 +/- .3 100 POOR
Abatement or Encapsulation of 

all Lead Based Paint

360 SP103-1 LOCKER METAL GRAY .01 +/- .17

361 SP103-1 INTERIOR DOOR FRAME METAL WHITE D 0 +/- .08

362 SP103-1 INTERIOR DOOR METAL GRAY D 0 +/- .12

363 SP103-1 WALL DRYWALL WHITE D 0 +/- .09

364 SP103-1 BASEBOARD VINYL BLACK D .1 +/- .7

365 SP103-1 BASEBOARD CERAMIC TILE PEACH D .1 +/- .1

ROOM SP103/103A-1
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XRF 
Sample 
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Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP179-1
366 SP103-1 DROP CEILING TILE WOOD WHITE .3 +/- .4

367 SP103-1 CEILING GRID METAL BLACK .01 +/- .15

368 SP103-1 LIGHT FIXTURE METAL WHITE 0 +/- .11

369 SP103-1 SPEAKER METAL WHITE 0 +/- .01

370 SP103-1 CEILING FAN METAL WHITE 0 +/- .01

371 SP103-1 HANGER METAL ORANGE 2.5 +/- .7 14 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

372 SP103-1 PIPE METAL BLACK .01 +/- .01

373 SP103-1 CALIBRATION 0 +/- .13

374 SP103-1 CALIBRATION 1.5 +/- .24

375 SP103-1 CALIBRATION 3.4 +/- .91

376 SP103-1 SHUTTER CALIBRATION

377 SP103-1 CALIBRATION 0 +/- .12

378 SP103-1 CALIBRATION .32 +/- .09

379 SP103-1 CALIBRATION 3.3 +/- .9

380 SP146E-1 WALL PLASTER PEACH A .1 +/- .8

381 SP146E-1 CEILING PLASTER PEACH .35 +/- .22

382 SP146E-1 CONDUIT METAL PEACH .02 +/- .04

383 SP146E-1 WALL PLASTER PEACH B .7 +/- 1.1

384 SP146E-1 WINDOW FRAME WOOD YELLOW B 4.5 +/- 1.6 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

385 SP146E-1 WINDOW SILL WOOD YELLOW B 2.6 +/- .8 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

386 SP146E-1 RADIATOR METAL WHITE B .17 +/- .34

387 SP146E-1 WALL PLASTER PEACH C .2 +/- .9

388 SP146E-1 WALL PLASTER PEACH D .18 +/- .08

389 SP146E-1 BASEBOARD PLASTER RED D .13 +/- .26

390 SP146E-1 DOOR FRAME METAL GRAY D 5.1 +/- 1.6 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

391 SP146E-1 DOOR METAL GRAY D 0 +/- .1

392 SP146E-1 SHELF METAL YELLOW A .01 +/- .02

393 SP146E-1 SHELF METAL GRAY A .03 +/- .05

394 SP146E-1 SHELF METAL GREEN A .1 +/- .2

ROOM SP146E-1
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ROOM SP179-1
395 SP146E-1 SOFFIT DRYWALL PEACH D .4 +/- 1.0

396 SP146D-1 WALL PLASTER PEACH A .04 +/- .04

397 SP146D-1 CONDUIT METAL TAN A .01 +/- .03

398 SP146D-1 HANGER METAL TAN A .2 +/- .7

399 SP146D-1 PIPE METAL TAN A 0 +/- .12

400 SP146D-1 PIPE METAL CREAM A 0 +/- .01

401 SP146D-1 HANGER METAL CREAM A .02 +/- .32

402 SP146D-1 CEILING PLASTER PEACH .01 +/- .78

403 SP146D-1 WALL PLASTER WHITE A .4 +/- .9

404 SP146D-1 WALL PLASTER WHITE B .4 +/- .9

405 SP146D-1 CEILING PLASTER WHITE .03 +/- .14

406 SP146D-1 CONDUIT METAL WHITE .02 +/- .06

407 SP146D-1 WALL PLASTER PEACH B .06 +/- .05

408 SP146D-1 WALL PLASTER PEACH C .5 +/- 1.0

409 SP146D-1 WALL PLASTER PEACH D .07 +/- .05

410 SP146D-1 BASEBOARD PLASTER RED D .06 +/- .07

411 SP146D-1 OVERHANGE PLASTER PEACH D .2 +/- .9

412 SP146D-1 DOOR FRAME METAL GRAY D 2.8 +/- .9 7 POOR
Abatement or Encapsulation of 

all Lead Based Paint

413 SP146D-1 DOOR METAL GRAY D 0 +/- .11

414 SP146D-1 SHELF METAL YELLOW D .09 +/- .15

415 SP146D-1 SHELF WOOD YELLOW D 0 +/- .13

416 SP146D-1 CABINET METAL TAN A .04 +/- .27

417 SP146D-1 SHELF METAL GRAY A 0 +/- .01

418 SP146D-1 CABINET METAL ORANGE C .5 +/- .2

419 SP146C-1 WALL PLASTER PEACH A 0 +/- .,01

420 SP146C-1 COLUMN PLASTER PEACH A .4 +/- .9

421 SP146C-1 WALL PLASTER PEACH B .3 +/- .9

422 SP146C-1 DOOR FRAME METAL GRAY B 3.0 +/- 1.1 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

423 SP146C-1 DOOR METAL GRAY B 0 +/- .16

ROOM SP146D-1

ROOM SP146C-1
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ROOM SP179-1
424 SP146C-1 WALL PLASTER PEACH C .01 +/- .08

425 SP146C-1 WALL PLASTER PEACH D .7 +/- 1.1

426 SP146C-1 WINDOW FRAME WOOD PEACH D 12 +/- 5.2 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

427 SP146C-1 WINDOW SILL WOOD PEACH D 3.4 +/- 1.1 1 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

428 SP146C-1 BRACKET METAL WHITE D 8.5 +/- 3.3 2 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

429 SP146C-1 BASEBOARD CERAMIC TILE PEACH A 14 +/- 3.1 11 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

430 SP146C-1 CEILING PLASTER PEACH 0 +/- .01

431 SP146B-1 WALL PLASTER WHITE A .4 +/- 1.0

432 SP146B-1 PANEL WOOD WHITE A .01 +/- .21

433 SP146B-1 WALL PLASTER WHITE B .01 +/- .06

434 SP146B-1 DOOR FRAME METAL GRAY B 3.0 +/- 1.0 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

435 SP146B-1 DOOR METAL GRAY B 0 +/- .06

436 SP146B-1 WALL PLASTER WHITE C .01 +/- .02

437 SP146B-1 BASEBOARD CERAMIC TILE PEACH C 11 +/- 2.6 11 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

438 SP146B-1 WALL PLASTER WHITE D .01 +/- .2

439 SP146B-1 WINDOW FRAME WOOD CREAM D 5.4 +/- 1.8 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

440 SP146B-1 WINDOW SILL WOOD WHITE D 2.5 +/- .9 2 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

441 SP146B-1 RADIATOR METAL SILVER D .08 +/- .15

442 SP146B-1 RADIATOR BASE METAL SILVER D 7.7 +/- 3.2 1 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

443 SP146B-1 CEILING PLASTER WHITE .01 +/- .12

444 SP146A-1 DOOR FRAME METAL CREAM B 4.3 +/- 1.8 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

445 SP146A-1 DOOR METAL GRAY B .01 +/- .15

446 SP146A-1 SHELF METAL GREEN C .1 +/- .04

447 SP146A-1 SHELF METAL GRAY D .1 +/- .2

448 SP146A-1 BEAM METAL RED C .05 +/- .06

449 SP146A-1 ASBESTOS INSULATED PIPE METAL GRAY 5.1 +/- 1.6 21 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

450 SPFC1E-1 WALL PLASTER GREEN A .6 +/- 1.0

ROOM SP146B-1

ROOM SP146A-1

ROOM SPFC1E-1
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ROOM SP179-1
451 SPFC1E-1 WALL PLASTER GREEN B .03 +/- .02

452 SPFC1E-1 WALL PLASTER GREEN C .4 +/- .9

453 SPFC1E-1 DOOR FRAME METAL GREEN D 3.2 +/- 1.0 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

454 SPFC1E-1 WALL PLASTER GREEN D .06 +/- .19

455 SPFC1E-1 DOOR WOOD GREEN .15 +/- .19

456 SPFC1E-1 CEILING PLASTER GREEN .5 +/- .9

457 SPFC1E-1 BASEBOARD CONCRETE BROWN B .01 +/- .01

458 SPFC1E-1 FLOOR CONCRETE BROWN 0 +/- .8

459 SP146STAIR-1WALL CINDER BLOCK WHITE A .2 +/- .7

460 SP146STAIR-1WALL CINDER BLOCK WHITE B 0 +/- .09

461 SP146STAIR-1EXTERIOR DOOR FRAME METAL BROWN B .02 +/- .17

462 SP146STAIR-1EXTERIOR DOOR METAL BROWN B .02 +/- .15

463 SP146STAIR-1EXTERIOR DOOR FRAME METAL WHITE B .03 +/- .19

464 SP146STAIR-1HANDRAIL METAL BROWN C .01 +/- .16

465 SP146STAIR-1HANDRAIL BASE METAL BROWN C 0 +/- .14

466 SP146STAIR-1HANDRAIL BASE METAL WHITE A 0 +/- .14

467 SP146STAIR-1DOOR FRAME METAL GRAY C .2 +/- .6

468 SP146STAIR-1DOOR METAL GRAY C .1 +/- .1

469 SP146STAIR-1WALL CINDER BLOCK WHITE D .3 +/- .8

470 SP146STAIR-1CEILING DRYWALL WHITE 0 +/- .13

471 SP146STAIR-1LIGHT FIXTURE METAL WHITE .02 +/- .19

472 SP146HALL-1WALL PLASTER WHITE A 0 +/- .01

473 SP146HALL-1EXTERIOR DOOR FRAME METAL GRAY A .2 +/- 1.5

474 SP146HALL-1EXTERIOR DOOR METAL GRAY A .02 +/- .23

475 SP146HALL-1WALL PLASTER WHITE B .06 +/- .09

476 SP146HALL-1PLATE METAL WHITE B .01 +/- .22

477 SP146HALL-1INTERIOR DOOR FRAME METAL GRAY B 4.5 +/- 1.6 63 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

478 SP146HALL-1INTERIOR DOOR METAL GRAY B 0 +/- .06

479 SP146HALL-1INTERIOR DOOR WOOD GRAY B .12 +/- .25

ROOM SP146STAIR-1

ROOM SP146HALL-1
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ROOM SP179-1
480 SP146HALL-1WALL PLASTER WHITE C .1 +/- .09

481 SP146HALL-1HINGE METAL WHITE C 0 +/- .13

482 SP146HALL-1WALL PLASTER WHITE D .07 +/- .09

483 SP146HALL-1CEILING PLASTER WHITE .4 +/- .9

484 SP146HALL-1OVERHANG PLASTER WHITE .08 +/- .25

485 SP146HALL-1BASEBOARD CONCRETE BLACK B .06 +/- .25

486 SP146HALL-1FLOOR CONCRETE BROWN .02 +/- .03

487 SP146HALL-1STAIR POLE METAL WHITE .09 +/- .29

488 SP146HALL-1STAIR UNDERNEATH METAL WHITE .06 +/- .21

489 SP146HALL-1STAIR METAL BROWN .05 +/- .02

490 SP146HALL-1STAIT BRACKET METAL WHITE .02 +/- .3

491 SP146HALL-1STAIR HANDRAIL METAL YELLOW .02 +/- .02

492 SP146HALL-1STAIR RISER METAL WHITE .02 +/- .26

493 SP146HALL-1PIPE METAL BLACK 0 +/- .1

494 SP146HALL-1STAIR HANDRAIL METAL WHITE .14 +/- .17

495 SP146HALL-1SHELF WOOD WHITE 0 +/- .09

496 SP281-1 WALL PLASTER WHITE A 0 +/- .08

497 SP281-1 COLUMN PLASTER WHITE A .05 +/- .04

498 SP281-1 WALL PLASTER WHITE B .05 +/- .04

499 SP281-1 WALL PLASTER WHITE C .04 +/- .04

500 SP281-1 PIPE CAP METAL WHITE B .2 +/- .8

501 SP281-1 DOOR FRAME METAL GRAY B 2.7 +/- .8 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

502 SP281-1 DOOR METAL GRAY B 0 +/- .11

503 SP281-1 RADIATOR METAL SILVER C .17 +/- .28

504 SP281-1 RADIATOR BASE METAL SILVER D 3.1 +/- 1.0 1 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

505 SP281-1 PIPE METAL BLACK D .01 +/- .18

506 SP281-1 WALL PLASTER WHITE D .05 +/- .05

507 SP281-1 WINDOW FRAME WOOD WHITE D 4.4 +/- 1.7 10 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

508 SP281-1 WINDOW SILL WOOD WHITE D .08 +/- .17

509 SP281-1 SHELF METAL GREEN C .2 +/- .06

ROOM SP281-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP179-1
510 SP281-1 SHELF METAL GRAY D .05 +/- .1

511 SP281-1 TABLE METAL WHITE B .05 +/- .15

512 SP281-1 BASEBOARD CONCRETE BROWN C .09 +/- .15

513 SP281-1 CEILING PLASTER WHITE .3 +/- .9

514 SPSTGSTRGE-1WALL DRYWALL WHITE A 0 +/- .09

515 SPSTGSTRGE-1DOOR FRAME METAL WHITE A 0 +/- .1

516 SPSTGSTRGE-1DOOR METAL WHITE A 0 +/- .05

517 SPSTGSTRGE-1CABINET METAL ORANGE A 1.3 +/- .1 300 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

518 SPSTGSTRGE-1CABINET METAL BROWN A .48 +/- .22

519 SPSTGSTRGE-1CABINET METAL CREAM C .01 +/- .02

520 SPSTGSTRGE-1SHELF METAL CREAM D 0 +/- .04

521 SPSTGSTRGE-1SHELF METAL GRAY B .01 +/- .06

522 SPSTGSTRGE-1PIPE METAL GRAY B 5.1 +/- 1.7 32 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

523 SPSTGSTRGE-1PIPE METAL BLACK 0 +/- 0

524 SPSTGSTRGE-1PIPE METAL RED 0 +/- .02

525 SP146H-1 WALL DRYWALL CREAM A 0 +/- .01

526 SP146H-1 DOOR FRAME METAL PINK A .01 +/- .07

527 SP146H-1 DOOR WOOD VARNISH A .1 +/- .2

528 SP146H-1 WALL DRYWALL CREAM B 0 +/- .08

529 SP146H-1 WALL DRYWALL CREAM D 0 +/- .01

530 SP146H-1 BASEBOARD VINYL GRAY D 0 +/- .01

531 SP146H-1 SHELF METAL GRAY A .04 +/- .23

532 SP146H-1 CABINET METAL GRAY B .06 +/- .11

533 SP146H-1 DROP CEILING TILE WOOD CREAM .1 +/- .5

534 SP146H-1 CEILING GRID METAL WHITE .04 +/- .16

535 SP146H-1 LIGHT FIXTURE METAL WHITE .01 +/- .15

536 SP146H-1 PIPE METAL BLACK .01 +/- .02

537 SP146F-1 WALL WOOD WHITE A .5 +/- .2

ROOM SPSTGSTRGE-1

ROOM SP146H-1

ROOM SP146F-1
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XRF 
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Number

Building 
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Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP179-1
538 SP146F-1 WALL PLASTER WHITE A .04 +/- .23

539 SP146F-1 VENT METAL WHITE A .19 +/- .24

540 SP146F-1 VENT FRAME WOOD WHITE A ,7 +/- .4

541 SP146F-1 BASEBOARD WOOD WHITE A .04 +/- .11

542 SP146F-1 EXTERIOR DOOR FRAME WOOD WHITE A .03 +/- .15

543 SP146F-1 EXTERIOR DOOR METAL BROWN A 0 +/- .01

544 SP146F-1 BASEBOARD CONCRETE GRAY A .03 +/- .13

545 SP146F-1 WALL WOOD WHITE B .19 +/- .11

546 SP146F-1 MOLDING WOOD WHITE B .13 +/- .06

547 SP146F-1 WALL PLASTER WHITE B .03 +/- .15

548 SP146F-1 WALL PLASTER WHITE B .03 +/- .15

549 SP146F-1 HANDRAIL METAL WHITE B 0 +/- .07

550 SP146F-1 STAIRS CONCRETE WHITE B .2 +/- .2

551 SP146F-1 INTERIOR DOOR WOOD VARNISH C .01 +/- .18

552 SP146F-1 PLATE METAL WHITE B .01 +/- .19

553 SP146F-1 WALL WOOD WHITE C .19 +/- .1

554 SP146F-1 WALL PLASTER WHITE C 0 +/- .1

555 SP146F-1 WALL PLASTER WHITE D .6 +/- 1.0

556 SP146F-1 DOOR FRAME METAL GRAY D 0 +/- .08

557 SP146F-1 DOOR WOOD GRAY D .03 +/- .21

558 SP146F-1 BASEBOARD VINYL GRAY D .01 +/- .06

559 SP146F-1 CEILING PLASTER WHITE .05 +/- .25

560 SP146F-1 SHELF WOOD WHITE A 0 +/- .06

561 SP146F-1 WALL TILE METAL WHITE D .26 +/- .53

562 SP146F-1 CABINET WOOD VARNISH D 0 +/- .01

563 SP146F-1 PIPE METAL RED .02 +/- .15

564 SP146F-1 STAGE ROPE HOLDER METAL CREAM A 5.1 +/- 1.6 30 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

565 SP146F-1 PIPE METAL GRAY A 5.1 +/- 1.7 13 POOR
Abatement or Encapsulation of 

all Lead Based Paint

566 SP146F-1 CONDUIT METAL GRAY B 15 +/- 6.5 15 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

567 SP146F-1 WALL DRYWALL WHITE C 0 +/- .08

568 SP146F-1 DOOR FRAME METAL WHITE C 0 +/- .08
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XRF 
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(sq. ft. ) Damage Abatement options

ROOM SP179-1
569 SP146F-1 DOOR METAL WHITE C .01 +/- .16

570 SP146F-1 PULLEY METAL BROWN C .13 +/- .11

571 SP146F-1 RADIATOR METAL GRAY C .13 +/- .17

572 SP146F-1 RADIATOR BASE METAL BLACK C 2.2 +/- .5 1 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

573 SP146F-1 FLOOR CONCRETE WHITE 1.3 +/- .3 20 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

574 SP146F-1 FLOOR WOOD VARNISH 0 +/- .02

575 SP146F-1 PIPE METAL BLACK 0 +/- .01

576 SP146F-1 BEAM METAL GRAY 4.4 +/- 1.7 600 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

577 CALIBRATION 3.2 +/- .98

578 CALIBRATION 0 +/- .01

579 CALIBRATION 3.3 +/- .92

580 SP282-1 WALL PLASTER BLACK A .07 +/- .17

581 SP282-1 WINDOW FRAME WOOD BLACK A 4.4 +/- 1.7 10 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

582 SP282-1 WINDOW SILL WOOD BLACK A .04 +/- .12

583 SP282-1 RADIATOR METAL WHITE A .09 +/- .17

584 SP282-1 RADIATOR BASE METAL WHITE A .08 +/- .15

585 SP282-1 COLUMN PLASTER BLACK B 0 +/- .01

586 SP282-1 WALL PLASTER BLACK B .05 +/- .08

587 SP282-1 WALL PLASTER WHITE C .01 +/- .02

588 SP282-1 WALL PLASTER BLACK D .03 +/- .12

589 SP282-1 DOOR FRAME METAL BLACK D 5.1 +/- 2.0 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

590 SP282-1 DOOR METAL BLACK D 0 +/- .1

591 SP282-1 DOOR METAL WHITE D 0 +/- .07

592 SP282-1 CEILING PLASTER BLACK .1 +/- .3

593 SP282-1 PIPE METAL RED .02 +/- .24

594 SP141-1 WALL CERAMIC TILE WHITE A .05 +/- .04

595 SP141-1 WALL CERAMIC TILE WHITE B .02 +/- .15

596 SP141-1 WALL CERAMIC TILE WHITE C .06 +/- .1

597 SP141-1 DOOR FRAME METAL GRAY C 2.8 +/- 1.1 7 POOR
Abatement or Encapsulation of 

all Lead Based Paint

ROOM SP282-1

ROOM SP141-1
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(mg/cm2)
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(sq. ft. ) Damage Abatement options

ROOM SP179-1
598 SP141-1 DOOR METAL GRAY C 0 +/- .1

599 SP141-1 STALL METAL BROWN C .1 +/- .6

600 SP141-1 WALL CERAMIC TILE WHITE D .01 +/- .01

601 SP141-1 DROP CEILING TILE WOOD WHITE .1 +/- .6

602 SP141-1 CEILING GRID METAL BLACK .01 +/- .1

603 SP141-1 LIGHT FIXTURE METAL WHITE .02 +/- .19

604 SP141-1 PIPE METAL BLACK .01 +/- .07

605 SP141-1 HANGER METAL ORANGE 2.8 +/- 1.1 2 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

606 SP141-1 CEILING FAN METAL WHITE .2 +/- .8

607 SPFC1D-1 DOOR FRAME METAL WHITE A 3.4 +/- .7 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

608 SPFC1D-1 DOOR WOOD VARNISH .01 +/- .14

609 SPFC1D-1 WALL PLASTER WHITE B .3 +/- 1.0

610 SPFC1D-1 WALL PLASTER WHITE C .03 +/- .05

611 SPFC1D-1 WALL PLASTER WHITE D .2 +/- .9

612 SPFC1D-1 PANEL WOOD RED D .02 +/- .13

613 SPFC1D-1 CONDUIT METAL WHITE D .1 +/- .1

614 SPFC1D-1 PIPE METAL RED B .02 +/- .23

615 SPFC1D-1 VALVE METAL RED B 5.9 +/- 1.9 1 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

616 SPFC1D-1 BASEBOARD CONCRETE RED C 0 +/- .02

617 SPFC1D-1 FLOOR CONCRETE RED 0 +/- .01

618 SP151-1 WALL PLASTER WHITE A .05 +/- .41

619 SP151-1 DOOR FRAME METAL GRAY A 7.3 +/- 3.0 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

620 SP151-1 DOOR METAL GRAY A 0 +/- .03

621 SP151-1 CABINET WOOD WHITE B .04 +/- .24

622 SP151-1 WALL PLASTER WHITE C .1 +/- .12

623 SP151-1 INTERIOR DOOR FRAME METAL GRAY CENTER 6.4 +/- 2.4 14 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

624 SP151-1 INTERIOR DOOR METAL GRAY CENTER 0 +/- .08

625 SP151-1 WALL PLASTER WHITE C .06 +/- .16

626 SP151-1 WALL PLASTER WHITE D .07 +/- .08

ROOM SPFC1D-1

ROOM SP151/151A-1
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(sq. ft. ) Damage Abatement options

ROOM SP179-1
627 SP151-1 STALL METAL GRAY D .7 +/- .2

628 SP151-1 BASEBOARD CERAMIC TILE PEACH D 17 +/- 7.0 15 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

629 SP151-1 DROP CEILING TILE WOOD WHITE .1 +/- .6

630 SP151-1 CEILING GRID METAL BLACK 0 +/- .6

631 SP151-1 CEILING FAN METAL WHITE .02 +/- .13

632 SP151-1 BRACKET METAL BLACK .02 +/- .12

633 SP151-1 PIPE METAL BLACK 0 +/- .01

634 SP151-1 WALL PLASTER PINK C .05 +/- .04

635 SP151-1 WALL PLASTER PINK D .2 +/- .9

636 SP151-1 WALL PLASTER PINK A .07 +/- .09

637 SP151-1 WALL PLASTER PINK B .02 +/- .02

638 SP151-1 HANGER METAL ORANGE 22 +/- 7.1 8 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

639 SP167-1 WALL PLASTER WHITE A 0 +/- .08

640 SP167-1 DOOR FRAME METAL GRAY A 0 +/- .13

641 SP167-1 DOOR METAL GRAY A 0 +/- .09

642 SP167-1 WALL DRYWALL WHITE B 0 +/- .12

643 SP167-1 COLUMN DRYWALL WHITE B 0 +/- .08

644 SP167-1 STALL METAL BROWN B 0 +/- .01

645 SP167-1 WALL PLASTER WHITE C .2 +/- .9

646 SP167-1 WINDOW FRAME WOOD WHITE C 2.7 +/- .9 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

647 SP167-1 WINDOW SILL WOOD WHITE C 0 +/- .1

648 SP167-1 WALL DRYWALL WHITE D .01 +/- .03

649 SP167-1 BASEBOARD VINYL BLACK D .4 +/- .9

650 SP167-1 DROP CEILING TILE WOOD WHITE 0 +/- .07

651 SP167-1 CEILING GRID METAL BLACK 0 +/- .04

652 SP167-1 CEILING FAN METAL WHITE .03 +/- .7

653 SP167-1 LIGHT FIXTURE METAL WHITE .02 +/- .14

654 SP167-1 PIPE METAL BLACK .07 +/- .34

655 SP167-1 HANGER METAL ORANGE 5.1 +/- 1.7 11 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

656 SP167-1 PIPE METAL WHITE 6.6 +/- 2.2 9 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

ROOM SP167-1
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ROOM SP179-1
657 SP167-1 HANGER METAL WHITE 2.7 +/- .7 3 INTACT

Abatement or Encapsulation of 
all Lead Based Paint

658 SP193A-1 WALL PLASTER WHITE A .1 +/- .7

659 SP193A-1 COLUMN DRYWALL WHITE A 0 +/- .01

660 SP193A-1 BASEBOARD VINYL BLACK A .11 +/- .23

661 SP193A-1 WINDOW FRAME WOOD WHITE A 4.9 +/- 1.8 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

662 SP193A-1 WINDOW SILL WOOD WHITE A 6 +/- 2.4 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

663 SP193A-1 WALL DRYWALL WHITE B .01 +/- .14

664 SP193A-1 WALL DRYWALL WHITE C 0 +/- .02

665 SP193A-1 DOOR FRAME METAL GRAY C 0 +/- .05

666 SP193A-1 DOOR METAL GRAY C .04 +/- .21

667 SP193A-1 WALL DRYWALL WHITE D .1 +/- .2

668 SP193A-1 DROP CEILING TILE WOOD WHITE 0 +/- .01

669 SP193A-1 CEILING GRID METAL BLACK 0 +/- .11

670 SP193A-1 LIGHT FIXTURE METAL WHITE .02 +/- .17

671 SP187-1 WALL PLASTER WHITE A .1 +/- .8

672 SP187-1 WALL DRYWALL WHITE B 0 +/- .05

673 SP187-1 BASEBOARD VINYL PINK B 4.2 +/- 1.5 8 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

674 SP187-1 WALL PLASTER WHITE B 0 +/- .01

675 SP187-1 DOOR FRAME METAL GRAY B 0 +/- .08

676 SP187-1 DOOR METAL GRAY B 0 +/- .13

677 SP187-1 COLUMN PLASTER WHITE B 0 +/- .12

678 SP187-1 STALL METAL WHITE CENTER 0 +/- .11

679 SP187-1 STALL METAL GRAY C .1 +/- .7

680 SP187-1 WALL PLASTER WHITE C .5 +/- .9

681 SP187-1 BASEBOARD CERAMIC TILE BROWN C .1 +/- .1

682 SP187-1 WALL PLASTER WHITE D .05 +/- .15

683 SP187-1 BASEBOARD CERAMIC TILE PEACH D 14 +/- 3.2 17 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

684 SP187-1 WINDOW FRAME WOOD WHITE D 2.8 +/- 1.1 6 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

685 SP187-1 WINDOW SILL WOOD WHITE D 11 +/- 2.9 4 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

ROOM SP187-1

ROOM SP193A-1
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ROOM SP179-1
686 SP187-1 DROP CEILING TILE WOOD WHITE 0 +/- .6

687 SP187-1 CEILING GRID METAL BLACK 0 +/- .06

688 SP187-1 CEILING FAN METAL WHITE .02 +/- .13

689 SP187-1 LIGHT FIXTURE METAL WHITE 0 +/- .08

690 SP187-1 PIPE METAL BLACK .01 +/- .02

691 SP123-1 WALL PLASTER WHITE A 0 +/- .1

692 SP123-1 BASEBOARD VINYL GRAY A 0 +/- .1

693 SP123-1 COLUMN PLASTER WHITE B 0 +/- .09

694 SP123-1 WALL PLASTER WHITE B .01 +/- .18

695 SP123-1 WALL PLASTER WHITE C 0 +/- .02

696 SP123-1 WALL PLASTER WHITE D 0 +/- .09

697 SP123-1 DOOR FRAME METAL GRAY D .05 +/- .38

698 SP123-1 DOOR METAL GRAY D 0 +/- .03

699 SP123-1 DROP CEILING TILE WOOD WHITE .01 +/- .12

700 SP123-1 CEILING GRID METAL BLACK 0 +/- .12

701 SP123-1 LIGHT FIXTURE METAL WHITE 0 +/- .07

702 SP123-1 PIPE METAL BLACK .02 +/- .07

703 SP123-1 CEILING FAN METAL WHITE .01 +/- .17

704 SP124-1 WALL PLASTER WHITE A 0 +/- .01

705 SP124-1 WALL PLASTER WHITE B .1 +/- .8

706 SP124-1 COLUMN PLASTER WHITE B 0 +/- .08

707 SP124-1 BASEBOARD VINYL GRAY B .6 +/- 1.0

708 SP124-1 WALL PLASTER WHITE C .02 +/- .12

709 SP124-1 WINDOW FRAME WOOD WHITE C 2.4 +/- .9 6 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

710 SP124-1 WINDOW SILL WOOD WHITE C 4.7 +/- 1.6 4 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

711 SP124-1 RADIATOR METAL WHITE C .04 +/- .26

712 SP124-1 RADIATOR BASE METAL SILVER C .2 +/- .28

713 SP124-1 DOOR FRAME METAL GRAY D .02 +/- .18

714 SP124-1 DOOR METAL GRAY D 0 +/- .08

ROOM SP123-1

ROOM SP124-1
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ROOM SP179-1
715 SP124-1 WALL PLASTER WHITE D 0 +/- .01

716 SP124-1 DROP CEILING TILE WOOD WHITE .18 +/- .54

717 SP124-1 CEILING GRID METAL BLACK 0 +/- .01

718 SP124-1 LIGHT FIXTURE METAL WHITE 0 +/- .01

719 SP124-1 CEILING FAN METAL WHITE .02 +/- .13

720 SP124-1 PIPE METAL BLACK 0 +/- .06

721 CALIBRATION 1.5 +/- .23

722 CALIBRATION .01 +/- .19

723 CALIBRATION .32 +/- .15

724 SHUTTER CALIBRATION

725 CALIBRATION 1.2 +/- .13

726 CALIBRATION 0 +/- .13

727 CALIBRATION 3.0 +/- .8

728 SPMC1D-1 WALL CINDER BLOCK CREAM A .04 +/- .27

729 SPMC1D-1 WALL CINDER BLOCK CREAM B .02 +/- .05

730 SPMC1D-1 WALL CINDER BLOCK CREAM C .03 +/- .05

731 SPMC1D-1 WALL CINDER BLOCK CREAM D .02 +/- .16

732 SPMC1D-1 DOOR FRAME METAL CREAM C 0 +/- .1

733 SPMC1D-1 DOOR FRAME METAL BROWN C .03 +/- .19

734 SPMC1D-1 DOOR WOOD VARNISH C 0 +/- .13

735 SPMC1D-1 ELECTRICAL BOX METAL CREAM D 0 +/- .02

736 SPMC1D-1 PIPE METAL BLACK 0 +/- .04

737 SPMC1D-1 DUCT METAL CREAM 16 +/- 6.9 5 POOR
Abatement or Encapsulation of 

all Lead Based Paint

738 SPMC1D-1 CEILING CONCRETE CREAM .02 +/- .03

739 SPHC1D-1 WALL CINDER BLOCK YELLOW A .01 +/- .07

740 SPHC1D-1 WALL CERAMIC TILE YELLOW A .05 +/- .38

741 SPHC1D-1 SHELF METAL WHITE B .1 +/- .36

742 SPHC1D-1 PANEL WOOD WHITE B 0 +/- .09

743 SPHC1D-1 WALL CINDER BLOCK WHITE B .04 +/- .3

ROOM SPMC1D-1

ROOM SPHC1D-1
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ROOM SP179-1
744 SPHC1D-1 WALL CERAMIC TILE YELLOW B .1 +/- .2

745 SPHC1D-1 WALL CERAMIC TILE YELLOW C .04 +/- .06

746 SPHC1D-1 WALL CINDER BLOCK WHITE C .02 +/- .24

747 SPHC1D-1 DOOR FRAME METAL CREAM C .01 +/- .15

748 SPHC1D-1 DOOR METAL WHITE C 0 +/- .07

749 SPHC1D-1 WALL CINDER BLOCK YELLOW D 0 +/- .8

750 SPHC1D-1 WALL CERAMIC TILE YELLOW D .12 +/- .07

751 SPHC1D-1 PIPE METAL BLACK 0 +/- .1

752 SPHC1D-1 DROP CEILING TILE WOOD WHITE 0 +/- .08

753 SPHC1D-1 CEILING GRID METAL BLACK .01 +/- .17

754 SPHC1D-1 CEILING FAN METAL WHITE .01 +/- .72

755 SPHC1D-1 LIGHT FIXTURE METAL WHITE 0 +/- .1

756 SPHC1D-1 BRACKET METAL BLACK .04 +/- .21

757 SPHC1D-1 CEILING CONCRETE CREAM .03 +/- .23

758 SPHC1D-1 WALL CINDER BLOCK CREAM C .07 +/- .17

759 SPEC1D-1 WALL CINDER BLOCK CREAM A .04 +/- .22

760 SPEC1D-1 DOOR FRAME METAL CREAM A 2.1 +/- .5 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

761 SPEC1D-1 DOOR METAL WHITE A 0 +/- .11

762 SPEC1D-1 WALL CINDER BLOCK CREAM B .2 +/- .3

763 SPEC1D-1 WALL CINDER BLOCK CREAM C .05 +/- .3

764 SPEC1D-1 WALL CINDER BLOCK CREAM D .1 +/- .2

765 SPEC1D-1 VOID

766 SPEC1D-1 CONDUIT METAL ORANGE 2.6 +/- .7 131 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

767 SPEC1D-1 ELECTRICAL BOX METAL ORANGE 4.4 +/- 1.7 25 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

768 SPEC1D-1 CONDUIT METAL WHITE .01 +/- .08

769 SPEC1D-1 CONDUIT METAL CREAM 7.3 +/- 2.2 42 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

770 SPEC1D-1 PIPE METAL BLACK .01 +/- .09

771 SPEC1D-1 COLUMN CONCRETE CREAM .1 +/- .8

772 SPEC1D-1 CEILING CONCRETE CREAM .01 +/- .14

773 SPEC1D-1 BRACKET METAL ORANGE .8 +/- .1

ROOM SPEC1D-1
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ROOM SP179-1
774 SPEC1D-1 FLOOR CONCRETE RED .03 +/- .1

775 SPAC1D-1 WALL PLASTER WHITE A .03 +/- .14

776 SPAC1D-1 DOOR FRAME METAL WHITE A 6.8 +/- 2.3 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

777 SPAC1D-1 DOOR METAL WHITE A 0 +/- .11

778 SPAC1D-1 WALL/CEILING TILE WOOD WHITE B .1 +/- .1

779 SPAC1D-1 WALL/CEILING TILE WOOD WHITE C .3 +/- .5

780 SPAC1D-1 WALL/CEILING TILE WOOD WHITE D .1 +/- .1

781 SPAC1D-1 PIPE METAL BLACK .04 +/- .07

782 SP152-1 WALL DRYWALL WHITE A .01 +/- .04

783 SP152-1 WALL PLASTER WHITE A 0 +/- .8

784 SP152-1 DOOR FRAME METAL WHITE A 2.1 +/- .8 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

785 SP152-1 DOOR METAL GRAY A 0 +/- .08

786 SP152-1 WALL PLASTER WHITE B .05 +/- .17

787 SP152-1 WALL DRYWALL WHITE C 0 +/- .06

788 SP152-1 COLUMN PLASTER WHITE C .02 +/- .12

789 SP152-1 WALL PLASTER WHITE D .2 +/- .9

790 SP152-1 WALL DRYWALL WHITE D .05 +/- .18

791 SP152-1 DROP CEILING TILE WOOD WHITE .2 +/- .5

792 SP152-1 CEILING GRID METAL BLACK 0 +/- .03

793 SP152-1 CEILING FAN METAL WHITE .01 +/- .04

794 SP152-1 LIGHT FIXTURE METAL WHITE .01 +/- .06

795 SP152-1 VOID

796 SP152-1 HANGER METAL ORANGE 5.1 +/- 1.5 1 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

797 SP152-1 PIPE METAL BLACK .01 +/- .15

798 SP150-1 WALL PLASTER WHITE A .5 +/- .9

799 SP150-1 INTERIOR DOOR FRAME WOOD GRAY A 6.7 +/- 2.1 49 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

800 SP150-1 INTERIOR DOOR WOOD GRAY A 5.4 +/- 1.6 120 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

801 SP150-1 WALL DRYWALL WHITE A 0 +/- .07

ROOM SPAC1D-1

ROOM SP152-1

ROOM SP150-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP179-1
802 SP150-1 EXTERIOR DOOR FRAME METAL GRAY A .01 +/- .16

803 SP150-1 EXTERIOR DOOR WOOD VARNISH A 0 +/- .01

804 SP150-1 WINDOW SILL WOOD VARNISH B .2 +/- .3

805 SP150-1 WINDOW FRAME WOOD GRAY B 5.2 +/- 2.0 50 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

806 SP150-1 WINDOW WOOD GRAY B .16 +/- .27

807 SP150-1 PLATE METAL WHITE B .05 +/- .09

808 SP150-1 VENT COVER WOOD VARNISH B .07 +/- .38

809 SP150-1 WALL PLASTER WHITE B 0 +/- .09

810 SP150-1 COLUMN PLASTER WHITE CENTER 0 +/- .07

811 SP150-1 WALL PLASTER WHITE C 0 +/- .01

812 SP150-1 VENT COVER METAL WHITE C .1 +/- .2

813 SP150-1 BASEBOARD WOOD VARNISH .02 +/- .09

814 SP150-1 ELECTRICAL PLATE METAL WHITE C .2 +/- .6

815 SP150-1 RADIATOR METAL WHITE D 0 +/- .03

816 SP150-1 RADIATOR BASE METAL WHITE D .05 +/- .19

817 SP150-1 WALL PLASTER WHITE D 0 +/- .1

818 SP150-1 DROP CEILING TILE WOOD WHITE 0 +/- .5

819 SP150-1 CEILING GRID METAL BLACK 0 +/- .02

820 SP150-1 CEILING FAN METAL WHITE 0 +/- .01

821 SP150-1 SHELF WOOD WHITE A 0 +/- .01

822 SP150-1 DOOR FRAME WOOD CREAM A 11 +/- 5.0 14 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

823 SP150-1 DOOR WOOD CREAM A 4.5 +/- 1.6 40 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

824 SP150-1 ACCESS PANEL FRAME WOOD WHITE CENTER 10 +/- 2.3 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

825 SP150-1 ACCESS PANEL WOOD WHITE CENTER 5.0 +/- 1.8 2 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

93 SP150-1 CROWN MOLDING PLASTER TAN C .03 +/- .03

94 SP150-1 WALL PLASTER GREEN B .03 +/- .73

95 SP150-1 WALL PLASTER GREEN A .06 +/- .72

96 SP150-1 WALL PLASTER GREEN D 0 +/- .01

97 SP150-1 PIPE METAL BLACK .08 +/- .28

98 SP150-1 PIPE CONNECTOR METAL ORANGE .02 +/- .16

99 SP150-1 WALL PLASTER GREEN C .06 +/- .65
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP179-1

826 SP150B-1 WALL PLASTER WHITE A .06 +/- .04

827 SP150B-1 DOOR FRAME METAL GRAY A 2.3 +/- .6 35 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

828 SP150B-1 DOOR WOOD GRAY A 5.1 +/- 1.8 40 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

829 SP150B-1 BASEBOARD CONCRETE GRAY A .08 +/- .18

830 SP150B-1 DOOR FRAME METAL WHITE A 5.1 +/- 1.5 28 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

831 SP150B-1 DOOR WOOD WHITE A 3 +/- .9

832 SP150B-1 BASEBOARD PLASTER RED A .1 +/- .17

833 SP150B-1 WALL PLASTER WHITE B .04 +/- .77

834 SP150B-1 WINDOW FRAME WOOD WHITE B 2.1 +/- .7 10 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

835 SP150B-1 WINDOW SILL WOOD WHITE B 2.8 +/- 1.1 6 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

836 SP150B-1 PIPE METAL WHITE C .01 +/- .21

837 SP150B-1 BRACKET METAL WHITE C 0 +/- .06

838 SP150B-1 RADIATOR METAL WHITE C 0 +/- .09

839 SP150B-1 COLUMN PLASTER WHITE C .13 +/- .08

840 SP150B-1 WALL PLASTER WHITE C .17 +/- .12

841 SP150B-1 DOOR WOOD VARNISH D .05 +/- .12

842 SP150B-1 CLOSET DOOR WOOD WHITE A 10 +/- 3.4 60 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

843 SP150B-1 SHELF WOOD WHITE A .14 +/- .23

844 SP150B-1 ACCESS PANEL FRAME METAL WHITE A 2.9 +/- 1.0 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

845 SP150B-1 ACCESS PANEL FRAME METAL TAN A 3.1 +/- 1.0 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

846 SP150B-1 ACCESS PANEL DOOR METAL WHITE A .09 +/- .38

847 SP150B-1 ACCESS PANEL DOOR METAL TAN A .07 +/- .26

848 SP150B-1 PIPE METAL BLACK .02 +/- .05

849 SP150B-1 WALL DRYWALL WHITE D 0 +/- .08

850 SP150B-1 WALL PLASTER WHITE D 0 +/- .07

851 SP150B-1 CEILING DRYWALL WHITE .2 +/- .9

852 SP150B-1 DROP CEILING TILE WOOD WHITE .3 +/- .47

853 SP150B-1 CEILING GRID METAL BLACK .01 +/- .09

854 SP150B-1 LIGHT FIXTURE METAL WHITE .01 +/- .14

855 SP150B-1 CEILING FAN METAL WHITE 0 +/- .05

ROOM SP150B-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP179-1
856 SP150B-1 CEILING PLASTER WHITE 0 +/- .72

857 SP150B-1 CEILING PLASTER TAN .11 +/- .06

858 SP150B-1 ELECTRICAL PANEL FRAME METAL WHITE .18 +/- .32

859 SP150B-1 ELECTRICAL PANEL DOOR METAL WHITE .1 +/- .3

860 SP150STAIR-1WALL CINDER BLOCK WHITE B 0 +/- .7

861 SP150STAIR-1DOOR FRAME METAL BROWN B 0 +/- .02

862 SP150STAIR-1DOOR METAL BROWN B .04 +/- .11

863 SP150STAIR-1HANDRAIL METAL BROWN C 0 +/- .07

864 SP150STAIR-1HANDRAIL BASE METAL WHITE C 0 +/- .11

865 SP150STAIR-1HANDRAIL BASE METAL BROWN A .01 +/- .17

866 SP150STAIR-1WALL CINDER BLOCK WHITE C .2 +/- .7

867 SP150STAIR-1WALL CINDER BLOCK WHITE D 0 +/- .1

868 SP150STAIR-1PIPE METAL WHITE 0 +/- .08

869 SP150STAIR-1CONDUIT METAL WHITE 0 +/- .2

870 SP150STAIR-1CEILING DRYWALL WHITE 0 +/- .11

871 SP150STAIR-1LIGHT FIXTURE METAL WHITE 0 +/- .07

872 SPEC1B-1 WALL CINDER BLOCK WHITE A .02 +/- .11

873 SPEC1B-1 DOOR FRAME METAL GRAY A 0 +/- .01

874 SPEC1B-1 DOOR METAL WHITE A .14 +/- .36

875 SPEC1B-1 WALL CINDER BLOCK WHITE B .06 +/- .27

876 SPEC1B-1 WALL CINDER BLOCK WHITE C .06 +/- .2

877 SPEC1B-1 WALL CINDER BLOCK WHITE D .05 +/- .26

878 SPEC1B-1 ELECTRICAL BOX METAL CREAM D 5.1 +/- 1.4 25 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

879 SPEC1B-1 CONDUIT METAL CREAM D 2.6 +/- .8 147 POOR
Abatement or Encapsulation of 

all Lead Based Paint

880 SPEC1B-1 BRACKET METAL GREEN C .01 +/- .1

881 SPEC1B-1 CONDUIT METAL ORANGE 5.6 +/- 1.9 92 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

882 SPEC1B-1 CONDUIT METAL WHITE 0 +/- .01

883 SPEC1B-1 CEILING CONCRETE CREAM .03 +/- .06

884 SPEC1B-1 FLOOR CONCRETE RED .1 +/- .15

ROOM SP150STAIR-1

ROOM SPEC1B-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP179-1

885 SPHC1B-1 WALL PLASTER WHITE A .02 +/- .15

886 SPHC1B-1 DOOR FRAME METAL WHITE A .1 +/- .9

887 SPHC1B-1 DOOR METAL GRAY A 0 +/- .12

888 SPHC1B-1 BASEBOARD VINYL BLACK A 5.7 +/- 2.0 12 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

889 SPHC1B-1 SHELF METAL WHITE B .05 +/- .32

890 SPHC1B-1 WALL PLASTER WHITE C 0 +/- .02

891 SPHC1B-1 WALL PLASTER WHITE D .08 +/- .09

892 SPHC1B-1 DROP CEILING TILE WOOD WHITE 0 +/- .5

893 SPHC1B-1 CEILING GRID METAL WHITE .01 +/- .16

894 SPHC1B-1 CEILING FAN METAL WHITE .05 +/- .21

895 SPHC1B-1 PIPE METAL BLACK 0 +/- .08

896 SPEC1A-1 WALL CINDER BLOCK CREAM A .05 +/- .29

897 SPEC1A-1 DOOR FRAME METAL GRAY A 4.4 +/- 1.7 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

898 SPEC1A-1 DOOR METAL GRAY A 0 +/- .14

899 SPEC1A-1 WALL CONCRETE CREAM B .02 +/- .07

900 SPEC1A-1 WALL CINDER BLOCK CREAM B .13 +/- .42

901 SPEC1A-1 WALL CINDER BLOCK CREAM C .03 +/- .37

902 SPEC1A-1 WALL CINDER BLOCK CREAM D .01 +/- .15

903 SPEC1A-1 CONDUIT METAL ORANGE B 1.6 +/- .6 37 POOR
Abatement or Encapsulation of 

all Lead Based Paint

904 SPEC1A-1 CONDUIT METAL CREAM C .36 +/- .29

905 SPEC1A-1 BRACKET METAL GREEN B 0 +/- .03

906 SPEC1A-1 ELECTRICAL BOX METAL ORANGE 1.6 +/- .3 4 POOR
Abatement or Encapsulation of 

all Lead Based Paint

907 SPEC1A-1 CEILING CONCRETE CREAM .01 +/- .03

908 SPEC1A-1 FLOOR CONCRETE RED .2 +/- .9

909 CALIBRATION 1.5 +/- .21

910 CALIBRATION 0 +/- .13

911 CALIBRATION 3.3 +/- .9

912 SP114A-1 WALL PLASTER WHITE A .02 +/- .17

ROOM SPHC1B-1

ROOM SPEC1A-1

ROOM SP114A-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color
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(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP179-1
913 SP114A-1 BASEBOARD VINYL GRAY A 0 +/- .04

914 SP114A-1 WALL PLASTER WHITE B .02 +/- .02

915 SP114A-1 COLUMN DRYWALL WHITE C 0 +/- .11

916 SP114A-1 WALL PLASTER WHITE C .05 +/- .25

917 SP114A-1 DOOR FRAME METAL GRAY D 2.4 +/- .6 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

918 SP114A-1 DOOR METAL GRAY D 0 +/- .03

919 SP114A-1 WALL PLASTER WHITE D .02 +/- .07

920 SP114A-1 DROP CEILING TILE WOOD WHITE .02 +/- .6

921 SP114A-1 CEILING GRID METAL BLACK .02 +/- .16

922 SP114A-1 LIGHT FIXTURE METAL WHITE 0 +/-  .12

923 SP114A-1 PIPE METAL BLACK 0 +/- .06

924 SPHC1B2-1WALL PLASTER WHITE A .26 +/- .21

925 SPHC1B2-1CONDUIT METAL WHITE A .1 +/- .5

926 SPHC1B2-1ELECTRICAL BOX METAL WHITE A .1 +/- .4

927 SPHC1B2-1WALL PLASTER WHITE B .07 +/- .16

928 SPHC1B2-1DOOR FRAME METAL GRAY B .34 +/- .3

929 SPHC1B2-1DOOR METAL GRAY B 0 +/- .06

930 SPHC1B2-1WALL PLASTER WHITE C .1 +/- .33

931 SPHC1B2-1BASEBOARD CONCRETE GRAY C .6 +/- 1.1

932 SPHC1B2-1FLOOR CONCRETE GRAY 0 +/- .06

933 SPHC1B2-1FLOOR CONCRETE RED .7 +/- 1.1

934 SPHC1B2-1SHELF METAL WHITE C .17 +/- .27

935 SPHC1B2-1ACCESS PANEL FRAME METAL WHITE B 0 +/- .06

936 SPHC1B2-1ACCESS PANEL METAL WHITE B 0 +/- .12

937 SPHC1B2-1PANEL WOOD WHITE B 0 +/- .01

938 SPHC1B2-1PIPE METAL WHITE C 0 +/- .13

939 SPHC1B2-1COLUMN DRYWALL WHITE C 0 +/- .11

940 SPHC1B2-1WALL PLASTER WHITE D .3 +/- 1.0

941 SPHC1B2-1INTERIOR DOOR FRAME METAL WHITE D .1 +/- .2

942 SPHC1B2-1INTERIOR DOOR METAL WHITE D 0 +/- .11

ROOM SPHC1B2-1



ALEDA E. LUTZ
DEPARTMENT OF VETERANS AFFAIRS MEDICAL CENTER

BUILDING 1
XRF SAMPLING RESULTS

Page 147 of 418

XRF 
Sample 
Number

Building 
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Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP179-1
943 SPHC1B2-1BRACKET METAL GREEN 0 +/- .03

944 SP185-1 WALL PLASTER WHITE A .08 +/- .19

945 SP185-1 BRACKET METAL GREEN A 0 +/- .04

946 SP185-1 WINDOW FRAME WOOD WHITE A 5.1 +/- 1.6 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

947 SP185-1 WINDOW SILL WOOD WHITE A 4.5 +/- 1.4 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

948 SP185-1 COLUMN PLASTER WHITE B .2 +/- .9

949 SP185-1 WALL DRYWALL WHITE B 0 +/- .06

950 SP185-1 PIPE METAL BLACK .1 +/- .2

951 SP185-1 WALL DRYWALL WHITE C 0 +/- .09

952 SP185-1 DOOR FRAME METAL GRAY C 0 +/- .03

953 SP185-1 DOOR METAL GRAY 0 +/- .08

954 SP185-1 WALL PLASTER WHITE D 0 +/- .01

955 SP102-1 WALL DRYWALL YELLOW A 0 +/- .04

956 SP102-1 WALL DRYWALL YELLOW B .26 +/- .17

957 SP102-1 BRACKET METAL GREEN B .02 +/- .12

958 SP102-1 BASEBOARD CERAMIC TILE YELLOW B .1 +/- .13

959 SP102-1 WALL PLASTER YELLOW C .04 +/- .22

960 SP102-1 DOOR FRAME METAL CREAM C 0 +/- .07

961 SP102-1 DOOR METAL GRAY C 0 +/- .06

962 SP102-1 WALL PLASTER YELLOW D .02 +/- .75

963 SP102-1 BRACKET METAL CREAM D 0 +/- .1

964 SP102-1 CONDUIT METAL CREAM D .02 +/- .18

965 SP102-1 DUCT METAL CREAM D .1 +/- .7

966 SP102-1 DROP CEILING TILE WOOD WHITE .3 +/- .5

967 SP102-1 CEILING GRID METAL BLACK 0 +/- .05

968 SP114-1 WALL PLASTER WHITE A .7 +/- 1.1

969 SP114-1 WINDOW FRAME WOOD WHITE A 5.1 +/- 1.9 15 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

970 SP114-1 WINDOW SILL WOOD WHITE A 3.4 +/- 1.2 9 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

ROOM SP114-1

ROOM SP185-1

ROOM SP102-1
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(sq. ft. ) Damage Abatement options

ROOM SP179-1
971 SP114-1 RADIATOR METAL WHITE A .02 +/- .19

972 SP114-1 RADIATOR BASE METAL SILVER A 3.1 +/- .9 2 POOR
Abatement or Encapsulation of 

all Lead Based Paint

973 SP114-1 COLUMN PLASTER WHITE A .3 +/- .9

974 SP114-1 INTERIOR DOOR FRAME METAL BLACK B .02 +/- .14

975 SP114-1 INTERIOR DOOR WOOD VARNISH B 0 +/- .07

976 SP114-1 WALL DRYWALL WHITE B 0 +/- .1

977 SP114-1 BASEBOARD VINYL BLACK C 0 +/- .01

978 SP114-1 EXTERIOR DOOR FRAME METAL WHITE C 4.9 +/- 1.9 14 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

979 SP114-1 EXTERIOR DOOR METAL GRAY C 0 +/- .09

980 SP114-1 WALL PLASTER WHITE C .03 +/- .09

981 SP114-1 WALL DRYWALL WHITE D 0 .14

982 SP114-1 WALL PLASTER WHITE B .02 +/- .15

983 SP114-1 PLATE METAL WHITE C .2 +/- .8

984 SP114-1 WALL PLASTER WHITE D .1 +/- .9

985 SP114-1 DROP CEILING TILE WOOD WHITE .1 +/- .5

986 SP114-1 CEILING GRID METAL BLACK .02 +/- .18

987 SP114-1 LIGHT FIXTURE METAL WHITE .04 +/- .08

988 SP114-1 CEILING VENT METAL WHITE 0 +/- .6

989 SP114-1 BRACKET METAL BLACK .02 +/- .16

990 SP114-1 PIPE METAL BLACK .06 +/- .33

991 SP114-1 HANGER METAL ORANGE 7.8 +/- 2.0 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

992 SP199A-1 WALL DRYWALL WHITE A 0 +/- .06

993 SP199A-1 BASEBOARD VINYL BLACK A .8 +/- 1.0

994 SP199A-1 INTERIOR DOOR FRAME METAL GRAY A .01 +/- .17

995 SP199A-1 INTERIOR DOOR METAL GRAY 0 +/- .02

996 SP199A-1 WALL PLASTER WHITE B .1 +/- .1

997 SP199A-1 WINDOW FRAME METAL WHITE B .2 +/- .7

998 SP199A-1 WALL DRYWALL WHITE B 0 +/- .08

999 SP199A-1 WALL DRYWALL WHITE D 0 +/- .1

1000 SP199A-1 COLUMN DRYWALL WHITE D 0 +/- .07

ROOM SP199A-1
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(sq. ft. ) Damage Abatement options

ROOM SP179-1
1001 SP199A-1 WINDOW FRAME WOOD WHITE A 3.8 +/- 1.3 15 INTACT

Abatement or Encapsulation of 
all Lead Based Paint

1002 SP199A-1 WINDOW SILL WOOD WHITE A 3.0 +/- 1.1 9 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1003 SP199A-1 WALL PLASTER WHITE A .06 +/- .16

1004 SP199A-1 WALL DRYWALL WHITE C .1 +/- .7

1005 SP199A-1 CEILING DRYWALL WHITE 0 +/- .09

1006 SP199A-1 DROP CEILING TILE WOOD WHITE 0 +/- .09

1007 SP199A-1 CEILING GRID METAL BLACK 0 +/- .01

1008 SP199A-1 LIGHT FIXTURE METAL WHITE .01 +/- .13

1009 SP199A-1 CEILING VENT METAL WHITE .1 +/- .6

1010 SP199A-1 HANGER METAL ORANGE 4.1 +/- 1.3 6 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1011 SP199A-1 PIPE METAL BLACK 0 +/- .02

1012 SP199A-1 SPEAKER METAL WHITE .02 +/- .18

1013 CALIBRATION 1.5 +/- .2

1014 CALIBRATION 0 +/- .01

1015 CALIBRATION .3 +/- .15

1 SHUTTER CALIBRATION

2 CALIBRATION 1.07 +/- .07

3 CALIBRATION 0 +/- .01

4 CALIBRATION .32 +/- .05

5 SPFLR1COR1-1WALL PLASTER WHITE A 0 +/- .1

6 SPFLR1COR1-1WALL DRYWALL WHITE B 0 +/- .03

7 SPFLR1COR1-1WALL PLASTER WHITE C .2 +/- .6

8 SPFLR1COR1-1WALL DRYWALL WHITE D 0 +/- .09

9 SPFLR1COR1-1WALL PLASTER WHITE D .6 +/- 1.0

10 SPFLR1COR1-1WALL PLASTER WHITE B 0 +/- .12

11 SPFLR1COR1-1BASEBOARD VINYL GRAY A .01 +/- .06

12 SPFLR1COR1-1WINDOW FRAME WOOD WHITE C 4.2 +/- 1.5 29 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

13 SPFLR1COR1-1WINDOW SILL WOOD WHITE C 6.6 +/- 1.9 19 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

14 SPFLR1COR1-1RADIATOR METAL WHITE C .13 +/- .23

15 SPFLR1COR1-1RADIATOR BASE METAL WHITE C .11 +/- .22

ROOM SPFLR1COR1-1
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ROOM SP179-1
16 SPFLR1COR1-1DOOR FRAME METAL GRAY A .1 +/- .3

17 SPFLR1COR1-1DOOR METAL GRAY A 0 +/- .06

18 SPFLR1COR1-1DOOR WOOD VARNISH C 2 +/- .4 20 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

19 SPFLR1COR1-1DOOR FRAME METAL RED C 2.2 +/- .8 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

20 SPFLR1COR1-1WALL DRYWALL WHITE A .01 +/- .07

21 SPFLR1COR1-1BASEBOARD VINYL BLACK A 4.0 +/- 1.4 14 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

22 SPFLR1COR1-1WALL METAL WHITE C .3 +/- 1.0

23 SPFLR1COR1-1DOOR FRAME METAL PINK C .02 +/- .75

24 SPFLR1COR1-1WALL PLASTER PINK C .02 +/- .13

25 SPFLR1COR1-1CEILING PLASTER WHITE A .18 +/- .12

26 SPFLR1COR1-1DOOR WOOD WHITE B 2.6 +/- 1.1 20 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

27 SPFLR1COR1-1DOOR FRAME METAL WHITE B 2.4 +/- 1.0 8 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

28 SPFLR1COR1-1DOOR METAL WHITE B 0 +/- .14

29 SPFLR1COR1-1CEILING VENT METAL WHITE 0.2 +/- .6

30 SPFLR1COR1-1CEILING GRID METAL BLACK .04 +/- .24

31 SPFLR1COR1-1LIGHT FIXTURE METAL WHITE 0 +/- .06

32 SPFLR1COR1-1DROP CEILING TILE WOOD WHITE 0 +/- .6

33 SPFLR1COR1-1SPEAKER METAL WHITE .01 +/- .16

34 SPFLR1COR1-1WALL PLASTER ORANGE B .01 +/- .02

35 SPFLR1COR1-1PIPE CONNECTOR METAL ORANGE 0 +/- .09

36 SPFLR1COR1-1PIPE METAL BLACK .01 +/- .17

37 SPFLR1COR1-1BRACKET METAL BLACK .2 +/- .4

38 SPFLR1COR1-1BEAM METAL ORANGE 5.1 +/- 1.6 10 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

39 SPFLR1COR2-1WALL PLASTER WHITE A .6 +/- 1.0

40 SPFLR1COR2-1WALL PLASTER WHITE B .02 +/- .87

41 SPFLR1COR2-1WALL PLASTER WHITE C .01 +/- .05

42 SPFLR1COR2-1WALL PLASTER WHITE D 0 +/- .1

43 SPFLR1COR2-1WALL DRYWALL WHITE A 0 +/- .07

44 SPFLR1COR2-1WALL DRYWALL WHITE B 0 +/- .01

45 SPFLR1COR2-1WALL DRYWALL WHITE C .02 +/- .11

ROOM SPFLR1COR2-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP179-1
46 SPFLR1COR2-1WALL DRYWALL WHITE D 0 +/- .10

47 SPFLR1COR2-1WALL PLASTER BLUE D 0 +/- .05

48 SPFLR1COR2-1WALL PLASTER RED A .5 +/- 1.0

49 SPFLR1COR2-1WINDOW FRAME WOOD WHITE C 3.6 +/- 1.2 25 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

50 SPFLR1COR2-1WINDOW SILL WOOD WHITE C 4.8 +/- 1.8 12 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

51 SPFLR1COR2-1BASEBOARD VINYL BLACK A .1 +/- .2

52 SPFLR1COR2-1DOOR FRAME METAL GRAY C 3.2 +/- 1.2 328 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

53 SPFLR1COR2-1DOOR METAL GRAY A 0 +/- .15

54 SPFLR1COR2-1DOOR WOOD GRAY C 0 +/- .04

55 SPFLR1COR2-1WALL DRYWALL RED A 0 +/- .09

56 SPFLR1COR2-1CEILING GRID METAL BLACK .09 +/- .30

57 SPFLR1COR2-1CEILING FAN METAL WHITE 0 +/- .03

58 SPFLR1COR2-1LIGHT FIXTURE METAL WHITE .02 +/- .12

59 SPFLR1COR2-1SPEAKER METAL WHITE 0 +/- .10

60 SPFLR1COR2-1DROP CEILING TILE WOOD WHITE .7 +/- .7

61 SPFLR1COR2-1WALL PLASTER LIGHT BLUE A .05 +/- .72

62 SPFLR1COR2-1PIPE METAL BLACK .2 +/- .2

63 SPFLR1COR2-1BRACKET METAL BLACK .03 +/- .02

64 SPFLR1COR2-1PIPE CONNECTOR METAL ORANGE .7 +/- .1

65 SPFLR1COR2-1PIPE CONNECTOR METAL RED .7 +/- .1

66 SPFLR1COR2-1WALL PLASTER TAN C .1 +/- .8

67 SPFLR1COR3-1WALL PLASTER WHITE A .01 +/- .07

68 SPFLR1COR3-1WALL PLASTER WHITE B .2 +/- .85

69 SPFLR1COR3-1WALL PLASTER WHITE C .14 +/- .9

70 SPFLR1COR3-1WALL PLASTER WHITE D .03 +/- .10

71 SPFLR1COR3-1WALL DRYWALL WHITE B 0 +/- .07

72 SPFLR1COR3-1BASEBOARD VINYL BROWN B .03 +/- .11

73 SPFLR1COR3-1DOOR FRAME METAL GRAY D 0 +/- .04

74 SPFLR1COR3-1DOOR METAL GRAY D .01 +/- .15

75 SPFLR1COR3-1WALL DRYWALL WHITE A 0 +/- .05

ROOM SPFLR1COR3-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color
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Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP179-1
76 SPFLR1COR3-1WALL DRYWALL WHITE D 0 +/- .10

77 SPFLR1COR3-1BASEBOARD VINYL BLACK D 4.7 +/- 1.8 17 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

78 SPFLR1COR3-1DOOR WOOD WHITE D .28 +/- .24

79 SPFLR1COR3-1LIGHT FIXTURE METAL WHITE 0 +/- .01

80 SPFLR1COR3-1CEILING GRID METAL BLACK .03 +/- .25

81 SPFLR1COR3-1SPEAKER METAL WHITE 0 +/- .14

82 SPFLR1COR3-1DROP CEILING TILE WOOD WHITE .2 +/- .6

83 SPFLR1COR3-1PIPE METAL BLACK .01 +/- .07

84 SPFLR1COR3-1BRACKET METAL BLACK .1 +/- .3

85 SPFLR1COR3-1CONDUIT METAL GREEN .05 +/- .10

86 SPFLR1COR3-1PIPE CONNECTOR METAL ORANGE .25 +/- .28

87 SPFLR1COR3-1HANGER METAL ORANGE 10 +/- 2.8 12 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

88 SPFLR1COR3-1WALL PLASTER BLUE B .05 +/- ,09

89 SPFLR1COR3-1WALL PLASTER BLUE D .6 +/- .9

90 SPFLR1COR3-1PIPE CONNECTOR METAL RED .01 +/- .04

91 SPFLR1COR3-1WALL PLASTER GREEN A .03 +/- .02

92 SPFLR1COR3-1WALL PLASTER GREEN B .03 +/- .16

100 SPFLR1COR4-1WALL PLASTER WHITE A .1 +/- .2

101 SPFLR1COR4-1WALL PLASTER WHITE B .1 +/- .9

102 SPFLR1COR4-1WALL PLASTER WHITE C 0 +/- .05

103 SPFLR1COR4-1WALL PLASTER WHITE D .01 +/- .06

104 SPFLR1COR4-1WALL DRYWALL WHITE A .2 +/- .6

105 SPFLR1COR4-1WALL DRYWALL WHITE B 0 +/- .01

106 SPFLR1COR4-1WALL DRYWALL WHITE D .04 +/- .22

107 SPFLR1COR4-1RADIATOR COVER METAL WHITE D .12 +/- .20

108 SPFLR1COR4-1BASEBOARD VINYL BLACK D 5.1 +/- 1.9 22 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

109 SPFLR1COR4-1DOOR FRAME WOOD GRAY C .01 +/- .18

110 SPFLR1COR4-1DOOR METAL GRAY C 0 +/- .03

111 SPFLR1COR4-1DOOR FRAME METAL GRAY A 2.7 +/- 1.1 150 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

112 SPFLR1COR4-1DOOR WOOD VARNISH C .01 +/- .10

ROOM SPFLR1COR4-1
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XRF 
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Number
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Number Building Component Substrate Color
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Results 

(mg/cm2)
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Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP179-1
113 SPFLR1COR4-1WALL DRYWALL WHITE C 0 +/- .05

114 SPFLR1COR4-1BASEBOARD VINYL GRAY C .11 +/- .17

115 SPFLR1COR4-1WINDOW FRAME WOOD WHITE A 4.1 +/- 1.3 10 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

116 SPFLR1COR4-1WINDOW SILL WOOD WHITE A 4 +/- 1.4 6 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

117 SPFLR1COR4-1DOOR FRAME METAL PINK B 0 +/- .10

118 SPFLR1COR4-1DOOR METAL PINK B 0 +/- .01

119 SPFLR1COR4-1CEILING PLASTER WHITE .2 +/- 1

120 SPFLR1COR4-1BASEBOARD VINYL BROWN C .1 +/- .2

121 SPFLR1COR4-1DROP CEILING TILE WOOD BEIGE .02 +/- .14

122 SPFLR1COR4-1CEILING GRID METAL BEIGE .03 +/- .15

123 SPFLR1COR4-1WALL PLASTER GREEN A 0 +/- .01

124 SPFLR1COR4-1CEILING GRID METAL BLACK .03 +/- .20

125 SPFLR1COR4-1LIGHT FIXTURE METAL WHITE 0 +/- .07

126 SPFLR1COR4-1DROP CEILING TILE WOOD WHITE .28 +/- .48

127 SPFLR1COR4-1PIPE METAL BLACK .02 +/- .10

128 SPFLR1COR4-1BRACKET METAL BLACK .04 +/- .31

129 SPFLR1COR4-1WALL PLASTER GREEN D .03 +/- .08

130 SPFLR1COR4-1PIPE CONNECTOR METAL ORANGE .36 +/- .16

131 SPFLR1COR4-1WALL PLASTER BLUE A .03 +/- .11

132 SPFLR1COR4-1WALL PLASTER BROWN A .21 +/- .85

133 SPFLR1COR4-1CONDUIT METAL GREEN .05 +/- .23

134 SPFLR1COR4-1CEILING PLASTER GREEN 0 +/- .6

135 SPFLR1COR4-1WALL PLASTER BLUE C .08 +/- .11

136 SPFLR1COR4-1WALL PLASTER BROWN C .04 +/- .72

137 SPFLR1COR4-1CEILING PLASTER TAN .4 +/- 1.02

887 CALIBRATION 0 +/- .11

888 CALIBRATION .29 +/- .06

889 CALIBRATION 3.4 +/- .9

890 SPFC1B-1 WALL PLASTER WHITE A .1 +/- .8

891 SPFC1B-1 DOOR FRAME METAL WHITE B .1 +/- .2

ROOM SPFC1B-1
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XRF 
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ROOM SP179-1
892 SPFC1B-1 DOOR WOOD WHITE B .05 +/- .24

893 SPFC1B-1 WALL PLASTER WHITE C .01 +/- .01

894 SPFC1B-1 WALL PLASTER WHITE D .4 +/- .9

895 SPFC1B-1 CEILING PLASTER WHITE .1 +/- .8

896 SPFC1B-1 PIPE METAL RED .27 +/- .15

897 SPFC1B-1 ELECTRICAL PANEL METAL WHITE D 0 +/- .01

898 SPFC1B-1 ELECTRICAL PANEL METAL RED D .05 +/- .19

899 SPFC1B-1 CONDUIT METAL WHITE 0 +/- .12

900 SPFC1B-1 VALVE METAL RED 4.3 +/- 1.6 1 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

901 SPFC1B-1 BRACKET METAL RED .16 +/- .14

902 SPFC1B-1 BASEBOARD PLASTER RED .35 +/- .11

903 SPFC1B-1 FLOOR CONCRETE RED 1.2 +/- .2 6 POOR
Abatement or Encapsulation of 

all Lead Based Paint

904 SPFC1A-1 DOOR FRAME METAL WHITE A 2.3 +/- .6 4 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

905 SPFC1A-1 DOOR FRAME METAL RED A 4.3 +/- 1.4 4 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

906 SPFC1A-1 DOOR WOOD VARNISH A .03 +/- .19

907 SPFC1A-1 WALL PLASTER WHITE B .07 +/- .32

908 SPFC1A-1 WALL PLASTER WHITE C .3 +/- 1.0

909 SPFC1A-1 WALL PLASTER WHITE D .06 +/- .06

910 SPFC1A-1 CONDUIT METAL WHITE .07 +/- .13

911 SPFC1A-1 PIPE METAL RED .1 +/- .2

912 SPFC1A-1 VALVE METAL RED .03 +/- .04

913 SPFC1A-1 PANEL WOOD RED .03 +/- .09

914 SPFC1A-1 BASEBOARD PLASTER RED D .1 +/- .9

915 SPFC1A-1 FLOOR CONCRETE RED 0 +/- .08

1071 SPCC1B-1 WALL CINDER BLOCK WHITE A .04 +/- .17

1072 SPCC1B-1 WALL CINDER BLOCK WHITE B 0 +/- .03

1073 SPCC1B-1 DOOR FRAME METAL CREAM B .04 +/- .2

1074 SPCC1B-1 DOOR METAL CREAM B .01 +/- .15

1075 SPCC1B-1 CONDUIT METAL CREAM C 0 +/- .1

ROOM SPFC1A-1

ROOM SPCC1B-1
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XRF 
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Number
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(sq. ft. ) Damage Abatement options

ROOM SP179-1
1076 SPCC1B-1 WALL CINDER BLOCK CREAM C .2 +/- .2

1077 SPCC1B-1 WALL WOOD CREAM D 0 +/- .01

1078 SPCC1B-1 DUCT METAL CREAM .02 +/- .02

1079 SPCC1B-1 CEILING METAL CREAM .03 +/- .03

1080 SPCC1D-1 WALL DRYWALL WHITE A 0 +/- .01

1081 SPCC1D-1 DOOR FRAME METAL WHITE A 0 +/- .14

1082 SPCC1D-1 DOOR METAL GRAY A 0 +/- .12

1083 SPCC1D-1 WALL DRYWALL WHITE B 0 +/- .01

1084 SPCC1D-1 BASEBOARD VINYL GRAY B 0 +/- .1

1085 SPCC1D-1 WALL DRYWALL WHITE C .1 +/- .2

1086 SPCC1D-1 WALL PLASTER WHITE D 0 +/- .1

1087 SPCC1D-1 DROP CEILING TILE WOOD WHITE .1 +/- .2

1088 SPCC1D-1 CEILING GRID METAL BLACK .01 +/- .03

1089 SPCC1D-1 LIGHT FIXTURE METAL WHITE 0 +/- .01

1090 SPCC1A-1 DOOR FRAME METAL GRAY A 30 +/- 10 9 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1091 SPCC1A-1 DOOR METAL GRAY A .01 +/- .19

1092 SPCC1A-1 RADIATOR METAL BROWN A .02 +/- .15

1093 SPCC1A-1 WALL DRYWALL WHITE B 0 +/- .1

1094 SPCC1A-1 BASEBOARD VINYL GRAY B .01 +/- .03

1095 SPCC1A-1 WALL DRYWALL WHITE C 0 +/- .11

1096 SPCC1A-1 WALL DRYWALL WHITE D 0 +/- .04

1097 SPCC1A-1 CEILING DRYWALL WHITE .07 +/- .2

1098 SPCC1A-1 MOLDING WOOD WHITE 27 +/- 8.1 11 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1184 SPFC1C-1 DOOR FRAME METAL WHITE A 4.6 +/- 1.7 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1185 SPFC1C-1 DOOR WOOD GRAY A 0 +/- .13

1186 SPFC1C-1 WALL PLASTER WHITE B .1 +/- .8

1187 SPFC1C-1 WALL PLASTER WHITE C .3 +/- .9

1188 SPFC1C-1 WALL PLASTER WHITE D .06 +/- .06

ROOM SPCC1D-1

ROOM SPCC1A-1

ROOM SPFC1C-1
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ROOM SP179-1
1189 SPFC1C-1 CEILING PLASTER WHITE .2 +/- .9

1190 SPFC1C-1 CONDUIT METAL WHITE .1 +/- .2

1191 SPFC1C-1 PIPE METAL RED .04 +/- .04

1192 SPFC1C-1 VALVE METAL RED 3.2 +/- 1.3 1 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1193 SPFC1C-1 BASEBOARD PLASTER RED C .12 +/- .04

1194 SPFC1C-1 FLOOR CONCRETE RED .24 +/- .08

1422 SPSTAIR1-1WALL PLASTER WHITE A .3 +/- .9

1423 SPSTAIR1-1WALL PLASTER WHITE B .15 +/- .13

1424 SPSTAIR1-1WALL PLASTER WHITE C .4 +/- .97

1425 SPSTAIR1-1WALL PLASTER WHITE D .26 +/- .13

1426 SPSTAIR1-1DOOR FRAME METAL GRAY C .1 +/- .2

1427 SPSTAIR1-1DOOR METAL BROWN C 0 +/- .07

1428 SPSTAIR1-1RADIATOR METAL WHITE B .03 +/- .19

1429 SPSTAIR1-1CEILING PLASTER WHITE 0 +/- .07

1430 SPSTAIR1-1WALL PLASTER GRAY A .01 +/- .02

1431 SPSTAIR1-1CEILING METAL WHITE 2.4 +/- .7 180 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1432 SPSTAIR1-1WINDOW SILL WOOD WHITE C .31 +/- .26

1433 SPSTAIR1-1WINDOW FRAME WOOD WHITE C .1 +/- .26

1434 SPSTAIR1-1STAIR TREAD/RISER METAL WHITE 4.9 +/- 2.0 450 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1435 SPSTAIR1-1STAIR RISER METAL GRAY C 2.8 +/- 1.2 191 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1436 SPSTAIR1-1STAIR STRINGER METAL GRAY D 1.8 +/- 0.8 120 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1437 SPSTAIR1-1NEWEL POST METAL GRAY 3.5 +/- 1.2 65 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1438 SPSTAIR1-1BALLUSTER METAL GRAY B 5.1 +/- 2.0 109 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1439 SPSTAIR1-1HANDRAIL SUPPORT METAL WHITE D 1.8 +/- 0.6 32 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1440 SPSTAIR1-1DOOR METAL GRAY A .02 +/- .07

1441 SPSTAIR1-1RADIATOR METAL WHITE D .09 +/- .26

1442 SPSTAIR1-1PIPE METAL RED .02 +/- .04

1443 SPSTAIR1-1BASEBOARD METAL GRAY C .9 +/- .2

1444 SPSTAIR1-1STAIR STRINGER WOOD GRAY B 3.5 +/- 1.4 34 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

ROOM SPSTAIR1-1
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ROOM SP179-1
1445 CALIBRATION 1.07 +/- .08

1446 CALIBRATION 0 +/- .11

1447 CALIBRATION .33 +/- .07
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1 SHUTTER CALIBRATION

2 CALIBRATION 1.1 +/- .1

3 CALIBRATION 0 +/- .01

4 CALIBRATION .32 +/- .15

5 1 SP205-1 WALL PLASTER WHITE A .12 +/- .69

6 SP205-1 INTERIOR DOOR FRAME METAL GRAY A 0 +/- .02

7 SP205-1 INTERIOR DOOR METAL GRAY A 0 +/- .04

8 SP205-1 EXTERIOR DOOR FRAME METAL GRAY B .02 +/- .19

9 SP205-1 EXTERIOR DOOR METAL GRAY B 0 +/- .13

10 SP205-1 WALL DRYWALL WHITE B 0 +/- .1

11 SP205-1 WALL PLASTER WHITE C .2 +/- 1.0

12 SP205-1 BASEBOARD VINYL BLACK C 4.8 +/- 1.8 19 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

13 SP205-1 COLUMN PLASTER WHITE C 0 +/- .8

14 SP205-1 WALL PLASTER WHITE D .03 +/- .17

15 SP205-1 WINDOW SILL WOOD WHITE D 10 +/- 3.0 3 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

16 SP205-1 WINDOW FRAME WOOD WHITE D 4.3 +/- 1.3 5 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

17 SP205-1 RADIATOR METAL WHITE D .03 +/- .19

18 SP205-1 DROP CEILING TILE WOOD WHITE 0 +/- .1

19 SP205-1 CEILING GRID METAL BLACK 0 +/- .01

20 SP205-1 LIGHT FIXTURE METAL WHITE 0 +/- .02

21 SP205-1 BRACKET METAL BLACK .02 +/- .23

22 SP205-1 PIPE METAL BLACK .01 +/- .02

23 SP205-1 HANGER METAL ORANGE 5.1 +/- 1.8 5 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

24 SP205-1 WALL PLASTER TAN D .1 +/- .8

25 SP205-1 WALL CONCRETE BLACK D 0 +/- .01

26 SP214-1 WALL PLASTER WHITE A .1 +/- .7

27 SP214-1 PLATE METAL WHITE A .01 +/- .23

28 SP214-1 PLATE WOOD WHITE A 0 +/- .11

ROOM SP205-1

ROOM SP214-1
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ROOM SP205-1
29 SP214-1 WALL PLASTER WHITE B 0 +/- .09

30 SP214-1 WALL PLASTER WHITE C 0 +/- .01

31 SP214-1 CABINET METAL GRAY C .03 +/- .20

32 SP214-1 WALL PLASTER WHITE D .15 +/- .12

33 SP214-1 BASEBOARDS PLASTER GRAY D 0 +/- .08

34 SP214-1 BASEBOARD PLASTER RED D .2 +/- .11

35 SP214-1 DOOR FRAME METAL GRAY D 0 +/- .12

36 SP214-1 DOOR METAL GRAY D 0 +/- .09

37 SP214-1 DROP CEILING TILE WOOD WHITE .1 +/- .1

38 SP214-1 CEILING GRID METAL BLACK 0 +/- .6

39 SP214-1 LIGHT FIXTURE METAL WHITE .02 +/- .18

40 SP214-1 PIPE METAL BLACK 0 +/- .09

41 SP214-1 BRACKET METAL BLACK 0 +/- .01

42 SP214-1 HANGER METAL ORANGE .37 +/- .15

43 SP214-1 CEILING VENT METAL WHITE .01 +/- .14

44 SP212-1 WALL PLASTER WHITE A .3 +/- .9

45 SP212-1 INTERIOR DOOR FRAME METAL GRAY A 1.3 +/- .9 8 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

46 SP212-1 INTERIOR DOOR METAL GRAY A 0 +/- .07

47 SP212-1 COLUMN PLASTER WHITE A .5 +/- .9

48 SP212-1 WALL PLASTER WHITE B .1 +/- .9

49 SP212-1 WINDOW FRAME WOOD WHITE B .07 +/- .14

50 SP212-1 WINDOW SILL WOOD WHITE B 0 +/- .14

51 SP212-1 PANEL WOOD WHITE B 0 +/- .01

52 SP212-1 RADIATOR METAL WHITE B 0 +/- .03

53 SP212-1 WALL PLASTER WHITE C .06 +/- .18

54 SP212-1 WALL PLASTER WHITE D .09 +/- .71

55 SP212-1 CABINET WOOD WHITE D .09 +/- .30

56 SP212-1 DOOR FRAME METAL GRAY D 1.6 +/- 1.2 8 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

57 SP212-1 DOOR METAL GRAY D .01 +/- .18

ROOM SP212-1
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ROOM SP205-1
58 SP212-1 GAS VALVE METAL WHITE C 10 +/- 3.0 1 POOR

Abatement or Encapsulation 
of all Lead Based Paint

59 SP212-1 DROP CEILING TILE WOOD WHITE .07 +/- .49

60 SP212-1 CEILING GRID METAL BLACK 0 +/- .02

61 SP212-1 LIGHT FIXTURE METAL WHITE .1 +/- .2

62 SP212-1 PIPE METAL BLACK CEILING .01 +/- .08

63 SP212-1 HANGER METAL ORANGE 3.2 +/- 1.0 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

64 SP212-1 WALL PLASTER YELLOW A .05 +/- .14

65 SP212-1 WALL PLASTER YELLOW D .01 +/- .03

66 SP211-1 WALL PLASTER WHITE A .11 +/- .10

67 SP211-1 CABINET (ROUND) METAL WHITE A .08 +/- .16

68 SP211-1 CABINET METAL TAN A .04 +/- .04

69 SP211-1 CONDUIT METAL WHITE A .1 +/- .3

70 SP211-1 SHELF BRACK METAL WHITE B 0 +/- .07

71 SP211-1 PANEL WOOD WHITE B 0 +/- .01

72 SP211-1 COLUMN PLASTER WHITE B .12 +/- .12

73 SP211-1 WALL PLASTER WHITE B .14 +/- .11

74 SP211-1 WINDOW FRAME WOOD WHITE B 5.2 +/- 1.7 5 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

75 SP211-1 RADIATOR METAL WHITE B .01 +/- .16

76 SP211-1 PIPE METAL WHITE B 0 +/- .01

77 SP211-1 WALL PLASTER WHITE C .07 +/- .07

78 SP211-1 SHELVES WOOD VARNISH C 0 +/- .01

79 SP211-1 CABINET WOOD VARNISH CENTER .03 +/- .01

80 SP211-1 WALL PLASTER WHITE D .2 +/- .2

81 SP211-1 DOOR FRAME METAL GRAY D .1 +/- .9

82 SP211-1 DOOR METAL GRAY D 0 +/- .01

83 SP211-1 CEILING GRID METAL BLACK 0 +/- .13

84 SP211-1 LIGHT FIXTURE METAL WHITE 0 +/- .03

85 SP211-1 PIPE METAL BLACK .02 +/- .04

86 SP211-1 DROP CEILING TILE WOOD WHITE .3 +/- .6

ROOM SP211-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP205-1
87 SP211-1 HANGER METAL ORANGE 3.2 +/- 1.1 12 INTACT

Abatement or Encapsulation 
of all Lead Based Paint

88 SP207-1 WALL PLASTER WHITE A .01 +/- .02

89 SP207-1 BASEBOARD VINYL BLACK A 4.4 +/- 1.7 21 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

90 SP207-1 WALL PLASTER WHITE B 0 +/- .01

91 SP207-1 COLUMN PLASTER WHITE B 0 +/- .09

92 SP207-1 WALL PLASTER WHITE C 0 +/- .12

93 SP207-1 DROP CEILING TILE WOOD WHITE .5 +/- .6

94 SP207-1 CEILING GRID METAL BLACK 0 +/- .05

95 SP207-1 BRACKET METAL BLACK .1 +/- .2

96 SP207-1 LIGHT FIXTURE METAL WHITE 0 +/- .08

97 SP207-1 PIPE METAL BLACK .03 +/- .14

98 SP207-1 HANGER METAL ORANGE 14 +/- 5.7 10 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

99 SP207-1 WINDOW FRAME WOOD WHITE D 7.6 +/- 2.9 5 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

100 SP207-1 WINDOW SILL WOOD WHITE D 5.7 +/- 2.0 3 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

101 SP207-1 RADIATOR METAL WHITE D 0 +/- .05

102 SP208-1 WALL PLASTER WHITE A .6 +/- .9

103 SP208-1 WALL PLASTER WHITE B .01 +/- .11

104 SP208-1 DOOR FRAME METAL GRAY B 0 +/- .03

105 SP208-1 DOOR METAL GRAY B 0 +/- .04

106 SP208-1 WALL PLASTER WHITE C .3 +/- .9

107 SP208-1 BASEBOARD VINYL GRAY C .2 +/- .8

108 SP208-1 WINDOW FRAME WOOD WHITE D 10 +/- 3.0 5 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

109 SP208-1 WINDOW SILL PLASTER WHITE D 0 +/- .07

110 SP208-1 WALL PLASTER WHITE D 0 +/- .8

111 SP208-1 COLUMN PLASTER WHITE D 0 +/- .09

112 SP208-1 RADIATOR METAL WHITE D .01 +/- .07

113 SP208-1 PIPE METAL WHITE D .27 +/- .25

114 SP208-1 DROP CEILING TILE WOOD WHITE 0 +/- .1

ROOM SP207-1

ROOM SP208-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color
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Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP205-1
115 SP208-1 CEILING GRID METAL BLACK .01 +/- .15

116 SP208-1 BRACKET METAL BLACK .02 +/- .18

117 SP208-1 WALL PLASTER BROWN D 0 +/- .8

118 SP208-1 LIGHT FIXTURE METAL WHITE 0 +/- .01

119 SP213-1 WALL DRYWALL WHITE A .01 +/- .08

120 SP213-1 WALL PLASTER WHITE A .3 +/- .9

121 SP213-1 WALL PLASTER WHITE B .6 +/- .9

122 SP213-1 WINDOW FRAME WOOD WHITE B 4.3 +/- 1.7 5 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

123 SP213-1 WINDOW SILL WOOD WHITE B 5.6 +/- 1.9 3 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

124 SP213-1 RADIATOR METAL WHITE B 0 +/- .11

125 SP213-1 COLUMN PLASTER WHITE B .04 +/- .14

126 SP213-1 WALL PLASTER WHITE C 0 +/- .01

127 SP213-1 BASEBOARD VINYL BROWN C .03 +/- .7

128 SP213-1 INTERIOR DOOR FRAME METAL WHITE C 3.2 +/- 1.3 5 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

129 SP213-1 DOOR METAL GRAY C 0 +/- .15

130 SP213-1 DOOR FRAME METAL WHITE D 6.1 +/- 2.5 8 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

131 SP213-1 DOOR METAL BROWN D .08 +/- .27

132 SP213-1 DOOR WOOD VARNISH D 7.8 +/- 2.9 25 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

133 SP213-1 WALL PLASTER WHITE D .5 +/- 1.0

134 SP213-1 DROP CEILING TILE WOOD WHITE 0 +/- .08

135 SP213-1 CEILING GRID METAL BLACK .01 +/- .14

136 SP213-1 LIGHT FIXTURE METAL WHITE .03 +/- .19

137 SP213-1 PIPE METAL BLACK CEILING .02 +/- .18

138 SP213-1 WALL PLASTER BLUE D .2 +/- .8

139 SP213-1 BRACKET METAL GREEN .01 +/- .1

140 SP213-1 HANGER METAL ORANGE 5.1 +/- 1.8 4 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

141 SP213-1 WALL PLASTER BLUE A .06 +/- .14

1465 SP213A-1 WALL PLASTER BLACK A 0 +/- .1

1466 SP213A-1 DOOR FRAME METAL BLACK A 1.9 +/- .6 7 POOR
Abatement or Encapsulation 

of all Lead Based Paint

ROOM SP213/213A-1
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XRF 
Sample 
Number
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Number
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Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP205-1
1467 SP213A-1 WALL DRYWALL BLACK B 0 +/- .11

1468 SP213A-1 COLUMN DRYWALL BLACK B 1.2 +/- .6 40 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1469 SP213A-1 WALL DRYWALL BLACK C 0 +/- .1

1470 SP213A-1 WALL DRYWALL BLACK D 2.5 +/- 1.0 70 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1471 SP213A-1 DROP CEILING TILE WOOD BLACK .12 +/- .5

142 SP209-1 WALL PLASTER WHITE A 0 +/- .09

143 SP209-1 BASEBOARD VINYL GRAY A .01 +/- .14

144 SP209-1 WALL PLASTER WHITE B 0 +/- .01

145 SP209-1 COLUMN PLASTER WHITE B 0 +/- .06

146 SP209-1 WALL PLASTER WHITE C 0 +/- .08

147 SP209-1 WALL PLASTER WHITE D .01 +/- .20

148 SP209-1 WINDOW FRAME WOOD WHITE D 8.3 +/- 2.8 5 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

149 SP209-1 WINDOW SILL WOOD WHITE D 5.7 +/- 1.9 3 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

150 SP209-1 RADIATOR METAL WHITE D 0 +/- .01

151 SP209-1 PIPE METAL WHITE A 0 +/- 06

152 SP209-1 DROP CEILING TILE WOOD WHITE .1 +/- .5

153 SP209-1 CEILING GRID METAL BLACK 0 +/- .06

154 SP209-1 LIGHT FIXTURE METAL WHITE .01 +/- .01

155 SP209-1 PIPE METAL BLACK 0 +/- .01

156 SP209-1 BRACKET METAL BLACK 0 +/- .09

157 SP209-1 HANGER METAL ORANGE 5.6 +/- 2.3 5 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

158 SP209-1 AIR VALVE METAL WHITE C 16 +/- 6.0 1 POOR
Abatement or Encapsulation 

of all Lead Based Paint

159 SP210-1 WALL PLASTER WHITE A .03 +/- .14

160 SP210-1 BASEBOARD VINYL GRAY A 0 +/- .7

161 SP210-1 COLUMN PLASTER WHITE A .03 +/- .08

162 SP210-1 COLUMN METAL WHITE A 0 +/- .14

163 SP210-1 DOOR FRAME METAL WHITE B 0 +/- .15

164 SP210-1 WALL PLASTER WHITE B 1.7 +/- .7 80 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

ROOM SP209-1

ROOM SP210-1
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XRF 
Sample 
Number
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Number
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Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP205-1
165 SP210-1 WALL PLASTER WHITE C 9.2 +/- 3.4 140 INTACT

Abatement or Encapsulation 
of all Lead Based Paint

166 SP210-1 WALL PLASTER WHITE D .3 +/- .9

167 SP210-1 WINDOW FRAME WOOD WHITE D 1.4 +/- 1.1 5 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

168 SP210-1 WINDOW SILL WOOD WHITE D 2.4 +/- 1.0 3 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

169 SP210-1 RADIATOR METAL WHITE D .02 +/- .18

170 SP210-1 PLATE METAL WHITE D .1 +/- .1

171 SP210-1 DROP CEILING TILE WOOD WHITE .3 +/- .6

172 SP210-1 CEILING GRID METAL BLACK 0 +/- .04

173 SP210-1 LIGHT FIXTURE METAL WHITE 0 +/- .11

174 SP210-1 BRACKET METAL BLACK .04 +/- .27

175 SP210-1 WALL PLASTER GREEN B .2 +/- .9

176 SP210-1 WALL PLASTER GREEN A .08 +/- .10

955 CALIBRATION 3.8 +/- .5

956 CALIBRATION 0 +/- .02

957 CALIBRATION 0 +/- .09

958 SP206-1 WALL PLASTER WHITE A 0 +/- .09

959 SP206-1 COLUMN PLASTER WHITE A 0 +/- .8

960 SP206-1 WALL PLASTER WHITE B 0 +/- .07

961 SP206-1 EXTERIOR DOOR FRAME METAL GRAY B 0 +/- .13

962 SP206-1 EXTERIOR DOOR METAL GRAY B .02 +/- .2

963 SP206-1 INTERIOR DOOR FRAME METAL GRAY C 0 +/- .12

964 SP206-1 INTERIOR DOOR METAL GRAY C 0 +/- .13

965 SP206-1 WALL PLASTER WHITE C 0 +/- .11

966 SP206-1 BASEBOARD VINYL BLACK C 4.5 +/- 1.7 15 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

967 SP206-1 WALL PLASTER WHITE D .02 +/- .79

968 SP206-1 WINDOW FRAME WOOD WHITE D 8.5 +/- 2.9 5 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

969 SP206-1 WINDOW SILL WOOD WHITE D 6.3 +/- 2.4 3 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

970 SP206-1 RADIATOR METAL WHITE D 0 +/- .01

971 SP206-1 DROP CEILING TILE WOOD WHITE .28 +/- .52

ROOM SP206-1
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Number
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(mg/cm2)
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Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP205-1
972 SP206-1 CEILING GRID METAL BLACK 0 +/- .04

973 SP206-1 LIGHT FIXTURE METAL WHITE 0 +/- .13

974 SP206-1 PIPE METAL BLACK .01 +/- .08

975 SP206-1 HANGER METAL ORANGE 7.7 +/- 1.9 11 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

976 SP232B1-1 WALL DRYWALL WHITE A .01 +/- .03

977 SP232B1-1 COATRACK WOOD WHITE A 0 +/- .01

978 SP232B1-1 WALL DRYWALL WHITE B 0 +/- .12

979 SP232B1-1 WALL PLASTER WHITE C .5 +/- .9

980 SP232B1-1 COLUMN PLASTER WHITE B .5 +/- 1.0

981 SP232B1-1 WINDOW FRAME WOOD WHITE C 3.8 +/- 1.6 5 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

982 SP232B1-1 WINDOW SILL WOOD WHITE C 1.3 +/- 1.2 3 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

983 SP232B1-1 RADIATOR METAL WHITE C .15 +/- .32

984 SP232B1-1 RADIATOR PIPE METAL WHITE C .01 +/- .07

985 SP232B1-1 WALL DRYWALL WHITE D 0 +/- .01

986 SP232B1-1 BASEBOARD VINYL GRAY D .3 +/- .8

987 SP232B1-1 DOOR FRAME METAL WHITE D .01 +/- .17

988 SP232B1-1 DOOR METAL WHITE D 0 +/- .11

989 SP232B1-1 DROP CEILING TILE WOOD WHITE .1 +/- .6

990 SP232B1-1 CEILING GRID METAL BLACK 0 +/- .05

991 SP232B1-1 LIGHT FIXTURE METAL WHITE .01 +/- .12

992 SP232B1-1 PIPE METAL BLACK .01 +/- .01

993 SP232B-1 WALL DRYWALL WHITE A 0 +/- .01

994 SP232B-1 BASEBOARD VINYL GRAY A 0 +/- .04

995 SP232B-1 DOOR FRAME METAL WHITE A 0 +/- .1

996 SP232B-1 DOOR METAL WHITE 0 +/- .08

997 SP232B-1 INTERIOR DOOR FRAME METAL WHITE B 0 +/- .01

998 SP232B-1 INTERIOR DOOR METAL WHITE B 0 +/- .07

999 SP232B-1 WALL DRYWALL WHITE B 0 +/- .01

ROOM SP232B1-1

ROOM SP232B-1
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ROOM SP205-1
1000 SP232B-1 WALL PLASTER WHITE C .01 +/- .03

1001 SP232B-1 WINDOW FRAME WOOD WHITE C 9.4 +/- 3.2 5 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1002 SP232B-1 WINDOW SILL WOOD WHITE C 4.4 +/- 1.6 3 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1003 SP232B-1 RADIATOR METAL WHITE C 0 +/- .01

1004 SP232B-1 COLUMN DRYWALL WHITE C 0 +/- .1

1005 SP232B-1 WALL DRYWALL WHITE D 0 +/- .04

1006 SP232B-1 WINDOW FRAME METAL WHITE D 0 +/- .04

1007 SP232B-1 WINDOW SILL METAL WHITE D 0 +/- .04

1008 SP232B-1 DROP CEILING TILE WOOD WHITE 0 +/- 0

1009 SP232B-1 CEILING GRID METAL BLACK 0 +/- .11

1010 SP232B-1 LIGHT FIXTURE METAL WHITE .4 +/- .8

1011 SP232B-1 PIPE METAL BLACK .01 +/- .12

1 SHUTTER CALIBRATION

2 CALIBRATION 3.4 +/- .9

3 CALIBRATION .3 +/- .09

4 CALIBRATION .01 +/- .04

5 SP256B-1 WALL DRYWALL WHITE A 0 +/- .01

6 SP256B-1 INTERIOR DOOR FRAME METAL GRAY A 0 +/- .07

7 SP256B-1 INTERIOR DOOR METAL GRAY A .01 +/- .18

8 SP256B-1 WALL DRYWALL WHITE B 0 +/- .07

9 SP256B-1 BASEBOARD VINYL BLACK A 0 +/- .02

10 SP256B-1 WALL PLASTER WHITE C .1 +/- .7

11 SP256B-1 WINDOW FRAME WOOD WHITE C 3.6 +/- 1.3 5 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

12 SP256B-1 WINDOW SILL WOOD WHITE C 5.4 +/- 2.1 3 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

13 SP256B-1 COLUMN DRYWALL WHITE C 0 +/- .03

14 SP256B-1 WALL DRYWALL WHITE D 0 +/- .01

15 SP256B-1 DROP CEILING TILE WOOD WHITE .1 +/- .6

16 SP256B-1 CEILING GRID METAL BLACK 0 +/- .1

17 SP256B-1 PIPE METAL BLACK 0 +/- .02

ROOM SP256B-1
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(sq. ft. ) Damage Abatement options

ROOM SP205-1
18 SP256B-1 HANGER METAL ORANGE 18 +/- 6.7 8 INTACT

Abatement or Encapsulation 
of all Lead Based Paint

19 SP256B-1 CEILING VENT METAL WHITE .1 +/- .8

20 SP256B-1 BRACKET METAL BLACK 0 +/- .02

21 SP256B-1 LIGHT FIXTURE METAL WHITE .2 +/- .6

22 SP256C-1 HANGER METAL ORANGE 12 +/- 2.5 6 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

23 SP256C-1 PIPE METAL BLACK .03 +/- .1

24 SP256C-1 BRACKET METAL BLACK .06 +/- .22

25 SP256C-1 CEILING VENT METAL WHITE .1 +/- .2

26 SP256C-1 CEILING GRID METAL BLACK 0 +/- .08

27 SP256C-1 DROP CEILING TILE WOOD WHITE 0 +/- .6

28 SP256C-1 WALL PLASTER WHITE A 0 +/- .07

29 SP256C-1 COLUMN PLASTER WHITE A .3 +/- 1

30 SP256C-1 WALL DRYWALL WHITE B 0 +/- .01

31 SP256C-1 EXTERIOR DOOR FRAME METAL TAN B 0 +/- .04

32 SP256C-1 EXTERIOR DOOR METAL TAN B 0 +/- .13

33 SP256C-1 DOOR HINGE METAL TAN B 0 +/- .02

34 SP256C-1 WALL DRYWALL WHITE C .01 +/- .04

35 SP256C-1 BASEBOARD VINYL BLACK C 0 +/- .03

36 SP256C-1 WALL PLASTER WHITE D 0 +/- .1

37 SP256C-1 CABINET METAL BROWN D .29 +/- .17

38 SP256C-1 CABINET METAL TAN D .05 +/- .16

39 SP256-1 WALL PLASTER WHITE A 0 +/- .05

40 SP256-1 EXTERIOR DOOR FRAME METAL GRAY A .26 +/- .23

41 SP256-1 EXTERIOR DOOR METAL GRAY A 0 +/- .06

42 SP256-1 INTERIOR DOOR FRAME METAL WHITE B 2.8 +/- 1.2 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

43 SP256-1 WALL PLASTER WHITE B .3 +/- 1.0

44 SP256-1 COATRACK WOOD WHITE B 0 +/- .12

45 SP256-1 BASEBOARD VINYL BLACK B .7 +/- 1.1

ROOM SP256C-1

ROOM SP256-1
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ROOM SP205-1
46 SP256-1 WALL PLASTER WHITE C .01 +/- .01

47 SP256-1 COLUMN PLASTER WHITE C .2 +/- .8

48 SP256-1 WINDOW FRAME WOOD WHITE C 5.4 +/- 1.9 5 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

49 SP256-1 WINDOW SILL WOOD WHITE C 1.7 +/- .7 3 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

50 SP256-1 CABINET METAL BROWN C .13 +/- .16

51 SP256-1 CABINET METAL ORANGE C .26 +/- .06

52 SP256-1 CABINET METAL TAN C .06 +/- .37

53 SP256-1 CABINET METAL BLACK C .33 +/- .14

54 SP256-1 WALL DRYWALL WHITE D 0 +/- .05

55 SP256-1 INTERIOR DOOR FRAME METAL TAN D .03 +/- .19

56 SP256-1 INTERIOR DOOR METAL TAN D 0 +/- .09

57 SP256-1 PIPE METAL WHITE D .1 +/- .36

58 SP256-1 CEILING GRID METAL BLACK 0 +/- .01

59 SP256-1 LIGHT FIXTURE METAL WHITE .03 +/- .19

60 SP256-1 CEILING VENT METAL WHITE .02 +/- .69

61 SP256-1 BRACKET METAL BLACK .02 +/- .19

62 SP256-1 PIPE METAL BLACK .08 +/- .25

63 SP256A-1 WALL PLASTER WHITE A 0 +/- .01

64 SP256A-1 COLUMN PLASTER WHITE A 0 +/- .1

65 SP256A-1 WALL PLASTER WHITE B .1 +/- .8

66 SP256A-1 WALL PLASTER WHITE C 0 +/- .09

67 SP256A-1 ACCESS PANEL METAL WHITE C .02 +/- .21

68 SP256A-1 WINDOW FRAME WOOD WHITE C 4.7 +/- 1.8 5 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

69 SP256A-1 WINDOW SILL WOOD WHITE C 3.9 +/- 1.2 3 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

70 SP256A-1 BASEBOARD VINYL BLACK C 5.6 +/- 2.1 25 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

71 SP256A-1 WALL PLASTER WHITE D .05 +/- .69

72 SP256A-1 DOOR FRAME METAL WHITE D 3.6 +/- 1.4 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

73 SP256A-1 DOOR METAL GRAY D 0 +/- .09

74 SP256A-1 CEILING GRID METAL BLACK 0 +/- .13

ROOM SP256A-1
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ROOM SP205-1
75 SP256A-1 LIGHT FIXTURE METAL WHITE 0 +/- .02

76 SP256A-1 CEILING VENT METAL WHITE 0 +/- .02

77 SP256A-1 PIPE METAL BLACK 0 +/- .01

78 SP256A-1 HANGER METAL ORANGE 3.3 +/- 1.0 3 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

79 SP268-1 WALL PLASTER WHITE A .08 +/- .1

80 SP268-1 PLATE METAL WHITE A 0 +/- .03

81 SP268-1 WINDOW FRAME WOOD WHITE A 7.0 +/- 2.4 5 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

82 SP268-1 WINDOW SILL WOOD WHITE A 3.5 +/- 1.2 3 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

83 SP268-1 COLUMN DRYWALL WHITE B 0 +/- .01

84 SP268-1 WALL PLASTER WHITE B .3 +/- .9

85 SP268-1 BASEBOARD VINYL GRAY B .01 +/- .04

86 SP268-1 COLUMN PLASTER WHITE C .14 +/- .18

87 SP268-1 WALL PLASTER WHITE C 0 +/- .01

88 SP268-1 DOOR FRAME METAL GRAY C 0 +/- .03

89 SP268-1 DOOR METAL GRAY C 0 +/- .02

90 SP268-1 INTERIOR DOOR FRAME METAL GRAY D 0 +/- .14

91 SP268-1 INTERIOR DOOR METAL GRAY D 0 +/- .1

92 SP268-1 WALL PLASTER WHITE D 0 +/- .06

93 SP268-1 DROP CEILING TILE WOOD WHITE .1 +/- .6

94 SP268-1 CEILING GRID METAL WHITE .01 +/- .09

95 SP268-1 LIGHT FIXTURE METAL WHITE .03 +/- .26

96 SP268-1 PIPE METAL BLACK .01 +/- .18

97 SP268-1 BRACKET METAL BLACK .02 +/- .21

98 SP268-1 WALL PLASTER BROWN B .1 +/- .7

99 SP268-1 WALL PLASTER BROWN A .1 +/- .8

100 SP265-1 COLUMN PLASTER WHITE A .1 +/- .9

101 SP265-1 WALL PLASTER WHITE A 0 +/- .01

102 SP265-1 WINDOW FRAME WOOD WHITE A 10 +/- 3.2 5 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

ROOM SP268-1

ROOM SP265-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP205-1
103 SP265-1 WINDOW SILL WOOD WHITE A 4.3 +/- 1.3 3 INTACT

Abatement or Encapsulation 
of all Lead Based Paint

104 SP265-1 WALL PLASTER WHITE B 0 +/- .01

105 SP265-1 WALL PLASTER WHITE C 0 +/- .06

106 SP265-1 EXTERIOR DOOR FRAME METAL GRAY C 0 +/- .11

107 SP265-1 INTERIOR DOOR FRAME METAL GRAY D 0 +/- .01

108 SP265-1 WALL DRYWALL WHITE D 0 +/- .11

109 SP265-1 CABINET METAL BROWN A .25 +/- .1

110 SP265-1 CEILING GRID METAL WHITE .01 +/- .09

111 SP265-1 CEILING VENT METAL WHITE 0 +/- .02

112 SP265-1 LIGHT FIXTURE METAL WHITE 4.3 +/- 1.2 36 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

113 SP265A-1 COLUMN PLASTER WHITE A .2 +/- .4

114 SP265A-1 WINDOW FRAME WOOD WHITE A 6.6 +/- 1.9 5 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

115 SP265A-1 WINDOW SILL WOOD WHITE A 6.5 +/- 2.3 3 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

116 SP265A-1 WALL PLASTER WHITE A 0 +/- .05

117 SP265A-1 WALL PLASTER WHITE B 0 +/- .12

118 SP265A-1 INTERIOR DOOR FRAME METAL TAN B .05 +/- .2

119 SP265A-1 CABINET METAL TAN B 0 +/- .11

120 SP265A-1 CABINET METAL BROWN A .07 +/- .36

121 SP265A-1 WALL PLASTER WHITE C 0 +/- .11

122 SP265A-1 EXTERIOR DOOR FRAME METAL TAN C 0 +/- .14

123 SP265A-1 EXTERIOR DOOR METAL TAN C .01 +/- .18

124 SP265A-1 WALL DRYWALL WHITE D 0 +/- .08

125 SP265A-1 BASEBOARD VINYL GRAY D 0 +/- .01

126 SP265A-1 CEILING GRID METAL WHITE 0 +/- .01

127 SP265A-1 LIGHT FIXTURE METAL WHITE .01 +/- .18

128 SP265A-1 CEILING VENT METAL WHITE .01 +/- .13

129 SP265A-1 PIPE METAL BLACK 0 +/- .06

130 SP265A-1 PIPE METAL WHITE 11 +/- 3.1 3 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

131 SP265A-1 HANGER METAL WHITE 35 +/- 10 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

ROOM SP265A-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP205-1
132 SP265A-1 HANGER METAL ORANGE 34 +/-  10 6 INTACT

Abatement or Encapsulation 
of all Lead Based Paint

133 SP265A-1 CEILING CONCRETE WHITE .11 +/- .08

134 SP264-1 COLUMN DRYWALL WHITE A 0 +/- .13

135 SP264-1 WALL PLASTER WHITE A 0 +/- .04

136 SP264-1 COLUMN PLASTER WHITE B .03 +/- .05

137 SP264-1 SHELVES METAL BROWN B .06 +/- .23

138 SP264-1 WALL DRYWALL WHITE B 0 +/- .14

139 SP264-1 WALL DRYWALL WHITE C 0 +/- .11

140 SP264-1 WALL PLASTER WHITE D 0 +/- .11

141 SP264-1 CEILING GRID METAL WHITE 0 +/- .08

142 SP264-1 CEILING VENT METAL WHITE .01 +/- .05

143 SP264-1 LIGHT FIXTURE METAL WHITE 0 +/- .01

144 SP263-1 WALL PLASTER WHITE A 0 +/- .12

145 SP263-1 WINDOW FRAME WOOD WHITE A .06 +/- .33

146 SP263-1 WINDOW SILL WOOD WHITE A 4.5 +/- 1.6 6 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

147 SP263-1 RADIATOR METAL BROWN A .01 +/- .19

148 SP263-1 COLUMN PLASTER WHITE A .06 +/- .11

149 SP263-1 WALL PLASTER WHITE B 0 +/- .02

150 SP263-1 CABINET METAL BROWN B .06 +/- .32

151 SP263-1 CABINET METAL LIGHT BROWN B 0 +/- .02

152 SP263-1 CABINET METAL ORANGE C .34 +/- .12

153 SP263-1 WALL PLASTER WHITE C 0 +/- .08

154 SP263-1 DOOR FRAME METAL WHITE C 0 +/- .01

155 SP263-1 DOOR METAL GRAY C 0 +/- .04

156 SP263-1 WALL DRYWALL WHITE D .02 +/- .05

157 SP263-1 SHELF WOOD WHITE D 0 +/- .01

158 SP263-1 CEILING GRID METAL WHITE .01 +/- .15

159 SP263-1 CEILING GRID METAL WHITE 0 +/- .13

ROOM SP264-1

ROOM SP263-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP205-1
160 SP263-1 LIGHT FIXTURE METAL WHITE 0 +/- .01

161 SP263-1 PIPE METAL BLACK .5 +/- 1.0

162 SP263-1 HANGER METAL ORANGE 13 +/- 5.3 15 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

163 CALIBRATION 3.7 +/- .55

164 CALIBRATION .33 +/- .08

165 CALIBRATION 0 +/- .02

166 SP262-1 WALL PLASTER WHITE A 0 +/- .01

167 SP262-1 COLUMN PLASTER WHITE A .02 +/- .15

168 SP262-1 DOOR FRAME METAL GRAY A .01 +/- .15

169 SP262-1 DOOR METAL GRAY A 0 +/- .09

170 SP262-1 WALL PLASTER WHITE B .02 +/- .07

171 SP262-1 WALL PLASTER WHITE C 0 +/- .01

172 SP262-1 RADIATOR VENT METAL WHITE C .1 +/- .38

173 SP262-1 WINDOW FRAME WOOD WHITE C 2.8 +/- .8 5 POOR
Abatement or Encapsulation 

of all Lead Based Paint

174 SP262-1 WINDOW SILL WOOD WHITE C .17 +/- .42

175 SP262-1 RADIATOR CASE METAL WHITE C 0 +/- .12

176 SP262-1 WALL DRYWALL WHITE D 0 +/- .11

177 SP262-1 CABINET METAL BROWN D .05 +/- .31

178 SP262-1 FIRE EXTINGUISHER PAD PLASTER RED A .01 +/- .01

179 SP262-1 CEILING GRID METAL WHITE 0 +/- .01

180 SP262-1 CEILING VENT METAL WHITE 0 +/- .08

181 SP262-1 LIGHT FIXTURE METAL WHITE .03 +/- .29

182 SP262-1 HANGER METAL ORANGE 3.8 +/- 1.2 6 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

183 SP262-1 PIPE METAL BLACK .05 +/- .2

184 SP261-1 WALL PLASTER WHITE A .1 +/- .1

185 SP261-1 DOOR FRAME METAL GRAY A 3 +/- 1.2 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

186 SP261-1 DOOR METAL GRAY A 0 +/- .13

187 SP261-1 COLUMN PLASTER WHITE B 0 +/- .01

ROOM SP262-1

ROOM SP261-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color
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(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP205-1
188 SP261-1 WALL PLASTER WHITE B .1 +/- .8

189 SP261-1 WALL PLASTER WHITE C .04 +/- .25

190 SP261-1 WINDOW FRAME WOOD WHITE C 9.3 +/- 3.2 5 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

191 SP261-1 WINDOW SILL WOOD WHITE C 5.4 +/- 1.7 3 POOR
Abatement or Encapsulation 

of all Lead Based Paint

192 SP261-1 WALL PLASTER WHITE D .04 +/- .2

193 SP261-1 CEILING GRID METAL WHITE 0 +/- .01

194 SP261-1 CEILING VENT METAL WHITE .01 +/- .01

195 SP261-1 LIGHT FIXTURE METAL WHITE .06 +/- .25

196 SP261-1 PIPE METAL BLACK .01 +/- .13

197 SP261-1 WALL PLASTER RED D .3 +/- .9

198 SP260-1 WALL PLASTER WHITE A 0 +/- .01

199 SP260-1 WALL DRYWALL WHITE A 0 +/- .1

200 SP260-1 INTERIOR DOOR FRAME METAL GRAY A 0 +/- .05

201 SP260-1 INTERIOR DOOR METAL GRAY A 0 +/- .15

202 SP260-1 WALL PLASTER WHITE B 0 +/- .01

203 SP260-1 EXTERIOR DOOR FRAME METAL GRAY B .02 +/- .18

204 SP260-1 EXTERIOR DOOR METAL GRAY B 0 +/- .08

205 SP260-1 WALL PLASTER RED B .01 +/- .02

206 SP260-1 ACCESS WINDOW FRAME METAL WHITE A .01 +/- .17

207 SP260-1 CABINET METAL ORANGE A .16 +/- .28

208 SP260-1 WALL PLASTER WHITE B 0 +/- .01

209 SP260-1 PIPE METAL WHITE B 0 +/- .08

210 SP260-1 WALL PLASTER WHITE C .3 +/- 1.0

211 SP260-1 WINDOW FRAME WOOD WHITE C 9.1 +/- 3.1 25 POOR
Abatement or Encapsulation 

of all Lead Based Paint

212 SP260-1 WINDOW SILL WOOD WHITE C 5.8 +/- 2.3 15 POOR
Abatement or Encapsulation 

of all Lead Based Paint

213 SP260-1 RADIATOR VENT METAL WHITE C .07 +/- .23

214 SP260-1 ACCESS PANEL METAL WHITE C .1 +/- .17

215 SP260-1 COLUMN PLASTER WHITE CENTER 0 +/- .1

216 SP260-1 WALL PLASTER WHITE D 0 +/- .06

ROOM SP260-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color
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Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP205-1
217 SP260-1 SOFFIT DRYWALL WHITE D 0 +/- .01

218 SP260-1 CEILING GRID METAL WHITE 0 +/- .6

219 SP260-1 CEILING VENT METAL WHITE .5 +/- .5

220 SP260-1 LIGHT FIXTURE METAL WHITE .1 +/- .2

221 SP260-1 SPEAKER METAL WHITE 0 +/- .07

222 SP260-1 PIPE METAL BLACK .04 +/- .28

223 SP260-1 HANGER METAL ORANGE 16 +/- 6.8 14 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

224 SP266-1 WALL PLASTER WHITE A 0 +/- .8

225 SP266-1 WALL PLASTER TAN A .1 +/- .09

226 SP266-1 WINDOW FRAME WOOD WHITE A 4.3 +/- 1.3 5 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

227 SP266-1 WINDOW SILL WOOD WHITE A 3.6 +/- 1.1 3 POOR
Abatement or Encapsulation 

of all Lead Based Paint

228 SP266-1 RADIATOR METAL TAN A .04 +/- .21

229 SP266-1 COLUMN PLASTER WHITE A .02 +/- .13

230 SP266-1 WALL DRYWALL WHITE B 0 +/- .01

231 SP266-1 WALL DRYWALL WHITE C 0 +/- .09

232 SP266-1 DOOR FRAME METAL GRAY C 0 +/- .13

233 SP266-1 DOOR METAL GRAY C 0 +/- .1

234 SP266-1 WALL DRYWALL WHITE D 0 +/- .01

235 SP266-1 COLUMN DRYWALL WHITE D 0 +/- .09

236 SP266-1 BASEBOARD VINYL GRAY D 0 +/- .05

237 SP266-1 CEILING GRID METAL WHITE 0 +/- .07

238 SP266-1 CEILING VENT METAL WHITE 0 +/- .01

239 SP266-1 LIGHT FIXTURE METAL WHITE .01 +/- .07

240 SP266-1 PIPE METAL BLACK 0 +/- .08

241 SP267-1 COLUMN PLASTER WHITE A .9 +/- 1.1

242 SP267-1 WALL PLASTER WHITE A .1 +/- .2

243 SP267-1 WINDOW FRAME WOOD WHITE A 3.6 +/- 1.3 5 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

244 SP267-1 WINDOW SILL WOOD WHITE A 4.4 +/- 1.4 3 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

ROOM SP266-1

ROOM SP267-1
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XRF 
Sample 
Number
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Number
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Results 
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(sq. ft. ) Damage Abatement options

ROOM SP205-1
245 SP267-1 CONDUIT METAL WHITE B .01 +/- .15

246 SP267-1 WALL DRYWALL WHITE B 0 +/- .08

247 SP267-1 BASEBOARD VINYL GRAY B .01 +/- .02

248 SP267-1 INTERIOR DOOR FRAME METAL TAN B 0 +/- .08

249 SP267-1 INTERIOR DOOR METAL TAN B 0 +/- .1

250 SP267-1 CABINET METAL BROWN B .04 +/- .31

251 SP267-1 CABINET METAL CREAM B ,1 +/- .32

252 SP267-1 EXTERIOR DOOR FRAME METAL TAN C 4.9 +/- 1.8 7 POOR
Abatement or Encapsulation 

of all Lead Based Paint

253 SP267-1 EXTERIOR DOOR METAL TAN C 0 +/- .08

254 SP267-1 WALL DRYWALL WHITE D .05 +/- .25

255 SP267-1 WALL PLASTER WHITE C .1 +/- .2

256 SP267-1 CEILING GRID WOOD WHITE .01 +/- .17

257 SP267-1 CEILING VENT METAL WHITE 0 +/- .2

258 SP267-1 LIGHT FIXTURE METAL WHITE .01 +/- .15

259 SPWTPATH-1WALL PLASTER WHITE A 0 +/- .07

260 SPWTPATH-1INTERIOR DOOR FRAME METAL TAN A 2.8 +/- 1.1 36 POOR
Abatement or Encapsulation 

of all Lead Based Paint

261 SPWTPATH-1WALL PLASTER WHITE B 0 +/- .06

262 SPWTPATH-1DOOR METAL TAN B .04 +/- .19

263 SPWTPATH-1WALL DRYWALL WHITE D 0 +/- .06

264 SPWTPATH-1COLUMN PLASTER WHITE 0 +/- .09

265 SPWTPATH-1WALL PLASTER WHITE C 0 +/- .12

266 SPWTPATH-1ACCESS WINDOW FRAME METAL WHITE C 0 +/- .15

267 SPWTPATH-1WALL PLASTER WHITE D 0 +/- .01

268 SPWTPATH-1CEILING GRID METAL WHITE 0 +/- .02

269 SPWTPATH-1LIGHT FIXTURE METAL WHITE 0 +/- .02

270 SPWTPATH-1CEILING VENT METAL WHITE 0 +/- .1

271 SPWTPATH-1PIPE METAL BLACK .01 +/- .01

272 SPWTPATH-1VOID

273 SPWTPATH-1HANGER METAL ORANGE 3.1 +/- 1.0 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

ROOM SPWTPATH-1
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XRF 
Sample 
Number
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Number Building Component Substrate Color
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Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP205-1

274 SP258-1 WALL PLASTER WHITE A 0 +/- .08

275 SP258-1 DOOR FRAME METAL TAN A 0 +/- .05

276 SP258-1 DOOR METAL TAN A 0 +/- .12

277 SP258-1 COLUMN DRYWALL WHITE A 0 +/- .03

278 SP258-1 WALL DRYWALL WHITE B 0 +/- .03

279 SP258-1 WALL PLASTER WHITE C .02 +/- .11

280 SP258-1 WINDOW FRAME WOOD WHITE C 12 +/- 3.3 5 POOR
Abatement or Encapsulation 

of all Lead Based Paint

281 SP258-1 WINDOW SILL WOOD WHITE C 5 +/- 1.9 3 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

282 SP258-1 RADIATOR METAL WHITE C 0 +/- .05

283 SP258-1 RADIATOR PIPE METAL WHITE C .1 +/- .2

284 SP258-1 WALL PLASTER WHITE D .02 +/- .13

285 SP258-1 SHELF WOOD WHITE D 0 +/- .05

286 SP258-1 BASEBOARD CERAMIC TILE PINK A .1 +/- .2

287 SP258-1 FLOOR CERAMIC TILE YELLOW .03 +/- .22

288 SP258-1 DROP CEILING TILE WOOD WHITE .1 +/- .6

289 SP258-1 CEILING GRID METAL WHITE 0 +/- .13

290 SP258-1 LIGHT FIXTURE METAL WHITE 0 +/- .01

291 SP258-1 PIPE METAL BLACK .02 +/- .17

292 SP258-1 HANGER METAL ORANGE .6 +/- .3

293 SP257-1 WALL DRYWALL WHITE A 0 +/- .03

294 SP257-1 SHELF WOOD WHITE A 0 +/- .14

295 SP257-1 WALL PLASTER WHITE B 0 +/- .01

296 SP257-1 BASEBOARD CERAMIC TILE PINK B .06 +/- .10

297 SP257-1 WALL DRYWALL WHITE C 0 +/- .11

298 SP257-1 WALL DRYWALL WHITE D 0 +/- .01

299 SP257-1 DOOR FRAME METAL GRAY D 0 +/- .08

300 SP257-1 DOOR METAL GRAY D 0 +/- .09

301 SP257-1 DROP CEILING TILE WOOD WHITE .6 +/- .8

ROOM SP258-1

ROOM SP257-1
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Number Building Component Substrate Color
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Results 

(mg/cm2)

Quantity - 
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(sq. ft. ) Damage Abatement options

ROOM SP205-1
302 SP257-1 CEILING GRID METAL WHITE 0 +/- .04

303 SP257-1 LIGHT FIXTURE METAL WHITE 2.7 +/- .8 4 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

304 SP257-1 CEILING VENT METAL WHITE .6 +/- .7

305 SP257-1 PIPE METAL BLACK 0 +/- .06

306 SP257-1 HANGER METAL ORANGE 3.9 +/- 1.2 3 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

307 CALIBRATION .69 +/- .13

308 CALIBRATION .7 +/- .11

309 CALIBRATION 0 +/- .12

648 SHUTTER CALIBRATION

649 CALIBRATION 1.5 +/- .2

650 CALIBRATION 0 +/- .13

651 CALIBRATION 3.3 +/- .91

652 SP249-1 WALL CERAMIC TILE BLUE A .04 +/- .06

653 SP249-1 WALL DRYWALL WHITE A 0 +/- .08

654 SP249-1 BASEBOARD VINYL BLACK A 0 +/- .01

655 SP249-1 INTERIOR DOOR FRAME METAL GRAY A .01 +/- .16

656 SP249-1 DOOR METAL GRAY A 0 +/- .11

657 SP249-1 WALL DRYWALL WHITE B 0 +/- .14

658 SP249-1 SHELF WOOD VARNISH A .02 +/- .05

659 SP249-1 WALL CERAMIC TILE BLUE B .11 +/- .12

660 SP249-1 EXTERIOR DOOR FRAME METAL GRAY B 0 +/- .09

661 SP249-1 DOOR METAL GRAY B .01 +/- .16

662 SP249-1 PIPE METAL WHITE C 0 +/- .8

663 SP249-1 PANEL WOOD WHITE C 0 +/- .01

664 SP249-1 COLUMN CERAMIC TILE WHITE CENTER .07 +/- .07

665 SP249-1 WALL CERAMIC TILE BLUE C .15 +/- .23

666 SP249-1 FIRE CLOSET DOOR WOOD VARNISH C 0 +/- .17

667 SP249-1 WALL DRYWALL WHITE C 0 +/- .11

668 SP249-1 WALL PLASTER WHITE D 0 +/- .01

ROOM SP249/249A/249B/249C/249D-1
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Location 
(A,B,C,D)

Lead 
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(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP205-1
669 SP249-1 WALL COLUMN DRYWALL WHITE A 0 +/- .08

670 SP249-1 BUMPER BASEBOARD METAL PINK A 0 +/- .15

671 SP249-1 HOOD METAL WHITE CENTER 0 +/- .06

672 SP249-1 WINDOW FRAME WOOD WHITE D 8.6 +/- 2.8 25 POOR
Abatement or Encapsulation 

of all Lead Based Paint

673 SP249-1 WINDOW SILL WOOD WHITE D 8.6 +/- 2.7 15 POOR
Abatement or Encapsulation 

of all Lead Based Paint

674 SP249-1 WALL DRYWALL WHITE D 0 +/- .17

675 SP249-1 CEILING GRID METAL WHITE 0 +/- .12

676 SP249-1 LIGHT FIXTURE METAL WHITE .02 +/- .12

677 SP249-1 PIPE METAL BLACK .01 +/- .13

678 SP249-1 HANGER METAL ORANGE 3.9 +/- 1.3 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

679 SP249-1 CELING FAN METAL WHITE 0 +/- .07

680 SP249-1 SPEAKER METAL WHITE 0 +/- .04

681 SP249-1 PIPE CONNECTOR METAL ORANGE .9 +/- .1

682 SP249-1 INTERIOR WINDOW FRAME METAL WHITE D 0 +/- .08

683 SP249-1 INTERIOR WINDOW SILL METAL WHITE D 0 +/- .12

684 SP236-1 WALL DRYWALL WHITE A 0 +/- .1

685 SP236-1 WALL DRYWALL WHITE B 0 +/- .12

686 SP236-1 SHELF METAL WHITE B .01 +/- .16

687 SP236-1 WALL DRYWALL WHITE C 0 +/- .1

688 SP236-1 WALL DRYWALL WHITE D 0 +/- .01

689 SP236-1 BASEBOARD VINYL BLACK D 4.5 +/- 1.6 20 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

690 SP236-1 WALL CERAMIC TILE TAN A 1.0 +/- .2 140 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

691 SP236-1 COLUMN CERAMIC TILE TAN D 1.7 +/- .4 140 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

692 SP236-1 INTERIOR DOOR FRAME METAL WHITE A 0 +/- .07

693 SP236-1 DOOR METAL WHITE A 0 +/- .05

694 SP236-1 WINDOW FRAME WOOD WHITE B 2.6 +/- .9 15 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

695 SP236-1 WINDOW SILL WOOD WHITE B 1.9 +/- .4 4 POOR
Abatement or Encapsulation 

of all Lead Based Paint

696 SP236-1 WALL CERAMIC TILE TAN B 1.9 +/- .4 220 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

697 SP236-1 COLUMN DRYWALL WHITE B 0 +/- .08

ROOM SP236-1
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(mg/cm2)

Quantity - 
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(sq. ft. ) Damage Abatement options

ROOM SP205-1
698 SP236-1 WALL CERAMIC TILE TAN C 1.9 +/- .4 170 INTACT

Abatement or Encapsulation 
of all Lead Based Paint

699 SP236-1 WALL CERAMIC TILE SPECKLED TANA .13 +/- .08

700 SP236-1 WALL CERAMIC TILE TAN D 2.3 +/- .6 160 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

701 SP236-1 EXTERIOR DOOR FRAME METAL WHITE D 0 +/- .01

702 SP236-1 DOOR METAL WHITE D 0 +/- .11

703 SP236-1 CEILING GRID METAL WHITE .01 +/- .16

704 SP236-1 CELING FAN METAL WHITE .25 +/- .58

705 SP236-1 SPEAKER METAL WHITE 0 +/- .01

706 SP236-1 WALL PLASTER WHITE B 0 +/- .12

707 SP236-1 CEILING PLASTER WHITE .18 +/- .25

708 SP236-1 WALL PLASTER WHITE C 0 +/- .07

709 SP236-1 LIGHT FIXTURE METAL WHITE .01 +/- .12

710 SP236-1 DROP CEILING TILE WOOD WHITE .14 +/- .46

711 SP242-1 WALL DRYWALL WHITE A 0 +/- .01

712 SP242-1 BASEBOARD VINYL BLACK A .6 +/- .9

713 SP242-1 INTERIOR WINDOW FRAME METAL WHITE A .02 +/- .06

714 SP242-1 CONDUIT METAL WHITE .01 +/- .16

715 SP242-1 DOOR FRAME METAL WHITE A 0 +/- .12

716 SP242-1 DOOR METAL WHITE A 0 +/- .1

717 SP242-1 WALL METAL WHITE B 0 +/- .12

718 SP242-1 LIGHT FIXTURE METAL WHITE C 0 +/- .14

719 SP242-1 WALL PLASTER WHITE C 2.2 +/- .9 140 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

720 SP242-1 WALL CERAMIC TILE TAN C 3.0 +/- .9 20 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

721 SP242-1 RAIDIATOR METAL WHITE C 0 +/- .08

722 SP242-1 WINDOW FRAME WOOD WHITE C .19 +/- .38

723 SP242-1 WINDOW SILL WOOD WHITE C 6.2 +/- 2.1 2 POOR
Abatement or Encapsulation 

of all Lead Based Paint

724 SP242-1 COLUMN PLASTER WHITE C 1.4 +/- .8 50 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

725 SP242-1 WALL DRYWALL WHITE D 0 +/- .07

726 SP242-1 CEILING TILE WOOD WHITE .3 +/- .6

ROOM SP242-1
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(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP205-1
727 SP242-1 CEILING GRID METAL BLACK 0 +/- .02

728 SP242-1 LIGHT FIXTURE METAL WHITE 0 +/- .01

729 SP242-1 HANGER METAL ORANGE 5.1 +/- 1.6 6 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

730 SP242-1 PIPE METAL BLACK 0 +/- .05

731 SP243-1 WALL DRYWALL WHITE A 0 +/- .09

732 SP243-1 WALL CERAMIC TILE GREEN A .07 +/- .04

733 SP243-1 BASEBOARD VINYL BLACK A .5 +/- .9

734 SP243-1 EXTERIOR DOOR FRAME METAL WHITE A .02 +/- .18

735 SP243-1 DOOR METAL WHITE A .04 +/- .21

736 SP243-1 WALL DRYWALL WHITE B 0 +/- .12

737 SP243-1 WALL CERAMIC TILE GREEN B .06 +/- .22

738 SP243-1 WALL DRYWALL WHITE C 0 +/- .06

739 SP243-1 WALL PLASTER WHITE C 0 +/- .07

740 SP243-1 WALL CERAMIC TILE GREEN C .1 +/- .07

741 SP243-1 WINDOW SILL CERAMIC TILE GREEN C .02 +/- .03

742 SP243-1 WINDOW FRAME WOOD WHITE C 4.7 +/- 1.8 3 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

743 SP243-1 COLUMN PLASTER WHITE C 2.2 +/- .9 60 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

744 SP243-1 COLUMN CERAMIC TILE GREEN C .18 +/- .09

745 SP243-1 RAIDIATOR METAL WHITE C .01 +/- .15

746 SP243-1 WALL DRYWALL WHITE D 0 +/- .1

747 SP243-1 WALL CERAMIC TILE GREEN D .15 +/- .3

748 SP243-1 SPEAKER METAL WHITE .01 +/- .14

749 SP243-1 LIGHT FIXTURE METAL WHITE .2 +/- .8

750 SP243-1 CEILING GRID METAL WHITE 0 +/- .02

751 SP243-1 PIPE METAL BLACK 0 +/- .09

752 SP243-1 BRACKET METAL GREEN .08 +/- .06

753 SP253-1 WALL DRYWALL WHITE A 0 +/- .16

754 SP253-1 CLOSET SHELF WOOD WHITE A .17 +/- .39

ROOM SP243-1

ROOM SP253-1
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Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP205-1
755 SP253-1 INTERIOR DOOR FRAME METAL WHITE A .01 +/- .16

756 SP253-1 DOOR WOOD VARNISH A 0 +/- .11

757 SP253-1 SLIDING DOOR WOOD VARNISH A 0 +/- .11

758 SP253-1 WALL DRYWALL WHITE B 0 +/- .11

759 SP253-1 WALL DRYWALL WHITE C 0 +/- .08

760 SP253-1 CABINET WOOD VARNISH C .02 +/- .02

761 SP253-1 WALL DRYWALL WHITE D 0 +/- .05

762 SP253-1 BASEBOARD VINYL GRAY D 0 +/- .01

763 SP253-1 EXTERIOR DOOR FRAME METAL GRAY D 0 +/- .09

764 SP253-1 EXTERIOR DOOR METAL GRAY D 0 +/- .09

765 SP253-1 DROP CEILING TILE WOOD WHITE 0 +/- .5

766 SP253-1 CEILING GRID METAL BLACK 0 +/- 0

767 SP253-1 LIGHT FIXTURE METAL WHITE .02 +/- .2

768 SP253-1 PIPE METAL BLACK .01 +/- .4

769 SP253-1 PIPE METAL RED .02 +/- .07

770 SP253-1 HANGER METAL RED .03 +/- .02

771 SP253-1 PIPE CONNECTOR METAL ORANGE .17 +/- .1

772 SP253-1 CELING FAN METAL WHITE .01 +/- .17

773 SP252-1 WALL PLASTER WHITE A .2 +/- .3

774 SP252-1 WALL DRYWALL WHITE B .1 +/- .2

775 SP252-1 BASEBOARD VINYL GRAY B .3 +/- .8

776 SP252-1 DOOR FRAME METAL GRAY B .01 +/- .16

777 SP252-1 DOOR METAL GRAY B 0 +/- .09

778 SP252-1 WALL DRYWALL WHITE C 0 +/- .06

779 SP252-1 INTERIOR DOOR FRAME METAL WHITE C .01 +/- .16

780 SP252-1 INTERIOR DOOR WOOD VARNISH C .02 +/- .08

781 SP252-1 WALL PLASTER WHITE D .4 +/- .4

782 SP252-1 COLUMN PLASTER WHITE D .1 +/- .8

783 SP252-1 WINDOW FRAME WOOD WHITE D 6.8 +/- 2.5 5 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

ROOM SP252-1
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Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP205-1
784 SP252-1 WINDOW SILL WOOD WHITE D 4.1 +/- 1.7 3 INTACT

Abatement or Encapsulation 
of all Lead Based Paint

785 SP252-1 RADIATOR METAL WHITE D 0 +/- .15

786 SP252-1 RADIATOR PIPE METAL WHITE D 3.8 +/- 1.4 1 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

787 SP252-1 DROP CEILING TILE WOOD WHITE .01 +/- .07

788 SP252-1 CEILING GRID METAL BLACK .01 +/- .17

789 SP252-1 LIGHT FIXTURE METAL WHITE 0 +/- .1

790 SP252-1 PIPE METAL BLACK .07 +/- .26

791 SP252-1 PIPE METAL RED .02 +/- .55

792 SP252-1 WALL PLASTER RED A .22 +/- .09

793 SP252-1 WALL PLASTER RED D .03 +/- .69

794 SP252-1 WALL PLASTER BROWN D .2 +/- .08

795 SP251-1 WALL DRYWALL WHITE A .04 +/- .23

796 SP251-1 INTERIOR DOOR FRAME METAL WHITE A 0 +/- .01

797 SP251-1 INTERIOR DOOR WOOD VARNISH A 0 +/- .09

798 SP251-1 WALL DRYWALL WHITE B 0 +/- .08

799 SP251-1 BASEBOARD VINYL GRAY B .4 +/- .8

800 SP251-1 EXTERIOR DOOR FRAME METAL GRAY B .01 +/- .16

801 SP251-1 EXTERIOR DOOR METAL GRAY B 0 +/- .08

802 SP251-1 WALL DRYWALL WHITE C 0 +/- .14

803 SP251-1 COLUMN DRYWALL WHITE C 0 +/- .15

804 SP251-1 WALL PLASTER WHITE D .2 +/- .2

805 SP251-1 WINDOW FRAME WOOD WHITE D 7.8 +/- 2.7 5 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

806 SP251-1 WINDOW SILL WOOD WHITE D 6.8 +/- 2.8 3 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

807 SP251-1 RADIATOR METAL WHITE D 0 +/- .04

808 SP251-1 DROP CEILING TILE WOOD WHITE .2 +/- .5

809 SP251-1 CEILING GRID METAL BLACK 0 +/- .06

810 SP251-1 PIPE METAL BLACK .01 +/- .03

811 SP251-1 LIGHT FIXTURE METAL WHITE .02 +/- .17

812 SP251-1 HANGER METAL ORANGE 5.1 +/- 1.0 5 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

ROOM SP251-1
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ROOM SP205-1
813 SP251-1 WALL PLASTER BROWN D .32 +/- .13

814 SP251-1 WALL PLASTER RED D .4 +/- .3

815 SP251-1 WALL PLASTER GREEN D .36 +/- .21

816 SP250-1 WALL DRYWALL WHITE A 0 +/- .08

817 SP250-1 COLUMN DRYWALL WHITE A 0 +/- .2

818 SP250-1 DOOR FRAME METAL GRAY A .04 +/- .2

819 SP250-1 DOOR METAL GRAY A 0 +/- .11

820 SP250-1 WALL DRYWALL WHITE B 0 +/- .01

821 SP250-1 WALL DRYWALL WHITE C 0 +/- .07

822 SP250-1 INTERIOR DOOR FRAME METAL GRAY C 0 +/- .1

823 SP250-1 INTERIOR DOOR METAL GRAY C 0 +/- .08

824 SP250-1 WALL PLASTER WHITE D .3 +/- .4

825 SP250-1 WINDOW FRAME WOOD WHITE D 4.7 +/- 1.4 5 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

826 SP250-1 WINDOW SILL WOOD WHITE D 6.8 +/- 2.4 3 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

827 SP250-1 RADIATOR METAL WHITE D 0 +/- .14

828 SP250-1 RADIATOR PIPE METAL WHITE D .02 +/- .28

829 SP250-1 DROP CEILING TILE WOOD WHITE .03 +/- .54

830 SP250-1 SPEAKER METAL WHITE .01 +/- .15

831 SP250-1 CEILING GRID METAL BLACK .33 +/- .51

832 SP250-1 LIGHT FIXTURE METAL WHITE .06 +/- .21

833 SP250-1 PIPE METAL BLACK .01 +/- .07

834 SP250-1 HANGER METAL ORANGE 4.8 +/- 1.6 4 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

835 CALIBRATION 2.9 +/- .8

836 CALIBRATION .4 +/- .17

837 CALIBRATION 0 +/- .13

838 SP237-1 WALL PLASTER WHITE A .01 +/- .11

839 SP237-1 BASEBOARD PLASTER PINK A .19 +/- .28

840 SP237-1 BASEBOARD VINYL PINK A 0 +/- .09

ROOM SP250-1

ROOM SP237-1
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ROOM SP205-1
841 SP237-1 COLUMN PLASTER TAN A 0 +/- .07

842 SP237-1 WINDOW FRAME WOOD WHITE A 10 +/- 2.8 21 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

843 SP237-1 WINDOW SILL WOOD WHITE A 3.1 +/- 1.5 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

844 SP237-1 RADIATOR METAL WHITE A .03 +/- .21

845 SP237-1 WALL DRYWALL WHITE B 0 +/- .04

846 SP237-1 PIPE METAL RED B 0 +/- .12

847 SP237-1 WALL PLASTER WHITE C 0 +/- .01

848 SP237-1 WALL PLASTER WHITE D .5 +/- .9

849 SP237-1 WALL DRYWALL WHITE C .02 +/- .05

850 SP237-1 DOOR FRAME METAL PINK C 0 +/- .11

851 SP237-1 DOOR METAL PINK C 0 +/- .1

852 SP237-1 WALL DRYWALL WHITE D 0 +/- .01

853 SP237-1 DROP CEILING TILE WOOD WHITE 0 +/- .6

854 SP237-1 CEILING GRID METAL WHITE 0 +/- .03

855 SP237-1 LIGHT FIXTURE METAL WHITE .01 +/- .16

856 SP237-1 PIPE METAL BLACK .01 +/- .02

857 SP241-1 WALL PLASTER WHITE A 0 +/- .01

858 SP241-1 WALL DRYWALL WHITE A 0 +/- .1

859 SP241-1 WALL PLASTER WHITE B 0 +/- .01

860 SP241-1 BASEBOARD VINYL PINK B 0 +/- .11

861 SP241-1 WALL DRYWALL WHITE B 0 +/- .1

862 SP241-1 DOOR FRAME METAL PINK B 0 +/- .14

863 SP241-1 DOOR WOOD VARNISH B .03 +/- .23

864 SP241-1 WALL DRYWALL WHITE C 0 +/- .02

865 SP241-1 WALL DRYWALL WHITE D 0 +/- .01

866 SP241-1 DROP CEILING TILE WOOD PINK .1 +/- .6

867 SP241-1 CEILING GRID METAL PINK 0 +/- .05

868 SP241-1 PIPE METAL BLACK 0 +/- .04

869 SP241-1 WALL PLASTER PINK A 0 +/- .08

ROOM SP241-1
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ROOM SP205-1
870 SP241-1 WALL PLASTER LIGHT BLUE A .04 +/- .27

871 SP241-1 HANGER METAL ORANGE 1.9 +/- .9 3 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

872 SP240-1 WALL DRYWALL WHITE A 2.0 +/- .7 200 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

873 SP240-1 DOOR FRAME METAL PINK A .1 +/- .2

874 SP240-1 DOOR METAL PINK A 4.5 +/- 1.3 20 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

875 SP240-1 WALL DRYWALL WHITE B 2.2 +/- .8 60 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

876 SP240-1 BASEBOARD VINYL PINK A .5 +/- .9

877 SP240-1 WALL PLASTER WHITE C 4 +/- 1.3 120 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

878 SP240-1 COLUMN PLASTER WHITE C .07 +/- .16

879 SP240-1 CHAIR RAIL WOOD WHITE C 4.4 +/- 1.4 12 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

880 SP240-1 WINDOW FRAME WOOD WHITE C 4.6 +/- 1.6 5 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

881 SP240-1 WINDOW SILL WOOD WHITE C 3.9 +/- 1.2 3 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

882 SP240-1 RADIATOR METAL WHITE C 0 +/- .01

883 SP240-1 LOCKER METAL ORANGE A 2.6 +/- .9 200 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

884 SP240-1 LOCKER METAL CREAM A 2.6 +/- .8 20 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

885 SP240-1 WALL DRYWALL WHITE D 2 +/- .8 120 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

886 SP240-1 INTERIOR DOOR FRAME METAL PINK D 0 +/- .14

887 SP240-1 INTERIOR DOOR WOOD VARNISH D 0 +/- .01

888 SP240-1 WALL CERAMIC TILE PINK A 0 +/- .01

889 SP240-1 WALL CERAMIC TILE PINK B 0 +/- .14

890 SP240-1 WALL CERAMIC TILE WHITE C 0 +/- .08

891 SP240-1 WALL CERAMIC TILE CREAM D .1 +/- .7

892 SP240-1 WALL DRYWALL LIGHT PINK A 0 +/- .1

893 SP240-1 WALL DRYWALL LIGHT PINK B 0 +/- .06

894 SP240-1 WALL DRYWALL LIGHT PINK C 0 +/- .14

895 SP240-1 WALL DRYWALL LIGHT PINK D .1 +/- .6

896 SP240-1 DROP CEILING TILE WOOD WHITE .2 +/- .5

897 SP240-1 CEILING GRID METAL WHITE 0 +/- .03

898 SP240-1 LIGHT FIXTURE METAL WHITE .05 +/- .18

ROOM SP240-1
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ROOM SP205-1
899 SP240-1 PIPE METAL BLACK .02 +/- .17

900 SP240-1 BRACKET METAL BLACK .02 +/- .25

901 SP240-1 SPEAKER METAL WHITE 0 +/- .06

902 SP238-1 WALL DRYWALL WHITE A 1.8 +/- .6 180 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

903 SP238-1 LOCKER METAL LIGHT PURPLE A 3.1 +/- .9 200 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

904 SP238-1 LADDER METAL BLACK A .07 +/- .09

905 SP238-1 WALL DRYWALL WHITE B 0 +/- .07

906 SP238-1 BASEBOARD VINYL PINK B 0 +/- .14

907 SP238-1 DOOR FRAME METAL PINK B 2.9 +/- 1.0 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

908 SP238-1 DOOR METAL PINK B 0 +/- .05

909 SP238-1 RADIATOR METAL WHITE B 2.8 +/- 1.0 20 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

910 SP238-1 INTERIOR DOOR FRAME METAL PINK C 0 +/- .02

911 SP238-1 INTERIOR DOOR METAL WHITE C 0 +/- .05

912 SP238-1 WALL DRYWALL WHITE C 0 +/- .09

913 SP238-1 WALL DRYWALL WHITE D 0 +/- .01

914 SP238-1 WALL CERAMIC TILE PINK A .02 +/- .06

915 SP238-1 WALL CERAMIC TILE PINK B .01 +/- .05

916 SP238-1 WALL CERAMIC TILE WHITE C .01 +/- .2

917 SP238-1 WALL CERAMIC TILE CREAM D 0 +/- .8

918 SP238-1 FLOOR CERAMIC TILE PINK 0 +/- .01

919 SP238-1 WALL DRYWALL LIGHT PINK A 0 +/- .07

920 SP238-1 WALL DRYWALL LIGHT PINK B .01 +/- .12

921 SP238-1 WALL DRYWALL LIGHT PINK C 0 +/- .01

922 SP238-1 WALL DRYWALL TAN D 0 +/- .13

923 SP238-1 CEILING FAN METAL WHITE 0 +/- .01

924 SP238-1 CEILING GRID METAL PINK .02 +/- .17

925 SP238-1 LIGHT FIXTURE METAL WHITE .2 +/- .8

926 SP238-1 SPEAKER METAL WHITE 0 +/- .01

927 SP238-1 DROP CEILING TILE WOOD WHITE .4 +/- .4

ROOM SP238-1
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ROOM SP205-1

928 SP246-1 WALL PLASTER WHITE A 0 +/- .12

929 SP246-1 WINDOW FRAME WOOD WHITE A 4.0 +/- .13 15 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

930 SP246-1 WINDOW SILL WOOD WHITE A 5.0 +/- .19 3 POOR
Abatement or Encapsulation 

of all Lead Based Paint

931 SP246-1 WALL DRYWALL WHITE B 0 +/- .09

932 SP246-1 COLUMN PLASTER WHITE C 0 +/- .07

933 SP246-1 WALL DRYWALL WHITE C 0 +/- .01

934 SP246-1 BASEBOARD VINYL BLACK C 3.3 +/- 1.2 42 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

935 SP246-1 DOOR FRAME METAL TAN C .1 +/- .2

936 SP246-1 DOOR METAL TAN C 0 +/- .05

937 SP246-1 WALL PLASTER WHITE D 0 +/- .07

938 SP246-1 RADIATOR METAL WHITE D .1 +/- .3

939 SP246-1 DROP CEILING TILE WOOD WHITE 0 +/- .6

940 SP246-1 CEILING GRID METAL BLACK 0 +/- .03

941 SP246-1 PIPE METAL BLACK .01 +/- .19

942 SP246-1 LIGHT FIXTURE METAL WHITE .1 +/- .2

943 SP246-1 CEILING FAN METAL WHITE 0 +/- .11

944 SP247-1 WALL PLASTER WHITE A 0 +/- .05

945 SP247-1 WALL CERAMIC TILE GREEN A .03 +/- .19

946 SP247-1 SOFFIT DRYWALL WHITE A 0 +/- .05

947 SP247-1 WINDOW FRAME WOOD WHITE A 6.8 +/- 2.5 10 POOR
Abatement or Encapsulation 

of all Lead Based Paint

948 SP247-1 WINDOW SILL WOOD WHITE A 6.2 +/- 1.9 6 POOR
Abatement or Encapsulation 

of all Lead Based Paint

949 SP247-1 WALL DRYWALL WHITE B 0 +/- .12

950 SP247-1 WALL CERAMIC TILE GREEN B .13 +/- .28

951 SP247-1 WALL DRYWALL WHITE C 0 +/- .12

952 SP247-1 WALL CERAMIC TILE GREEN C .08 +/- .11

953 SP247-1 DOOR FRAME METAL GRAY C 0 +/- .1

954 SP247-1 DOOR METAL GRAY C 0 +/- .03

955 SP247-1 WALL DRYWALL WHITE D 0 +/- .04

ROOM SP247-1

ROOM SP246-1



ALEDA E. LUTZ
DEPARTMENT OF VETERANS AFFAIRS MEDICAL CENTER

BUILDING 1
XRF SAMPLING RESULTS

Page 188 of 418

XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP205-1
956 SP247-1 WALL CERAMIC TILE GREEN D .07 +/- .06

957 SP247-1 CEILING GRID METAL WHITE 0 +/- .02

958 SP247-1 LIGHT FIXTURE METAL WHITE 0 +/- .01

959 SP247-1 CEILING FAN METAL WHITE .01 +/- .15

960 SP247-1 PIPE METAL BLACK 0 +/- .03

961 SP247-1 HANGER METAL ORANGE 9 +/- 2. 25 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

962 CALIBRATION .32 +/- .1

963 CALIBRATION 0 +/- .11

964 CALIBRATION 3.3 +/- .64

1006 SP270-1 WALL PLASTER WHITE A .06 +/- .74

1007 SP270-1 CONDUIT METAL WHITE A 0 +/- .04

1008 SP270-1 ELECTRICAL BOX 0 +/- .13

1009 SP270-1 INTERIOR DOOR FRAME METAL GRAY A 1.1 +/- .7 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1010 SP270-1 WALL PLASTER WHITE B 10 +/- 3.3 250 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1011 SP270-1 COLUMN PLASTER WHITE B .3 +/- 1.0

1012 SP270-1 EXTERIOR DOOR FRAME METAL GRAY B .9 +/- .6

1013 SP270-1 DOOR WOOD VARNISH B 9.3 +/- 2.8 25 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1014 SP270-1 DOOR WOOD VARNISH C 17 +/- 4.5 20 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1015 SP270-1 WALL PLASTER WHITE C 7.6 +/- 2.3 120 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1016 SP270-1 CABINET WOOD VARNISH C 0 +/- .1

1017 SP270-1 WALL PLASTER WHITE D 0 +/- .01

1018 SP270-1 BASEBOARD VINYL GRAY D .2 +/- .9

1019 SP270-1 PLATE METAL WHITE D .02 +/- .19

1020 SP270-1 RADIATOR FRAME METAL TAN D .06 +/- .25

1021 SP270-1 WALL DRYWALL WHITE A .02 +/- .07

1022 SP270-1 COLUMN DRYWALL WHITE A 0 +/- .08

1023 SP270-1 WALL DRYWALL WHITE B .01 +/- .18

1024 SP270-1 WALL DRYWALL WHITE C .01 +/- .07

1025 SP270-1 LOCKER METAL TAN D .01 +/- .12

ROOM SP270-1



ALEDA E. LUTZ
DEPARTMENT OF VETERANS AFFAIRS MEDICAL CENTER

BUILDING 1
XRF SAMPLING RESULTS

Page 189 of 418

XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP205-1
1026 SP270-1 DROP CEILING TILE WOOD WHITE .4 +/- .4

1027 SP270-1 CEILING GRID METAL WHITE 0 +/- .01

1028 SP270-1 PIPE METAL BLACK .01 +/- .01

1029 SP270-1 HANGER METAL ORANGE .19 +/- .08

1030 SP270-1 VENT COVER METAL WHITE B .3 +/- 1.0

1031 SP270-1 LIGHT FIXTURE METAL WHITE .4 +/- .6

1032 SP270-1 PIPE METAL ORANGE 5.1 +/- 1.6 5 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1033 SP270-1 WALL PLASTER BLUE D .26 +/- .15

1034 SP271-1 WALL PLASTER WHITE A .1 +/- .8

1035 SP271-1 BASEBOARD VINYL GRAY A .1 +/- .8

1036 SP271-1 WALL PLASTER WHITE B .1 +/- .9

1037 SP271-1 COLUMN PLASTER WHITE C .05 +/- .25

1038 SP271-1 DOOR FRAME METAL GRAY B 0 +/- .15

1039 SP271-1 DOOR METAL GRAY B 0 +/- .03

1040 SP271-1 COLUMN DRYWALL WHITE C 0 +/- .07

1041 SP271-1 WALL DRYWALL WHITE C 0 +/- .01

1042 SP271-1 WALL PLASTER WHITE D .2 +/- .1

1043 SP271-1 DROP CEILING TILE WOOD WHITE .4 +/- .6

1044 SP271-1 CEILING GRID METAL BLACK 0 +/- .02

1045 SP271-1 LIGHT FIXTURE METAL WHITE .02 +/- .18

1046 SP271-1 WALL PLASTER BLUE A .2 +/- .9

1047 SP271-1 WALL PLASTER YELLOW A .02 +/- .18

1048 SP271-1 WALL PLASTER YELLOW C .06 +/- .07

1049 SP271-1 HANGER METAL ORANGE 2.6 +/- .7 3 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1050 SP271-1 PIPE METAL BLACK .01 +/- .09

1051 SP272-1 WALL PLASTER WHITE A 17 +/- 4.8 120 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1052 SP272-1 INTERIOR WINDOW FRAME METAL PINK A 12 +/- 4.7 9 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1053 SP272-1 INTERIOR DOOR FRAME METAL PINK A 6.7 +/- 2.5 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

ROOM SP271-1

ROOM SP272-1
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ROOM SP205-1
1054 SP272-1 INTERIOR DOOR METAL PINK A 11 +/- 3 20 INTACT

Abatement or Encapsulation 
of all Lead Based Paint

1055 SP272-1 EXTERIOR DOOR WOOD VARNISH B 60 +/- 18 20 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1056 SP272-1 EXTERIOR DOOR FRAME METAL PINK B 10 +/- 3.8 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1057 SP272-1 WALL PLASTER PINK B 17 +/- 4.9 150 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1058 SP272-1 COLUMN PLASTER PINK B 0 +/- .01

1059 SP272-1 BASEBOARD VINYL GRAY B 0 +/- .01

1060 SP272-1 CABINET WOOD VARNISH B .11 +/- .12

1061 SP272-1 COLUMN DRYWALL PINK B .01 +/- .13

1062 SP272-1 WALL PLASTER PINK C .01 +/- .15

1063 SP272-1 WALL PLASTER PINK D 0 +/- .02

1064 SP272-1 WINDOW FRAME WOOD PINK D .4 +/- .5

1065 SP272-1 WINDOW SILL WOOD PINK D .01 +/- .04

1066 SP272-1 PANEL WOOD PINK D 0 +/- .01

1067 SP272-1 RADIATOR METAL PINK D 0 +/- .06

1068 SP272-1 BASEBOARD METAL PINK D .02 +/- .19

1069 SP272-1 DROP CEILING TILE WOOD WHITE .1 +/- .6

1070 SP272-1 CEILING GRID METAL WHITE .01 +/- .17

1071 SP272-1 CEILING FAN METAL WHITE 0 +/- .05

1072 SP272-1 BEAM METAL ORANGE 5.1 +/- 1.6 1 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1073 SP272-1 PIPE METAL BLACK .02 +/- .19

1074 SP272-1 HANGER METAL ORANGE 5.1 +/- 1.7 10 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1075 SP273-1 WALL DRYWALL PINK A 0 +/- .11

1076 SP273-1 COLUMN DRYWALL PINK A 0 +/- .7

1077 SP273-1 SHELF WOOD PINK A 0 +/- .12

1078 SP273-1 BASEBOARD METAL PINK A 0 +/- .02

1079 SP273-1 WALL DRYWALL PINK B 0 +/- .1

1080 SP273-1 BASEBOARD VINYL GRAY B 0 +/- .01

1081 SP273-1 EXTERIOR DOOR FRAME METAL WHITE B 3.2 +/- 1.3 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1082 SP273-1 EXTERIOR DOOR METAL WHITE B 0 +/- .1

ROOM SP273-1
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Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 
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ROOM SP205-1
1083 SP273-1 WALL PLASTER PINK C .16 +/- .17

1084 SP273-1 INTERIOR DOOR WOOD VARNISH C 7.2 +/- 2.6 20 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1085 SP273-1 INTERIOR DOOR FRAME METAL PINK C 2.2 +/- .9 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1086 SP273-1 INTERIOR WINDOW FRAME METAL PINK C .03 +/- .18

1087 SP273-1 AIR CONDITIONER FRAME WOOD PINK C 0 +/- .1

1088 SP273-1 WALL PLASTER PINK D .4 +/- .5

1089 SP273-1 WINDOW FRAME WOOD PINK D 6.1 +/- 1.9 5 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1090 SP273-1 WINDOW SILL WOOD PINK D 4.7 +/- 1.8 3 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1091 SP273-1 PANEL WOOD WHITE D 0 +/- .01

1092 SP273-1 DROP CEILING TILE METAL WHITE 0 +/- .09

1093 SP273-1 CEILING GRID METAL WHITE .01 +/- .14

1094 SP273-1 CEILING FAN METAL WHITE 0 +/- .12

1095 SP273-1 PIPE METAL BLACK .01 +/- .14

1096 SP273-1 BEAM METAL ORANGE 3.4 +/- 1.0 1 POOR
Abatement or Encapsulation 

of all Lead Based Paint

1097 SP273-1 HANGER METAL ORANGE 4.8 +/- 1.6 8 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1098 SP273-1 RADIATOR PIPE METAL WHITE .2 +/- .22

1099 SP275276-1WALL PLASTER WHITE A 8.3 +/- 3.3 120 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1100 SP275276-1WALL PLASTER WHITE B .3 +/- 1.0

1101 SP275276-1PANEL METAL WHITE B 0 +/- .12

1102 SP275276-1RADIATOR METAL WHITE B 0 +/- .11

1103 SP275276-1WINDOW FRAME WOOD WHITE B 6.1 +/- 2.1 15 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1104 SP275276-1WINDOW SILL WOOD WHITE B 2.7 +/- 1.1 9 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1105 SP275276-1ELECTRICAL PLATE METAL WHITE B 0 +/- .01

1106 SP275276-1WALL PLASTER WHITE C 7.1 +/- 2.4 140 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1107 SP275276-1INTERIOR DOOR FRAME METAL GRAY C 0 +/- .05

1108 SP275276-1INTERIOR DOOR WOOD VARNISH C 10 +/- 2.9 35 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1109 SP275276-1WALL DRYWALL WHITE B 0 +/- .11

1110 SP275276-1BASEBOARD VINYL GRAY B .01 +/- .04

1111 SP275276-1WALL DRYWALL WHITE C 0 +/- .04

ROOM SP275/275A/276-1
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ROOM SP205-1
1112 SP275276-1WALL PLASTER WHITE D .1 +/- .2

1113 SP275276-1EXTERIOR DOOR FRAME METAL GRAY D 10 +/- 4 16 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1114 SP275276-1EXTERIOR DOOR METAL GRAY D 8.1 +/- 3.1 20 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1115 SP275276-1COLUMN DRYWALL WHITE D 5.8 +/- 2.2 185 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1116 SP275276-1WALL DRYWALL WHITE A 0 +/- .01

1117 SP275276-1RADIATOR METAL WHITE B 0 +/- .07

1118 SP275276-1RADIATOR PIPE METAL WHITE B 2.5 +/- 1.0 1 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1119 SP275276-1DROP CEILING TILE METAL WHITE .2 +/- .52

1120 SP275276-1CEILING GRID METAL BLACK 0 +/- .01

1121 SP275276-1BEAM METAL RED .03 +/- .26

1122 SP275276-1LIGHT FIXTURE METAL WHITE .01 +/- .03

1123 SP275276-1PIPE METAL BLACK .02 +/- .12

1124 SP275276-1VOID

1125 SP275276-1HANGER METAL ORANGE .7 +/- .1

1126 SP277-1 WALL PLASTER WHITE A .7 +/- 1.1

1127 SP277-1 WALL PLASTER WHITE B .08 +/- .28

1128 SP277-1 COLUMN PLASTER WHITE B .1 +/- .2

1129 SP277-1 WINDOW FRAME WOOD WHITE B 7.1 +/- 2.8 5 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1130 SP277-1 WINDOW SILL WOOD WHITE B 3.5 +/- 1.2 3 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1131 SP277-1 RADIATOR METAL WHITE B 0 +/- .11

1132 SP277-1 RADIATOR PIPE METAL WHITE B 2.9 +/- 1.1 1 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1133 SP277-1 WALL PLASTER WHITE C .1 +/- .2

1134 SP277-1 WALL DRYWALL WHITE D 0 +/- .1

1135 SP277-1 BASEBOARD VINYL GRAY D .3 +/- .8

1136 SP277-1 DDOR FRAME METAL GRAY D 0 +/- .07

1137 SP277-1 DOOR METAL GRAY D 0 +/- .14

1138 SP277-1 DROP CEILING TILE WOOD WHITE 0 +/- .6

1139 SP277-1 CEILING GRID METAL BLACK 0 +/- .1

1140 SP277-1 LIGHT FIXTURE METAL WHITE .01 +/- .18

ROOM SP277-1
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ROOM SP205-1
1141 SP277-1 PIPE METAL BLACK .1 +/- .9

1142 SP277-1 BRACKET METAL BLACK .01 +/- .17

1143 SP277-1 WALL PLASTER BROWN D .01 +/- .03

1144 SP277-1 WALL PLASTER BROWN A 0 +/- .7

1145 SP277-1 WALL PLASTER BROWN B .02 +/- .04

1146 SP277-1 WALL PLASTER BROWN C .5 +/- .9

1147 SP280-1 WALL PLASTER WHITE A .6 +/- 1.0

1148 SP280-1 WINDOW FRAME WOOD WHITE A 7.1 +/- 2.0 10 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1149 SP280-1 WINDOW SILL WOOD WHITE A 4.3 +/- 1.6 6 POOR
Abatement or Encapsulation 

of all Lead Based Paint

1150 SP280-1 RADIATOR METAL WHITE A 0 +/- .04

1151 SP280-1 RADIATOR PIPE METAL WHITE A .11 +/- .24

1152 SP280-1 COLUMN PLASTER WHITE A .3 +/- .9

1153 SP280-1 WALL PLASTER WHITE B .08 +/- .07

1154 SP280-1 WALL PLASTER WHITE C 0 +/- .03

1155 SP280-1 COLUMN DRYWALL WHITE C 0 +/- .07

1156 SP280-1 WALL DRYWALL WHITE D .3 +/- .7

1157 SP280-1 DDOR FRAME METAL GRAY D 0 +/- .08

1158 SP280-1 DOOR METAL GRAY D 0 +/- .06

1159 SP280-1 BASEBOARD VINYL BLACK D 0 +/- .16

1160 SP280-1 DROP CEILING TILE WOOD WHITE .01 +/-  .13

1161 SP280-1 CEILING GRID METAL BLACK 0 +/- .07

1162 SP280-1 LIGHT FIXTURE METAL WHITE 0 +/- .05

1163 SP280-1 PIPE METAL BLACK .04 +/- .27

1164 SP280-1 HANGER METAL ORANGE 11 +/- 3.0 5 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1165 SP278-1 WALL PLASTER WHITE A .1 +/- .7

1166 SP278-1 WALL PLASTER WHITE B .02 +/- .77

1167 SP278-1 WINDOW FRAME WOOD WHITE B 5.4 +/- 1.7 5 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1168 SP278-1 WINDOW SILL WOOD WHITE B 2.4 +/- .9 3 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

ROOM SP280-1

ROOM SP278-1
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ROOM SP205-1
1169 SP278-1 RADIATOR METAL WHITE B 0 +/- .12

1170 SP278-1 RADIATOR PIPE METAL WHITE B 5.9 +/- 2.4 1 POOR
Abatement or Encapsulation 

of all Lead Based Paint

1171 SP278-1 INTERIOR DOOR FRAME METAL GRAY C .01 +/- .03

1172 SP278-1 INTERIOR DOOR METAL GRAY C 0 +/- .06

1173 SP278-1 WALL PLASTER WHITE C .1 +/- .8

1174 SP278-1 WALL DRYWALL WHITE C 0 +/- .13

1175 SP278-1 ELECTRICAL PANEL METAL WHITE C 0 +/- .03

1176 SP278-1 WALL PLASTER WHITE D 0 +/- .01

1177 SP278-1 EXTERIOR DOOR FRAME METAL GRAY D 0 +/- .11

1178 SP278-1 EXTERIOR DOOR METAL GRAY D .04 +/- .2

1179 SP278-1 DROP CEILING TILE WOOD WHITE .21 +/- .5

1180 SP278-1 CEILING GRID METAL BLACK 0 +/- .06

1181 SP278-1 LIGHT FIXTURE METAL WHITE .01 +/- .12

1182 SP278-1 PIPE METAL BLACK .01 +/- .12

1183 SP278-1 HANGER METAL ORANGE 5.1 +/- 1.6 3 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1184 CALIBRATION .35 +/- .14

1185 CALIBRATION 0 +/- .02

1186 CALIBRATION 3.2 +/- .84

1187 SP274-1 WALL DRYWALL WHITE A 0 +/- .14

1188 SP274-1 BRACKET METAL WHITE A .6 +/- 1.0

1189 SP274-1 WALL DRYWALL WHITE B 0 +/- .01

1190 SP274-1 WINDOW FRAME WOOD WHITE B .01 +/- .11

1191 SP274-1 RADIATOR METAL WHITE B 0 +/- .01

1192 SP274-1 RADIATOR PIPE METAL WHITE B .25 +/- .31

1193 SP274-1 COLUMN DRYWALL WHITE C 0 +/- .1

1194 SP274-1 WALL DRYWALL WHITE C 0 +/- .08

1195 SP274-1 INTERIOR DOOR FRAME METAL WHITE C 0 +/- .12

1196 SP274-1 INTERIOR DOOR METAL WHITE C 0 +/- .12

1197 SP274-1 EXTERIOR DOOR FRAME METAL WHITE D 2.5 +/- 1.1 7 POOR
Abatement or Encapsulation 

of all Lead Based Paint

ROOM SP274-1
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ROOM SP205-1
1198 SP274-1 EXTERIOR DOOR METAL GRAY D 0 +/- .12

1199 SP274-1 WALL DRYWALL WHITE D 0 +/- .09

1200 SP274-1 DROP CEILING TILE WOOD WHITE .2 +/- .6

1201 SP274-1 CEILING GRID METAL BLACK 0 +/- 0

1202 SP274-1 LIGHT FIXTURE METAL WHITE .01 +/- .07

1203 SP274-1 PIPE METAL BLACK .01 +/- .03

1204 SP274-1 WALL PLASTER GREEN D .2 +/- .8

1205 SP274-1 HANGER METAL ORANGE 13 +/- 5.7 8 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1206 SPXRCOR-1WALL PLASTER WHITE A .11 +/- .24

1207 SPXRCOR-1WINDOW FRAME WOOD WHITE A 10 +/- 3.1 5 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1208 SPXRCOR-1WINDOW SILL WOOD WHITE A 2.7 +/- 1.1 3 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1209 SPXRCOR-1COLUMN DRYWALL WHITE D 0 +/- .01

1210 SPXRCOR-1RADIATOR METAL WHITE A 0 +/- .13

1211 SPXRCOR-1RADIATOR PIPE METAL SILVER A 0 +/- .04

1212 SPXRCOR-1WALL PLASTER WHITE B .1 +/- .2

1213 SPXRCOR-1DOOR FRAME METAL GRAY B 3.4 +/- 1.4 74 POOR
Abatement or Encapsulation 

of all Lead Based Paint

1214 SPXRCOR-1DOOR METAL GRAY B .01 +/- .22

1215 SPXRCOR-1DOOR WOOD VARNISH B 7.6 +/- 3.1 100 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1216 SPXRCOR-1WALL PLASTER WHITE D .01 +/- .03

1217 SPXRCOR-1BASEBOARD VINYL GRAY D .01 +/- .05

1218 SPXRCOR-1ACCESS PANEL METAL GRAY D 0 +/- .07

1219 SPXRCOR-1WALL DRYWALL WHITE D 0 +/- .1

1220 SPXRCOR-1WALL PLASTER WHITE C .02 +/- .19

1221 SPXRCOR-1BASEBOARD VINYL BROWN B .04 +/- .12

1222 SPXRCOR-1BRACKET METAL GREEN B .1 +/- .2

1223 SPXRCOR-1DROP CEILING TILE WOOD WHITE .7 +/- .7

1224 SPXRCOR-1CEILING GRID METAL BLACK 0 +/- .1

1225 SPXRCOR-1LIGHT FIXTURE METAL WHITE 0 +/- .11

1226 SPXRCOR-1BRACKET METAL BLACK .01 +/- .02

ROOM SPXRCOR-1
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ROOM SP205-1
1227 SPXRCOR-1PIPE METAL BLACK .02 +/- .05

1228 SPXRCOR-1SOFFIT PLASTER WHITE 0 +/- .8

1229 SPXRCOR-1SOFFIT PLASTER BLUE 0 +/- .04

1230 SPXRCOR-1WALL PLASTER BLUE D 0 +/- .01

1231 SPXRCOR-1SPEAKER METAL WHITE 0 +/- .14

1232 SPXRCOR-1WALL PLASTER BROWN B .06 +/- .1

1233 SPXRCOR-1PIPE CONNECTOR METAL ORANGE .9 +/- .1

1234 SPXRCOR-1WALL PLASTER BROWN D .3 +/- 1.0

1235 SP269-1 WALL PLASTER WHITE A 0 +/- .12

1236 SP269-1 WALL PLASTER WHITE B .01 +/- .77

1237 SP269-1 EXTERIOR DOOR FRAME METAL GRAY B 3.3 +/- 1.4 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1238 SP269-1 EXTERIOR DOOR WOOD VARNISH B .02 +/- .28

1239 SP269-1 WALL PLASTER WHITE C 0 +/- .8

1240 SP269-1 BASEBOARD CERAMIC TILE PINK A 17 +/- 7.1 21 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1241 SP269-1 BASEBOARD VINYL GRAY B .01 +/- .01

1242 SP269-1 CABINET METAL BROWN D 2.1 +/- .5 50 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1243 SP269-1 CABINET METAL WHITE D .13 +/- .27

1244 SP269-1 COLUMN DRYWALL WHITE D 0 +/- .01

1245 SP269-1 WALL PLASTER WHITE D .3 +/- .4

1246 SP269-1 INTERIOR DOOR FRAME METAL GRAY A 0 +/- .14

1247 SP269-1 INTERIOR DOOR WOOD VARNISH A 8.2 +/- 3.0 20 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1248 SP269-1 DROP CEILING TILE WOOD WHITE .32 +/- .51

1249 SP269-1 CEILING GRID METAL WHITE 0 +/- .02

1250 SP269-1 LIGHT FIXTURE METAL WHITE .01 +/- .17

1251 SP269-1 PIPE METAL BLACK .03 +/- .2

1252 SP269-1 WALL PLASTER BROWN C .16 +/- .05

1253 SP269-1 CEILING FAN METAL WHITE .26 +/- .57

1254 SP279-1 WALL DRYWALL WHITE A 0 +/- .1

ROOM SP279-1

ROOM SP269/269A/269B/269C-1
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ROOM SP205-1
1255 SP279-1 BASEBOARD VINYL GRAY A .1 +/- .2

1256 SP279-1 INTERIOR DOOR FRAME METAL GRAY A 0 +/- .03

1257 SP279-1 INTERIOR DOOR METAL GRAY A 0 +/- .07

1258 SP279-1 PLATE METAL WHITE A 0 +/- .13

1259 SP279-1 WALL DRYWALL WHITE B 0 +/- .07

1260 SP279-1 WALL PLASTER WHITE C 0 +/- .07

1261 SP279-1 BRACKET METAL WHITE C 0 +/- .13

1262 SP279-1 COLUMN PLASTER WHITE D .06 +/- .73

1263 SP279-1 EXTERIOR DOOR FRAME METAL GRAY C 3.3 +/- 1.2 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1264 SP279-1 EXTERIOR DOOR METAL GRAY C 0 +/- .11

1265 SP279-1 WALL DRYWALL WHITE D 0 +/- .14

1266 SP279-1 DROP CEILING TILE WOOD WHITE .2 +/- .5

1267 SP279-1 CEILING GRID METAL BLACK 0 +/- .01

1268 SP279-1 LIGHT FIXTURE METAL WHITE .04 +/- .15

1269 SP279-1 PIPE METAL BLACK .01 +/- .12

1270 SP279-1 HANGER METAL ORANGE 5.1 +/- 1.6 15 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1271 SP219-1 WALL PLASTER GREEN A .03 +/- .08

1272 SP219-1 WINDOW FRAME WOOD GREEN A 7.4 +/- 2.8 5 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1273 SP219-1 WINDOW SILL WOOD GREEN A 6.3 +/- 2.0 3 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1274 SP219-1 RADIATOR METAL GREEN A .01 +/- .17

1275 SP219-1 RADIATOR PIPE METAL GREEN A .7 +/- .2

1276 SP219-1 WALL PLASTER TAN B .4 +/- 1.0

1277 SP219-1 WALL PLASTER TAN C .3 +/- 1.0

1278 SP219-1 DOOR FRAME METAL GRAY C .04 +/- .25

1279 SP219-1 DOOR METAL GRAY C 0 +/- .12

1280 SP219-1 COLUMN PLASTER TAN C .1 +/- .2

1281 SP219-1 PLATE METAL TAN C .01 +/- .17

1282 SP219-1 WALL DRYWALL TAN D .01 +/- .09

1283 SP219-1 BASEBOARD VINYL GRAY D 0 +/- .02

ROOM SP219-1
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ROOM SP205-1
1284 SP219-1 DROP CEILING TILE WOOD WHITE .5 +/- .7

1285 SP219-1 CEILING GRID METAL BLACK .1 +/- .2

1286 SP219-1 LIGHT FIXTURE METAL WHITE .03 +/- .17

1287 SP219-1 PIPE METAL BLACK 0 +/- .05

1288 SP219-1 HANGER METAL ORANGE 4.1 +/- 1.4 5 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1289 SP219-1 PIPE METAL ORANGE 2.9 +/- .8 5 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1290 SP220-1 WALL PLASTER GREEN A .3 +/- .9

1291 SP220-1 WINDOW FRAME WOOD GREEN A 7.3 +/- 2.8 5 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1292 SP220-1 WINDOW SILL WOOD GREEN A 2.9 +/- 1.0 3 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1293 SP220-1 RADIATOR METAL GREEN A .02 +/- .18

1294 SP220-1 RADIATOR PIPE METAL GREEN A 3.0 +/- .9 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1295 SP220-1 BASEBOARD VINYL GRAY B .1 +/- .7

1296 SP220-1 WALL DRYWALL TAN B 0 +/- .1

1297 SP220-1 WALL DRYWALL TAN C .04 +/- .14

1298 SP220-1 COLUMN PLASTER TAN D .3 +/- .9

1299 SP220-1 DOOR FRAME METAL GRAY C 0 +/- .08

1300 SP220-1 DOOR METAL GRAY C .01 +/- .18

1301 SP220-1 WALL PLASTER TAN D .1 +/- .8

1302 SP220-1 COLUMN PLASTER GREEN A .4 +/- 1.0

1303 SP220-1 DROP CEILING TILE WOOD WHITE .6 +/- .7

1304 SP220-1 CEILING GRID METAL BLACK 0 +/- .1

1305 SP220-1 PIPE METAL BLACK .04 +/- .13

1306 SP220-1 LIGHT FIXTURE METAL WHITE .1 +/- .2

1307 SP220-1 PIPE METAL ORANGE 2.6 +/- .6 9 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1308 SP220-1 HANGER METAL ORANGE 3.1 +/- 1.1 4 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1309 SP222-1 WALL DRYWALL TAN A .1 +/- .7

1310 SP222-1 BASEBOARD VINYL GRAY A .5 +/- .9

1311 SP222-1 DOOR FRAME METAL GRAY A 0 +/- .12

ROOM SP220-1

ROOM SP222-1
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Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP205-1
1312 SP222-1 DOOR METAL GRAY A 0 +/- .13

1313 SP222-1 COLUMN PLASTER TAN B .5 +/- .9

1314 SP222-1 WALL PLASTER TAN B .7 +/- 1.1

1315 SP222-1 COLUMN PLASTER GREEN B .1 +/- .8

1316 SP222-1 WALL PLASTER GREEN C .4 +/- 1.0

1317 SP222-1 WINDOW FRAME WOOD GREEN C 7.8 +/- 2.9 5 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1318 SP222-1 WINDOW SILL WOOD GREEN C 3.3 +/- 1.0 3 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1319 SP222-1 RADIATOR METAL GREEN C 0 +/- .06

1320 SP222-1 RADIATOR PIPE METAL GREEN C .09 +/- .15

1321 SP222-1 WALL DRYWALL TAN D .2 +/- .8

1322 SP222-1 DROP CEILING TILE WOOD WHITE 0 +/- .1

1323 SP222-1 CEILING GRID METAL BLACK 0 +/- .01

1324 SP222-1 LIGHT FIXTURE METAL WHITE 0 +/- .1

1325 SP222-1 PIPE METAL ORANGE 5.1 +/- 1.7 5 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1326 SP222-1 HANGER METAL ORANGE 2.9 +/- .8 4 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1327 CALIBRATION 1.5 +/- .24

1328 CALIBRATION 0 +/- .1

1329 CALIBRATION 3.0 +/- .8

1357 SP225-1 DROP CEILING TILE WOOD WHITE 0 +/- .11

1358 SP225-1 CEILING GRID METAL BLACK 0 +/- .13

1359 SP225-1 LIGHT FIXTURE METAL WHITE 0 +/- .1

1360 SP225-1 PIPE METAL ORANGE 11 +/- 4.5 8 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1361 SP225-1 HANGER METAL ORANGE 14 +/- 5.3 11 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1362 SP225-1 SPEAKER METAL WHITE 0 +/- .14

1363 SP225-1 WALL DRYWALL TAN A .06 +/- .68

1364 SP225-1 BASEBOARD VINYL GRAY A 0 +/- .05

1365 SP225-1 DOOR FRAME METAL GRAY A 2.5 +/- 1.1 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1366 SP225-1 DOOR METAL GRAY A 0 +/- .14

1367 SP225-1 WALL DRYWALL TAN B 0 +/- .1

ROOM SP225-1
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(sq. ft. ) Damage Abatement options

ROOM SP205-1
1368 SP225-1 WALL DRYWALL GREEN C .01 +/- .13

1369 SP225-1 WINDOW FRAME WOOD GREEN C 5.1 +/- 1.8 10 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1370 SP225-1 WINDOW SILL DRYWALL GREEN C 0 +/- .01

1371 SP225-1 WALL DRYWALL TAN D 0 +/- 0

1372 SP225-1 COLUMN DRYWALL TAN A .01 +/- .11

1373 SP223-1 DROP CEILING TILE WOOD WHITE .01 +/- .1

1374 SP223-1 CEILING GRID METAL BLACK 0 +/- .01

1375 SP223-1 LIGHT FIXTURE METAL WHITE .05 +/- .2

1376 SP223-1 PIPE METAL ORANGE 3.7 +/- .8 9 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1377 SP223-1 HANGER METAL ORANGE 3.0 +/- .9 6 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1378 SP223-1 PIPE METAL BLACK .1 +/- .7

1379 SP223-1 BRACKET METAL BLACK .01 +/- .04

1380 SP223-1 WALL DRYWALL TAN A .4 +/- .8

1381 SP223-1 BASEBOARD VINYL GRAY A .7 +/- .9

1382 SP223-1 DOOR FRAME METAL GRAY B .01 +/- .24

1383 SP223-1 DOOR METAL GRAY B 0 +/- .11

1384 SP223-1 COLUMN PLASTER TAN A .1 +/- .1

1385 SP223-1 WALL DRYWALL TAN B 0 +/- .06

1386 SP223-1 WALL PLASTER GREEN C .1 +/- .1

1387 SP223-1 COLUMN PLASTER GREEN B .1 +/- .6

1388 SP223-1 WINDOW FRAME WOOD GREEN C 7.8 +/- 3.0 10 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1389 SP223-1 WINDOW SILL WOOD GREEN C 2 +/- .7 6 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1390 SP223-1 RADIATOR METAL GREEN C .01 +/- .17

1391 SP223-1 RADIATOR PIPE METAL BLACK C .47 +/- .24

1392 SP223-1 WALL PLASTER TAN D .1 +/- .1

1393 SHUTTER CALIBRATION

1394 CALIBRATION 1.7 +/- .32

1395 CALIBRATION 0 +/- .09

ROOM SP232A-1

ROOM SP223-1
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Sample 
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Building 
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Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP205-1
1396 CALIBRATION .31 +/- .14

1397 SP232A-1 WALL PLASTER WHITE A .2 +/- 1.0

1398 SP232A-1 COLUMN PLASTER WHITE B .4 +/- 1.0

1399 SP232A-1 WALL PLASTER WHITE B .3 +/- .9

1400 SP232A-1 WALL PLASTER WHITE C .02 +/- .05

1401 SP232A-1 WINDOW FRAME WOOD WHITE C 7.2 +/- 2.6 5 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1402 SP232A-1 WINDOW SILL WOOD WHITE C .01 +/- .07

1403 SP232A-1 RADIATOR METAL WHITE C .01 +/- .11

1404 SP232A-1 RADIATOR PIPE METAL WHITE C .01 +/- .06

1405 SP232A-1 WALL DRYWALL WHITE D .01 +/- .12

1406 SP232A-1 BASEBOARD VINYL GRAY D .6 +/- 1.0

1407 SP232A-1 DOOR FRAME METAL WHITE D 0 +/- .14

1408 SP232A-1 DOOR METAL GRAY D 0 +/- .12

1409 SP232A-1 DROP CEILING TILE WOOD WHITE .29 +/- .49

1410 SP232A-1 CEILING GRID METAL BLACK 0 +/- .05

1411 SP232A-1 LIGHT FIXTURE METAL WHITE 0 +/- .1

1412 SP232A-1 PIPE METAL BLACK 0 +/- .14

1413 SP232A-1 HANGER METAL ORANGE 5.1 +/- 1.7 13 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1414 SP232-1 COLUMN DRYWALL WHITE A 0 +/- .01

1415 SP232-1 BASEBOARD VINYL GRAY A .03 +/- .19

1416 SP232-1 WALL PLASTER WHITE A .08 +/- .74

1417 SP232-1 COLUMN PLASTER WHITE B 0 +/- .01

1418 SP232-1 WALL DRYWALL WHITE B .01 +/- .17

1419 SP232-1 INTERIOR DOOR FRAME METAL GRAY B 0 +/- .03

1420 SP232-1 INTERIOR DOOR METAL GRAY B .01 +/- .15

1421 SP232-1 WALL DRYWALL WHITE C 0 +/- .06

1422 SP232-1 WALL DRYWALL WHITE D 0 +/- .06

1423 SP232-1 DROP CEILING TILE WOOD WHITE .14 +/- .56

1424 SP232-1 CEILING GRID METAL BLACK 0 +/- .09

ROOM SP232-1
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(sq. ft. ) Damage Abatement options

ROOM SP205-1
1425 SP232-1 LIGHT FIXTURE METAL WHITE .01 +/- .05

1426 SP232-1 HANGER METAL BLACK 0 +/- .05

1427 SP232-1 INTERIOR DOOR FRAME METAL WHITE C .01 +/- .16

1428 SP232-1 INTERIOR DOOR METAL WHITE C 0 +/- .02

1429 SP232-1 INTERIOR DOOR HINGE METAL WHITE C 0 +/- .13

1430 SP233-1 WALL PLASTER WHITE A .7 +/- 1.0

1431 SP233-1 EXTERIOR DOOR FRAME METAL GRAY A 0 +/- .07

1432 SP233-1 EXTERIOR DOOR METAL GRAY A 0 +/- .12

1433 SP233-1 COLUMN PLASTER WHITE D .03 +/- .07

1434 SP233-1 WALL DRYWALL WHITE B 0 +/- .01

1435 SP233-1 BASEBOARD VINYL GRAY B .59 +/- 1.0

1436 SP233-1 INTERIOR DOOR FRAME METAL TAN B 0 +/- .12

1437 SP233-1 INTERIOR DOOR METAL TAN B 0 +/- .14

1438 SP233-1 INTERIOR WINDOW SILL METAL WHITE B 0 +/- .11

1439 SP233-1 INTERIOR WINDOW FRAME METAL WHITE B 0 +/- .01

1440 SP233-1 WALL PLASTER WHITE C .2 +/- .8

1441 SP233-1 WINDOW FRAME WOOD WHITE C 8.4 +/- 3.1 15 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1442 SP233-1 WINDOW SILL WOOD WHITE C 3.5 +/- 1.2 9 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1443 SP233-1 RADIATOR METAL WHITE C 0 +/- .01

1444 SP233-1 PLATE METAL WHITE C .03 +/- .21

1445 SP233-1 RADIATOR PIPE METAL WHITE C 3.6 +/- 1.1 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1446 SP233-1 INTERIOR DOOR FRAME METAL WHITE C 4.4 +/- 1.5 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1447 SP233-1 INTERIOR DOOR METAL WHITE C 9.0 +/- 2.1 20 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1448 SP233-1 WALL DRYWALL WHITE C 0 +/- .12

1449 SP233-1 LOCKER METAL DARK BLUE D .01 +/- .18

1450 SP233-1 LOCKER METAL BROWN D 0 +/- .1

1451 SP233-1 LOCKER METAL ORANGE D 2.8 +/- 1.1 6 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1452 SP233-1 LOCKER METAL LIGHT BLUE D .02 +/- .15

1453 SP233-1 WALL PLASTER WHITE D .3 +/- 1.0

ROOM SP233-1
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(sq. ft. ) Damage Abatement options

ROOM SP205-1
1454 SP233-1 CABINET WOOD VARNISH D 0 +/- .01

1455 SP233-1 CABINET METAL BROWN A 0 +/- .1

1456 SP233-1 DROP CEILING TILE WOOD WHITE .32 +/- .51

1457 SP233-1 CEILING GRID METAL BLACK 0 +/- .04

1458 SP233-1 LIGHT FIXTURE METAL WHITE .01 +/- .06

1459 SP233-1 SPEAKER METAL GRAY 0 +/- .1

1460 SP233-1 HANGER METAL ORANGE 12 +/- 5 26 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1461 SP233-1 BRACKET METAL BLACK .01 +/- 07

1462 SP233-1 PIPE METAL BLACK .06 +/- .19

1463 SP233-1 PIPE METAL ORANGE 5.1 +/- 1.5 15 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1464 SP233-1 WALL PLASTER BROWN C .02 +/- .01

1472 SPCOR203-1WALL PLASTER WHITE A .2 +/- .2

1473 SPCOR203-1WINDOW FRAME WOOD WHITE A 3.4 +/- 1.2 5 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1474 SPCOR203-1WINDOW SILL WOOD WHITE A 7.7 +/- 2.8 3 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1475 SPCOR203-1RADIATOR METAL WHITE A 0 +/- .07

1476 SPCOR203-1RADIATOR PIPE METAL SILVER A 0 +/- .01

1477 SPCOR203-1WALL PLASTER WHITE B .1 +/- .8

1478 SPCOR203-1INTERIOR DOOR FRAME METAL GRAY B 3.3 +/- 1.4 49 POOR
Abatement or Encapsulation 

of all Lead Based Paint

1479 SPCOR203-1INTERIOR DOOR WOOD VARNISH B 7.5 +/- 2.9 40 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1480 SPCOR203-1WALL DRYWALL WHITE C 0 +/- .1

1481 SPCOR203-1BASEBOARD VINYL BLACK C 3.6 +/- 1.3 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1482 SPCOR203-1EXTERIOR DOOR FRAME METAL GRAY C 0 +/- .09

1483 SPCOR203-1EXTERIOR DOOR METAL GRAY C .01 +/- .16

1484 SPCOR203-1INTERIOR DOOR METAL GRAY D .01 +/- .18

1485 SPCOR203-1WALL PLASTER WHITE D .2 +/- .8

1486 SPCOR203-1WALL PLASTER RED D 0 +/- .01

1487 SPCOR203-1WALL DRYWALL WHITE A 0 +/- .15

1488 SPCOR203-1WALL DRYWALL WHITE D .01 +/- .13

1489 SPCOR203-1DROP CEILING TILE WOOD WHITE .22 +/- .47

ROOM SPCOR203-1
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ROOM SP205-1
1490 SPCOR203-1CEILING GRID METAL BLACK 0 +/- .01

1491 SPCOR203-1BRACKET METAL BLACK .03 +/- .26

1492 SPCOR203-1SPEAKER METAL WHITE 0 +/- .14

1493 SPCOR203-1PIPE METAL BLACK .02 +/- .1

1494 SPCOR203-1PIPE CONNECTOR METAL ORANGE .6 +/- .2

1495 SPCOR203-1HANGER METAL ORANGE 30 +/- 10 3 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1496 SPCOR203-1LIGHT FIXTURE METAL WHITE 0 +/- .03

1497 SPCOR203-1WALL PLASTER RED A .3 +/- .37

1498 SP234-1 WALL DRYWALL WHITE A 0 +/- .02

1499 SP234-1 INTERIOR WINDOW FRAME METAL GRAY A 0 +/- .02

1500 SP234-1 INTERIOR DOOR FRAME METAL GRAY A 0 +/- .05

1501 SP234-1 INTERIOR DOOR METAL GRAY A 0 +/- .01

1502 SP234-1 BASEBOARD VINYL GRAY A .5 +/- .8

1503 SP234-1 WALL DRYWALL WHITE B 0 +/- .09

1504 SP234-1 COLUMN DRYWALL WHITE B 0 +/- .03

1505 SP234-1 WINDOW FRAME WOOD WHITE B 5.1 +/- 1.8 25 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1506 SP234-1 WINDOW SILL DRYWALL WHITE B 0 +/- .01

1507 SP234-1 RADIATOR COVER METAL WHITE B .14 +/- .52

1508 SP234-1 WINDOW SILL WOOD WHITE B 4.7 +/- 1.7 4 POOR
Abatement or Encapsulation 

of all Lead Based Paint

1509 SP234-1 CONDUIT METAL WHITE B .02 +/- .23

1510 SP234-1 COLUMN PLASTER WHITE B .22 +/- .11

1511 SP234-1 WALL DRYWALL WHITE C 0 +/- .07

1512 SP234-1 BASEBOARD VINYL BLACK B .06 +/- .24

1513 SP234-1 WALL PLASTER WHITE C 1.8 +/- .6 170 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1514 SP234-1 WALL DRYWALL WHITE D 0 +/- .06

1515 SP234-1 EXTERIOR DOOR FRAME METAL GRAY D .01 +/- .07

1516 SP234-1 EXTERIOR DOOR METAL GRAY D .01 +/- .18

1517 SP234-1 DROP CEILING TILE WOOD WHITE .3 +/- .5

1518 SP234-1 CEILING GRID METAL BLACK 0 +/- .01

ROOM SP234/234A-1
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ROOM SP205-1
1519 SP234-1 LIGHT FIXTURE METAL WHITE 0 +/- .1

1520 SP234-1 PIPE METAL BLACK .1 +/- .2

1521 SP234-1 COLUMN CERAMIC TILE TAN B 2.8 +/- .9 60 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1522 SP234-1 WALL CERAMIC TILE TAN C 2.4 +/- .6 40 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1523 SP234-1 SPEAKER METAL WHITE 0 +/- .02

1524 SP234-1 BRACKET METAL ORANGE 0 +/- 0

1525 SP234-1 CEILING VENT METAL WHITE 0 +/- .1

1526 SP234-1 HANGER METAL ORANGE 5.1 +/- 1.8 5 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1527 SP234-1 PIPE METAL RED .01 +/- .09

1528 SP221-1 WALL PLASTER GREEN A .2 +/- .7

1529 SP221-1 COLUMN PLASTER GREEN A .02 +/- .06

1530 SP221-1 WINDOW FRAME WOOD GREEN A 5 +/- 1.8 4 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1531 SP221-1 WINDOW SILL WOOD GREEN A 3.1 +/- 1.1 3 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1532 SP221-1 RADIATOR METAL GREEN A 0 +/- .04

1533 SP221-1 RADIATOR PIPE METAL BLACK A .16 +/- .11

1534 SP221-1 WALL PLASTER TAN B 0 +/- .03

1535 SP221-1 COLUMN PLASTER TAN B .02 +/- .15

1536 SP221-1 WALL DRYWALL TAN C 0 +/- .09

1537 SP221-1 BASEBOARD VINYL GRAY C .4 +/- .9

1538 SP221-1 DOOR FRAME METAL BROWN C 0 +/- .01

1539 SP221-1 DOOR METAL BROWN C 0 +/- .07

1540 SP221-1 WALL DRYWALL TAN D .01 +/- .09

1541 SP221-1 DROP CEILING TILE WOOD WHITE .4 +/- .6

1542 SP221-1 CEILING GRID METAL BLACK .02 +/- .42

1543 SP221-1 LIGHT FIXTURE METAL WHITE .1 +/- .2

1544 SP221-1 PIPE METAL ORANGE 1.3 +/- .3 5 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1545 SP221-1 HANGER METAL ORANGE 5.4 +/- 1.9 4 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1546 SP221-1 PIPE METAL BLACK 0 +/- .12

ROOM SP224-1

ROOM SP222-1
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ROOM SP205-1
1547 SP224-1 WALL PLASTER TAN A .02 +/- .08

1548 SP224-1 WALL DRYWALL TAN A .2 +/- .8

1549 SP224-1 BASEBOARD VINYL GRAY A .5 +/- .9

1550 SP224-1 INTERIOR DOOR FRAME METAL BROWN A 0 +/- .01

1551 SP224-1 INTERIOR DOOR METAL BROWN A 0 +/- .12

1552 SP224-1 WALL PLASTER TAN B 0 +/- .02

1553 SP224-1 WALL DRYWALL TAN B 0 +/- .02

1554 SP224-1 WALL DRYWALL TAN C .01 +/- .1

1555 SP224-1 WINDOW FRAME WOOD TAN C 5.1 +/- 1.7 5 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1556 SP224-1 WINDOW SILL WOOD TAN C 0 +/- .01

1557 SP224-1 RADIATOR PIPE METAL SILVER C .01 +/- .06

1558 SP224-1 WALL DRYWALL TAN D .2 +/- .7

1559 SP224-1 COLUMN DRYWALL TAN A .3 +/- .8

1560 SP224-1 DROP CEILING TILE WOOD WHITE .2 +/- .6

1561 SP224-1 CEILING GRID METAL BLACK 0 +/- .2

1562 SP224-1 PIPE METAL BLACK .02 +/- .16

1563 SP224-1 LIGHT FIXTURE METAL WHITE .01 +/- .07

1564 SP224-1 PIPE METAL RED .1 +/- .4

1565 SP224-1 PIPE METAL ORANGE 5.1 +/- 1.7 5 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1566 SP224-1 HANGER METAL ORANGE 5.1 +/- 1.7 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1567 SP224-1 CEILING FAN METAL WHITE .02 +/- .21

1568 SP218-1 WALL PLASTER WHITE A .03 +/- .12

1569 SP218-1 COLUMN PLASTER WHITE A .05 +/- .17

1570 SP218-1 WINDOW FRAME WOOD WHITE A 6.4 +/- 2.0 15 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1571 SP218-1 WINDOW SILL WOOD WHITE A 6.5 +/- 2.7 9 POOR
Abatement or Encapsulation 

of all Lead Based Paint

1572 SP218-1 RADIATOR METAL WHITE A 0 +/- .13

1573 SP218-1 WALL PLASTER WHITE B .15 +/- .13

1574 SP218-1 WALL PLASTER WHITE C 0 +/- .01

1575 SP218-1 EXTERIOR DOOR FRAME METAL GRAY C 0 +/- .08

ROOM SP218-1



ALEDA E. LUTZ
DEPARTMENT OF VETERANS AFFAIRS MEDICAL CENTER

BUILDING 1
XRF SAMPLING RESULTS

Page 207 of 418

XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP205-1
1576 SP218-1 EXTERIOR DOOR METAL GRAY C 0 +/- .08

1577 SP218-1 WALL PLASTER WHITE D 0 +/- .02

1578 SP218-1 BASEBOARD VINYL BLACK D .08 +/- .22

1579 SP218-1 INTERIOR DOOR FRAME METAL WHITE D 0 +/- .07

1580 SP218-1 INTERIOR DOOR FRAME METAL CREAM D .01 +/- .15

1581 SP218-1 INTERIOR DOOR WOOD VARNISH D 0 +/- .01

1582 SP218-1 DROP CEILING TILE WOOD WHITE .3 +/- .5

1583 SP218-1 CEILING GRID METAL BLACK 0 +/- .02

1584 SP218-1 LIGHT FIXTURE METAL WHITE .04 +/- .27

1585 SP218-1 CEILING FAN METAL WHITE 0 +/- .07

1586 SP218-1 HANGER METAL ORANGE 7.4 +/- 2.7 11 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1587 SP218-1 WALL PLASTER BLUE C .04 +/- .76

1588 SP218-1 PIPE METAL BLACK 0 +/- .14

1589 SP216-1 WALL PLASTER WHITE A .07 +/- .74

1590 SP216-1 INTERIOR WINDOW FRAME METAL WHITE A 0 +/- .08

1591 SP216-1 INTERIOR DOOR FRAME METAL WHITE A 0 +/- .11

1592 SP216-1 INTERIOR DOOR WOOD VARNISH A 0 +/- .1

1593 SP216-1 COLUMN PLASTER WHITE B 0 +/- .01

1594 SP216-1 WALL PLASTER WHITE B 0 +/- .06

1595 SP216-1 BASEBOARD VINYL GRAY B .05 +/- .69

1596 SP216-1 LAB DOOR FRAME METAL WHITE B .01 +/- .16

1597 SP216-1 DOOR WOOD VARNISH B 0 +/- .01

1598 SP216-1 WALL PLASTER WHITE C 0 +/- .04

1599 SP216-1 WALL PLASTER WHITE D .1 +/- .8

1600 SP216-1 EXTERIOR DOOR FRAME METAL GRAY D 0 +/- .01

1601 SP216-1 EXTERIOR DOOR METAL GRAY D 0 +/- .14

1602 SP216-1 DROP CEILING TILE WOOD WHITE .03 +/- .06

1603 SP216-1 CEILING GRID METAL BLACK 0 +/- .09

1604 SP216-1 LIGHT FIXTURE METAL WHITE 0 +/- .03

ROOM SP216-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP205-1
1605 SP216-1 SPEAKER METAL WHITE .01 +/- .18

1606 SP216-1 CEILING FAN METAL WHITE .01 +/- .12

1607 SP216-1 WALL PLASTER YELLOW .2 +/- .2

1608 SP215-1 WALL PLASTER YELLOW A 0 +/- .06

1609 SP215-1 WALL PLASTER YELLOW B .1 +/- .8

1610 SP215-1 COLUMN PLASTER YELLOW B .1 +/- .13

1611 SP215-1 WINDOW FRAME WOOD YELLOW B 4.7 +/- 1.6 5 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1612 SP215-1 WINDOW SILL WOOD YELLOW B 3.1 +/- 1.2 3 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1613 SP215-1 RADIATOR METAL YELLOW B 0 +/- .04

1614 SP215-1 WALL DRYWALL YELLOW C 0 +/- .13

1615 SP215-1 INTERIOR DOOR FRAME METAL YELLOW C 0 +/- .1

1616 SP215-1 INTERIOR WINDOW FRAME METAL YELLOW C 0 +/- .09

1617 SP215-1 INTERIOR DOOR WOOD VARNISH C 0 +/- .11

1618 SP215-1 EXTERIOR DOOR FRAME METAL GRAY D .03 +/- .07

1619 SP215-1 EXTERIOR DOOR METAL GRAY D 0 +/- .07

1620 SP215-1 WALL PLASTER YELLOW D 0 +/- .01

1621 SP215-1 DROP CEILING TILE WOOD WHITE .2 +/- .6

1622 SP215-1 CEILING GRID METAL BLACK 0 +/- .01

1623 SP215-1 LIGHT FIXTURE METAL WHITE .04 +/- .24

1624 SP215-1 CEILING FAN METAL WHITE .03 +/- .14

1625 CALIBRATION 1.5 +/- .25

1626 CALIBRATION 0 +/- .11

1627 CALIBRATION .36 +/- .16

1614 SP216A-1 WALL PLASTER WHITE A .97 +/- .3

1615 SP216A-1 COLUMN DRYWALL WHITE A 0 +/- .07

1616 SP216A-1 WINDOW FRAME WOOD WHITE A 4.9 +/- 1.7 5 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1617 SP216A-1 WINDOW SILL WOOD WHITE A 8.1 +/- 2.8 3 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1618 SP216A-1 RADIATOR METAL WHITE A 0 +/- .01

ROOM SP215-1

ROOM SP216A/216B-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP205-1
1619 SP216A-1 WALL PLASTER WHITE B .04 +/- .67

1620 SP216A-1 INTERIOR DOOR FRAME METAL WHITE C .01 +/- .17

1621 SP216A-1 INTERIOR DOOR WOOD VARNISH C 0 +/- .16

1622 SP216A-1 WALL PLASTER WHITE C 0 +/- .03

1623 SP216A-1 COLUMN PLASTER WHITE C .3 +/- 1.0

1624 SP216A-1 DOOR FRAME METAL CREAM C 0 +/- .14

1625 SP216A-1 BASEBOARD VINYL BLACK C .03 +/- .04

1626 SP216A-1 WALL PLASTER WHITE D .3 +/- .7

1627 SP216A-1 DROP CEILING TILE WOOD WHITE 0 +/- .1

1628 SP216A-1 CEILING GRID METAL BLACK 0 +/- 0

1629 SP216A-1 PIPE METAL BLACK .03 +/- .11

1630 SP216A-1 CEILING FAN METAL WHITE .2 +/- .7

1631 SP216A-1 LIGHT FIXTURE METAL WHITE 0 +/- .12

1632 SP226-1 WALL DRYWALL TAN A .5 +/- .8

1633 SP226-1 COLUMN PLASTER TAN A 0 +/- .01

1634 SP226-1 DOOR FRAME METAL BROWN A .7 +/- .4

1635 SP226-1 DOOR METAL BROWN A 0 +/- .09

1636 SP226-1 WALL DRYWALL TAN B .02 +/- .12

1637 SP226-1 WALL PLASTER GREEN C .2 +/- .7

1638 SP226-1 RADIATOR METAL GREEN C .04 +/- .18

1639 SP226-1 WINDOW FRAME WOOD GREEN C 7.3 +/- 2.6 15 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1640 SP226-1 WINDOW SILL WOOD GREEN C 3.7 +/- 1.2 9 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1641 SP226-1 COLUMN PLASTER GREEN C 0 +/- .1

1642 SP226-1 WALL PLASTER TAN C .1 +/- .3

1643 SP226-1 DROP CEILING TILE WOOD WHITE .7 +/- .8

1644 SP226-1 CEILING GRID METAL BLACK 0 +/- .08

1645 SP226-1 LIGHT FIXTURE METAL WHITE 0 +/- .12

1646 SP226-1 PIPE METAL BLACK .05 +/- .13

1647 SP226-1 HANGER METAL ORANGE 15 +/- 5.8 19 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

ROOM SP226-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP205-1
1648 SP226-1 PIPE METAL ORANGE 5.1 +/- 1.6 14 INTACT

Abatement or Encapsulation 
of all Lead Based Paint

1649 SPFC2A-1 DOOR FRAME METAL WHITE A 3.3 +/- .9

1650 SPFC2A-1 DOOR WOOD VARNISH A .03 +/- .29

1651 SPFC2A-1 WALL PLASTER WHITE B .04 +/- .08

1652 SPFC2A-1 WALL PLASTER WHITE C .1 +/- .42

1653 SPFC2A-1 WALL PLASTER WHITE D .07 +/- .25

1654 SPFC2A-1 CEILING PLASTER WHITE .01 +/- .04

1655 SPFC2A-1 PIPE METAL RED 0 +/- .05

1656 SPFC2A-1 VALVE METAL RED 4.2 +/- 1.4 1 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1657 SPFC2A-1 HANGER METAL RED .28 +/- .08

1658 SPFC2A-1 CONDUIT METAL WHITE .03 +/- .13

1659 SPFC2A-1 BASEBOARD PLASTER RED .03 +/- .06

1660 SPFC2A-1 FLOOR CONCRETE RED . .2 +/- .9

1661 CALIBRATION 1.1 +/- .13

1662 CALIBRATION 0 +/- .1

1663 CALIBRATION .29 +/- .06

1723 SP202-1 WALL DRYWALL BLUE A 0 +/- .1

1724 SP202-1 COLUMN DRYWALL BLUE A .3 +/- .8

1725 SP202-1 RADIATOR PIPE METAL SILVER A .3 +/- 0.2

1726 SP202-1 WINDOW FRAME WOOD BLUE A 4.6 +/- 1.7 5 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1727 SP202-1 WINDOW SILL WOOD BLUE A 0 +/- .18

1728 SP202-1 WALL DRYWALL BLUE B 0 +/- .12

1729 SP202-1 WALL DRYWALL BLUE C 0 +/- .07

1730 SP202-1 DOOR FRAME METAL BLUE C 0 +/- .02

1731 SP202-1 DOOR METAL BLUE C .03 +/- .2

1732 SP202-1 WALL DRYWALL BLUE D .01 +/- .03

1733 SP202-1 BASEBOARD VINYL GRAY D .02 +/- .74

1734 SP202-1 DROP CEILING TILE WOOD WHITE .4 +/- .7

ROOM SPFC2A-1

ROOM SP202-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP205-1
1735 SP202-1 CEILING GRID METAL BLACK 0 +/- .1

1736 SP202-1 LIGHT FIXTURE METAL WHITE .02 +/- .15

1737 SP202-1 PIPE METAL BLACK 0 +/- .01

1738 SP202-1 HANGER METAL ORANGE 5.1 +/- 1.5 4 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1739 SP201-1 WALL DRYWALL BLUE A 0 +/- .1

1740 SP201-1 WINDOW SILL WOOD BLUE A .1 +/- .2

1741 SP201-1 RADIATOR PIPE METAL SILVER A 3.7 +/- 1.1 1 POOR
Abatement or Encapsulation 

of all Lead Based Paint

1742 SP201-1 WALL DRYWALL BLUE B .02 +/- .2

1743 SP201-1 WALL DRYWALL BLUE C .01 +/- .13

1744 SP201-1 BASEBOARD VINYL GRAY C .2 +/- .8

1745 SP201-1 DOOR FRAME METAL BLUE C 0 +/- .08

1746 SP201-1 DOOR METAL BLUE C 0 +/- .1

1747 SP201-1 COLUMN PLASTER BLUE D .2 +/- .3

1748 SP201-1 WALL DRYWALL BLUE D .1 +/- .7

1749 SP201-1 DROP CEILING TILE WOOD WHITE 0 +/- .1

1750 SP201-1 CEILING GRID METAL BLACK .03 +/- .1

1751 SP201-1 PIPE METAL BLACK .1 +/- .2

1752 SP201-1 LIGHT FIXTURE METAL WHITE .04 +/- .2

1753 SP203-1 WALL DRYWALL WHITE A 0 +/- .11

1754 SP203-1 COLUMN DRYWALL WHITE A 0 +/- .06

1755 SP203-1 BASEBOARD VINYL GRAY A 0 +/- .01

1756 SP203-1 SOFFIT DRYWALL WHITE A 0 +/- .01

1757 SP203-1 WINDOW FRAME WOOD WHITE A 4.7 +/- 1.7 5 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1758 SP203-1 WINDOW SILL WOOD WHITE A 0 +/- .01

1759 SP203-1 STALL METAL GRAY A 0 +/- .1

1760 SP203-1 WALL DRYWALL WHITE B 0 +/- .1

1761 SP203-1 WALL DRYWALL WHITE C 0 +/- .01

1762 SP203-1 DOOR FRAME METAL GRAY C 0 +/- .09

ROOM SP201-1

ROOM SP203-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP205-1
1763 SP203-1 DOOR METAL BROWN C 0 +/- .09

1764 SP203-1 WALL DRYWALL WHITE D 0 +/- .09

1765 SP203-1 DROP CEILING TILE WOOD WHITE .02 +/- .15

1766 SP203-1 CEILING GRID METAL BLACK .1 +/- .2

1767 SP203-1 PIPE METAL BLACK .03 +/- .24

1768 SP203-1 LIGHT FIXTURE METAL WHITE .01 +/- .05

1769 SP203-1 HANGER METAL ORANGE 5.1 +/- 1.7 4 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1770 SP204-1 WALL DRYWALL WHITE A 0 +/- .13

1771 SP204-1 BASEBOARD VINYL GRAY A .03 +/- .12

1772 SP204-1 WALL DRYWALL WHITE B .01 +/- .13

1773 SP204-1 WALL PLASTER WHITE C .01 +/- .14

1774 SP204-1 DOOR FRAME METAL BROWN C .01 +/- .15

1775 SP204-1 DOOR METAL BROWN C .04 +/- .21

1776 SP204-1 WALL DRYWALL WHITE D .03 +/- .2

1777 SP204-1 STALL METAL GRAY D .2 +/- .7

1778 SP204-1 DROP CEILING TILE WOOD WHITE 0 +/- .02

1779 SP204-1 CEILING GRID METAL BLACK 0 +/- 0

1780 SP204-1 LIGHT FIXTURE METAL WHITE 0 +/- .1

1781 SP204-1 PIPE METAL BLACK .01 +/- .11

1782 SP204-1 HANGER METAL ORANGE 6.6 +/- 2.1 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1783 SP204-1 WALL PLASTER YELLOW A .06 .07

1784 SP204-1 WALL PLASTER YELLOW B .17 +/- .12

1785 CALIBRATION .34 +/- .16

1786 CALIBRATION 0 +/- .15

1787 CALIBRATION 1.6 +/- .31

138 CALIBRATION 1.1 +/- .09

139 CALIBRATION 0 +/- .01

140 CALIBRATION .33 +/- .05

ROOM SP204-1

ROOM SPFLR2COR1-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP205-1
141 SPFLR2COR1-1WALL PLASTER WHITE A .01 +/- .14

142 SPFLR2COR1-1WALL PLASTER WHITE B 0 +/- .01

143 SPFLR2COR1-1WALL PLASTER WHITE C .13 +/- .84

144 SPFLR2COR1-1WALL PLASTER WHITE D .01 +/- .09

145 SPFLR2COR1-1DOOR WOOD VARNISH C .01 +/- .02

146 SPFLR2COR1-1DOOR FRAME METAL LIGHT BROWN A 2.1 +/- .8 152 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

147 SPFLR2COR1-1DOOR METAL LIGHT BROWN A 0 +/- .09

148 SPFLR2COR1-1WALL DRYWALL WHITE B 0 +/- .07

149 SPFLR2COR1-1WALL DRYWALL WHITE A 0 +/- .09

150 SPFLR2COR1-1WALL DRYWALL WHITE C 0 +/- .06

151 SPFLR2COR1-1WALL DRYWALL WHITE D 0 +/- .01

152 SPFLR2COR1-1BASEBOARD VINYL GRAY A .02 +/- .16

153 SPFLR2COR1-1WALL DRYWALL BLUE A 0 +/- .2

154 SPFLR2COR1-1WALL DRYWALL BLUE B .1 +/- .1

155 SPFLR2COR1-1WALL DRYWALL BLUE C 0 +/- .10

156 SPFLR2COR1-1WALL DRYWALL BLUE D .1 +/- .2

157 SPFLR2COR1-1WALL PLASTER BLUE A .3 +/- .6

158 SPFLR2COR1-1WALL PLASTER BLUE D .4 +/- .9

159 SPFLR2COR1-1WINDOW SILL PLASTER BLUE A .02 +/- .16

160 SPFLR2COR1-1BASEBOARD VINYL GRAY C 15 +/- .89 50 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

161 SPFLR2COR1-1WINDOW FRAME WOOD BLUE D 4.8 +/- 1.7 5 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

162 SPFLR2COR1-1WINDOW SILL WOOD BLUE D 5.8 +/- 1.7 3 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

163 SPFLR2COR1-1RADIATOR METAL BLUE D .02 +/- .19

164 SPFLR2COR1-1DOOR FRAME METAL DARK BROWN C 0 +/- .02

165 SPFLR2COR1-1DOOR METAL DARK BROWN C 0 +/- .12

166 SPFLR2COR1-1WALL PLASTER PINK A 0 +/- .02

167 SPFLR2COR1-1WALL PLASTER PINK C .1 +/- .3

168 SPFLR2COR1-1WALL PLASTER PINK D 0 +/- .01

169 SPFLR2COR1-1WALL PLASTER GREEN A .72 +/- 1.1

170 SPFLR2COR1-1WALL PLASTER GREEN C .06 +/- .16
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XRF 
Sample 
Number

Building 
Number
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Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP205-1
171 SPFLR2COR1-1WALL PLASTER GREEN D .05 +/- .17

172 SPFLR2COR1-1WALL PLASTER GREEN B .8 +/- .4

173 SPFLR2COR1-1WALL DRYWALL GREEN B .02 +/- .13

174 SPFLR2COR1-1WINDOW FRAME WOOD GREEN A 4.6 +/- 1.6 10 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

175 SPFLR2COR1-1WINDOW SILL WOOD GREEN A 6.7 +/- 1.9 6 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

176 SPFLR2COR1-1RADIATOR METAL GREEN A .01 +/- .14

177 SPFLR2COR1-1RADIATOR PIPE METAL BLACK A 4.2 +/- 1.3 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

178 SPFLR2COR1-1RADIATOR METAL PINK B .05 +/- .18

179 SPFLR2COR1-1CEILING GRID METAL BLACK .06 +/- .25

180 SPFLR2COR1-1LIGHT FIXTURE METAL WHITE 0 +/- .01

181 SPFLR2COR1-1SPEAKER METAL WHITE 0 +/- .07

182 SPFLR2COR1-1PIPE METAL BLACK 0 +/- .05

183 SPFLR2COR1-1BRACKET METAL BLACK 0 +/- .08

184 SPFLR2COR1-1PIPE CONNECTOR METAL ORANGE .25 +/- .13

185 SPFLR2COR1-1WALL PLASTER YELLOW D .03 +/- .73

186 SPFLR2COR1-1WALL CONCRETE BLACK D 0 +/- .1

187 SPFLR2COR1-1CONDUIT METAL GREEN .05 +/- .41

188 SPFLR2COR1-1CEILING GRID METAL WHITE .05 +/- .35

189 SPFLR2COR1-1HANGER METAL ORANGE 8 +/- 2.6 4 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

190 SPFLR2COR2-1WALL PLASTER WHITE A 0 +/- .08

191 SPFLR2COR2-1WALL PLASTER WHITE B 0 +/- .15

192 SPFLR2COR2-1WALL PLASTER WHITE C 0 +/- .07

193 SPFLR2COR2-1WALL PLASTER WHITE D .24 +/- .17

194 SPFLR2COR2-1BASEBOARD VINYL BLACK D 4.6 +/- 1.5 136 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

195 SPFLR2COR2-1WALL DRYWALL WHITE C .2 +/- .6

196 SPFLR2COR2-1DOOR WOOD VARNISH D .01 +/- .06

197 SPFLR2COR2-1DOOR FRAME METAL BROWN B 0 +/- .13

198 SPFLR2COR2-1DOOR METAL BROWN B 0 +/- .06

199 SPFLR2COR2-1WALL DRYWALL PINK A 0 +/- .08

ROOM SPFLR2COR2-1
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(sq. ft. ) Damage Abatement options

ROOM SP205-1
200 SPFLR2COR2-1WALL DRYWALL PINK B 0.22 +/- .8

201 SPFLR2COR2-1WALL DRYWALL PINK C .03 +/- .22

202 SPFLR2COR2-1DOOR FRAME METAL PINK C 0 +/- .04

203 SPFLR2COR2-1DOOR METAL PINK A 0 +/- .07

204 SPFLR2COR2-1DOOR WOOD VARNISH C 0 +/- .18

205 SPFLR2COR2-1BASEBOARD VINYL PINK C .01 +/- .20

206 SPFLR2COR2-1BUMPER METAL PINK C 0 +/- .07

207 SPFLR2COR2-1CEILING GRID METAL BLACK .06 +/- .28

208 SPFLR2COR2-1LIGHT FIXTURE METAL WHITE . .1 +/- .2

209 SPFLR2COR2-1SPEAKER METAL WHITE 0 +/- .09

210 SPFLR2COR2-1DROP CEILING TILE WOOD WHITE .1 +/- .1

211 SPFLR2COR2-1DROP CEILING TILE WOOD PINK  .2 +/- .5

212 SPFLR2COR2-1CEILING GRID METAL PINK .01 +/- .14

213 SPFLR2COR2-1PIPE METAL BLACK .03 +/- .16

214 SPFLR2COR2-1BRACKET METAL BLACK .02 +/- .17

215 SPFLR2COR2-1PIPE CONNECTOR METAL ORANGE .41 +/- .20

216 SPFLR2COR2-1DOOR METAL DARK BROWN B .05 +/- .11

217 SPFLR2COR2-1WALL PLASTER BROWN B .01 +/- .02

218 SPFLR2COR2-1WALL PLASTER ORANGE B .21 .82

219 SPFLR2COR2-1PIPE METAL RED .01 +/- .01

220 SPFLR2COR2-1HANGER METAL RED .03 +/- .02

221 SPFLR2COR2-1HANGER METAL ORANGE 11 +/- 2.4 3 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

684 SPFC2C-1 DOOR FRAME METAL WHITE A 2 +/- .4 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

685 SPFC2C-1 DOOR WOOD VARNISH A .02 +/- .09

686 SPFC2C-1 WALL PLASTER WHITE B .02 +/- .01

687 SPFC2C-1 WALL PLASTER WHITE C .3 +/- 1.0

688 SPFC2C-1 WALL PLASTER WHITE D .02 +/- .04

689 SPFC2C-1 CEILING PLASTER WHITE 0 +/- .7

690 SPFC2C-1 PIPE METAL RED 0 +/- .09

ROOM SPFC2C-1
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Number
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ROOM SP205-1
691 SPFC2C-1 VALVE METAL RED 5.1 +/- 2.0 1 INTACT

Abatement or Encapsulation 
of all Lead Based Paint

692 SPFC2C-1 BASEBOARD PLASTER RED D .2 +/- .9

693 SPFC2C-1 FLOOR CONCRETE RED .03 +/- .03

694 SPFC2B-1 WALL PLASTER WHITE B .1 +/- .8

695 SPFC2B-1 DOOR FRAME METAL WHITE B 2.5 +/- .9 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

696 SPFC2B-1 DOOR WOOD VARNISH A 0 +/- .01

697 SPFC2B-1 WALL PLASTER WHITE C .13 +/- .07

698 SPFC2B-1 WALL PLASTER WHITE D .15 +/- .11

699 SPFC2B-1 CEILING PLASTER WHITE .2 +/- .3

700 SPFC2B-1 PIPE METAL RED .37 +/- .21

701 SPFC2B-1 ELECTRICAL BOX METAL RED D .1 +/- .2

702 SPFC2B-1 ELECTRICAL BOX METAL WHITE D 0 +/- .01

703 SPFC2B-1 CONDUIT METAL WHITE .1 +/- .6

704 SPFC2B-1 VALVE METAL RED .44 +/- .2

705 SPFC2B-1 CONDUIT METAL RED .2 +/- .06

706 SPFC2B-1 BRACKET METAL RED .23 +/- .19

707 SPFC2B-1 BASEBOARD PLASTER RED D .47 +/- .16

708 SPFC2B-1 FLOOR CONCRETE RED .7 +/- .1

709 SPFC2D-1 WALL PLASTER WHITE A .13 +/- .07

710 SPFC2D-1 DOOR FRAME METAL WHITE B .8 +/- .1

711 SPFC2D-1 WALL PLASTER WHITE B .2 +/- .8

712 SPFC2D-1 DOOR WOOD VARNISH B .01 +/- .11

713 SPFC2D-1 WALL PLASTER WHITE C .2 +/- .9

714 SPFC2D-1 WALL PLASTER WHITE D .2 +/- .17

715 SPFC2D-1 CEILING PLASTER WHITE .01 +/- .74

716 SPFC2D-1 PIPE METAL RED 0 +/- .03

717 SPFC2D-1 VALVE METAL RED .1 +/- .3

718 SPFC2D-1 BASEBOARD PLASTER RED D .6 +/- 1.0

ROOM SPFC2B-1

ROOM SPFC2D-1
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Sample 
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Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
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ROOM SP205-1
719 SPFC2D-1 FLOOR CONCRETE RED .08 +/- .12

738 SP239-1 WALL PLASTER PINK A 0 +/- .14

739 SP239-1 WALL PLASTER PINK B 0 +/- .1

740 SP239-1 BASEBOARD VINYL PINK B .1 +/- .2

741 SP239-1 DOOR FRAME METAL PINK B 0 +/- .02

742 SP239-1 DOOR WOOD VARNISH B 0 +/- .01

743 SP239-1 WALL PLASTER PINK C 0 +/- .01

744 SP239-1 RADIATOR METAL PINK C .01 +/- .12

745 SP239-1 WALL PLASTER PINK D .01 +/- .12

746 SP239-1 DOOR METAL PINK D 0 +/- .01

747 SP239-1 DROP CEILING TILE WOOD PINK .2 +/- .6

748 SP239-1 CEILING GRID METAL PINK .01 +/- .01

749 SP239-1 LIGHT FIXTURE METAL WHITE .01 +/- .14

750 SPHC2B-1 WALL PLASTER WHITE A .08 +/- .69

751 SPHC2B-1 WALL CERAMIC TILE YELLOW A 14 +/- 3.1 20 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

752 SPHC2B-1 SHELF METAL WHITE A .02 +/- .2

753 SPHC2B-1 SINK METAL WHITE A .23 +/- .38

754 SPHC2B-1 DRAIN METAL WHITE .1 +/- .27

755 SPHC2B-1 BRACKET METAL WHITE A .01 +/- .09

756 SPHC2B-1 WALL PLASTER WHITE B .04 +/- .05

757 SPHC2B-1 WALL CERAMIC TILE YELLOW B 15 +/- 7.0 30 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

758 SPHC2B-1 COAT RACK WOOD WHITE B 4.4 +/- 1.6 6 POOR
Abatement or Encapsulation 

of all Lead Based Paint

759 SPHC2B-1 WALL PLASTER WHITE C .4 +/- 1.0

760 SPHC2B-1 WALL CERAMIC TILE YELLOW C 13 +/- 2.9 30 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

761 SPHC2B-1 WALL PLASTER YELLOW C .04 +/- .05

762 SPHC2B-1 WALL PLASTER WHITE D .04 +/- .05

763 SPHC2B-1 WALL CERAMIC TILE YELLOW D 14 +/- 6.3 10 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

764 SPHC2B-1 DOOR FRAME METAL WHITE D 5.6 +/- 2.1 7 POOR
Abatement or Encapsulation 

of all Lead Based Paint

ROOM SP239-1

ROOM SPHC2B-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP205-1
765 SPHC2B-1 DOOR METAL WHITE D 0 +/- .03

766 SPHC2B-1 DROP CEILING TILE WOOD WHITE 0 +/- .6

767 SPHC2B-1 CEILING GRID METAL BLACK 0 +/- .01

768 SPHC2B-1 LIGHT FIXTURE METAL WHITE 0 +/- .07

769 SPMC2B-1 WALL PLASTER WHITE A 0 +/- .01

770 SPMC2B-1 WALL PLASTER WHITE B .1 +/- .11

771 SPMC2B-1 WINDOW SILL WOOD WHITE B 4.5 +/- 1.5 3 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

772 SPMC2B-1 PANEL WOOD WHITE B 0 +/- .02

773 SPMC2B-1 RADIATOR METAL WHITE B .01 +/- .17

774 SPMC2B-1 CONDUIT METAL WHITE C .01 +/- .04

775 SPMC2B-1 BRACKET METAL GRAY C .02 +/- .11

776 SPMC2B-1 ELECTRICAL BOX METAL WHITE C .03 +/- .02

777 SPMC2B-1 WALL PLASTER WHITE C .08 +/- .08

778 SPMC2B-1 PIPE METAL BLACK .02 +/- .14

779 SPMC2B-1 DOOR FRAME METAL GRAY D 0 +/- .11

780 SPMC2B-1 DOOR METAL GRAY D 0 +/- .1

781 SPMC2B-1 WALL PLASTER WHITE D 0 +/- .03

782 SPMC2B-1 BASEBOARD VINYL BLACK D .7 +/- 1.0

783 SPMC2B-1 DUCTWORK METAL WHITE .2 +/- .6

784 SPMC2B-1 STAND METAL RED .2 +/- .08

785 SPMC2B-1 PIPE METAL RED .24 +/- .05

786 SPMC2B-1 PIPE METAL WHITE .4 +/- .5

787 SPMC2B-1 CEILING CONCRETE WHITE 0 +/- .01

788 SPMC2B-1 BRACKET METAL WHITE 0 +/- .09

789 SPEC2A-1 WALL CINDER BLOCK CREAM A .1 +/- .8

790 SPEC2A-1 DOOR FRAME METAL CREAM A 3.4 +/- 1.3 4 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

791 SPEC2A-1 DOOR FRAME METAL BROWN A 3.4 +/- .9 4 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

792 SPEC2A-1 DOOR METAL BROWN A 0 +/- 12

ROOM SPMC2B-1

ROOM SPEC2A-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP205-1
793 SPEC2A-1 COLUMN CONCRETE CREAM B .3 +/- 1.0

794 SPEC2A-1 WALL CINDER BLOCK CREAM B .04 +/- .21

795 SPEC2A-1 WALL CINDER BLOCK CREAM C .2 +/- .7

796 SPEC2A-1 WALL CINDER BLOCK CREAM D .01 +/- .19

797 SPEC2A-1 CONDUIT METAL ORANGE B 2.2 +/- .8 37 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

798 SPEC2A-1 BRACKET METAL GREEN B 0 +/- .01

799 SPEC2A-1 CONDUIT METAL CREAM C 1.9 +/- .7 6 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

800 SPEC2A-1 CEILING CONCRETE CREAM .01 +/- .08

801 SPEC2A-1 FLOOR CONCRETE RED .03 +/- .02

802 SPEC2B-1 WALL CINDER BLOCK CREAM A .02 +/- .06

803 SPEC2B-1 DOOR FRAME METAL YELLOW A 1.9 +/- .4 7 POOR
Abatement or Encapsulation 

of all Lead Based Paint

804 SPEC2B-1 DOOR METAL GRAY A 0 +/- .11

805 SPEC2B-1 WALL CINDER BLOCK CREAM B .02 +/- .25

806 SPEC2B-1 WALL CINDER BLOCK CREAM C .1 +/- .36

807 SPEC2B-1 WALL CINDER BLOCK CREAM D .01 +/- .03

808 SPEC2B-1 FLOOR CONCRETE RED .01 +/- .02

809 SPEC2B-1 TELEPHONE BOX METAL CREAM 3.3 +/- 1.0 15 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

810 SPEC2B-1 CONDUIT METAL ORANGE 2.1 +/- .8 33 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

811 SPEC2B-1 CONDUIT METAL CREAM 2.3 +/- .6 63 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

812 SPEC2B-1 CEILING CONCRETE CREAM .01 +/- .1

813 SP235-1 WALL PLASTER WHITE A .02 +/- .02

814 SP235-1 SHELF METAL WHITE B .09 +/- .33

815 SP235-1 WALL PLASTER WHITE C .3 +/- .9

816 SP235-1 WALL PLASTER WHITE D .04 +/- .03

817 SP235-1 DOOR FRAME METAL WHITE D 5.1 +/- 1.6 7 POOR
Abatement or Encapsulation 

of all Lead Based Paint

818 SP235-1 DOOR METAL WHITE 0 +/- .08

819 SP235-1 FLOOR CONCRETE RED .15 +/- .08

820 SP235-1 BASEBOARD PLASTER RED .02 +/- .02

ROOM SPEC2B-1

ROOM SP235-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP205-1
821 SP235-1 CEILING PLASTER WHITE .4 +/- .9

822 SP235-1 PIPE METAL BLACK .01 +/- .28

823 SP235A-1 WALL PLASTER WHITE A .15 +/- .09

824 SP235A-1 WALL PLASTER WHITE B .1 +/- .8

825 SP235A-1 WALL PLASTER WHITE C 0 +/- .8

826 SP235A-1 DOOR FRAME METAL WHITE D 1.7 +/- .5 4 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

827 SP235A-1 DOOR FRAME METAL GRAY D 4.8 +/- 1.7 4 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

828 SP235A-1 DOOR METAL GRAY D 0 +/- .09

829 SP235A-1 WALL PLASTER WHITE D .11 +/- .06

830 SP235A-1 CEILING PLASTER WHITE .12 +/- .26

831 SP235A-1 PIPE METAL BLACK 0 +/- .12

832 SP235A-1 BASEBOARD PLASTER RED A .14 +/- .2

833 SP235A-1 FLOOR CONCRETE RED .08 +/- .16

834 SPHC2D-1 WALL PLASTER WHITE A 0 +/- .11

835 SPHC2D-1 BASEBOARD VINYL BLACK A 4.3 +/- 1.6 16 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

836 SPHC2D-1 WALL DRYWALL WHITE B 0 +/- .13

837 SPHC2D-1 DOOR FRAME METAL WHITE B .01 +/- .15

838 SPHC2D-1 DOOR METAL GRAY B 0 +/- .04

839 SPHC2D-1 WALL DRYWALL WHITE C 0 +/- .08

840 SPHC2D-1 WALL DRYWALL WHITE D 0 +/- .11

841 SPHC2D-1 SHELF WOOD VARNISH D 0 +/- .09

842 SPHC2D-1 PIPE METAL BLACK 0 +/- .03

843 SPHC2D-1 BRACKET METAL GREEN 0 +/- .03

844 SPHC2D-1 DROP CEILING TILE WOOD WHITE .3 +/- .5

845 SPHC2D-1 CEILING GRID METAL BLACK 0 +/- .02

846 SPHC2D-1 CEILING FAN METAL WHITE .4 +/- .9

847 SPHC2D-1 CONDUIT METAL WHITE 0 +/- .01

ROOM SPEC2D-1

ROOM SP235A-1

ROOM SPHC2D-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP205-1
848 SPEC2D-1 WALL CINDER BLOCK CREAM A 0 +/- .13

849 SPEC2D-1 DOOR FRAME METAL CREAM A 2.6 +/- .7 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

850 SPEC2D-1 DOOR METAL CREAM A 0 +/- .03

851 SPEC2D-1 WALL CINDER BLOCK CREAM B .7 +/- 1.0

852 SPEC2D-1 WALL CINDER BLOCK CREAM C .1 +/- .3

853 SPEC2D-1 WALL CINDER BLOCK CREAM D .06 +/- .23

854 SPEC2D-1 CONDUIT METAL ORANGE .8 +/- .1

855 SPEC2D-1 CONDUIT METAL CREAM 0 +/- .01

856 SPEC2D-1 CONDUIT METAL WHITE 0 +/- 0

857 SPEC2D-1 ELECTRICAL PANEL METAL CREAM B 3.6 +/- .8 6 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

858 SPEC2D-1 CEILING CONCRETE CREAM .02 +/- .19

859 SPEC2D-1 FLOOR CONCRETE RED .03 +/- .22

1035 SP254-1 WALL CINDER BLOCK CREAM A .01 +/- .08

1036 SP254-1 DOOR FRAME METAL CREAM B 0 +/- .08

1037 SP254-1 DOOR METAL BROWN B .03 +/- .14

1038 SP254-1 WALL CINDER BLOCK CREAM B 0 +/- .05

1039 SP254-1 WALL CINDER BLOCK CREAM C 0 +/- .01

1040 SP254-1 WALL WOOD CREAM D 0 +/- .01

1041 SP254-1 WALL PLASTER CREAM A 2.4 +/- 1.0 70 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1042 SP254-1 WALL DRYWALL CREAM B 0 +/- .11

1043 SP254-1 DOOR FRAME METAL CREAM B .01 +/- .07

1044 SP254-1 DOOR METAL CREAM B 0 +/- .07

1045 SP254-1 WALL DRYWALL CREAM C .1 +/- .7

1046 SP254-1 BASEBOARD VINYL BLACK C .1 +/- .9

1047 SP254-1 DOOR METAL GRAY C 0 +/- .15

1048 SP254-1 WALL DRYWALL WHITE D 0 +/- .7

1049 SP254-1 DROP CEILING TILE WOOD WHITE 0 +/- .5

1050 SP254-1 CEILING GRID METAL BLACK .01 +/- .14

1051 SP254-1 PIPE METAL BLACK .02 +/- .16

ROOM SP254-1
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XRF 
Sample 
Number

Building 
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Number Building Component Substrate Color
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Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP205-1
1052 SP254-1 LIGHT FIXTURE METAL WHITE .1 +/- .3

1053 SP254-1 HANGER METAL ORANGE 15 +/- 5.7 9 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1054 SPCC2B1-1WALL DRYWALL WHITE A 0 +/- .07

1055 SPCC2B1-1WALL DRYWALL WHITE B 0 +/- .09

1056 SPCC2B1-1WALL DRYWALL WHITE C 0 +/- .05

1057 SPCC2B1-1DOOR FRAME METAL GRAY C .02 +/- .17

1058 SPCC2B1-1DOOR METAL GRAY C 0 +/- .03

1059 SPCC2B1-1WALL DRYWALL WHITE D 0 +/- .06

1060 SPCC2B1-1BASEBOARD VINYL BLACK D .04 +/- .09

1061 SPCC2B3-1WALL CERAMIC TILE TAN A 2.1 +/- .5 50 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1062 SPCC2B3-1WALL CERAMIC TILE TAN B 2.4 +/- .6 40 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1063 SPCC2B3-1WALL CERAMIC TILE TAN C 2.2 +/- .5 10 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1064 SPCC2B3-1DOOR FRAME METAL WHITE C 9.2 +/- 2.7 7 POOR
Abatement or Encapsulation 

of all Lead Based Paint

1065 SPCC2B3-1DOOR METAL WHITE C 0 +/- .09

1066 SPCC2B3-1COLUMN DRYWALL WHITE D .1 +/- .8

1067 SPCC2B3-1WALL CERAMIC TILE TAN D 1.8 +/- .4 40 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1068 SPCC2B3-1CEILING GRID METAL BLACK 0 +/- .03

1069 SPCC2B3-1LIGHT FIXTURE METAL WHITE .1 +/- .1

1070 SPCC2B3-1DROP CEILING TILE WOOD WHITE .01 +/- .01

1195 SP217-1 WALL CERAMIC TILE TAN A 1.8 +/- .4 60 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1196 SP217-1 WALL CERAMIC TILE TAN B 2.2 +/- .6 30 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1197 SP217-1 COLUMN PLASTER WHITE B 0 +/- .08

1198 SP217-1 BASEBOARD VINYL GRAY B .1 +/- .1

1199 SP217-1 WALL CERAMIC TILE TAN C 2 +/- .5 10 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1200 SP217-1 DOOR FRAME METAL GRAY C 3.0 +/- 1.2 7 POOR
Abatement or Encapsulation 

of all Lead Based Paint

1201 SP217-1 DOOR METAL GRAY C .1 +/- .2

1202 SP217-1 WALL CERAMIC TILE TAN D 1.9 +/- .4 50 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

ROOM SPC2B1-1

ROOM SPCC2B3-1

ROOM SP217-1
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XRF 
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Number
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Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP205-1
1203 SP217-1 CEILING FAN METAL WHITE 0 +/- .01

1204 SP217-1 CEILING GRID METAL BLACK .1 +/- .6

1205 SP217-1 LIGHT FIXTURE METAL WHITE 0 +/- .07

1206 SP217-1 DROP CEILING TILE WOOD WHITE .08 +/- .58

1207 SPEC2C-1 WALL CINDER BLOCK CREAM A .04 +/- .33

1208 SPEC2C-1 DOOR FRAME METAL CREAM A 5.4 +/- 2.1 7 POOR
Abatement or Encapsulation 

of all Lead Based Paint

1209 SPEC2C-1 DOOR METAL GRAY A .01 +/- .17

1210 SPEC2C-1 WALL CINDER BLOCK CREAM B .06 +/- .29

1211 SPEC2C-1 WALL CINDER BLOCK CREAM C .02 +/- .19

1212 SPEC2C-1 WALL CONCRETE CREAM D .01 +/- .19

1213 SPEC2C-1 CONDUIT METAL ORANGE 1.2 +/- .1 20 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1214 SPEC2C-1 CONDUIT METAL LIGHT ORANGE .02 +/- .31

1215 SPEC2C-1 CONDUIT METAL CREAM 1.6 +/- .3 21 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1216 SPEC2C-1 ELECTRICAL BOX METAL CREAM 4.5 +/- 1.6 6 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1217 SPEC2C-1 FLOOR CONCRETE RED .02 +/- .04

1218 SPEC2C-1 CEILING CONCRETE CREAM .7 +/- 1.1

1219 SP274A-1 DOOR FRAME METAL BLUE 0 +/- .03

1220 SP274A-1 DOOR FRAME METAL BROWN .03 +/- .15

1221 SP274A-1 DOOR METAL BROWN .01 +/- .12

1222 SP274A-1 DOOR METAL BLUE 0 +/- .06

1223 SP274A-1 BASEBOARD VINYL GRAY 4.8 +/- 1.6 6 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1224 CALIBRATION 0 +/- .11

1225 CALIBRATION .3 +/- .07

1226 CALIBRATION 3.7 +/- .64

ROOM SP274A-1

ROOM SPEC2C-1
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SP324-1 WALL DRYWALL WHITE A 0 +/- .01

SP324-1 BASEBOARD VINYL PINK A 0 +/- .01

SP324-1 EXTERIOR DOOR FRAME METAL GRAY A 0 +/- .03

SP324-1 EXTERIOR DOOR METAL GRAY A 0 +/- .09

SP324-1 INTERIOR DOOR FRAME METAL GRAY B .01 +/- .16

SP324-1 INTERIOR DOOR METAL GRAY B 0 +/- .11

SP324-1 WALL PLASTER WHITE C .4 +/- .9

SP324-1 WINDOW FRAME WOOD WHITE C 3 +/- .9 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP324-1 WINDOW SILL WOOD WHITE C 3.7 +/- 1.3 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP324-1 WALL DRYWALL WHITE D 0 +/- .06

SP324-1 COLUMN PLASTER WHITE D 0 +/- .01

SP324-1 WALL DRYWALL WHITE B 0 +/- .01

SP324-1 WALL CERAMIC TILE PINK A 0 +/- .05

SP324-1 WALL CERAMIC TILE PINK B 0 +/- .03

SP324-1 WALL CERAMIC TILE PINK D 0 +/- .03

SP324-1 FLOOR CERAMIC TILE PINK .03 +/- .18

SP324-1 DROP CEILING TILE WOOD WHITE 0 +/- .05

SP324-1 CEILING GRID METAL BLACK 0 +/- .11

SP324-1 PIPE METAL BLACK .01 +/- .16

SP324-1 BRACKET METAL GREEN .18 +/- .14

SP324-1 LIGHT FIXTURE METAL WHITE .02 +/- .13

SP324-1 CEILING VENT METAL WHITE 0 +/- .05

SP324-1 MONITOR STAND METAL WHITE C 0 +/- .09

SP319-1 WALL PLASTER WHITE A 0 +/- .1

SP319-1 WINDOW FRAME WOOD WHITE A 5 +/- 1.6 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP319-1 WINDOW SILL WOOD WHITE A 0 +/- .15

SP319-1 COLUMN PLASTER WHITE A .1 +/- .1

SP319-1 WALL DRYWALL WHITE D 0 +/- .07

ROOM SP324-1

ROOM SP319-1
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ROOM SP324-1
SP319-1 BASEBOARD VINYL PINK D 0 +/- .05

SP319-1 WALL PLASTER WHITE C .1 +/- .8

SP319-1 EXTERIOR DOOR FRAME METAL GRAY C 3.2 +/- 1.4 8 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP319-1 EXTERIOR DOOR METAL GRAY C 0 +/- .1

SP319-1 WALL DRYWALL WHITE B 0 +/- .07

SP319-1 WALL PLASTER WHITE B 0 +/- .05

SP319-1 WALL DRYWALL WHITE C 0 +/- .07

SP319-1 WALL CERAMIC TILE PINK B 0 +/- .02

SP319-1 WALL CERAMIC TILE PINK C 0 +/- .03

SP319-1 WALL CERAMIC TILE PINK D 0 +/- .03

SP319-1 FLOOR CERAMIC TILE PINK .01 +/- .2

SP319-1 MONITOR STAND METAL WHITE D 0 +/- .05

SP319-1 DROP CEILING TILE WOOD WHITE .2 +/- .6

SP319-1 CEILING GRID METAL BLACK 0 +/- .01

SP319-1 CEILING VENT METAL WHITE 0 +/- .01

SP319-1 PIPE METAL BLACK 0 +/- .01

SP319-1 BRACKET METAL GREEN .08 +/- .04

SP319-1 LIGHT FIXTURE METAL WHITE .1 +/- .1

SP319-1 WALL PLASTER PINK B .02 +/- .05

SP319-1 INTERIOR DOOR FRAME METAL GRAY B 0 +/- .14

SP319-1 INTERIOR DOOR METAL GRAY B 0 +/- .08

SP320-1 WALL PLASTER WHITE A 0 +/- .7

SP320-1 BASEBOARD VINYL BLACK A 0 +/- .01

SP320-1 WINDOW FRAME WOOD WHITE A 2.7 +/- .9 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP320-1 WINDOW SILL WOOD WHITE A .02 +/- .14

SP320-1 COLUMN DRYWALL WHITE A 0 +/- .06

SP320-1 WALL DRYWALL WHITE B 0 +/- .01

SP320-1 WALL DRYWALL WHITE C 0 +/- .03

SP320-1 EXTERIOR DOOR FRAME METAL GRAY C 0 +/- .04

ROOM SP320-1
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ROOM SP324-1
SP320-1 EXTERIOR DOOR METAL GRAY C 0 +/- .12

SP320-1 WALL DRYWALL WHITE D 0 +/- .1

SP320-1 INTERIOR DOOR FRAME METAL GRAY C 0 +/- .10

SP320-1 INTERIOR DOOR METAL GRAY C 0 +/- .05

SP320-1 MONITOR STAND METAL WHITE B 0 +/- .05

SP320-1 WALL CERAMIC TILE PINK B .01 +/- .04

SP320-1 WALL CERAMIC TILE PINK C 0 +/- .19

SP320-1 WALL CERAMIC TILE PINK D 0 +/- .2

SP320-1 FLOOR CERAMIC TILE PINK 0 +/- .11

SP320-1 DROP CEILING TILE WOOD WHITE .1 +/- .5

SP320-1 CEILING GRID METAL BLACK 0 +/- .02

SP320-1 LIGHT FIXTURE METAL WHITE .01 +/- .19

SP320-1 CEILING VENT METAL WHITE .07 +/- .22

SP320-1 PIPE METAL BLACK .02 +/- .04

SP320-1 BRACKET METAL GREEN .04 +/- .08

SP320-1 WALL PLASTER BLUE A .04 +/- .14

SP320-1 LOCKER METAL TAN C .01 +/- .16

SP321-1 WALL PLASTER WHITE A .03 +/- .15

SP321-1 BASEBOARD VINYL PINK A 0 +/- .09

SP321-1 WALL DRYWALL WHITE B .02 +/- .14

SP321-1 MONITOR STAND METAL WHITE A 0 +/- .11

SP321-1 WALL DRYWALL WHITE C 0 +/- .12

SP321-1 EXTERIOR DOOR FRAME METAL GRAY C 0 +/- .14

SP321-1 EXTERIOR DOOR METAL GRAY C 0 +/- .08

SP321-1 WALL DRYWALL WHITE A 0 +/- .03

SP321-1 INTERIOR DOOR FRAME METAL GRAY D 0 +/- .08

SP321-1 INTERIOR DOOR METAL GRAY D 0 +/- .09

SP321-1 WALL DRYWALL WHITE D 0 +/- .02

SP321-1 WINDOW FRAME WOOD WHITE A .1 +/- .2

ROOM SP321-1
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ROOM SP324-1
SP321-1 WINDOW SILL WOOD WHITE A .02 +/- .17

SP321-1 WALL CERAMIC TILE PINK B .05 +/- .13

SP321-1 WALL CERAMIC TILE PINK C 0 +/- .02

SP321-1 WALL CERAMIC TILE PINK D .01 +/- .38

SP321-1 FLOOR CERAMIC TILE PINK 0 +/- .1

SP321-1 DROP CEILING TILE WOOD WHITE .14 +/- .54

SP321-1 CEILING GRID METAL BLACK 0 +/- .03

SP321-1 LIGHT FIXTURE METAL WHITE .02 +/- .12

SP321-1 CEILING VENT METAL WHITE .01 +/- .12

SP321-1 WALL PLASTER BLUE .2 +/- .9

SP321-1 BRACKET METAL GREEN .11 +/- .11

SP321-1 PIPE METAL BLACK .05 +/- .28

SP322-1 WALL PLASTER WHITE A 0 +/- .09

SP322-1 EXTERIOR DOOR FRAME METAL GRAY A 0 +/- .11

SP322-1 EXTERIOR DOOR METAL GRAY A 0 +/- .03

SP322-1 MONITOR STAND METAL WHITE A .01 +/- .07

SP322-1 WALL DRYWALL WHITE B 0 +/- .10

SP322-1 WALL PLASTER WHITE C .1 +/- .9

SP322-1 WINDOW FRAME WOOD WHITE C 9.2 +/- 2.9 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP322-1 WINDOW SILL WOOD WHITE C 5.1 +/- 1.9 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP322-1 INTERIOR DOOR FRAME METAL GRAY D 0 +/- .11

SP322-1 INTERIOR DOOR METAL GRAY D .01 +/- .17

SP322-1 WALL DRYWALL WHITE D 0 +/- .01

SP322-1 BASEBOARD VINYL PINK D 0 +/- .01

SP322-1 WALL CERAMIC TILE PINK D 0 +/- .03

SP322-1 WALL CERAMIC TILE PINK A 0 +/- .02

SP322-1 WALL CERAMIC TILE PINK B 0 +/- .03

SP322-1 FLOOR CERAMIC TILE PINK .03 +/- .16

SP322-1 DROP CEILING TILE WOOD WHITE .3 +/- .6

ROOM SP322-1
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ROOM SP324-1
SP322-1 CEILING GRID METAL BLACK 0 +/- .03

SP322-1 CEILING VENT METAL WHITE .01 +/- .01

SP322-1 LIGHT FIXTURE METAL WHITE .02 +/- .21

SP322-1 VALVE METAL GREEN .7 +/- .8

SP322-1 BRACKET METAL GREEN .27 +/- .25

SP322-1 PIPE METAL BLACK .07 +/- .18

SP322-1 WALL PLASTER BLUE C .02 +/- .05

SP323-1 WALL PLASTER WHITE C .02 +/- .10

SP323-1 COLUMN DRYWALL WHITE C 0 +/- .01

SP323-1 MONITOR STAND METAL WHITE C 0 +/- .01

SP323-1 WINDOW FRAME WOOD WHITE C 7.8 +/- 3.0 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP323-1 WINDOW SILL WOOD WHITE C 3.9 +/- 1.1 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP323-1 WALL PLASTER WHITE D 0 +/- .17

SP323-1 BASEBOARD VINYL PINK D .01 +/- .03

SP323-1 EXTERIOR DOOR FRAME METAL GRAY D 0 +/- .03

SP323-1 EXTERIOR DOOR METAL GRAY D 0 +/- .06

SP323-1 WALL DRYWALL WHITE B .3 +/- .8

SP323-1 INTERIOR DOOR FRAME METAL GRAY D 0 +/- .05

SP323-1 INTERIOR DOOR METAL GRAY D 0 +/- .08

SP323-1 WALL DRYWALL WHITE D 0 +/- .06

SP323-1 WALL CERAMIC TILE PINK D .01 +/- .39

SP323-1 WALL CERAMIC TILE PINK A 0 +/- .03

SP323-1 WALL CERAMIC TILE PINK B 0 +/- .2

SP323-1 FLOOR CERAMIC TILE PINK .01 +/- .16

SP323-1 DROP CEILING TILE WOOD WHITE .1 +/- .1

SP323-1 CEILING GRID METAL BLACK 0 +/- .04

SP323-1 PIPE METAL BLACK .02 +/- .18

SP323-1 CEILING VENT METAL WHITE .02 +/- .14

SP323-1 WALL PLASTER BLUE C .1 +/- .2

ROOM SP323-1
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ROOM SP324-1
SP323-1 WALL PLASTER YELLOW C 0 +/- .01

SP323-1 LIGHT FIXTURE METAL WHITE .96 +/- .9

SP307-1 WALL PLASTER WHITE A 0 +/- .13

SP307-1 WALL PLASTER WHITE B .3 +/- .9

SP307-1 BASEBOARD VINYL PINK B 0 +/- .01

SP307-1 EXTERIOR DOOR FRAME METAL GRAY B 2.5 +/- 1.1 8 POOR
Abatement or Encapsulation of all 

Lead Based Paint

SP307-1 EXTERIOR DOOR METAL GRAY B 0 +/- .09

SP307-1 COLUMN PLASTER WHITE B .01 +/- .07

SP307-1 WALL PLASTER WHITE D .6 +/- 1.0

SP307-1 WINDOW FRAME WOOD WHITE D 4.1 +/- 1.4 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP307-1 WINDOW SILL WOOD WHITE D 4.3 +/- 1.5 4 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP307-1 MONITOR STAND METAL WHITE D 0 +/- .07

SP307-1 INTERIOR DOOR FRAME METAL GRAY C .01 +/- .16

SP307-1 INTERIOR DOOR METAL GRAY C 0 +/- .09

SP307-1 WALL DRYWALL WHITE C 0 +/- .12

SP307-1 WALL CERAMIC TILE PINK D 0 +/- .03

SP307-1 WALL CERAMIC TILE PINK A .02 +/- .09

SP307-1 WALL CERAMIC TILE PINK B 0 +/- .03

SP307-1 FLOOR CERAMIC TILE PINK .01 +/- .18

SP307-1 WINDOW SILL METAL WHITE D 0 +/- .02

SP307-1 PIPE METAL ORANGE CEILING 14 +/- 6.0 1 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP307-1 DROP CEILING TILE WOOD WHITE .31 +/- .44

SP307-1 CEILING GRID METAL BLACK 0 +/- .01

SP307-1 HANGER METAL ORANGE 3.7 +/- 1.2 2 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP307-1 WALL PLASTER BLUE D .2 +/- 1.0

SP307-1 CEILING VENT METAL WHITE .01 +/- .01

SP307-1 LIGHT FIXTURE METAL WHITE .03 +/- .13

SP312-1 WALL PLASTER WHITE B .01 +/- .06

ROOM SP307-1

ROOM SP312/312A-1
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ROOM SP324-1
SP312-1 WINDOW FRAME WOOD WHITE B 4.4 +/- 1.3 5 INTACT

Abatement or Encapsulation of all 
Lead Based Paint

SP312-1 WINDOW SILL WOOD WHITE B 4.9 +/- 1.4 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP312-1 WALL DRYWALL WHITE B 0 +/- .06

SP312-1 WALL DRYWALL WHITE C 0 +/- .16

SP312-1 INTERIOR DOOR FRAME METAL GRAY C 0 +/- .09

SP312-1 INTERIOR DOOR METAL GRAY C 0 +/- .01

SP312-1 WALL CERAMIC TILE PINK B 0 +/- .09

SP312-1 WALL CERAMIC TILE PINK C 0 +/- .03

SP312-1 WALL CERAMIC TILE PINK D 0 +/- .03

SP312-1 FLOOR CERAMIC TILE PINK 0 +/- .03

SP312-1 WALL PLASTER WHITE C .2 +/- .8

SP312-1 WALL DRYWALL WHITE D .02 +/- .13

SP312-1 BASEBOARD VINYL PINK D 0 +/- .06

SP312-1 INTERIOR DOOR FRAME METAL GRAY D .9 +/- .5

SP312-1 INTERIOR DOOR METAL GRAY D 0 +/- .08

SP312-1 WALL DRYWALL WHITE A 0 +/- .09

SP312-1 MONITOR STAND METAL WHITE A 0 +/- .07

SP312-1 WALL PLASTER YELLOW B .3 +/- .9

SP312-1 HANGER METAL ORANGE .36 +/- .29

SP312-1 DROP CEILING TILE WOOD WHITE 0 +/- .01

SP312-1 CEILING GRID METAL BLACK 0 +/- .1

SP312-1 CEILING VENT METAL WHITE .1 +/- .1

SP312-1 LIGHT FIXTURE METAL WHITE .1 +/- .2

SP312-1 PIPE METAL BLACK 0 +/- .01

CALIBRATION 0 +/- .01

CALIBRATION 1.8 +/- .35

CALIBRATION .29 +/- .06

SHUTTER CALIBRATION

CALIBRATION 1.6 +/- .26

ROOM SP370-1
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ROOM SP324-1
CALIBRATION 0 +/- .06

CALIBRATION .33 +/- .1

SP370-1 WALL PLASTER WHITE C .1 +/- .1

SP370-1 BASEBOARD VINYL PINK C 0 +/- .01

SP370-1 WINDOW FRAME WOOD WHITE C 5 +/- 1.8 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP370-1 WINDOW SILL WOOD WHITE C .1 +/- .2

SP370-1 WALL PLASTER WHITE D 0 +/- .16

SP370-1 WALL DRYWALL WHITE A 0 +/- .14

SP370-1 EXTERIOR DOOR FRAME METAL GRAY A 0 +/- .07

SP370-1 EXTERIOR DOOR METAL GRAY A 0 +/- .15

SP370-1 WALL DRYWALL WHITE B 0 +/- .01

SP370-1 INTERIOR DOOR FRAME METAL GRAY B 0 +/- .04

SP370-1 INTERIOR DOOR METAL GRAY B 0 +/- .06

SP370-1 WALL CERAMIC TILE PINK A 0 +/- .03

SP370-1 WALL CERAMIC TILE PINK B .02 +/- .32

SP370-1 WALL CERAMIC TILE PINK C .01 +/- .36

SP370-1 FLOOR CERAMIC TILE PINK 0 +/- .01

SP370-1 CEILING GRID METAL BLACK 0 +/- .01

SP370-1 LIGHT FIXTURE METAL WHITE 0 +/- .12

SP370-1 CEILING VENT METAL WHITE 0 +/- .14

SP370-1 PIPE METAL BLACK .02 +/- .16

SP370-1 DROP CEILING TILE WOOD WHITE 0 +/- .01

SP370-1 WALL PLASTER BLUE D 0 +/- .05

SP370-1 WALL DRYWALL WHITE C 0 +/- .11

SP370-1 EXTERIOR DOOR FRAME 370A METAL GRAY A 0 +/- .04

SP369-1 WALL PLASTER WHITE C .1 +/- .8

SP369-1 BASEBOARD VINYL PINK C 0 +/- .05

SP369-1 WINDOW FRAME WOOD WHITE C .01 +/- .08

SP369-1 VOID

ROOM SP369-1
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ROOM SP324-1
SP369-1 WINDOW SILL WOOD WHITE C 1.3 +/- .6 6 INTACT

Abatement or Encapsulation of all 
Lead Based Paint

SP369-1 WALL DRYWALL WHITE D 0 +/- .07

SP369-1 INTERIOR DOOR FRAME METAL GRAY D 0 +/- .07

SP369-1 INTERIOR DOOR METAL GRAY D 0 +/- .06

SP369-1 WALL DRYWALL WHITE A 0 +/- .08

SP369-1 EXTERIOR DOOR FRAME METAL GRAY A 0 +/- .08

SP369-1 EXTERIOR DOOR METAL GRAY A 0 +/- .5

SP369-1 COLUMN DRYWALL WHITE B 0 +/- .02

SP369-1 WALL DRYWALL WHITE B 0 +/- .11

SP369-1 WALL CERAMIC TILE PINK A 0 +/- .2

SP369-1 WALL CERAMIC TILE PINK C .01 +/- .03

SP369-1 WALL CERAMIC TILE PINK D 0 +/- .03

SP369-1 FLOOR CERAMIC TILE PINK .4 +/- .9

SP369-1 DROP CEILING TILE WOOD WHITE .2 +/- .6

SP369-1 CEILING GRID METAL BLACK 0 +/- .14

SP369-1 LIGHT FIXTURE METAL WHITE 0 +/- .06

SP369-1 CEILING VENT METAL WHITE .01 +/- .25

SP369-1 PIPE METAL BLACK .1 +/- .2

SP369-1 BRACKET METAL GREEN 0 +/- .09

SP369-1 WALL PLASTER YELLOW C .4 +/- .9

SP369-1 WALL PLASTER GREEN C .01 +/- .01

SP369-1 WALL PLASTER WHITE A 0 +/- .01

SP369-1 EXTERIOR DOOR FRAME 369A METAL GRAY A .01 +/- .16

SP381H-1 WALL DRYWALL PINK A 0 +/- .1

SP381H-1 WINDOW FRAME METAL PINK A 0 +/- .11

SP381H-1 WINDOW SILL METAL PINK A .01 +/- .03

SP381H-1 PARTITION FRAME METAL PINK A .6 +/- .9

SP381H-1 WALL PLASTER PINK B .02 +/- .14

SP381H-1 WINDOW FRAME WOOD DARK PINK B .01 +/- .05

ROOM SP381H-1
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ROOM SP324-1
SP381H-1 WINDOW SILL WOOD DARK PINK B .02 +/- .15

SP381H-1 COLUMN PLASTER PINK B 0 +/- .09

SP381H-1 CONDUIT METAL PINK B 0 +/- .07

SP381H-1 WALL DRYWALL PINK C 0 +/- .07

SP381H-1 WALL DRYWALL PINK D 0 +/- .1

SP381H-1 BASEBOARD VINYL TAN D .7 +/- .9

SP381H-1 VENT METAL WHITE D .1 +/- .9

SP381H-1 DROP CEILING TILE WOOD WHITE .3 +/- .5

SP381H-1 CEILING GRID METAL WHITE 0 +/- .06

SP381H-1 CEILING VENT METAL WHITE 0 +/- .04

SP381H-1 PIPE METAL BLACK .01 +/- .15

SP381H-1 HANGER METAL ORANGE 18 +/- 6.4 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP381H-1 LIGHT FIXTURE METAL WHITE 0 +/- .06

SP381H-1 RADIATOR METAL PINK B .03 +/- .29

SP381H-1 RADIATOR STAND METAL WHITE B .06 +/- .19

SP381G-1 WALL DRYWALL PINK A 0 +/- .01

SP381G-1 WINDOW FRAME METAL PINK A 0 +/- .12

SP381G-1 WINDOW SILL METAL PINK A .14 +/- .66

SP381G-1 PARTITION FRAME METAL PINK A 0 +/- .01

SP381G-1 MONITOR STAND METAL WHITE B 0 +/- .08

SP381G-1 CONDUIT METAL PINK B 0 +/- .07

SP381G-1 WALL PLASTER PINK B .01 +/- .03

SP381G-1 WINDOW FRAME WOOD DARK PINK B 3.6 +/- 1.1 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP381G-1 WINDOW SILL WOOD DARK PINK B 0 +/- .11

SP381G-1 RADIATOR METAL PINK B .1 +/- .2

SP381G-1 RADIATOR STAND METAL WHITE B .04 +/- .32

SP381G-1 WALL DRYWALL PINK C .04 +/- .22

SP381G-1 WALL DRYWALL PINK D .02 +/- .13

SP381G-1 WALL DRYWALL WHITE D 0 +/- .07

ROOM SP381G-1
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ROOM SP324-1
SP381G-1 LIGHT FIXTURE METAL WHITE 0 +/- .05

SP381G-1 CEILING VENT METAL WHITE 0 +/- .04

SP381G-1 CEILING GRID METAL WHITE .01 +/- .20

SP381G-1 DROP CEILING TILE WOOD WHITE .3 +/- .5

SP381G-1 PIPE METAL BLACK .01 +/- .17

SP381G-1 HIDDEN WINDOW SILL WOOD PINK B 7.5 +/- 2.7 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP381D-1 COLUMN PLASTER PINK A 0 +/- .15

SP381D-1 WALL PLASTER PINK A 0 +/- .02

SP381D-1 CONDUIT METAL PINK B 0 +/- .08

SP381D-1 WALL DRYWALL PINK B .01 +/- .14

SP381D-1 BASEBOARD VINYL TAN B .02 +/- .06

SP381D-1 VENT METAL WHITE B .1 +/- .5

SP381D-1 WALL DRYWALL PINK C 0 +/- .18

SP381D-1 WINDOW FRAME METAL DARK PINK C 0 +/- .01

SP381D-1 WINDOW SILL METAL DARK PINK C .1 +/- .7

SP381D-1 PARTITION FRAME METAL DARK PINK C .14 +/- .64

SP381D-1 WALL PLASTER PINK D .04 +/- .12

SP381D-1 WINDOW FRAME WOOD DARK PINK D .1 +/- .8

SP381D-1 WINDOW SILL WOOD DARK PINK D 1.7 +/- .6 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP381D-1 RADIATOR METAL PINK D 0 +/- .11

SP381D-1 RADIATOR STAND METAL WHITE D .02 +/- .02

SP381D-1 DROP CEILING TILE WOOD WHITE 0 +/- .05

SP381D-1 CEILING GRID METAL WHITE .01 +/- .05

SP381D-1 CEILING VENT METAL WHITE .01 +/- .14

SP381D-1 HANGER METAL ORANGE 7.5 +/- 2.0 14 POOR
Abatement or Encapsulation of all 

Lead Based Paint

SP381D-1 PIPE METAL BLACK 0 +/- .04

SP381D-1 LIGHT FIXTURE METAL WHITE .01 +/- .02

SP381C-1 WALL PLASTER PINK D 0 +/- .03

ROOM SP381D-1

ROOM SP381C-1
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ROOM SP324-1
SP381C-1 CONDUIT METAL PINK D .01 +/- .15

SP381C-1 WINDOW FRAME WOOD DARK PINK D 0 +/- .15

SP381C-1 WINDOW SILL WOOD DARK PINK D .1 +/- .3

SP381C-1 WINDOW SILL WOOD PINK D 0 +/- .01

SP381C-1 RADIATOR METAL PINK D .1 +/- .2

SP381C-1 RADIATOR STAND METAL WHITE D .34 +/- .16

SP381C-1 WALL DRYWALL PINK A 0 +/- .1

SP381C-1 WINDOW FRAME METAL DARK PINK A 0 +/- .02

SP381C-1 WINDOW SILL METAL DARK PINK A .08 +/- .71

SP381C-1 PARTITION FRAME METAL DARK PINK A 0 +/- .01

SP381C-1 WALL DRYWALL PINK B 0 +/- .07

SP381C-1 WALL DRYWALL WHITE B 0 +/- .13

SP381C-1 BASEBOARD VINYL TAN B .06 +/- .2

SP381C-1 VENT METAL WHITE B .1 +/- .9

SP381C-1 WALL DRYWALL PINK C 0 +/- .15

SP381C-1 DROP CEILING TILE WOOD WHITE .6 +/- .7

SP381C-1 CEILING GRID METAL WHITE 0 +/- .01

SP381C-1 CEILING VENT METAL GRAY 0 +/- .09

SP381C-1 PIPE METAL BLACK .02 +/- .02

SP381C-1 LIGHT FIXTURE METAL WHITE 0 +/- .02

SP381B-1 WALL DRYWALL PINK A .01 +/- .18

SP381B-1 WINDOW FRAME METAL DARK PINK A 0 +/- .04

SP381B-1 WINDOW SILL METAL DARK PINK A 0 +/- .07

SP381B-1 WALL DRYWALL PINK B 0 +/- .11

SP381B-1 PARTITION FRAME METAL DARK PINK B .01 +/- .07

SP381B-1 DOOR FRAME METAL DARK PINK B .1 +/- .4

SP381B-1 DOOR METAL DARK PINK B 0 +/- .11

SP381B-1 VENT METAL WHITE B 0 +/- .7

SP381B-1 WALL DRYWALL PINK C 0 +/- .12

SP381B-1 MONITOR STAND METAL WHITE D 0 +/- .1

SP381B-1 PIPE METAL WHITE D .22 +/- .34

SP381B-1 BASEBOARD VINYL TAN D .01 +/- .03

ROOM SP381B-1
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ROOM SP324-1
SP381B-1 WALL PLASTER PINK D .1 +/- .1

SP381B-1 WINDOW FRAME WOOD DARK PINK D .1 +/- .1

SP381B-1 WINDOW SILL WOOD DARK PINK D .1 +/- .2

SP381B-1 WINDOW SILL WOOD PINK D .11 +/- .36

SP381B-1 CONDUIT METAL PINK D 0 +/- .04

SP381B-1 DROP CEILING TILE WOOD WHITE .1 +/- .5

SP381B-1 CEILING GRID METAL WHITE 0 +/- .05

SP381B-1 CEILING VENT METAL WHITE .01 +/- .15

SP381B-1 LIGHT FIXTURE METAL WHITE .02 +/- .13

SP381B-1 HANGER METAL ORANGE 5.9 +/- 1.7 9 POOR
Abatement or Encapsulation of all 

Lead Based Paint

SP381F-1 WALL PLASTER PINK B .1 +/- .18

SP381F-1 WINDOW FRAME WOOD DARK PINK B .2 +/- .4

SP381F-1 WINDOW SILL WOOD DARK PINK B 1.0 +/- .6 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP381F-1 COLUMN DRYWALL PINK B 0 +/- .01

SP381F-1 CONDUIT METAL PINK B 0 +/- .12

SP381F-1 WOOD ALONG WINDOW WOOD PINK B .01 +/- .07

SP381F-1 WALL DRYWALL PINK A 0 +/- .09

SP381F-1 WINDOW FRAME METAL DARK PINK A .01 +/- .02

SP381F-1 WINDOW SILL METAL DARK PINK A .1 +/- .8

SP381F-1 PARTITION FRAME METAL DARK PINK C .06 +/- .73

SP381F-1 WALL DRYWALL PINK D 0 +/- .07

SP381F-1 BASEBOARD VINYL TAN D .1 +/- .8

SP381F-1 VENT METAL WHITE D .1 +/- .7

SP381F-1 WALL DRYWALL PINK C 0 +/- .01

SP381F-1 LIGHT FIXTURE METAL WHITE .01 +/- .05

SP381F-1 CEILING VENT METAL WHITE 0 +/- .12

SP381F-1 CEILING GRID METAL WHITE .01 +/- .17

SP381F-1 DROP CEILING TILE WOOD WHITE .6 +/- .6

SP381F-1 PIPE METAL BLACK .06 +/- .11

SHUTTER CALIBRATION

CALIBRATION 1.78 +/- .34

ROOM SP378-1

ROOM SP381F-1
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ROOM SP324-1
CALIBRATION 0 +/- .01

CALIBRATION .48 +/- .23

SP378-1 WALL DRYWALL WHITE A 0 +/- .10

SP378-1 BASEBOARD VINYL TAN A .02 +/- .1

SP378-1 LOCKER METAL GREEN B .02 +/- .05

SP378-1 WALL DRYWALL WHITE B 0 +/- .07

SP378-1 DOOR FRAME METAL GRAY B 0 +/- .07

SP378-1 DOOR METAL GRAY B 0 +/- .04

SP378-1 COLUMN PLASTER WHITE C .3 +/- 1.0

SP378-1 CAGE METAL GRAY C 0 +/- .04

SP378-1 WALL PLASTER WHITE C 0 +/- .8

SP378-1 CONDUIT METAL WHITE C 0 +/- .01

SP378-1 SHELF BRACKET METAL BLACK C .02 .15

SP378-1 WALL PLASTER WHITE D .03 +/- .08

SP378-1 WINDOW FRAME WOOD WHITE D .02 +/- .14

SP378-1 WINDOW SILL WOOD WHITE D .1 +/- .2

SP378-1 RADIATOR METAL WHITE D .01 +/- .16

SP378-1 RADIATOR STAND METAL WHITE D .01 +/- .07

SP378-1 DROP CEILING TILE WOOD WHITE .16 +/- .53

SP378-1 CEILING GRID METAL WHITE 0 +/- .01

SP378-1 CEILING VENT METAL WHITE .01 +/- .15

SP378-1 WALL PLASTER LIGHT GREEN D .1 +/- .69

SP378-1 LIGHT FIXTURE METAL WHITE 0 +/- .14

SP378-1 WALL PLASTER DARK GREEN C .02 +/- .05

SP378-1 PIPE METAL BLACK .02 +/- .11

SP386-1 WALL DRYWALL WHITE A 0 +/- .07

SP386-1 COLUMN PLASTER WHITE A 0 +/- .01

SP386-1 ELECTRIC BOX METAL GRAY A 0 +/- .08

SP386-1 WALL PLASTER WHITE B .4 +/- 1.0

SP386-1 WINDOW FRAME WOOD WHITE B .1 +/- .1

SP386-1 WINDOW SILL WOOD WHITE B 0 +/- .10

SP386-1 LOWER WINDOW SILL WOOD WHITE B 0 +/- .01

ROOM SP386-1
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Positive Only 
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ROOM SP324-1
SP386-1 RADIATOR METAL WHITE B .01 +/- .04

SP386-1 RADIATOR STAND METAL WHITE B .23 +/- .37

SP386-1 CONDUIT METAL WHITE B 0 +/- .03

SP386-1 INTERIOR DOOR FRAME METAL GRAY C 3.6 +/- 1.4 15 POOR
Abatement or Encapsulation of all 

Lead Based Paint

SP386-1 INTERIOR DOOR METAL GRAY C 0 +/- .08

SP386-1 WALL CERAMIC TILE YELLOW A 14 +/- 3.1 30 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP386-1 WALL CERAMIC TILE YELLOW B 15 +/- 7.0 18 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP386-1 WALL CERAMIC TILE YELLOW C 14 +/- 3.1 40 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP386-1 WALL CERAMIC TILE YELLOW D 14 +/- 6.4 30 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP386-1 FLOOR CERAMIC TILE BROWN .1 +/- .2

SP386-1 CABINETS WOOD VARNISH C 0 +/- .01

SP386-1 COLUMN DRYWALL WHITE D 0 +/- .01

SP386-1 WALL DRYWALL WHITE D 0 +/- .1

SP386-1 DOOR FRAME METAL GRAY D 0 +/- .01

SP386-1 DOOR METAL GRAY D 0 +/- .04

SP386-1 DROP CEILING TILE WOOD WHITE 0 +/- .1

SP386-1 CEILING GRID METAL WHITE 0 +/- .04

SP386-1 LIGHT FIXTURE METAL WHITE 0 +/- .13

SP386-1 CEILING VENT METAL GRAY 0 +/- .1

SP386-1 PIPE METAL BLACK .03 +/- .25

SP386-1 HANGER METAL ORANGE 4.5 +/- 1.5 2 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP380-1 WALL DRYWALL WHITE A 0 +/- .05

SP380-1 BASEBOARD VINYL TAN A .3 +/- .8

SP380-1 WALL DRYWALL WHITE B 0 +/- .06

SP380-1 EXTERIOR DOOR FRAME METAL GRAY B 0 +/- .11

SP380-1 EXTERIOR DOOR METAL GRAY B .01 +/- .22

SP380-1 WALL DRYWALL WHITE C 0 +/- .01

SP380-1 INTERIOR DOOR FRAME METAL GRAY B 0 +/- .09

SP380-1 SHELVES METAL TAN B .01 +/- .14

SP380-1 WALL PLASTER WHITE D .05 +/- .16

SP380-1 WINDOW FRAME WOOD WHITE D 0 +/- .15

ROOM SP380-1
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ROOM SP324-1
SP380-1 WINDOW SILL WOOD WHITE D .1 +/- .6

SP380-1 RADIATOR STAND METAL WHITE D .06 +/- .05

SP380-1 DROP CEILING TILE WOOD WHITE .3 +/- .6

SP380-1 CEILING GRID METAL WHITE 0 +/- .12

SP380-1 LIGHT FIXTURE METAL WHITE .02 +/- .18

SP380-1 CEILING VENT METAL GRAY 0 +/- .08

SP380-1 HANGER METAL ORANGE 2.8 +/- 1.2 14 POOR
Abatement or Encapsulation of all 

Lead Based Paint

SP380-1 PIPE METAL BLACK .05 +/- .27

SP381E-1 WALL PLASTER PINK A 0 +/- .1

SP381E-1 COLUMN PLASTER PINK A 0 +/- .2

SP381E-1 WALL PLASTER PINK B .07 +/- .11

SP381E-1 WINDOW FRAME WOOD DARK PINK B 2.1 +/- .8 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP381E-1 WINDOW SILL WOOD DARK PINK B .1 +/- .3

SP381E-1 MONITOR STAND METAL WHITE B .01 +/- .15

SP381E-1 RADIATOR METAL WHITE B .01 +/- .21

SP381E-1 RADIATOR STAND METAL WHITE B .35 +/- .59

SP381E-1 WALL DRYWALL PINK C 0 +/- .07

SP381E-1 WINDOW FRAME METAL DARK PINK C 0 +/- .1

SP381E-1 WINDOW SILL METAL DARK PINK C 0 +/- .03

SP381E-1 PARTITION FRAME METAL DARK PINK C 0 +/- 0

SP381E-1 CONDUIT METAL PINK B .1 +/- .2

SP381E-1 WALL DRYWALL PINK D 0 +/- .1

SP381E-1 BASEBOARD VINYL TAN D 0 +/- .6

SP381E-1 VENT METAL WHITE D .1 +/- .2

SP381E-1 DROP CEILING TILE WOOD WHITE .1 +/- .6

SP381E-1 CEILING GRID METAL WHITE 0 +/- .01

SP381E-1 CEILING VENT METAL WHITE 0 +/- .02

SP381E-1 PIPE METAL BLACK .01 +/- .09

SP381E-1 HANGER METAL ORANGE 3 +/- 1.1 15 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP381E-1 LIGHT FIXTURE METAL WHITE 0 +/- .02

ROOM SP381E-1

ROOM SPACBATH-1
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ROOM SP324-1
SPACBATH-1WALL PLASTER WHITE A .04 +/- .22

SPACBATH-1COLUMN PLASTER WHITE A .3 +/- .9

SPACBATH-1WINDOW FRAME WOOD WHITE B .2 +/- .3

SPACBATH-1WINDOW SILL WOOD WHITE B .09 +/- .15

SPACBATH-1RADIATOR STAND METAL WHITE B .04 +/- .08

SPACBATH-1WALL DRYWALL WHITE B 0 +/- .12

SPACBATH-1WALL DRYWALL WHITE C .1 +/- .2

SPACBATH-1BASEBOARD VINYL GRAY C 0 +/- .8

SPACBATH-1DOOR FRAME METAL GRAY C 0 +/- .07

SPACBATH-1DOOR METAL GRAY C 0 +/- .06

SPACBATH-1WALL DRYWALL WHITE D 0 +/- .09

SPACBATH-1DROP CEILING TILE WOOD WHITE .3 +/- .6

SPACBATH-1CEILING GRID METAL WHITE 0 +/- .1

SPACBATH-1LIGHT FIXTURE METAL WHITE .01 +/- .05

SPACBATH-1CEILING VENT METAL WHITE 0 +/- .08

SP379-1 WALL DRYWALL WHITE A .1 +/- .7

SP379-1 COLUMN DRYWALL WHITE A .01 +/- .15

SP379-1 WALL DRYWALL WHITE B .3 +/- .7

SP379-1 DOOR FRAME METAL GRAY B 0 +/- .10

SP379-1 DOOR METAL GRAY B .01 +/- .18

SP379-1 WALL DRYWALL WHITE C 0 +/- .11

SP379-1 PIPE METAL BLACK C 0 +/- .02

SP379-1 WALL DRYWALL WHITE D 0 +/- .09

SP379-1 BASEBOARD VINYL TAN D .01 +/- .05

SP379-1 DROP CEILING TILE WOOD WHITE 0 +/- .09

SP379-1 CEILING GRID METAL WHITE 0 +/- .02

SP379-1 LIGHT FIXTURE METAL WHITE 0 +/- .01

SP379-1 CEILING VENT METAL WHITE .03 +/- .13

CALIBRATION .06 +/- .15

CALIBRATION 1.4 +/- .25

CALIBRATION .27 +/- .14

SHUTTER CALIBRATION

ROOM SP379-1
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Positive Only 
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ROOM SP324-1
CALIBRATION 3.24 +/- .92

CALIBRATION 0 +/- .12

CALIBRATION .35 +/- .16

SP308-1 WALL DRYWALL WHITE A 0 +/- .01

SP308-1 BASEBOARD VINYL PINK A 0 +/- .05

SP308-1 INTERIOR DOOR FRAME METAL GRAY A 0 +/- .06

SP308-1 INTERIOR DOOR METAL GRAY A 0 +/- .1

SP308-1 WALL CERAMIC TILE PINK A .01 +/- .36

SP308-1 WALL CERAMIC TILE PINK B 0 +/- .06

SP308-1 WALL CERAMIC TILE PINK C .01 +/- .03

SP308-1 FLOOR CERAMIC TILE PINK 0 +/- .01

SP308-1 COLUMN DRYWALL WHITE B .02 +/- .11

SP308-1 WALL PLASTER WHITE C .6 +/- 1.0

SP308-1 EXTERIOR DOOR FRAME METAL GRAY C 3.8 +/- 1.3 8 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP308-1 EXTERIOR DOOR METAL GRAY C .01 +/- .19

SP308-1 WALL DRYWALL WHITE D 0 +/- .07

SP308-1 WALL DRYWALL WHITE D .4 +/- .8

SP308-1 WALL PLASTER WHITE D 0 +/- .8

SP308-1 WINDOW FRAME WOOD WHITE D 4.3 +/- 1.4 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP308-1 WINDOW SILL WOOD WHITE D 3.8 +/- 1.3 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP308-1 MONITOR STAND METAL WHITE C 0 +/- .09

SP308-1 DROP CEILING TILE WOOD WHITE 0 +/- .06

SP308-1 CEILING GRID METAL BLACK 0 +/- .12

SP308-1 CEILING VENT METAL WHITE .05 +/- .12

SP308-1 LIGHT FIXTURE METAL WHITE 0 +/- .04

SP308-1 VOID

SP308-1 PIPE METAL ORANGE 14 +/- 6.3 1 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP308-1 HANGER METAL ORANGE 5.1 +/- 1.0 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP308-1 WALL PLASTER YELLOW D .1 +/- .8

SP308-1 WALL PLASTER YELLOW B .5 +/- .9

ROOM SP308-1

ROOM SP309-1
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ROOM SP324-1
SP309-1 WALL DRYWALL WHITE A 0 +/- .1

SP309-1 WALL PLASTER WHITE B .2 +/- 1.0

SP309-1 EXTERIOR DOOR FRAME METAL GRAY B 3.4 +/- 1.2 7 POOR
Abatement or Encapsulation of all 

Lead Based Paint

SP309-1 EXTERIOR DOOR METAL GRAY B 0 +/- .11

SP309-1 INTERIOR DOOR FRAME METAL GRAY C 0 +/- .02

SP309-1 INTERIOR DOOR METAL GRAY C 0 +/- .13

SP309-1 WALL DRYWALL WHITE C 0 +/- .01

SP309-1 BASEBOARD VINYL PINK C 0 +/- .01

SP309-1 COLUMN DRYWALL WHITE A .11 +/- .65

SP309-1 WALL PLASTER WHITE D .02 +/- .23

SP309-1 WINDOW FRAME WOOD WHITE D 2.9 +/- .9 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP309-1 WINDOW SILL WOOD WHITE D 4.5 +/- 1.6 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP309-1 MONITOR STAND METAL WHITE A 0 +/- .13

SP309-1 DROP CEILING TILE WOOD WHITE .3 +/- .6

SP309-1 CEILING GRID METAL BLACK 0 +/- .01

SP309-1 LIGHT FIXTURE METAL WHITE 0 +/- .1

SP309-1 CEILING VENT METAL WHITE .03 +/- .09

SP309-1 PIPE METAL ORANGE 5.1 +/- 1.6 2 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP309-1 HANGER METAL ORANGE 5.1 +/- 1.6 2 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP309-1 WALL PLASTER PINK D .09 +/- .68

SP309-1 WALL PLASTER PINK B .1 +/- .9

SP303-1 WALL PLASTER WHITE A .02 +/- .11

SP303-1 BASEBOARD VINYL PINK A .2 +/- .8

SP303-1 WINDOW FRAME WOOD WHITE A 0 +/- .10

SP303-1 WINDOW SILL WOOD WHITE A 3.3 +/- 1 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP303-1 COLUMN PLASTER WHITE B .03 +/- .11

SP303-1 WALL PLASTER WHITE B .2 +/- .9

SP303-1 BASEBOARD VINYL GRAY B 0 +/- .05

SP303-1 INTERIOR DOOR FRAME METAL GRAY B 3.9 +/- 1.4 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP303-1 INTERIOR DOOR METAL GRAY B .01 +/- .18

SP303-1 MONITOR STAND METAL WHITE B 0 +/- .08

ROOM SP303-1
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ROOM SP324-1
SP303-1 CONDUIT METAL WHITE B 0 +/- .08

SP303-1 EXTERIOR DOOR FRAME METAL GRAY C .2 +/- .2

SP303-1 EXTERIOR DOOR METAL GRAY C .01 +/- .17

SP303-1 WALL PLASTER WHITE C .2 +/- .9

SP303-1 WALL PLASTER WHITE D .1 +/- .1

SP303-1 DROP CEILING TILE WOOD WHITE 0 +/- .6

SP303-1 CEILING GRID METAL BLACK 0 +/- .04

SP303-1 CEILING VENT METAL WHITE .02 +/- .42

SP303-1 PIPE METAL ORANGE 2.6 +/- .7 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP303-1 HANGER METAL ORANGE 13 +/- 5.3 2 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP303-1 WALL PLASTER LIME GREEN A .02 +/- .06

SP303-1 WALL PLASTER LIME GREEN D .2 +/- .9

SP303-1 WALL PLASTER LIGHT GREEN B .04 +/- .09

SP303-1 PIPE METAL BLACK 0 +/- .01

SP303-1 WALL PLASTER YELLOW C .2 +/- .9

CALIBRATION 3.28 +/- .9

CALIBRATION 0 +/- .01

CALIBRATION .32 +/- .06

SHUTTER CALIBRATION

CALIBRATION 3.77 +/- .56

CALIBRATION .32 +/- .07

CALIBRATION 0 +/- .1

SP318-1 WALL PLASTER WHITE A .2 +/- .8

SP318-1 COLUMN PLASTER WHITE B .02 +/- .73

SP318-1 WINDOW FRAME WOOD WHITE A 2.5 +/- .9 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP318-1 WINDOW SILL WOOD WHITE A .1 +/- .1

SP318-1 MONITOR STAND METAL WHITE B 0 +/- .11

SP318-1 WALL DRYWALL WHITE B 0 +/- .13

SP318-1 WALL PLASTER WHITE C .1 +/- .68

SP318-1 DOOR FRAME METAL GRAY C .1 +/- .7

SP318-1 DOOR METAL GRAY C 0 +/- .11

ROOM SP318-1
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ROOM SP324-1
SP318-1 WALL DRYWALL WHITE D 0 +/- .01

SP318-1 INTERIOR DOOR FRAME METAL GRAY D 0 +/- .08

SP318-1 INTERIOR DOOR METAL GRAY D 0 +/- .06

SP318-1 WALL DRYWALL WHITE A 0 +/- .07

SP318-1 WALL CERAMIC TILE PINK B 0 +/- .19

SP318-1 WALL CERAMIC TILE PINK C 0 +/- .03

SP318-1 WALL CERAMIC TILE PINK D .01 +/- .31

SP318-1 FLOOR CERAMIC TILE PINK 0 +/- .1

SP318-1 DROP CEILING TILE WOOD WHITE .19 +/- .51

SP318-1 CEILING GRID METAL BLACK 0 +/- .01

SP318-1 PIPE METAL BLACK .01 +/- .03

SP318-1 LIGHT FIXTURE METAL WHITE 0 +/- .13

SP318-1 CEILING VENT METAL WHITE .01 +/- .15

SP325-1 WALL PLASTER WHITE A 0 +/- .17

SP325-1 EXTERIOR DOOR FRAME METAL GRAY A 3.3 +/- 1.4 8 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP325-1 EXTERIOR DOOR METAL GRAY A 0 +/- .13

SP325-1 WALL DRYWALL WHITE A 0 +/- .09

SP325-1 WALL DRYWALL WHITE B 0 +/- .01

SP325-1 COLUMN DRYWALL WHITE B 0 +/- .01

SP325-1 WALL PLASTER WHITE C 0 +/- .02

SP325-1 WINDOW SILL PLASTER WHITE C .01 +/- .06

SP325-1 WINDOW FRAME WOOD WHITE C 3.5 +/- 1.2 10 POOR
Abatement or Encapsulation of all 

Lead Based Paint

SP325-1 MONITOR STAND METAL WHITE B 0 +/- .13

SP325-1 INTERIOR DOOR FRAME METAL GRAY D 0 +/- .12

SP325-1 INTERIOR DOOR METAL GRAY D 0 +/- .08

SP325-1 WALL DRYWALL WHITE D .01 +/- .02

SP325-1 BASEBOARD VINYL PINK D 0 +/- .09

SP325-1 BASEBOARD VINYL GRAY C 0 +/- .67

SP325-1 WALL DRYWALL WHITE C 0 +/- .06

SP325-1 WALL CERAMIC TILE PINK C 0 +/- .03

SP325-1 WALL CERAMIC TILE PINK D 0 +/- .17

SP325-1 WALL CERAMIC TILE PINK A 0 +/- .19

ROOM SP325-1
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ROOM SP324-1
SP325-1 FLOOR CERAMIC TILE PINK .03 +/- .12

SP325-1 DROP CEILING TILE WOOD WHITE .2 +/- .6

SP325-1 CEILING GRID METAL BLACK 0 +/- .01

SP325-1 CEILING VENT METAL WHITE 0 +/- .05

SP325-1 LIGHT FIXTURE METAL WHITE .01 +/- .13

SP325-1 PIPE METAL BLACK .03 +/- .24

SP325-1 HANGER METAL ORANGE .96 +/- .26

SP330-1 WALL PLASTER WHITE A .3 +/- .9

SP330-1 EXTERIOR DOOR FRAME METAL GRAY A .08 +/- .14

SP330-1 EXTERIOR DOOR METAL GRAY A 0 +/- .07

SP330-1 WALL PLASTER WHITE B .1 +/- .6

SP330-1 WALL DRYWALL WHITE C .5 +/- .8

SP330-1 BASEBOARD VINYL PINK C .01 +/- .02

SP330-1 WINDOW FRAME WOOD WHITE C .1 +/- .2

SP330-1 WINDOW SILL WOOD WHITE C 1.4 +/- .6 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP330-1 COLUMN DRYWALL WHITE C .01 +/- .03

SP330-1 WALL DRYWALL WHITE D 0 +/- .1

SP330-1 INTERIOR DOOR FRAME METAL GRAY D 0 +/- .12

SP330-1 INTERIOR DOOR METAL GRAY D .01 +/- .15

SP330-1 WALL DRYWALL WHITE B 0 +/- .01

SP330-1 WALL PLASTER WHITE C .1 +/- .1

SP330-1 WALL CERAMIC TILE PINK A 0 +/- .03

SP330-1 WALL CERAMIC TILE PINK B .02 +/- .28

SP330-1 WALL CERAMIC TILE PINK C 0 +/- .03

SP330-1 FLOOR CERAMIC TILE PINK 0 +/- .01

SP330-1 DROP CEILING TILE WOOD WHITE .3 +/- .5

SP330-1 CEILING GRID METAL BLACK .3 +/- .6

SP330-1 LIGHT FIXTURE METAL WHITE .01 +/- .07

SP330-1 CEILING VENT METAL WHITE 0 +/- .12

SP330-1 WALL PLASTER BLUE A .2 +/- .8

SP330-1 PIPE METAL ORANGE 14 +/- 6.1 11 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

ROOM SP330-1
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ROOM SP324-1
SP330-1 HANGER METAL ORANGE 3.4 +/- .9 8 INTACT

Abatement or Encapsulation of all 
Lead Based Paint

SP366-1 WALL DRYWALL WHITE A .3 +/- .8

SP366-1 COLUMN PLASTER WHITE A 0 +/- .09

SP366-1 EXTERIOR DOOR FRAME METAL GRAY A 5.3 +/- 2.3 8 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP366-1 EXTERIOR DOOR METAL GRAY A 0 +/- .12

SP366-1 BASEBOARD VINYL PINK A 0 +/- .01

SP366-1 MONITOR STAND METAL WHITE B .01 +/- .15

SP366-1 WALL DRYWALL WHITE B 0 +/- .05

SP366-1 INTERIOR DOOR FRAME METAL GRAY B 0 +/- .08

SP366-1 INTERIOR DOOR METAL GRAY B 0 +/- .15

SP366-1 WALL CERAMIC TILE PINK A 0 +/- .08

SP366-1 WALL CERAMIC TILE PINK B 0 +/- .18

SP366-1 WALL CERAMIC TILE PINK C 0 +/- .03

SP366-1 FLOOR CERAMIC TILE PINK 0 +/- .01

SP366-1 WALL DRYWALL WHITE C 0 +/- .09

SP366-1 WINDOW FRAME WOOD WHITE C 5.3 +/- 2.1 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP366-1 WINDOW SILL PLASTER WHITE C .02 +/- .12

SP366-1 WALL DRYWALL WHITE D 0 +/- .14

SP366-1 DROP CEILING TILE WOOD WHITE .2 +/- .6

SP366-1 CEILING GRID METAL BLACK 0 +/- .01

SP366-1 PIPE METAL BLACK .02 +/- .22

SP366-1 LIGHT FIXTURE METAL WHITE .01 +/- .12

SP366-1 CEILING VENT METAL WHITE 0 +/- .05

SP366-1 HANGER METAL ORANGE 19 +/- 6.6 11 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP390-1 WALL PLASTER WHITE A .07 +/- .15

SP390-1 COLUMN PLASTER WHITE D .07 +/- .11

SP390-1 WINDOW FRAME WOOD WHITE A .8 +/- .4

SP390-1 WINDOW SILL WOOD WHITE A .02 +/- .26

SP390-1 RADIATOR METAL WHITE A 0 +/- .01

SP390-1 WALL PLASTER WHITE B .2 +/- .2

ROOM SP366-1

ROOM SP390-1



ALEDA E. LUTZ
DEPARTMENT OF VETERANS AFFAIRS MEDICAL CENTER

BUILDING 1
XRF SAMPLING RESULTS

Page 247 of 418

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP324-1
SP390-1 WALL PLASTER WHITE C .1 +/- .1

SP390-1 EXTERIOR DOOR FRAME METAL GRAY C .8 +/- .6

SP390-1 EXTERIOR DOOR METAL GRAY C 0 +/- .14

SP390-1 ACCESS PANEL METAL WHITE D .2 +/- .3

SP390-1 INTERIOR DOOR FRAME METAL WHITE D 1.8 +/- .9 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP390-1 INTERIOR DOOR METAL WHITE D .01 +/- .2

SP390-1 WALL PLASTER WHITE D .1 +/- .7

SP390-1 DROP CEILING TILE WOOD WHITE .02 +/- .06

SP390-1 CEILING GRID METAL BLACK 0 .09

SP390-1 CEILING VENT METAL WHITE .02 +/- .18

SP390-1 PIPE METAL BLACK .02 +/- .23

SP390-1 LIGHT FIXTURE METAL WHITE 0 +/- .04

CALIBRATION .31 +/- .06

CALIBRATION 0 +/- .08

CALIBRATION 3.4 +/- .93

SHUTTER CALIBRATION

CALIBRATION .34 +/- .13

CALIBRATION 0 +/- .11

CALIBRATION 3.7 +/- .64

SP367-1 WALL DRYWALL WHITE A 0 +/- .03

SP367-1 EXTERIOR DOOR FRAME METAL GRAY A .1 +/- .2

SP367-1 EXTERIOR DOOR METAL GRAY A 0 +/- .09

SP367-1 WALL DRYWALL WHITE B 0 +/- .08

SP367-1 BASEBOARD VINYL PINK B 0 +/- .01

SP367-1 WALL PLASTER WHITE C 0 +/- .8

SP367-1 WINDOW FRAME WOOD WHITE C .1 +/- .35

SP367-1 WINDOW SILL PLASTER WHITE C 3.2 +/- 1.2 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP367-1 COLUMN DRYWALL WHITE C 0 +/- .08

SP367-1 INTERIOR DOOR FRAME METAL GRAY D .02 +/- .2

SP367-1 INTERIOR DOOR METAL GRAY D 0 +/- .1

SP367-1 WALL DRYWALL WHITE D 0 +/- .01

SP367-1 BASEBOARD CERAMIC TILE WHITE D 0 +/- .01

ROOM SP367-1
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ROOM SP324-1
SP367-1 WALL CERAMIC TILE PINK A 0 +/- .03

SP367-1 WALL CERAMIC TILE PINK B .01 +/- .03

SP367-1 WALL CERAMIC TILE PINK C .01 +/- .29

SP367-1 FLOOR CERAMIC TILE PINK .5 +/- 1.0

SP367-1 DROP CEILING TILE WOOD WHITE .01 +/- .02

SP367-1 CEILING GRID METAL BLACK 0 +/- .06

SP367-1 CEILING VENT METAL WHITE .01 +/- .14

SP367-1 PIPE METAL BLACK 0 +/- .02

SP367-1 LIGHT FIXTURE METAL WHITE .05 +/- .19

SP367-1 BEAM METAL GRAY .02 +/- .04

SP367-1 HANGER METAL ORANGE 13 +/- 6.2 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP373-1 WALL PLASTER WHITE A .4 +/- 1.0

SP373-1 WINDOW FRAME WOOD WHITE A .1 +/- .7

SP373-1 WINDOW SILL WOOD WHITE A .02 +/- .11

SP373-1 INTERIOR DOOR FRAME METAL GRAY B 0 +/- .14

SP373-1 INTERIOR DOOR METAL GRAY B 0 +/- .05

SP373-1 WALL DRYWALL WHITE B 0 +/- .09

SP373-1 BASEBOARD VINYL PINK B 0 +/- .02

SP373-1 WALL CERAMIC TILE PINK A .01 +/- .35

SP373-1 WALL CERAMIC TILE PINK C 0 +/- .03

SP373-1 WALL CERAMIC TILE PINK D 0 +/- .26

SP373-1 FLOOR CERAMIC TILE PINK 0 +/- .02

SP373-1 COLUMN DRYWALL WHITE B 0 +/- .01

SP373-1 WALL DRYWALL WHITE C 0 +/- .12

SP373-1 EXTERIOR DOOR FRAME METAL GRAY C 0 +/- .01

SP373-1 EXTERIOR DOOR METAL GRAY C 0 +/- .07

SP373-1 MONITOR STAND METAL WHITE D .02 +/- .19

SP373-1 WALL DRYWALL WHITE D .4 +/- .8

SP373-1 DROP CEILING TILE WOOD WHITE .1 +/- .2

SP373-1 CEILING GRID METAL BLACK 0 +/- .02

SP373-1 CEILING VENT METAL WHITE 0 +/- .02

SP373-1 LIGHT FIXTURE METAL WHITE .01 +/- .18

ROOM SP373-1
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ROOM SP324-1SP373-1 PIPE METAL BLACK .03 +/- .13

SP368-1 WALL DRYWALL WHITE A 0 +/- .01

SP368-1 BASEBOARD VINYL PINK A 0 +/- .06

SP368-1 EXTERIOR DOOR FRAME METAL GRAY A 0 +/- .04

SP368-1 EXTERIOR DOOR METAL GRAY A 0 +/- .09

SP368-1 WALL DRYWALL WHITE B 0 +/- .14

SP368-1 INTERIOR DOOR FRAME METAL GRAY B 0 +/- .1

SP368-1 INTERIOR DOOR METAL GRAY B 0 +/- .15

SP368-1 WALL PLASTER WHITE C .02 +/- .14

SP368-1 WINDOW FRAME WOOD WHITE C 4.9 +/- 1.8 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP368-1 WINDOW SILL WOOD WHITE C 0 +/- .05

SP368-1 COLUMN DRYWALL WHITE C 0 +/- .6

SP368-1 WALL DRYWALL WHITE D 0 +/- .12

SP368-1 COLUMN PLASTER WHITE D 0 +/- .08

SP368-1 DROP CEILING TILE WOOD WHITE .1 +/- .1

SP368-1 CEILING GRID METAL BLACK .04 +/- .19

SP368-1 PIPE METAL BLACK .07 +/- .25

SP368-1 CEILING VENT METAL WHITE .02 +/- .13

SP368-1 LIGHT FIXTURE METAL WHITE .01 +/- .03

SP368-1 WALL PLASTER YELLOW C .03 +/- .07

SP374-1 WALL PLASTER WHITE A .02 +/- .11

SP374-1 WINDOW FRAME WOOD WHITE A .01 +/- .18

SP374-1 WINDOW SILL WOOD WHITE A .3 +/- .7

SP374-1 COLUMN DRYWALL WHITE A 0 +/- .01

SP374-1 MONITOR STAND METAL WHITE A 0 +/- .07

SP374-1 WALL DRYWALL WHITE B .05 +/- .22

SP374-1 WALL DRYWALL WHITE C 0 +/- .01

SP374-1 BASEBOARD VINYL PINK C 0 +/- .07

SP374-1 EXTERIOR DOOR FRAME METAL GRAY C .01 +/- .21

SP374-1 EXTERIOR DOOR METAL GRAY C 0 +/- .15

SP374-1 INTERIOR DOOR FRAME METAL GRAY D 0 +/- .07

ROOM SP368-1

ROOM SP374-1
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ROOM SP324-1
SP374-1 INTERIOR DOOR METAL GRAY D 0 +/- .09

SP374-1 WALL DRYWALL WHITE D 0 +/- .08

SP374-1 LIGHT FIXTURE METAL WHITE .09 +/- .59

SP374-1 CEILING GRID METAL BLACK .3 +/- .6

SP374-1 CEILING VENT METAL WHITE .02 +/- .12

SP374-1 DROP CEILING TILE WOOD WHITE .2 +/- .5

SP374-1 WALL PLASTER PINK A .1 +/- .8

SP374-1 PIPE METAL BLACK 0 +/- .01

SP310-1 WALL DRYWALL WHITE A 0 +/- .01

SP310-1 COLUMN PLASTER WHITE A 0 +/- .08

SP310-1 BASEBOARD VINYL PINK A 0 +/- .06

SP310-1 COLUMN DRYWALL WHITE A 0 +/- .09

SP310-1 WALL PLASTER WHITE B .03 +/- .71

SP310-1 WINDOW FRAME WOOD WHITE B .02 +/- .06

SP310-1 WINDOW SILL WOOD WHITE B 3.7 +/- 1.3 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP310-1 WALL DRYWALL WHITE C 0 +/- .04

SP310-1 INTERIOR DOOR FRAME METAL GRAY C 0 +/- .13

SP310-1 INTERIOR DOOR METAL GRAY C .01 +/- .16

SP310-1 EXTERIOR DOOR FRAME METAL GRAY D 5.5 +/- 2.3 8 POOR
Abatement or Encapsulation of all 

Lead Based Paint

SP310-1 EXTERIOR DOOR METAL GRAY D 0 +/- .09

SP310-1 WALL PLASTER WHITE D .11 +/- .68

SP310-1 DROP CEILING TILE WOOD WHITE .02 +/- .51

SP310-1 CEILING GRID METAL BLACK 0 +/- .11

SP310-1 PIPE METAL BLACK 0 +/- .1

SP310-1 CEILING VENT METAL WHITE 0 +/- .01

SP310-1 LIGHT FIXTURE METAL WHITE 0 +/- .01

SP310-1 HANGER METAL ORANGE 7.3 +/- 2.6 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP328-1 WALL DRYWALL WHITE A 0 +/- .05

SP328-1 BASEBOARD VINYL PINK A 0 +/- .09

SP328-1 DOOR FRAME METAL GRAY A 5.2 +/- 2 7 POOR
Abatement or Encapsulation of all 

Lead Based Paint

ROOM SP310-1

ROOM SP328-1
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ROOM SP324-1
SP328-1 DOOR METAL GRAY A 0 +/- .11

SP328-1 COLUMN DRYWALL WHITE A 0 +/- .01

SP328-1 WALL DRYWALL WHITE B 0 +/- .06

SP328-1 WALL DRYWALL WHITE C .1 +/- .7

SP328-1 WINDOW FRAME WOOD WHITE C 3.1 +/- 1.0 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP328-1 WINDOW SILL WOOD WHITE C .01 +/- .03

SP328-1 WALL DRYWALL WHITE D .02 +/- .06

SP328-1 LIGHT FIXTURE METAL WHITE .03 +/- .29

SP328-1 CEILING VENT METAL WHITE .7 +/- 1.0

SP328-1 CEILING GRID METAL BLACK .17 +/- .48

SP328-1 DROP CEILING TILE WOOD WHITE .05 +/- .57

SP328-1 VOID

SP328-1 HANGER METAL ORANGE 9 +/- 2.3 13 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP328-1 PIPE METAL ORANGE 5.1 +/- 1.6 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP328-1 VALVE METAL GREEN .01 +/- .04

SHUTTER CALIBRATION

CALIBRATION 3.1 +/- .82

CALIBRATION 0 +/- .07

CALIBRATION 1.5 +/- .25

SP381A-1 WALL DRYWALL PINK A 0 +/- .1

SP381A-1 WALL DRYWALL PINK B .01 +/- .03

SP381A-1 BASEBOARD VINYL TAN B .01 +/- .77

SP381A-1 WINDOW FRAME METAL DARK PNK B 0 +/- .14

SP381A-1 WINDOW SILL METAL DARK PINK B .3 +/- .8

SP381A-1 PARTISIAM FRAME METAL DARK PINK B 0 +/- .04

SP381A-1 DOOR FRAME METAL DARK PINK B 0 +/- .06

SP381A-1 DOOR METAL DARK PINK B 0 +/- .08

SP381A-1 WALL DRYWALL PINK C 0 +/- .1

SP381A-1 CONDUIT METAL PINK C 0 +/- .12

SP381A-1 WALL PLASTER PINK C 0 +/- .06

SP381A-1 WINDOW FRAME WOOD DARK PINK D .04 +/- .22

ROOM SP381A-1
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ROOM SP324-1
SP381A-1 WINDOW SILL WOOD DARK PINK D .1 +/- .2

SP381A-1 COLUMN DRYWALL PINK D .01 +/- .09

SP381A-1 WALL DRYWALL PINK D 0 +/- .14

SP381A-1 DROP CEILING TILE WOOD WHITE 0 +/- .07

SP381A-1 CEILING GRID METAL BLACK 0 +/- .04

SP381A-1 HANGER METAL ORANGE 3.3 +/- .9 9 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP381A-1 PIPE METAL BLACK 0 +/- 0

SP381A-1 LIGHT FIXTURE METAL WHITE .03 +/- .16

SP381A-1 CEILING VENT METAL WHITE 0 +/- .01

SP381A-1 RADIATOR PIPE METAL WHITE 4.8 +/- 1.5 1 POOR
Abatement or Encapsulation of all 

Lead Based Paint

SP382-1 WALL PLASTER WHITE A .04 +/- .23

SP382-1 WINDOW FRAME METAL TAN A 0 +/- .6

SP382-1 WINDOW SILL METAL TAN A 0 +/- .01

SP382-1 RADIATOR METAL WHITE B .04 +/- .34

SP382-1 RADIATOR PIPE METAL WHITE B 3.5 +/- 1.1 1 POOR
Abatement or Encapsulation of all 

Lead Based Paint

SP382-1 WALL PLASTER WHITE B .4 +/- .6

SP382-1 WINDOW FRAME WOOD WHITE B 1.8 +/- .6 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP382-1 WINDOW SILL WOOD WHITE B .1 +/- .3

SP382-1 PARTITION DRYWALL WHITE B 0 +/- .1

SP382-1 BASEBOARD VINYL TAN B .5 +/- .9

SP382-1 WALL DRYWALL WHITE C 0 +/- .11

SP382-1 PARTISIAM FRAME METAL TAN C .1 +/- .8

SP382-1 COLUMN DRYWALL WHITE C .01 +/- .03

SP382-1 DROP CEILING TILE WOOD WHITE ..03 +/- .16

SP382-1 CEILING GRID METAL BLACK .01 +/- .09

SP382-1 LIGHT FIXTURE METAL WHITE 2.4 +/- .9 20 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP382-1 PIPE METAL BLACK .01 +/- .05

SP382-1 HANGER METAL ORANGE 2.2 +/- .8 8 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP382-1 CEILING VENT METAL WHITE 0 +/- .05

SP381CORR-1WALL DRYWALL PINK A 0 +/- .15

ROOM SP382-1

ROOM SP381CORR-1
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ROOM SP324-1
SP381CORR-1BASEBOARD VINYL TAN A .2 +/- .8

SP381CORR-1DOOR FRAME METAL PINK A 0 +/- .11

SP381CORR-1VOID

SP381CORR-1COLUMN METAL TAN B .3 +/- .8

SP381CORR-1COLUMN DRYWALL PINK B .01 +/- .03

SP381CORR-1ELECTRICAL PANEL METAL PINK B 0 +/- .13

SP381CORR-1ENTRANCE DOOR FRAME METAL PINK C 0 +/- .07

SP381CORR-1ENTRANCE DOOR METAL PINK C 0 +/- .13

SP381CORR-1WALL DRYWALL PINK D 0 +/- .08

SP381CORR-1WALL DRYWALL PINK C 0 +/- .1

SP381CORR-1PARTISIAM FRAME METAL TAN D .08 +/- .6

SP381CORR-1WINDOW FRAME METAL TAN D .01 +/- .09

SP381CORR-1WINDOW SILL METAL TAN D .04 +/- .73

SP381CORR-1DROP CEILING TILE WOOD WHITE .4 +/- .6

SP381CORR-1CEILING GRID METAL BLACK 0 +/- .08

SP381CORR-1PIPE METAL BLACK .02 +/- .2

SP381CORR-1CEILING VENT METAL WHITE .01 +/- .12

SP381CORR-1LIGHT FIXTURE METAL WHITE .02 +/- .14

SP372-1 COLUMN DRYWALL WHITE A .2 +/- .8

SP372-1 BASEBOARD VINYL PINK A 0 +/- .11

SP372-1 WALL PLASTER WHITE A .1 +/- .8

SP372-1 WINDOW FRAME WOOD WHITE A 2.2 +/- .8 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP372-1 WINDOW SILL WOOD WHITE A 0 +/- .06

SP372-1 MONITOR STAND METAL WHITE B .02 +/- .18

SP372-1 WALL DRYWALL WHITE B 0 +/- .13

SP372-1 WALL DRYWALL WHITE C .01 +/- .2

SP372-1 EXTERIOR DOOR FRAME METAL GRAY C 0 +/- .14

SP372-1 EXTERIOR DOOR METAL GRAY C 0 +/- .1

SP372-1 INTERIOR DOOR FRAME METAL GRAY D 0 +/- .01

SP372-1 INTERIOR DOOR METAL GRAY D 0 +/- .06

ROOM SP372-1
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ROOM SP324-1
SP372-1 WALL DRYWALL WHITE D 0 +/- .07

SP372-1 DROP CEILING TILE WOOD WHITE .1 +/- .5

SP372-1 CEILING GRID METAL BLACK .02 +/- .18

SP372-1 CEILING VENT METAL WHITE .01 +/- .01

SP372-1 LIGHT FIXTURE METAL WHITE 0 +/- .06

SP375-1 WALL PLASTER WHITE A .04 +/- .16

SP375-1 WINDOW FRAME WOOD WHITE A .1 +/- .1

SP375-1 WINDOW SILL WOOD WHITE A 1.4 +/- .6 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP375-1 COLUMN DRYWALL WHITE A .5 +/- .8

SP375-1 WALL DRYWALL WHITE B 0 +/- .11

SP375-1 BASEBOARD VINYL PINK B 0 +/- .01

SP375-1 INTERIOR DOOR FRAME METAL GRAY B .01 +/- .16

SP375-1 INTERIOR DOOR METAL GRAY B .01 +/- .18

SP375-1 EXTERIOR DOOR FRAME METAL GRAY C 0 +/- .08

SP375-1 EXTERIOR DOOR METAL GRAY C 0 +/- .02

SP375-1 WALL DRYWALL WHITE C 0 +/- .01

SP375-1 WALL DRYWALL WHITE D 0 +/- .08

SP375-1 MONITOR STAND METAL WHITE D 0 +/- .08

SP375-1 DROP CEILING TILE WOOD WHITE 0 +/- .1

SP375-1 PIPE METAL BLACK .01 +/- .04

SP375-1 PIPE CONNECTOR METAL ORANGE 0 +/- .01

SP375-1 CEILING GRID METAL BLACK .02 +/- .21

SP375-1 CEILING VENT METAL WHITE 0 +/- .2

SP375-1 WALL PLASTER LIGHT BLUE A .2 +/- .8

SP375-1 LIGHT FIXTURE METAL WHITE .01 +/- .01

SP375-1 WALL DRYWALL WHITE B 0 +/- .13

SP375-1 WALL CERAMIC TILE PINK B 0 +/- .03

SP375-1 WALL CERAMIC TILE PINK C .02 +/- .42

SP375-1 WALL CERAMIC TILE PINK D 0 +/- .21

ROOM SP375/375A-1
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ROOM SP324-1
SP375-1 FLOOR CERAMIC TILE PINK .01 +/- .12

SP394-1 WALL PLASTER WHITE A .04 +/- .19

SP394-1 COLUMN PLASTER WHITE A .01 +/- .04

SP394-1 WINDOW FRAME WOOD WHITE A 7.2 +/- 2.6 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP394-1 WINDOW SILL WOOD WHITE A .05 +/- .13

SP394-1 RADIATOR METAL WHITE A 0 +/- .12

SP394-1 RADIATOR PIPE METAL WHITE A .15 +/- .16

SP394-1 WALL PLASTER WHITE B .01 +/- .17

SP394-1 WALL PLASTER WHITE C .04 +/- .16

SP394-1 DOOR FRAME METAL GRAY C 0 +/- .1

SP394-1 DOOR METAL GRAY C 0 +/- .08

SP394-1 COLUMN DRYWALL WHITE D .02 +/- .13

SP394-1 BASEBOARD VINYL GRAY D .9 +/- .9

SP394-1 WALL DRYWALL WHITE D .02 +/- .15

SP394-1 DROP CEILING TILE WOOD WHITE 0 +/- .6

SP394-1 CEILING GRID METAL BLACK .01 +/- .04

SP394-1 PIPE METAL BLACK .02 +/- .18

SP394-1 LIGHT FIXTURE METAL WHITE .04 +/- .29

SP394-1 BRACKET METAL BLACK .01 +/- .06

SP394-1 HANGER METAL ORANGE 3.8 +/- 1.2 1 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP394-1 WALL PLASTER GREEN A .3 +/- .9

SP301-1 WALL PLASTER WHITE A .1 +/- .2

SP301-1 WINDOW FRAME WOOD WHITE A .08 +/- .34

SP301-1 WINDOW SILL WOOD WHITE A 4.3 +/- 1.3 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP301-1 RADIATOR METAL WHITE A 0 +/- .15

SP301-1 RADIATOR PIPE METAL WHITE A .4 +/- .8

SP301-1 WALL PLASTER WHITE B 0 +/- .1

SP301-1 WALL PLASTER WHITE C .07 +/- .2

ROOM SP394-1

ROOM SP301-1
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ROOM SP324-1
SP301-1 DOOR FRAME METAL GRAY C .1 +/- .9

SP301-1 DOOR METAL GRAY C 0 +/- .05

SP301-1 WALL PLASTER WHITE D .05 +/- .07

SP301-1 BASEBOARD VINYL GRAY C .3 +/- .9

SP301-1 DROP CEILING TILE WOOD WHITE .3 +/- .5

SP301-1 CEILING GRID METAL BLACK 0 +/- .02

SP301-1 LIGHT FIXTURE METAL WHITE .1 +/- .1

SP301-1 PIPE METAL BLACK .03 +/- .19

SP301-1 BRACKET METAL BLACK 0 +/- .1

SP301-1 WALL PLASTER GREEN A .01 +/- .18

SP393-1 WALL PLASTER WHITE A .1 +/- .2

SP393-1 COLUMN DRYWALL WHITE A .01 +/- .13

SP393-1 RADIATOR METAL WHITE A 0 +/- .11

SP393-1 WINDOW FRAME WOOD WHITE A 0 +/- .05

SP393-1 WINDOW SILL WOOD WHITE A 1.6 +/- .6 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP393-1 WALL PLASTER WHITE B 0 +/- .07

SP393-1 WALL PLASTER WHITE C .1 +/- .3

SP393-1 BASEBOARD VINYL GRAY C 0 +/- .05

SP393-1 DOOR FRAME METAL GRAY C 0 +/- .05

SP393-1 DOOR METAL GRAY C 0 +/- .13

SP393-1 WALL DRYWALL WHITE D 0 +/- .01

SP393-1 DROP CEILING TILE WOOD WHITE .27 +/- .54

SP393-1 CEILING GRID METAL BLACK 0 +/- .07

SP393-1 LIGHT FIXTURE METAL WHITE 0 +/- .07

SP393-1 PIPE METAL BLACK .02 +/- .21

SP393-1 WALL PLASTER GREEN A .01 +/- .03

SP306-1 WALL DRYWALL WHITE A .03 +/- .21

SP306-1 BASEBOARD VINYL PINK A 0 +/- .04

ROOM SP393-1

ROOM SP306-1
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ROOM SP324-1
SP306-1 INTERIOR DOOR FRAME METAL GRAY A 0 +/- .05

SP306-1 INTERIOR DOOR METAL GRAY A 0 +/- .08

SP306-1 EXTERIOR DOOR FRAME METAL GRAY B .04 +/- .34

SP306-1 EXTERIOR DOOR METAL GRAY B 0 +/- .08

SP306-1 WALL PLASTER WHITE B .01 +/- .05

SP306-1 WALL DRYWALL WHITE B 0 +/- .08

SP306-1 WALL DRYWALL WHITE C 0 +/- .07

SP306-1 WALL PLASTER WHITE D 0 +/- .17

SP306-1 WINDOW SILL PLASTER WHITE D 0 +/- .01

SP306-1 COLUMN DRYWALL WHITE D 0 +/- .1

SP306-1 WINDOW FRAME WOOD WHITE D 7.5 +/- 2.5 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP306-1 WINDOW SILL WOOD WHITE D 4.0 +/- 1.4 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP306-1 CEILING VENT METAL WHITE .01 +/- .08

SP306-1 LIGHT FIXTURE METAL WHITE .3 +/- .5

SP306-1 DROP CEILING TILE WOOD WHITE .4 +/- .6

SP306-1 PIPE METAL BLACK .01 +/- .07

SP306-1 HANGER METAL ORANGE 5.5 +/- 1.6 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP306-1 WALL PLASTER GREEN D .09 +/- .67

SP306-1 PLATE METAL WHITE A 0 +/- .1

SP313-1 WALL PLASTER WHITE A 0 +/- .07

SP313-1 BASEBOARD VINYL PINK A .02 +/- .10

SP313-1 PLATE METAL WHITE A .01 +/- .05

SP313-1 INTERIOR DOOR FRAME METAL GRAY A 0 +/- .08

SP313-1 INTERIOR DOOR METAL GRAY A 0 +/- .04

SP313-1 WALL DRYWALL WHITE B 0 +/- .04

SP313-1 WINDOW FRAME WOOD WHITE B .06 +/- .25

SP313-1 WINDOW SILL WOOD WHITE B .1 +/- .2

SP313-1 COLUMN DRYWALL WHITE B 0 +/- .12

SP313-1 WALL PLASTER WHITE C .2 +/- .9

ROOM SP313-1
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(sq. ft. ) Damage Abatement options

ROOM SP324-1
SP313-1 WALL DRYWALL WHITE D 0 +/- .01

SP313-1 MONITOR STAND METAL WHITE D 0 +/- .08

SP313-1 EXTERIOR DOOR FRAME METAL GRAY D 0 +/- .13

SP313-1 EXTERIOR DOOR METAL GRAY D 0 +/- .06

SP313-1 WALL PLASTER WHITE D .8 +/- 1.1

SP313-1 DROP CEILING TILE WOOD WHITE .5 +/- .7

SP313-1 CEILING GRID METAL BLACK 0 +/- 0

SP313-1 PIPE METAL BLACK .01 +/- .04

SP313-1 LIGHT FIXTURE METAL WHITE .01 +/- .11

SP313-1 CEILING VENT METAL WHITE .01 +/- .18

SP313-1 VALVE METAL GREEN 0 +/- .01

SP313-1 WALL PLASTER PINK B .1 +/- .7

SP313-1 HANGER METAL ORANGE 2.2 +/- .7 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP371-1 WALL PLASTER WHITE A .3 +/- .9

SP371-1 COLUMN DRYWALL WHITE A 0 +/- .1

SP371-1 WINDOW FRAME WOOD WHITE B 0 +/- .07

SP371-1 WINDOW SILL WOOD WHITE B .01 +/- .02

SP371-1 WALL DRYWALL WHITE C .02 +/- .13

SP371-1 BASEBOARD VINYL PINK C 0 +/- .01

SP371-1 PLATE METAL WHITE C .06 +/- .07

SP371-1 INTERIOR DOOR FRAME METAL GRAY C 0 +/- .08

SP371-1 INTERIOR DOOR METAL GRAY C 0 +/- .1

SP371-1 WALL CERAMIC TILE PINK A .01 +/- .22

SP371-1 WALL CERAMIC TILE PINK B 0 +/- .21

SP371-1 WALL CERAMIC TILE PINK C 0 +/- .03

SP371-1 FLOOR CERAMIC TILE PINK 0 +/- .12

SP371-1 WALL DRYWALL WHITE D .02 +/- .2

SP371-1 EXTERIOR DOOR FRAME METAL GRAY D .01 +/- .19

SP371-1 EXTERIOR DOOR METAL GRAY D 0 +/- .02

ROOM SP371-1
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ROOM SP324-1
SP371-1 WALL DRYWALL WHITE A 0 +/- .02

SP371-1 MONITOR STAND METAL WHITE D 0 +/- .04

SP371-1 CEILING VENT METAL WHITE 0 +/- .02

SP371-1 LIGHT FIXTURE METAL WHITE 0 +/- .01

SP371-1 CEILING GRID METAL BLACK .09 +/- .55

SP371-1 DROP CEILING TILE METAL WHITE .5 +/- .6

SP371-1 WALL PLASTER YELLOW A .01 +/- .03

SP371-1 WALL PLASTER GREEN A .01 +/- .04

SHUTTER CALIBRATION

CALIBRATION .99 +/- .08

CALIBRATION 0 +/- .14

CALIBRATION 1.4 +/- .24

SP346-1 WALL PLASTER WHITE A .02 +/- .77

SP346-1 EXTERIOR DOOR FRAME METAL GRAY A 4.5 +/- 1.6 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP346-1 EXTERIOR DOOR METAL GRAY A 0 +/- .11

SP346-1 ACCES PANEL METAL WHITE A .09 +/- ,35

SP346-1 WALL PLASTER WHITE B .16 +/- .15

SP346-1 INTERIOR DOOR FRAME METAL GRAY B 3.9 +/- 1.4 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP346-1 INTERIOR DOOR METAL GRAY B 0 +/- .07

SP346-1 COLUMN DRYWALL WHITE A 0 +/- .01

SP346-1 WALL DRYWALL WHITE A 0 +/- .01

SP346-1 WALL DRYWALL WHITE B 0 +/- .11

SP346-1 WALL DRYWALL WHITE C .02 +/- .21

SP346-1 BASEBOARD VINYL GRAY C .02 +/- .16

SP346-1 WALL DRYWALL WHITE D .1 +/- .7

SP346-1 COLUMN PLASTER WHITE C .13 +/- .15

SP346-1 WALL PLASTER WHITE C .11 +/- .09

SP346-1 WINDOW FRAME WOOD WHITE C 4.6 +/- 1.8 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP346-1 WINDOW SILL WOOD WHITE C .17 +/- .35

ROOM SP346/346A-1
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ROOM SP324-1
SP346-1 WALL PLASTER WHITE D .16 +/- .13

SP346-1 INTERIOR DOOR FRAME METAL WHITE D 2.5 +/- 1.0 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP346-1 DOOR WOOD VARNISH D .1 +/- .1

SP346-1 DOOR HINGE METAL BROWN D .12 +/- .1

SP346-1 VENT METAL WHITE D .19 +/- .28

SP346-1 SOFFIT PLASTER WHITE B .2 +/- .9

SP346-1 DROP CEILING TILE WOOD WHITE .01 +/- .19

SP346-1 CEILING GRID METAL BLACK .02 +/- .19

SP346-1 LIGHT FIXTURE METAL WHITE 0 +/- .11

SP346-1 CEILING VENT METAL WHITE .02 +/- .06

SP346-1 CEILING PLASTER WHITE .6 +/- .8

SP346-1 CABINET METAL GREEN .05 +/- .08

SP347-1 CEILING DRYWALL WHITE 0 +/- .12

SP347-1 LIGHT FIXTURE METAL WHITE .11 +/- .64

SP347-1 EXTERIOR DOOR FRAME METAL GRAY A 4.5 +/- 1.6 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP347-1 EXTERIOR DOOR A .02 +/- .21

SP347-1 WALL PLASTER WHITE A .02 +/- .04

SP347-1 ACCES PANEL METAL GRAY A .12 +/- .25

SP347-1 COLUMN PLASTER WHITE A .3 +/- .8

SP347-1 WALL PLASTER WHITE B .02 +/- .06

SP347-1 INTERIOR DOOR FRAME METAL WHITE B 3.4 +/- 1.1 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP347-1 INTERIOR DOOR WOOD VARNISH B .01 +/- .04

SP347-1 WALL PLASTER WHITE C .09 +/- .09

SP347-1 WALL PLASTER WHITE D .04 +/- .05

SP347-1 VENT COVER METAL LIGHT BLUE C 3.0 +/- 1.0 6 POOR
Abatement or Encapsulation of all 

Lead Based Paint

SP347-1 INTERIOR DOOR FRAME METAL GRAY D 3.3 +/- 1.1 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP347-1 INTERIOR DOOR METAL GRAY D 0 +/- .07

SP347-1 CABINET METAL WHITE D .05 +/- .25

ROOM SP347-1

ROOM SP348-1
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ROOM SP324-1
SP348-1 DROP CEILING TILE WOOD WHITE .1 +/- .6

SP348-1 LIGHT FIXTURE METAL WHITE .02 +/- .11

SP348-1 CEILING VENT METAL WHITE .01 +/- .14

SP348-1 PIPE METAL BLACK .1 +/- .18

SP348-1 CEILING GRID METAL BLACK 0 +/- .01

SP348-1 EXTERIOR DOOR FRAME METAL GRAY A 2.4 +/- .8 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP348-1 EXTERIOR DOOR METAL GRAY A 0 +/- .12

SP348-1 WALL CERAMIC TILE GREEN A 17 +/- 7 100 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP348-1 COLUMN CERAMIC TILE B 17 +/- 6.7 170 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP348-1 INTERIOR DOOR FRAME METAL GRAY B 2.8 +/- .8 17 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP348-1 WALL CERAMIC TILE GREEN B 16 +/- 6.8 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP348-1 WALL CERAMIC TILE GREEN C 16 +/- 3.2 170 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP348-1 WALL CERAMIC TILE GREEN D 15 +/- 6.6 30 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP348-1 PIPE METAL YELLOW C 13 +/- 5.2 76 POOR
Abatement or Encapsulation of all 

Lead Based Paint

SP348-1 WALL BRICK WHITE A .1 +/- .3

SP348-1 WALL CINDER BLOCK WHITE A .1 +/- .2

SP348-1 WALL CINDER BLOCK WHITE B 0 +/- .8

SP348-1 WALL CINDER BLOCK WHITE C .1 +/- .1

SP348-1 WALL BRICK WHITE C 0 +/- .1

SP348-1 WALL CINDER BLOCK WHITE D .01 +/- .13

SP348-1 CEILING CONCRETE WHITE .01 +/- .02

SP348-1 HANGER METAL YELLOW 13 +/- 5.9 1 POOR
Abatement or Encapsulation of all 

Lead Based Paint

SP349-1 CEILING DRYWALL WHITE 0 +/- .06

SP349-1 LIGHT FIXTURE METAL WHITE 0 +/- .05

SP349-1 WALL PLASTER WHITE A .11 +/- .19

SP349-1 EXTERIOR DOOR FRAME METAL GRAY A 5.1 +/- 1.7 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP349-1 EXTERIOR DOOR METAL GRAY A 0 +/- .05

SP349-1 COLUMN PLASTER WHITE A .5 +/- .9

SP349-1 WALL PLASTER WHITE B .01 +/- .09

ROOM SP349-1
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ROOM SP324-1
SP349-1 INTERIOR DOOR FRAME METAL GRAY B 5.7 +/- 2.1 10 INTACT

Abatement or Encapsulation of all 
Lead Based Paint

SP349-1 INTERIOR DOOR METAL GRAY B .01 +/- .16

SP349-1 CABINET METAL WHITE B .07 +/- .15

SP349-1 WALL PLASTER WHITE C .08 +/- .08

SP349-1 WALL PLASTER WHITE D .13 +/- .11

SP349-1 VENT COVER METAL LIGHT BLUE D 3.6 +/- .7 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP349-1 ACCES PANEL METAL WHITE A .05 +/- .13

SP347A-1 DROP CEILING TILE WOOD WHITE .02 +/- .12

SP347A-1 CEILING GRID METAL WHITE .02 +/- .17

SP347A-1 CEILING VENT METAL WHITE .01 +/- .15

SP347A-1 PIPE METAL BLACK .01 +/- .01

SP347A-1 WALL CERAMIC TILE GREEN A 17 +/- 7.3 130 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP347A-1 COLUMN CERAMIC TILE GREEN A 16 +/- 6.5 180 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP347A-1 WALL CERAMIC TILE GREEN B 15 +/- 6.5 30 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP347A-1 WALL CERAMIC TILE GREEN C 16 +/- 7.0 100 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP347A-1 CABINET METAL LIGHT GREEN C .05 +/- .16

SP347A-1 CABINET BACK METAL GREEN C .13 +/- .27

SP347A-1 WINDOW SILL CERAMIC TILE GREEN C 16 +/- 6.6 4 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP347A-1 WALL CERAMIC TILE GREEN D 15 +/- 6.6 20 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP347A-1 WINDOW FRAME WOOD WHITE C 5.2 +/- 1.6 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP350A-1 CEILING GRID METAL WHITE .01 +/- .03

SP350A-1 CEILING VENT METAL WHITE .01 +/- .12

SP350A-1 LIGHT FIXTURE METAL WHITE .1 +/- .6

SP350A-1 WALL CERAMIC TILE TAN A 0 +/- .01

SP350A-1 WINDOW SILL CERAMIC TILE TAN A 0 +/- .01

SP350A-1 WINDOW FRAME WOOD WHITE A 4.2 +/- 1.4 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP350A-1 DOOR WOOD VARNISH B 7.4 +/- 2.7 20 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP350A-1 DOOR FRAME METAL BROWN B 0 +/- .08

ROOM SP350A/350-1

ROOM SP347A-1
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ROOM SP324-1
SP350A-1 WALL CERAMIC TILE TAN B 0 +/- .01

SP350A-1 WALL CERAMIC TILE TAN C .1 +/- .8

SP350A-1 COLUMN CERAMIC TILE TAN C .1 +/- .8

SP350A-1 WALL CERAMIC TILE TAN D 0 +/- .09

SP350A-1 DOOR METAL BROWN D 0 +/- .07

SP350A-1 CEILING DRYWALL WHITE 0,.05

SP350A-1 WALL PLASTER WHITE A 0 +/- .8

SP350A-1 WALL PLASTER WHITE B .6 +/- .9

SP350A-1 INTERIOR DOOR FRAME METAL GRAY B 2.5 +/- .9 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP350A-1 INTERIOR DOOR METAL GRAY B .01 +/- .17

SP350A-1 CABINET METAL WHITE B .6 +/- 1.1

SP350A-1 VENT COVER METAL LIGHT BLUE A 1.2 +/- .3 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP350A-1 EXTERIOR DOOR FRAME METAL GRAY C 5.1 +/- 1.7 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP350A-1 EXTERIOR DOOR METAL GRAY C 0 +/- .01

SP350A-1 WALL PLASTER WHITE C .4 +/- .9

SP350A-1 WALL PLASTER WHITE D .06 +/- .1

SP350A-1 COLUMN PLASTER WHITE D .04 +/- .05

SP350A-1 ACCES PANEL METAL WHITE C .08 +/- .18

SP351-1 LIGHT FIXTURE METAL WHITE 0 +/- .08

SP351-1 CEILING VENT METAL WHITE 0 +/- .1

SP351-1 CEILING GRID METAL WHITE .02 +/- .05

SP351-1 WALL CERAMIC TILE TAN A .08 +/- .69

SP351-1 WALL CERAMIC TILE TAN B 0 +/- .01

SP351-1 DOOR FRAME METAL BROWN B .04 +/- .21

SP351-1 DOOR WOOD VARNISH B 7.9 +/- 3.2 20 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP351-1 EXTERIOR DOOR FRAME METAL GRAY C 6 +/- 2.2 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP351-1 EXTERIOR DOOR METAL GRAY C 0 +/- .06

SP351-1 WALL CERAMIC TILE TAN C 1.1 +/- .6 80 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP351-1 WALL CERAMIC TILE TAN D 0 +/- .02

ROOM SP351-1
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ROOM SP324-1
SP351-1 DOOR METAL BROWN D 0 +/- .11

SP352-1 CEILING PLASTER YELLOW .2 +/- .9

SP352-1 PIPE METAL BLACK 0 +/- .06

SP352-1 CEILING GRID METAL WHITE .01 +/- .06

SP352-1 LIGHT FIXTURE METAL WHITE .3 +/- .8

SP352-1 BEAM CONCRETE ORANGE .03 +/- .02

SP352-1 CEILING PLASTER BLUE 0 +/- .7

SP352-1 WALL CERAMIC TILE TAN A .02 +/- .72

SP352-1 WINDOW SILL CERAMIC TILE TAN A 0 +/- .79

SP352-1 WINDOW FRAME WOOD BROWN A 5.9 +/- 2.0 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP352-1 INTERIOR WINDOW FRAME METAL BROWN B 14 +/- 4.5 12 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP352-1 INTERIOR DOOR FRAME METAL BROWN B .01 +/- .22

SP352-1 INTERIOR DOOR METAL BROWN B 0 +/- .12

SP352-1 RADIATOR COVER METAL BROWN A .01 +/- .17

SP352-1 RADIATOR PIPE METAL BROWN A .02 +/- .09

SP352-1 WALL DRYWALL TAN A 0 +/- .11

SP352-1 WALL DRYWALL TAN B 8.5 +/- 3.2 80 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP352-1 WALL DRYWALL TAN C 0 +/- .01

SP352-1 WALL DRYWALL TAN D 0 +/- .1

SP352-1 BASEBOARD VINYL GRAY C 0 +/- .06

SP352-1 WALL CERAMIC TILE TAN B 4.1 +/- 1.5 140 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP352-1 WALL CERAMIC TILE TAN C 4.4 +/- 1.7 140 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP352-1 COLUMN CERAMIC TILE TAN C 4.8 +/- 1.7 50 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP352-1 EXTERIOR DOOR FRAME METAL BROWN C 4.1 +/- 1.5 15 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP352-1 EXTERIOR DOOR WOOD VARNISH C 11 +/- 3.6 20 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP352-1 INTERIOR DOOR WOOD VARNISH D 9.5 +/- 3.5 40 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP352-1 WALL CERAMIC TILE TAN D 5.7 +/- 2.0 140 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP352-1 CEILING VENT METAL WHITE 0 +/- .02

ROOM SP352-1

ROOM SPORCORR-1
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ROOM SP324-1
SPORCORR-1WALL PLASTER WHITE A .1 +/- .18

SPORCORR-1EXTERIOR DOOR FRAME METAL GRAY A 0 +/- .06

SPORCORR-1EXTERIOR DOOR METAL GRAY A 0 +/- .05

SPORCORR-1WALL DRYWALL WHITE A .1 +/- .1

SPORCORR-1BASEBOARD VINYL GRAY A .02 +/- .02

SPORCORR-1WALL PLASTER WHITE B .11 +/- .19

SPORCORR-1WALL DRYWALL WHITE C 0 +/- .01

SPORCORR-1FIRE CLOSET DOOR WOOD VARNISH C 0 +/- .1

SPORCORR-1WALL PLASTER WHITE C .11 +/- .07

SPORCORR-1INTERIOR DOOR FRAME METAL GRAY C 3.2 +/- 1.2 105 POOR
Abatement or Encapsulation of all 

Lead Based Paint

SPORCORR-1INTERIOR DOOR METAL GRAY C 0 +/- .1

SPORCORR-1INTERIOR DOOR WOOD VARNISH A 6.7 +/- 2.5 20 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SPORCORR-1WALL PLASTER WHITE D 0 +/- .01

SPORCORR-1DOOR FRAME METAL WHITE D .02 +/- .04

SPORCORR-1COAT RACK WOOD WHITE D 0 +/- .09

SPORCORR-1SHELF WOOD WHITE A .22 +/- .38

SPORCORR-1SPEAKER METAL GRAY .01 +/- .02

SPORCORR-1VOID

SPORCORR-1CEILING VENT METAL WHITE 0 +/- .03

SPORCORR-1CEILING GRID METAL BLACK 0 +/- .13

SPORCORR-1LIGHT FIXTURE METAL WHITE .1 +/- .34

SPORCORR-1DROP CEILING TILE WOOD WHITE 0 +/- .6

SPORCORR-1PIPE METAL BLACK 0 +/- .1

SP338-1 DROP CEILING TILE WOOD WHITE 0 +/- .1

SP338-1 CEILING GRID METAL BLACK .2 +/- .6

SP338-1 PIPE METAL BLACK 0 +/- .11

SP338-1 LIGHT FIXTURE METAL WHITE .04 +/- .28

SP338-1 BEAM METAL RED 0 +/- .01

SP338-1 CEILING VENT METAL WHITE .01 +/- .16

ROOM SP338-1
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ROOM SP324-1
SP338-1 WALL DRYWALL WHITE A 0 +/- .09

SP338-1 INTERIOR DOOR FRAME METAL GRAY A 0 +/- .01

SP338-1 INTERIOR DOOR METAL GRAY A 0 +/- .09

SP338-1 BASEBOARD VINYL GRAY A .03 +/- .16

SP338-1 COLUMN PLASTER WHITE B 0 +/- .01

SP338-1 WALL PLASTER WHITE B .01 +/- .21

SP338-1 WINDOW FRAME WOOD WHITE B .3 +/- .5

SP338-1 WINDOW SILL WOOD WHITE B 6.1 +/- 2.4 9 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP338-1 WALL DRYWALL WHITE C 0 +/- .01

SP338-1 WALL DRYWALL WHITE D 0 +/- .11

SP338-1 EXTERIOR DOOR FRAME METAL GRAY D 0 +/- .06

SP338-1 EXTERIOR DOOR METAL GRAY D 0 +/- .01

SP338-1 WALL PLASTER WHITE D .2 +/- .8

SP336-1 DROP CEILING TILE WOOD WHITE .1 +/- .5

SP336-1 CEILING GRID METAL BLACK 0 +/- .03

SP336-1 LIGHT FIXTURE METAL WHITE .01 +/- .04

SP336-1 PIPE METAL BLACK .02 +/- .2

SP336-1 HANGER METAL ORANGE 5.1 +/- 1.6 2 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP336-1 CEILING FAN METAL WHITE .03 +/- .13

SP336-1 WALL DRYWALL WHITE A .02 +/- .2

SP336-1 BASEBOARD VINYL GRAY A .2 +/- .7

SP336-1 WALL DRYWALL WHITE B 0 +/- .12

SP336-1 INTERIOR DOOR FRAME METAL GRAY B 0 +/- .13

SP336-1 INTERIOR DOOR METAL GRAY B 0 +/- .1

SP336-1 WINDOW FRAME WOOD WHITE B 1 +/- .4 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP336-1 WINDOW SILL WOOD WHITE B .4 +/-  .3

SP336-1 WALL DRYWALL WHITE C 0 +/- .01

SP336-1 EXTERIOR DOOR FRAME METAL GRAY D 0 +/- .07

SP336-1 EXTERIOR DOOR METAL GRAY D 0 +/- .15

ROOM SP336-1
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ROOM SP324-1
SP336-1 COLUMN DRYWALL WHITE D 0 +/- .09

SP336-1 WALL DRYWALL WHITE D .02 +/- .06

SP336-1 EXTERIOR DOOR FRAME METAL WHITE D .03 +/- .21

SP336-1 WALL DRYWALL LIGHT BLUE A .4 +/- .8

SP336-1 DOOR FRAME METAL BLUE A 0 +/- .09

SP336-1 DOOR METAL BLUE A 0 +/- .15

SP336-1 WALL DRYWALL LIGHT BLUE B 0 +/- .12

SP336-1 WINDOW FRAME WOOD LIGHT BLUE B 4.0 +/- 1.4 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP336-1 WINDOW SILL WOOD LIGHT BLUE B 4.3 +/- 1.2 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP336-1 RADIATOR METAL LIGHT BLUE B 0 +/- .07

SP336-1 WALL DRYWALL LIGHT BLUE C 0 +/- .09

SP336-1 WALL DRYWALL LIGHT BLUE D 0 +/- .01

SP336-1 BASEBOARD VINYL GREEN D 0 +/- .01

SP335-1 WALL PLASTER WHITE A 2.8 +/- 1.1 130 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP335-1 INTERIOR DOOR FRAME METAL GRAY A 0 +/- .05

SP335-1 INTERIOR DOOR METAL GRAY A 0 +/- .09

SP335-1 INTERIOR WINDOW FRAME WOOD VARNISH A 0 +/- .01

SP335-1 WALL DRYWALL WHITE B 0 +/- .1

SP335-1 WINDOW FRAME WOOD WHITE B 3.6 +/- 1.2 25 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP335-1 WINDOW SILL WOOD WHITE B .3 +/- .4 15 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP335-1 WALL DRYWALL WHITE C 0 +/- .01

SP335-1 BASEBOARD VINYL GREEN C .01 +/- .02

SP335-1 EXTERIOR DOOR FRAME METAL GRAY D 0 +/- .03

SP335-1 EXTERIOR DOOR METAL GRAY D .01 +/- .04

SP335-1 WALL DRYWALL WHITE D 0 +/- .06

SP335-1 COLUMN DRYWALL WHITE D .02 +/- .21

SP335-1 DROP CEILING TILE WOOD WHITE 0 +/- .01

SP335-1 CEILING GRID METAL BLACK 0 +/- 0

SP335-1 SPEAKER METAL WHITE 0 +/- .03

ROOM SP335-1
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ROOM SP324-1
SP335-1 CEILING FAN METAL WHITE 0 +/- .04

SP335-1 LIGHT FIXTURE METAL WHITE .3 +/- 1.0

SP335-1 PIPE METAL BLACK .04 +/- .27

SP335-1 PIPE METAL ORANGE 2.5 +/- .6 24 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP335-1 HANGER METAL ORANGE 2.9 +/- 1.0 12 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP335-1 CEILING CONCRETE RED 0 +/- .69

SP343-1 CEILING FAN METAL WHITE .26 +/- .47

SP343-1 CEILING GRID METAL BLACK 0 +/- .11

SP343-1 SPEAKER METAL WHITE 0 +/- .02

SP343-1 LIGHT FIXTURE METAL WHITE .01 +/- .01

SP343-1 DROP CEILING TILE WOOD WHITE .2 +/- .5

SP343-1 PIPE METAL BLACK .01 +/- .17

SP343-1 WALL DRYWALL WHITE A .2 +/- .7

SP343-1 COLUMN DRYWALL WHITE B 0 +/- .02

SP343-1 WALL PLASTER WHITE B .3 +/- .2

SP343-1 RADIATOR METAL WHITE B 0 +/- .04

SP343-1 RADIATOR PIPE METAL WHITE B 2.3 +/- 1.2 2 POOR
Abatement or Encapsulation of all 

Lead Based Paint

SP343-1 BASEBOARD VINYL GRAY B .7 +/- 1.0

SP343-1 PLATE METAL WHITE B 0 +/- .15

SP343-1 WALL PLASTER WHITE C .05 +/- .07

SP343-1 WINDOW FRAME WOOD WHITE C .2 +/- .4

SP343-1 WINDOW SILL WOOD WHITE C .5 +/- .3

SP343-1 WALL PLASTER WHITE D 0 +/- .06

SP343-1 EXTERIOR DOOR FRAME METAL GRAY D 4.3 +/- 2.0 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP343-1 EXTERIOR DOOR METAL GRAY D 0 +/- .14

SP345-1 CEILING FAN METAL WHITE 0 +/- .13

SP345-1 DROP CEILING TILE WOOD WHITE 0 +/- .1

SP345-1 CEILING GRID METAL BLACK .01 +/- .1

ROOM SP343-1

ROOM SP345-1
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ROOM SP324-1
SP345-1 PIPE METAL BLACK .01 +/- .18

SP345-1 LIGHT FIXTURE METAL WHITE 0 +/- .01

SP345-1 WALL PLASTER WHITE A 0 +/- .07

SP345-1 EXTERIOR DOOR FRAME METAL GRAY A 4.1 +/- 1.6 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP345-1 EXTERIOR DOOR METAL GRAY A 0 +/- .08

SP345-1 COLUMN PLASTER WHITE B .21 +/- .11

SP345-1 WALL PLASTER WHITE B .14 +/- .07

SP345-1 WALL PLASTER WHITE C .21 +/- .17

SP345-1 WINDOW FRAME WOOD WHITE C .01 +/- .06

SP345-1 WINDOW SILL WOOD WHITE C .4 +/- .3

SP345-1 WALL PLASTER WHITE D 0 +/- .03

SP345-1 OLD DOOR METAL WHITE D 0 +/- .12

SP345-1 OLD DOOR FRAME METAL WHITE D 3.2 +/- 1.4 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP345-1 BASEBOARD VINYL GRAY D .01 +/- .09

SP345-1 PANEL WOOD WHITE D .04 +/- .09

SP345-1 COATRACK WOOD WHITE D .11 +/- .22

SP358-1 DROP CEILING TILE WOOD WHITE 0 +/- .6

SP358-1 CEILING FAN METAL WHITE .04 +/- .2

SP358-1 LIGHT FIXTURE METAL WHITE .01 +/- .17

SP358-1 CEILING GRID METAL BLACK .02 +/- .12

SP358-1 PIPE METAL BLACK .01 +/- .03

SP358-1 PIPE METAL ORANGE 2.5 +/- .7 46 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP358-1 HANGER METAL ORANGE 5.1 +/- 1.6 2 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP358-1 WALL DRYWALL WHITE A 0 +/- .07

SP358-1 COLUMN DRYWALL WHITE A 0 +/- .08

SP358-1 BASEBOARD VINYL TEAL A .01 +/- .16

SP358-1 INTERIOR DOOR FRAME METAL GRAY A .01 +/- .16

SP358-1 INTERIOR DOOR METAL GRAY A 0 +/- .15

SP358-1 WALL PLASTER WHITE B .01 +/- .15

ROOM SP358-1
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ROOM SP324-1
SP358-1 EXTERIOR DOOR FRAME METAL GRAY B 0 +/- .06

SP358-1 EXTERIOR DOOR METAL GRAY B 0 +/- .08

SP358-1 WALL PLASTER WHITE C 0 +/- .1

SP358-1 COLUMN PLASTER WHITE C .5 +/- 1.0

SP358-1 WALL PLASTER WHITE D .03 +/- .08

SP358-1 WINDOW FRAME WOOD WHITE D 5.9 +/- 2.1 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP358-1 WINDOW SILL WOOD WHITE D .03 +/- .19

SP358-1 RADIATOR METAL WHITE D 0 +/- .03

SP358-1 RADIATOR PIPE METAL WHITE D 3.1 +/- 1.2 1 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP360-1 DROP CEILING TILE WOOD WHITE .5 +/- .7

SP360-1 CEILING GRID METAL BLACK 0 +/- .09

SP360-1 PIPE METAL BLACK .01 +/- .11

SP360-1 LIGHT FIXTURE METAL WHITE .01 +/- .18

SP360-1 CEILING FAN METAL WHITE .03 +/- .03

SP360-1 WALL PLASTER WHITE A .2 +/- .8

SP360-1 WALL PLASTER WHITE B 0 +/- .01

SP360-1 PLATE METAL WHITE B .1 +/- .7

SP360-1 EXTERIOR DOOR FRAME METAL GRAY B 0 +/- .05

SP360-1 EXTERIOR DOOR METAL GRAY B 0 +/- .16

SP360-1 WALL DRYWALL WHITE C .02 +/- .05

SP360-1 BASEBOARD VINYL GRAY C .3 +/- .7

SP360-1 INTERIOR DOOR FRAME METAL GRAY C 0 +/- .01

SP360-1 INTERIOR DOOR METAL GRAY C 0 +/- .1

SP360-1 WALL PLASTER WHITE D 0 +/- .01

SP360-1 WINDOW FRAME WOOD WHITE D .1 +/- .2

SP360-1 WINDOW SILL WOOD WHITE D .2 +/- .1

SP360-1 RADIATOR METAL WHITE D 0 +/- .11

SP360-1 RADIATOR PIPE METAL WHITE D .05 +/- .13

SP360-1 CALIBRATION .8 +/- .13

ROOM SP360-1
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ROOM SP324-1
CALIBRATION 0 +/- .1

CALIBRATION 1.1 +/- .14

SHUTTER CALIBRATION

CALIBRATION .3 +/- .08

CALIBRATION 0 +/- .12

CALIBRATION 3.4 +/- .94

SP353-1 DROP CEILING TILE WOOD WHITE .2 +/- .6

SP353-1 CEILING GRID METAL BLACK 0 +/- .12

SP353-1 LIGHT FIXTURE METAL WHITE .01 +/- .01

SP353-1 CEILING FAN METAL WHITE .01 +/- .16

SP353-1 WALL DRYWALL WHITE A 0 +/- .1

SP353-1 BASEBOARD VINYL GRAY A .02 +/- .1

SP353-1 WALL DRYWALL WHITE B 0 +/- .05

SP353-1 COLUMN DRYWALL WHITE B .1 +/- .7

SP353-1 WALL DRYWALL WHITE C 0 +/- .01

SP353-1 DOOR FRAME METAL BROWN C 1.2 +/- .3 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP353-1 DOOR METAL BROWN C .01 +/- .16

SP353-1 WALL DRYWALL WHITE D 0 +/- .09

SP341-1 DROP CEILING TILE WOOD WHITE 0 +/- .03

SP341-1 CEILING GRID METAL BLACK 0 +/- .04

SP341-1 PIPE METAL BLACK .04 +/- .21

SP341-1 LIGHT FIXTURE METAL WHITE .2 +/- .3

SP341-1 CEILING FAN METAL WHITE 0 +/- .01

SP341-1 HANGER METAL ORANGE 5.1 +/- 1.5 1 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP341-1 WALL DRYWALL WHITE A .5 +/- .9

SP341-1 WALL DRYWALL WHITE D 0 +/- .08

SP341-1 CABINET METAL WHITE A .03 +/- .13

SP341-1 WALL DRYWALL WHITE B 0 +/- .05

ROOM SP341-1

ROOM SP353-1
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ROOM SP324-1
SP341-1 BASEBOARD VINYL GRAY B .4 +/- .9

SP341-1 WALL DRYWALL WHITE C .01 +/- .13

SP341-1 DOOR FRAME METAL GRAY C 0 +/- .01

SP341-1 DOOR METAL GRAY C .01 +/- .16

SP341-1 WALL DRYWALL WHITE D 0 +/- .07

SP354-1 WALL DRYWALL WHITE A .1 +/- .2

SP354-1 WALL DRYWALL WHITE B .03 +/- .07

SP354-1 WALL DRYWALL WHITE C .01 +/- .13

SP354-1 DOOR FRAME METAL GRAY C 2.0 +/- .7 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP354-1 DOOR METAL GRAY C 0 +/- .14

SP354-1 WALL DRYWALL WHITE D 0 +/- .1

SP354-1 BASEBOARD VINYL GRAY D .6 +/- .9

SP354-1 DROP CEILING TILE WOOD WHITE .01 +/- .01

SP354-1 CEILING GRID METAL BLACK 0 +/- .6

SP354-1 LIGHT FIXTURE METAL WHITE .4 +/- .7

SP354-1 CEILING VENT METAL WHITE .01 +/- .12

SP356-1 WALL PLASTER WHITE A .3 +/- .8

SP356-1 WALL PLASTER WHITE C .12 +/- .09

SP356-1 INTERIOR DOOR FRAME METAL GRAY C .11 +/- .38

SP356-1 INTERIOR DOOR METAL GRAY C 0 +/- .09

SP356-1 BASEBOARD CERAMIC TILE PEACH C 14 +/- 3.1 9 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP356-1 WALL PLASTER WHITE B .01 +/- .03

SP356-1 EXTERIOR DOOR FRAME METAL GRAY B 2.5 +/- 1.1 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP356-1 EXTERIOR DOOR METAL GRAY B 0 +/- .11

SP356-1 BASEBOARD CONCRETE GRAY B .1 +/- .7

SP356-1 LOCKER METAL GRAY C .04 +/- .27

SP356-1 LOCKER METAL WHITE C .03 +/- .32

SP356-1 COLUMN PLASTER WHITE D 0 +/- .07

ROOM SP354-1

ROOM SP356/356A-1
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ROOM SP324-1
SP356-1 WALL PLASTER WHITE D .02 +/- .24

SP356-1 WINDOW FRAME WOOD WHITE D 3.3 +/- 1.1 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP356-1 WINDOW SILL WOOD WHITE D .05 +/- .26

SP356-1 RADIATOR METAL TAN D .01 +/- .19

SP356-1 RADIATOR PIPE METAL SILVER D 4.5 +/- 1.6 2 POOR
Abatement or Encapsulation of all 

Lead Based Paint

SP356-1 RADIATOR METAL WHITE D .01 +/- .16

SP356-1 DROP CEILING TILE WOOD WHITE .1 +/- .5

SP356-1 CEILING GRID METAL BLACK 0 +/- .02

SP356-1 PIPE METAL BLACK .02 +/- .21

SP356-1 LIGHT FIXTURE METAL WHITE .01 +/- .03

SP356-1 CEILING FAN METAL WHITE .3 +/- .7

SP357-1 DROP CEILING TILE WOOD WHITE .3 +/- .5

SP357-1 CEILING GRID METAL BLACK 0 +/- 0

SP357-1 LIGHT FIXTURE METAL WHITE .1 +/- .2

SP357-1 PIPE METAL BLACK .03 +/- .25

SP357-1 CEILING FAN METAL WHITE .3 +/- .6

SP357-1 WALL PLASTER WHITE B .08 +/- .13

SP357-1 DOOR FRAME METAL GRAY B 2.3 +/- 1.0 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP357-1 DOOR METAL GRAY B 0 +/- .11

SP357-1 INTERIOR DOOR FRAME METAL GRAY C 2.6 +/- 1.2 14 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP357-1 INTERIOR DOOR METAL GRAY C 0 +/- .01

SP357-1 BASEBOARD CONCRETE GRAY C .03 +/- .04

SP357-1 BASEBOARD CERAMIC TILE PEACH C 15 +/- 6.6 13 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP357-1 WALL PLASTER WHITE A .11 +/- .07

SP357-1 COLUMN PLASTER WHITE D .4 +/- .8

SP357-1 WALL PLASTER WHITE D .09 +/- .06

SP357-1 WINDOW FRAME WOOD WHITE D .1 +/- .24

SP357-1 WINDOW SILL WOOD WHITE D .19 +/- .38

SP357-1 RADIATOR METAL WHITE D 0 +/- .06

ROOM SP357/357A-1



ALEDA E. LUTZ
DEPARTMENT OF VETERANS AFFAIRS MEDICAL CENTER

BUILDING 1
XRF SAMPLING RESULTS

Page 274 of 418

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP324-1
SP357-1 RADIATOR PIPE METAL WHITE D 2.9 +/- 1.1 4 POOR

Abatement or Encapsulation of all 
Lead Based Paint

SP357-1 LOCKER METAL GRAY A .01 +/- .11

SP359-1 DROP CEILING TILE WOOD WHITE .16 +/- .52

SP359-1 CEILING GRID METAL BLACK .01 +/- .1

SP359-1 LIGHT FIXTURE METAL WHITE .01 +/- .16

SP359-1 PIPE METAL BLACK .2 +/- .6

SP359-1 CEILING FAN METAL WHITE 0 +/- .01

SP359-1 WALL DRYWALL WHITE A 0 +/- .07

SP359-1 WALL PLASTER WHITE B .02 +/- .09

SP359-1 EXTERIOR DOOR FRAME METAL GRAY B .3 +/- .8

SP359-1 EXTERIOR DOOR METAL GRAY B 0 +/- .14

SP359-1 WALL DRYWALL WHITE C 0 +/- .1

SP359-1 BASEBOARD VINYL GREEN C .3 +/- .9

SP359-1 INTERIOR DOOR FRAME METAL GRAY C 0 +/- .07

SP359-1 INTERIOR DOOR METAL GRAY C .01 +/- .17

SP359-1 WALL DRYWALL WHITE B 0 +/- .07

SP359-1 COLUMN DRYWALL WHITE D 0 +/- .07

SP359-1 WALL PLASTER WHITE D .03 +/- .78

SP359-1 WINDOW FRAME WOOD WHITE D .1 +/- .31

SP359-1 WINDOW SILL WOOD WHITE D .2 +/- .4

SP359-1 RADIATOR METAL WHITE D 0 +/- .07

SP359-1 RADIATOR PIPE METAL WHITE D 2.8 +/- 1.0 1 POOR
Abatement or Encapsulation of all 

Lead Based Paint

SP344-1 DROP CEILING TILE WOOD WHITE .1 +/- .6

SP344-1 CEILING GRID METAL BLACK 0 +/- .12

SP344-1 LIGHT FIXTURE METAL WHITE .02 +/- .22

SP344-1 PIPE METAL BLACK .1 +/- .2

SP344-1 BRACKET METAL BLACK .05 +/- .23

SP344-1 HANGER METAL ORANGE 8 +/- 2.1 2 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

ROOM SP359/358A-1

ROOM SP344-1
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ROOM SP324-1
SP344-1 CEILING VENT METAL BLACK 0 +/- .02

SP344-1 WALL PLASTER WHITE A .2 +/- .8

SP344-1 BASEBOARD VINYL GRAY A 0 +/- .01

SP344-1 DOOR FRAME METAL GRAY A 3.7 +/- 1.4 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP344-1 DOOR METAL GRAY A 0 +/- .04

SP344-1 WALL PLASTER WHITE B .04 +/- .07

SP344-1 WALL PLASTER WHITE C .1 +/- .2

SP344-1 WINDOW FRAME WOOD WHITE C 3.8 +/- 1.2 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP344-1 WINDOW SILL WOOD WHITE C .1 +/- .3

SP344-1 RADIATOR METAL WHITE C 0 +/- .01

SP344-1 WALL PLASTER WHITE D 0 +/- .7

SP342-1 DROP CEILING TILE WOOD WHITE .3 +/- .6

SP342-1 CEILING GRID METAL BLACK 0 +/- .04

SP342-1 LIGHT FIXTURE METAL WHITE 0 +/- .05

SP342-1 PIPE METAL BLACK .01 +/- .2

SP342-1 WALL CERAMIC TILE GREEN B 10 +/- 2.3 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP342-1 CEILING VENT METAL WHITE .04 +/- .76

SP342-1 WALL DRYWALL WHITE A .01 +/- .18

SP342-1 WALL DRYWALL WHITE B 1.8 +/- .8 70 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP342-1 SHUTTER CALIBRATION

SP342-1 CALIBRATION .37 +/- .16

SP342-1 CALIBRATION 0 +/- .12

SP342-1 CALIBRATION 3.7 +/- .75

SP342-1 COLUMN PLASTER WHITE C .1 +/- .66

SP342-1 WALL DRYWALL WHITE C 0 +/- .07

SP342-1 DOOR FRAME METAL GRAY C 0 +/- .04

SP342-1 DOOR METAL GRAY C 0 +/- .08

SP342-1 CABINET METAL BROWN A 1.4 +/- .2 50 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP342-1 WALL DRYWALL WHITE D 0 +/- .06

ROOM SP342-1
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ROOM SP324-1
SP342-1 BASEBOARD VINYL GRAY D .01 +/- .13

SPFC3D-1 DOOR FRAME METAL WHITE A 2.8 +/- .9 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SPFC3D-1 DOOR WOOD VARNISH A .03 +/- .32

SPFC3D-1 WALL PLASTER WHITE B .2 +/- .8

SPFC3D-1 WALL PLASTER WHITE C .02 +/- .05

SPFC3D-1 WALL PLASTER WHITE D .01 +/- .02

SPFC3D-1 CEILING PLASTER WHITE .05 +/- .12

SPFC3D-1 CONDUIT METAL WHITE 0 +/- .13

SPFC3D-1 PIPE METAL RED 0 +/- .02

SPFC3D-1 VALVE METAL RED .07 +/- .26

SPFC3D-1 BASEBOARD PLASTER RED C .07 +/- .04

SPFC3D-1 FLOOR CONCRETE RED .1 +/- .27

SPFC3B-1 WALL PLASTER WHITE A .06 +/- .07

SPFC3B-1 DOOR FRAME METAL GRAY B 2.7 +/- .9 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SPFC3B-1 DOOR WOOD VARNISH B 0 +/- .08

SPFC3B-1 WALL PLASTER WHITE B .07 +/- .05

SPFC3B-1 WALL PLASTER WHITE C .3 +/- .9

SPFC3B-1 PIPE METAL RED 0 +/- .02

SPFC3B-1 VALVE METAL RED .1 +/- .2

SPFC3B-1 CONDUIT METAL WHITE .13 +/- .28

SPFC3B-1 ELECTRICAL BOX METAL RED 0 +/- .07

SPFC3B-1 ELECTRICAL BOX METAL WHITE 0 +/- .09

SPFC3B-1 BRACKET METAL RED .36 +/- .22

SPFC3B-1 BASEBOARD PLASTER RED B .4 +/- .06

SPFC3B-1 FLOOR CONCRETE RED 1.3 +/- .2 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP391-1 WALL PLASTER WHITE A .03 +/- .13

SP391-1 WINDOW FRAME WOOD WHITE A 4.2 +/- 1.4 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

ROOM SPFC3D-1

ROOM SPFC3B-1

ROOM SP391-1
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ROOM SP324-1
SP391-1 WINDOW SILL WOOD WHITE A 0 +/- .1

SP391-1 RADIATOR METAL WHITE A .01 +/- .16

SP391-1 RADIATOR PIPE METAL WHITE A 2.2 +/- .9 1 POOR
Abatement or Encapsulation of all 

Lead Based Paint

SP391-1 WALL DRYWALL WHITE B 0 +/- .07

SP391-1 COLUMN PLASTER WHITE B .04 +/- .1

SP391-1 WALL PLASTER WHITE C .1 +/- .8

SP391-1 BASEBOARD VINYL GRAY C 0 +/- .08

SP391-1 DOOR FRAME METAL GRAY C .02 +/- .19

SP391-1 DOOR METAL GRAY C .03 +/- .2

SP391-1 WALL PLASTER WHITE D .05 +/- .73

SP391-1 DROP CEILING TILE WOOD WHITE .4 +/- .6

SP391-1 CEILING GRID METAL BLACK 0 +/- .01

SP391-1 LIGHT FIXTURE METAL WHITE .1 +/- .7

SP391-1 BRACKET METAL BLACK .01 +/- .11

SP391-1 PIPE METAL BLACK .01 +/- .01

SP391-1 CEILING FAN METAL WHITE 0 +/- .14

SP362-1 WALL DRYWALL TAN A 0 +/- .06

SP362-1 DOOR FRAME METAL BROWN A 0 +/- .03

SP362-1 DOOR METAL BROWN A 0 +/- .08

SP362-1 WALL DRYWALL TAN B 0 +/- .12

SP362-1 WINDOW FRAME WOOD TAN C .02 +/- .15

SP362-1 WINDOW SILL WOOD TAN C 8.6 +/- 3.0 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP362-1 RADIATOR METAL TAN C .01 +/- .23

SP362-1 RADIATOR PIPE METAL TAN C 3.6 +/- 1.2 1 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP362-1 BASEBOARD VINYL GRAY C .03 +/- .19

SP362-1 COLUMN PLASTER TAN C .2 +/- .9

SP362-1 ACCESS PANEL METAL TAN C 0 +/- .1

SP362-1 WALL PLASTER TAN D 0 +/- .01

SP362-1 DROP CEILING TILE WOOD WHITE 0 +/- .08

ROOM SP362-1
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ROOM SP324-1
SP362-1 CEILING GRID METAL BLACK .07 +/- .26

SP362-1 CEILING FAN METAL WHITE 0 +/- .04

SP362-1 LIGHT FIXTURE METAL WHITE 0 +/- .01

SP362-1 BRACKET METAL BLACK .1 +/- .1

SP362-1 PIPE METAL BLACK .1 +/- .3

SP361-1 WALL PLASTER WHITE A .11 +/- .09

SP361-1 COLUMN PLASTER WHITE B .02 +/- .05

SP361-1 DOOR FRAME METAL GRAY A 2.5 +/- 1.1 8 POOR
Abatement or Encapsulation of all 

Lead Based Paint

SP361-1 DOOR METAL GRAY A 0 +/- .07

SP361-1 WALL PLASTER WHITE B .03 +/- .12

SP361-1 WALL PLASTER WHITE C 0 +/- .8

SP361-1 WINDOW FRAME WOOD WHITE C .03 +/- .23

SP361-1 VOID

SP361-1 WINDOW SILL WOOD WHITE C 6.4 +/- 2.3 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP361-1 RADIATOR METAL WHITE C 0 +/- .13

SP361-1 WALL DRYWALL WHITE D .01 +/- .12

SP361-1 WALL DRYWALL WHITE 0 +/- .11

SP361-1 BASEBOARD VINYL GRAY .03 +/- .15

SP361-1 DROP CEILING TILE WOOD WHITE 0 +/- .5

SP361-1 CEILING GRID METAL BLACK 0 +/- .05

SP361-1 LIGHT FIXTURE METAL WHITE .1 +/- .2

SP361-1 PIPE METAL WHITE .01 +/- .04

SP361-1 HANGER METAL ORANGE 7.4 +/- 2.1 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP361-1 BRACKET METAL WHITE .01 +/- .14

SP361-1 CEILING FAN METAL WHITE 0 +/- .14

SP392-1 WALL PLASTER WHITE A .01 +/- .1

SP392-1 WINDOW FRAME WOOD WHITE A .1 +/- .2

SP392-1 WINDOW SILL WOOD WHITE A 7.7 +/- 3.1 9 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

ROOM SP392-1

ROOM SP361-1
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ROOM SP324-1
SP392-1 RADIATOR METAL WHITE A 0 +/- .09

SP392-1 WALL DRYWALL WHITE B 0 +/- .1

SP392-1 WALL PLASTER WHITE C .1 +/- .2

SP392-1 DOOR FRAME METAL GRAY C 2.5 +/- 1.0 8 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP392-1 DOOR METAL GRAY C 0 +/- .08

SP392-1 WALL DRYWALL WHITE D .02 +/- .15

SP392-1 CEILING FAN METAL GRAY 0 +/- .6

SP392-1 LIGHT FIXTURE METAL WHITE .02 +/- .14

SP392-1 CEILING GRID METAL BLACK .01 +/- .1

SP392-1 BRACKET METAL BLACK .03 +/- .23

SP392-1 PIPE METAL BLACK .01 +/- .08

SP392-1 DROP CEILING TILE WOOD WHITE 0 +/- .01

CALIBRATION .3 +/- .08

CALIBRATION 0 +/- .02

CALIBRATION 3 +/- .83

SP388-1 WALL DRYWALL WHITE A 0 +/- .1

SP388-1 BASEBOARD VINYL GRAY A .03 +/- .17

SP388-1 WALL PLASTER WHITE B .08 +/- .13

SP388-1 WALL PLASTER WHITE C 0 +/- .12

SP388-1 DOOR FRAME METAL GRAY A 0 +/- .01

SP388-1 DOOR METAL GRAY A 0 +/- .09

SP388-1 WALL DRYWALL WHITE D 01 +/- .03

SP388-1 PANEL WOOD WHITE A 0 +/- .01

SP388-1 DROP CEILING TILE WOOD WHITE .03 +/- .58

SP388-1 CEILING GRID METAL BLACK 0 +/- 01

SP388-1 CEILING FAN METAL WHITE .8 +/- .9

SP388-1 LIGHT FIXTURE METAL WHITE .01 +/- .14

SP388-1 PIPE METAL BLACK .01 +/- .04

ROOM SP388-1

ROOM SPFC3C-1
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ROOM SP324-1
SPFC3C-1 DOOR FRAME METAL WHITE A 1.6 +/- .4 7 INTACT

Abatement or Encapsulation of all 
Lead Based Paint

SPFC3C-1 DOOR WOOD VARNISH .02 +/- .25

SPFC3C-1 WALL PLASTER WHITE B .04 +/- .06

SPFC3C-1 WALL PLASTER WHITE C .03 +/- .14

SPFC3C-1 WALL PLASTER WHITE D .01 +/- .13

SPFC3C-1 CEILING PLASTER WHITE .03 +/- .06

SPFC3C-1 PIPE METAL RED .01 +/- .21

SPFC3C-1 VALVE METAL RED .03 +/- .05

SPFC3C-1 HOOK METAL RED .11 +/- .08

SPFC3C-1 BASEBOARD PLASTER RED C .1 +/- .05

SPFC3C-1 FLOOR CONCRETE RED .14 +/- .06

SP365-1 WALL CERAMIC TILE YELLOW A 3.4 +/- 1.2 30 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP365-1 DOOR FRAME METAL GRAY A 2.7 +/- 1.2 7 POOR
Abatement or Encapsulation of all 

Lead Based Paint

SP365-1 DOOR METAL GRAY A 0 +/- .09

SP365-1 HOLDER WOOD YELLOW B .24 +/- .18

SP365-1 COAT RACK WOOD WHITE B 5.1 +/- 1.8 2 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP365-1 WALL CERAMIC TILE YELLOW B 1.6 +/- .3 110 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP365-1 WALL CERAMIC TILE YELLOW C 2.6 +/- .7 50 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP365-1 PIPE METAL BLACK C 0 +/- .01

SP365-1 BRACKET METAL GREEN C .01 +/- .12

SP365-1 ACCESS PANEL FRAME METAL WHITE D 1.9 +/- .6 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP365-1 ACCESS PANEL METAL WHITE D 2.1 +/- .5 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP365-1 WALL CERAMIC TILE YELLOW D 3.8 +/- 1.2 110 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP365-1 DROP CEILING TILE WOOD WHITE .1 +/- .6

SP365-1 CEILING GRID METAL BLACK 0 +/- .04

SP365-1 LIGHT FIXTURE METAL WHITE .01 +/- .07

SP365-1 VOID

SP365-1 CEILING FAN METAL WHITE 0 +/- .13

ROOM SP365-1

ROOM SP387-1
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ROOM SP324-1
SP387-1 WALL PLASTER WHITE A .1 +/- .8

SP387-1 WALL PLASTER WHITE B 0 +/- .01

SP387-1 WALL DRYWALL WHITE C 0 +/- .01

SP387-1 BASEBOARD VINYL GRAY C .2 +/- .7

SP387-1 WALL DRYWALL WHITE D .3 +/- .5

SP387-1 DOOR FRAME METAL GRAY D 2.3 +/- 1.1 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP387-1 DOOR METAL GRAY D .03 +/- .23

SP387-1 CABINET WOOD VARNISH A 0 +/- .1

SP387-1 VOID

SP387-1 CEILING VENT METAL WHITE .3 +/- .8

SP387-1 LIGHT FIXTURE METAL WHITE 0 +/- .06

SP387-1 CEILING GRID METAL BLACK .01 +/- .15

SP387-1 PIPE METAL WHITE .03 +/- .02

SP387-1 PIPE METAL BLACK .02 +/- .02

SP387-1 HANGER METAL ORANGE .09 +/- .19

SP387-1 DROP CEILING TILE WOOD WHITE 0 +/- .1

SP302-1 WALL PLASTER WHITE A .3 +/- .9

SP302-1 COLUMN PLASTER WHITE D .1 +/- .2

SP302-1 WINDOW FRAME WOOD WHITE A 3.3 +/- 1.0 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP302-1 WINDOW SILL WOOD WHITE A 1.6 +/- .6 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP302-1 RADIATOR METAL WHITE A 0 +/- .12

SP302-1 RADIATOR PIPE METAL BLACK A 3.6 +/- 1.2 2 POOR
Abatement or Encapsulation of all 

Lead Based Paint

SP302-1 LOCKER METAL TAN B 0 +/- .1

SP302-1 WALL PLASTER WHITE B .1 +/- .9

SP302-1 WALL PLASTER WHITE C 0 +/- .7

SP302-1 DOOR FRAME METAL GRAY C 2.1 +/- 1.4 8 POOR
Abatement or Encapsulation of all 

Lead Based Paint

SP302-1 DOOR METAL GRAY C 0 +/- .07

SP302-1 WALL PLASTER WHITE D .1 +/- .8

SP302-1 DROP CEILING TILE WOOD WHITE .1 +/- .1

ROOM SP302-1
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ROOM SP324-1
SP302-1 CEILING GRID METAL BLACK .01 +/- .08

SP302-1 SPEAKER METAL GRAY .01 +/- .12

SP302-1 BRACKET METAL BLACK 0 +/- .08

SP302-1 PIPE METAL BLACK .02 +/- .24

SP302-1 LIGHT FIXTURE METAL WHITE 0 +/- .13

SP302-1 CEILING FAN METAL WHITE .03 +/- .17

SP302-1 PIPE METAL ORANGE 5.1 +/- 1.6 2 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP302-1 HANGER METAL ORANGE 5.1 +/- 1.6 11 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP311-1 WALL DRYWALL WHITE A 0 +/- .03

SP311-1 COLUMN DRYWALL WHITE B .1 +/- .6

SP311-1 BASEBOARD VINYL PINK A 0 +/- .01

SP311-1 VENT METAL WHITE A .08 +/- .38

SP311-1 INTERIOR DOOR FRAME METAL GRAY A 0 +/- .07

SP311-1 INTERIOR DOOR METAL GRAY A .01 +/- .12

SP311-1 WALL CERAMIC TILE PINK A .01 +/- .07

SP311-1 WALL CERAMIC TILE PINK C 0 +/- .03

SP311-1 WALL CERAMIC TILE PINK D 0 +/- .2

SP311-1 WALL DRYWALL WHITE B 0 +/- .7

SP311-1 WALL PLASTER WHITE B 0 +/- .1

SP311-1 WINDOW FRAME WOOD WHITE B 4.8 +/- 1.6 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP311-1 WINDOW SILL WOOD WHITE B 10 +/- 3.3 4 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP311-1 WALL DRYWALL WHITE C 0 +/- .07

SP311-1 WALL PLASTER WHITE D .1 +/- .9

SP311-1 DOOR FRAME METAL GRAY D .4 +/- .3

SP311-1 DOOR METAL GRAY D 0 +/- .04

SP311-1 LOCKER METAL BROWN A .1 +/- .2

SP311-1 MONITOR STAND METAL WHITE B 0 +/- .04

SP311-1 DROP CEILING TILE WOOD WHITE .1 +/- .6

SP311-1 CEILING GRID METAL BLACK .01 +/- .16

ROOM SP311/310A-1
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ROOM SP324-1
SP311-1 CEILING FAN METAL WHITE .03 +/- .15

SP311-1 LIGHT FIXTURE METAL WHITE .02 +/- .23

SP311-1 HANGER METAL ORANGE 3.5 +/- 1.0 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP311-1 PIPE METAL BLACK .02 +/- .13

SP314-1 WALL PLASTER WHITE A 0 +/- .01

SP314-1 WALL PLASTER WHITE B .1 +/- .11

SP314-1 COLUMN DRYWALL WHITE A 0 +/- .05

SP314-1 SHELF METAL WHITE C .2 +/- .25

SP314-1 WALL PLASTER WHITE C .3 +/- .3

SP314-1 BASEBOARD VINYL PINK C 0 +/- .04

SP314-1 WALL PLASTER WHITE D .1 +/- .8

SP314-1 DOOR FRAME METAL GRAY D .8 +/- .5

SP314-1 DOOR METAL GRAY D 0 +/- .07

SP314-1 CEILING VENT METAL WHITE .01 +/- .15

SP314-1 CEILING GRID METAL BLACK .02 +/- .12

SP314-1 LIGHT FIXTURE METAL WHITE .01 +/- .09

SP314-1 PIPE METAL BLACK .01 +/- .14

SP314-1 DROP CEILING TILE WOOD WHITE .7 +/- .8

SP305-1 WALL DRYWALL WHITE A .2 +/- .6

SP305-1 CABINET WOOD VARNISH A .1 +/- .8

SP305-1 WALL PLASTER WHITE B .07 +/- .11

SP305-1 DOOR FRAME METAL GRAY B 2.2 +/- 1.0 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP305-1 DOOR METAL GRAY B .05 +/- .21

SP305-1 WALL DRYWALL WHITE C 0 +/- .01

SP305-1 BASEBOARD VINYL GRAY C .02 +/- .15

SP305-1 WALL DRYWALL WHITE D 0 +/- .03

SP305-1 DROP CEILING TILE WOOD WHITE .4 +/- .6

SP305-1 CEILING GRID METAL BLACK .01 +/- .15

ROOM SP314-1

ROOM SP305-1
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ROOM SP324-1
SP305-1 LIGHT FIXTURE METAL WHITE .01 +/- .16

SP305-1 PIPE METAL BLACK 0 +/- .04

SP305-1 CEILING FAN METAL WHITE .21 +/- .6

CALIBRATION .34 +/- .12

CALIBRATION .01 +/- .02

CALIBRATION 2.9 +/- .76

SHUTTER CALIBRATION

CALIBRATION 1 +/- .08

CALIBRATION 0 +/- .01

CALIBRATION .3 +/- .1

SP363-1 WALL DRYWALL WHITE A 0 +/- .07

SP363-1 BASEBOARD VINYL GRAY A .01 +/- .02

SP363-1 DOOR FRAME METAL GRAY A 0 +/- .14

SP363-1 DOOR METAL GRAY A 0 +/- .05

SP363-1 WALL DRYWALL WHITE B 0 +/- .1

SP363-1 COLUMN PLASTER WHITE C .1 +/- .8

SP363-1 WALL PLASTER WHITE C .5 +/- .9

SP363-1 WALL PLASTER WHITE D .08 +/- .3

SP363-1 DROP CEILING TILE WOOD WHITE .01 +/- .55

SP363-1 CEILING GRID METAL BLACK .01 +/- .09

SP363-1 LIGHT FIXTURE METAL WHITE .01 +/- .17

SP363-1 PIPE METAL BLACK .1 +/- .3

SP363-1 HANGER METAL ORANGE 5.1 +/- 1.8 2 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP363-1 CEILING FAN METAL WHITE .6 +/- .9

SP364-1 WALL DRYWALL WHITE A 0 +/- .01

SP364-1 WALL DRYWALL WHITE B 0 +/- .01

SP364-1 DOOR FRAME METAL GRAY B 0 +/- .02

SP364-1 DOOR METAL GRAY B 0 +/- .1

ROOM SP363-1

ROOM SP364-1
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ROOM SP324-1
SP364-1 COLUMN DRYWALL WHITE A .4 +/- .8

SP364-1 BASEBOARD VINYL GRAY A .03 +/- .13

SP364-1 WALL DRYWALL WHITE B 0 +/- .1

SP364-1 WALL DRYWALL WHITE C 0 +/- .08

SP364-1 WINDOW FRAME WOOD WHITE C .11 +/- .34

SP364-1 WINDOW SILL PLASTER WHITE C .1 +/- .8

SP364-1 RADIATOR METAL WHITE C 0 +/- .11

SP364-1 WALL DRYWALL WHITE D 0 +/- .07

SP364-1 DROP CEILING TILE WOOD WHITE .19 +/- .53

SP364-1 SPEAKER METAL WHITE 0 +/- .1

SP364-1 CEILING GRID METAL WHITE 0 +/- .01

SP364-1 CEILING FAN METAL WHITE .04 +/- .41

SP364-1 LIGHT FIXTURE METAL WHITE .01 +/- .07

SP364-1 PIPE METAL BLACK .04 +/- .19

SP364-1 HANGER METAL ORANGE 1.9 +/- .4 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP377-1 WALL DRYWALL WHITE A .01 +/- .13

SP377-1 BASEBOARD VINYL GRAY A .01 +/- .14

SP377-1 WALL PLASTER WHITE B 0 +/- .7

SP377-1 DOOR FRAME METAL GRAY B 0 +/- .14

SP377-1 DOOR METAL GRAY B 0 +/- .14

SP377-1 WALL DRYWALL WHITE C 0 +/- .05

SP377-1 WALL DRYWALL WHITE D .2 +/- .7

SP377-1 DROP CEILING TILE WOOD WHITE .3 +/- .5

SP377-1 CEILING GRID METAL BLACK .02 +/- .14

SP377-1 LIGHT FIXTURE METAL WHITE .01 +/- .03

SP377-1 CEILING FAN METAL WHITE 0 +/- .04

SP377-1 PIPE METAL BLACK .02 +/- .2

SP315-1 WALL PLASTER WHITE A .08 +/- .7

ROOM SP315-1

ROOM SP377-1
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ROOM SP324-1
SP315-1 SHELF METAL WHITE B .04 +/- .2

SP315-1 COLUMN PLASTER WHITE C 0 +/- .11

SP315-1 WALL PLASTER WHITE C .02 +/- .03

SP315-1 WALL PLASTER WHITE D .3 +/- 1.0

SP315-1 DOOR FRAME METAL GRAY D .6 +/- .3

SP315-1 DOOR METAL GRAY D .03 +/- .2

SP315-1 BASEBOARD PLASTER BLACK D .08 .05

SP315-1 DROP CEILING TILE WOOD WHITE .3 +/- .7

SP315-1 CEILING GRID METAL BLACK 0 +/- .06

SP315-1 LIGHT FIXTURE METAL WHITE .01 +/- .18

SP315-1 CEILING FAN METAL WHITE 0 +/- .02

SP315-1 PIPE METAL BLACK 0 +/- .03

SP316-1 WALL CERAMIC TILE TAN A 1.9 +/- .4 80 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP316-1 WALL CERAMIC TILE TAN B 2.4 +/- .6 60 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP316-1 WALL CERAMIC TILE TAN C 2.4 +/- .6 50 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP316-1 COLUMN DRYWALL WHITE C 0 +/- .07

SP316-1 BASEBOARD VINYL PINK C 0 +/- .03

SP316-1 WALL PLASTER WHITE C 0 +/- .01

SP316-1 DOOR FRAME METAL GRAY C 0 +/- .09

SP316-1 DOOR METAL GRAY C 0 +/- .13

SP316-1 ACCESS PANEL METAL GRAY D .02 +/- .17

SP316-1 ACCESS PANEL METAL WHITE D .01 +/- .12

SP316-1 WALL CERAMIC TILE TAN D 2.5 +/- .7 80 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP316-1 DROP CEILING TILE WOOD WHITE 0 +/- .6

SP316-1 CEILING FAN METAL WHITE 0 +/- .14

SP316-1 LIGHT FIXTURE METAL WHITE 0 +/- .03

SP316-1 PIPE METAL BLACK .01 +/- .01

SP316-1 CEILING GRID METAL BLACK .2 +/- .7

ROOM SP316-1

ROOM SP327-1
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ROOM SP324-1
SP327-1 WALL CERAMIC TILE TAN A 2 +/- .5 30 INTACT

Abatement or Encapsulation of all 
Lead Based Paint

SP327-1 DOOR FRAME METAL GRAY A 1.3 +/- .4 7 POOR
Abatement or Encapsulation of all 

Lead Based Paint

SP327-1 DOOR METAL GRAY A 0 +/- .06

SP327-1 WALL CERAMIC TILE TAN B 2.1 +/- .5 100 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP327-1 COAT RACK WOOD YELLOW B 5.1 +/- 1.8 2 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP327-1 ACCESS PANEL METAL CREAM B 4.5 +/- 1.6 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP327-1 PIPE METAL BLACK B .01 +/- .16

SP327-1 WALL DRYWALL WHITE C 0 +/- .05

SP327-1 ACCESS DOOR WOOD WHITE C 0 +/- .01

SP327-1 COLUMN DRYWALL WHITE D 0 +/- .01

SP327-1 BASEBOARD VINYL PINK D 0 +/- .05

SP327-1 WALL CERAMIC TILE TAN D 1.5 +/- .3 100 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP327-1 CEILING VENT METAL WHITE 0 +/- .08

SP327-1 CEILING GRID METAL BLACK .02 +/- .25

SP327-1 LIGHT FIXTURE METAL WHITE .01 +/- .16

SP327-1 DROP CEILING TILE WOOD WHITE .08 +/- .55

SP327-1 HANGER METAL ORANGE 2.5 +/- 1.0 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP327-1 BRACKET METAL BLACK .03 +/- .26

SP327-1 BRACKET METAL ORANGE 3.3 +/- .9 1 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP327-1 PIPE METAL ORANGE 5.9 +/- 2.0 1 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP326-1 WALL PLASTER WHITE A .02 +/- .08

SP326-1 COLUMN PLASTER WHITE A .02 +/- .12

SP326-1 DOOR FRAME METAL GRAY A 2.0 +/- .7 7 POOR
Abatement or Encapsulation of all 

Lead Based Paint

SP326-1 DOOR METAL GRAY A 0 +/- .06

SP326-1 WALL DRYWALL WHITE B .09 +/- .61

SP326-1 BASEBOARD VINYL PINK B 0 +/- .01

SP326-1 WALL DRYWALL WHITE C 0 +/- .01

SP326-1 WALL PLASTER WHITE D 0 +/- .11

SP326-1 CEILING VENT METAL WHITE 0 +/- .1

ROOM SP326-1
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ROOM SP324-1
SP326-1 CEILING GRID METAL BLACK 0 +/- .04

SP326-1 LIGHT FIXTURE METAL WHITE 0 +/- .08

SP326-1 PIPE METAL BLACK .03 +/- .27

SP326-1 DROP CEILING TILE WOOD WHITE .2 +/- .6

SP326-1 HANGER METAL ORANGE .6 +/- .2

SPFC3A-1 DOOR FRAME METAL GRAY A 3.1 +/- .9 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SPFC3A-1 DOOR WOOD VARNISH A .01 +/- .15

SPFC3A-1 WALL PLASTER WHITE B .2 +/- .9

SPFC3A-1 WALL PLASTER WHITE C .1 +/- .8

SPFC3A-1 WALL PLASTER WHITE D .2 +/- .9

SPFC3A-1 CEILING PLASTER WHITE .7 +/- 1.0

SPFC3A-1 PIPE METAL RED .01 +/- .23

SPFC3A-1 HOOK METAL RED .09 +/- .04

SPFC3A-1 VALVE METAL RED 5.7 +/- 1.7 1 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SPFC3A-1 CONDUIT METAL WHITE .2 +/- .6

SPFC3A-1 CONDUIT METAL RED .02 +/- .08

SPFC3A-1 BASEBOARD PLASTER RED .4 +/- .9

SPFC3A-1 FLOOR CONCRETE RED .09 +/- .16

SP329A-1 WALL PLASTER WHITE A .2 +/- .9

SP329A-1 BASEBOARD CERAMIC TILE TAN A 17 +/- 6.9 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP329A-1 WALL PLASTER WHITE B .1 +/- .8

SP329A-1 WALL PLASTER WHITE C 0 +/- .8

SP329A-1 COLUMN DRYWALL WHITE C .01 +/- .09

SP329A-1 BASEBOARD VINYL PINK C 0 +/- .1

SP329A-1 WALL PLASTER WHITE D .02 +/- .08

SP329A-1 DOOR FRAME METAL GRAY D 5.3 +/- 1.7 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP329A-1 DOOR METAL GRAY D 0 +/- .04

SP329A-1 DROP CEILING TILE WOOD WHITE .01 +/- .03

ROOM SPFC3A-1

ROOM SP329A-1
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ROOM SP324-1
SP329A-1 CEILING GRID METAL BLACK .3 +/- .6

SP329A-1 LIGHT FIXTURE METAL WHITE .04 +/- .18

SP329A-1 CEILING FAN METAL WHITE .01 +/- .17

SP331-1 WALL PLASTER WHITE A .3 +/- .9

SP331-1 DOOR FRAME METAL GRAY A 4.7 +/- 1.4 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP331-1 DOOR METAL GRAY A .01 +/- .17

SP331-1 WALL DRYWALL WHITE B 0 +/- .08

SP331-1 BASEBOARD VINYL BROWN B 0 +/- .01

SP331-1 COLUMN PLASTER WHITE B .8 +/- 1.0

SP331-1 WALL PLASTER WHITE C .03 +/- .1

SP331-1 WINDOW FRAME WOOD WHITE C 4.0 +/- 1.8 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP331-1 WINDOW SILL WOOD WHITE C 0 +/- .8

SP331-1 RADIATOR METAL WHITE C .01 +/- .05

SP331-1 RADIATOR PIPE BLACK .12 +/- .31

SP331-1 WALL PLASTER WHITE D .08 +/- .7

SP331-1 DROP CEILING TILE WOOD WHITE .11 +/- .58

SP331-1 CEILING GRID METAL BLACK 0 +/- 0

SP331-1 PIPE METAL BLACK .03 +/- .2

SP331-1 LIGHT FIXTURE METAL WHITE .03 +/- .17

SP331-1 CEILING FAN METAL WHITE 0 +/- .02

SP331-1 WALL PLASTER BLUE D .5 +/- .9

SP331-1 WALL PLASTER BLUE A .8 +/- 1.0

SP331-1 WALL PLASTER BLUE C .2 +/- .9

SP331-1 PIPE METAL ORANGE 16 +/- 6.7 9 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP331-1 HANGER METAL ORANGE 10 +/- 4.6 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP333-1 WALL PLASTER WHITE A .17 +/- .15

SP333-1 DOOR FRAME METAL GRAY A .6 +/- .3

SP333-1 DOOR METAL GRAY A 0 +/- .09

ROOM SP331-1

ROOM SP333-1
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ROOM SP324-1
SP333-1 WALL PLASTER WHITE B .03 +/- .13

SP333-1 WALL PLASTER WHITE C 0 +/- .16

SP333-1 WALL PLASTER WHITE D .1 +/- .8

SP333-1 CEILING PLASTER WHITE .4 +/- .9

SP333-1 CEILING VENT METAL WHITE .04 +/- .29

SP332-1 WALL PLASTER WHITE A .1 +/- .2

SP332-1 DOOR FRAME METAL GRAY A .7 +/- .4

SP332-1 DOOR METAL GRAY A 0 +/- .11

SP332-1 WALL PLASTER WHITE B .4 +/- .9

SP332-1 WALL PLASTER WHITE C .03 +/- .08

SP332-1 COLUMN PLASTER WHITE C .1 +/- .9

SP332-1 WINDOW FRAME WOOD WHITE C 5 +/- 1.8 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP332-1 WINDOW SILL WOOD WHITE C .1 +/- .2

SP332-1 RADIATOR METAL WHITE C 0 +/- .09

SP332-1 RADIATOR PIPE METAL BLACK C .12 +/- .4

SP332-1 WALL DRYWALL WHITE D 0 +/- .12

SP332-1 BASEBOARD VINYL BROWN D .6 +/- .8

SP332-1 DROP CEILING TILE WOOD WHITE 0 +/- .04

SP332-1 CEILING GRID METAL BLACK 0 +/- .01

SP332-1 LIGHT FIXTURE METAL WHITE .01 +/- .04

SP332-1 BRACKET METAL GREEN 0 +/- .09

SP332-1 PIPE METAL BLACK .01 +/- .15

SP332-1 PIPE METAL ORANGE 5.1 +/- 1.5 4 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP332-1 HANGER METAL ORANGE 5.1 +/- 1.6 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP332-1 WALL PLASTER BROWN B .21 +/- .61

SP332-1 WALL PLASTER BROWN C 0 +/- .01

SP332-1 COLUMN PLASTER BROWN D .03 +/- .75

SP332-1 WALL PLASTER BROWN A .04 +/- .08

SP332-1 ACCESS PANEL METAL WHITE C .01 +/- .16

ROOM SP332-1
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ROOM SP324-1

SPHC3D-1 WALL PLASTER TAN A .2 +/- .9

SPHC3D-1 WALL DRYWALL TAN B 0 +/- .12

SPHC3D-1 BASEBOARD VINYL GRAY B .9 +/- 1.0

SPHC3D-1 DOOR FRAME METAL BROWN B 0 +/- .1

SPHC3D-1 DOOR METAL GRAY B .04 +/- .08

SPHC3D-1 ACCESS PANEL METAL TAN C 0 +/- .01

SPHC3D-1 WALL DRYWALL WHITE C 0 +/- .11

SPHC3D-1 WALL CERAMIC TILE TAN C 0 +/- .08

SPHC3D-1 WALL CERAMIC TILE TAN D .1 +/- .7

SPHC3D-1 WALL DRYWALL TAN D 0 +/- .02

SPHC3D-1 TUB METAL WHITE D .02 +/- .12

SPHC3D-1 PIPE METAL BLACK .01 +/- .14

SPHC3D-1 CEILING GRID METAL WHITE 0 +/- .01

SPHC3D-1 LIGHT FIXTURE METAL WHITE 0 +/- .09

SPHC3D-1 CEILING FAN METAL WHITE .1 +/- .2

SPHC3D-1 WALL PLASTER BLUE A .06 +/- .04

SPHC3D-1 WALL PLASTER BROWN A .02 +/- .03

SP339-1 WALL PLASTER WHITE A 0 +/- .11

SP339-1 BASEBOARD VINYL GRAY A .4 +/- .8

SP339-1 WALL DRYWALL WHITE B 0 +/- .12

SP339-1 WALL DRYWALL 0 +/- .1

SP339-1 WALL DRYWALL WHITE D 0 +/- .09

SP339-1 DOOR FRAME METAL GRAY D 0 +/- .09

SP339-1 DOOR METAL GRAY D 0 +/- .07

SP339-1 ACCESS PANEL METAL GRAY B .01 +/- .03

SP339-1 CEILING GRID METAL BLACK 0 +/- .12

SP339-1 LIGHT FIXTURE METAL WHITE 0 +/- .07

SP339-1 DROP CEILING TILE WOOD WHITE .01 +/- .12

ROOM SPHC3D-1

ROOM SP339-1
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ROOM SP324-1
SP339-1 HANGER METAL ORANGE 5. +/- 1.3 5 INTACT

Abatement or Encapsulation of all 
Lead Based Paint

SP339-1 PIPE CONNECTOR METAL RED .01 +/- .01

SP339-1 PIPE METAL BLACK .02 +/- .05

SP317-1 WALL PLASTER WHITE A .2 +/- .7

SP317-1 WINDOW FRAME WOOD WHITE A 0 +/- .16

SP317-1 WINDOW SILL WOOD WHITE A .5 +/- .5

SP317-1 COLUMN DRYWALL WHITE B 0 +/- .07

SP317-1 WALL DRYWALL WHITE B 0 +/- .06

SP317-1 WALL PLASTER WHITE C 0 +/- 0

SP317-1 BASEBOARD VINYL BLACK C 4.3 +/- 1.3 25 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP317-1 COLUMN PLASTER WHITE D 0 +/- .73

SP317-1 WALL PLASTER WHITE D 0 +/- .11

SP317-1 BRACKET METAL GREEN .04 +/- .23

SP317-1 PIPE METAL BLACK .01 +/- .2

SP317-1 PIPE CONNECTOR METAL RED .04 +/- .2

SP317-1 VALVE METAL BLUE 0 +/- .11

SPMC3C-1 WALL PLASTER WHITE A .01 +/- .09

SPMC3C-1 COLUMN PLASTER WHITE D 0 +/- .05

SPMC3C-1 WINDOW FRAME WOOD WHITE A .02 +/- .22

SPMC3C-1 WINDOW SILL WOOD WHITE A .8 +/- .4

SPMC3C-1 BASEBOARD VINYL BLACK A 3.2 +/- 1.3 28 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SPMC3C-1 VALVE METAL WHITE .1 +/- .2

SPMC3C-1 COLUMN DRYWALL WHITE A .12 +/- .7

SPMC3C-1 BRACKET METAL GREEN .1 +/- .2

SPMC3C-1 WALL DRYWALL WHITE B 0 +/- .1

SPMC3C-1 WALL DRYWALL WHITE C .04 +/- .1

SPMC3C-1 DOOR FRAME METAL GRAY C 0 +/- .08

SPMC3C-1 DOOR METAL GRAY C 0 +/- .05

ROOM SPMC3C-1

ROOM SP317-1
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ROOM SP324-1
SPMC3C-1 WALL PLASTER WHITE D 0 +/- .11

SPMC3C-1 PIPE METAL BLACK .01 +/- .08

SPMC3C-1 HANGER METAL ORANGE 2.4 +/- .9 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SPFLR3COR1-1PIPE CONNECTOR METAL ORANGE .41 +/- .08

SPFLR3COR1-1PIPE CONNECTOR METAL RED .14 +/- .04

SPFLR3COR1-1PIPE METAL BLACK .06 +/- .31

SPFLR3COR1-1BRACKET METAL BLACK .02 +/- .21

SPFLR3COR1-1CONDUIT METAL GREEN .05 +/- .05

SPFLR3COR1-1CEILING PARTITION METAL BROWN C .02 +/- .73

SPFLR3COR1-1CEILING PARTITION METAL BROWN B .09 +/- .05

SPFLR3COR1-1CEILING PARTITION METAL BROWN A .13 +/- .9

SPFLR3COR1-1LIGHT FIXTURE METAL YELLOW .01 +/- .15

SPFLR3COR1-1CEILING GRID METAL BLACK .01 +/- .07

SPFLR3COR1-1SPEAKER METAL WHITE 0 +/- .01

SPFLR3COR1-1CEILING FAN METAL WHITE 0 +/- .06

SPFLR3COR1-1LIGHT FIXTURE METAL WHITE 0 +/- .01

SPFLR3COR1-1WALL PLASTER WHITE A .03 +/- .08

SPFLR3COR1-1WALL PLASTER WHITE B .2 +/- .1

SPFLR3COR1-1WALL PLASTER WHITE C .02 +/- .13

SPFLR3COR1-1WALL PLASTER WHITE D .4 +/- .6

SPFLR3COR1-1WALL DRYWALL WHITE B .03 +/- .14

SPFLR3COR1-1WALL DRYWALL WHITE C 0 +/- .08

SPFLR3COR1-1WALL DRYWALL WHITE D 0 +/- .09

SPFLR3COR1-1DOOR FRAME METAL GRAY A .01 +/- .15

SPFLR3COR1-1DOOR METAL GRAY A 0 +/- .08

SPFLR3COR1-1WINDOW SILL WOOD WHITE C .03 +/- .27

SPFLR3COR1-1WINDOW FRAME WOOD WHITE C 0 +/- .1

SPFLR3COR1-1RADIATOR METAL WHITE C .02 +/- .09

SPFLR3COR1-1BASEBOARD VINYL GRAY C 0 +/- .01

ROOM SPFLR3COR1-1
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ROOM SP324-1
SPFLR3COR1-1RADIATOR PIPE METAL WHITE C .7 +/- .2

SPFLR3COR1-1BASEBOARD VINYL PEACH A 0 +/- .06

SPFLR3COR1-1DOOR WOOD VARNISH C 0 +/- .15

SPFLR3COR1-1WALL PLASTER BROWN D 0 +/- .09

SPFLR3COR1-1WALL PLASTER LIGHT GREEN D 0 +/- .08

SPFLR3COR1-1WALL PLASTER DARK GREEN D 0 +/- .1

SPFLR3COR1-1WALL PLASTER BLUE D 0 +/- .08

SPFLR3COR1-1WALL PLASTER PINK D 0 +/- .15

CALIBRATION 1.1 +/- .11

CALIBRATION 0 +/- .01

CALIBRATION .33 +/- .08

SPFLR3COR4-1WALL PLASTER WHITE A .1 +/- .1

SPFLR3COR4-1WALL PLASTER WHITE B .2 +/- .2

SPFLR3COR4-1WALL PLASTER WHITE C .08 +/- .11

SPFLR3COR4-1WALL PLASTER WHITE D .07 +/- .07

SPFLR3COR4-1BASEBOARD VINYL BROWN A .1 +/- .8

SPFLR3COR4-1DOOR FRAME METAL GRAY A 0 +/- .08

SPFLR3COR4-1DOOR METAL GRAY A 0 +/- .12

SPFLR3COR4-1DOOR WOOD VARNISH D .01 +/- .02

SPFLR3COR4-1CEILING GRID METAL BLACK .02 +/- .23

SPFLR3COR4-1LIGHT FIXTURE METAL YELLOW .03 +/- .20

SPFLR3COR4-1SPEAKER METAL WHITE .01 +/- .18

SPFLR3COR4-1CONDUIT METAL BLACK .01 +/- .04

SPFLR3COR4-1WALL PLASTER YELLOW A .1 +/- .9

SPFLR3COR4-1PIPE CONNECTOR METAL ORANGE .6 +/- .2

SPFLR3COR4-1PIPE CONNECTOR METAL RED .7 +/- .1

SPFLR3COR4-1BRACKET METAL BLACK .02 +/- .09

SPFLR3COR4-1CONDUIT METAL GREEN .05 +/- .29

ROOM SPFLR3COR4-1

ROOM SPFLR3COR2-1
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ROOM SP324-1
SPFLR3COR2-1WALL PLASTER WHITE A 0 +/- .04

SPFLR3COR2-1WALL PLASTER WHITE B 0 +/- .7

SPFLR3COR2-1WALL DRYWALL WHITE C .1 +/- .7

SPFLR3COR2-1WALL DRYWALL WHITE B 0 +/- .01

SPFLR3COR2-1WALL PLASTER WHITE D .12 +/- .17

SPFLR3COR2-1DOOR FRAME METAL GRAY D 0 +/- .13

SPFLR3COR2-1DOOR METAL GRAY D 0 +/- .2

SPFLR3COR2-1WALL DRYWALL WHITE D 0 +/- .01

SPFLR3COR2-1BASEBOARD VINYL BROWN D .02 +/- .05

SPFLR3COR2-1BASEBOARD VINYL GRAY B .7 +/- .9

SPFLR3COR2-1SPEAKER METAL WHITE 0 +/- .08

SPFLR3COR2-1CEILING GRID METAL BLACK .02 +/- .23

SPFLR3COR2-1CEILING VENT METAL WHITE 0 +/- .01

SPFLR3COR2-1LIGHT FIXTURE METAL WHITE 0 +/- .1

SPFLR3COR2-1BRACKET METAL BLACK .4 +/- .8

SPFLR3COR2-1WALL DRYWALL BLUE D .10 +/- .06

SPFLR3COR2-1PIPE CONNECTOR METAL ORANGE .37 +/- .11

SPFLR3COR3-1WALL PLASTER WHITE A .13 +/- .14

SPFLR3COR3-1WALL PLASTER WHITE B .08 +/- .18

SPFLR3COR3-1WALL PLASTER WHITE C 0 +/- .01

SPFLR3COR3-1WALL PLASTER WHITE D .02 +/- .05

SPFLR3COR3-1WALL DRYWALL WHITE B 0 +/- .06

SPFLR3COR3-1DOOR FRAME METAL WHITE D .3 +/- 1.0

SPFLR3COR3-1DOOR METAL GRAY D 0 +/- .08

SPFLR3COR3-1BASEBOARD VINYL GRAY B .5 +/- .9

SPFLR3COR3-1SPEAKER METAL WHITE 0 +/- .03

SPFLR3COR3-1CEILING GRID METAL BLACK 0 +/- .03

SPFLR3COR3-1LIGHT FIXTURE METAL WHITE 0 +/- .10

SPFLR3COR3-1CEILING VENT METAL WHITE 0 +/- .03

ROOM SPFLR3COR3-1
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ROOM SP324-1
SPFLR3COR3-1WALL PLASTER BLUE B .2 +/- .11

SPFLR3COR3-1BRACKET METAL BLACK .01 +/- .06

SPFLR3COR3-1CONDUIT METAL GREEN .04 +/- .18

SPFLR3COR3-1PIPE METAL BLACK .01 +/- .15

SPFLR3COR3-1WALL PLASTER BLUE B .15 +/- .08

SPFLR3COR3-1WALL PLASTER BLUE D .02 +/- .75

SPFLR3COR5-1WALL PLASTER GREEN D .04 +/- .76

SPFLR3COR5-1BRACKET METAL BLACK .04 +/- 31

SPFLR3COR5-1CONDUIT METAL GREEN .04 +/- .03

SPFLR3COR5-1CONDUIT METAL BLACK .03 +/- .17

SPFLR3COR5-1WALL PLASTER GREEN B .07 +/- .83

SPFLR3COR5-1WALL PLASTER YELLOW A .14 +/- .09

SPFLR3COR5-1WALL PLASTER WHITE A .1 +/- .2

SPFLR3COR5-1WALL PLASTER WHITE B .05 +/- .09

SPFLR3COR5-1WALL PLASTER WHITE D .10 +/- .8

SPFLR3COR5-1BASEBOARD VINYL PINK B 0 +/- .01

SPFLR3COR5-1WINDOW SILL WOOD WHITE A .1 +/- .2

SPFLR3COR5-1WINDOW FRAME WOOD WHITE A .2 +/- .4

SPFLR3COR5-1DOOR FRAME METAL GRAY B 2.0 +/- .7 272 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SPFLR3COR5-1DOOR METAL GRAY D 0 +/- .07

SPFLR3COR5-1DOOR WOOD VARNISH C 0 +/- .15

SPFLR3COR5-1BRACKET METAL GREEN .08 +/- .07

SPFLR3COR5-1PIPE CONNECTOR METAL RED .24 +/- .07

SPFLR3COR5-1PIPE CONNECTOR METAL ORANGE .48 +/- .16

SP376-1 WALL DRYWALL WHITE A 0 +/- .07

SP376-1 BASEBOARD VINYL GRAY A .01 +/- .11

SP376-1 WALL CERAMIC TILE TAN B 1.9 +/- .4 40 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP376-1 WALL DRYWALL WHITE C .3 +/- .7

ROOM SP376-1

ROOM SPFLR3COR5-1
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ROOM SP324-1
SP376-1 DOOR FRAME METAL GRAY C 0 +/- .03

SP376-1 DOOR METAL GRAY C 0 +/- .01

SP376-1 ACCESS PANEL METAL BLUE B .02 +/- .21

SP376-1 COLUMN DRYWALL WHITE D 0 +/- .01

SP376-1 WALL CERAMIC TILE TAN D 2.1 +/- .6 30 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP376-1 DROP CEILING TILE WOOD WHITE .1 +/- .6

SP376-1 CEILING GRID METAL BLACK .02 +/- .07

SP376-1 LIGHT FIXTURE METAL WHITE 0 +/- .11

SP376-1 CEILING FAN METAL WHITE .08 +/- .66

SP376-1 PIPE METAL BLACK .02 +/- .1

SPEC3C-1 WALL CINDER BLOCK CREAM A .04 +/- .28

SPEC3C-1 DOOR FRAME METAL GRAY A 3.0 +/- .7 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SPEC3C-1 DOOR METAL GRAY A .01 +/- .15

SPEC3C-1 WALL CINDER BLOCK CREAM B .37 +/- .13

SPEC3C-1 WALL CINDER BLOCK CREAM C .38 +/- .23

SPEC3C-1 WALL CINDER BLOCK CREAM D .06 +/- .24

SPEC3C-1 WALL CONCRETE CREAM D .03 +/- .74

SPEC3C-1 CONDUIT METAL ORANGE D 1.4 +/- .2 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SPEC3C-1 CONDUIT METAL CREAM D .7 +/- .2

SPEC3C-1 CONDUIT METAL WHITE D .5 +/- .9

SPEC3C-1 CEILING CONCRETE CREAM .1 +/- .2

SPHC3B2-1WALL PLASTER WHITE A .02 +/- .28

SPHC3B2-1WALL PLASTER WHITE B .2 +/- 1.0

SPHC3B2-1BASEBOARD CERAMIC TILE PINK B 15 +/- 6.7 9 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SPHC3B2-1COAT RACK WOOD WHITE B 6.5 +/- 1.8 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SPHC3B2-1WALL PLASTER WHITE C .09 +/- .1

SPHC3B2-1DOOR FRAME METAL GRAY C 2.8 +/- 1.1 7 POOR
Abatement or Encapsulation of all 

Lead Based Paint

SPHC3B2-1DOOR METAL GRAY C .01 +/- .16

ROOM SPEC3C-1

ROOM SPHC3B2-1
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ROOM SP324-1
SPHC3B2-1WALL PLASTER WHITE D .2 +/- .9

SPHC3B2-1STORAGE RACK WOOD WHITE D 0 +/- .06

SPHC3B2-1SHELF METAL WHITE D .2 +/- .3

SPHC3B2-1BRACKET METAL WHITE D .3 +/- .4

SPHC3B2-1DROP CEILING TILE WOOD WHITE .1 +/- .5

SPHC3B2-1CEILING GRID METAL BLACK 0 +/- .10

SPHC3B2-1LIGHT FIXTURE METAL WHITE .6 +/- .8

SPHC3B2-1PIPE METAL BLACK .04 +/- .22

SPHC3B2-1WALL PLASTER BLUE B .7 +/- 1.0

SPHC3B2-1WALL PLASTER BLUE C .2 +/- .9

SPHC3B2-1WALL PLASTER BLUE D .2 +/- .8

SPHC3B2-1WALL PLASTER BLUE A 0 +/- .7

SPHC3B2-1HANGER METAL ORANGE 6.6 +/- 1.8 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SP345-1 WALL CINDER BLOCK CREAM A .02 +/- .13

SP345-1 WALL CONCRETE CREAM B .1 +/- .8

SP345-1 DOOR FRAME METAL GRAY A 4.7 +/- 1.5 7 POOR
Abatement or Encapsulation of all 

Lead Based Paint

SP345-1 DOOR METAL GRAY A 0 +/- .08

SP345-1 WALL CINDER BLOCK CREAM C .03 +/- .09

SP345-1 WALL CINDER BLOCK CREAM D .14 +/- .19

SP345-1 CEILING CONCRETE CREAM .02 +/- .04

SP345-1 CONDUIT METAL CREAM .39 +/- .24

SP345-1 CONDUIT METAL WHITE .02 +/- .17

SP345-1 CONDUIT METAL ORANGE .8 +/- .1

SP345-1 FLOOR CONCRETE RED .06 +/- .08

SPEC3B-1 WALL CINDER BLOCK CREAM A .23 +/- .2

SPEC3B-1 DOOR FRAME METAL GRAY A 4.3 +/- 1.7 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SPEC3B-1 DOOR METAL GRAY A 0 +/- .05

SPEC3B-1 WALL CINDER BLOCK CREAM B .6 +/- 1.0

ROOM SP345-1

ROOM SPEC3B-1
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ROOM SP324-1
SPEC3B-1 COLUMN CONCRETE CREAM B .3 +/- .9

SPEC3B-1 WALL CINDER BLOCK CREAM C .04 +/- .15

SPEC3B-1 WALL CINDER BLOCK CREAM D .01 +/- .72

SPEC3B-1 TELEPHONE BOX METAL CREAM D 4.3 +/- 1.6 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SPEC3B-1 CONDUIT METAL ORANGE C 1.3 +/- .2 14 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SPEC3B-1 CONDUIT METAL WHITE C .02 +/- .04

SPEC3B-1 ELECTRICAL BOX METAL CREAM .03 +/- .19

SPEC3B-1 CONDUIT METAL CREAM 0 +/- .01

SPEC3B-1 FLOOR CONCRETE RED 0 +/- .8

SPEC3B-1 CEILING CONCRETE CREAM .04 +/- .08

SPHC3B1-1WALL PLASTER WHITE A .03 +/- .22

SPHC3B1-1WALL PLASTER WHITE B .02 +/- .34

SPHC3B1-1SHELF METAL WHITE B .01 +/- .15

SPHC3B1-1PIPE METAL BLACK .01 +/- .1

SPHC3B1-1SINK METAL WHITE B .25 +/- .33

SPHC3B1-1DRAIN METAL WHITE B .03 +/- .29

SPHC3B1-1STORAGE RACK METAL WHITE B 0 +/- .09

SPHC3B1-1BASEBOARD CERAMIC TILE PEACH B 16 +/- 7.2 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SPHC3B1-1WALL PLASTER WHITE C .08 +/- .27

SPHC3B1-1DOOR FRAME METAL GRAY C .11 +/- .37

SPHC3B1-1DOOR METAL GRAY .01 +/- .19

SPHC3B1-1WALL PLASTER WHITE D .2 +/- .2

SPHC3B1-1COAT RACK WOOD WHITE D 9.4 +/- 3.1 6 POOR
Abatement or Encapsulation of all 

Lead Based Paint

SPHC3B1-1DROP CEILING TILE WOOD WHITE .1 +/- .6

SPHC3B1-1CEILING GRID METAL BLACK 0 +/- 0

SPHC3B1-1CEILING FAN METAL WHITE .01 +/- .21

SPHC3B1-1WALL PLASTER BLUE B .4 +/- .9

SPHC3B1-1WALL PLASTER BLUE C .1 +/- .8

SPHC3B1-1WALL PLASTER BLUE D .09 +/- .11

ROOM SPHC3B1-1



ALEDA E. LUTZ
DEPARTMENT OF VETERANS AFFAIRS MEDICAL CENTER

BUILDING 1
XRF SAMPLING RESULTS

Page 300 of 418

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
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ROOM SP324-1
SPHC3B1-1WALL PLASTER BLUE A .18 +/- .64

SPHC3B1-1LIGHT FIXTURE METAL WHITE 0 +/- .09

SPEC3A-1 WALL CINDER BLOCK CREAM A 0 +/- .05

SPEC3A-1 DOOR FRAME METAL GRAY A 5.4 +/- 2.1 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SPEC3A-1 DOOR METAL GRAY A 0 +/- .09

SPEC3A-1 WALL CONCRETE CREAM B 0 +/- .04

SPEC3A-1 WALL CINDER BLOCK CREAM B .1 +/- .1

SPEC3A-1 WALL CINDER BLOCK CREAM C .7 +/- .2

SPEC3A-1 WALL CINDER BLOCK CREAM D .47 +/- .25

SPEC3A-1 BASEBOARD VINYL PINK D 0 +/- .07

SPEC3A-1 TELEPHONE BOX METAL GRAY D 5.4 +/- 1.9 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SPEC3A-1 CONDUIT METAL CREAM D .47 +/- .25

SPEC3A-1 CONDUIT METAL ORANGE 2.8 +/- 1.0 24 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SPEC3A-1 CEILING CONCRETE CREAM .2 +/- .9

CALIBRATION 0 +/- .11

CALIBRATION 5.1 +/- 1.8

CALIBRATION .33 +/- .15

SPCC3B1-1WALL DRYWALL WHITE A 0 +/- .07

SPCC3B1-1BASEBOARD VINYL PINK A 0 +/- .01

SPCC3B1-1WALL PLASTER WHITE B .2 +/- .9

SPCC3B1-1DOOR FRAME METAL GRAY B 6.2 +/- 2.2 8 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SPCC3B1-1DOOR METAL GRAY B .01 +/- .7

SPCC3B1-1GUARD PLASTER WHITE B .01 +/- .02

SPCC3B1-1ACCESS PANEL FRAME METAL WHITE B .05 +/- .21

SPCC3B1-1ACCESS PANEL METAL WHITE B .06 +/- .14

SPCC3B1-1WALL PLASTER WHITE C .3 +/- 1.0

SPCC3B1-1WALL PLASTER WHITE D .1 +/- .9

SPCC3B1-1DROP CEILING TILE WOOD WHITE .1 +/- .6

ROOM SPEC3A-1

ROOM SPCC3B1-1
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ROOM SP324-1
SPCC3B1-1CEILING GRID METAL BLACK 0 +/- .01

SPCC3B1-1CEILING FAN METAL WHITE 0 +/- .12

SPCC3B1-1PIPE METAL BLACK .01 +/- .08

SPCC3B1-1HANGER METAL ORANGE .01 +/- .01

SPCC3B1-1LIGHT FIXTURE METAL WHITE 0 +/- .08

SPCC3B-1 WALL DRYWALL WHITE B 0 +/- .01

SPCC3B-1 WALL DRYWALL WHITE C .3 +/- .6

SPCC3B-1 BASEBOARD VINYL GRAY B 3.4 +/- 1.3 4 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

SPCC3B-1 DOOR FRAME METAL GRAY C 0 +/- .04

SPCC3B-1 DOOR METAL GRAY C .01 +/-  .16

SPCC3B-1 WALL DRYWALL WHITE D 0 +/- .07

SPCC3B-1 DROP CEILING TILE WOOD WHITE 0 +/- .6

SPCC3B-1 CEILING GRID METAL GRAY .02 +/- .13

SPCC3B2-1WALL CINDER BLOCK CREAM A 0 +/- .01

SPCC3B2-1DOOR FRAME METAL CREAM A 0 +/- .12

SPCC3B2-1DOOR METAL BROWN A .01 +/- .16

SPCC3B2-1WALL CINDER BLOCK CREAM B 0 +/- .06

SPCC3B2-1WALL CINDER BLOCK CREAM C .04 +/- .17

SPCC3B2-1WALL WOOD CREAM D 0 +/- .04

SPCC3B2-1CONDUIT METAL CREAM .03 +/- .1

SPCC3B2-1DUCTWORK METAL WHITE .03 +/- .08

SPCC3B2-1CEILING METAL WHITE .02 +/- .04

SPCC3B3-1WALL PLASTER WHITE A .02 +/- .06

SPCC3B3-1BASEBOARD VINYL GRAY A .01 +/- .02

SPCC3B3-1WALL PLASTER WHITE B 0 +/- .11

SPCC3B3-1DOOR FRAME METAL GRAY B 0 +/- .09

SPCC3B3-1DOOR METAL GRAY B 0 +/- .1

ROOM SPCC3B-1

ROOM SPCC3B2-1

ROOM SPCC3B3-1
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ROOM SP324-1
SPCC3B3-1WALL PLASTER WHITE C .4 +/- .6

SPCC3B3-1COAT RACK WOOD BLUE B 0 +/- .18

SPCC3B3-1WALL DRYWALL WHITE D 0 +/- .08

SPCC3B3-1CONDUIT METAL WHITE 0 +/- .03

SPCC3B3-1LIGHT FIXTURE METAL WHITE 0 +/- .11

SPCC3B3-1CEILING FAN METAL WHITE 0 +/- .03

SPCC3B3-1CEILING GRID METAL BLACK .02 +/- .22

SPCC3B3-1DROP CEILING TILE WOOD WHITE .04 +/- .19

SPCC3B3-1PIPE METAL WHITE .01 +/- .05
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684 SP475-1 WALL PLASTER BROWN A .4 +/- 1.0

685 SP475-1 WALL PLASTER WHITE B 0 +/- .06

686 SP475-1 WINDOW FRAME WOOD WHITE B 7.2 +/- 2.7 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

687 SP475-1 WINDOW SILL WOOD WHITE B 3.2 +/- 1.0 1 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

688 SP475-1 WINDOW SILL PLASTER WHITE B .5 +/- .4

689 SP475-1 RADIATOR METAL WHITE B .02 +/- .18

690 SP475-1 INTERIOR DOOR FRAME METAL WHITE C 2.7 +/- 1.1 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

691 SP475-1 INTERIOR DOOR WOOD VARNISH C .01 +/- .09

692 SP475-1 WALL PLASTER WHITE C 0 +/- .1

693 SP475-1 BASEBOARD CERAMIC TILE CREAM B .14 +/- .25

694 SP475-1 PIPE METAL WHITE B 0 +/- .04

695 SP475-1 COLUMN PLASTER WHITE C .01 +/- .05

696 SP475-1 ACCESS PANEL METAL WHITE C 0 +/- .11

697 SP475-1 ACCESS PANEL FRAME METAL WHITE C .1 +/- .2

698 SP475-1 WALL PLASTER WHITE D .01 +/- .13

699 SP475-1 EXTERIOR DOOR METAL GRAY D 0 +/- .14

700 SP475-1 EXTERIOR DOOR FRAME METAL GRAY D 0 +/- .09

701 SP475-1 LIGHT FIXTURE METAL GRAY .03 +/- .15

702 SP475-1 CEILING DRYWALL WHITE 0 +/- .02

703 SP474-1 WALL PLASTER WHITE A .04 +/- .15

704 SP474-1 INTERIOR DOOR FRAME METAL GRAY A 5 +/- 1.9 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

705 SP474-1 INTERIOR DOOR METAL GRAY A 0 +/- .09

706 SP474-1 RADIATOR METAL WHITE B .02 +/- .27

707 SP474-1 RADIATOR PIPE METAL WHITE B 13 +/- 4.4 1 POOR
Abatement or Encapsulation of all 

Lead Based Paint

708 SP474-1 RADIATOR WOOD BASE WOOD WHITE B 0 +/- .15

709 SP474-1 WALL PLASTER WHITE B .01 +/- .09

710 SP474-1 WINDOW FRAME WOOD WHITE B 3.2 +/- 1.1 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

711 SP474-1 WINDOW SILL WOOD WHITE B 2.5 +/- 1.0 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

ROOM SP475-1

ROOM SP474-1
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ROOM SP475-1
712 SP474-1 AIR CONDITIONER PANEL WOOD WHITE B 0 +/- .01

713 SP474-1 WALL PLASTER WHITE C .1 +/- .8

714 SP474-1 COLUMN PLASTER WHITE C .2 +/- .9

715 SP474-1 WALL PLASTER WHITE D .02 +/- .72

716 SP474-1 EXTERIOR DOOR FRAME METAL GRAY D 2.2 +/- .8 18 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

717 SP474-1 EXTERIOR DOOR METAL GRAY D 0 +/- .08

718 SP474-1 DROP CEILING TILE WOOD WHITE 0 +/- .6

719 SP474-1 CEILING GRID METAL BLACK 0 +/- .07

720 SP474-1 LIGHT FIXTURE METAL WHITE 0 +/- .01

721 SP474-1 PIPE METAL BLACK .01 +/- .01

722 SP474-1 WALL PLASTER BROWN A .01 +/- .02

723 SP474-1 WALL PLASTER YELLOW D 0 +/- .8

724 SP474-1 WALL PLASTER YELLOW C .1 +/- .8

725 SP474-1 CEILING BEAM PLASTER WHITE B .6 +/- 1.0

726 SP474-1 WALL PLASTER YELLOW B 0 +/- .7

727 SP476-1 WALL DRYWALL WHITE B 0 +/- .06

728 SP476-1 BASEBOARD VINYL BLACK B 0 +/- .01

729 SP476-1 FLOOR CERAMIC TILE BROWN .1 +/- .1

730 SP476-1 WALL DRYWALL WHITE C 0 +/- .01

731 SP476-1 DOOR METAL GRAY D 0 +/- .07

732 SP476-1 DOOR FRAME METAL GRAY D 3.2 +/- 1.2 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

733 SP476-1 COLUMN DRYWALL WHITE D 0 +/- .07

734 SP476-1 WALL PLASTER WHITE D .1 +/- .9

735 SP476-1 WALL PLASTER WHITE A 0 +/- .07

736 SP476-1 LIGHT FIXTURE METAL WHITE .1 +/- .1

737 SP476-1 CEILING GRID METAL BLACK .1 +/- .2

738 SP476-1 DROP CEILING TILE WOOD WHITE .18 +/- .54

739 SP476-1 PIPE METAL WHITE .15 +/- .35

740 SP476-1 CONDUIT METAL WHITE 0 +/- .04

ROOM SP476-1
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ROOM SP475-1
741 SP476-1 CEILING CONCRETE WHITE .01 +/- .14

742 SP476-1 HANGER METAL ORANGE 19 +/- 7.4 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

743 SP473-1 COLUMN PLASTER WHITE A .6 +/- 1.0

744 SP473-1 WALL PLASTER WHITE A .1 +/- .8

745 SP473-1 WALL PLASTER WHITE B .1 +/- .7

746 SP473-1 WINDOW FRAME WOOD WHITE B 3.5 +/- 1.2 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

747 SP473-1 WINDOW SILL WOOD WHITE B 3.3 +/- 1.1 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

748 SP473-1 RADIATOR WOOD BASE WOOD WHITE B 0 +/- .13

749 SP473-1 AIR CONDITIONER PANEL WOOD WHITE B 0 +/- .01

750 SP473-1 RADIATOR METAL WHITE B .1 +/- .2

751 SP473-1 RADIATOR PIPE METAL WHITE B 4.9 +/- 1.4 1 POOR
Abatement or Encapsulation of all 

Lead Based Paint

752 SP473-1 WALL PLASTER WHITE C .4 +/- .9

753 SP473-1 INTERIOR DOOR FRAME METAL GRAY C 2.6 +/- 1.2 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

754 SP473-1 INTERIOR DOOR METAL GRAY C 0 .01

755 SP473-1 EXTERIOR DOOR FRAME METAL GRAY D .2 +/- .9

756 SP473-1 EXTERIOR DOOR METAL GRAY D 0 +/- .08

757 SP473-1 BASEBOARD CERAMIC TILE PEACH D 15 +/- 3.2 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

758 SP473-1 FLOOR CERAMIC TILE BROWN .01 +/- .18

759 SP473-1 WALL PLASTER WHITE B .13 +/- .1

760 SP473-1 LIGHT FIXTURE METAL WHITE 0 +/- .02

761 SP473-1 CEILING GRID METAL BLACK 0 +/- .02

762 SP473-1 PIPE METAL BLACK 0 +/- 0

763 SP473-1 WALL PLASTER DARK GREEN C .1 +/- .8

764 SP473-1 DROP CEILING TILE WOOD WHITE .35 +/- .46

765 SP470-1 INTERIOR DOOR FRAME METAL GRAY A 2.9 +/- 1.2 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

766 SP470-1 INTERIOR DOOR METAL GRAY A 0 +/- .03

767 SP470-1 LIGHT FIXTURE METAL WHITE A 0 +/- .01

768 SP470-1 WALL PLASTER WHITE B .1 +/- .9

ROOM SP473/473A-1

ROOM SP470/470A-1
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ROOM SP475-1
769 SP470-1 ACCESS PANEL METAL WHITE A .1 +/- .8

770 SP470-1 ACCESS PANEL FRAME METAL WHITE A .01 +/- .17

771 SP470-1 LIGHT FIXTURE METAL GRAY A .05 +/- .46

772 SP470-1 RADIATOR METAL WHITE B .02 +/- .18

773 SP470-1 RADIATOR PIPE METAL WHITE B 19 +/- 4.4 1 POOR
Abatement or Encapsulation of all 

Lead Based Paint

774 SP470-1 WINDOW FRAME WOOD WHITE B 2.4 +/- .8 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

775 SP470-1 WINDOW SILL WOOD WHITE B 3.6 +/- 1.3 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

776 SP470-1 WALL PLASTER WHITE C 0 +/- .7

777 SP470-1 COLUMN PLASTER WHITE C .2 +/- .9

778 SP470-1 WALL PLASTER WHITE D .1 +/- .8

779 SP470-1 EXTERIOR DOOR FRAME METAL GRAY D 2.7 +/- 1.2 8 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

780 SP470-1 EXTERIOR DOOR METAL GRAY D 0 +/- .12

781 SP470-1 WALL CERAMIC TILE PEACH D 10 +/- 2.7 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

782 SP470-1 BASEBOARD VINYL GRAY A .01 +/- .02

783 SP470-1 FLOOR CERAMIC TILE BROWN .07 +/- .31

784 SP470-1 WALL PLASTER WHITE A .2 +/- .9

785 SP470-1 DROP CEILING TILE WOOD WHITE .1 +/- .5

786 SP470-1 CEILING GRID METAL BLACK 0 +/- .1

787 SP470-1 CEILING BEAM METAL RED 0 +/- .05

788 SP470-1 PIPE METAL BLACK .01 +/- .13

789 SP470-1 WALL PLASTER TAN A .2 +/- .9

790 SP470-1 WALL PLASTER BROWN C .03 +/- .07

791 SP468-1 WALL PLASTER WHITE A .8 +/- 1.1

792 SP468-1 COLUMN PLASTER WHITE A .1 +/- .8

793 SP468-1 WALL DRYWALL WHITE B 0 +/- .07

794 SP468-1 EXTERIOR DOOR METAL GRAY B 0 +/- .1

795 SP468-1 EXTERIOR DOOR FRAME METAL GRAY B 0 +/- .07

796 SP468-1 INTERIOR DOOR FRAME METAL GRAY B 2.2 +/- .9 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

797 SP468-1 INTERIOR DOOR METAL GRAY B 0 +/- .15

ROOM SP468-1
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ROOM SP475-1
798 SP468-1 WALL PLASTER WHITE C .1 +/- .1

799 SP468-1 CONDUIT METAL WHITE C .01 +/- .14

800 SP468-1 ELECTRICAL BOX METAL WHITE C .04 +/- .63

801 SP468-1 WALL PLASTER WHITE D .04 +/- .14

802 SP468-1 WINDOW FRAME WOOD WHITE D 9.2 +/- 2.8 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

803 SP468-1 WINDOW SILL WOOD WHITE D 4.2 +/- 1.3 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

804 SP468-1 RADIATOR METAL WHITE D .1 +/- .2

805 SP468-1 RADIATOR PIPE METAL WHITE D 2.2 +/- .8 1 POOR
Abatement or Encapsulation of all 

Lead Based Paint

806 SP468-1 LIGHT FIXTURE METAL WHITE CEILING 0 +/- .07

807 SP468-1 CEILING GRID METAL BLACK 0 +/- .08

808 SP468-1 DROP CEILING TILE WOOD WHITE 0 +/- .5

809 SP468-1 CEILING BEAM METAL RED 0 +/- .12

810 SP468-1 WALL PLASTER ORANGE C .02 +/- .02

811 SP468-1 LIGHT FIXTURE METAL GRAY C .03 +/- .32

812 SP465-1 WALL PLASTER WHITE A .02 +/- .09

813 SP465-1 LIGHT FIXTURE METAL WHITE A .02 +/- .12

814 SP465-1 LIGHT FIXTURE METAL GRAY A .06 +/- .22

815 SP465-1 CONDUIT METAL WHITE A 0 +/- .01

816 SP465-1 ELECTRICAL BOX METAL WHITE A .1 +/- .7

817 SP465-1 INTERIOR DOOR FRAME METAL GRAY A 1.5 +/- .8 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

818 SP465-1 INTERIOR DOOR METAL GRAY A 0 +/- .02

819 SP465-1 EXTERIOR DOOR FRAME METAL GRAY B 1.5 +/- .8 8 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

820 SP465-1 EXTERIOR DOOR METAL GRAY B 0 +/- .11

821 SP465-1 WALL PLASTER WHITE B 0 +/- .04

822 SP465-1 WALL PLASTER WHITE C .1 +/- .8

823 SP465-1 COLUMN PLASTER WHITE C .3 +/- .9

824 SP465-1 WALL PLASTER WHITE D 0 +/- .10

825 SP465-1 WINDOW FRAME WOOD WHITE D 4.8 +/- 1.5 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

826 SP465-1 WINDOW SILL WOOD WHITE D 3.2 +/- 1.1 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

ROOM SP465/465A-1
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ROOM SP475-1
827 SP465-1 RADIATOR METAL WHITE D .01 +/- .11

828 SP465-1 RADIATOR PIPE METAL WHITE D .15 +/- .28

829 SP465-1 WALL PLASTER WHITE A .04 +/- .09

830 SP465-1 BASEBOARD CERAMIC TILE PEACH B 10 +/- 2.3 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

831 SP465-1 FLOOR CERAMIC TILE BROWN .1 +/- .8

832 SP465-1 PLATE METAL WHITE D 0 +/- .13

833 SP465-1 DROP CEILING TILE WOOD WHITE .1 +/- .5

834 SP465-1 CEILING GRID METAL BLACK 0 +/- .02

835 SP465-1 PIPE METAL BLACK .02 +/- .03

836 SP465-1 WALL PLASTER BROWN A .01 +/- .74

837 SP465-1 WALL PLASTER YELLOW B .12 +/- .7

838 SP465-1 WALL PLASTER YELLOW C .1 +/- .8

839 SP465-1 HANGER METAL ORANGE 4.2 +/- 1.6 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

840 SP465-1 WALL PLASTER YELLOW D .1 +/- .8

841 SP466-1 WALL PLASTER WHITE A 0 +/- .03

842 SP466-1 WALL PLASTER WHITE B .1 +/- .8

843 SP466-1 EXTERIOR DOOR FRAME METAL GRAY B 4.2 +/- 1.4 8 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

844 SP466-1 EXTERIOR DOOR METAL GRAY B 0 +/- .09

845 SP466-1 INTERIOR DOOR FRAME METAL GRAY C 5.2 +/- 1.8 14 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

846 SP466-1 INTERIOR DOOR METAL GRAY C 0 +/- .11

847 SP466-1 LIGHT FIXTURE METAL WHITE C 0 +/- .04

848 SP466-1 WALL PLASTER WHITE C 0 +/- .02

849 SP466-1 CONDUIT METAL WHITE C .04 +/- .28

850 SP466-1 ELECTRICAL BOX METAL WHITE C 0 +/- .02

851 SP466-1 RADIATOR METAL WHITE D .01 +/- .16

852 SP466-1 RADIATOR PIPE METAL WHITE D .1 +/- .3

853 SP466-1 WALL PLASTER WHITE D .3 +/- 1.0

854 SP466-1 COLUMN PLASTER WHITE D .1 +/- .1

855 SP466-1 WINDOW FRAME WOOD WHITE D 6.8 +/- 2.7 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

ROOM SP466-1
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ROOM SP475-1
856 SP466-1 WINDOW SILL WOOD WHITE D 3.7 +/- 1.2 3 INTACT

Abatement or Encapsulation of all 
Lead Based Paint

857 SP466-1 AIR CONDITIONER PANEL WOOD WHITE D .01 +/- .04

858 SP466-1 DROP CEILING TILE WOOD WHITE .5 +/- .6

859 SP466-1 CEILING GRID METAL BLACK 0 +/- .13

860 SP466-1 WALL PLASTER LIGHT GREEN A .05 +/- .16

861 SP466-1 WALL PLASTER LIGHT GREEN B .04 +/- .19

862 SP466-1 WALL PLASTER DARK GREEN C .1 +/- .8

863 SP466-1 CEILING BEAM PLASTER WHITE D .7 +/- 1.1

864 SP466-1 WALL PLASTER LIGHT GREEN D .3 +/- .8

865 SP464-1 WALL PLASTER WHITE A .02 +/- .13

866 SP464-1 WALL PLASTER WHITE B .01 +/- .09

867 SP464-1 EXTERIOR DOOR FRAME METAL GRAY B 2.9 +/- 1.2 8 POOR
Abatement or Encapsulation of all 

Lead Based Paint

868 SP464-1 EXTERIOR DOOR METAL GRAY B 0 +/- .11

869 SP464-1 LIGHT FIXTURE METAL WHITE C 0 +/- .02

870 SP464-1 CONDUIT METAL WHITE C 0 +/- .12

871 SP464-1 ELECTRICAL BOX METAL WHITE C 0 +/- .12

872 SP464-1 WALL PLASTER WHITE C .1 +/- .8

873 SP464-1 INTERIOR DOOR FRAME METAL GRAY C .04 +/- .13

874 SP464-1 INTERIOR DOOR METAL GRAY C 0 +/- .16

875 SP464-1 WALL CERAMIC TILE YELLOW A 19 +/- 6.9 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

876 SP464-1 WALL CERAMIC TILE YELLOW B 12 +/- 2.3 20 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

877 SP464-1 WALL CERAMIC TILE YELLOW C 13 +/- 2.9 30 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

878 SP464-1 WALL CERAMIC TILE YELLOW D 17 +/- 7.3 35 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

879 SP464-1 FLOOR CERAMIC TILE BROWN .01 +/- .2

880 SP464-1 WINDOW FRAME WOOD WHITE D 3.8 +/- 1.4 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

881 SP464-1 WINDOW SILL WOOD WHITE D 3.6 +/- 1.2 4 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

882 SP464-1 AIR CONDITIONER PANEL WOOD WHITE D 0 +/- .01

883 SP464-1 RADIATOR METAL WHITE D 0 +/- .07

884 SP464-1 WALL PLASTER WHITE D 0 +/- .08

ROOM SP464-1
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ROOM SP475-1
885 SP464-1 COLUMN PLASTER WHITE D .2 +/- .9

886 SP464-1 LIGHT FIXTURE METAL GRAY C .02 +/- .35

887 SP464-1 DROP CEILING TILE WOOD WHITE 0 +/- .01

888 SP464-1 CEILING GRID METAL BLACK .02 +/- .19

889 SP464-1 WALL PLASTER YELLOW B .01 +/- .67

890 SP464-1 WALL PLASTER GREEN C 0 +/- .1

891 SP464-1 WALL PLASTER LIGHT GREEN A .6 +/- .9

892 SP464-1 VOID

893 SP464-1 CEILING BEAM PLASTER WHITE D 0 +/- .12

894 SP464-1 WALL PLASTER GREEN D 0 +/- .03

895 SP464-1 HANGER METAL ORANGE 13 +/- 5.6 1 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

896 SP462-1 WALL PLASTER WHITE A 0 +/- .8

897 SP462-1 INTERIOR DOOR FRAME METAL GRAY A 5.3 +/- 1.8 14 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

898 SP462-1 INTERIOR DOOR METAL GRAY A 0 +/- .12

899 SP462-1 EXTERIOR DOOR FRAME METAL GRAY B 3.5 +/- 1.4 8 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

900 SP462-1 EXTERIOR DOOR METAL GRAY B 0 +/- .11

901 SP462-1 WALL PLASTER WHITE B .7 +/- 1.1

902 SP462-1 COLUMN PLASTER WHITE B .3 +/- 1.0

903 SP462-1 WALL PLASTER WHITE C .3 +/- 1.0

904 SP462-1 LIGHT FIXTURE METAL WHITE A 0 +/- .02

905 SP462-1 LIGHT FIXTURE METAL GRAY C .08 +/- .29

906 SP462-1 PAB\NEL METAL WHITE C 0 +/- .02

907 SP462-1 RADIATOR METAL WHITE D .03 +/- .18

908 SP462-1 RADIATOR PIPE METAL WHITE D .1 +/- .3

909 SP462-1 WALL PLASTER WHITE D .01 +/- .12

910 SP462-1 WINDOW FRAME WOOD WHITE D 3.0 +/- 1.1 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

911 SP462-1 WINDOW SILL WOOD WHITE D 2.1 +/- .8 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

912 SP462-1 CONDUIT METAL WHITE C .02 +/- .22

913 SP462-1 ELECTRICAL BOX METAL WHITE C 0 +/- .5

ROOM SP462-1
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ROOM SP475-1
914 SP462-1 WALL CERAMIC TILE YELLOW A 13 +/- 2.9 30 INTACT

Abatement or Encapsulation of all 
Lead Based Paint

915 SP462-1 WALL CERAMIC TILE YELLOW B 15 +/- 3.2 35 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

916 SP462-1 WALL CERAMIC TILE YELLOW C 19 +/- 7.2 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

917 SP462-1 WALL CERAMIC TILE YELLOW D 14 +/- 6 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

918 SP462-1 FLOOR CERAMIC TILE BROWN .2 +/- .7

919 SP462-1 DROP CEILING TILE WOOD WHITE 0 +/- .03

920 SP462-1 CEILING GRID METAL BLACK 0 +/- .08

921 SP462-1 PIPE METAL BLACK 0 +/- .04

922 SP462-1 WALL PLASTER TAN B .4 +/- .9

923 SP462-1 WALL PLASTER TAN A .3 +/- .9

924 SP462-1 WALL PLASTER BROWN C .04 +/- .32

925 SP462-1 PIPE CONNECTOR METAL ORANGE .46 +/- .26

926 SP462-1 WALL PLASTER TAN D .3 +/- .9

927 CALIBRATION .31 +/- .06

928 CALIBRATION 3.8 +/- .66

929 CALIBRATION 0 +/- .09

930 SP405R-1 WALL DRYWALL BEIGE A 0 +/- .13

931 SP405R-1 WALL DRYWALL BLUE B 0 +/- .07

932 SP405R-1 BASEBOARD VINYL GRAY B .3 +/- .8

933 SP405R-1 WALL DRYWALL BEIGE C 0 +/- .1

934 SP405R-1 WALL DRYWALL BEIGE D 0 +/- .11

935 SP405R-1 DOOR FRAME METAL BROWN D 0 +/- .07

936 SP405R-1 DOOR METAL BROWN D 0 +/- .08

937 SP405R-1 DROP CEILING TILE WOOD WHITE .1 +/- .6

938 SP405R-1 CEILING GRID METAL BLACK 0 +/- .06

939 SP405R-1 LIGHT FIXTURE METAL WHITE 0 +/- .09

940 SP405R-1 PIPE METAL ORANGE 5.1 +/- 1.6 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

941 SP405R-1 HANGER METAL ORANGE 5.1 +/- 1.6 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

942 SP405R-1 PIPE METAL RED .02 +/- .11

ROOM SP405R-1
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ROOM SP475-1
943 SP405R-1 CEILING VENT METAL GRAY .1 +/- .2

944 SP405Q-1 WALL PLASTER BEIGE A 0 +/- .11

945 SP405Q-1 BASEBOARD VINYL BROWN A .3 +/- .9

946 SP405Q-1 WALL PLASTER BLUE B .1 +/- .1

947 SP405Q-1 COLUMN PLASTER BLUE B .01 +/- .04

948 SP405Q-1 WINDOW FRAME WOOD BLUE B 4.9 +/- 1.6 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

949 SP405Q-1 WINDOW SILL WOOD BLUE B .1 +/- .2

950 SP405Q-1 RADIATOR METAL BLUE B .02 +/- .18

951 SP405Q-1 WALL DRYWALL BEIGE C 0 +/- .1

952 SP405Q-1 WALL DRYWALL BEIGE D .1 +/- .1

953 SP405Q-1 DOOR FRAME METAL BROWN D 0 +/- .06

954 SP405Q-1 DOOR METAL BROWN D 0 +/- .13

955 SP405Q-1 DROP CEILING TILE WOOD WHITE .2 +/- .6

956 SP405Q-1 CEILING GRID METAL BLACK 0 +/- .03

957 SP405Q-1 LIGHT FIXTURE METAL WHITE .02 +/- .19

958 SP405Q-1 PIPE CONNECTOR METAL ORANGE .13 +/- .29

959 SP405Q-1 CEILING VENT METAL GRAY 0 +/- .01

960 SP405A-1 WALL DRYWALL BEIGE A .01 +/- .17

961 SP405A-1 COLUMN DRYWALL BEIGE A .01 +/- .18

962 SP405A-1 WALL DRYWALL BEIGE B 0 +/- .09

963 SP405A-1 BASEBOARD VINYL BROWN B 0 +/- 0

964 SP405A-1 DOOR FRAME METAL BROWN B 0 +/- .03

965 SP405A-1 DOOR METAL BROWN B 0 +/- .04

966 SP405A-1 WALL DRYWALL BEIGE C .05 +/- .24

967 SP405A-1 SOFFIT DRYWALL BEIGE C .02 +/- .13

968 SP405A-1 COLUMN PLASTER BEIGE C 0 +/- .01

969 SP405A-1 WALL PLASTER RED D 0 +/- .1

970 SP405A-1 WINDOW FRAME WOOD RED D 1.7 +/- .7 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

ROOM SP405A-1

ROOM SP405Q-1
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ROOM SP475-1
971 SP405A-1 VOID

972 SP405A-1 WINDOW SILL WOOD RED D 1.6 +/- .6 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

973 SP405A-1 RADIATOR METAL RED D .01 +/- .11

974 SP405A-1 DROP CEILING TILE WOOD WHITE .1 +/- .6

975 SP405A-1 CEILING GRID METAL BLACK 0 +/- .05

976 SP405A-1 LIGHT FIXTURE METAL WHITE .01 +/- .15

977 SP405A-1 CEILING VENT METAL WHITE 0 +/- .13

978 SP405A-1 PIPE METAL BLACK .03 +/- .03

979 SP405B-1 WALL DRYWALL BEIGE A .01 +/- .14

980 SP405B-1 WALL DRYWALL BEIGE B .02 +/- .21

981 SP405B-1 BASEBOARD VINYL GRAY B .5 +/- .9

982 SP405B-1 DOOR FRAME METAL BROWN B .02 +/- .19

983 SP405B-1 DOOR METAL BROWN B 0 +/- .14

984 SP405B-1 WALL DRYWALL BEIGE C 0 +/- .01

985 SP405B-1 COLUMN PLASTER RED C .1 +/- .7

986 SP405B-1 WALL PLASTER RED D .1 +/- .7

987 SP405B-1 WINDOW FRAME WOOD RED D 3.2 +/- 1.1 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

988 SP405B-1 WINDOW SILL WOOD RED D 2.9 +/- 1.1 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

989 SP405B-1 RADIATOR METAL RED D .7 +/- 1.0

990 SP405B-1 COLUMN PLASTER RED D 0 +/- .01

991 SP405B-1 DROP CEILING TILE WOOD WHITE .02 +/- .11

992 SP405B-1 CEILING GRID METAL BLACK .1 +/- .3

993 SP405B-1 CEILING VENT METAL WHITE .01 +/- .06

994 SP405B-1 LIGHT FIXTURE METAL WHITE 0 +/- .04

995 SP405B-1 PIPE METAL BLACK .02 +/- .8

996 SP405B-1 BRACKET METAL BLACK .1 +/- .2

997 SP405B-1 CEILING CONCRETE ORANGE 5.1 +/- 1.5 LESS THAN 1 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

998 SP405C-1 WALL DRYWALL BEIGE A 0 +/- .1

ROOM SP405B-1

ROOM SP405C-1
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ROOM SP475-1
999 SP405C-1 COLUMN DRYWALL BEIGE A 0 +/- .09

1000 SP405C-1 WALL DRYWALL BEIGE B 0 +/- .1

1001 SP405C-1 BASEBOARD VINYL BROWN B 0 +/- .07

1002 SP405C-1 DOOR FRAME METAL BROWN B .01 +/- .16

1003 SP405C-1 DOOR METAL BROWN B 0 +/- .14

1004 SP405C-1 WALL DRYWALL BEIGE C 0 +/- .1

1005 SP405C-1 COLUMN DRYWALL RED D .01 +/- .12

1006 SP405C-1 WALL DRYWALL RED D 0 +/- .1

1007 SP405C-1 COLUMN PLASTER RED A 0 +/- .01

1008 SP405C-1 WINDOW FRAME WOOD RED D 5.4 +/- 1.9 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

1009 SP405C-1 WINDOW SILL WOOD RED D 4.6 +/- 1.5 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

1010 SP405C-1 RADIATOR METAL RED D 0 +/- .14

1011 SP405C-1 DROP CEILING TILE WOOD WHITE .1 +/- .6

1012 SP405C-1 CEILING GRID METAL BLACK 0 +/- .01

1013 SP405C-1 PIPE METAL BLACK 0 +/- .02

1014 SP405C-1 LIGHT FIXTURE METAL WHITE .01 +/- .04

1015 SP405C-1 CEILING VENT METAL WHITE 0 +/- .12

1016 SP405C-1 BRACKET METAL RED 0 +/- .13

1017 SP405P-1 WALL DRYWALL BEIGE A 0 +/- .03

1018 SP405P-1 COLUMN DRYWALL BLUE A 0 +/- .01

1019 SP405P-1 WALL PLASTER BLUE B 0 +/- .08

1020 SP405P-1 WINDOW FRAME WOOD BLUE B 4.2 +/- 1.3 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

1021 SP405P-1 WINDOW SILL WOOD BLUE B 4.8 +/- 1.8 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

1022 SP405P-1 RADIATOR METAL BLUE B .01 +/- .17

1023 SP405P-1 WALL DRYWALL BEIGE C 0 +/- .09

1024 SP405P-1 WALL DRYWALL BEIGE D 0 +/- .1

1025 SP405P-1 BASEBOARD VINYL BROWN D .5 +/- .8

1026 SP405P-1 DOOR FRAME METAL BROWN D 0 +/- .13

1027 SP405P-1 DOOR METAL BROWN D 0 +/- .09

1028 SP405P-1 DROP CEILING TILE WOOD WHITE .02 +/- .14

ROOM SP405P-1
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ROOM SP475-1
1029 SP405P-1 CEILING GRID METAL BLACK .01 +/- .14

1030 SP405P-1 LIGHT FIXTURE METAL WHITE 0 +/- .05

1031 SP405P-1 CEILING VENT METAL WHITE 0 +/- .01

1032 SP405P-1 PIPE METAL BLACK 0 +/- .03

1033 SP405P-1 PIPE CONNECTOR METAL ORANGE .07 +/- .19

1034 SP405P-1 PIPE METAL RED .29 +/- .13

1035 SP405P-1 HANGER METAL ORANGE 19 +/- 6.2 1 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

1036 SP405D-1 WALL DRYWALL BEIGE A 0 +/- .12

1037 SP405D-1 WALL DRYWALL BEIGE B 0 +/- .15

1038 SP405D-1 BASEBOARD VINYL BROWN B 0 +/- .04

1039 SP405D-1 DOOR FRAME METAL BROWN B .01 +/- .18

1040 SP405D-1 DOOR METAL BROWN B .01 +/- .15

1041 SP405D-1 COLUMN DRYWALL BEIGE B 0 +/- .02

1042 SP405D-1 WALL DRYWALL BEIGE C 0 +/- .07

1043 SP405D-1 COLUMN PLASTER RED C .1 +/- .7

1044 SP405D-1 WALL PLASTER RED D 0 +/- .01

1045 SP405D-1 COLUMN DRYWALL RED D .01 +/- .03

1046 SP405D-1 WINDOW FRAME WOOD RED D 4.2 +/- 1.3 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

1047 SP405D-1 WINDOW SILL WOOD RED D 2.9 +/- 1.2 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

1048 SP405D-1 RADIATOR METAL RED D .6 +/- .9

1049 SP405D-1 PLATE METAL RED D .6 +/- .7

1050 SP405D-1 DROP CEILING TILE WOOD WHITE .4 +/- .5

1051 SP405D-1 CEILING GRID METAL BLACK .03 +/- .08

1052 SP405D-1 LIGHT FIXTURE METAL WHITE .01 +/- .04

1053 SP405D-1 CEILING VENT METAL WHITE 0 +/- .01

1054 SP405D-1 PIPE METAL BLACK .2 +/- .3

1055 SP405D-1 HANGER METAL ORANGE 13 +/- 5.4 1 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

1056 SP405E-1 WALL DRYWALL BEIGE A 0 +/- .1

1057 SP405E-1 WALL DRYWALL BEIGE B 0 +/- .12

ROOM SP405D-1

ROOM SP405E-1
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ROOM SP475-1
1058 SP405E-1 BASEBOARD VINYL BROWN B 0 +/- .01

1059 SP405E-1 DOOR FRAME METAL BROWN B .01 +/- .18

1060 SP405E-1 DOOR METAL BROWN B 0 +/- .09

1061 SP405E-1 WALL DRYWALL BEIGE C 0 +/- .11

1062 SP405E-1 COLUMN DRYWALL RED C .02 +/- .21

1063 SP405E-1 WALL PLASTER RED D 0 +/- .11

1064 SP405E-1 COLUMN PLASTER RED D 0 +/- .14

1065 SP405E-1 WINDOW FRAME WOOD RED D 3.5 +/- 1.2 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

1066 SP405E-1 WINDOW SILL WOOD RED D 5.1 +/- 1.8 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

1067 SP405E-1 RADIATOR METAL RED D .02 +/- .19

1068 SP405E-1 DROP CEILING TILE WOOD WHITE .02 +/- .17

1069 SP405E-1 CEILING GRID METAL BLACK 0 +/- .1

1070 SP405E-1 LIGHT FIXTURE METAL WHITE .06 +/- .28

1071 SP405E-1 CEILING VENT METAL WHITE 0 +/- .01

1072 SP405E-1 PIPE METAL BLACK .5 +/- .5

1073 SP405F-1 WALL DRYWALL BEIGE A .01 +/- .2

1074 SP405F-1 WALL DRYWALL BEIGE B .02 +/- .05

1075 SP405F-1 BASEBOARD VINYL BROWN B 0 +/- .05

1076 SP405F-1 DOOR FRAME METAL BROWN B .01 +/- .01

1077 SP405F-1 DOOR B 0 +/- .02

1078 SP405F-1 COLUMN DRYWALL BEIGE B 0 +/- .1

1079 SP405F-1 WALL DRYWALL BEIGE C .1 +/- .1

1080 SP405F-1 COLUMN DRYWALL RED D .02 +/- .14

1081 SP405F-1 WALL PLASTER RED D 0 +/- .08

1082 SP405F-1 COLUMN PLASTER RED C 0 +/- .1

1083 SP405F-1 WINDOW FRAME WOOD RED D 4.3 +/- 1.5 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

1084 SP405F-1 WINDOW SILL WOOD RED D 3.5 +/- 1.2 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

1085 SP405F-1 RADIATOR METAL RED D .3 +/- .9

1086 SP405F-1 DROP CEILING TILE WOOD WHITE .2 +/- .6

1087 SP405F-1 CEILING GRID METAL BLACK .01 +/- .02

ROOM SP405F-1
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ROOM SP475-1
1088 SP405F-1 LIGHT FIXTURE METAL WHITE .03 +/- .26

1089 SP405F-1 CEILING VENT METAL WHITE 0 +/- .01

1090 SP405F-1 PIPE METAL RED .02 +/- .03

1091 SP405F-1 HANGER METAL ORANGE 3.6 +/- 1.3 2 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

1092 CALIBRATION .3 +/- .06

1093 CALIBRATION 0 +/- .15

1094 CALIBRATION 3.2 +/- .9

1095 SHUTTER CALIBRATION

1096 CALIBRATION 3.6 +/- .7

1097 CALIBRATION 0 +/- .02

1098 CALIBRATION .34 +/- .11

1217 SP405M-1 WALL DRYWALL BEIGE A 0 +/- .11

1218 SP405M-1 COLUMN DRYWALL BLUE A 0 +/- .1

1219 SP405M-1 WALL PLASTER BLUE B .2 +/- .8

1220 SP405M-1 COLUMN PLASTER BLUE B 0 +/- .05

1221 SP405M-1 WINDOW FRAME WOOD BLUE B 5.8 +/- 1.9 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

1222 SP405M-1 WINDOW SILL WOOD BLUE B .01 +/- .2

1223 SP405M-1 RADIATOR METAL BLUE B 0 +/- .08

1224 SP405M-1 WALL DRYWALL BEIGE C .01 +/- .15

1225 SP405M-1 BASEBOARD VINYL BROWN C .4 +/- .9

1226 SP405M-1 COLUMN DRYWALL BEIGE C 0 +/- .07

1227 SP405M-1 WALL DRYWALL BEIGE D 0 +/- .01

1228 SP405M-1 DOOR FRAME METAL BROWN D 0 +/- .05

1229 SP405M-1 DOOR METAL BROWN D 0 +/- .06

1230 SP405M-1 DROP CEILING TILE WOOD WHITE 0 +/- .03

1231 SP405M-1 CEILING GRID METAL BLACK 0 +/- .11

1232 SP405M-1 CEILING VENT METAL WHITE 0 +/- .12

1233 SP405M-1 PIPE METAL BLACK .01 +/- .2

1234 SP405M-1 LIGHT FIXTURE METAL WHITE 0 +/- .02

1235 SP405M-1 HANGER METAL ORANGE 14 +/- 6.0 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

ROOM SP405M-1
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ROOM SP475-1

1236 SP405N-1 WALL DRYWALL BEIGE A 0 +/- .09

1237 SP405N-1 COLUMN PLASTER BLUE A .1 +/- .8

1238 SP405N-1 WALL PLASTER BLUE B .01 +/- .13

1239 SP405N-1 COLUMN DRYWALL BLUE B 0 +/- .01

1240 SP405N-1 WINDOW FRAME WOOD BLUE B 8.6 +/- 2.9 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

1241 SP405N-1 WINDOW SILL WOOD BLUE B .01 +/- .19

1242 SP405N-1 RADIATOR METAL BLUE B 0 +/- .08

1243 SP405N-1 WALL DRYWALL BEIGE C 0 +/- .14

1244 SP405N-1 WALL DRYWALL BEIGE D 0 +/- .09

1245 SP405N-1 BASEBOARD VINYL BROWN D 0 +/- .01

1246 SP405N-1 COLUMN DRYWALL BEIGE D 0 +/- .09

1247 SP405N-1 DOOR FRAME METAL BROWN D 0 +/- .11

1248 SP405N-1 DOOR METAL BROWN D 0 +/- .10

1249 SP405N-1 DROP CEILING TILE WOOD WHITE .1 +/- .6

1250 SP405N-1 CEILING GRID METAL BLACK .03 +/- .18

1251 SP405N-1 PIPE METAL BLACK .05 +/- .25

1252 SP405N-1 CEILING VENT METAL WHITE 0 +/- .04

1253 SP405N-1 LIGHT FIXTURE METAL WHITE 0 +/- .1

1254 SP405N-1 HANGER METAL ORANGE 16 +/- 6.8 4 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

1255 SP405K-1 WALL DRYWALL BEIGE A 0 +/- .08

1256 SP405K-1 COLUMN DRYWALL BLUE A 0 +/- .02

1257 SP405K-1 WALL PLASTER BLUE B .01 +/- .13

1258 SP405K-1 COLUMN PLASTER BLUE B 0 +/- .01

1259 SP405K-1 WINDOW FRAME WOOD BLUE B 7.6 +/- 2.9 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

1260 SP405K-1 WINDOW SILL WOOD BLUE B 7.0 +/- 2.8 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

1261 SP405K-1 RADIATOR METAL BLUE B 0 +/- .05

1262 SP405K-1 WALL DRYWALL BEIGE C 0 +/- .01

1263 SP405K-1 COLUMN DRYWALL BEIGE C .01 +/- .02

1264 SP405K-1 WALL DRYWALL BEIGE D 0 +/- .1

ROOM SP405N-1

ROOM SP405K-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP475-1
1265 SP405K-1 BASEBOARD VINYL BROWN D .01 +/- .02

1266 SP405K-1 DOOR FRAME METAL BROWN D 0 +/- .02

1267 SP405K-1 DOOR METAL BROWN D 0 +/- .11

1268 SP405K-1 DROP CEILING TILE WOOD WHITE .01 +/- .19

1269 SP405K-1 CEILING GRID METAL BLACK .01 +/- .11

1270 SP405K-1 LIGHT FIXTURE METAL WHITE .01 +/- .13

1271 SP405K-1 PIPE METAL BLACK .01 +/- .18

1272 SP405K-1 CEILING VENT METAL WHITE .02 +/- .17

1273 SP405J-1 WALL DRYWALL BEIGE A .01 +/- .02

1274 SP405J-1 WALL PLASTER BLUE B .2 +/- .7

1275 SP405J-1 WINDOW FRAME WOOD BLUE B 3.5 +/- 1.1 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

1276 SP405J-1 WINDOW SILL WOOD BLUE B 0 +/- .1

1277 SP405J-1 RADIATOR METAL BLUE B .01 +/- .14

1278 SP405J-1 WALL DRYWALL BEIGE C 0 +/- .09

1279 SP405J-1 BASEBOARD VINYL BROWN C 0 +/- .01

1280 SP405J-1 WALL DRYWALL BEIGE D 0 +/- .16

1281 SP405J-1 DOOR FRAME METAL BROWN D 0 +/- .04

1282 SP405J-1 DOOR METAL BROWN D .01 +/- .18

1283 SP405J-1 DROP CEILING TILE WOOD WHITE 0 +/- .1

1284 SP405J-1 CEILING GRID METAL BLACK 0 +/- .02

1285 SP405J-1 LIGHT FIXTURE METAL WHITE .01 +/- .15

1286 SP405J-1 CEILING VENT METAL WHITE .04 +/- .2

1287 SP405L-1 WALL DRYWALL BEIGE A .03 +/- .22

1288 SP405L-1 BASEBOARD VINYL BROWN A .5 +/- .9

1289 SP405L-1 COLUMN DRYWALL BLUE B 0 +/- .09

1290 SP405L-1 COLUMN PLASTER BLUE B .6 +/- 1.1

1291 SP405L-1 WALL PLASTER BEIGE B .2 +/- .9

1292 SP405L-1 WINDOW FRAME WOOD BLUE B 5.9 +/- 1.7 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

1293 SP405L-1 WINDOW SILL WOOD BLUE B 6.8 +/- 2.6 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

ROOM SP405J-1

ROOM SP405L-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP475-1
1294 SP405L-1 RADIATOR METAL BLUE B .02 +/- .1

1295 SP405L-1 WALL DRYWALL BEIGE C 0 +/- .1

1296 SP405L-1 WALL DRYWALL BEIGE D 0 +/- .01

1297 SP405L-1 DOOR FRAME METAL BROWN D 0 +/- .12

1298 SP405L-1 DOOR METAL BROWN D 0 +/- .10

1299 SP405L-1 DROP CEILING TILE WOOD WHITE 0 +/- .14

1300 SP405L-1 CEILING GRID METAL BLACK 0 +/- .04

1301 SP405L-1 LIGHT FIXTURE METAL WHITE 0 +/- .08

1302 SP405L-1 PIPE METAL BLACK .04 +/- .28

1303 SP405L-1 CEILING VENT METAL WHITE .01 +/- .17

1304 CALIBRATION 3. +/- .6

1305 CALIBRATION .4 +/- .18

1306 CALIBRATION 0 +/- .1

1307 SP419A-1 WALL PLASTER GREEN A .02 +/- .09

1308 SP419A-1 WINDOW FRAME WOOD GREEN A 3.2 +/- 1.2 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

1309 SP419A-1 WINDOW SILL WOOD GREEN A .02 +/- .18

1310 SP419A-1 WALL DRYWALL BEIGE B .1 +/- .1

1311 SP419A-1 WALL DRYWALL BEIGE C .5 +/- .8

1312 SP419A-1 BASEBOARD VINYL GRAY C 0 +/- .1

1313 SP419A-1 DOOR FRAME METAL BROWN C 0 +/- .09

1314 SP419A-1 DOOR METAL BROWN C 0 +/- .11

1315 SP419A-1 COLUMN PLASTER BEIGE D .01 +/- .15

1316 SP419A-1 WALL PLASTER BEIGE D .01 +/- .18

1317 SP419A-1 DROP CEILING TILE WOOD WHITE 0 +/- .1

1318 SP419A-1 CEILING GRID METAL BLACK 0 +/- .01

1319 SP419A-1 LIGHT FIXTURE METAL WHITE .06 +/- .21

1320 SP419A-1 CEILING VENT METAL WHITE 0 +/- .03

1321 SP419A-1 PIPE METAL BLACK .01 +/- .07

1322 SP419A-1 WALL PLASTER LIGHT GREEN D .2 +/- .9

ROOM SP419A-1

ROOM SP419B-1
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XRF 
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Number

Building 
Number
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Results 
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Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP475-1
1323 SP419B-1 WALL PLASTER GREEN A 0 +/- .01

1324 SP419B-1 WINDOW FRAME WOOD GREEN A 3.1 +/- 1.0 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

1325 SP419B-1 WINDOW SILL WOOD GREEN A 8.2 +/- 3.3 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

1326 SP419B-1 COLUMN PLASTER BEIGE A .02 +/- .11

1327 SP419B-1 WALL PLASTER BEIGE B .2 +/- .7

1328 SP419B-1 WALL DRYWALL BEIGE C 0 +/- .07

1329 SP419B-1 BASEBOARD VINYL GRAY C 0 +/- .7

1330 SP419B-1 DOOR FRAME METAL BROWN C 0 +/- .1

1331 SP419B-1 DOOR METAL BROWN C 0 +/- .11

1332 SP419B-1 WALL DRYWALL BEIGE D 0 +/- .01

1333 SP419B-1 COLUMN DRYWALL BEIGE D 0 +/- .01

1334 SP419B-1 DROP CEILING TILE WOOD WHITE .04 +/- .54

1335 SP419B-1 CEILING GRID METAL BLACK 0 +/- .11

1336 SP419B-1 CEILING VENT METAL WHITE 0 +/- .13

1337 SP419B-1 LIGHT FIXTURE METAL WHITE .07 +/- .27

1338 SP419B-1 WALL PLASTER LIGHT GREEN A .3 +/- .9

1339 SP419C-1 WALL DRYWALL BEIGE A 0 +/- .01

1340 SP419C-1 BASEBOARD VINYL GRAY A .2 +/- .8

1341 SP419C-1 COLUMN PLASTER GREEN A 0 +/- .04

1342 SP419C-1 WALL PLASTER GREEN B .1 +/- .1

1343 SP419C-1 WINDOW FRAME WOOD GREEN B 2.7 +/- 1.0 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

1344 SP419C-1 WINDOW SILL WOOD GREEN B 6.6 +/- 2.8 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

1345 SP419C-1 WALL DRYWALL BEIGE D 0 +/- .1

1346 SP419C-1 DOOR FRAME METAL BROWN D 0 +/- .08

1347 SP419C-1 DOOR METAL BROWN D 0 +/- .09

1348 SP419C-1 DROP CEILING TILE WOOD WHITE .1 +/- .1

1349 SP419C-1 CEILING GRID METAL BLACK .1 +/- .2

1350 SP419C-1 LIGHT FIXTURE METAL WHITE 0 +/- .06

1351 SP419C-1 CEILING VENT METAL WHITE 0 +/- .01

1352 SP419C-1 PIPE METAL BLACK .01 +/- .01

ROOM SP419C-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color
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Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP475-1
1353 SP419C-1 WALL PLASTER LIGHT GREEN .02 +/- .9

1354 SP419D-1 WALL DRYWALL BEIGE A 0 +/- .10

1355 SP419D-1 BASEBOARD VINYL GRAY A 0 +/- .05

1356 SP419D-1 DOOR FRAME METAL BROWN A 0 +/- .15

1357 SP419D-1 DOOR METAL BROWN A .03 +/- .15

1358 SP419D-1 WALL DRYWALL BEIGE B .01 +/- .21

1359 SP419D-1 COLUMN PLASTER GREEN B .01 +/- .05

1360 SP419D-1 WALL PLASTER GREEN C .1 +/- .2

1361 SP419D-1 WINDOW FRAME WOOD GREEN C 2.8 +/- 1.1 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

1362 SP419D-1 WINDOW SILL WOOD GREEN C 6.7 +/- 2.8 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

1363 SP419D-1 WALL DRYWALL BEIGE D 0 +/- .13

1364 SP419D-1 DROP CEILING TILE WOOD WHITE .1 +/- .2

1365 SP419D-1 CEILING GRID METAL BLACK .01 +/- .16

1366 SP419D-1 CEILING VENT METAL WHITE 0 +/- .13

1367 SP419D-1 PIPE METAL BLACK .01 +/- .01

1368 SP419D-1 LIGHT FIXTURE METAL WHITE .02 +/- .06

1369 SP419D-1 WALL PLASTER LIGHT GREEN C .05 +/- .09

1370 SP419E-1 WALL DRYWALL BEIGE A 0 +/- .08

1371 SP419E-1 BASEBOARD VINYL BROWN A 0 +/- .04

1372 SP419E-1 DOOR FRAME METAL BROWN A 0 +/- .04

1373 SP419E-1 DOOR METAL BROWN A 0 +/- .05

1374 SP419E-1 WALL DRYWALL BEIGE B 0 +/- .11

1375 SP419E-1 COLUMN DRYWALL BEIGE B 0 +/- .01

1376 SP419E-1 WALL DRYWALL BEIGE C .1 +/- .6

1377 SP419E-1 WALL DRYWALL BEIGE D 0 +/- .08

1378 SP419E-1 DROP CEILING TILE WOOD WHITE .02 +/- .05

1379 SP419E-1 CEILING GRID METAL BLACK .02 +/- .2

1380 SP419E-1 LIGHT FIXTURE METAL WHITE 0 +/- .5

1381 SP419E-1 PIPE METAL BLACK .02 +/- .08

ROOM SP419D-1

ROOM SP419E-1
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XRF 
Sample 
Number

Building 
Number
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Number Building Component Substrate Color
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Lead 
Results 

(mg/cm2)
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Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP475-1
1382 SP419E-1 HANGER METAL YELLOW .01 +/- .17

1383 SP420-1 WALL DRYWALL BEIGE A .01 +/- .22

1384 SP420-1 BASEBOARD VINYL GRAY A .5 +/- 1.0

1385 SP420-1 COLUMN DRYWALL BEIGE A 0 +/- .09

1386 SP420-1 WALL DRYWALL BEIGE B 0 +/- .01

1387 SP420-1 WALL PLASTER GREEN C 0 +/- .1

1388 SP420-1 WINDOW FRAME WOOD GREEN C 2.5 +/- .9 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

1389 SP420-1 WINDOW SILL WOOD GREEN C 2.7 +/- 1.1 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

1390 SP420-1 WALL DRYWALL BEIGE D 0 +/- .12

1391 SP420-1 INTERIOR DOOR FRAME METAL BROWN D .02 +/- .19

1392 SP420-1 INTERIOR DOOR METAL BROWN D 0 +/- .1

1393 SP420-1 EXTERIOR DOOR FRAME METAL BROWN D 0 +/- .13

1394 SP420-1 EXTERIOR DOOR METAL BROWN D 0 +/- .14

1395 SP420-1 DROP CEILING TILE WOOD WHITE .3 +/- .6

1396 SP420-1 CEILING GRID METAL BLACK 0 +/- .6

1397 SP420-1 CEILING VENT METAL WHITE 0 +/- .02

1398 SP420-1 PIPE METAL BLACK .01 +/- .09

1399 SP420-1 WALL PLASTER LIGHT GREEN C .04 +/- .05

1400 SP444-1 WALL DRYWALL BEIGE A 0 +/- .01

1401 SP444-1 DOOR FRAME METAL PINK A 0 +/- .08

1402 SP444-1 DOOR METAL PINK A 0 +/- .01

1403 SP444-1 COLUMN DRYWALL BEIGE A .1 +/- .7

1404 SP444-1 BASEBOARD VINYL GRAY A .7 +/- .9

1405 SP444-1 WALL DRYWALL BEIGE B 0 +/- .01

1406 SP444-1 WALL PLASTER BEIGE C .01 +/- .02

1407 SP444-1 WINDOW SILL PLASTER BEIGE C 0 +/- .09

1408 SP444-1 WINDOW FRAME WOOD BEIGE C 3.7 +/- 1.1 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

1409 SP444-1 WALL DRYWALL BEIGE C .5 +/- .8

1410 SP444-1 RADIATOR METAL BEIGE C 0 +/- .13

ROOM SP444-1

ROOM SP420-1
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Number
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Results 
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(sq. ft. ) Damage Abatement options

ROOM SP475-1
1411 SP444-1 WALL DRYWALL BEIGE D .01 +/- .18

1412 SP444-1 DROP CEILING TILE WOOD WHITE .1 +/- .6

1413 SP444-1 CEILING GRID METAL BLACK 0 +/- .1

1414 SP444-1 CEILING VENT METAL WHITE .03 +/- .18

1415 SP444-1 SPEAKER METAL WHITE .03 +/- .18

1416 SP444-1 LIGHT FIXTURE METAL WHITE .02 +/- .13

1417 SP444-1 HANGER METAL ORANGE .23 +/- .21

1418 SP458-1 WALL PLASTER WHITE A .2 +/- .7

1419 SP458-1 COLUMN PLASTER WHITE A .01 +/- .02

1420 SP458-1 WINDOW FRAME WOOD WHITE A 4.8 +/- 1.8 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

1421 SP458-1 WINDOW SILL WOOD WHITE A 5.2 +/- 1.6 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

1422 SP458-1 RADIATOR METAL WHITE A 0 +/- .08

1423 SP458-1 RADIATOR PIPE METAL WHITE A .19 +/- .29

1424 SP458-1 WALL DRYWALL WHITE B 0 +/- .01

1425 SP458-1 BASEBOARD VINYL GRAY B 0 +/- .01

1426 SP458-1 WALL PLASTER WHITE C 0 +/- .01

1427 SP458-1 DOOR FRAME METAL PINK C .02 +/- .09

1428 SP458-1 DOOR METAL PINK C 0 +/- .14

1429 SP458-1 WALL DRYWALL WHITE D 0 +/- .01

1430 SP458-1 DROP CEILING TILE WOOD WHITE .2 +/- .6

1431 SP458-1 CEILING GRID METAL BLACK 0 +/- 0

1432 SP458-1 PIPE METAL BLACK .01 +/- .01

1433 SP458-1 LIGHT FIXTURE METAL WHITE .01 +/- .18

1434 SP458-1 HANGER METAL ORANGE 31 +/- 9.1 1 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

1435 SP450-1 WALL PLASTER WHITE A 0 +/- .11

1436 SP450-1 COLUMN PLASTER WHITE A .1 +/- .8

1437 SP450-1 DOOR FRAME METAL PINK A 0 +/- .13

1438 SP450-1 DOOR METAL PINK A 0 +/- .12

1439 SP450-1 WALL PLASTER WHITE B 0 +/- .05

ROOM SP458-1

ROOM SP450-1
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Number
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ROOM SP475-1
1440 SP450-1 BASEBOARD VINYL GRAY B .4 +/- .8

1441 SP450-1 WALL PLASTER WHITE C .01 +/- .09

1442 SP450-1 WINDOW FRAME WOOD WHITE C 5.9 +/- 1.8 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

1443 SP450-1 WINDOW SILL WOOD WHITE C 3.0 +/- 1.2 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

1444 SP450-1 RADIATOR METAL WHITE C .01 +/-  .19

1445 SP450-1 RADIATOR PIPE METAL WHITE C .3 +/- .14

1446 SP450-1 WALL DRYWALL WHITE D 0 +/- .01

1447 SP450-1 DROP CEILING TILE WOOD WHITE .1 +/- .6

1448 SP450-1 CEILING GRID METAL BLACK 0 +/- .05

1449 SP450-1 LIGHT FIXTURE METAL WHITE .01 +/- .09

1450 SP450-1 PIPE METAL BLACK .01 +/- .18

1451 CALIBRATION .33 +/- .07

1452 CALIBRATION 0 +/- .12

1453 CALIBRATION 3.8 +/- .6

1454 SHUTTER CALIBRATION

1455 CALIBRATION .3 +/- .1

1456 CALIBRATION 0 +/- .02

1457 CALIBRATION 1 +/- .07

1 SHUTTER CALIBRATION

2 CALIBRATION 3.5 +/- .9

3 CALIBRATION 0 +/- .11

4 CALIBRATION 1.1 +/- .1

5 SP449A-1 WALL PLASTER WHITE A 0 +/- .11

6 SP449A-1 DOOR FRAME METAL PINK A .01 +/- .16

7 SP449A-1 DOOR METAL PINK A 0 +/- .09

8 SP449A-1 COLUMN DRYWALL WHITE B 0 +/- .1

9 SP449A-1 WALL DRYWALL WHITE B .1 +/- .9

10 SP449A-1 BASEBOARD VINYL GRAY B .02 +/- .07

11 SP449A-1 WALL PLASTER WHITE C .7 +/- 1.1

12 SP449A-1 WINDOW FRAME WOOD WHITE C 5.9 +/- 1.8 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

ROOM SP449A-1
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ROOM SP475-1
13 SP449A-1 WINDOW SILL WOOD WHITE C 4.9 +/- 1.6 3 INTACT

Abatement or Encapsulation of all 
Lead Based Paint

14 SP449A-1 RADIATOR METAL WHITE C .1 +/- .2

15 SP449A-1 RADIATOR PIPE METAL WHITE C .46 +/- .22

16 SP449A-1 WALL DRYWALL WHITE D 0 +/- .11

17 SP449A-1 BLIND FRAME WOOD WHITE C 0 +/- .16

18 SP449A-1 DROP CEILING TILE WOOD WHITE .3 +/- .52

19 SP449A-1 CEILING GRID METAL BLACK 0 +/- .01

20 SP449A-1 LIGHT FIXTURE METAL WHITE 0 +/- .11

21 SP449A-1 PIPE METAL BLACK .01 +/- .08

22 SP449A-1 HANGER METAL ORANGE 8.8 +/- 2.2 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

23 SP449B-1 WALL PLASTER WHITE A 0 +/- .01

24 SP449B-1 DOOR FRAME METAL PINK A .05 +/- .2

25 SP449B-1 DOOR METAL PINK A .01 +/- .2

26 SP449B-1 WALL DRYWALL WHITE B 0 +/- .13

27 SP449B-1 BASEBOARD VINYL GRAY B 0 +/- .01

28 SP449B-1 WALL PLASTER WHITE C .7 +/- 1.0

29 SP449B-1 COLUMN PLASTER WHITE C .01 +/- .03

30 SP449B-1 BLIND FRAME WOOD WHITE C 0 +/- .02

31 SP449B-1 WINDOW FRAME WOOD WHITE C 7.3 +/- 2.6 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

32 SP449B-1 WINDOW SILL WOOD WHITE C 2.9 +/- 1.1 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

33 SP449B-1 RADIATOR METAL WHITE C 0 +/- .1

34 SP449B-1 RADIATOR PIPE METAL WHITE C .07 +/- .26

35 SP449B-1 ACCESS PANEL METAL WHITE C .01 +/- .15

36 SP449B-1 WALL PLASTER WHITE D .02 +/- .12

37 SP449B-1 DROP CEILING TILE WOOD WHITE .03 +/- .13

38 SP449B-1 CEILING GRID METAL BLACK .02 +/- .06

39 SP449B-1 PIPE METAL BLACK .02 +/- .11

40 SP449B-1 LIGHT FIXTURE METAL WHITE 0 +/- .02

41 SP449B-1 HANGER METAL ORANGE .12 +/- .15

42 SP449B-1 WALL PLASTER TAN D .1 +/- .2

ROOM SP449B-1
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ROOM SP475-1
43 SP449B-1 WALL PLASTER TAN C .1 +/- .9

44 SP456-1 WALL PLASTER WHITE A 0 +/- .02

45 SP456-1 COLUMN PLASTER WHITE A .02 +/- .14

46 SP456-1 BLIND FRAME WOOD WHITE A 0 +/- .09

47 SP456-1 WINDOW FRAME WOOD WHITE A 5.5 +/- 1.6 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

48 SP456-1 WINDOW SILL WOOD WHITE A 3.3 +/- 1.1 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

49 SP456-1 RADIATOR METAL WHITE A .01 +/- .17

50 SP456-1 RADIATOR PIPE METAL WHITE A .07 +/- .39

51 SP456-1 BASEBOARD VINYL BLACK B .5 +/- .9

52 SP456-1 WALL DRYWALL WHITE B 0 +/- .09

53 SP456-1 WALL PLASTER WHITE C 0 +/- .8

54 SP456-1 DOOR FRAME METAL GRAY C 0 +/- .03

55 SP456-1 DOOR METAL GRAY C 0 +/- .11

56 SP456-1 WALL DRYWALL WHITE D 0 +/- .05

57 SP456-1 DROP CEILING TILE WOOD WHITE .1 +/- .1

58 SP456-1 CEILING GRID METAL BLACK 0 +/- .01

69 SP456-1 LIGHT FIXTURE METAL WHITE 0 +/- .03

60 SP456-1 HANGER METAL ORANGE 4.6 +/- 1.7 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

61 SP456-1 PIPE METAL BLACK 0 +/- .01

62 SP456-1 WALL PLASTER BEIGE A .13 +/- .68

63 SP456-1 WALL PLASTER BEIGE C .04 +/- .05

64 SP457-1 WALL PLASTER WHITE A .03 +/- .75

65 SP457-1 COLUMN PLASTER WHITE A .5 +/- 1.0

66 SP457-1 BLIND FRAME WOOD WHITE A 0 +/- .09

67 SP457-1 WINDOW FRAME WOOD WHITE A 5.7 +/- 1.8 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

68 SP457-1 WINDOW SILL WOOD WHITE A 2.9 +/- 1.1 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

69 SP457-1 RADIATOR METAL WHITE A .01 +/- .23

70 SP457-1 RADIATOR PIPE METAL WHITE A .03 +/- .06

71 SP457-1 WALL PLASTER WHITE B .2 +/- .9

ROOM SP457-1

ROOM SP456-1



ALEDA E. LUTZ
DEPARTMENT OF VETERANS AFFAIRS MEDICAL CENTER

BUILDING 1
XRF SAMPLING RESULTS

Page 328 of 418

XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP475-1
72 SP457-1 WALL PLASTER WHITE C .1 +/- .8

73 SP457-1 DOOR FRAME METAL GRAY C 0 +/- .06

74 SP457-1 DOOR METAL GRAY C 0 +/- .02

75 SP457-1 WALL DRYWALL WHITE D 0 +/- .12

76 SP457-1 BASEBOARD VINYL BLACK D .01 +/- .11

77 SP457-1 DROP CEILING TILE WOOD WHITE .1 +/- .5

78 SP457-1 CEILING GRID METAL BLACK 0 +/- .04

79 SP457-1 LIGHT FIXTURE METAL WHITE .01 +/- .16

80 SP457-1 PIPE METAL BLACK .01 +/- .04

81 SP457-1 WALL PLASTER GRAY C .07 +/- .09

82 SP457-1 WALL PLASTER GRAY B 02 +/- .9

83 SP457-1 HANGER METAL ORANGE 2.9 +/- .9 1 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

84 SP457-1 WALL PLASTER GRAY A .1 +/- .9

85 SP454-1 WALL PLASTER WHITE A 0 +/- .1

86 SP454-1 COLUMN PLASTER WHITE D .3 +/- 1.0

87 SP454-1 WINDOW FRAME WOOD WHITE A 3.1 +/- 1.2 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

88 SP454-1 WINDOW SILL WOOD WHITE A 4.2 +/- 1.4 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

89 SP454-1 RADIATOR METAL WHITE A .1 +/- .2

90 SP454-1 RADIATOR PIPE METAL WHITE A .03 +/- .15

91 SP454-1 WALL DRYWALL WHITE B 0 +/- .12

92 SP454-1 BASEBOARD VINYL GRAY B .1 +/- .8

93 SP454-1 WALL PLASTER WHITE C .03 +/- .18

94 SP454-1 DOOR FRAME METAL PINK C .04 +/- .19

95 SP454-1 DOOR METAL PINK C 0 +/- .14

96 SP454-1 CABINET WOOD VARNISH D 0 +/- .14

97 SP454-1 COLUMN DRYWALL WHITE D 0 +/- .01

98 SP454-1 WALL PLASTER WHITE D 0 +/- .07

99 SP454-1 DROP CEILING TILE WOOD WHITE .04 +/- .52

100 SP454-1 CEILING GRID METAL BLACK 0 +/- .03

101 SP454-1 LIGHT FIXTURE METAL WHITE .01 +/- .16

ROOM SP454-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP475-1
102 SP454-1 WALL PLASTER TAN C 0 +/- .01

103 SP454-1 WALL PLASTER TAN A .2 +/- .9

104 SP454-1 WALL PLASTER GREEN A .1 +/- .2

105 SP454-1 WALL PLASTER ORANGE A .05 +/- .16

106 SP454-1 HANGER METAL ORANGE 5.1 +/- 1.6 1 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

107 SP459-1 COLUMN PLASTER WHITE A 0 +/- .7

108 SP459-1 WALL PLASTER WHITE A .1 +/- .1

109 SP459-1 RADIATOR PIPE METAL WHITE A 2.7 +/- 1.0 1 POOR
Abatement or Encapsulation of all 

Lead Based Paint

110 SP459-1 WINDOW FRAME WOOD WHITE A 4.1 +/- 1.2 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

111 SP459-1 WINDOW SILL WOOD WHITE A 2.6 +/- 1.1 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

112 SP459-1 RADIATOR METAL WHITE A .04 +/- .22

113 SP459-1 PLATE METAL WHITE B 0 +/- .06

114 SP459-1 WALL PLASTER WHITE B 0 +/- .12

115 SP459-1 WALL DRYWALL WHITE B 0 +/- .02

116 SP459-1 CONDUIT METAL WHITE B 0 +/- .01

117 SP459-1 WALL PLASTER WHITE C 0 +/- .05

118 SP459-1 DOOR FRAME METAL PINK C .01 +/- .17

119 SP459-1 DOOR METAL PINK C 0 +/- .07

120 SP459-1 WALL DRYWALL WHITE D 0 +/- .1

121 SP459-1 BASEBOARD VINYL GRAY D .6 +/- .9

122 SP459-1 DROP CEILING TILE WOOD WHITE .1 +/- .5

123 SP459-1 CEILING GRID METAL BLACK 0 +/- .03

124 SP459-1 LIGHT FIXTURE METAL WHITE .02 +/- .17

125 SP459-1 HANGER METAL ORANGE 17 +/- 7.1 16 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

126 SP459-1 WALL PLASTER TAN C .2 +/- .9

127 SP459-1 WALL PLASTER TAN B .3 +/- 1.0

128 SP459-1 WALL PLASTER TAN A .07 +/- .69

129 SP452-1 WALL PLASTER WHITE A 0 +/- .06

130 SP452-1 DOOR FRAME METAL WHITE A 0 +/- .12

ROOM SP459-1

ROOM SP452-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP475-1
131 SP452-1 DOOR METAL .02 +/- .19

132 SP452-1 WALL PLASTER WHITE B .02 +/- .21

133 SP452-1 BASEBOARD VINYL BLACK B .5 +/- 1.0

134 SP452-1 WALL PLASTER WHITE C 0 +/- .01

135 SP452-1 COLUMN PLASTER WHITE B .1 +/- .9

136 SP452-1 WINDOW FRAME WOOD WHITE C 5.4 +/- 2.2 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

137 SP452-1 WINDOW SILL WOOD WHITE C 3.2 +/- 1.1 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

138 SP452-1 RADIATOR METAL WHITE C 0 +/- .07

139 SP452-1 RADIATOR PIPE METAL WHITE C 2.4 +/- .8 1 POOR
Abatement or Encapsulation of all 

Lead Based Paint

140 SP452-1 WALL PLASTER WHITE D .5 +/- 1.0

141 SP452-1 DROP CEILING TILE WOOD WHITE 0 +/- .6

142 SP452-1 CEILING GRID METAL BLACK 0 +/- 0

143 SP452-1 LIGHT FIXTURE METAL WHITE 0 +/- .12

144 SP452-1 PIPE METAL BLACK 0 +/- .12

145 SP452-1 WALL PLASTER TAN B 0 +/- .05

146 SP452-1 WALL PLASTER TAN C .01 +/- .03

147 SP452-1 WALL PLASTER GREEN C .1 +/- .8

148 SP452-1 COLUMN PLASTER GREEN C .1 +/- .8

149 SP452-1 COLUMN PLASTER ORANGE C .1 +/- .7

150 SP452-1 WALL PLASTER TAN B .5 +/- 1.0

151 SP452-1 WALL PLASTER GREEN B .8 +/- 1.0

152 SP452-1 WALL PLASTER YELLOW A 0 +/- .9

153 SP452-1 PIPE METAL ORANGE 5.1 +/- 1.7 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

154 SP452-1 HANGER METAL ORANGE 5.1 +/- 1.7 2 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

155 SP455-1 WALL PLASTER WHITE A .1 +/- .1

156 SP455-1 WINDOW FRAME WOOD WHITE A 4.3 +/- 1.2 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

157 SP455-1 WINDOW SILL WOOD WHITE A 0 +/- .1

158 SP455-1 RADIATOR METAL WHITE .02 +/- .09

159 SP455-1 RADIATOR PIPE METAL WHITE A 0 +/- .01

160 SP455-1 WALL DRYWALL WHITE B 0 +/- .06

ROOM SP455-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP475-1
161 SP455-1 BLIND FRAME WOOD WHITE A 0 +/- .11

162 SP455-1 COLUMN DRYWALL WHITE B 0 +/- .01

163 SP455-1 BASEBOARD VINYL GRAY B .8 +/- .9

164 SP455-1 WALL PLASTER WHITE C 0 +/- .01

165 SP455-1 DOOR FRAME METAL PINK C .01 +/- .16

166 SP455-1 DOOR METAL PINK C 0 +/- .13

167 SP455-1 WALL DRYWALL WHITE D 0 +/- .06

168 SP455-1 DROP CEILING TILE WOOD WHITE .2 +/- .5

169 SP455-1 CEILING GRID METAL BLACK 0 +/- .03

170 SP455-1 PIPE METAL BLACK .01 +/- .17

171 SP455-1 LIGHT FIXTURE METAL WHITE .01 +/- .03

172 SP455-1 WALL PLASTER TAN C 0 +/- .08

173 SP455-1 WALL PLASTER TAN A .2 +/- .8

174 SP455-1 WALL PLASTER GREEN A .9 +/- 1.1

175 SP451-1 WALL PLASTER WHITE A 0 +/- .09

176 SP451-1 DOOR FRAME METAL PINK A .04 +/- .2

177 SP451-1 DOOR METAL PINK A .02 +/- .18

178 SP451-1 WALL DRYWALL WHITE B .02 +/- .05

179 SP451-1 BASEBOARD VINYL GRAY B 0 +/- .01

180 SP451-1 COLUMN PLASTER WHITE C .2 +/- 1.0

181 SP451-1 WALL PLASTER WHITE C .02 +/- .12

182 SP451-1 WINDOW FRAME WOOD WHITE C 7.7 +/- 2.9 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

183 SP451-1 WINDOW SILL WOOD WHITE C 2.0 +/- .7 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

184 SP451-1 RADIATOR METAL WHITE C .1 +/- .2

185 SP451-1 RADIATOR PIPE METAL WHITE C 0 +/- .02

186 SP451-1 WALL PLASTER WHITE D 0 +/- .07

187 SP451-1 COLUMN PLASTER WHITE D .3 +/- .9

188 SP451-1 DROP CEILING TILE WOOD WHITE .1 +/- .6

189 SP451-1 CEILING GRID METAL BLACK 0 +/- .02

ROOM SP451-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP475-1
190 SP451-1 LIGHT FIXTURE METAL WHITE 0 +/- .01

191 SP451-1 WALL PLASTER TAN A 0 +/- .01

192 SP451-1 COLUMN PLASTER ORANGE D .5 +/- .9

193 SP451-1 COLUMN PLASTER DARK GREEN D .04 +/- .23

194 SP451-1 WALL PLASTER TAN D 0 +/- .07

195 SP451-1 WALL PLASTER TAN C .02 +/- .11

196 SP451-1 WALL PLASTER GREEN C .1 +/- .1

197 SP453-1 WALL PLASTER WHITE A .2 +/- .8

198 SP453-1 COLUMN PLASTER WHITE B .06 +/- .72

199 SP453-1 WINDOW FRAME WOOD WHITE A 2.9 +/- 1.0 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

200 SP453-1 WINDOW SILL WOOD WHITE A 2.2 +/- .8 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

201 SP453-1 RADIATOR METAL WHITE A .02 +/- .12

202 SP453-1 RADIATOR PIPE METAL WHITE A .21 +/- .16

203 SP453-1 WALL DRYWALL WHITE B .01 +/- .03

204 SP453-1 WALL DRYWALL WHITE C 0 +/- .01

205 SP453-1 BASEBOARD VINYL GRAY C .3 +/- .9

206 SP453-1 DOOR FRAME METAL WHITE C 0 +/- .03

207 SP453-1 DOOR METAL PINK C 0 +/- .13

208 SP453-1 WALL DRYWALL WHITE D 0 +/- .1

209 SP453-1 INTERIOR DOOR FRAME METAL PINK D 0 +/- .01

210 SP453-1 INTERIOR DOOR METAL PINK D .02 +/- .09

211 SP453-1 DROP CEILING TILE WOOD WHITE .4 +/- .6

212 SP453-1 CEILING GRID METAL BLACK 0 +/- .01

213 SP453-1 PIPE METAL BLACK .07 +/- .29

214 SP453-1 LIGHT FIXTURE METAL WHITE .02 +/- .13

215 SP453-1 WALL PLASTER TAN C 0 +/- .09

216 SP453-1 WALL PLASTER TAN B 0 +/- .12

217 SP453-1 WALL PLASTER TAN A .02 +/- .08

218 SP453-1 WALL PLASTER GREEN A .1 +/- .2

ROOM SP453-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP475-1
219 SP453-1 COLUMN PLASTER GREEN B .02 +/- .17

220 SP453-1 VOID

221 SP453-1 COLUMN PLASTER ORANGE B .1 +/- .8

222 SP453-1 HANGER METAL ORANGE .29 +/- .17

223 SP453-1 PIPE METAL BLACK 0 +/- .07

224 CALIBRATION .4 +/- .18

225 CALIBRATION 0 +/- .11

226 CALIBRATION 3.4 +/- .91

275 SP453-1 WALL PLASTER WHITE D 0 +/- .03

276 SP453-1 WALL PLASTER LIGHT GREEN D 0 +/- .05

277 SP453-1 WALL PLASTER TAN D 0 +/- .01

227 SP467-1 WALL PLASTER WHITE A .4 +/- 1.0

228 SP467-1 INTERIOR DOOR FRAME METAL GRAY A 2.2 +/- .9 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

229 SP467-1 INTERIOR DOOR 0 +/- .11

230 SP467-1 EXTERIOR DOOR FRAME METAL GRAY B 3.2 +/- 1.3 8 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

231 SP467-1 EXTERIOR DOOR 0 +/- .08

232 SP467-1 WALL PLASTER WHITE B .1 +/- .8

233 SP467-1 COLUMN PLASTER WHITE B .2 +/- .9

234 SP467-1 WALL PLASTER WHITE C .2 +/- .9

235 SP467-1 WALL PLASTER WHITE D .2 +/- .7

236 SP467-1 WINDOW FRAME WOOD WHITE D 6.8 +/- 2.5 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

237 SP467-1 WINDOW SILL WOOD WHITE D 1.9 +/- .7 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

238 SP467-1 RADIATOR METAL WHITE D .03 +/- .19

239 SP467-1 RADIATOR PIPE METAL WHITE D .33 +/- .25

240 SP467-1 DROP CEILING TILE WOOD WHITE 0 +/- .6

241 SP467-1 CEILING GRID METAL BLACK 0 +/- .04

242 SP467-1 LIGHT FIXTURE METAL WHITE .01 +/- .09

243 SP467-1 PIPE METAL BLACK .01 +/- .01

244 SP467-1 WALL PLASTER BROWN A .03 +/- .05

ROOM SP467-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP475-1
245 SP467-1 WALL PLASTER TAN C .3 +/- 1.0

246 SP467-1 COLUMN PLASTER TAN D .2 +/- .8

247 SP467-1 WALL PLASTER TAN D .2 +/- .9

248 SP472-1 WALL PLASTER WHITE A .9 +/- 1.1

249 SP472-1 CONDUIT METAL WHITE A .05 +/- .22

250 SP472-1 ELECTRICAL BOX 0 +/- .05

251 SP472-1 RADIATOR METAL WHITE B 0 +/- .01

252 SP472-1 RADIATOR PIPE METAL WHITE B .03 +/- .1

253 SP472-1 ACCESS PANEL METAL WHITE A .1 +/- .8

254 SP472-1 WALL PLASTER WHITE B .01 +/- .13

255 SP472-1 COLUMN PLASTER WHITE B .01 +/- .77

256 SP472-1 WINDOW FRAME WOOD WHITE B 5.8 +/- 1.8 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

257 SP472-1 WINDOW SILL WOOD WHITE B 2.9 +/- 1.1 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

258 SP472-1 AIR CONDITIONER PANEL WOOD WHITE B 0 +/- .01

259 SP472-1 WALL PLASTER WHITE C .01 +/- .07

260 SP472-1 PLATE METAL WHITE C .04 +/- .34

261 SP472-1 EXTERIOR DOOR FRAME METAL GRAY D 3.3 +/- 1.3 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

262 SP472-1 EXTERIOR DOOR METAL GRAY D 0 +/- .15

263 SP472-1 INTERIOR DOOR FRAME METAL GRAY A 5.6 +/- 2.0 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

264 SP472-1 INTERIOR DOOR METAL GRAY A 0 +/- .06

265 SP472-1 WALL PLASTER WHITE D .4 +/- .9

266 SP472-1 LIGHT FIXTURE METAL WHITE A 0 +/- .06

267 SP472-1 CEILING GRID METAL BLACK .02 +/- .19

268 SP472-1 PIPE METAL BLACK .02 +/- .02

269 SP472-1 DROP CEILING TILE WOOD WHITE 0 +/- .12

270 SP472-1 WALL PLASTER LIGHT GREEN A .1 +/- .9

271 SP472-1 WALL PLASTER LIGHT GREEN D .4 +/- 1.0

272 SP472-1 WALL PLASTER YELLOW C .04 +/- .12

273 SP472-1 HANGER METAL ORANGE 23 +/- 8.4 4 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

ROOM SP472-1
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XRF 
Sample 
Number
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Number

Room 
Number Building Component Substrate Color
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(sq. ft. ) Damage Abatement options

ROOM SP475-1
274 SP472-1 WALL PLASTER YELLOW B .1 +/- .8

278 SP447-1 WALL DRYWALL WHITE A .01 +/- .12

279 SP447-1 BASEBOARD VINYL GRAY A .01 +/- .06

280 SP447-1 COLUMN DRYWALL WHITE A 0 +/- .06

281 SP447-1 DOOR FRAME METAL PINK A 3.3 +/- 1.5 14 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

282 SP447-1 DOOR METAL PINK A 0 +/- .03

283 SP447-1 WALL DRYWALL WHITE B 0 +/- .01

284 SP447-1 WALL DRYWALL WHITE C .02 +/- .21

285 SP447-1 WINDOW SILL DRYWALL WHITE C 0 +/- .01

286 SP447-1 WINDOW FRAME WOOD WHITE C 3.7 +/- 1.6 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

287 SP447-1 RADIATOR METAL WHITE C .02 +/- .2

288 SP447-1 WALL DRYWALL WHITE D 0 +/- .12

289 SP447-1 DROP CEILING TILE WOOD WHITE .28 +/- .53

290 SP447-1 CEILING GRID METAL BLACK 0 +/- 0

291 SP447-1 LIGHT FIXTURE METAL WHITE .01 +/- .15

292 SP447-1 PIPE METAL BLACK 0 +/- .1

293 SP447-1 PIPE METAL ORANGE 5.1 +/- 1.8 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

294 SP447-1 HANGER METAL ORANGE 4.5 +/- 1.6 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

456 SP431-1 WALL PLASTER WHITE A .1 +/- .3

457 SP431-1 DOOR FRAME METAL GRAY A 1.6 +/- 1.1 8 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

458 SP431-1 DOOR METAL GRAY A 0 +/- .02

459 SP431-1 WALL PLASTER WHITE B .3 +/- .4

460 SP431-1 COLUMN PLASTER WHITE B .1 +/- .8

461 SP431-1 WALL PLASTER WHITE C .5 +/- .9

462 SP431-1 WINDOW FRAME WOOD WHITE C 4.3 +/- 1.6 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

463 SP431-1 WINDOW SILL WOOD WHITE C 2.5 +/- 1.0 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

464 SP431-1 RADIATOR METAL WHITE C 0 +/- .07

465 SP431-1 WALL PLASTER WHITE D .03 +/- .07

ROOM SP447-1

ROOM SP431-1
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XRF 
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Results 

(mg/cm2)

Quantity - 
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(sq. ft. ) Damage Abatement options

ROOM SP475-1
466 SP431-1 CEILING VENT METAL WHITE .01 +/- .18

467 SP431-1 CEILING GRID METAL WHITE 0 +/- .01

468 SP431-1 DROP CEILING TILE WOOD WHITE .05 +/- .58

469 SP431-1 WALL PLASTER BLUE B .02 +/- .72

470 SP431-1 WALL PLASTER BLUE C .4 +/- .9

471 SP431-1 WALL PLASTER BLUE D .2 +/- .8

472 SP431-1 PIPE METAL BLACK .03 +/- .23

473 SP431-1 BRACKET METAL BLACK .03 +/- .02

474 SP431-1 LIGHT FIXTURE METAL WHITE .01 +/- .23

475 SP431-1 HANGER METAL ORANGE 5.1 +/- 1.6 4 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

476 SP431-1 WALL PLASTER BLUE .2 +/- .9

477 SP432-1 WALL PLASTER WHITE A 0 +/- .15

478 SP432-1 DOOR FRAME METAL GRAY A 0 +/- .08

479 SP432-1 DOOR METAL GRAY A 0 +/- .09

480 SP432-1 WALL PLASTER BROWN B 0 +/- .1

481 SP432-1 BASEBOARD VINYL BROWN B 3.9 +/- 1.3 25 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

482 SP432-1 WALL PLASTER WHITE C 0 +/- .08

483 SP432-1 COLUMN PLASTER WHITE D 0 +/- .01

484 SP432-1 WINDOW FRAME WOOD WHITE C 0 +/- .01

485 SP432-1 WINDOW SILL WOOD WHITE C 0 +/- .01

486 SP432-1 RADIATOR METAL WHITE C 0 +/- .06

487 SP432-1 WALL PLASTER WHITE D 0 +/- .01

488 SP432-1 DROP CEILING TILE WOOD WHITE .3 +/- .6

489 SP432-1 CEILING GRID METAL WHITE .01 +/- .15

490 SP432-1 LIGHT FIXTURE METAL WHITE .01 +/- .08

491 SP432-1 WALL PLASTER BLUE B 0 +/- .08

492 SP432-1 ASBESTOS LINED PIPE METAL GRAY 13 +/- 5.4 16 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

493 SP432-1 HANGER METAL ORANGE 19 +/- 6.4 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

494 SP432-1 WALL CONCRETE BLUE C .01 +/- .16

ROOM SP432-1
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ROOM SP475-1
495 SP432-1 WALL CONCRETE BLUE D 0 +/- .1

496 SP432-1 PIPE METAL BLACK .02 +/- .23

497 SP432-1 CEILING FAN METAL WHITE .03 +/- .13

498 SP430-1 WALL PLASTER WHITE A 0 +/- .1

499 SP430-1 EXTERIOR DOOR FRAME METAL BROWN A .01 +/- .19

500 SP430-1 EXTERIOR DOOR METAL BROWN A .01 +/- .17

501 SP430-1 WALL PLASTER WHITE B .2 +/- .9

502 SP430-1 WALL PLASTER WHITE C .02 +/- .71

503 SP430-1 COLUMN PLASTER WHITE C .02 +/- .05

504 SP430-1 WINDOW FRAME WOOD WHITE C 2.8 +/- 1.0 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

505 SP430-1 WINDOW SILL WOOD WHITE C 2.1 +/- .8 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

506 SP430-1 WALL PLASTER WHITE D 0 +/- .09

507 SP430-1 INTERIOR DOOR FRAME METAL GRAY A 4.1 +/- 1.4 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

508 SP430-1 INTERIOR DOOR METAL GRAY 0 +/- .09

509 SP430-1 CEILING DRYWALL WHITE 0 +/- .01

510 SP430-1 CEILING VENT METAL GRAY 0 +/- .03

511 SP430-1 ACCESS PANEL METAL WHITE .01 +/- .16

512 SP430-1 LIGHT FIXTURE METAL WHITE 0 +/- .03

889 SP430A-1 BASEBOARD CERAMIC TILE PEACH 17 +/- 6.8 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

890 SP430A-1 WALL DRYWALL WHITE A 0 +/- .01

891 SP430A-1 WALL PLASTER WHITE B .05 +/- .07

513 SP401-1 WALL PLASTER WHITE A .02 +/- .1

514 SP401-1 COLUMN PLASTER WHITE A 0 +/- .8

515 SP401-1 WINDOW FRAME WOOD WHITE A 6.5 +/- 2.4 12 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

516 SP401-1 WINDOW SILL WOOD WHITE A 5.0 +/- 1.8 8 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

517 SP401-1 RADIATOR METAL WHITE A 0 +/- .01

518 SP401-1 WALL PLASTER WHITE B .02 +/- .13

519 SP401-1 INTERIOR DOOR FRAME METAL GRAY B .04 +/- .15

ROOM SP430/430A-1

ROOM SP401-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color
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(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP475-1
520 SP401-1 INTERIOR DOOR METAL GRAY B 0 +/- .03

521 SP401-1 EXTERIOR DOOR FRAME METAL GRAY C 2.4 +/- 1.1 8 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

522 SP401-1 EXTERIOR DOOR METAL GRAY C .01 +/- .17

523 SP401-1 WALL PLASTER WHITE C .1 +/- .8

524 SP401-1 WALL PLASTER WHITE D 0 +/- .01

525 SP401-1 DROP CEILING TILE WOOD WHITE .01 +/- .15

526 SP401-1 CEILING GRID METAL BLACK .1 +/- .2

527 SP401-1 LIGHT FIXTURE METAL WHITE .1 +/- .2

528 SP401-1 PIPE METAL BLACK .01 +/- .03

529 SP401-1 PIPE CONNECTOR METAL ORANGE .22 +/- .06

530 SP401-1 PIPE CONNECTOR METAL RED .7 +/- .1

531 SP401-1 CEILING PLASTER WHITE .6 +/- .9

532 SP401-1 WALL PLASTER GREEN C .05 +/- .74

533 SP401-1 BRACKET METAL BLACK 0 +/- .01

534 SP402-1 WALL PLASTER WHITE A .05 +/- .19

535 SP402-1 COLUMN PLASTER WHITE B 0 +/- .8

536 SP402-1 WINDOW FRAME WOOD WHITE A 7.3 +/- 2.8 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

537 SP402-1 WINDOW SILL WOOD WHITE A 4.4 +/- 1.3 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

538 SP402-1 RADIATOR METAL WHITE A 0 +/- .05

539 SP402-1 RADIATOR PIPE METAL WHITE A .1 +/- .42

540 SP402-1 WALL PLASTER WHITE B .02 +/- .1

541 SP402-1 INTERIOR DOOR FRAME METAL GRAY D 4.8 +/- 2.2 14 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

542 SP402-1 EXTERIOR DOOR FRAME METAL GRAY C 2.6 +/- 1.1 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

543 SP402-1 EXTERIOR DOOR METAL GRAY C 0 +/- .1

544 SP402-1 INTERIOR DOOR METAL GRAY D 0 +/- .15

545 SP402-1 WALL PLASTER WHITE C 0 +/- .04

546 SP402-1 WALL PLASTER WHITE D .01 +/- .11

547 SP402-1 DROP CEILING TILE WOOD WHITE .1 +/- .6

548 SP402-1 CEILING GRID METAL BLACK .01 +/- .12

ROOM SP402/402A-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP475-1
549 SP402-1 LIGHT FIXTURE METAL WHITE .1 +/- .1

550 SP402-1 CEILING PLASTER WHITE .2 +/- .8

551 SP402-1 WALL PLASTER ORANGE C .3 +/- 1.0

552 SP402-1 WALL PLASTER GREEN D 0 +/- .01

553 SP402-1 BRACKET METAL BLACK 0 +/- .08

554 SP402-1 PIPE METAL BLACK .01 +/- .17

555 SP402-1 PIPE CONNECTOR METAL ORANGE .15 +/- .1

556 SP402-1 PIPE CONNECTOR METAL RED .47 +/- .12

557 SP402-1 WALL PLASTER GREEN B 0 +/- .1

558 SP433-1 WALL CERAMIC TILE YELLOW A 17 +/- 7.1 140 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

559 SP433-1 EXTERIOR DOOR FRAME METAL GRAY A 1.5 +/- .4 8 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

560 SP433-1 EXTERIOR DOOR METAL GRAY A 0 +/- .12

561 SP433-1 WALL CERAMIC TILE YELLOW B 14 +/- 6.2 120 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

562 SP433-1 WALL DRYWALL WHITE C .8 +/- .9

563 SP433-1 INTERIOR DOOR FRAME METAL GRAY C 0 +/- .09

564 SP433-1 INTERIOR DOOR METAL GRAY C .01 +/- .16

565 SP433-1 WALL CERAMIC TILE YELLOW D 17 +/- 7 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

566 SP433-1 CLOSET DOOR FRAME WOOD WHITE D 3.6 +/- 1.3 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

567 SP433-1 CLOSET SHELVES METAL 0 +/- .27

568 SP433-1 WALL DRYWALL WHITE A 3.5 +/- 1.1 20 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

569 SP433-1 WALL DRYWALL WHITE D 1.3 +/- .6 30 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

570 SP433-1 INTERIOR DOOR FRAME METAL WHITE D 0 +/- .09

571 SP433-1 DROP CEILING TILE WOOD WHITE .01 +/- .52

572 SP433-1 CEILING GRID METAL BLACK 0 +/- .01

573 SP433-1 LIGHT FIXTURE METAL WHITE .02 +/- .15

574 SP433-1 PIPE METAL BLACK .03 +/- .09

575 SP433-1 HANGER METAL ORANGE 19 +/- 7.1 2 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

576 SP400-1 WALL PLASTER WHITE A 0 +/- .01

ROOM SP433-1

ROOM SP400-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color
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Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP475-1
577 SP400-1 WINDOW FRAME WOOD WHITE A 1.8 +/- .5 5 INTACT

Abatement or Encapsulation of all 
Lead Based Paint

578 SP400-1 WINDOW SILL WOOD WHITE A 3.9 +/- 1.1 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

579 SP400-1 RADIATOR METAL WHITE A .01 +/- .2

580 SP400-1 WALL DRYWALL WHITE B 0 +/- .16

581 SP400-1 WALL PLASTER WHITE C 0 +/- .09

582 SP400-1 COLUMN PLASTER WHITE D .6 +/- .9

583 SP400-1 DOOR FRAME METAL GRAY C 0 +/- .01

584 SP400-1 DOOR METAL GRAY C 0 +/- .07

585 SP400-1 WALL DRYWALL WHITE D 0 +/- .08

586 SP400-1 DROP CEILING TILE WOOD WHITE .1 +/- .6

587 SP400-1 CEILING GRID METAL BLACK 0 +/- .04

588 SP400-1 LIGHT FIXTURE METAL WHITE 0 +/- .09

589 SP400-1 CEILING PLASTER WHITE 0 +/- .02

590 SP400-1 WALL PLASTER GREEN C .7 +/- .9

591 SP400-1 BRACKET METAL BLACK .01 +/- .13

592 SP400-1 PIPE METAL BLACK .01 +/- .11

593 SP481-1 WALL PLASTER WHITE A .4 +/- .9

594 SP481-1 WINDOW FRAME WOOD WHITE A 10 +/- 2.1 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

595 SP481-1 WINDOW SILL WOOD WHITE A 3.7 +/- 1.3 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

596 SP481-1 RADIATOR METAL WHITE A .01 +/- .16

597 SP481-1 WALL DRYWALL WHITE B 0 +/- .11

598 SP481-1 WALL PLASTER WHITE C .05 +/- .18

599 SP481-1 DOOR FRAME METAL GRAY C .9 +/- .4

600 SP481-1 DOOR METAL GRAY C 0 +/- .05

601 SP481-1 WALL PLASTER WHITE D .01 +/- .01

602 SP481-1 DROP CEILING TILE WOOD WHITE .1 +/- .6

603 SP481-1 CEILING GRID METAL BLACK 0 +/- .02

604 SP481-1 LIGHT FIXTURE METAL WHITE .01 +/- .09

605 SP481-1 PIPE METAL BLACK 0 +/- .1

ROOM SP481-1



ALEDA E. LUTZ
DEPARTMENT OF VETERANS AFFAIRS MEDICAL CENTER

BUILDING 1
XRF SAMPLING RESULTS

Page 341 of 418

XRF 
Sample 
Number

Building 
Number
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Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP475-1
606 SP481-1 HANGER METAL ORANGE 5.1 +/- 1.6 4 INTACT

Abatement or Encapsulation of all 
Lead Based Paint

607 SP480-1 WALL PLASTER WHITE A .1 +/- .9

608 SP480-1 COLUMN PLASTER WHITE D .1 +/- .1

609 SP480-1 WINDOW FRAME WOOD WHITE A 3.6 +/- 1.1 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

610 SP480-1 WINDOW SILL WOOD WHITE A 2.5 +/- 1.0 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

611 SP480-1 RADIATOR METAL WHITE A 0 +/- .12

612 SP480-1 RADIATOR PIPE METAL WHITE A 9.4 +/- 2.9 1 POOR
Abatement or Encapsulation of all 

Lead Based Paint

613 SP480-1 WALL PLASTER WHITE B .07 +/- .16

614 SP480-1 WALL PLASTER WHITE C .1 +/- .2

615 SP480-1 DOOR FRAME METAL BROWN C .01 +/- .16

616 SP480-1 DOOR METAL BROWN C 0 +/- .16

617 SP480-1 BASEBOARD VINYL GRAY C 0 +/- .02

618 SP480-1 WALL DRYWALL WHITE D .01 +/- .12

619 SP480-1 DROP CEILING TILE WOOD WHITE .03 +/- .54

620 SP480-1 CEILING GRID METAL BLACK .02 +/- .17

621 SP480-1 LIGHT FIXTURE METAL WHITE 0 +/- .01

622 SP480-1 BRACKET METAL BLACK 0 +/- .07

623 SP480-1 PIPE METAL WHITE .04 +/- .18

624 SP480-1 DUCTWORK METAL WHITE .04 +/- .03

625 SP480-1 PIPE METAL BLACK 0 +/- .08

626 SP480-1 HANGER METAL ORANGE 19 +/- 7.7 1 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

627 SP480-1 CEILING CONCRETE WHITE .5 +/- .9

628 CALIBRATION .3 +/- .06

629 CALIBRATION 0 +/- .1

630 CALIBRATION 2.9 +/- .5

631 SHUTTER CALIBRATION

632 CALIBRATION 1.1 +/- .07

633 CALIBRATION 0 +/- .1

ROOM SP480-1

ROOM SP403/403A-1
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XRF 
Sample 
Number
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Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP475-1
634 CALIBRATION .33 +/- .15

635 SP403-1 WALL PLASTER WHITE A .03 +/- .07

636 SP403-1 COLUMN PLASTER WHITE A 0 +/- .03

637 SP403-1 WINDOW FRAME WOOD WHITE A 3.4 +/- 1.1 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

638 SP403-1 WINDOW SILL WOOD WHITE A 3.0 +/- 1.0 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

639 SP403-1 RADIATOR METAL WHITE A 0 +/- .05

640 SP403-1 WALL PLASTER WHITE B .1 +/- .3

641 SP403-1 BASEBOARD VINYL BROWN B 4.7 +/- 1.7 8 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

642 SP403-1 INTERIOR DOOR FRAME METAL GRAY B 0 +/- .05

643 SP403-1 INTERIOR DOOR METAL GRAY B 0 +/- .01

644 SP403-1 WALL DRYWALL WHITE C 0 +/- .7

645 SP403-1 BASEBOARD VINYL GRAY C .01 +/- .13

646 SP403-1 EXTERIOR DOOR FRAME METAL GRAY C .06 +/- .32

647 SP403-1 EXTERIOR DOOR METAL GRAY C 0 +/- .01

648 SP403-1 WALL PLASTER WHITE D .7 +/- 1.1

649 SP403-1 DROP CEILING TILE WOOD WHITE .07 +/- .58

650 SP403-1 CEILING GRID METAL BLACK .02 +/- .05

651 SP403-1 CEILING FAN METAL WHITE .01 +/- .15

652 SP403-1 LIGHT FIXTURE METAL WHITE 0 +/- .12

653 SP403-1 SPEAKER METAL WHITE 0 +/- .08

654 SP403-1 BRACKET METAL BLACK .01 +/- .04

655 SP403-1 PIPE METAL BLACK .01 +/- .03

656 SP403-1 CEILING GRID METAL WHITE 0 +/- .05

657 SP418-1 WALL PLASTER WHITE A 0 +/- .09

658 SP418-1 COLUMN PLASTER WHITE A 0 +/- .01

659 SP418-1 WINDOW FRAME WOOD WHITE A 3.3 +/- 1.1 15 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

660 SP418-1 WINDOW SILL WOOD WHITE A .03 +/- .16

661 SP418-1 RADIATOR METAL WHITE A 0 +/- .08

662 SP418-1 LOCKER METAL TAN D 2.2 +/- .5 175 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

ROOM SP418-1
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ROOM SP475-1
663 SP418-1 BASEBOARD VINYL GRAY D 0 +/- .01

664 SP418-1 WALL DRYWALL WHITE B 0 +/- .01

665 SP418-1 WALL PLASTER WHITE C 0 +/- .11

666 SP418-1 DOOR FRAME METAL GRAY C 0 +/- .12

667 SP418-1 DOOR METAL GRAY C 0 +/- .11

668 SP418-1 WALL PLASTER WHITE D 0 +/- .05

669 SP418-1 DROP CEILING TILE WOOD WHITE .1 +/- .2

670 SP418-1 CEILING GRID METAL WHITE 0 +/- .06

671 SP418-1 LIGHT FIXTURE METAL WHITE .02 +/- .22

672 SP418-1 CEILING FAN METAL WHITE .01 +/- .13

673 SP418-1 BRACKET METAL GREEN 0 +/- .07

674 SP417-1 WALL PLASTER WHITE A .02 +/- 1

675 SP417-1 WINDOW FRAME WOOD WHITE A 4.1 +/- 1.5 15 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

676 SP417-1 WINDOW SILL WOOD WHITE A 2 +/- .7 9 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

677 SP417-1 RADIATOR METAL WHITE A 0 +/- .09

678 SP417-1 LOCKER METAL TAN D 2.6 +/- .6 175 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

679 SP417-1 LOCKER SHELF METAL ORANGE D 2.2 +/- .9 200 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

680 SP417-1 WALL DRYWALL WHITE B 0 +/- .04

681 SP417-1 COLUMN PLASTER WHITE B 0 +/- .11

682 SP417-1 DOOR FRAME METAL GRAY C 0 +/- .08

683 SP417-1 DOOR METAL GRAY C 0 +/- .04

684 SP417-1 WALL PLASTER WHITE C 0 +/- 01

685 SP417-1 BASEBOARD VINYL GRAY C .01 +/- .09

686 SP417-1 WALL PLASTER WHITE D .02 +/- .13

687 SP417-1 DROP CEILING TILE WOOD WHITE .4 +/- .4

688 SP417-1 CEILING GRID METAL WHITE 0 +/- .02

689 SP417-1 CEILING FAN METAL WHITE .04 +/- .17

690 SP417-1 PIPE METAL BLACK .01 +/- .01

691 SP417-1 LIGHT FIXTURE METAL WHITE .03 +/- .2

ROOM SP417-1
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ROOM SP475-1
692 SP417-1 BRACKET METAL GREEN .02 +/- .18

693 SP417-1 PIPE METAL ORANGE 5.1 +/- 1.7 13 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

694 SP417-1 HANGER METAL ORANGE 5.1 +/- 1.7 19 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

695 SP417-1 HANGER METAL YELLOW 0 +/- .05

696 SP424-1 WALL PLASTER WHITE A 0 +/- .01

697 SP424-1 COLUMN PLASTER WHITE D .04 +/- .71

698 SP424-1 DOOR FRAME METAL GRAY A 0 +/- .09

699 SP424-1 DOOR METAL GRAY A 0 +/- .04

700 SP424-1 WALL DRYWALL WHITE B 0 +/- .08

701 SP424-1 BASEBOARD VINYL GRAY B 0 +/- .05

702 SP424-1 LOCKER METAL GRAY B 2.5 +/- .6 40 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

703 SP424-1 LOCKER SHELF METAL ORANGE B 1.4 +/- .2 60 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

704 SP424-1 RADIATOR METAL WHITE C 0 +/- .11

705 SP424-1 WALL PLASTER WHITE C .1 +/- .1

706 SP424-1 WINDOW FRAME WOOD WHITE C 8.7 +/- 3.0 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

707 SP424-1 WINDOW SILL WOOD WHITE C 3.9 +/- 1.2 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

708 SP424-1 WALL PLASTER WHITE D 0 +/- .11

709 SP424-1 DROP CEILING TILE WOOD WHITE .2 +/- .5

710 SP424-1 CEILING GRID METAL WHITE 0 +/- .02

711 SP424-1 CEILING FAN METAL WHITE .01 +/- .13

712 SP424-1 LIGHT FIXTURE METAL WHITE 0 +/- .04

713 SP424-1 PIPE METAL BLACK .03 +/- .26

714 SP424-1 PIPE CONNECTOR METAL ORANGE .5 +/- .2

715 SP424-1 PIPE CONNECTOR METAL RED .3 +/- .16

716 SP426-1 WALL DRYWALL WHITE A 0 +/- .06

717 SP426-1 COLUMN DRYWALL WHITE D 0 +/- .08

718 SP426-1 BASEBOARD VINYL GRAY D .02 +/- .11

719 SP426-1 DOOR FRAME METAL WHITE A 2.3 +/- .9 8 POOR
Abatement or Encapsulation of all 

Lead Based Paint

ROOM SP24-1

ROOM SP426-1
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ROOM SP475-1
720 SP426-1 DOOR METAL BLUE A .01 +/- .16

721 SP426-1 WALL DRYWALL WHITE B 0 +/- .01

722 SP426-1 WALL DRYWALL WHITE C 0 +/- .01

723 SP426-1 WINDOW FRAME WOOD WHITE C 6.6 +/- 2.8 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

724 SP426-1 WINDOW SILL WOOD WHITE C 4.2 +/- 1.3 1 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

725 SP426-1 WALL DRYWALL WHITE D .01 +/- .16

726 SP426-1 DROP CEILING TILE WOOD WHITE .1 +/- .56

727 SP426-1 CEILING GRID METAL BLACK .01 +/- .04

728 SP426-1 PIPE METAL BLACK .01 +/- .13

729 SP426-1 LIGHT FIXTURE METAL WHITE 0 +/- .02

730 SP426-1 CEILING FAN METAL WHITE .21 +/- .6

731 SP426-1 PIPE METAL ORANGE 5.1 +/- 1.9 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

732 SP426-1 HANGER METAL ORANGE 5.5 +/- 2.1 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

733 SP425-1 WALL CERAMIC TILE WHITE A .06 +/- .1

734 SP425-1 DOOR FRAME METAL GRAY A 3.9 +/- 1.4 8 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

735 SP425-1 DOOR METAL GRAY A 0 +/- .12

736 SP425-1 STALL METAL GRAY B 0 +/- .01

737 SP425-1 WALL CERAMIC TILE WHITE B .1 +/- .3

738 SP425-1 WALL CERAMIC TILE WHITE C 1.5 +/- .6 100 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

739 SP425-1 WINDOW FRAME WOOD WHITE C 5.7 +/- 1.6 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

740 SP425-1 WINDOW SILL WOOD WHITE C 8.7 +/- 3.0 1 POOR
Abatement or Encapsulation of all 

Lead Based Paint

741 SP425-1 RADIATOR METAL WHITE C 0 +/- .08

742 SP425-1 WALL CERAMIC TILE WHITE D .1 +/- .26

743 SP425-1 CEILING VENT METAL WHITE .02 +/- .14

744 SP425-1 DROP CEILING TILE WOOD WHITE .01 +/- .12

745 SP425-1 CEILING GRID METAL WHITE 0 +/- .01

746 SP425-1 LIGHT FIXTURE METAL WHITE 0 +/- .12

747 SP425-1 HANGER METAL ORANGE 17 +/- 6.6 9 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

748 SP425-1 BEAM METAL GRAY .02 +/- .03

ROOM SP425-1
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ROOM SP475-1

749 SPFC4A-1 DOOR FRAME METAL WHITE A 2.9 +/- .8 4 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

750 SPFC4A-1 DOOR FRAME METAL BLUE A 3.3 +/- 1.4 4 POOR
Abatement or Encapsulation of all 

Lead Based Paint

751 SPFC4A-1 DOOR WOOD VARNISH A 0 +/- .04

752 SPFC4A-1 WALL PLASTER WHITE B .4 +/- .9

753 SPFC4A-1 WALL PLASTER WHITE C .03 +/- .04

754 SPFC4A-1 WALL PLASTER WHITE D .04 +/- .04

755 SPFC4A-1 PIPE METAL RED 0 +/- .12

756 SPFC4A-1 CONDUIT METAL WHITE .1 +/- .2

757 SPFC4A-1 VALVE METAL RED .04 +/- .36

758 SPFC4A-1 BASEBOARD PLASTER RED .04 +/- .24

759 SPFC4A-1 FLOOR CONCRETE RED .2 +/- .8

760 SPFC4A-1 CEILING PLASTER WHITE .1 +/- .8

761 SP440-1 WALL DRYWALL WHITE A 0 +/- .09

762 SP440-1 DOOR FRAME METAL GRAY A 0 +/- .08

763 SP440-1 DOOR METAL GRAY A 0 +/- .05

764 SP440-1 BASEBOARD VINYL GRAY A 0 +/- .01

765 SP440-1 WALL DRYWALL WHITE B 0 +/- .04

766 SP440-1 WALL PLASTER WHITE C .1 +/- .2

767 SP440-1 WINDOW FRAME WOOD WHITE C 3.3 +/- 1.1 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

768 SP440-1 WINDOW SILL WOOD WHITE C 3.2 +/- 1.1 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

769 SP440-1 RADIATOR METAL WHITE C .01 +/- .15

770 SP440-1 RADIATOR PIPE METAL WHITE C 3.2 +/- 2.2 1 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

771 SP440-1 WALL DRYWALL WHITE D 0 +/- .06

772 SP440-1 DROP CEILING TILE WOOD WHITE 0 +/- .6

773 SP440-1 CEILING GRID METAL BLACK .02 +/- .16

774 SP440-1 LIGHT FIXTURE METAL WHITE .1 +/- .1

775 SP440-1 PIPE METAL BLACK .01 +/- .07

776 SP440-1 HANGER METAL ORANGE 9.0 +/- 2.8 4 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

ROOM SPFC4A-1

ROOM SP440-1
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ROOM SP475-1

777 SPFC4B-1 WALL PLASTER WHITE A .01 +/- .01

778 SPFC4B-1 DOOR FRAME METAL WHITE B 4.4 +/- 1.7 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

779 SPFC4B-1 DOOR WOOD VARNISH B .01 +/- .06

780 SPFC4B-1 WALL PLASTER WHITE C .31 +/- .16

781 SPFC4B-1 WALL PLASTER WHITE D .01 +/- .01

782 SPFC4B-1 CEILING PLASTER WHITE .4 +/- .8

783 SPFC4B-1 PIPE METAL RED 0 +/- .06

784 SPFC4B-1 CONDUIT METAL WHITE .06 +/- .27

785 SPFC4B-1 ELECTRICAL BOX METAL RED .03 +/- .22

786 SPFC4B-1 ELECTRICAL BOX METAL WHITE .01 +/- .04

787 SPFC4B-1 VALVE METAL RED .09 +/- .27

788 SPFC4B-1 BRACKET METAL RED .5 +/- .2

789 SPFC4B-1 BASEBOARD PLASTER RED .8 +/- .1

790 SPFC4B-1 FLOOR CONCRETE RED .6 +/- .2

791 SPFC4B-1 DOOR HINGE METAL BLACK .14 +/- .1

792 SP405H-1 WALL PLASTER WHITE A .06 +/- .27

793 SP405H-1 WINDOW FRAME WOOD WHITE A 10 +/- 3.2 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

794 SP405H-1 WINDOW SILL WOOD WHITE A 3.5 +/- 1.1 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

795 SP405H-1 WALL DRYWALL WHITE B 0 +/- .01

796 SP405H-1 BASEBOARD VINYL BROWN B 0 +/- .01

797 SP405H-1 WALL DRYWALL WHITE C .02 +/- .21

798 SP405H-1 DOOR FRAME METAL BROWN C .01 +/- .18

799 SP405H-1 DOOR METAL BROWN C 0 +/- .09

800 SP405H-1 WALL DRYWALL WHITE D 0 +/- .05

801 SP405H-1 DROP CEILING TILE WOOD WHITE .01 +/- .02

802 SP405H-1 CEILING GRID METAL BLACK .02 +/- .36

803 SP405H-1 CEILING FAN METAL WHITE 0 +/- .13

804 SP405H-1 PIPE METAL RED .1 +/- .2

ROOM SPFC4B-1

ROOM SP405H-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP475-1

805 SP405G-1 WALL DRYWALL WHITE A 0 +/- .11

806 SP405G-1 BASEBOARD VINYL BROWN A 0 +/- .05

807 SP405G-1 WALL DRYWALL WHITE B 0 +/- .09

808 SP405G-1 DOOR FRAME METAL GRAY B 0 +/- .13

809 SP405G-1 DOOR METAL GRAY B 0 +/- .1

810 SP405G-1 WALL DRYWALL WHITE C 0 +/- .1

811 SP405G-1 WALL PLASTER RED D .7 +/- 1.0

812 SP405G-1 WINDOW FRAME WOOD RED D 2.7 +/- 1.0 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

813 SP405G-1 WINDOW SILL WOOD RED D 2 +/- .7 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

814 SP405G-1 RADIATOR METAL RED D 0 +/- .15

815 SP405G-1 CEILING FAN METAL WHITE 0 +/- .11

816 SP405G-1 LIGHT FIXTURE METAL WHITE .02 +/- .2

817 SP405G-1 CEILING GRID METAL BLACK .02 +/- .13

818 SP405G-1 DROP CEILING TILE WOOD WHITE 0 +/- .04

819 SP405S-1 WALL DRYWALL WHITE A .01 +/- .21

820 SP405S-1 WALL DRYWALL BLUE B .03 +/- .15

821 SP405S-1 WALL PLASTER WHITE C 0 +/- .1

822 SP405S-1 BASEBOARD VINYL GRAY C .7 +/- .9

823 SP405S-1 WALL DRYWALL WHITE D 0 +/- .01

824 SP405S-1 DOOR FRAME METAL BROWN D 0 +/- .03

825 SP405S-1 DOOR METAL BROWN D .01 +/- .07

826 SP405S-1 CEILING FAN METAL WHITE 0 +/- .01

827 SP405S-1 CEILING GRID METAL BLACK .02 +/- .02

828 SP405S-1 DROP CEILING TILE WOOD WHITE 0 +/- .06

829 SP442-1 WALL DRYWALL WHITE A 0 +/- .06

830 SP442-1 BASEBOARD VINYL GRAY A 0 +/- .03

831 SP442-1 DOOR FRAME METAL GRAY A 0 +/- .07

ROOM SP405S-1

ROOM SP442-1

ROOM SP405G-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP475-1
832 SP442-1 DOOR METAL GRAY A 0 +/- 0

833 SP442-1 WALL DRYWALL WHITE B 0 +/- .03

834 SP442-1 WALL PLASTER WHITE C .01 +/- .05

835 SP442-1 WINDOW FRAME WOOD WHITE C 4.6 +/- 1.3 5 POOR
Abatement or Encapsulation of all 

Lead Based Paint

836 SP442-1 WINDOW SILL WOOD WHITE C 4.1 +/- 1.2 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

837 SP442-1 RADIATOR METAL WHITE C 0 +/- .12

838 SP442-1 RADIATOR PIPE METAL WHITE C .03 +/- .12

839 SP442-1 ACCESS PANEL METAL WHITE C 0 +/- .08

840 SP442-1 ELECTRICAL PLATE METAL WHITE C .03 +/- .22

841 SP442-1 WALL DRYWALL WHITE D .01 +/- .15

842 SP442-1 DROP CEILING TILE WOOD WHITE .07 +/- .2

843 SP442-1 CEILING GRID METAL BLACK 0 +/- .01

844 SP442-1 LIGHT FIXTURE METAL WHITE .01 +/- .16

845 SP442-1 BRACKET METAL BLACK .01 +/- .17

846 SP477-1 WALL DRYWALL WHITE A 0 +/- .07

847 SP477-1 BASEBOARD VINYL GRAY A .03 +/- .15

848 SP477-1 WALL PLASTER WHITE B .21 +/- .18

849 SP477-1 COLUMN PLASTER WHITE B 0 +/- .1

850 SP477-1 WALL PLASTER WHITE C .2 +/- .2

851 SP477-1 DOOR FRAME METAL BROWN C 0 +/- .13

852 SP477-1 DOOR METAL BROWN C 0 +/- .08

853 SP477-1 WALL DRYWALL WHITE D 0 +/- .08

854 SP477-1 CEILING FAN METAL WHITE .3 +/- .8

855 SP477-1 CEILING GRID METAL BLACK 0 +/- .01

856 SP477-1 LIGHT FIXTURE METAL WHITE .01 +/- .13

857 SP477-1 PIPE METAL WHITE .03 +/- .05

858 SP477-1 PIPE METAL BLACK .01 +/- .15

859 SP477-1 HANGER METAL ORANGE 7.9 +/- 2.0 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

860 SP477-1 DROP CEILING TILE METAL ORANGE 0 +/- .6

ROOM SP477-1
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XRF 
Sample 
Number

Building 
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Room 
Number Building Component Substrate Color
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(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP475-1

861 SP471-1 WALL PLASTER WHITE A 0 +/- .8

862 SP471-1 WALL PLASTER WHITE B 0 +/- .08

863 SP471-1 WINDOW FRAME WOOD WHITE B 2.5 +/- 1.0 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

864 SP471-1 WINDOW SILL WOOD WHITE B 2.4 +/- .8 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

865 SP471-1 RADIATOR METAL WHITE B .6 +/- 1.0

866 SP471-1 RADIATOR PIPE METAL WHITE B .05 +/- .13

867 SP471-1 PANEL WOOD WHITE B 0 +/- .01

868 SP471-1 ACCESS PANEL METAL WHITE C 1.5 +/- .8 2 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

869 SP471-1 CONDUIT METAL WHITE C 0 +/- .01

870 SP471-1 ELECTRICAL BOX METAL WHITE C .02 +/- .18

871 SP471-1 WALL PLASTER WHITE C 0 +/- .07

872 SP471-1 BASEBOARD CERAMIC TILE PEACH C 10 +/- 2.5 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

873 SP471-1 INTERIOR DOOR FRAME METAL GRAY C 3.3 +/- 1.4 14 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

874 SP471-1 INTERIOR DOOR METAL GRAY C 0 +/- .1

875 SP471-1 EXTERIOR DOOR FRAME METAL GRAY D .4 +/- .3

876 SP471-1 EXTERIOR DOOR METAL GRAY D 0 +/- .11

877 SP471-1 WALL PLASTER WHITE D 0 +/- .7

878 SP471-1 DROP CEILING TILE WOOD WHITE .2 +/- .5

879 SP471-1 CEILING GRID METAL BLACK .01 +/- .04

880 SP471-1 LIGHT FIXTURE METAL WHITE .02 +/- .13

881 SP471-1 PIPE METAL BLACK .02 +/- .2

882 SP471-1 WALL PLASTER TAN A .4 +/- .9

883 SP471-1 WALL PLASTER BROWN C .04 +/- .11

884 SP471-1 WALL PLASTER TAN D .01 +/- .03

885 SP471-1 WALL PLASTER TAN B .1 +/- .8

886 CALIBRATION 1.1 +/- .11

887 CALIBRATION 0 +/- .02

888 CALIBRATION 3.2 +/- .87

ROOM SP471-1

ROOM SP441-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color
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(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP475-1
892 SP441-1 WALL PLASTER WHITE A 0 +/- .01

893 SP441-1 DOOR FRAME METAL PINK A 1.4 +/- .8 8 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

894 SP441-1 DOOR METAL PINK A 0 +/- .14

895 SP441-1 COLUMN PLASTER WHITE A .2 +/- .9

896 SP441-1 WALL PLASTER WHITE B .04 +/- .73

897 SP441-1 WALL PLASTER WHITE C .3 +/- 1.0

898 SP441-1 BASEBOARD VINYL GRAY C .02 +/- .16

899 SP441-1 ACCESS PANEL METAL WHITE C .01 +/- .16

900 SP441-1 RADIATOR METAL WHITE C 0 +/- .02

901 SP441-1 RADIATOR PIPE METAL WHITE C .4 +/- 1.0

902 SP441-1 WINDOW FRAME WOOD WHITE C 2.1 +/- .9 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

903 SP441-1 WINDOW SILL WOOD WHITE C 0 +/- .1

904 SP441-1 WALL DRYWALL WHITE D 0 +/- .01

905 SP441-1 WALL DRYWALL WHITE C 0 +/- .07

906 SP441-1 DROP CEILING TILE WOOD WHITE .3 +/- .6

907 SP441-1 CEILING GRID METAL BLACK 0 +/- .12

908 SP441-1 LIGHT FIXTURE METAL WHITE .01 +/- .12

909 SP441-1 PIPE METAL BLACK .04 +/- .21

910 SP441-1 HANGER METAL ORANGE .01 +/- .21

911 SP479-1 WALL PLASTER CREAM A .1 +/- .9

912 SP479-1 COLUMN PLASTER CREAM C .4 +/- .9

913 SP479-1 WINDOW FRAME WOOD CREAM A 4.0 +/- 1.3 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

914 SP479-1 WINDOW SILL WOOD CREAM A 5.1 +/- 1.9 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

915 SP479-1 RADIATOR METAL CREAM A .02 +/- .19

916 SP479-1 CONDUIT METAL CREAM A .3 +/- .5

917 SP479-1 WALL DRYWALL CREAM B 0 +/- .06

918 SP479-1 WALL PLASTER CREAM C .01 +/- .13

919 SP479-1 DOOR FRAME METAL PINK C 3.1 +/- 1.3 7 POOR
Abatement or Encapsulation of all 

Lead Based Paint

920 SP479-1 DOOR METAL PINK C 0 +/- .07

ROOM SP479-1
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ROOM SP475-1
921 SP479-1 WALL PLASTER WHITE D .1 +/- .7

922 SP479-1 DROP CEILING TILE WOOD WHITE .2 +/- .5

923 SP479-1 CEILING GRID METAL BLACK 0 +/- 0

924 SP479-1 LIGHT FIXTURE METAL WHITE .04 +/- .18

925 SP479-1 CEILING VENT METAL WHITE .4 +/- .7

926 SP479-1 BRACKET METAL BLACK .01 +/- .17

927 SP479-1 WALL PLASTER YELLOW A .2 +/- .9

928 SP479-1 WALL PLASTER GREEN C 0 +/- .07

929 SP479-1 SPEAKER METAL WHITE 0 +/- .01

930 SP433A-1 WALL DRYWALL WHITE A 0 +/- .03

931 SP433A-1 BASEBOARD VINYL GRAY A 0 +/- .02

932 SP433A-1 INTERIOR DOOR FRAME METAL GRAY D 6.3 +/- 2.2 14 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

933 SP433A-1 INTERIOR DOOR METAL GRAY D 0 +/- .07

934 SP433A-1 WALL PLASTER WHITE C .14 +/- .09

935 SP433A-1 COAT RACK WOOD WHITE C 7.3 +/- 2.1 2 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

936 SP433A-1 SHELF WOOD WHITE B .01 +/- .19

937 SP433A-1 BASEBOARD CERAMIC TILE PINK B 14 +/- 3.0 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

938 SP433A-1 RADIATOR METAL TAN B 0 +/- .01

939 SP433A-1 WINDOW FRAME WOOD WHITE B 7.0 +/- 1.7 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

940 SP433A-1 WINDOW SILL WOOD WHITE B 6.2 +/- 1.7 1 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

941 SP433A-1 WALL CERAMIC TILE YELLOW B 16 +/- 6.5 140 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

942 SP433A-1 WALL CERAMIC TILE YELLOW C 17 +/- 7.3 130 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

943 SP433A-1 WALL DRYWALL WHITE D .02 +/- .13

944 SP433A-1 EXTERIOR DOOR FRAME METAL GRAY D .01 +/- .11

945 SP433A-1 EXTERIOR DOOR METAL GRAY D 0 +/- .06

946 SP433A-1 WALL CERAMIC TILE YELLOW A 15 +/- 3.2 40 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

947 SP433A-1 WALL CERAMIC TILE YELLOW D 18 +/- 7.5 30 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

948 SP433A-1 DROP CEILING TILE WOOD WHITE .2 +/- .6

949 SP433A-1 CEILING GRID METAL BLACK 0 +/- .01

ROOM SP433A/433B-1
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ROOM SP475-1
950 SP433A-1 PIPE METAL BLACK .04 +/- .25

951 SP433A-1 LIGHT FIXTURE METAL WHITE 0 +/- .1

952 SP433A-1 BRACKET METAL ORANGE 1.5 +/- .2 2 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

953 SP433A-1 HANGER METAL ORANGE 7.8 +/- 2.2 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

954 SP461-1 WALL PLASTER WHITE A .01 +/- .18

955 SP461-1 BASEBOARD VINYL GRAY A .03 +/- .12

956 SP461-1 WALL PLASTER WHITE B .2 +/- .8

957 SP461-1 DOOR FRAME METAL GRAY B .1 +/- .2

958 SP461-1 DOOR METAL GRAY B 0 +/- .04

959 SP461-1 WALL DRYWALL WHITE C 0 +/- .07

960 SP461-1 WALL DRYWALL WHITE D 0 +/- .1

961 SP461-1 CEILING VENT METAL WHITE 0 +/- .14

962 SP461-1 CEILING GRID METAL BLACK .01 +/- .15

963 SP461-1 LIGHT FIXTURE METAL WHITE .01 +/- .15

964 SP461-1 DROP CEILING TILE WOOD WHITE .3 +/- .5

965 SP461-1 PIPE METAL BLACK .03 +/- .15

966 SP461-1 PIPE METAL WHITE 0 +/- .09

967 SP443-1 WALL PLASTER WHITE A 0 +/- .05

968 SP443-1 BASEBOARD VINYL GRAY A .07 +/- .25

969 SP443-1 DOOR FRAME METAL GRAY A 0 +/- .09

970 SP443-1 DOOR METAL GRAY A .04 +/- .21

971 SP443-1 WALL DRYWALL WHITE B 0 +/- .07

972 SP443-1 COLUMN DRYWALL WHITE B .02 +/- .12

973 SP443-1 WALL PLASTER WHITE C .1 +/- .8

974 SP443-1 WALL PLASTER WHITE D 0 +/- .76

975 SP443-1 CEILING VENT METAL WHITE .01 +/- .14

976 SP443-1 CEILING GRID METAL BLACK 0 +/- .08

977 SP443-1 LIGHT FIXTURE METAL WHITE .01 +/- .17

ROOM SP461-1

ROOM SP443-1
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ROOM SP475-1
978 SP443-1 DROP CEILING TILE WOOD WHITE .2 +/- .6

979 SP443-1 PIPE METAL BLACK .1 +/- .29

980 SPFC4C-1 DOOR FRAME METAL WHITE A 2,0 +/- .5 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

981 SPFC4C-1 DOOR WOOD VARNISH A .01 +/- .02

982 SPFC4C-1 WALL PLASTER WHITE B .2 +/- .8

983 SPFC4C-1 WALL PLASTER WHITE C 1.0 +/- 1.1 30 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

984 SPFC4C-1 WALL PLASTER WHITE D .02 +/- .02

985 SPFC4C-1 CEILING PLASTER WHITE .7 +/- 1.0

986 SPFC4C-1 PIPE METAL RED .01 +/- .1

987 SPFC4C-1 VALVE METAL RED .04 +/- .06

988 SPFC4C-1 HOOK METAL RED .1 +/- .08

989 SPFC4C-1 BASEBOARD PLASTER RED .1 +/- .8

990 SPFC4C-1 FLOOR CONCRETE RED .03 +/- .4

991 SP460A-1 WALL PLASTER WHITE A .03 +/- .12

992 SP460A-1 WINDOW FRAME WOOD WHITE A 4.8 +/- 1.7 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

993 SP460A-1 WINDOW SILL WOOD WHITE A 2.3 +/- .9 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

994 SP460A-1 RADIATOR METAL WHITE A 0 +/- .04

995 SP460A-1 RADIATOR PIPE METAL WHITE A 5.2 +/- 1.8 1 POOR
Abatement or Encapsulation of all 

Lead Based Paint

996 SP460A-1 COLUMN PLASTER WHITE A 0 +/- .01

997 SP460A-1 WALL DRYWALL WHITE B 0 +/- .08

998 SP460A-1 WALL PLASTER WHITE C .05 +/- .21

999 SP460A-1 DOOR FRAME METAL WHITE C 0 +/- .13

1000 SP460A-1 DOOR METAL WHITE C .01 +/- .15

1001 SP460A-1 WALL DRYWALL WHITE D .02 +/- .2

1002 SP460A-1 CEILING GRID METAL BLACK .01 +/- .16

1003 SP460A-1 PIPE METAL BLACK .01 +/- .01

1004 SP460A-1 HANGER METAL ORANGE 2.6 +/- .8 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

1005 SP460A-1 WALL PLASTER GREEN A 0 +/- .7

ROOM SPFC4C-1

ROOM SP460A-1
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ROOM SP475-1
1006 SP460A-1 COLUMN PLASTER GREEN A .5 +/- .9

1007 SP460A-1 WALL PLASTER GREEN B .2 +/- .9

1008 SP460A-1 DROP CEILING TILE WOOD WHITE .01 +/- .56

1009 SP460A-1 WALL PLASTER GREEN C .03 +/- .07

1010 SP460B-1 WALL PLASTER WHITE A .6 +/- 1.0

1011 SP460B-1 COLUMN PLASTER WHITE A .02 +/- .1

1012 SP460B-1 WINDOW FRAME WOOD WHITE A 3.6 +/- 1.1 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

1013 SP460B-1 WINDOW SILL WOOD WHITE A 2.6 +/- 1.0 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

1014 SP460B-1 RADIATOR METAL WHITE A .03 +/- .19

1015 SP460B-1 RADIATOR PIPE METAL WHITE A 5.4 +/- 1.7 1 POOR
Abatement or Encapsulation of all 

Lead Based Paint

1016 SP460B-1 WALL DRYWALL WHITE B 0 +/- .1

1017 SP460B-1 WALL PLASTER WHITE C .01 +/- .13

1018 SP460B-1 DOOR FRAME METAL GRAY C .01 +/- .1

1019 SP460B-1 DOOR METAL GRAY C .02 +/- .08

1020 SP460B-1 WALL PLASTER WHITE D .02 +/- .16

1021 SP460B-1 WALL PLASTER LIGHT GREEN A .1 +/- .8

1022 SP460B-1 PIPE METAL BLACK .02 +/- .05

1023 SP460B-1 CEILING GRID METAL BLACK 0 +/- .03

1024 SP460B-1 HANGER METAL ORANGE 17 +/- 6.7 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

1025 SP460B-1 WALL PLASTER DARK GREEN D .7 +/- 1.1

1026 SP460B-1 WALL PLASTER LIGHT GREEN C .05 +/- .25

1027 SP460B-1 DROP CEILING TILE WOOD WHITE 0 +/- .09

1028 SP448-1 WALL CERAMIC TILE WHITE A .02 +/- .04

1029 SP448-1 DOOR FRAME METAL GRAY A 2.5 +/- 1.1 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

1030 SP448-1 DOOR METAL GRAY A 0 +/- .07

1031 SP448-1 WALL CERAMIC TILE WHITE B .26 +/- .35

1032 SP448-1 WALL CERAMIC TILE WHITE C .01 +/- .31

1033 SP448-1 WINDOW FRAME WOOD WHITE C 4.3 +/- 1.6 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

ROOM SP448-1

ROOM SP460B-1
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ROOM SP475-1
1034 SP448-1 WINDOW SILL WOOD WHITE C 5.5 +/- 1.8 1 POOR

Abatement or Encapsulation of all 
Lead Based Paint

1035 SP448-1 RADIATOR METAL WHITE C .01 +/- .21

1036 SP448-1 RADIATOR PIPE METAL WHITE C .05 +/- .15

1037 SP448-1 COLUMN CERAMIC TILE WHITE C 1.4 +/- .6 120 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

1038 SP448-1 WALL CERAMIC TILE WHITE D 0 +/- .01

1039 SP448-1 STALL METAL GRAY D 0 +/- .7

1040 SP448-1 DROP CEILING TILE WOOD WHITE .3 +/- .6

1041 SP448-1 CEILING GRID METAL BLACK .01 +/- .15

1042 SP448-1 LIGHT FIXTURE METAL WHITE .01 +/- .05

1043 SP448-1 PIPE METAL BLACK 0 +/- .01

1044 SP448-1 HANGER METAL ORANGE 4.7 +/- 1.6 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

1045 SP448-1 CEILING VENT METAL WHITE 0 +/- .05

1046 SP448-1 BEAM METAL GRAY .04 +/- .9

1047 CALIBRATION 3.1 +/- .81

1048 CALIBRATION .32 +/- .11

1049 CALIBRATION .03 +/- .23

1230 SPFLR4COR1-1RADIATOR METAL WHITE C .02 +/- .09

1231 SPFLR4COR1-1RADIATOR PIPE METAL SILVER C .30 +/- .24

1232 SPFLR4COR1-1WINDOW SILL WOOD WHITE C 2.3 +/- .8 15 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

1233 SPFLR4COR1-1WINDOW FRAME WOOD WHITE C 2.6 +/- 1.0 9 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

1234 SPFLR4COR1-1BASEBOARD VINYL GRAY C .4 +/- 1.0

1235 SPFLR4COR1-1WALL PLASTER PINK A .05 +/- .14

1236 SPFLR4COR1-1WALL PLASTER PINK B .18 +/- .64

1237 SPFLR4COR1-1WALL PLASTER PINK C .1 +/- .2

1238 SPFLR4COR1-1WALL PLASTER PINK D .01 +/- .11

1239 SPFLR4COR1-1WALL DRYWALL WHITE A 0 +/- .10

1240 SPFLR4COR1-1WALL DRYWALL WHITE B 0 +/- .11

1241 SPFLR4COR1-1ACCESS PANEL METAL WHITE B 0 +/- .08

1242 SPFLR4COR1-1BASEBOARD VINYL WHITE B .01 +/- .10

ROOM SPFLR4COR1-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP475-1
1243 SPFLR4COR1-1BASEBOARD VINYL GRAY B .75 +/- .93

1244 SPFLR4COR1-1WALL PLASTER WHITE D .5 +/- .5

1245 SPFLR4COR1-1WALL PLASTER WHITE A .2 +/- .9

1246 SPFLR4COR1-1WALL PLASTER WHITE B .02 +/- .06

1247 SPFLR4COR1-1DOOR FRAME METAL GRAY B 3.2 +/- 1.3 136 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

1248 SPFLR4COR1-1DOOR METAL GRAY B 0 +/- .08

1249 SPFLR4COR1-1DOOR FRAME METAL PINK C 3.2 +/- 1.4 210 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

1250 SPFLR4COR1-1DOOR METAL PINK C 0 +/- .04

1251 SPFLR4COR1-1BASEBOARD VINYL BROWN A .07 +/- .20

1252 SPFLR4COR1-1WALL DRYWALL PINK A 0.5 +/- .8

1253 SPFLR4COR1-1DOOR WOOD VARNISH C .02 +/- .24

1254 SPFLR4COR1-1CEILING GRID METAL BLACK .04 +/- .30

1255 SPFLR4COR1-1LIGHT FIXTURE METAL WHITE .02 +/- .13

1256 SPFLR4COR1-1LIGHT FIXTURE METAL YELLOW 0 +/- .01

1257 SPFLR4COR1-1SPEAKER METAL WHITE 0 +/- .01

1258 SPFLR4COR1-1LIGHT FIXTURE METAL WHITE .1 +/- .2

1259 SPFLR4COR1-1PIPE CONNECTOR METAL ORANGE .28 +/- .15

1260 SPFLR4COR1-1PIPE METAL BLACK .02 +/- .22

1261 SPFLR4COR1-1BRACKET METAL BLACK .01 +/- .03

1262 SPFLR4COR1-1DROP CEILING TILE WOOD WHITE .31 +/- 52

1263 SPFLR4COR1-1WALL PLASTER PEACH B .2 +/- .72

1264 SPFLR4COR1-1WALL PLASTER PEACH D .12 +/- .10

1265 SPFLR4COR1-1WALL PLASTER PEACH A 0 +/- .74

1266 SPFLR4COR1-1WALL CONCRETE BLACK A .01 +/- .08

1267 SPFLR4COR1-1PIPE CONNECTOR METAL GREEN .28 +/- .19

1268 SPFLR4COR2-1WALL PLASTER WHITE A .22 +/- .17

1269 SPFLR4COR2-1WALL PLASTER WHITE B .14 +/- .09

1270 SPFLR4COR2-1WALL PLASTER WHITE C 0 +/- .02

1271 SPFLR4COR2-1WALL PLASTER WHITE D .04 +/- .73

ROOM SPFLR4COR2-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP475-1
1272 SPFLR4COR2-1DOOR FRAME METAL GRAY C 0 +/- .08

1273 SPFLR4COR2-1DOOR METAL GRAY C 0 +/- .08

1274 SPFLR4COR2-1DOOR WOOD VARNISH D 0 +/- .18

1275 SPFLR4COR2-1SPEAKER METAL WHITE 0 +/- .10

1276 SPFLR4COR2-1CEILING GRID METAL BLACK .05 +/- .31

1277 SPFLR4COR2-1LIGHT FIXTURE METAL WHITE 0 +/- .11

1278 SPFLR4COR2-1PIPE CONNECTOR METAL ORANGE .8 +/- .1

1279 SPFLR4COR2-1PIPE CONNECTOR METAL RED .3 +/- .22

1280 SPFLR4COR2-1PIPE METAL BLACK .01 +/- .08

1281 SPFLR4COR3-1WALL PLASTER WHITE A .06 +/- .14

1282 SPFLR4COR3-1WALL DRYWALL WHITE B 0 +/- .12

1283 SPFLR4COR3-1WALL DRYWALL WHITE A 0 +/- .11

1284 SPFLR4COR3-1WALL DRYWALL WHITE D 0 +/- .10

1285 SPFLR4COR3-1BASEBOARD VINYL GRAY D 0.9 +/- .9

1286 SPFLR4COR3-1WALL PLASTER WHITE C .02 +/- .22

1287 SPFLR4COR3-1WALL DRYWALL WHITE C 0 +/- .02

1288 SPFLR4COR3-1DOOR WOOD BROWN C .1 +/- .2

1289 SPFLR4COR3-1DOOR FRAME METAL BROWN A 0.4 +/- 1.0

1290 SPFLR4COR3-1DOOR METAL BROWN A 0 +/- .05

1291 SPFLR4COR3-1WALL DRYWALL RED B 0 +/- .01

1292 SPFLR4COR3-1WALL DRYWALL RED C 0 +/- .08

1293 SPFLR4COR3-1WALL DRYWALL RED D 0 +/- .01

1294 SPFLR4COR3-1WALL PLASTER RED C 0 +/- .07

1295 SPFLR4COR3-1WINDOW SILL WOOD RED C 1.9 +/- .7 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

1296 SPFLR4COR3-1WINDOW FRAME WOOD RED C 3.8 +/- 1.3 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

1297 SPFLR4COR3-1RADIATOR METAL RED C .2 +/- .7

1298 SPFLR4COR3-1WINDOW SILL DRYWALL RED C .1 +/- .2

1299 SPFLR4COR3-1SPEAKER METAL WHITE .02 +/- .20

1300 SPFLR4COR3-1LIGHT FIXTURE METAL WHITE 0 +/- .13

ROOM SPFLR4COR3-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP475-1
1301 SPFLR4COR3-1CEILING GRID METAL BLACK .02 +/- .02

1302 SPFLR4COR3-1CEILING VENT METAL WHITE .06 +/- .24

1303 SPFLR4COR3-1PIPE METAL RED 0 +/- .01

1304 SPFLR4COR3-1PIPE CONNECTOR METAL ORANGE .13 +/- .05

417 SPEC4B-1 WALL CINDER BLOCK CREAM A .04 +/- .06

418 SPEC4B-1 COLUMN CONCRETE CREAM B .03 +/- .05

419 SPEC4B-1 DOOR FRAME METAL CREAM A 3.4 +/- 1.6 7 POOR
Abatement or Encapsulation of all 

Lead Based Paint

420 SPEC4B-1 DOOR METAL GRAY A 0 +/- .02

421 SPEC4B-1 WALL CINDER BLOCK CREAM B .04 +/- .08

422 SPEC4B-1 PANEL WOOD CREAM B 0 +/- .13

423 SPEC4B-1 WALL CINDER BLOCK CREAM C .09 +/- .34

424 SPEC4B-1 WALL CINDER BLOCK CREAM D .04 +/- .39

425 SPEC4B-1 CONDUIT METAL ORANGE C 1.6 +/- .6 27 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

426 SPEC4B-1 CONDUIT METAL CREAM B 0 +/- .1

427 SPEC4B-1 FLOOR CONCRETE RED .05 +/- .05

428 SPEC4B-1 CEILING CONCRETE CREAM .06 +/- .75

429 SPEC4B-1 ELECTRICAL PANEL METAL CREAM .04 +/- .09

430 SPHC4B1-1WALL PLASTER WHITE A .03 +/- .08

431 SPHC4B1-1WALL PLASTER WHITE B 0 +/- .8

432 SPHC4B1-1SHELF METAL WHITE B .1 +/- .8

433 SPHC4B1-1BRACKET METAL WHITE B .3 +/- 1.0

434 SPHC4B1-1SINK METAL WHITE B .6 +/- .2

435 SPHC4B1-1DRAIN METAL WHITE B .03 +/- .16

436 SPHC4B1-1BASEBOARD CERAMIC TILE PINK B 12 +/- 5.6 12 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

437 SPHC4B1-1COLUMN PLASTER WHITE B .2 +/- .2

438 SPHC4B1-1WALL PLASTER WHITE C .03 +/- .08

439 SPHC4B1-1DOOR FRAME METAL GRAY C 5.1 +/- 1.8 7 POOR
Abatement or Encapsulation of all 

Lead Based Paint

440 SPHC4B1-1DOOR METAL GRAY C 0 +/- .13

ROOM SPEC4B-1

ROOM SPHC4B1-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP475-1
441 SPHC4B1-1WALL PLASTER WHITE D .01 +/- .06

442 SPHC4B1-1COAT RACK WOOD WHITE D 9.2 +/- 3.0 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

443 SPHC4B1-1DROP CEILING TILE WOOD WHITE .2 +/- .6

444 SPHC4B1-1CEILING GRID METAL BLACK 0 +/- 0

445 SPHC4B1-1LIGHT FIXTURE METAL WHITE 0 +/- .1

446 SPHC4B1-1CEILING VENT METAL WHITE .02 +/- .19

447 SPHC4B1-1PIPE METAL BLACK .01 +/- .07

448 SP416-1 WALL CERAMIC TILE TAN A 2.4 +/- .6 80 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

449 SP416-1 WALL CERAMIC TILE TAN B 2.2 +/- .5 70 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

450 SP416-1 WALL CERAMIC TILE TAN C 2.1 +/- .6 70 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

451 SP416-1 DOOR FRAME METAL GRAY C 3.2 +/- 1.3 7 POOR
Abatement or Encapsulation of all 

Lead Based Paint

452 SP416-1 DOOR METAL GRAY C 0 +/- .11

453 SP416-1 ACCESS PANEL METAL BLUE D .02 +/- .21

454 SP416-1 WALL CERAMIC TILE TAN D 4.3 +/- 1.5 70 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

455 SP416-1 DROP CEILING TILE WOOD WHITE .4 +/- .6

456 SP416-1 CEILING GRID METAL BLACK .05 +/- .24

457 SP416-1 CEILING VENT METAL WHITE 0 +/- .06

458 SP416-1 PIPE METAL GREEN .04 +/- .25

459 SP416-1 PIPE METAL RED .04 +/- .12

460 SPEC41-1 WALL CINDER BLOCK CREAM A .02 +/- .08

461 SPEC41-1 DOOR FRAME METAL CREAM A 2.9 +/- .8 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

462 SPEC41-1 DOOR FRAME METAL BROWN A 6.1 +/- 2.2 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

463 SPEC41-1 DOOR METAL BROWN A 0 +/- .07

464 SPEC41-1 WALL CONCRETE CREAM B 0 +/- .8

465 SPEC41-1 WALL CINDER BLOCK CREAM B 01 +/- .08

466 SPEC41-1 WALL CINDER BLOCK CREAM C .42 +/- .16

467 SPEC41-1 WALL CINDER BLOCK CREAM D .45 +/- .15

468 SPEC41-1 TELEPHONE BOX METAL CREAM D 3.7 +/- .8 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

ROOM SP416-1

ROOM SPEC41-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP475-1
469 SPEC41-1 CONDUIT METAL CREAM D 2.0 +/- .8 18 INTACT

Abatement or Encapsulation of all 
Lead Based Paint

470 SPEC41-1 CONDUIT METAL ORANGE B 1.7 +/- .6 16 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

471 SPEC41-1 FLOOR CONCRETE RED .04 +/- .06

472 SPEC41-1 CEILING CONCRETE CREAM .1 +/- .2

486 SPHC4C-1 WALL DRYWALL WHITE A 0 +/- .01

487 SPHC4C-1 PANEL WOOD WHITE A 0 +/- .01

488 SPHC4C-1 WALL CERAMIC TILE TAN B 2.0 +/- .5 40 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

489 SPHC4C-1 ACCESS PANEL METAL CREAM B 0 +/- .12

490 SPHC4C-1 WALL DRYWALL WHITE C .14 +/- .64

491 SPHC4C-1 DOOR FRAME METAL GRAY C 0 +/- .08

492 SPHC4C-1 DOOR METAL GRAY C 0 +/- .1

493 SPHC4C-1 COLUMN DRYWALL WHITE C .4 +/- .9

494 SPHC4C-1 BASEBOARD VINYL GRAY D 0 +/- .07

495 SPHC4C-1 WALL CERAMIC TILE TAN D 1.9 +/- .4 30 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

496 SPHC4C-1 DROP CEILING TILE WOOD WHITE .14 +/- .54

497 SPHC4C-1 CEILING GRID METAL BLACK 0 +/- .08

498 SPHC4C-1 LIGHT FIXTURE METAL WHITE 0 +/- .14

499 SPHC4C-1 CEILING VENT METAL WHITE 0 +/- .09

500 SPEC4C-1 WALL CINDER BLOCK CREAM A .03 +/- .12

501 SPEC4C-1 WALL BRICK CREAM A .1 +/- .8

502 SPEC4C-1 CEILING CONCRETE CREAM .03 +/- .29

503 SPEC4C-1 DOOR FRAME METAL CREAM A 1.9 +/- .5 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

504 SPEC4C-1 DOOR METAL CREAM A 0 +/- .08

505 SPEC4C-1 WALL CINDER BLOCK CREAM B .22 +/- .11

506 SPEC4C-1 TELEPHONE BOX METAL CREAM B 4.5 +/- 1.6 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

507 SPEC4C-1 ELECTRICAL PANEL METAL CREAM C .02 +/- .18

508 SPEC4C-1 WALL CINDER BLOCK CREAM C .46 +/- .17

509 SPEC4C-1 WALL CINDER BLOCK CREAM D .04 +/- .29

ROOM SPHC4C-1

ROOM SPEC4C-1
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XRF 
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(sq. ft. ) Damage Abatement options

ROOM SP475-1
510 SPEC4C-1 CONDUIT METAL CREAM C .4 +/- .4

511 SPEC4C-1 CONDUIT METAL ORANGE B 2.4 +/- .9 37 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

512 SPEC4C-1 FLOOR CONCRETE RED .05 +/- .09

513 SPHC4B2-1WALL PLASTER WHITE A .02 +/- .19

514 SPHC4B2-1WALL PLASTER WHITE B .03 +/- .06

515 SPHC4B2-1COAT RACK WOOD WHITE B 6.5 +/- 2.7 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

516 SPHC4B2-1BASEBOARD CERAMIC TILE PINK B 13 +/- 3.0 9 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

517 SPHC4B2-1WALL PLASTER WHITE C .03 +/- .06

518 SPHC4B2-1DOOR FRAME METAL GRAY C 4.9 +/- 1.5 7 POOR
Abatement or Encapsulation of all 

Lead Based Paint

519 SPHC4B2-1DOOR METAL GRAY C 0 +/- .09

520 SPHC4B2-1SHELF METAL WHITE D .01 +/- .15

521 SPHC4B2-1BRACKET METAL WHITE D .01 +/- .12

522 SPHC4B2-1PIPE METAL BLACK 0 +/- .05

523 SPHC4B2-1WALL PLASTER WHITE D .6 +/- 1.0

524 SPHC4B2-1DROP CEILING TILE WOOD WHITE .34 +/- .5

525 SPHC4B2-1CEILING GRID METAL BLACK 0 +/- .03

526 SPHC4B2-1WALL PLASTER BROWN B .1 +/- .8

527 SPHC4B2-1WALL PLASTER BROWN C .1 +/- .9

528 SPHC4B2-1WALL PLASTER BROWN D .1 +/- .9

529 SPHC4B2-1WALL PLASTER BROWN A .04 +/- .1

530 SPHC4B2-1LIGHT FIXTURE METAL WHITE .01 +/- .16

531 SPHC4B2-1CEILING VENT METAL WHITE .3 +/- .7

532 SP463-1 WALL CERAMIC TILE TAN A 2.5 +/- .7 60 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

533 SP463-1 WALL CERAMIC TILE TAN B 2.3 +/- .6 70 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

534 SP463-1 COAT RACK WOOD TAN B 5.1 +/- 1.7 4 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

535 SP463-1 DOOR FRAME METAL GRAY B 2.6 +/- 1.0 7 POOR
Abatement or Encapsulation of all 

Lead Based Paint

536 SP463-1 DOOR METAL GRAY B 0 +/- .11

537 SP463-1 COLUMN CERAMIC TILE TAN C 2.4 +/- .6 40 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

ROOM SPHC4B2-1

ROOM SP463-1
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Building 
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(mg/cm2)
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(sq. ft. ) Damage Abatement options

ROOM SP475-1
538 SP463-1 WALL CERAMIC TILE TAN C 2.4 +/- .6 40 INTACT

Abatement or Encapsulation of all 
Lead Based Paint

539 SP463-1 WALL CERAMIC TILE TAN D 2.4 +/- .6 90 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

540 SP463-1 DROP CEILING TILE WOOD WHITE .3 +/- .6

541 SP463-1 CEILING GRID METAL BLACK .01 +/- .1

542 SP463-1 CEILING VENT METAL WHITE .06 +/- .66

543 SP463-1 LIGHT FIXTURE METAL WHITE 0 +/- .1

544 SP469-1 WALL PLASTER WHITE A .1 +/- .2

545 SP469-1 COLUMN PLASTER WHITE A .01 +/- .02

546 SP469-1 WALL PLASTER YELLOW A .2 +/- .8

547 SP469-1 COLUMN PLASTER YELLOW B .2 +/- 1.0

548 SP469-1 WALL PLASTER YELLOW B .02 +/- .03

549 SP469-1 WALL DRYWALL WHITE D 0 +/- .15

550 SP469-1 DOOR METAL WHITE D 0 +/- .09

551 SP469-1 DOOR METAL WHITE D 0 +/- .08

552 SP469-1 BASEBOARD VINYL TAN A .4 +/- .9

553 SP469-1 RADIATOR METAL TAN A .06 +/- .17

554 SP469-1 SOFFIT DRYWALL WHITE 0 +/- .16

555 SP469-1 HANGER METAL ORANGE 29 +/- 8.7 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

952 SPCC4B1-1WALL PLASTER WHITE A 0 +/- .15

953 SPCC4B1-1WALL PLASTER WHITE B 0 +/- .1

954 SPCC4B1-1BASEBOARD PLASTER GRAY B .5 +/- .9

955 SPCC4B1-1DOOR FRAME METAL GRAY B 0 +/- .08

956 SPCC4B1-1DOOR FRAME METAL BROWN B .04 +/- .2

957 SPCC4B1-1DOOR METAL GRAY B 0 +/- .08

958 SPCC4B1-1WALL DRYWALL WHITE C 0 +/- .09

959 SPCC4B1-1WALL PLASTER WHITE D .05 +/- .08

960 SPCC4B1-1VOID

961 SPCC4B1-1CEILING VENT METAL WHITE 0 +/- .01

ROOM SP469-1

ROOM SPCC4B1-1
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ROOM SP475-1
962 SPCC4B1-1CEILING GRID METAL BLACK 0 +/- .13

963 SPCC4B1-1LIGHT FIXTURE METAL WHITE .02 +/- .14

964 SPCC4B1-1PIPE METAL BLACK .01 +/- .03

965 SPCC4B1-1DROP CEILING TILE WOOD WHITE .1 +/- .6

966 SPCC4B1-1PIPE METAL RED 0 +/- .01

967 SPCC4B2-1WALL CINDER BLOCK CREAM A .1 +/- .2

968 SPCC4B2-1DOOR FRAME METAL YELLOW B 0 +/- .04

969 SPCC4B2-1DOOR METAL CREAM B 0 +/- .05

970 SPCC4B2-1WALL BRICK CREAM C .01 +/- .02

971 SPCC4B2-1WALL CINDER BLOCK CREAM C .01 +/- .21

972 SPCC4B2-1WALL WOOD CREAM D 0 +/- .01

973 SPCC4B2-1CONDUIT METAL CREAM .02 +/- .33

974 SPCC4B3-1WALL PLASTER WHITE A 0 +/- .01

975 SPCC4B3-1WALL PLASTER WHITE B .01 +/- .09

976 SPCC4B3-1DOOR FRAME METAL GRAY B 0 +/- .14

977 SPCC4B3-1DOOR METAL GRAY B 0 +/- .08

978 SPCC4B3-1WALL PLASTER WHITE C .02 +/- .06

979 SPCC4B3-1BASEBOARD VINYL GRAY C 0 +/- .04

980 SPCC4B3-1WALL DRYWALL WHITE D .02 +/- .15

981 SPCC4B3-1DROP CEILING TILE WOOD WHITE .1 +/- .6

982 SPCC4B3-1CEILING GRID METAL BLACK 0 +/- .12

983 SPCC4B3-1CEILING VENT METAL WHITE .13 +/- .67

984 SPCC4B3-1VOID

985 SPCC4B3-1LIGHT FIXTURE METAL WHITE .01 +/- .12

986 SPCC4B3-1PIPE METAL WHITE .2 +/- .5

987 SPCC4B3-1PIPE METAL BLACK 0 +/- .06

860 SPSTR4RM-1WALL BRICK WHITE A .01 +/- .12

ROOM SPCC4B2-1

ROOM SPCC4B3-1

ROOM SPSTR4RM-1 (PENTHOUSE A)
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ROOM SP475-1
861 SPSTR4RM-1WALL BRICK GRAY A .01 +/- .15

862 SPSTR4RM-1WINDOW FRAME WOOD GRAY A 7 +/- 2.0 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

863 SPSTR4RM-1WINDOW SILL WOOD GRAY A 4.7 +/- 1.4 6 POOR
Abatement or Encapsulation of all 

Lead Based Paint

864 SPSTR4RM-1RAILING METAL GRAY 1.5 +/- .3 63 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

865 SPSTR4RM-1WALL PARTISION METAL GRAY 0 +/- .13

866 SPSTR4RM-1WALL BRICK WHITE B 0 +/- .2

867 SPSTR4RM-1WALL BRICK GRAY B .01 +/- .1

868 SPSTR4RM-1DOOR FRAME METAL BROWN B .01 +/- .04

869 SPSTR4RM-1DOOR METAL BROWN B .01 +/- .14

870 SPSTR4RM-1CONDUIT METAL YELLOW B .1 +/- .3

871 SPSTR4RM-1ELECTRICAL PANEL METAL YELLOW B .04 +/- .03

872 SPSTR4RM-1WALL BRICK WHITE C .1 +/- .8

873 SPSTR4RM-1WALL BRICK GRAY C .01 +/- .01

874 SPSTR4RM-1COLUMN CONCRETE GRAY C .02 +/- .05

875 SPSTR4RM-1COLUMN CONCRETE WHITE C 0 +/- .01

876 SPSTR4RM-1WALL CONCRETE WHITE D .01 +/- .09

877 SPSTR4RM-1PIPE METAL BROWN 6.5 +/- 2.3 19 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

878 SPSTR4RM-1DOOR WOOD VARNISH .01 +/- .02

879 SPSTR4RM-1BRACKET METAL GREEN .02 +/- .16

880 SPSTR4RM-1DOOR METAL GRAY 0 +/- .02

881 SPSTR4RM-1FLOOR CONCRETE RED .07 +/- .1

882 SPSTR4RM-1CEILING PLASTER WHITE 0 +/- .01

883 SPSTR4RM-1CONDUIT METAL ORANGE 1.6 +/- .3 8 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

884 SPSTR4RM-1PIPE METAL WHITE 11 +/- 2.7 40 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

885 SPSTR4RM-1PIPE METAL GRAY 4.4 +/- 1.7 21 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

886 SPSTR4RM-1CONDUIT METAL WHITE .06 +/- .43

9 SP261-1 FLOOR BEAM METAL GRAY .05 +/- .1

10 SPCC4B2-1PIPE METAL GRAY 5.1 +/- 1.6 100 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

11 SPCC4B2-1HANGER METAL ORANGE 20 +/- 7.8 45 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

ROOM SPPENTHOUSE3CS-1
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Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP475-1
12 SPCC4B2-1TRUSS BRACES METAL RED .11 +/- .45

13 SPCC4B2-1ROUND DUCT METAL BROWN 12 +/- 2.5 700 INTACT
Abatement or Encapsulation of all 

Lead Based Paint

14 SPCC4B2-1PIPE CONNECTOR METAL RED .01 +/- .02

16 SPCC4B2-1PIPE CONNECTOR METAL ORANGE .46 +/- .08
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XRF 
Sample 
Number

Building 
Number
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Number Building Component Substrate Color
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Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

244 1 SP535D-1 WALL DRYWALL WHITE A 0 +/- .01

245 1 SP535D-1 WINDOW FRAME METAL BROWN A 0 +/- .7

246 1 SP535D-1 DOOR FRAME METAL GRAY B 0,.09

247 1 SP535D-1 DOOR METAL GRAY B 0 +/- .04

248 1 SP535D-1 WALL DRYWALL WHITE B 0 +/- .11

249 1 SP535D-1 BASEBOARD VINYL GRAY B .1 +/- .3

250 1 SP535D-1 WALL PLASTER WHITE C .01 +/- .17

251 1 SP535D-1 COLUMN PLASTER WHITE C .6 +/- 1.0

252 1 SP535D-1 WINDOW SILL METAL WHITE C .1 +/- .2

253 1 SP535D-1 WINDOW FRAME METAL WHITE C .1 +/- .4

254 1 SP535D-1 WINDOW FRAME METAL WHITE D .3 +/- .3

255 1 SP535D-1 WINDOW SILL METAL WHITE D .2 +/- .2

256 1 SP535D-1 DROP CEILING TILE WOOD WHITE .25 +/- .52

257 1 SP535D-1 CEILING GRID METAL BLACK 0 +/- .02

258 1 SP535D-1 LIGHT FIXTURE METAL WHITE 0 +/- .01

259 1 SP535D-1 CEILING VENT METAL WHITE CEILING .04 +/- .24

260 1 SP535A-1 WALL DRYWALL WHITE A 0 +/- .11

261 1 SP535A-1 BASEBOARD VINLY GRAY A .1 +/- .3

262 1 SP535A-1 DOOR FRAME METAL GRAY A 0 +/- .10

263 1 SP535A-1 DOOR METAL GRAY A 0 +/- .08

264 1 SP535A-1 WALL DRYWALL WHITE B .02 +/- .05

265 1 SP535A-1 COLUMN PLASTER WHITE B .2 +/- .8

266 1 SP535A-1 WALL PLASTER WHITE C 0 +/- .1

267 1 SP535A-1 RADIATOR METAL WHITE C .02 +/- .19

268 1 SP535A-1 WINDOW FRAME WOOD WHITE C 6.8 +/- 2.9 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

269 1 SP535A-1 WINDOW SILL WOOD WHITE C 3.5 +/- 1.2 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

270 1 SP535A-1 WALL DRYWALL WHITE D 0 +/- .09

271 1 SP535A-1 WALL PLASTER BLUE B .1 +/- .8

ROOM SP535D-1

ROOM SP535A-1
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ROOM SP535D-1
272 1 SP535A-1 DROP CEILING TILE WOOD WHITE .1 +/- .5

273 1 SP535A-1 CEILING GRID METAL BLACK .01 +/- .04

274 1 SP535A-1 LIGHT FIXTURE METAL WHITE .1 +/- .3

275 1 SP535A-1 CEILING VENT METAL WHITE .1 +/- .2

276 1 SP536-1 WALL PLASTER WHITE A 0 +/- .1

277 1 SP536-1 WINDOW FRAME WOOD WHITE A 4.7 +/- 1.6 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

278 1 SP536-1 WINDOW SILL WOOD WHITE A 2.9 +/- 1.0 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

279 1 SP536-1 RADIATOR METAL WHITE A .05 +/- .22

280 1 SP536-1 BASEBOARD VINYL GRAY A .9 +/- 1.0

281 1 SP536-1 WALL PLASTER WHITE B .02 +/- .05

282 1 SP536-1 WALL DRYWALL WHITE C 0 +/- .09

283 1 SP536-1 DOOR FRAME METAL GRAY C .03 +/- .19

284 1 SP536-1 DOOR METAL GRAY C 0 +/- .10

285 1 SP536-1 WALL DRYWALL WHITE D .6 +/- .9

286 1 SP536-1 PIPE METAL BLACK CEILING 0 +/- .05

287 1 SP536-1 CEILING GRID METAL BLACK CEILING .03 +/- .26

288 1 SP536-1 LIGHT FIXTURE METAL WHITE CEILING 0 +/- .07

289 1 SP536-1 HANGER METAL ORANGE CEILING 4.7 +/- 1.6 3 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

290 1 SP536-1 DROP CEILING TILE WOOD WHITE CEILING .4 +/- .5

291 SP537-1 WALL PLASTER WHITE A .8 +/- 1.0

292 SP537-1 COLUMN PLASTER WHITE A 0 +/- .7

293 SP537-1 WINDOW FRAME WOOD WHITE A 7 +/- 2.7 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

294 SP537-1 WINDOW SILL WOOD WHITE A 2.3 +/- .8 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

295 SP537-1 RADIATOR METAL WHITE A .06 +/- .16

296 SP537-1 WALL DRYWALL WHITE B .17 +/- .20

297 SP537-1 BASEBOARD VINYL GRAY B .1 +/- .7

298 SP537-1 DOOR FRAME METAL BLACK B .01 +/- .07

299 SP537-1 DOOR METAL GRAY B 0 +/- .16

ROOM SP536-1

ROOM SP537-1
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ROOM SP535D-1
300 SP537-1 WALL PLASTER WHITE B .03 +/- .13

301 SP537-1 WALL PLASTER WHITE C .1 +/- .9

302 SP537-1 DOOR FRAME METAL WHITE C 3.6 +/- 1.3 5 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

303 SP537-1 WALL PLASTER WHITE D 0 +/- .10

304 SP537-1 DOOR FRAME METAL GRAY B 2.0 +/- .8 4 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

305 SP537-1 DOOR METAL GRAY B 0 +/- .05

306 SP537-1 CONDUIT METAL WHITE D 0 +/- .10

307 SP537-1 PIPE METAL BLACK CEILING .02 +/- .14

308 SP537-1 LIGHT FIXTURE METAL WHITE .01 +/- .01

309 SP537-1 CEILING GRID METAL BLACK 0 +/- .01

310 SP537-1 DROP CEILING TILE WOOD WHITE .1 +/- .7

311 SP537-1 WALL PLASTER YELLOW C .3 +/- .9

312 SP537-1 WALL PLASTER YELLOW B .04 +/- .08

313 SP537-1 WALL PLASTER YELLOW D 0 +/- .06

314 SP537-1 COLUMN PLASTER YELLOW A .01 +/- .05

315 SP537-1 WALL PLASTER YELLOW A .1 +/- .8

316 SP537-1 HANGER METAL ORANGE 14 +/- 5.8 1 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

317 SP537-1 VENT METAL WHITE CEILING .14 +/- .69

318 SP537A-1 WALL PLASTER WHITE A .07 +/- .07

319 SP537A-1 WALL PLASTER WHITE B .02 +/- .08

320 SP537A-1 COLUMN PLASTER WHITE B .6 +/- 1.0

321 SP537A-1 WALL PLASTER WHITE C .05 +/- .07

322 SP537A-1 WALL PLASTER WHITE D .03 +/- .04

323 SP537A-1 DOOR FRAME METAL WHITE D 3.0 +/- .9 4 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

324 SP537A-1 DOOR FRAME METAL GRAY D 3.2 +/- 1.4 4 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

325 SP537A-1 DOOR METAL GRAY D .02 +/- .14

326 SP537A-1 SHELVES METAL WHITE B .09 +/- .3

327 SP537A-1 SHELF BRACKETS METAL WHITE B .03 +/- .15

328 SP537A-1 PIPE METAL BLACK B .1 +/- .2

ROOM SP537A-1



ALEDA E. LUTZ
DEPARTMENT OF VETERANS AFFAIRS MEDICAL CENTER

BUILDING 1
XRF SAMPLING RESULTS

Page 370 of 418

XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP535D-1
329 SP537A-1 PIPE METAL WHITE B 2.5 +/- .9 LESS THAN 1 SQ FTINTACT

Abatement or Encapsulation 
of all Lead Based Paint

330 SP538-1 WALL PLASTER WHITE A .06 +/- .68

331 SP538-1 WINDOW FRAME WOOD WHITE A 3.2 +/- 1.5 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

332 SP538-1 WINDOW SILL WOOD WHITE A 3.3 +/- 1.1 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

333 SP538-1 RADIATOR METAL WHITE A .1 +/- .8

334 SP538-1 COLUMN PLASTER WHITE A .02 +/- .12

335 SP538-1 WALL PLASTER WHITE B .6 +/- 1.0

336 SP538-1 DOOR FRAME METAL GRAY B 0 +/- .02

337 SP538-1 DOOR METAL GRAY B 0 +/- .12

338 SP538-1 WALL PLASTER WHITE C 0 +/- .10

339 SP538-1 WALL DRYWALL WHITE C .02 +/- .13

340 SP538-1 BASEBOARD VINYL GRAY C .2 +/- .9

341 SP538-1 WALL DRYWALL WHITE D .1 +/- .14

342 SP538-1 DOOR FRAME METAL BLACK D .02 +/- .05

343 SP538-1 DROP CEILING TILE WOOD WHITE .5 +/- .7

344 SP538-1 CEILING GRID METAL BLACK .06 +/- .34

345 SP538-1 LIGHT FIXTURE METAL WHITE CEILING .1 +/- .1

346 SP538-1 WALL PLASTER YELLOW A .3 +/- .6

347 SP538-1 COLUMN PLASTER YELLOW A .2 +/- .8

348 SP538-1 WALL PLASTER YELLOW B 0 +/- .4

349 SP538-1 WALL PLASTER YELLOW C .2 +/- .9

350 SP538-1 CEILING VENT METAL WHITE 0 +/- .08

351 CALIBRATION 1.5 +/- .2

352 CALIBRATION 1.1 +/- .1

353 CALIBRATION 0 +/- .12

354 SP535E-1 WALL PLASTER WHITE A 0 +/- .08

355 SP535E-1 WINDOW SILL METAL WHITE A .1 +/- .2

356 SP535E-1 WINDOW FRAME METAL WHITE A .2 +/- .3

ROOM SP535E-1

ROOM SP538-1
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ROOM SP535D-1
357 SP535E-1 DOOR FRAME METAL GRAY B 0 +/- .15

358 SP535E-1 DOOR METAL GRAY B 0 +/- .08

359 SP535E-1 WALL DRYWALL WHITE B 0 +/- .08

360 SP535E-1 WINDOW FRAME METAL BROWN C 0 +/- .07

361 SP535E-1 WALL DRYWALL WHITE C 0 +/- .1

362 SP535E-1 WALL PLASTER WHITE D .1 +/- .8

363 SP535E-1 COLUMN PLASTER WHITE D .1 +/- .8

364 SP535E-1 DROP CEILING TILE WOOD WHITE .4 +/- .4

365 SP535E-1 CEILING GRID METAL BLACK 0 +/- .02

366 SP535E-1 LIGHT FIXTURE METAL WHITE .02 +/- .22

367 SP535E-1 CEILING VENT METAL WHITE .01 +/- .12

368 SP535E-1 PIPE METAL BLACK CEILING 0 +/- .01

369 SP535E-1 WALL PLASTER BLUE A 0 +/- .1

370 SP535E-1 WALL PLASTER BLUE D .01 +/- .1

371 VOID

372 SP535F-1 WALL PLASTER WHITE A 0 +/- .01

373 SP535F-1 COLUMN PLASTER WHITE A 0 +/- .06

374 SP535F-1 WINDOW SILL METAL WHITE A .04 +/- .27

375 SP535F-1 WINDOW FRAME METAL WHITE A .4 +/- .3

376 SP535F-1 WALL DRYWALL WHITE B 0 +/- .07

377 SP535F-1 WALL DRYWALL WHITE C 0 +/- .11

378 SP535F-1 DOOR FRAME METAL GRAY C .1 +/- .2

379 SP535F-1 DOOR METAL GRAY C 0 +/- .01

380 SP535F-1 WALL DRYWALL WHITE D 0 +/- .08

381 SP535F-1 DROP CEILING TILE WOOD WHITE .1 +/- .6

382 SP535F-1 CEILING GRID METAL BLACK 0 +/- 0

383 SP535F-1 CEILING VENT METAL WHITE .04 +/- .28

384 SP535F-1 LIGHT FIXTURE METAL WHITE .1 +/- .2

385 SP535F-1 HANGER METAL ORANGE 29 +/- 9 1 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

ROOM SP535F-1
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ROOM SP535D-1
386 SP535F-1 WALL PLASTER BLUE B 0 +/- .07

387 SP535B-1 WALL PLASTER WHITE C .02 +/- .05

388 SP535B-1 WINDOW FRAME WOOD WHITE C 6.3 +/- 2.1 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

389 SP535B-1 VOID

390 SP535B-1 WINDOW SILL WOOD WHITE C 1.3 +/- .5 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

391 SP535B-1 RADIATOR METAL WHITE C .2 +/- .7

392 SP535B-1 BASEBOARD VINYL GRAY C .4 +/- .9

393 SP535B-1 WALL DRYWALL WHITE D .04 +/- .22

394 SP535B-1 WALL DRYWALL WHITE A 0 +/- .12

395 SP535B-1 DOOR FRAME METAL GRAY A 0 +/- .07

396 SP535B-1 DOOR METAL GRAY A 0 +/- .09

397 SP535B-1 WALL DRYWALL WHITE B .04 +/- .22

398 SP535B-1 DROP CEILING TILE WOOD WHITE .09 +/- .56

399 SP535B-1 CEILING GRID METAL BLACK 0 +/- .07

400 SP535B-1 LIGHT FIXTURE METAL WHITE CEILING 0 +/- .06

401 SP535B-1 CEILING VENT METAL WHITE .01 +/- .18

402 SP535B-1 HANGER METAL ORANGE CEILING 19 +/- 6.4 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

403 CALIBRATION 1.8 +/- .3

404 CALIBRATION .8 +/- .2

405 CALIBRATION 0 +/- .02

406 SHUTTTER CALIBRATION

407 CALIBRATION 1.0 +/- .1

408 CALIBRATION 0 +/- .02

409 CALIBRATION 3.3 +/- .9

410 SP535C-1 WALL PLASTER WHITE C 0 +/- .02

411 SP535C-1 WINDOW SILL METAL WHITE C .1 +/- .9

412 SP535C-1 WINDOW FRAME METAL WHITE C .2 +/- .9

413 SP535C-1 WALL DRYWALL WHITE D 0 +/- .14

ROOM SP535B-1

ROOM SP535C-1
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ROOM SP535D-1
414 SP535C-1 WALL DRYWALL WHITE B 0 +/- .07

415 SP535C-1 WALL DRYWALL WHITE A 0 +/- .16

416 SP535C-1 DOOR FRAME METAL GRAY A 0 +/- .02

417 SP535C-1 DOOR METAL GRAY A 0 +/- .12

418 SP535C-1 DROP CEILING TILE WOOD WHITE 0 +/- .6

419 SP535C-1 CEILING GRID METAL BLACK .04 +/- .22

420 SP535C-1 CEILING VENT METAL GRAY .01 +/- .18

421 SP535C-1 LIGHT FIXTURE METAL WHITE .03 +/- .26

422 SP535C-1 HANGER METAL ORANGE CEILING 13 +/- 3.4 3 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

423 SP535H-1 WALL PLASTER WHITE A .3 +/- .6

424 SP535H-1 WINDOW FRAME WOOD WHITE A 5.9 +/- 1.9 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

425 SP535H-1 WINDOW SILL WOOD WHITE A 2.7 +/- .9 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

426 SP535H-1 RADIATOR METAL WHITE A .1 +/- .2

427 SP535H-1 CONDUIT METAL WHITE B 0 +/- .01

428 SP535H-1 WALL DRYWALL WHITE D 0 +/- .01

429 SP535H-1 WALL PLASTER WHITE B 0 +/- .01

430 SP535H-1 WALL DRYWALL WHITE C 0 +/- .07

431 SP535H-1 BASEBOARD VINYL GRAY C .6 +/- .9

432 SP535H-1 DOOR FRAME METAL GRAY D 0 +/- .03

433 SP535H-1 DOOR METAL GRAY D 0 +/- .11

434 SP535H-1 DROP CEILING TILE WOOD WHITE .1 +/- .5

435 SP535H-1 CEILING GRID METAL WHITE 0 +/- .02

436 SP535H-1 LIGHT FIXTURE METAL WHITE 0 +/- .01

437 SP535H-1 WALL PLASTER BLUE B 0 +/- .01

438 SP535G-1 WALL PLASTER WHITE A .03 +/- .10

439 SP535G-1 WINDOW FRAME WOOD WHITE A 10 +/- 3.0 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

440 SP535G-1 WINDOW SILL WOOD WHITE A 1.5 +/- .5 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

441 SP535G-1 RADIATOR METAL WHITE A .2 +/- 1.0

ROOM SP535H-1

ROOM SP535G-1
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ROOM SP535D-1
442 SP535G-1 WALL DRYWALL WHITE B 0 +/- .01

443 SP535G-1 WALL DRYWALL WHITE C 0 +/- .07

444 SP535G-1 DOOR FRAME METAL GRAY C 0 +/- .06

445 SP535G-1 DOOR METAL GRAY C 0 +/- .10

446 SP535G-1 WALL DRYWALL WHITE D 0 +/- .11

447 SP535G-1 DROP CEILING TILE WOOD WHITE .01 +/- .02

448 SP535G-1 CEILING GRID METAL BLACK .06 +/- .27

449 SP535G-1 LIGHT FIXTURE METAL WHITE .01 +/- .13

450 SP535-1 WALL DRYWALL WHITE A .01 +/- .12

451 SP535-1 BASEBOARD VINYL GRAY A 0 +/- .06

452 SP535-1 WALL PLASTER WHITE B .01 +/- .15

453 SP535-1 DOOR FRAME METAL GRAY B 0 +/- .05

454 SP535-1 DOOR METAL GRAY B .05 +/- .11

455 SP535-1 DOOR HINGE METAL GRAY B .02 +/- .08

456 SP535-1 WALL DRYWALL WHITE C 0 +/- .10

457 SP535-1 WINDOW FRAME METAL BROWN C .01 +/- .16

458 SP535-1 COLUMN DRYWALL WHITE CENTER 0 +/- .01

459 SP535-1 WALL PLASTER WHITE D .1 +/- .2

460 SP535-1 WINDOW SILL METAL WHITE D .08 +/- .15

461 SP535-1 WINDOW FRAME METAL WHITE D .3 +/- .3

462 SP535-1 COLUMN PLASTER WHITE CENTER .01 +/- .08

463 SP535-1 WINDOW DIVIDER BOARD WOOD WHITE CENTER 0 +/- .01

464 SP535-1 DROP CEILING TILE WOOD WHITE .1 +/- .5

465 SP535-1 CEILING GRID METAL BLACK .01 +/- .15

466 SP535-1 CEILING VENT METAL WHITE 0 +/- .03

467 SP535-1 LIGHT FIXTURE METAL WHITE 0 +/- .1

468 SP535-1 CONDUIT METAL BLACK CEILING .01 +/- .03

469 SP535-1 PIPE METAL BLACK CEILING 0 +/- .02

470 SP535-1 WALL PLASTER BLUE B 0 +/- .01

ROOM SP535-1
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ROOM SP535D-1
471 SP535-1 HANGER METAL ORANGE 1.3 +/- .4 1 POOR

Abatement or Encapsulation 
of all Lead Based Paint

472 SP535-1 COLUMN PLASTER BLUE CENTER 0 +/- .01

473 SP535-1 CEILING CONCRETE CREAM .01 +/- .09

474 SP535-1 SPEAKER METAL WHITE 0 +/- .13

475 SP535-1 BRACKET METAL BLACK CEILING 0 +/- .01

476 SP530-1 WALL PLASTER WHITE C .3 +/- .4

477 SP530-1 WINDOW FRAME WOOD WHITE C 9 +/- 3 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

478 SP530-1 WINDOW SILL WOOD WHITE C 2.9 +/- 1.1 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

479 SP530-1 WALL CERAMIC TILE PEACH C 16 +/- 7.0 40 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

480 SP530-1 RADIATOR METAL WHITE C .14 +/- .31

481 SP530-1 WALL PLASTER WHITE D .1 +/- .11

482 SP530-1 WALL CERAMIC TILE PEACH D 15 +/- 6.0 40 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

483 SP530-1 WALL PLASTER WHITE A .01 +/- .15

484 SP530-1 WALL CERAMIC TILE PEACH A 1.6 +/- .3 20 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

485 SP530-1 DOOR FRAME METAL GRAY A 4.1 +/- 1.4 8 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

486 SP530-1 DOOR METAL GRAY A .1 +/- .2

487 SP530-1 WALL CERAMIC TILE PEACH B 1.9 +/- .4 100 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

488 SP530-1 WALL PLASTER WHITE B 0 +/- .01

489 SP530-1 DROP CEILING TILE WOOD WHITE 0 +/- .6

490 SP530-1 CEILING GRID METAL BLACK 0 +/- .03

491 SP530-1 PIPE METAL BLACK 0 +/- .12

492 SP530-1 LIGHT FIXTURE METAL WHITE .01 +/- .16

493 SP530-1 CEILING VENT METAL WHITE .2 +/- .6

494 SP534-1 WALL PLASTER WHITE C .3 +/- 1.0

495 SP534-1 COLUMN PLASTER WHITE C 0 +/- .10

496 SP534-1 WINDOW FRAME WOOD WHITE C 4.7 +/- 1.7 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

497 SP534-1 WINDOW SILL WOOD WHITE C 2.9 +/- 1.2 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

498 SP534-1 RADIATOR METAL WHITE C .04 +/- .13

ROOM SP530-1

ROOM SP534-1
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ROOM SP535D-1
499 SP534-1 WALL DRYWALL WHITE D 0 +/- .06

500 SP534-1 ACCESS PANEL METAL WHITE C 0 +/- .01

501 SP534-1 CALL BOX METAL WHITE C .01 +/- .16

502 SP534-1 BASEBOARD VINYL TAN D .1 +/- .2

503 SP534-1 BASEBOARD VINYL GRAY A .02 +/- .12

504 SP534-1 WALL PLASTER WHITE A 0 +/- .01

505 SP534-1 DOOR FRAME METAL GRAY A 12 +/- 4.0 16 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

506 SP534-1 DOOR METAL GRAY A 0 +/- .07

507 SP534-1 WALL PLASTER WHITE B .01 +/- .11

508 SP534-1 DROP CEILING TILE WOOD WHITE .4 +/- .7

509 SP534-1 CEILING GRID METAL BLACK .01 +/- .15

510 SP534-1 LIGHT FIXTURE METAL WHITE .1 +/- .2

511 SP534-1 WALL PLASTER BLUE C .3 +/- .9

512 SP534-1 WALL PLASTER BLUE B .3 +/- .8

513 SP534-1 CEILING VENT METAL CREAM 0 +/- .09

514 SP534A-1 WALL PLASTER WHITE A 0 +/- .01

515 SP534A-1 WALL PLASTER WHITE B .4 +/- .9

516 SP534A-1 WALL PLASTER WHITE C 0 +/- .10

517 SP534A-1 WALL PLASTER WHITE D .2 +/- .9

518 SP534A-1 BASEBOARD VINYL GRAY B .01 +/- .08

519 SP534A-1 DOOR FRAME METAL GRAY C .02 +/- .21

520 SP534A-1 DOOR METAL GRAY C 0 +/- .08

521 SP534A-1 CONDUIT METAL WHITE D .04 +/- .22

522 SP534A-1 DROP CEILING TILE WOOD WHITE .21 +/- .48

523 SP534A-1 CEILING GRID METAL WHITE .1 +/- .2

524 SP534A-1 CEILING VENT METAL CREAM 0 +/- .01

525 SP534A-1 VOID

526 SP528-1 WALL PLASTER WHITE C 0 +/- .8

ROOM SP534A-1

ROOM SP528-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP535D-1
527 SP528-1 WINDOW FRAME WOOD WHITE C 8 +/- 2.7 7 INTACT

Abatement or Encapsulation 
of all Lead Based Paint

528 SP528-1 WINDOW SILL WOOD WHITE C 1.6 +/- 1.1 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

529 SP528-1 RADIATOR METAL WHITE C .3 +/- .9

530 SP528-1 BASEBOARD VINYL GRAY C .03 +/- .12

531 SP528-1 WALL PLASTER WHITE D 0 +/- .02

532 SP528-1 WALL PLASTER WHITE A .01 +/- .14

533 SP528-1 COLUMN PLASTER WHITE A .1 +/- .9

534 SP528-1 DOOR FRAME METAL GRAY A 0 +/- .15

535 SP528-1 DOOR METAL GRAY A .03 +/- .20

536 SP528-1 WALL DRYWALL WHITE B 0 +/- .01

537 SP528-1 DROP CEILING TILE WOOD WHITE .03 +/- .20

538 SP528-1 CEILING GRID METAL BLACK 0 +/- .09

539 SP528-1 CEILING VENT METAL WHITE .3 +/- .7

540 SP528-1 LIGHT FIXTURE METAL WHITE 0 +/- .01

541 SP528-1 VOID

542 SP528-1 HANGER METAL ORANGE 8.6 +/- 2.5 1 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

543 SP528-1 PIPE METAL BLACK .01 +/- .15

544 SP540-1 WALL PLASTER WHITE C 0 +/- .06

545 SP540-1 WALL PLASTER WHITE D .2 +/- .8

546 SP540-1 WALL CERAMIC WHITE D 2.1 +/- .9 40 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

547 SP540-1 WALL PLASTER WHITE A 0 +/- .04

548 SP540-1 WALL CERAMIC WHITE A 2.7 +/- 1.1 50 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

549 SP540-1 WINDOW FRAME METAL WHITE A .17 +/- .32

550 SP540-1 RADIATOR METAL WHITE A 0 +/- .16

551 SP540-1 WINDOW FRAME WOOD WHITE A 4.5 +/- 1.6 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

552 SP540-1 WINDOW SILL WOOD WHITE A 1.4 +/- .3 2 POOR
Abatement or Encapsulation 

of all Lead Based Paint

553 SP540-1 WALL DRYWALL WHITE B .7 +/- .9

554 SP540-1 VOID

555 SP540-1 CEILING GRID METAL BLACK .4 +/- .8

ROOM SP540-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP535D-1
556 SP540-1 CEILING VENT METAL WHITE 0 +/- .03

557 SP540-1 LIGHT FIXTURE METAL WHITE 0 +/- .10

558 SP540-1 BRACKET METAL BLACK 0 +/- .07

559 SP540-1 WALL PLASTER YELLOW A 0 +/- .01

560 SP540-1 WALL PLASTER YELLOW D .05 +/- .07

561 SP540-1 WALL PLASTER YELLOW C .01 +/- .01

562 CALIBRATION 1.6 +/- .26

563 CALIBRATION 0 +/- .11

564 CALIBRATION .29 +/- .08

565 SP531-1 WALL DRYWALL WHITE C 0 +/- .01

566 SP531-1 WINDOW SILL DRYWALL WHITE C .01 +/- .12

567 SP531-1 WINDOW FRAME DRYWALL WHITE C .01 +/- .02

568 SP531-1 WINDOW FRAME WOOD WHITE C 2.7 +/- 3.4 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

569 SP531-1 WINDOW SILL WOOD WHITE C 2.6 +/- .9 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

570 SP531-1 RADIATOR METAL WHITE C .11 +/- .31

571 SP531-1 WALL DRYWALL WHITE D 0 +/- .1

572 SP531-1 WALL DRYWALL WHITE A 0 +/- .01

573 SP531-1 BASEBOARD VINYL WHITE D .1 +/- .7

574 SP531-1 WALL PLASTER WHITE A .01 +/- .02

575 SP531-1 DOOR FRAME METAL GRAY A .3 +/- 1.0

576 SP531-1 DOOR METAL GRAY A 0 +/- .02

577 SP531-1 COLUMN DRYWALL WHITE A 0 +/- .08

578 SP531-1 WALL DRYWALL WHITE B 0 +/- .06

579 SP531-1 DROP CEILING TILE WOOD WHITE 0 +/- .10

580 SP531-1 CEILING GRID METAL BLACK 0 +/- .01

581 SP531-1 LIGHT FIXTURE METAL WHITE .01 +/- .17

582 SP531-1 PIPE METAL BLACK CEILING 0 +/- .02

583 SP531-1 HANGER METAL ORANGE CEILING 5.8 +/- 1.7 3 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

584 SP539-1 WALL DRYWALL WHITE A 0 +/- .01

ROOM SP531-1

ROOM SP539-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color
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Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP535D-1
585 SP539-1 RADIATOR METAL WHITE A .1 +/- .2

586 SP539-1 WALL PLASTER WHITE B 0 +/- .05

587 SP539-1 WALL DRYWALL WHITE C 0 +/- .01

588 SP539-1 WALL DRYWALL WHITE D 0 +/- .01

589 SP539-1 DOOR FRAME WOOD WHITE D 0 +/- .09

590 SP539-1 DOOR FRAME METAL GRAY D 0 +/- .1

591 SP539-1 DOOR METAL GRAY D .03 +/- .21

592 SP539-1 CONCRETE STEP CONCRETE GRAY D .6 +/- 1.1

593 SP539-1 DROP CEILING TILE WOOD WHITE .1 +/- .6

594 SP539-1 CEILING GRID METAL BLACK 0 +/- .03

595 SP539-1 CEILING VENT METAL WHITE .1 +/- .6

596 SP539-1 LIGHT FIXTURE METAL WHITE .1 +/- .2

597 SP539-1 ABOVE CEILING GRID METAL TAN 0 +/- .13

598 SP539-1 ABOVE CEILING GRID METAL BLACK .04 +/- .28

599 SP539-1 CEILING CONCRETE GRAY .4 +/- 1.1

600 SP539-1 CEILING METAL CREAM 0 +/- .18

601 SP539-1 CEILING CONCRETE GRAY .02 +/- .2

602 SP541-1 WALL PLASTER WHITE A .01 +/- .23

603 SP541-1 WALL CERAMIC TILE WHITE A 2.5 +/- 1.1 40 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

604 SP541-1 BASEBOARD VINYL GRAY A 1.2 +/- .8 23 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

605 SP541-1 WINDOW FRAME METAL WHITE A .4 +/- .4

606 SP541-1 WINDOW FRAME WOOD WHITE A 4.5 +/- 1.5 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

607 SP541-1 WINDOW SILL WOOD WHITE A 3.4 +/- 1.1 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

608 SP541-1 WALL DRYWALL WHITE B .01 +/- .16

609 SP541-1 COLUMN DRYWALL WHITE C 0 +/- .01

610 SP541-1 WALL DRYWALL WHITE C .4 +/- .9

611 SP541-1 DOOR FRAME METAL GRAY C 0 +/- .08

612 SP541-1 DOOR METAL GRAY C 0 +/- .02

613 SP541-1 WALL DRYWALL WHITE D 0 +/- .13

614 SP541-1 DROP CEILING TILE WOOD WHITE .2 +/- .6

ROOM SP541-1
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XRF 
Sample 
Number

Building 
Number
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Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP535D-1
615 SP541-1 CEILING GRID METAL WHITE 0 +/- .01

616 SP541-1 LIGHT FIXTURE METAL WHITE .05 +/- .16

617 SP541-1 BRACKET METAL BLACK CEILING .1 +/- .3

618 SP541-1 HANGER METAL ORANGE CEILING 7.8 +/- 2.0 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

619 SP541-1 WALL PLASTER YELLOW A .01 +/- .01

620 SP541-1 WALL PLASTER YELLOW C 0 +/- .01

621 SP541-1 CEILING VENT METAL WHITE CEILING .01 +/- .02

622 SP503-1 WALL PLASTER WHITE A .04 +/- .11

623 SP503-1 WINDOW FRAME WOOD WHITE A 7.7 +/- 3.0 14 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

624 SP503-1 WINDOW SILL WOOD WHITE A 2.5 +/- 1.0 5 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

625 SP503-1 RADIATOR METAL WHITE A .2 +/- .9

626 SP503-1 WALL PLASTER WHITE B .5 +/- .9

627 SP503-1 WALL PLASTER WHITE C .3 +/- .8

628 SP503-1 DOOR FRAME METAL WHITE C 2.2 +/- 1.0 8 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

629 SP503-1 DOOR METAL GRAY C 0 +/- .09

630 SP503-1 WALL PLASTER WHITE D 0 +/- .12

631 SP503-1 DOOR FRAME METAL BLACK D .1 +/- .2

632 SP503-1 DROP CEILING TILE WOOD WHITE .1 +/- .5

633 SP503-1 CEILING GRID METAL BLACK 0 +/- .09

634 SP503-1 LIGHT FIXTURE METAL WHITE 0 +/- .04

635 SP503-1 PIPE METAL BLACK CEILING .02 +/- .8

636 SP503-1 WALL PLASTER BLUE C ABOVE CEILING.1 +/- .8

637 SP502-1 WALL PLASTER WHITE A .02 +/- .05

638 SP502-1 COLUMN PLASTER WHITE A 0 +/- .02

639 SP502-1 WINDOW SILL WOOD WHITE A 2.8 +/- 1.0 4 POOR
Abatement or Encapsulation 

of all Lead Based Paint

640 SP502-1 WINDOW FRAME WOOD WHITE A 10 +/- 3.4 14 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

641 SP502-1 RADIATOR METAL WHITE A 0 +/- .08

642 SP502-1 DOOR FRAME METAL BLACK B .1 +/- .2

643 SP502-1 WALL DRYWALL WHITE B .01 +/- .18

ROOM SP503-1

ROOM SP502-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color
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Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP535D-1
644 SP502-1 DOOR FRAME METAL GRAY C 2.2 +/- .9 8 INTACT

Abatement or Encapsulation 
of all Lead Based Paint

645 SP502-1 DOOR METAL GRAY C .01 +/- .16

646 SP502-1 WALL DRYWALL WHITE D 0 +/- .01

647 SP502-1 DROP CEILING TILE WOOD WHITE 0 +/- .6

648 SP502-1 CEILING GRID METAL BLACK 0 +/- .01

649 SP502-1 LIGHT FIXTURE METAL WHITE 0 +/- .09

650 SP502-1 PIPE METAL BLACK 0 +/- .07

651 SP502-1 COLUMN PLASTER YELLOW A 0 +/- .01

652 SP502-1 WALL PLASTER YELLOW A 0 +/- .02

653 SP502-1 WALL PLASTER YELLOW C 0 +/- .05

654 SP523-1 WALL PLASTER WHITE C .07 +/- .73

655 SP523-1 RADIATOR METAL WHITE C .12 +/- .14

656 SP523-1 ACCESS PANEL METAL WHITE C 0 +/- .07

657 SP523-1 WINDOW FRAME WOOD WHITE C 8.6 +/- 3.2 14 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

658 SP523-1 WINDOW SILL WOOD WHITE C 7.2 +/- 2.8 4 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

659 SP523-1 BASEBOARD VINYL GRAY C .3 +/- 1.0

660 SP523-1 WALL DRYWALL WHITE D 0 +/- .07

661 SP523-1 WALL PLASTER WHITE D .1 +/- .8

662 SP523-1 WALL PLASTER WHITE A 0 +/- .08

663 SP523-1 DOOR FRAME METAL GRAY A 0 +/- .03

664 SP523-1 DOOR METAL GRAY A 0 +/- .05

665 SP523-1 WALL DRYWALL WHITE B 0 +/- .10

666 SP523-1 CEILING GRID METAL CREAM .1 +/- .7

667 SP523-1 BRACKET METAL BLACK .06 +/- .32

668 SP523-1 LIGHT FIXTURE METAL WHITE CEILING 0 +/- .1

669 SP523A-1 WALL PLASTER WHITE C .1 +/- .17

670 SP523A-1 WALL PLASTER WHITE D .18 +/- .10

671 SP523A-1 WALL PLASTER WHITE A .2 +/- .9

672 SP523A-1 WALL PLASTER WHITE B .2 +/- .9

ROOM SP523A-1

ROOM SP523-1
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XRF 
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Number
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Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP535D-1
673 SP523A-1 DOOR FRAME METAL GRAY C 5.6 +/- 1.8 8 POOR

Abatement or Encapsulation 
of all Lead Based Paint

674 SP523A-1 DOOR METAL GRAY C 0 +/- .10

675 SP523A-1 BASEBOARD CERAMIC TILE PEACH C 16 +/- 7.1 6 POOR
Abatement or Encapsulation 

of all Lead Based Paint

676 SP523A-1 FLOOR CERAMIC TILE PEACH .2 +/- .3

677 SP523A-1 DROP CEILING TILE WOOD WHITE .08 +/- .52

678 SP523A-1 CEILING GRID METAL BLACK .03 +/- .19

679 SP523A-1 LIGHT FIXTURE METAL WHITE .1 +/- .7

680 SP504-1 WALL PLASTER WHITE A .01 +/- .04

681 SP504-1 WINDOW FRAME WOOD WHITE A 1.8 +/- 1.0 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

682 SP504-1 WINDOW SILL WOOD WHITE A 3.1 +/- 1.1 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

683 SP504-1 RADIATOR METAL WHITE A .2 +/- .8

684 SP504-1 WALL PLASTER WHITE B .01 +/- .03

685 SP504-1 WALL PLASTER WHITE C 0 +/- .1

686 SP504-1 COLUMN PLASTER WHITE C .05 +/- .73

687 SP504-1 WALL PLASTER WHITE B 0 +/- .07

688 SP504-1 BASEBOARD VINYL GRAY C .07 +/- .21

689 SP504-1 DOOR FRAME METAL GRAY C 0 +/- .11

690 SP504-1 DOOR METAL GRAY C 0 +/- .03

691 SP504-1 DROP CEILING TILE WOOD WHITE .07 +/- .59

692 SP504-1 CEILING GRID METAL BLACK 0 +/- 0

693 SP504-1 LIGHT FIXTURE METAL WHITE .01 +/- .09

694 SP504-1 PIPE METAL BLACK 0 +/- .04

695 SP504-1 WALL PLASTER BLUE D 0 +/- .01

696 SP504-1 WALL PLASTER BLUE A .07 +/- .72

697 CALIBRATION 1.4 +/- .2

698 CALIBRATION 0 +/- .11

699 CALIBRATION 1.0 +/- .1

700 SHUTTER CALIBRATION

701 CALIBRATION 1.1 +/- .2

ROOM SP504-1

ROOM SP542-1
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XRF 
Sample 
Number

Building 
Number
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Number Building Component Substrate Color
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Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP535D-1
702 CALIBRATION 0 +/- .11

703 CALIBRATION 1.3 +/- .2

704 SP542-1 WALL PLASTER WHITE A 0 +/- .8

705 SP542-1 COLUMN PLASTER WHITE A .02 +/- .24

706 SP542-1 COLUMN CERAMIC TILE WHITE A 2.4 +/- 1.1 15 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

707 SP542-1 WALL CERAMIC TILE WHITE A 2.3 +/- 0.9 45 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

708 SP542-1 WINDOW FRAME WOOD WHITE A 3.8 +/- 1.1 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

709 SP542-1 VOID

710 SP542-1 WINDOW SILL WOOD WHITE A 2.7 +/- 1.1 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

711 SP542-1 SHELF WOOD WHITE A 0 +/- .12

712 SP542-1 WALL PLASTER WHITE B .2 +/- .8

713 SP542-1 WALL CERAMIC TILE WHITE B 3.0 +/- 1.3 65 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

714 SP542-1 WALL PLASTER WHITE C 0 +/- .12

715 SP542-1 DOOR FRAME METAL GRAY C .01 +/- .17

716 SP542-1 DOOR METAL GRAY C 0 +/- .09

717 SP542-1 WALL DRYWALL WHITE D 0 +/- .10

718 SP542-1 DROP CEILING TILE WOOD WHITE .1 +/- .6

719 SP542-1 CEILING GRID METAL CREAM 0 +/- .04

720 SP542-1 CEILING VENT METAL WHITE 0 +/- .11

721 SP542-1 LIGHT FIXTURE METAL WHITE 0 +/- .16

722 SP542-1 COLUMN PLASTER YELLOW A .1 +/- .9

723 SP542-1 WALL PLASTER YELLOW A 0 +/- .02

724 SP542-1 WALL PLASTER YELLOW C 0 +/- .01

725 SP542-1 WALL PLASTER YELLOW B .01 +/- .02

726 SHUTTER CALIBRATION

727 CALIBRATION .38 +/- .17

728 CALIBRATION 3.5 +/- .6

729 CALIBRATION 0 +/- .01

730 SP527-1 WALL PLASTER WHITE A .2 +/- .9

731 SP527-1 DOOR FRAME METAL GRAY A 1.6 +/- .6 8 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

ROOM SP527-1
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Number
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(sq. ft. ) Damage Abatement options

ROOM SP535D-1
732 SP527-1 DOOR METAL GRAY A .01 +/- .16

733 SP527-1 COLUMN PLASTER WHITE A .4 +/- 1.0

734 SP527-1 WALL PLASTER WHITE B 0 +/- .1

735 SP527-1 WALL PLASTER WHITE C .2 +/- .9

736 SP527-1 ACCESS PANEL METAL WHITE C 0 +/- .07

737 SP527-1 RADIATOR METAL WHITE C .01 +/- .14

738 SP527-1 WINDOW FRAME METAL WHITE C .8 +/- 1.0

739 SP527-1 WINDOW FRAME WOOD WHITE C 4.2 +/- 1.2 14 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

740 SP527-1 WINDOW SILL WOOD WHITE C 4.2 +/- 1.4 4 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

741 SP527-1 WALL DRYWALL WHITE D 0 +/- .07

742 SP527-1 BASEBOARD VINYL GRAY D .1 +/- .3

743 SP527-1 BASEBOARD TILE BROWN C .1 +/- .9

744 SP527-1 DROP CEILING TILE WOOD WHITE .5 +/- .7

745 SP527-1 CEILING GRID METAL WHITE 0 +/- .10

746 SP527-1 BRACKET METAL BLACK CEILING 0 +/- .01

747 SP527-1 HANGER METAL ORANGE CEILING 21 +/- 6.6 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

748 SP527-1 PIPE METAL BLACK CEILING 0 +/- .02

749 SP527-1 WALL PLASTER YELLOW C .08 +/- .73

750 SP527-1 WALL PLASTER YELLOW B .07 +/- .14

751 SP527-1 LIGHT FIXTURE METAL WHITE 0 +/- .01

752 SP527-1 WALL PLASTER YELLOW A 0 +/- .08

753 SP527-1 CEILING VENT METAL WHITE .06 +/- .65

754 SP525-1 WALL PLASTER WHITE A .02 +/- .13

755 SP525-1 BASEBOARD VINYL GRAY A .3 +/- 1.0

756 SP525-1 WALL PLASTER WHITE B 0 +/- 0

757 SP525-1 WINDOW FRAME WOOD WHITE B 7.8 +/- 3.0 14 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

758 SP525-1 WINDOW SILL WOOD WHITE B 4 +/- 1.1 4 POOR
Abatement or Encapsulation 

of all Lead Based Paint

759 SP525-1 WINDOW FRAME METAL WHITE B .09 +/- .40

760 SP525-1 RADIATOR METAL WHITE B .17 +/- .23

761 SP525-1 WALL DRYWALL BLUE C 0 +/- .01

ROOM SP525-1
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ROOM SP535D-1
762 SP525-1 WALL DRYWALL BLUE B .02 +/- .05

763 SP525-1 INTERIOR DOOR FRAME METAL GRAY B 0 +/- .07

764 SP525-1 INTERIOR DOOR METAL GRAY B 0 +/- .10

765 SP525-1 WALL PLASTER WHITE C .04 +/- .06

766 SP525-1 COLUMN PLASTER WHITE C .2 +/- .8

767 SP525-1 COLUMN DRYWALL WHITE C .6 +/- .9

768 SP525-1 WALL PLASTER WHITE D .1 +/- .2

769 SP525-1 EXTERIOR DOOR FRAME METAL GRAY D 3.6 +/- 1.3 8 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

770 SP525-1 EXTERIOR DOOR METAL GRAY D 0 +/- .15

771 SP525-1 WALL DRYWALL WHITE D .1 +/- .2

772 SP525-1 DOOR FRAME METAL WHITE D .01 +/- .15

773 SP525-1 DOOR METAL BROWN D 0 +/- .10

774 SP525-1 DROP CEILING TILE WOOD WHITE .3 +/- .5

775 SP525-1 CEILING GRID METAL WHITE .2 +/- .6

776 SP525-1 LIGHT FIXTURE METAL WHITE .02 +/- .13

777 SP525-1 SPEAKER METAL WHITE CEILING 0 +/- .01

778 SP525-1 SOFFIT PLASTER WHITE CEILING .02 +/- .11

779 SP525-1 PIPE METAL BLACK .01 +/- .08

780 SP525-1 BRACKET METAL ORANGE 5.1 +/- 1.7 1 POOR
Abatement or Encapsulation 

of all Lead Based Paint

781 SP525A-1 WALL PLASTER WHITE C .1 +/- .8

782 SP525A-1 WALL DRYWALL WHITE D 0 +/- .05

783 SP525A-1 BASEBOARD VINYL GRAY D .1 +/- .8

784 SP525A-1 DOOR FRAME METAL GRAY D .02 +/- .19

785 SP525A-1 DOOR METAL GRAY D .04 +/- .21

786 SP525A-1 WALL DRYWALL WHITE A 0 +/- .09

787 SP525A-1 WALL PLASTER GREEN B .1 +/- .1

788 SP525A-1 WINDOW FRAME METAL GREEN B .2 +/- .3

789 SP525A-1 RADIATOR METAL GREEN B .4 +/- .6

790 SP525A-1 WINDOW FRAME WOOD GREEN B 5.1 +/- 1.7 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

791 SP525A-1 WINDOW SILL WOOD GREEN B 2.3 +/- .8 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

ROOM SP525A-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP535D-1
792 SP525A-1 COLUMN PLASTER WHITE C .3 +/- .9

793 SP525A-1 DROP CEILING TILE WOOD WHITE 0 +/- .63

794 SP525A-1 CEILING GRID METAL WHITE 0 +/- .08

795 SP525A-1 LIGHT FIXTURE METAL WHITE 0 +/- .14

796 SP525A-1 BRACKET METAL BLACK 0 +/- .01

797 SP525A-1 WALL PLASTER WHITE B .03 +/- .03

798 SP519-1 WALL DRYWALL WHITE C 0 +/- .01

799 SP519-1 WINDOW FRAME WOOD WHITE C 8.2 +/- 2.9 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

800 SP519-1 WINDOW SILL WOOD WHITE C 3.3 +/- 1.1 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

801 SP519-1 RADIATOR METAL WHITE C 0 +/- .13

802 SP519-1 WALL DRYWALL WHITE D 0 +/- .11

803 SP519-1 WALL DRYWALL WHITE A 0 +/- .07

804 SP519-1 DOOR FRAME METAL GRAY A .01 +/- .15

805 SP519-1 DOOR METAL GRAY A 0 +/- .10

806 SP519-1 WALL DRYWALL WHITE D 0 +/- .08

807 SP519-1 DROP CEILING TILE WOOD WHITE .1 +/- .6

808 SP519-1 CEILING GRID METAL BLACK 0 +/- 0

809 SP519-1 LIGHT FIXTURE METAL WHITE .03 +/- .2

810 SP519-1 VOID

811 SP519-1 HANGER METAL ORANGE CEILING 5.8 +/- 1.8 1 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

812 SP518-1 COLUMN PLASTER WHITE A 0 +/- .01

813 SP518-1 WALL DRYWALL WHITE A 0 +/- .01

814 SP518-1 DOOR FRAME METAL GRAY A 0 +/- .12

815 SP518-1 DOOR METAL GRAY A 0 +/- .15

816 SP518-1 WALL DRYWALL WHITE B 0 +/- .08

817 SP518-1 BASEBOARD VINYL GRAY B .4 +/- .8

818 SP518-1 WALL DRYWALL WHITE C 0 +/- .10

819 SP518-1 RADIATOR METAL GRAY C .01 +/- .03

820 SP518-1 WALL DRYWALL WHITE D 0 +/- .09

ROOM SP519-1

ROOM SP518-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP535D-1
821 SP518-1 DROP CEILING TILE WOOD WHITE .1 +/- .5

822 SP518-1 CEILING GRID METAL BLACK 0 +/- .01

823 SP518-1 LIGHT FIXTURE METAL WHITE 0 +/- .04

824 SP518-1 BRACKET METAL BLACK .03 +/- .13

825 SP518-1 PIPE METAL BLACK .01 +/- .11

826 SP518-1 HANGER METAL ORANGE 4.5 +/- 1.6 1 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

827 SP517-1 WALL DRYWALL WHITE A 0 +/- .7

828 SP517-1 DOOR FRAME METAL GRAY A .01 +/- .16

829 SP517-1 DOOR METAL GRAY A .01 +/- .2

830 SP517-1 WALL DRYWALL WHITE B .04 +/- .16

831 SP517-1 WALL DRYWALL WHITE C .03 +/- .14

832 SP517-1 WALL DRYWALL WHITE D 0 +/- .1

833 SP517-1 RADIATOR WHITE C .1 +/- .2

834 SP517-1 BASEBOARD VINYL GRAY D .1 +/- .8

835 SP517-1 DROP CEILING TILE WOOD WHITE .5 +/- .4

836 SP517-1 CEILING GRID METAL BLACK 0 +/- .12

837 SP517-1 LIGHT FIXTURE METAL WHITE .03 +/- .19

838 SP517-1 PIPE METAL BLACK 0 +/- .05

839 SP517-1 VOID

840 SP517-1 BRACKET METAL BLACK .04 +/- .3

841 SP517-1 HANGER METAL ORANGE 8.0 +/- 2.3 3 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

842 SP510-1 WALL PLASTER WHITE A .03 +/- .13

843 SP510-1 WINDOW FRAME METAL WHITE A .1 +/- .2

844 SP510-1 WINDOW FRAME WOOD WHITE A 3.6 +/- 1.3 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

845 SP510-1 WINDOW SILL WOOD WHITE A 4.9 +/- 1.7 3 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

846 SP510-1 RADIATOR METAL WHITE A .1 +/- .1

847 SP510-1 WALL DRYWALL WHITE B .01 +/- .03

848 SP510-1 WALL PLASTER WHITE C .05 +/- .69

849 SP510-1 DOOR FRAME METAL GRAY C 0 +/- .08

ROOM SP517-1

ROOM SP510-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP535D-1
850 SP510-1 DOOR METAL GRAY C .01 +/- .18

851 SP510-1 WALL PLASTER WHITE D 0 +/- .02

852 SP510-1 COULMN PLASTER WHITE D .2 +/- .6

853 SP510-1 DROP CEILING TILE WOOD WHITE .07 +/- .52

854 SP510-1 CEILING GRID METAL BLACK 0 +/- .02

855 SP510-1 LIGHT FIXTURE METAL WHITE .04 +/- .16

856 SP510-1 WALL PLASTER PINK C .01 +/- .01

857 SP510-1 PIPE METAL BLACK 0 +/- .13

858 SP510-1 WALL PLASTER BLUE A .02 +/- .23

859 SP511-1 WALL PLASTER WHITE A .03 +/- .11

860 SP511-1 COLUMN PLASTER WHITE A .01 +/- .11

861 SP511-1 WINDOW FRAME METAL WHITE A .1 +/- .2

862 SP511-1 RADIATOR METAL WHITE A .1 +/- .1

863 SP511-1 WINDOW FRAME WOOD WHITE A 5.9 +/- 1.9 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

864 SP511-1 WINDOW SILL WOOD WHITE A 4.1 +/- 1.3 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

865 SP511-1 WALL PLASTER WHITE B .3 +/- .9

866 SP511-1 METAL PLATE METAL WHITE B .02 +/- .33

867 SP511-1 WALL PLASTER WHITE C 0 +/- .02

868 SP511-1 DOOR FRAME METAL GRAY C 0 +/- .05

869 SP511-1 DOOR METAL GRAY C .01 +/- .16

870 SP511-1 WALL DRYWALL WHITE D 0 +/- .09

871 SP511-1 BASEBOARD VINYL GRAY D .1 +/- .3

872 SP511-1 DROP CEILING TILE WOOD WHITE .12 +/- .58

873 SP511-1 CEILING GRID METAL BLACK 0 +/- .1

874 SP511-1 LIGHT FIXTURE METAL WHITE 0 +/- .02

875 SP511-1 WALL PLASTER PINK C .01 +/- .12

876 SP511-1 WALL PLASTER BLUE A .1 +/- .1

877 CALIBRATION 2.9 +/- .78

878 CALIBRATION 0 +/- .11

879 CALIBRATION 1.1 +/- .11

ROOM SP511-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP535D-1

880 SP520-1 WALL PLASTER WHITE C .02 +/- .10

881 SP520-1 WINDOW FRAME METAL WHITE C .3 +/- .7

882 SP520-1 RADIATOR METAL WHITE C .01 +/- .03

883 SP520-1 WINDOW FRAME WOOD WHITE C 7.9 +/- 3.1 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

884 SP520-1 WINDOW SILL WOOD WHITE C 3.5 +/- 1.2 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

885 SP520-1 WALL PLASTER WHITE D 0 +/- .8

886 SP520-1 WALL PLASTER WHITE A .01 +/- .05

887 SP520-1 WALL PLASTER WHITE B .03 +/- .10

888 SP520-1 DOOR METAL GRAY A 0 +/- .09

889 SP520-1 DOOR FRAME METAL GRAY A 1.7 +/- .6 8 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

890 SP520-1 PANEL METAL WHITE A .2 +/- .6

891 SP520-1 WALL DRYWALL WHITE B 0 +/- .07

892 SP520-1 DROP CEILING TILE WOOD WHITE .16 +/- .54

893 SP520-1 CEILING GRID METAL BLACK 0 +/- .12

894 SP520-1 LIGHT FIXTURE METAL WHITE .01 +/- .05

895 SP520-1 PIPE METAL BLACK .01 +/- .15

896 SP520-1 WALL PLASTER PINK B 0 +/- .01

897 SP521-1 WALL PLASTER WHITE C 0 +/- .17

898 SP521-1 BASEBOARD CERMAIC TILE PEACH C .09 +/- .13

899 SP521-1 WINDOW FRAME METAL WHITE C .01 +/- .10

900 SP521-1 RADIATOR METAL WHITE C .01 +/- .16

901 SP521-1 WINDOW FRAME WOOD WHITE C 7.6 +/- 2.6 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

902 SP521-1 VOID

903 SP521-1 VOID

904 SP521-1 WINDOW SILL WOOD WHITE C 2.2 +/- .9 3 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

905 SP521-1 WALL PLASTER WHITE D .02 +/- .13

906 SP521-1 WALL PLASTER WHITE A 0 +/- .06

907 SP521-1 DOOR FRAME METAL GRAY A 0 +/- .06

908 SP521-1 DOOR METAL GRAY A 0 +/- .10

ROOM SP521-1

ROOM SP520-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP535D-1
909 SP521-1 WALL PLASTER WHITE B .4 +/- .9

910 SP521-1 CEILING DRYWALL WHITE 0 +/- .07

911 SP521-1 LIGHT FIXTURE METAL GRAY .02 +/- 08

912 SP516-1 WALL PLASTER WHITE C .2 +/- .9

913 SP516-1 COLUMN PLASTER WHITE C .5 +/- 1.0

914 SP516-1 WINDOW FRAME METAL WHITE C .02 +/- .10

915 SP516-1 RADIATOR METAL WHITE C 0 +/- .04

916 SP516-1 WINDOW FRAME WOOD WHITE C 6.6 +/- 2.5 14 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

917 SP516-1 WINDOW SILL WOOD WHITE C 3.7 +/- 1.3 4 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

918 SP516-1 WALL PLASTER WHITE D .02 +/- .12

919 SP516-1 PANEL METAL WHITE D .01 +/- .02

920 SP516-1 DOOR FRAME METAL GRAY A 0 +/- .01

921 SP516-1 DOOR METAL GRAY A 0 +/- .08

922 SP516-1 WALL PLASTER WHITE A .1 +/- .7

923 SP516-1 WALL PLASTER WHITE B .02 +/- .11

924 SP516-1 CEILING CONCRETE GRAY .01 +/- .06

925 SP516-1 PIPE METAL GRAY CEILING 0 +/- .02

926 SP516-1 LIGHT FIXTURE METAL WHITE 0 +/- .1

927 SP516-1 DROP CEILING TILE WOOD WHITE 0 +/- .6

928 SP516-1 HANGER METAL ORANGE 14 +/- 5.7 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

929 SP513-1 WALL PLASTER WHITE A 0 +/- .01

930 SP513-1 WINDOW FRAME METAL WHITE A .2 +/- .2

931 SP513-1 RADIATOR METAL WHITE A 0 +/- .8

932 SP513-1 WINDOW FRAME WOOD WHITE A 6 +/- 2.5 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

933 SP513-1 WINDOW SILL WOOD WHITE A 3 +/- 1.2 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

934 SP513-1 WALL PLASTER WHITE B .1 +/- .1

935 SP513-1 COLUMN PLASTER WHITE B .01 +/- .07

936 SP513-1 WALL PLASTER WHITE C .02 +/- .12

937 SP513-1 DOOR FRAME METAL GRAY C 0 +/- .03

ROOM SP516-1

ROOM SP513-1
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XRF 
Sample 
Number

Building 
Number
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Number Building Component Substrate Color
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Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP535D-1
938 SP513-1 DOOR METAL GRAY C 0 +/- .04

939 SP513-1 WALL PLASTER WHITE D .01 +/- .07

940 SP513-1 DROP CEILING TILE WOOD WHITE 0 +/- .01

941 SP513-1 CEILING GRID METAL WHITE 0 +/- .03

942 SP513-1 LIGHT FIXTURE METAL WHITE .02 +/- .13

943 SP513-1 BRACKET METAL BLACK 0 +/- .01

944 SP513-1 PIPE METAL BLACK .09 +/- .21

945 SP515-1 WALL PLASTER WHITE C .01 +/- .04

946 SP515-1 WINDOW FRAME METAL WHITE C 0 +/- .8

947 SP515-1 RADIATOR METAL WHITE C 0 +/- .02

948 SP515-1 WINDOW FRAME WOOD WHITE C 5 +/- 1.7 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

949 SP515-1 WINDOW SILL WOOD WHITE C 3 +/- 1.0 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

950 SP515-1 WALL PLASTER WHITE D .1 +/- .9

951 SP515-1 COLUMN PLASTER WHITE D .2 +/- 1.0

952 SP515-1 WALL PLASTER WHITE A .7 +/- 1.1

953 SP515-1 DOOR FRAME METAL GRAY A 0 +/- .04

954 SP515-1 DOOR METAL GRAY A 0 +/- .08

955 SP515-1 WALL PLASTER WHITE B .7 +/- 1.1

956 SP515-1 CEIING TILE WOOD WHITE 0 +/- .6

957 SP515-1 CEILING GRID METAL BLACK 0 +/- .05

958 SP515-1 PIPE METAL BLACK 0 +/- .01

959 SP515-1 LIGHT FIXTURE METAL WHITE .01 +/- .09

960 SP512-1 WALL PLASTER WHITE A .01 +/- .10

961 SP512-1 WINDOW FRAME METAL WHITE A .6 +/- 1.0

962 SP512-1 RADIATOR METAL WHITE A 0 +/- .8

963 SP512-1 WINDOW SILL WOOD WHITE A 4.0 +/- 1.3 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

964 SP512-1 WINDOW FRAME WOOD WHITE A 2.9 +/- 1.0 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

965 SP512-1 WALL PLASTER WHITE B .3 +/- 1.0

966 SP512-1 BOARD WOOD WHITE B .01 +/- .30

ROOM SP515-1

ROOM SP512-1
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XRF 
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Number
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Number
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(sq. ft. ) Damage Abatement options

ROOM SP535D-1
967 SP512-1 VOID

968 SP512-1 PIPE METAL WHITE B 0 +/- .07

969 SP512-1 DOOR FRAME METAL GRAY C 0 +/- .04

970 SP512-1 DOOR METAL GRAY C 0 +/- .08

971 SP512-1 PANEL METAL WHITE C .07 +/- .42

972 SP512-1 WALL PLASTER WHITE C .1 +/- .7

973 SP512-1 COLUMN PLASTER WHITE C .4 +/- .9

974 SP512-1 WALL PLASTER WHITE D .01 +/- .09

975 SP512-1 CEILING GRID METAL WHITE 0 +/- .04

976 SP512-1 PIPE METAL BLACK 0 +/- .1

977 SP512-1 BRACKET METAL BLACK 0 +/- .06

978 SP512-1 DROP CEILING TILE WOOD WHITE .2 +/- .6

979 SP512-1 LIGHT FIXTURE METAL WHITE 0 +/- .09

980 CALIBRATION .36 +/- .17

981 CALIBRATION 0 +/- .02

982 CALIBRATION 3.5 +/- .7

983 SHUTTER CALIBRATION

984 CALIBRATION .3 +/- .06

985 CALIBRATION 0 +/- .06

986 CALIBRATION 5.1 +/- 1.9

987 SP522-1 WALL PLASTER WHITE C .01 +/- .11

988 SP522-1 WINDOW FRAME METAL WHITE C .1 +/- .2

989 SP522-1 RADIATOR METAL WHITE C .1 +/- .8

990 SP522-1 WINDOW FRAME WOOD WHITE C 3.3 +/- 1.2 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

991 SP522-1 WINDOW SILL WOOD WHITE C 3 +/- 1.2 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

992 SP522-1 WALL PLASTER WHITE D 0 +/- .01

993 SP522-1 BASEBOARD VINYL WHITE D .6 +/- .9

994 SP522-1 PLATE METAL WHITE D .02 +/- .1

995 SP522-1 BATHROOM DOOR FRAME METAL GRAY D .1 +/- .2

996 SP522-1 BATHROOM DOOR METAL GRAY D 0 +/- .1

ROOM SP522/522A-1
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XRF 
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Quantity - 
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(sq. ft. ) Damage Abatement options

ROOM SP535D-1
997 SP522-1 WALL DRYWALL WHITE D 0 +/- .01

998 SP522-1 WALL PLASTER WHITE A .1 +/- .2

999 SP522-1 DOOR FRAME METAL GRAY A 2.6 +/- 1.2 8 POOR
Abatement or Encapsulation 

of all Lead Based Paint

1000 SP522-1 DOOR METAL GRAY A 0 +/- .09

1001 SP522-1 WALL PLASTER WHITE B .04 +/- .06

1002 SP522-1 DROP CEILING TILE WOOD WHITE .17 +/- .54

1003 SP522-1 CEILING GRID METAL BLACK 0 +/- .08

1004 SP522-1 LIGHT FIXTURE METAL WHITE .01 +/- .12

1005 SP522-1 PIPE METAL BLACK CEILING 0 +/- .12

1006 SP514-1 WALL PLASTER WHITE C .6 +/- 1.1

1007 SP514-1 WINDOW FRAME METAL WHITE C .1 +/- .1

1008 SP514-1 RADIATOR METAL WHITE C .3 +/- .9

1009 SP514-1 WINDOW FRAME WOOD WHITE C 4.2 +/- 1.3 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1010 SP514-1 WINDOW SILL WOOD WHITE C 2.1 +/- .9 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1011 SP514-1 WALL PLASTER WHITE D .01 +/- .07

1012 SP514-1 PLATE METAL WHITE D .01 +/- .02

1013 SP514-1 PLATE METAL WHITE D 0 +/- .12

1014 SP514-1 DOOR FRAME METAL GRAY A 0 +/- .05

1015 SP514-1 DOOR METAL GRAY A 0 +/- .12

1016 SP514-1 WALL PLASTER WHITE A .01 +/- .05

1017 SP514-1 WALL PLASTER WHITE B .05 +/- .16

1018 SP514-1 COLUMN PLASTER WHITE B 0 +/- .8

1019 SP514-1 DROP CEILING TILE WOOD WHITE .3 +/- .5

1020 SP514-1 CEILING GRID METAL WHITE 0 +/- .06

1021 SP514-1 LIGHT FIXTURE METAL WHITE 0 +/- .02

1022 SP514-1 WALL PLASTER BLUE C ABOVE DROP CEILING.02 +/- .11

1023 SP514-1 WALL PLASTER BLUE D .12 +/- .06

1024 SP514-1 BRACKET METAL BLACK .01 +/- .03

1025 SP514-1 WALL PLASTER BLUE A .03 +/- .03

1026 SP514-1 WALL PLASTER BLUE B .1 +/- .1

ROOM SP514-1
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XRF 
Sample 
Number
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(sq. ft. ) Damage Abatement options

ROOM SP535D-1
1027 VOID

1028 SP501-1 WALL PLASTER WHITE A .3 +/- .9

1029 SP501-1 WINDOW FRAME METAL WHITE A .3 +/- .8

1030 SP501-1 RADIATOR METAL WHITE A .03 +/- .12

1031 SP501-1 WINDOW FRAME WOOD WHITE A 3.5 +/- 1.2 15 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1032 SP501-1 WINDOW SILL WOOD WHITE A 4.2 +/- 1.2 5 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

1033 SP501-1 WALL DRYWALL WHITE B .01 +/- .21

1034 SP501-1 BASEBOARD METAL BLACK B 0 +/- .02

1035 SP501-1 DOOR FRAME METAL GRAY B .01 +/- .17

1036 SP501-1 DOOR METAL GRAY B 0 +/- .14

1037 SP501-1 WALL PLASTER WHITE C 0 +/- .01

1038 SP501-1 WALL PLASTER WHITE D 0 +/- .04

1039 SP501-1 DROP CEILING TILE WOOD WHITE 0 +/- .01

1040 SP501-1 CEILING GRID METAL BLACK 0 +/- .01

1041 SP501-1 LIGHT FIXTURE METAL WHITE .01 +/- .29

1042 SP501-1 WALL PLASTER PURPLE C 0 +/- .8

1043 SP501-1 WALL PLASTER PURPLE A .03 +/- .04

1044 SP501-1 WALL PLASTER ORANGE B .01 +/- .12

1045 SP506-1 WALL PLASTER WHITE A .3 +/- .8

1046 SP506-1 WALL CERAMIC TILE WHITE A .2 +/- .4

1047 SP506-1 WINDOW FRAME METAL WHITE A 0 +/- .01

1048 SP506-1 RADIATOR METAL WHITE B 0 +/- .11

1049 SP506-1 WALL CERAMIC TILE WHITE B .03 +/- .09

1050 SP506-1 WALL PLASTER WHITE B .7 +/- 1.0

1051 SP506-1 COLUMN PLASTER WHITE CENTER 0 +/- .01

1052 SP506-1 COLUMN CERAMIC TILE WHITE CENTER .1 +/- .4

1053 SP506-1 BATHROOM DOOR FRAME METAL GRAY B .05 +/- .11

1054 SP506-1 BATHROOM DOOR METAL GRAY B 0 +/- .08

1055 SP506-1 ACCESS PANEL METAL WHITE C 0 +/- .13

ROOM SP501-1

ROOM SP506-1
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ROOM SP535D-1
1056 SP506-1 DOOR FRAME METAL GRAY C .4 +/- .3

1057 SP506-1 DOOR METAL GRAY C 0 +/- .13

1058 SP506-1 CONDUIT METAL WHITE C .01 +/- .18

1059 SP506-1 ELECTRICAL BOX METAL WHITE C 0 +/- .14

1060 SP506-1 WALL PLASTER WHITE D 0 +/- .03

1061 SP506-1 WALL CERAMIC TILE WHITE D 0 +/- .03

1062 SP506-1 AIR CONDITION FRAME PLASTIC WHITE D 0 +/- .8

1063 SP506-1 AIR CONDITION FRAME WOOD WHITE D 0 +/- .11

1064 SP506-1 AIR CONDITIONER METAL WHITE D .07 +/- .38

1065 SP506-1 COUNTER BRACKET METAL BLACK B .1 +/- .2

1066 SP506-1 DROP CEILING TILE WOOD WHITE .2 +/- .6

1067 SP506-1 CEILING GRID METAL BLACK .02 +/- .14

1068 SP506-1 CEILING VENT METAL WHITE .1 +/- .6

1069 SP506-1 LIGHT FIXTURE METAL WHITE 0 +/- .01

1070 SP506-1 PIPE METAL BLACK CEILING 0 +/- .13

1071 SP506-1 BEAM CONCRETE BLACK CEILING .01 +/- .06

1072 SP506-1 BEAM CONCRETE WHITE CEILING .7 +/- 1.1

1073 SP506-1 SPEAKER METAL WHITE CEILING 0 +/- .01

1074 CALIBRATION .33 +/- .13

1075 CALIBRATION 0 +/- .15

1076 CALIBRATION 3.1 +/- 1.0

366 SP526-1 WALL DRYWALL WHITE A 0 +/- .07

367 SP526-1 BASEBOARD VINYL GRAY A 0 +/- .01

368 SP526-1 DOOR FRAME METAL GRAY A 0 +/- .09

369 SP526-1 DOOR METAL GRAY A 0 +/- .04

370 SP526-1 WALL PLASTER WHITE B .2 +/- .7

371 SP526-1 WALL PLASTER WHITE C .2 +/- .3

372 SP526-1 WINDOW FRAME WOOD WHITE C 11 +/- 3.0 5 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

373 SP526-1 WINDOW SILL WOOD WHITE C .3 +/- .4

374 SP526-1 RADIATOR METAL WHITE C .02 +/- .11

ROOM SP526-1
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XRF 
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(sq. ft. ) Damage Abatement options

ROOM SP535D-1
375 SP526-1 WALL PLASTER WHITE D .2 +/- .3

376 SP526-1 DROP CEILING TILE WOOD WHITE .33 +/- .47

377 SP526-1 CEILING GRID METAL BLACK 0 +/- .01

378 SP526-1 LIGHT FIXTURE METAL WHITE 0 +/- .01

379 SP526-1 BRACKET METAL BLACK .01 +/- .06

380 SP526-1 PIPE METAL BLACK .01 +/- .06

381 SP526-1 WALL PLASTER BROWN C .01 +/- .03

382 SP526-1 WALL PLASTER BROWN D .22 +/- .17

383 SP526-1 WALL PLASTER BROWN B .15 +/- .12

384 SP543-1 WALL CERAMIC TILE TAN A 2.1 +/- .5 75 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

385 SP543-1 WINDOW FRAME WOOD WHITE A 2.8 +/- 1.1 15 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

386 SP543-1 WINDOW FRAME METAL WHITE A .8 +/- .4

387 SP543-1 WINDOW SILL WOOD WHITE A 3.6 +/- 1.3 9 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

388 SP543-1 RADIATOR METAL WHITE A .4 +/- .4

389 SP543-1 WALL CERAMIC TILE TAN B 5.2 +/- 2.0 160 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

390 SP543-1 WALL CERAMIC TILE TAN C 1.2 +/- .6 120 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

391 SP543-1 DOOR FRAME METAL GRAY C 8.2 +/- 2.6 8 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

392 SP543-1 DOOR METAL GRAY C 0 +/- .05

393 SP543-1 WALL CERAMIC TILE TAN D 2.1 +/- .5 140 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

394 SP543-1 COLUMN PLASTER WHITE D 0 +/- .11

395 SP543-1 BASEBOARD VINYL BLACK D 3.5 +/- 1.4 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

396 SP543-1 STALL METAL BROWN B .9 +/- .4

397 SP543-1 WALL PLASTER WHITE D .08 +/- .73

398 SP543-1 DROP CEILING TILE WOOD WHITE .3 +/- .5

399 SP543-1 CEILING GRID METAL BLACK .01 +/- .12

400 SP543-1 LIGHT FIXTURE METAL WHITE 0 +/- .12

401 SP543-1 PIPE METAL BLACK 0 +/- .11

402 SP543-1 BRACKET METAL BLACK 0 +/- .04

403 SP543-1 WALL PLASTER WHITE A .1 +/- .08

404 SP543-1 HANGER METAL ORANGE 3.2 +/- .8 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

ROOM SP543-1
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ROOM SP535D-1
405 SP543-1 WALL PLASTER WHITE B .2 +/- .9

406 SP543-1 WALL PLASTER WHITE C .01 +/- .1

407 SP509-1 WALL CERAMIC TILE WHITE A .41 +/- .29

408 SP509-1 WINDOW FRAME WOOD WHITE A 3.7 +/- 1.1 5 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

409 SP509-1 WINDOW SILL WOOD WHITE A 2.1 +/- 1.2 3 POOR
Abatement or Encapsulation 

of all Lead Based Paint

410 SP509-1 WINDOW FRAME METAL WHITE A .2 +/- .44

411 SP509-1 RADIATOR METAL WHITE A 0 +/- .01

412 SP509-1 WALL CERAMIC TILE WHITE B .19 +/- .22

413 SP509-1 WALL PLASTER WHITE B 0 +/- .8

414 SP509-1 WALL PLASTER WHITE C 0 +/- .12

415 SP509-1 INTERIOR DOOR FRAME METAL WHITE C 0 +/- .1

416 SP509-1 INTERIOR DOOR WOOD VARNISH C 0 +/- .01

417 SP509-1 WALL CERAMIC TILE WHITE C 1.1 +/- .6 50 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

418 SP509-1 WALL PLASTER WHITE D 0 +/- .12

419 SP509-1 BASEBOARD VINYL BLACK B .1 +/- .8

420 SP509-1 EXTERIOR DOOR FRAME METAL GRAY C 0 +/- .11

421 SP509-1 EXTERIOR DOOR METAL GRAY C 0 +/- .1

422 SP509-1 WALL CERAMIC TILE WHITE D .2 +/- .27

423 SP509-1 DROP CEILING TILE WOOD WHITE .1 +/- .5

424 SP509-1 CEILING GRID METAL BLACK .01 +/- .17

425 SP509-1 PIPE METAL BLACK .02 +/- .09

426 SP509-1 LIGHT FIXTURE METAL WHITE .05 +/- .19

427 SP507-1 COLUMN PLASTER WHITE A 0 +/- 0

428 SP507-1 WALL CERAMIC TILE WHITE A .02 +/- .09

429 SP507-1 WINDOW FRAME WOOD WHITE A 7 +/- 2.1 10 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

430 SP507-1 WINDOW SILL WOOD WHITE A 3.9 +/- 1.4 6 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

431 SP507-1 WINDOW FRAME METAL WHITE A .2 +/- .3

432 SP507-1 RADIATOR METAL WHITE A .01 +/- .17

433 SP507-1 WALL CERAMIC TILE WHITE B 0 +/- .19

ROOM SP507-1

ROOM SP509-1
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(sq. ft. ) Damage Abatement options

ROOM SP535D-1
434 SP507-1 STALL METAL WHITE B .1 +/- .6

435 SP507-1 WALL CERAMIC TILE WHITE C .05 +/- .04

436 SP507-1 EXTERIOR DOOR FRAME METAL WHITE C .01 +/- .01

437 SP507-1 EXTERIOR DOOR METAL WHITE C 0 +/- .1

438 SP507-1 INTERIOR DOOR FRAME METAL GRAY C .01 +/- .12

439 SP507-1 INTERIOR DOOR METAL GRAY C 0 +/- .1

440 SP507-1 WALL CERAMIC TILE WHITE D .05 +/- .43

441 SP507-1 SHELF WOOD BLACK D 0 +/- .1

442 SP507-1 CEILING VENT METAL WHITE .5 +/- .6

443 SP507-1 DROP CEILING TILE WOOD WHITE .3 +/- .6

444 SP507-1 CEILING GRID METAL BLACK 0 +/- .03

445 SP507-1 BEAM METAL RED .05 +/- .23

446 SP507-1 BEAM METAL WHITE .01 +/- .06

447 SP507-1 PIPE METAL BLACK .03 +/- .16

448 SP507-1 BRACKET METAL BLACK .03 +/- .03

449 SP507-1 WALL PLASTER TAN A 0 +/- .8

450 SP507-1 WALL PLASTER TAN B .1 +/- .9

451 SP507-1 LIGHT FIXTURE METAL WHITE .01 +/- .05

452 SP507-1 WALL PLASTER TAN C .02 +/- .21

453 CALIBRATION .9 +/- .1

454 CALIBRATION 0 +/- .1

455 CALIBRATION 1.1 +/- .13

1169 SHUTTER CALIBRATION

1170 CALIBRATION 1.1 +/- .12

1171 CALIBRATION 0 +/- .01

1172 CALIBRATION .34 +/- .06

1173 SPFLR5COR1-1WALL PLASTER WHITE A 0 +/- .01

1174 SPFLR5COR1-1WALL PLASTER WHITE B 0 +/- .06

1175 SPFLR5COR1-1WALL PLASTER WHITE C .1 +/- .3

1176 SPFLR5COR1-1WALL PLASTER WHITE D 0 +/- .11

ROOM SPFLR5COR1-1
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XRF 
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Number
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(mg/cm2)
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(sq. ft. ) Damage Abatement options

ROOM SP535D-1
1177 SPFLR5COR1-1DOOR FRAME METAL GRAY C 5.0 +/- 1.7 152 INTACT

Abatement or Encapsulation 
of all Lead Based Paint

1178 SPFLR5COR1-1DOOR METAL GRAY A 0 +/- .01

1179 SPFLR5COR1-1CEILING GRID METAL WHITE .03 +/- .07

1180 SPFLR5COR1-1DROP CEILING TILE WOOD WHITE .2 +/- .56

1181 SPFLR5COR1-1SPEAKER METAL WHITE 0 +/- .14

1182 SPFLR5COR1-1CEILING VENT METAL WHITE 0 +/- .8

1183 SPFLR5COR1-1LIGHT FIXTURE METAL WHITE 0 +/- .02

1184 SPFLR5COR1-1PIPE CONNECTOR METAL RED .41 +/- .06

1185 SPFLR5COR1-1PIPE CONNECTOR METAL ORANGE .6 +/- .2

1186 SPFLR5COR1-1WALL PLASTER BLUE A 0 +/- .01

1187 SPFLR5COR1-1WALL PLASTER BLUE C .11 +/- .07

1188 SPFLR5COR1-1DOOR WOOD VARNISH C .03 +/- .33

1189 SPFLR5COR1-1WALL PLASTER BLUE D 0 +/- .09

1190 SPFLR5COR1-1WALL PLASTER BLUE B 0 +/- .06

1191 SPFLR5COR1-1CEILING GRID METAL BLACK .03 +/- .22

1192 SPFLR5COR1-1SHELF WOOD WHITE D 0 +/- .07

1193 SPFLR5COR1-1ACCESS PANEL METAL WHITE D 0 +/- .03

1194 SPFLR5COR1-1BASEBOARD VINYL GRAY D .01 +/- .10

1195 SPFLR5COR2-1PIPE METAL BLACK .02 +/- .10

1196 SPFLR5COR2-1CEILING GRID METAL BLACK .1 +/- .2

1197 SPFLR5COR2-1SPEAKER METAL GRAY 0 +/- .09

1198 SPFLR5COR2-1LIGHT FIXTURE METAL WHITE .01 +/- .13

1199 SPFLR5COR2-1CEILING FRAMING PIECE METAL TAN .06 +/- .69

1200 SPFLR5COR2-1PIPE CONNECTOR METAL ORANGE .8 +/- .1

1201 SPFLR5COR2-1PIPE CONNECTOR METAL RED .5 +/- .1

1202 SPFLR5COR2-1WALL PLASTER CREAM D .3 +/- .3

1203 SPFLR5COR2-1WALL PLASTER WHITE A .01 +/- .14

1204 SPFLR5COR2-1WALL PLASTER WHITE B .04 +/- .13

1205 SPFLR5COR2-1WALL PLASTER WHITE C 0 +/- .01

1206 SPFLR5COR2-1WALL PLASTER WHITE D .1 +/- .7

ROOM SPFLR5COR2-1
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XRF 
Sample 
Number
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Number
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Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP535D-1
1207 SPFLR5COR2-1DOOR FRAME METAL GRAY A 0 +/- .09

1208 SPFLR5COR2-1DOOR METAL GRAY A 0 +/- .06

1209 SPFLR5COR2-1DOOR WOOD VARNISH D 0 +/- .05

1210 SPFLR5COR3-1WALL PLASTER WHITE A .1 +/- .8

1211 SPFLR5COR3-1WALL PLASTER WHITE B .01 +/- .11

1212 SPFLR5COR3-1WALL PLASTER WHITE C 0 +/- .09

1213 SPFLR5COR3-1WALL PLASTER WHITE D .01 +/- .13

1214 SPFLR5COR3-1RADIATOR COVER METAL WHITE A 0 +/- .1

1215 SPFLR5COR3-1WINDOW FRAME WOOD WHITE A 3.5 +/- 1.0 15 POOR
Abatement or Encapsulation 

of all Lead Based Paint

1216 SPFLR5COR3-1WINDOW SILL METAL WHITE A .2 +/- .92

1217 SPFLR5COR3-1BASEBOARD VINYL GRAY D .07 +/- .25

1218 SPFLR5COR3-1DOOR FRAME METAL WHITE A .04 +/- .2

1219 SPFLR5COR3-1DOOR METAL WHITE A 0 +/- .08

1220 SPFLR5COR3-1ACCESS PANEL METAL WHITE B .01 +/- .16

1221 SPFLR5COR3-1DOOR FRAME METAL GRAY A .5 +/- .5

1222 SPFLR5COR3-1DOOR METAL GRAY A 0 +/- .08

1223 SPFLR5COR3-1DOOR WOOD VARNISH C .01 +/- .15

1224 SPFLR5COR3-1CEILING GRID METAL BLACK .01 +/- .06

1225 SPFLR5COR3-1SPEAKER METAL GRAY 0 +/- .01

1226 SPFLR5COR3-1LIGHT FIXTURE METAL WHITE 0 +/- .01

1227 SPFLR5COR3-1LIGHT FIXTURE METAL BLACK 0 +/- .06

1228 SPFLR5COR3-1BRACKET METAL BLACK .02 +/- .19

1229 SPFLR5COR3-1PIPE CONNECTOR METAL ORANGE .42 +/- .11

252 SHUTTER CALIBRATION

253 CALIBRATION 2.1 +/- .49

254 CALIBRATION 0 +/- .17

255 CALIBRATION 3.3 +/- .9

256 SP529-1 WALL PLASTER WHITE A .4 +/- 1.0

257 SP529-1 DOOR FRAME METAL WHITE A 4.9 +/- 1.7 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

ROOM SPFLR5COR3-1

ROOM SP529-1



ALEDA E. LUTZ
DEPARTMENT OF VETERANS AFFAIRS MEDICAL CENTER

BUILDING 1
XRF SAMPLING RESULTS

Page 401 of 418

XRF 
Sample 
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ROOM SP535D-1
258 SP529-1 DOOR METAL GRAY A 0 +/- .09

259 SP529-1 SHELF METAL WHITE B .07 +/- .18

260 SP529-1 WALL DRYWALL WHITE B .03 +/- .35

261 SP529-1 WALL PLASTER WHITE C .02 +/- .04

262 SP529-1 WALL PLASTER WHITE D .01 +/- .03

263 SP529-1 BASEBOARD VINYL BLACK D .1 +/- .21

264 SP529-1 ELECTRICAL PLATE METAL WHITE A .8 +/- .8

265 SP529-1 LIGHT FIXTURE METAL WHITE 0 +/- .06

266 SP529-1 CEILING GRID METAL BLACK .02 +/- .1

267 SP529-1 DROP CEILING TILE WOOD WHITE .01 +/- .11

268 SPEC5C-1 WALL CERAMIC TILE TAN A 2.1 +/- .6 15 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

269 SPEC5C-1 DOOR FRAME METAL GRAY A 4.6 +/- 1.5 7 POOR
Abatement or Encapsulation 

of all Lead Based Paint

270 SPEC5C-1 DOOR METAL GRAY A 0 +/- .1

271 SPEC5C-1 WALL PLASTER WHITE B 0 +/- .01

272 SPEC5C-1 BRACKET METAL GREEN B .1 +/- .2

273 SPEC5C-1 BASEBOARD VINYL GRAY B .1 +/- .2

274 SPEC5C-1 WALL DRYWALL WHITE C 0 +/- .13

275 SPEC5C-1 WALL PLASTER WHITE D 0 +/- .07

276 SPEC5C-1 WALL CERAMIC TILE TAN D 1.8 +/- .3 20 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

277 SPEC5C-1 DROP CEILING TILE WOOD WHITE 0 +/- .05

278 SPEC5C-1 CEILING GRID METAL BLACK 0 +/- .02

279 SPEC5C-1 LIGHT FIXTURE METAL WHITE .02 +/- .13

280 SPEC5C-1 PIPE METAL BLACK 0 +/- .07

281 SPHC5C-1 WALL CERAMIC TILE TAN A 2.7 +/- .7 60 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

282 SPHC5C-1 COAT RACK WOOD YELLOW A 5.1 +/- 1.8 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

283 SPHC5C-1 WALL CERAMIC TILE TAN B 2.2 +/- .5 25 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

284 SPHC5C-1 COLUMN CERAMIC TILE TAN B 1.7 +/- .4 20 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

285 SPHC5C-1 PIPE METAL BLACK B .1 +/- .3

286 SPHC5C-1 DOOR FRAME METAL GRAY C 0 +/- .07

ROOM SPHC5C-1

ROOM SPEC5C-1
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ROOM SP535D-1
287 SPHC5C-1 DOOR METAL GRAY C 0 +/- .11

288 SPHC5C-1 WALL CERAMIC TILE TAN C 2.8 +/- .8 10 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

289 SPHC5C-1 WALL DRYWALL WHITE C 0 +/- .09

290 SPHC5C-1 COLUMN DRYWALL WHITE D 0 +/- .8

291 SPHC5C-1 WALL CERAMIC TILE TAN D 2 +/- .5 40 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

292 SPHC5C-1 BASEBOARD VINYL GRAY D 0 +/- .06

293 SPHC5C-1 CEILING VENT METAL WHITE 0 +/- .02

294 SPHC5C-1 CEILING GRID METAL BLACK .1 +/- .2

295 SPHC5C-1 LIGHT FIXTURE METAL WHITE .1 +/- .1

296 SPPS5B-1 COLUMN CONCRETE GRAY A .9 +/- 1.2

297 SPPS5B-1 WALL CERAMIC TILE TAN B .38 +/- .18

298 SPPS5B-1 PANEL WOOD GRAY B 0 +/- .11

299 SPPS5B-1 WALL CERAMIC TILE TAN D .42 +/- .1

300 SPPS5B-1 DOOR FRAME METAL GRAY D 3.2 +/- 1.0 6 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

301 SPPS5B-1 DOOR METAL GRAY D .3 +/- .9

302 SPPS5B-1 PIPE METAL GRAY 5.1 +/- 1.0 40 POOR
Abatement or Encapsulation 

of all Lead Based Paint

303 SPPS5B-1 HANGER METAL GRAY 5.1 +/- 1.6 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

304 SPPS5B-1 ASBESTOS LINED PIPE METAL GRAY .01 +/- .23

305 SPFC5C-1 DOOR FRAME METAL WHITE A 2.8,.8 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

306 SPFC5C-1 DOOR WOOD VARNISH A .01 +/- .25

307 SPFC5C-1 WALL PLASTER WHITE B .15 +/- .1

308 SPFC5C-1 WALL PLASTER WHITE C .1 +/- .8

309 SPFC5C-1 WALL PLASTER WHITE D .04 +/- .07

310 SPFC5C-1 CEILING PLASTER WHITE .09 +/- .72

311 SPFC5C-1 PIPE METAL RED 0 +/- .01

312 SPFC5C-1 VALVE METAL RED .04 +/- .18

313 SPFC5C-1 BASEBOARD PLASTER RED C .3 +/- .9

314 SPFC5C-1 FLOOR CONCRETE RED .8 +/- 1.1

ROOM SPPS5B-1

ROOM SPFC5C-1

ROOM SP508-1
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ROOM SP535D-1
315 SP508-1 WALL CERAMIC TILE TAN A 2.6 +/- .7 80 INTACT

Abatement or Encapsulation 
of all Lead Based Paint

316 SP508-1 WALL CERAMIC TILE TAN B 1.9 +/- .4 40 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

317 SP508-1 PIPE METAL BLACK .01 +/- .05

318 SP508-1 HOLDER WOOD YELLOW .29 +/- .2

319 SP508-1 WALL CERAMIC TILE TAN C 3.1 +/- 1.0 60 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

320 SP508-1 DOOR FRAME METAL GRAY C 2.3 +/- .9 7 POOR
Abatement or Encapsulation 

of all Lead Based Paint

321 SP508-1 DOOR METAL GRAY C 0 +/- .07

322 SP508-1 COLUMN CERAMIC TILE TAN D 2.0 +/- .5 20 POOR
Abatement or Encapsulation 

of all Lead Based Paint

323 SP508-1 WALL CERAMIC TILE TAN D 1.9 +/- .4 40 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

324 SP508-1 DROP CEILING TILE WOOD WHITE .3 +/- .5

325 SP508-1 CEILING GRID METAL BLACK .1 +/- .2

326 SP508-1 LIGHT FIXTURE METAL WHITE .01 +/- .11

327 SP508-1 HANGER METAL ORANGE 15 +/- 6.0 3 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

328 SP508-1 CEILING VENT METAL WHITE 0 +/- .1

329 SPPC5-A-1 DOOR FRAME METAL WHITE C 3.4 +/- .8 6 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

330 SPPC5-A-1 DOOR METAL GRAY C 0 +/- .1

331 SPPC5-A-1 WALL CERAMIC TILE TAN D .33 +/- .14

332 SPPC5-A-1 PIPE METAL BLACK .06 +/- .03

333 SPPC5-A-1 PIPE METAL GRAY 3.3 +/- .9 53 POOR
Abatement or Encapsulation 

of all Lead Based Paint

334 SPPC5-A-1 HANGER METAL GRAY 2.9 +/- .8 3 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

335 SPEC5A-1 WALL CINDER BLOCK WHITE A .09 +/- .35

336 SPEC5A-1 DOOR FRAME METAL GRAY A 3.3 +/- 1.1 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

337 SPEC5A-1 DOOR METAL GRAY A .02 +/- .19

338 SPEC5A-1 WALL CINDER BLOCK WHITE B .04 +/- .14

339 SPEC5A-1 WALL CONCRETE WHITE B .03 +/- .04

340 SPEC5A-1 WALL CINDER BLOCK WHITE C .05 +/- .13

341 SPEC5A-1 WALL CINDER BLOCK WHITE D .04 +/- .12

342 SPEC5A-1 TELEPHONE BOX METAL GRAY D 5.1 +/- 1.4 3 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

343 SPEC5A-1 TELEPHONE BOX METAL WHITE D 3.3 +/- .8 4 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

ROOM SPPC5-A-1

ROOM SPEC5A-1
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ROOM SP535D-1
344 SPEC5A-1 ELECTRICAL PANEL METAL CREAM C 8.3 +/- 2.3 6 INTACT

Abatement or Encapsulation 
of all Lead Based Paint

345 SPEC5A-1 CONDUIT METAL CREAM C 1.9 +/- .7 16 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

346 SPEC5A-1 CONDUIT METAL WHITE C .01 +/- .08

347 SPEC5A-1 CONDUIT METAL ORANGE C 1.6 +/- .3 10 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

348 SPEC5A-1 PIPE METAL BLACK .02 +/- .12

349 SPEC5A-1 CEILING CONCRETE WHITE .05 +/- .24

350 SPEC5A-1 FLOOR CONCRETE RED .2 +/- .8

351 SPEC5A-1 BRACKET METAL GRAY .02 +/- .17

352 SPFC5A-1 DOOR FRAME METAL WHITE A 7.2 +/- 2.5 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

353 SPFC5A-1 DOOR WOOD VARNISH A .01 +/- .14

354 SPFC5A-1 WALL PLASTER WHITE B .15 +/- .12

355 SPFC5A-1 WALL PLASTER WHITE C .09 +/- .08

356 SPFC5A-1 WALL PLASTER WHITE D .15 +/- .09

357 SPFC5A-1 CEILING PLASTER WHITE .1 +/- .1

358 SPFC5A-1 PIPE METAL RED 0 +/- .14

359 SPFC5A-1 VALVE METAL RED 4.1 +/- 1.3 1 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

360 SPFC5A-1 CONDUIT METAL WHITE D .03 +/- .1

361 SPFC5A-1 BASEBOARD PLASTER RED C .1 +/- .8

362 SPFC5A-1 FLOOR CONCRETE RED .22 +/- .11

363 SPEC5B-1 WALL CINDER BLOCK WHITE A .1 +/- .3

364 SPEC5B-1 DOOR FRAME METAL CREAM A .23 +/- .31

365 SPEC5B-1 DOOR METAL GRAY A .01 +/- .16

366 SPEC5B-1 COLUMN CONCRETE WHITE B .02 +/- .05

367 SPEC5B-1 WALL CINDER BLOCK CREAM B .02 +/- .09

368 SPEC5B-1 WALL CINDER BLOCK CREAM C .11 +/- .43

369 SPEC5B-1 WALL CINDER BLOCK CREAM D .02 +/- .04

370 SPEC5B-1 CONDUIT METAL ORANGE D 1.0 +/- .1 46 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

371 SPEC5B-1 TELEPHONE BOX METAL GRAY D 3.3 +/- .8 3 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

372 SPEC5B-1 TELEPHONE BOX METAL WHITE D 5.6 +/- 2.1 4 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

ROOM SPFC5A-1

ROOM SPEC5B-1
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XRF 
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Number

Building 
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Number Building Component Substrate Color
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(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SP535D-1
373 SPEC5B-1 CONDUIT METAL CREAM D .12 +/- .19

374 SPEC5B-1 CEILING CONCRETE WHITE .05 +/- .29

375 SPEC5B-1 PANEL WOOD CREAM B 0 +/- .01

376 SPEC5B-1 ASBESTOS LINED PIPE METAL CREAM B 12 +/- 3.5 32 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

377 SPEC5B-1 FLOOR CONCRETE RED .1 +/- .09

378 SPHC5B-1 WALL PLASTER WHITE A .2 +/- .16

379 SPHC5B-1 DOOR FRAME METAL GRAY A 1.7 +/- .6 7 POOR
Abatement or Encapsulation 

of all Lead Based Paint

380 SPHC5B-1 DOOR METAL GRAY A 0 +/- .1

381 SPHC5B-1 WALL PLASTER WHITE B .2 +/- .8

382 SPHC5B-1 SHELF METAL WHITE B .08 +/- .11

383 SPHC5B-1 SHELF METAL GREEN C .09 +/- .18

384 SPHC5B-1 BRACKET METAL WHITE C .2 +/- .35

385 SPHC5B-1 SINK METAL WHITE C .27 +/- .16

386 SPHC5B-1 DRAIN METAL WHITE .3 +/- .5

387 SPHC5B-1 WALL PLASTER WHITE C .09 +/- .09

388 SPHC5B-1 WALL PLASTER WHITE D .07 +/- .12

389 SPHC5B-1 PANEL WOOD WHITE D 9.5 +/- 3.5 3 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

390 SPHC5B-1 DROP CEILING TILE WOOD WHITE 0 +/- .1

391 SPHC5B-1 CEILING GRID METAL BLACK .03 +/- .25

392 SPHC5B-1 LIGHT FIXTURE METAL WHITE .04 +/- .2

393 SPHC5B-1 PIPE METAL BLACK .01 +/- .1

394 SPHC5B-1 CEILING VENT METAL WHITE 0 +/- .07

395 SP505-1 WALL PLASTER WHITE A 0 +/- .08

396 SP505-1 COLUMN PLASTER WHITE A 0 +/- .08

397 SP505-1 VENT COVER METAL WHITE A .07 +/- .17

398 SP505-1 BRACKET METAL WHITE A 0 +/- .06

399 SP505-1 WALL PLASTER WHITE B 0 +/- .02

400 SP505-1 WALL DRYWALL WHITE C .01 +/- .02

401 SP505-1 DOOR FRAME METAL WHITE D .02 +/- .18

ROOM SPHC5B-1

ROOM SP505-1
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XRF 
Sample 
Number
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Results 
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(sq. ft. ) Damage Abatement options

ROOM SP535D-1
402 SP505-1 DOOR METAL WHITE D 0 +/- .02

403 SP505-1 WALL PLASTER WHITE D 0 +/- .01

404 SP505-1 DROP CEILING TILE WOOD WHITE .3 +/- .6

405 SP505-1 CEILING GRID METAL BLACK .01 +/- .17

406 SPFC5B-1 WALL PLASTER WHITE A .1 +/- .8

407 SPFC5B-1 DOOR FRAME METAL WHITE B 2.3 +/- .8 7 POOR
Abatement or Encapsulation 

of all Lead Based Paint

408 SPFC5B-1 DOOR WOOD VARNISH B .01 +/- .05

409 SPFC5B-1 WALL PLASTER WHITE C 0 +/- .73

410 SPFC5B-1 WALL PLASTER WHITE D .02 +/- .03

411 SPFC5B-1 ELECTRICAL PANEL METAL WHITE D .04 +/- .16

412 SPFC5B-1 CONDUIT METAL WHITE D 0 +/- .1

413 SPFC5B-1 PIPE METAL RED 0 +/- .01

414 SPFC5B-1 VALVE METAL RED .1 +/- .2

415 SPFC5B-1 BASEBOARD PLASTER RED D .8 +/- .1

416 SPFC5B-1 FLOOR CONCRETE RED .7 +/- .1

916 SPCC5A-1 WALL PLASTER WHITE A .7 +/- 1.1

917 SPCC5A-1 DOOR FRAME METAL GRAY A 3.4 +/- 1.5 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

918 SPCC5A-1 DOOR METAL GRAY A 0 +/- .13

919 SPCC5A-1 WALL PLASTER WHITE B .3 +/- 1.0

920 SPCC5A-1 WALL PLASTER WHITE C .06 +/- .17

921 SPCC5A-1 WINDOW FRAME WOOD WHITE C 6.1 +/- 2.5 5 POOR
Abatement or Encapsulation 

of all Lead Based Paint

922 SPCC5A-1 WINDOW SILL WOOD WHITE C 3.5 +/- 1.2 3 POOR
Abatement or Encapsulation 

of all Lead Based Paint

923 SPCC5A-1 RADIATOR COVER METAL WHITE C .04 +/- .25

924 SPCC5A-1 BASEBOARD PLASTER RED C .2 +/- .4

925 SPCC5A-1 SHELF METAL WHITE D .1 +/- .2

926 SPCC5A-1 WALL PLASTER WHITE D .01 +/- .22

927 SPCC5A-1 DROP CEILING TILE WOOD WHITE 0 +/- .6

928 SPCC5A-1 CEILING GRID METAL BLACK .07 +/- .24

929 SPCC5A-1 LIGHT FIXTURE METAL WHITE .01 +/- .16

ROOM SPFC5B-1

ROOM SPCC5A-1
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ROOM SP535D-1
930 SPCC5A-1 PIPE METAL BLACK .02 +/- .12

931 SPCC5A-1 HANGER METAL ORANGE 1.2 +/- 1.6 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

932 SPCC5B-A-1WALL CINDER BLOCK WHITE A 0 +/- .13

933 SPCC5B-A-1DOOR FRAME METAL CREAM A 0 +/- .1

934 SPCC5B-A-1DOOR METAL CREAM A 0 +/- .06

935 SPCC5B-A-1WALL CINDER BLOCK WHITE B 0 +/- .01

936 SPCC5B-A-1WALL CINDER BLOCK WHITE C .03 +/- .18

937 SPCC5B-A-1WALL WOOD WHITE D 0 +/- .04

938 SPCC5B-A-1BRACKET METAL CREAM 0 +/- .01

939 SPCC5B-A-1DUCT METAL GREEN .1 +/- .1

940 SPCC5B-A-1CEILING CONCRETE CREAM .04 +/- .22

941 SPCC5C-1 WALL PLASTER WHITE A .6 +/- 1.1

942 SPCC5C-1 DOOR FRAME METAL GRAY A 4 +/- 1.5 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint

943 SPCC5C-1 DOOR METAL WHITE A 0 +/- .13

944 SPCC5C-1 WALL PLASTER WHITE B .09 +/- .07

945 SPCC5C-1 BASEBOARD PLASTER BLACK B .1 +/- .9

946 SPCC5C-1 FLOOR CONCRETE BLACK .05 +/- .05

947 SPCC5C-1 WALL PLASTER WHITE D .06 +/- .05

948 SPCC5C-1 DROP CEILING TILE WOOD WHITE 0 +/- .6

949 SPCC5C-1 CEILING GRID METAL BLACK .06 +/- .3

950 SPCC5C-1 LIGHT FIXTURE METAL WHITE 0 +/- .08

951 SPCC5C-1 CEILING VENT METAL WHITE .01 +/- .15

ROOM SPCC5B-A-1

ROOM SPCC5C-1
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(sq. ft. ) Damage Abatement options

1227 SHUTTER CALIBRATION

1228 CALIBRATION 1.1 +/- .13

1229 CALIBRATION 0 +/- .01

1230 CALIBRATION .32 +/- .09

1231 SPEMGEN-1WALL CINDER BLOCK WHITE A .01 +/- .02

1232 SPEMGEN-1DOOR FRAME METAL WHITE A 0 +/- .08

1233 SPEMGEN-1DOOR METAL WHITE A 0 +/- .02

1234 SPEMGEN-1WALL CINDER BLOCK WHITE B .01 +/- .14

1235 SPEMGEN-1WALL CINDER BLOCK WHITE C .1 +/- .8

1236 SPEMGEN-1WALL CINDER BLOCK WHITE D 0 +/- .01

1237 SPEMGEN-1DOOR FRAME METAL BROWN D 0 +/- .8

1238 SPEMGEN-1CONDUIT METAL RED D .1 +/- .6

1239 SPEMGEN-1ELECTRICAL BOX METAL WHITE D 0 +/- .03

1240 SPEMGEN-1CONDUIT METAL WHITE D .1 .7

1241 SPEMGEN-1CONDUIT METAL ORANGE A 1.8 +/- .4 135 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1242 SPEMGEN-1PIPE METAL BLACK .01 +/- .17

1243 SPEMGEN-1GENERATOR PIPE METAL GREEN .2 +/- .8

1244 SPEMGEN-1GENERATOR BASE METAL GREEN 0 +/- .1

1245 SPEMGEN-1CEILING BEAM METAL WHITE 0 +/- .08

1246 SPEMGEN-1BRACKET METAL WHITE 0 +/- .12

1247 SPEMGEN-1BRACKET METAL GREEN .01 +/- .12

1248 SPEMGEN-1PIPE METAL SILVER .01 +/- .01

1249 SPEMGEN-1CONDUIT METAL WHITE .04 +/- .19

1250 SPEMGEN-1PIPE METAL WHITE 0 +/- .1

1251 SPEMGEN-1CEILING METAL WHITE 0 +/- .01

1252 SPEMGEN-1CEILING BEAM METAL WHITE 0 +/- .1

1473 SPOUTSIDE-1VENT COVER METAL RED 19 +/- 7.7 5 POOR
Abatement or Encapsulation of 

all Lead Based Paint

1474 SPOUTSIDE-1DOOR FRAME METAL BROWN C .1 +/- .7

ROOM SPEMGEN-1

ROOM SPOUTSIDE-1
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ROOM SPEMGEN-1
1475 SPOUTSIDE-1DOOR METAL BROWN C .01 +/- .18

1476 SPOUTSIDE-1RAILING METAL BLACK .31 +/- .19

1477 SPOUTSIDE-1FENCE METAL BLACK 5.1 +/- 1.8 210 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1478 SPOUTSIDE-1CURB CONCRETE WHITE 0 +/- .1

1479 SPOUTSIDE-1CURB CONCRETE YELLOW 0 +/- .01

1480 SPOUTSIDE-1WALL PSTUCCO TAN C .1 +/- .7

1481 SPOUTSIDE-1OVERHANG PLASTER WHITE C ,12 +/- .39

1482 SPOUTSIDE-1OVERHANG WOOD WHITE C 23 +/- 7.4 120 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1483 SPOUTSIDE-1GARAGE DOOR WOOD WHITE C .1 +/- .3

1484 SPOUTSIDE-1GARAGE DOOR FRAME METAL WHITE C .01 +/- .17

1485 SPOUTSIDE-1FIRE HOSE CONNECTOR METAL RED B 14 +/- 6.2 16 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1486 SPOUTSIDE-1FIRE HOSE CAP METAL GREEN B 13 +/- 2.8 4 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1487 SPOUTSIDE-1WALL CONCRETE RED B 0 +/- .01

1488 SPOUTSIDE-1CURB CONCRETE RED B .08 +/- .07

1489 SPOUTSIDE-1WALL CONCRETE WHITE A .02 +/- .16

1490 SPOUTSIDE-1OVERHANG CONCRETE WHITE .03 +/- .07

1491 SPOUTSIDE-1COLUMN CONCRETE WHITE .04 +/- .1

1492 SPOUTSIDE-1LIGHT FIXTURE METAL BLACK 0 +/- .01

1493 SPOUTSIDE-1HANDRAIL METAL YELLOW .8 +/- .9

1494 SPOUTSIDE-1LIGHT FIXTURE METAL BROWN A .06 +/- .05

1495 SPOUTSIDE-1STEP CONCRETE GRAY A .02 +/- .2

1496 SPOUTSIDE-1GRATE METAL RED .07 +/- .19

1497 SPOUTSIDE-1BASE FOR DUCT METAL RED .01 +/- .15

1498 SPOUTSIDE-1BRACKET METAL RED .02 +/- .16

1499 SPOUTSIDE-1BRACKET METAL GREEN 0 +/- .05

1500 SPOUTSIDE-1DOOR FRAME METAL WHITE .03 +/- .09

1501 SPOUTSIDE-1DOOR METAL WHITE 0 +/- .02

1502 SPOUTSIDE-1VENT COVER METAL BROWN A .2 +/- .9

1503 SPOUTSIDE-1VENT COVER OVERHANG METAL BROWN A 22 +/- 8.1 2 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1504 SPOUTSIDE-1PIPE METAL WHITE B 1.1 +/- .1 8 INTACT
Abatement or Encapsulation of 

all Lead Based Paint
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ROOM SPEMGEN-1
1505 SPOUTSIDE-1GARAGE DOOR FRAME METAL BROWN .01 +/- .11

1506 SPOUTSIDE-1GARAGE DOOR METAL BROWN .06 +/- .14

1507 SPOUTSIDE-1SHED METAL BLUE 0 +/- .01

1508 SPOUTSIDE-1POLE METAL YELLOW 0 +/- .09

1509 SPOUTSIDE-1POLE METAL BROWN 0 +/- .09

1510 SPOUTSIDE-1DOOR FRAME METAL BROWN B .3 +/- .9

1511 SPOUTSIDE-1DOOR METAL BROWN B 0 +/- .06

1512 SPOUTSIDE-1DOOR WOOD BROWN B 0 +/- .05

1513 SPOUTSIDE-1LOADING DOCK METAL YELLOW B .1 +/- .1

1514 SPOUTSIDE-1FENCE METAL YELLOW B 0 +/- .1

1515 SPOUTSIDE-1LOADING DOCK FLLOR METAL YELLOW B .01 +/- .15

1516 SPOUTSIDE-1PIPE METAL BROWN B .07 +/- .06

1517 SPOUTSIDE-1CONDUIT METAL BROWN B .2 +/- .3

1518 SPOUTSIDE-1GUTTER METAL WHITE C .47 +/- .43

1519 SPOUTSIDE-1BEAM METAL WHITE .05 +/- .21

1520 SPOUTSIDE-1PIPE METAL RED 0 +/- .06

1521 SPOUTSIDE-1DUCT METAL BROWN .04 +/- .19

1522 SPOUTSIDE-1BRACKET METAL BROWN 0 +/- .01

1523 SPOUTSIDE-1BRACKET METAL WHITE 0 +/- .1

1524 SPOUTSIDE-1PANEL METAL BROWN B .08 +/- .23

1525 SPOUTSIDE-1VENT METAL RED 14 +/- 6.1 20 POOR
Abatement or Encapsulation of 

all Lead Based Paint

1526 SPAMBRM-1WALL CINDER BLOCK WHITE A .01 +/- .15

1527 SPAMBRM-1DOOR FRAME METAL WHITE A 0 +/- .01

1528 SPAMBRM-1DOOR METAL BROWN A .5 +/- .6

1529 SPAMBRM-1PANEL METAL WHITE A .5 +/- 1.0

1530 SPAMBRM-1CONDUIT METAL WHITE A .1 +/- .2

1531 SPAMBRM-1VOID

1532 SPAMBRM-1ELECTRICAL BOX METAL WHITE A 0 +/- .08

ROOM SPAMBRM-1
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ROOM SPEMGEN-1
1533 SPAMBRM-1BRACKET METAL WHITE A .03 +/- .14

1534 SPAMBRM-1BRACKET METAL GREEN A .03 +/- .06

1535 SPAMBRM-1GARAGE DOOR METAL WHITE A .01 +/- .02

1536 SPAMBRM-1WALL CINDER BLOCK WHITE B .2 +/- .9

1537 SPAMBRM-1WALL CINDER BLOCK WHITE C .01 +/- .06

1538 SPAMBRM-1WALL BRICK WHITE D .02 +/- .12

1539 SPAMBRM-1WALL BRICK RED D .03 +/- .11

1540 SPAMBRM-1WINDOW FRAME METAL WHITE B .01 +/- .17

1541 SPAMBRM-1HANGER METAL WHITE .03 +/- .22

1542 SPAMBRM-1BEAM METAL GRAY .02 +/- .24

1543 SPAMBRM-1CONDUIT METAL GRAY 0 +/- .01

1544 SPAMBRM-1CEILING METAL GRAY 0 +/- .09

1545 SPAMBRM-1CALIBRATION .34 +/- .09

1546 SPAMBRM-1CALIBRATION .02 +/- .05

1547 SPAMBRM-1CALIBRATION 1.66 +/- .27
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1395 CALIBRATION 2.18 +/- .77

1396 CALIBRATION .03 +/- .07

1397 CALIBRATION .31 +/- .06

1399 SPROOF-1 DUCT BRACKET METAL WHITE 12 +/- 2.8 20 POOR
Abatement or Encapsulation of 

all Lead Based Paint

1400 SPROOF-1 DUCT BRACKET BASE METAL WHITE .4 +/- .5

1401 SPROOF-1 DUCT ACCESS METAL WHITE 11 +/- 2.7 4 POOR
Abatement or Encapsulation of 

all Lead Based Paint

1402 SPROOF-1 DUCT FOAM WHITE .01 +/- .02

1403 SPROOF-1 PIPE METAL WHITE 5.1 +/- 2.0 131 POOR
Abatement or Encapsulation of 

all Lead Based Paint

1404 SPROOF-1 VENT METAL RED 18 +/- 7.3 50 POOR
Abatement or Encapsulation of 

all Lead Based Paint

1405 SPROOF-1 DOOR FRAME METAL WHITE C .05 +/- .09

1406 SPROOF-1 DOOR METAL WHITE C 0 +/- .12

1407 SPROOF-1 RAILING METAL GRAY .12 +/- .17

1408 SPROOF-1 MOLDING CONCRETE WHITE .05 +/- .05

1409 SPROOF-1 DUCT METAL PINK .05 +/- .03

1410 SPROOF-1 PIPE METAL GRAY .13 +/- .05

1411 SPROOF-1 MACHINE METAL GREEN .04 +/- .03

1412 SPROOF-1 FLASHING METAL GREEN A .03 +/- .02

1413 SPROOF-1 FLASHING METAL BROWN A .03 +/- .03

1414 SPROOF-1 DUCT METAL WHITE 0 +/- .11

1415 SPROOF-1 LADDER METAL BLACK .12 +/- .11

1416 SPROOF-1 DOOR FRAME METAL BROWN C .01 +/- .16

1417 SPROOF-1 DOOR METAL BROWN C 0 +/- .14

1418 SPROOF-1 BRACKET METAL GREEN 0 +/- .01

1419 SPROOF-1 BRACKET METAL RED .04 +/- .14

1420 SPROOF-1 DOOR FRAME WOOD WHITE .09 +/- .41

1421 SPROOF-1 PIPE METAL BLACK 2.5 +/- .7 46 POOR
Abatement or Encapsulation of 

all Lead Based Paint

1422 SPROOF-1 STAND METAL RED .01 +/- .02

1423 SPROOF-1 VENT METAL WHITE 17 +/- 7 25 POOR
Abatement or Encapsulation of 

all Lead Based Paint

1424 SPROOF-1 STAND METAL BLACK .15 +/- .12

ROOM SPROOF-1
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ROOM SPROOF-1
1425 SPROOF-1 BEAM METAL BROWN .01 +/- .14

1426 SPROOF-1 HVAC STAND METAL BROWN .01 +/- .12

1427 SPROOF-1 TENSION ROD METAL BROWN 2.0 +/- .4 67 POOR
Abatement or Encapsulation of 

all Lead Based Paint

1428 SPROOF-1 VOID

1429 SPROOF-1 HAVAC FOAM FOAM BROWN 0 +/- .13

1430 SPROOF-1 METAL HAVC METAL BROWN .03 +/- .07

1431 SPROOF-1 CALIBRATION .32 +/- .12

1432 SPROOF-1 CALIBRATION 0 +/- .11

1433 SPROOF-1 CALIBRATION 1.44 +/- .17

1253 SPPHB1-1 WALL CINDER BLOCK WHITE A .03 +/- .23

1254 SPPHB1-1 WALL BRICK WHITE A 0 +/- .1

1255 SPPHB1-1 WINDOW SILL CONCRETE WHITE A 0 +/- .05

1256 SPPHB1-1 CEILING CONCRETE WHITE .2 +/- .8

1257 SPPHB1-1 RACK METAL WHITE A .09 +/- .27

1258 SPPHB1-1 WALL CINDER BLOCK GRAY A .1 +/- .8

1259 SPPHB1-1 WALL BRICK GRAY A 0 +/- .12

1260 SPPHB1-1 COLUMN CONCRETE WHITE A .2 +/- .9

1261 SPPHB1-1 DOOR METAL GRAY B .02 +/- .09

1262 SPPHB1-1 DOOR FRAME METAL GRAY B .01 +/- .04

1263 SPPHB1-1 WALL DRYWALL WHITE B 0 +/- .01

1264 SPPHB1-1 WALL PLASTER WHITE D 0 +/- .01

1265 SPPHB1-1 WALL PLASTER DARK GRAY D 0 +/- .01

1266 SPPHB1-1 WALL CINDER BLOCK DARK GRAY A .02 +/- .07

1267 SPPHB1-1 WALL BRICK DARK GRAY A .07 +/- .04

1268 SPPHB1-1 DOOR FRAME METAL BROWN A .01 +/- .15

1269 SPPHB1-1 DOOR METAL BROWN A 0 +/- .1

1270 SPPHB1-1 COLUMN CONCRETE DARK GRAY A .6 +/- .9

1271 SPPHB1-1 WALL CINDER BLOCK DARK GRAY B .08 +/- .18

1272 SPPHB1-1 WALL BRICK DARK GRAY B .11 +/- .17

ROOM SPPHB1/PHHB4-1
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ROOM SPROOF-1
1273 SPPHB1-1 WALL BRICK WHITE B .01 +/- .09

1274 SPPHB1-1 WALL CINDER BLOCK WHITE B .03 +/- .73

1275 SPPHB1-1 WINDOW SILL CONCRETE DARK GRAY B .1 +/- .9

1276 SPPHB1-1 WALL CINDER BLOCK DARK GRAY C .11 +/- .1

1277 SPPHB1-1 WALL BRICK DARK GRAY C .03 +/- .06

1278 SPPHB1-1 WALL CINDER BLOCK WHITE C .01 +/- .17

1279 SPPHB1-1 WALL BRICK WHITE C 0 +/- .1

1280 SPPHB1-1 WINDOW FRAME WOOD DARK GRAY C 5.1 +/- 2.0 10 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1281 SPPHB1-1 WINDOW SILL WOOD DARK GRAY C 3.1 +/- .8 4 POOR
Abatement or Encapsulation of 

all Lead Based Paint

1282 SPPHB1-1 DOOR FRAME METAL DARK GRAY D 1.6 +/- .3 7 POOR
Abatement or Encapsulation of 

all Lead Based Paint

1283 SPPHB1-1 DOOR METAL DARK GRAY D .03 +/- .02

1284 SPPHB1-1 WALL CINDER BLOCK DARK GRAY D .01 +/- .08

1285 SPPHB1-1 WALL BRICK DARK GRAY D 0 +/- .7

1286 SPPHB1-1 WALL CINDER BLOCK WHITE D .02 +/- .16

1287 SPPHB1-1 WALL CONCRETE DARK GRAY A .09 +/- .06

1288 SPPHB1-1 WALL PLASTER WHITE A .02 +/- .05

1289 SPPHB1-1 OVERHANG CONCRETE YELLOW A .2 +/- .9

1290 SPPHB1-1 OVERHANG CONCRETE DARK GRAY A .2 +/- .9

1291 SPPHB1-1 WALL CONCRETE WHITE D .05 +/- .73

1292 SPPHB1-1 WALL CONCRETE DARK GRAY C .07 +/- .1

1293 SPPHB1-1 OVERHANG CONCRETE WHITE C .02 +/- .1

1294 SPPHB1-1 WALL CONCRETE WHITE C .1 +/- .6

1295 SPPHB1-1 WALL BRICK WHITE D .01 +/- .06

1296 SPPHB1-1 VENT METAL WHITE C 5.1 +/- 1.8 8 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1297 SPPHB1-1 DUCT METAL YELLOW 4.4 +/- 1.7 10 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1298 SPPHB1-1 DUCT METAL GRAY 5.1 +/- 1.9 1500 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1299 SPPHB1-1 DUCT HANGER METAL YELLOW 16 +/- 6.1 1 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1300 SPPHB1-1 DUCT HANGER METAL GRAY 5.1 +/- 1.6 42 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1301 SPPHB1-1 DUCT HANGER METAL WHITE 13 +/- 6 37 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1302 SPPHB1-1 PIPE(PAINTED) METAL BLACK 13 +/- 5.3 40 INTACT
Abatement or Encapsulation of 

all Lead Based Paint
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SPROOF-1
1303 SPPHB1-1 DUCT METAL WHITE .04 +/- .3

1304 SPPHB1-1 PIPE METAL OFF WHITE 0 +/- .11

1305 SPPHB1-1 BRACKET METAL WHITE .01 +/- .18

1306 SPPHB1-1 VOID

1307 SPPHB1-1 CONDUIT METAL ORANGE 1.9 +/- .4 203 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1308 SPPHB1-1 ELECTRICAL BOX METAL WHITE 0 +/- .01

1309 SPPHB1-1 BRACKET METAL GREEN .01 +/- .01

1310 SPPHB1-1 VALVE METAL BLUE .12 +/- .46

1311 SPPHB1-1 PIPE METAL SILVER .01 +/- .01

1312 SPPHB1-1 DUCT METAL LIGHT GRAY .05 +/- .39

1313 SPPHB1-1 PIPE METAL LIGHT GRAY .01 +/- .04

1314 SPPHB1-1 PIPE METAL DARK GRAY 5.1 +/- 1.9 40 POOR
Abatement or Encapsulation of 

all Lead Based Paint

1315 SPPHB1-1 PIPE METAL WHITE 5.1 +/- 1.7 79 POOR
Abatement or Encapsulation of 

all Lead Based Paint

1316 SPPHB1-1 PIPE METAL CREAM 5.1 +/- 1.6 16 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1317 SPPHB1-1 HANGER METAL CREAM 33 +/- 10 11 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1318 SPPHB1-1 DUCT HANGER METAL LIGHT GRAY .01 +/- .02

1319 SPPHB1-1 BRACKET METAL YELLOW .04 +/- .02

1320 SPPHB1-1 ASBESTOS INSULATED PIPE METAL WHITE 0 +/- .01

1321 SPPHB1-1 RAILING METAL BLACK .08 +/- .1

1322 SPPHB1-1 STAIR RISER METAL BLACK .21 +/- .15

1323 SPPHB1-1 STAIR METAL BLACK .09 +/- .03

1324 SPPHB1-1 NON PAINTED PIPE METAL BLACK .01 +/- .02

1325 SPPHB1-1 PIPE METAL RED .16 +/- .12

1326 SPPHB1-1 POST METAL BLACK .09 +/- .09

1327 SPPHB1-1 FLOOR CONCRETE RED .09 +/- .1

1328 SPPHB1-1 CONDUIT METAL DARK GRAY 3.1 +/- .8 10 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1329 SPPHB1-1 HANGER METAL WHITE 0 +/- .07

1330 SPPHB3-1 WALL DRYWALL WHITE A 0 +/- .16

1331 SPPHB3-1 WALL DRYWALL WHITE B 0 +/- .12

ROOM SPPHB3-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SPROOF-1
1332 SPPHB3-1 WALL DRYWALL WHITE C .01 +/- .19

1333 SPPHB3-1 WALL CINDER BLOCK WHITE C .14 +/- .27

1334 SPPHB3-1 WALL CINDER BLOCK WHITE D .6 +/- 1.0

1335 SPPHB3-1 WALL BRICK WHITE D .1 +/- .19

1336 SPPHB3-1 WALL CONCRETE WHITE D .1 +/- .19

1337 SPPHB3-1 COLUMN CONCRETE WHITE .13 +/- .16

1338 SPPHB3-1 CEILING CONCRETE WHITE 0 +/- 0

1339 SPPHB3-1 PIPE METAL WHITE 3.4 +/- 1.4 16 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1340 SPPHB3-1 PIPE METAL CREAM 0 +/- .1

1341 SPPHB3-1 CONDUIT METAL WHITE .02 +/- .07

1342 SPPHB3-1 BASE METAL GRAY .02 +/- .16

1343 SPPHB3-1 ACCESS PANEL METAL GRAY .1 +/- .1

1344 SPPHB3-1 FLOOR CONCRETE GRAY .07 +/- .21

1345 SPPHB3-1 DOOR FRAME METAL GRAY C 0 +/- .14

1346 SPPHB3-1 DOOR METAL GRAY .01 +/- .15

1347 SPPHB3-1 HANGER METAL WHITE 3.2 +/- 2.9 1 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1348 SPPHB3-1 BRACKET METAL GREEN 0 +/- .13

1349 SPPHB3-1 BRACKET METAL WHITE .01 +/- .17

1350 SPPHB3-1 SQUARE CONDUIT METAL GRAY .29 +/- .18

1351 SPPHB3-1 ELECTRICAL BOX METAL WHITE 0 +/- .08

1352 SPPHB3-1 ELECTRICAL BOX METAL RED .06 +/- .19

1353 SPPHB3-1 SQUARE CONDUIT METAL BLUE .03 +/- .21

1354 SPPHB3-1 HANGER METAL WHITE 0 +/- .01

1355 SPPHB3-1 EQUIPMENT METAL GRAY .02 +/- .12

1356 SPSTRPHB-1WALL CONCRETE WHITE A .4 +/- 1.0

1357 SPSTRPHB-1WALL CINDER BLOCK WHITE B 0 +/- .01

1358 SPSTRPHB-1DOOR FRAME METAL WHITE B .43 +/- .22

1359 SPSTRPHB-1DOOR METAL GRAY B .01 +/- .1

1360 SPSTRPHB-1WALL BRICK WHITE D .01 +/- .09

ROOM SPSTRPHB-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SPROOF-1
1361 SPSTRPHB-1WALL CINDER BLOCK WHITE D 0 +/- .2

1362 SPSTRPHB-1WINDOW FRAME WOOD WHITE D 7.4 +/- 1.9 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1363 SPSTRPHB-1WINDOW SILL WOOD WHITE D 3.0 +/- .9 3 POOR
Abatement or Encapsulation of 

all Lead Based Paint

1364 SPSTRPHB-1NEWEL POST METAL GRAY 6.9 +/- 2.5 10 POOR
Abatement or Encapsulation of 

all Lead Based Paint

1365 SPSTRPHB-1RAILING WOOD VARNISH .02 +/- .22

1366 SPSTRPHB-1WALL CONCRETE WHITE D 0 +/- .01

1367 SPSTRPHB-1RAILING HOLDER METAL WHITE D 1.6 +/- .4 8 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1368 SPSTRPHB-1STAIT STRINGER WOOD GRAY D 4.5 +/- 1.6 6 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1369 SPSTRPHB-1STAIR RISER METAL GRAY 7.3 +/- 2.4 33 POOR
Abatement or Encapsulation of 

all Lead Based Paint

1370 SPSTRPHB-1STAIT STRINGER METAL WHITE .8 +/- .2

1371 SPSTRPHB-1BALLUSTER METAL PINK 5.1 +/- 1.7 18 POOR
Abatement or Encapsulation of 

all Lead Based Paint

1372 SPSTRPHB-1BASEBOARD WOOD GRAY C 3.4 +/- 1.5 10 POOR
Abatement or Encapsulation of 

all Lead Based Paint

1373 SPSTRPHB-1WALL CONCRETE WHITE C .01 +/- .02

1374 SPSTRPHB-1WALL CINDER BLOCK WHITE C 0 +/- .11

1375 SPSTRPHB-1DOOR FRAME METAL GRAY A 3.5 +/- .9 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1376 SPSTRPHB-1DOOR METAL WHITE A 0 +/- .12

1377 SPSTRPHB-1CONDUIT METAL WHITE 0 +/- .08

1378 SPSTRPHB-1CRAIN TRACK METAL YELLOW .17 +/- .31

1379 SPPHC-1 DOOR FRAME METAL GRAY A .08 +/- .46

1380 SPPHC-1 DOOR METAL GRAY A .01 +/- .02

1381 SPPHC-1 BASEBOARD CINDER BLOCK GRAY A .03 +/- .01

1382 SPPHC-1 FLOOR CONCRETE GRAY .03 +/- .74

1383 SPPHC-1 PIPE METAL BROWN 5.1 +/- 1.7 27 POOR
Abatement or Encapsulation of 

all Lead Based Paint

1384 SPPHC-1 HANGER METAL BROWN 5.1 +/- 1.7 2 INTACT
Abatement or Encapsulation of 

all Lead Based Paint

1385 SPPHC-1 CONDUIT METAL YELLOW 5.1 +/- 1.7 126 POOR
Abatement or Encapsulation of 

all Lead Based Paint

1386 SPPHC-1 DUCT METAL BROWN .1 +/- .3

1387 SPPHC-1 DUCT HANGER METAL BROWN .2 +/- .4

1388 SPPHC-1 PIPE METAL BLACK .02 +/- .05

1389 VOID

ROOM SPPHC-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

ROOM SPROOF-1
1390 SPPHC-1 PIPE METAL RED .02 +/- .13

1391 SPPHC-1 DUCT METAL ORANGE 5.1 +/- 1.8 1 POOR
Abatement or Encapsulation of 

all Lead Based Paint

1392 SPPHC-1 BRACKET METAL GREEN .01 +/- .12

1393 SPPHC-1 CONDUIT METAL ORANGE 1.0 +/- .1 4 POOR
Abatement or Encapsulation of 

all Lead Based Paint

1394 SPPHC-1 ELECTRICAL BOX METAL YELLOW 5.6 +/- 2.2 12 INTACT
Abatement or Encapsulation of 

all Lead Based Paint
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Room Number
Sample 
Number

Building Component  -                
Floor =  F                                  

Window Sill = WS                            
Window Trough =WT

Location 
(A, B, C, D)

Area Sampled 
(sq. ft. )

Condition of Paint 
(Intact, Fair or Poor)

Is The Surface 
Smooth & 

Cleanable? 
(Y/N)

Interim Controls 
/ Abatement

Results 
(ug/ft2) 

SP2-1 1W F 1 N/A Y See Appendix F 90

SP2-1 2W WS 1 INTACT Y <10

SP5-1 1W F 1 N/A Y <10

SP5-1 2W WS B 1 INTACT Y 100

SP5A-1 1W F 1 N/A Y <10

SP5B-1 1W F 1 N/A Y <10

SP5B-1 2W WS D 108 IN2 INTACT Y 31

SP5C-1 1W F 1 N/A Y <10

SP5C-1 2W WS D 140 IN2 INTACT Y 40

SP5D-1 1W F 1 N/A Y See Appendix F 370

SP5D-1 2W WS D 140 IN2 INTACT Y 28

SP5E-1 1W F 1 N/A Y 14

SP5F-1 1W F 1 N/A Y <10

SP5F-1 2W WS A 1 INTACT Y 36

SP5G-1 1W F 1 N/A Y <10

SP5H-1 1W F 1 N/A Y <10

SP9-1 1W F 1 N/A Y 13

SP10-1 1W F 1 N/A Y <10

Basement
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Room Number
Sample 
Number

Building Component  -                
Floor =  F                                  

Window Sill = WS                            
Window Trough =WT

Location 
(A, B, C, D)

Area Sampled 
(sq. ft. )

Condition of Paint 
(Intact, Fair or Poor)

Is The Surface 
Smooth & 

Cleanable? 
(Y/N)

Interim Controls 
/ Abatement

Results 
(ug/ft2) 

Basement
SP10-1 2W WS A 102 IN2 INTACT Y See Appendix F 410

SP12-1 1W F 1 N/A Y See Appendix F 85

SP12-1 2W WS A 1 INTACT Y See Appendix F 490

SP12A-1 1W F 1 N/A Y See Appendix F 690

SP12B-1 1W F 1 N/A Y See Appendix F 540

SP12C-1 1W F 1 N/A Y See Appendix F 480

SP12CS-1 1W F 1 N/A Y See Appendix F 1900

SP14-1 1W F 1 N/A Y <10

SP14-1 2W WS C 1 INTACT Y 230

SP15-1 1W F 1 N/A Y <10

SP15-1 2W WS 1 INTACT Y 28

SP16-1 1W F 1 N/A Y <10

SP17-1 1W F 1 N/A Y 19

SP18-1 1W F 1 N/A Y <10

SP19-1 1W F 1 N/A Y <10

SP21-1 1W F 1 N/A Y 12

SP21-1 2W WS B 1 INTACT Y See Appendix F 370

SP24-1 1W F 1 N/A Y 12

SP26-1 1W F 1 N/A Y See Appendix F 540
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Room Number
Sample 
Number

Building Component  -                
Floor =  F                                  

Window Sill = WS                            
Window Trough =WT

Location 
(A, B, C, D)

Area Sampled 
(sq. ft. )

Condition of Paint 
(Intact, Fair or Poor)

Is The Surface 
Smooth & 

Cleanable? 
(Y/N)

Interim Controls 
/ Abatement

Results 
(ug/ft2) 

Basement
SP26A-1 1W F 1 N/A Y See Appendix F 820

SP27-1 1W F 1 N/A Y See Appendix F 350

SP27A-1 1W F 1 N/A Y See Appendix F 440

SP29-1 1W F 1 N/A Y <10

SP30-1 1W F 1 N/A Y <10

SP34-1 1W F 1 N/A Y <10

SP35-1 1W F 1 N/A Y <10

SP36-1 1W F 1 N/A Y <10

SP40-1 1W F 1 N/A Y <10

SP42-1 1W F 1 N/A Y <10

SP42-1 2W WS C 1 INTACT Y <10

SP42A-1 1W F 1 N/A Y <10

SP42B-1 1W F 1 N/A Y <10

SP42C-1 1W F 1 N/A Y <10

SP42C-1 2W WS C 1 INTACT Y 12

SP43-1 1W F 1 N/A Y 19

SP43-1 2W WS C 1 INTACT Y 47

SP44-1 1W F 1 N/A Y 20

SP44-1 2W WS A 108 IN2 INTACT Y 72
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Room Number
Sample 
Number

Building Component  -                
Floor =  F                                  

Window Sill = WS                            
Window Trough =WT

Location 
(A, B, C, D)

Area Sampled 
(sq. ft. )

Condition of Paint 
(Intact, Fair or Poor)

Is The Surface 
Smooth & 

Cleanable? 
(Y/N)

Interim Controls 
/ Abatement

Results 
(ug/ft2) 

Basement
SP45-1 1W F 1 N/A Y <10

SP45-1 2W WS A 108 IN2 INTACT Y 26

SP46-1 1W F 1 N/A Y See Appendix F 59

SP46-1 2W WS A 72 IN2 INTACT Y See Appendix F 450

SP47-1 1W F 1 N/A Y 11

SP47-1 2W WS D 72 IN2 INTACT Y See Appendix F 3000

SP48-1 1W F 1 N/A Y <10

SP48-1 2W WS D 72 IN2 INTACT Y 240

SP49-1 1W F 1 N/A Y <10

SP49-1 2W WS D 72 IN2 INTACT Y 28

SP50-1 1W F 1 N/A Y <10

SP50A-1 1W F 1 N/A Y <10

SP50A-1 2W WS D 1 INTACT Y <10

SP54-1 1W F 1 N/A Y See Appendix F 40

SP55-1 1W F 1 N/A Y <10

SP55A-1 1W F 1 N/A Y See Appendix F 47

SP56-1 1W F 1 N/A Y <10

SP58-1 1W F 1 N/A Y <10

SP58A-1 1W F 1 N/A Y <10
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Room Number
Sample 
Number

Building Component  -                
Floor =  F                                  

Window Sill = WS                            
Window Trough =WT

Location 
(A, B, C, D)

Area Sampled 
(sq. ft. )

Condition of Paint 
(Intact, Fair or Poor)

Is The Surface 
Smooth & 

Cleanable? 
(Y/N)

Interim Controls 
/ Abatement

Results 
(ug/ft2) 

Basement
SP58A-1 2W WS C 140 IN2 INTACT Y 13

SP59-1 1W F 1 N/A Y <10

SP59-1 2W WS C 140 IN2 INTACT Y 54

SP60-1 1W F 1 N/A Y See Appendix F 57

SP60-1 2W WS D 108 IN2 INTACT Y See Appendix F 1400

SP60A-1 1W F 1 N/A Y See Appendix F 180

SP61-1 1W F 1 N/A Y <10

SP61-1 2W WS A 1 INTACT Y 100

SP62-1 1W F 1 N/A Y <10

SP62-1 2W WS A 1 INTACT Y 13

SP63-1 1W F 1 N/A Y <10

SP63-1 2W WS A 1 INTACT Y 17

SP64-1 1W F 1 N/A Y <10

SP64-1 2W WS A 1 INTACT Y <10

SP65-1 1W F 1 N/A Y <10

SP65-1 2W WS A 112 IN2 INTACT Y <13

SP68-1 1W F 1 N/A Y See Appendix F 59

SP70-1 1W F 1 N/A Y 13

SP71-1 1W F 1 N/A Y <10
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Room Number
Sample 
Number

Building Component  -                
Floor =  F                                  

Window Sill = WS                            
Window Trough =WT

Location 
(A, B, C, D)

Area Sampled 
(sq. ft. )

Condition of Paint 
(Intact, Fair or Poor)

Is The Surface 
Smooth & 

Cleanable? 
(Y/N)

Interim Controls 
/ Abatement

Results 
(ug/ft2) 

Basement
SP71A-1 1W F 1 N/A Y <10

SP71CS-1 1W F 1 N/A Y See Appendix F 1800

SP72-1 1W F 1 N/A Y 36

SP72A-1 1W F 1 N/A Y See Appendix F 630

SP72A-1 2W WS D 1 INTACT Y See Appendix F 3900

SP73-1 1W F 1 N/A Y See Appendix F 700

SP74-1 1W F 1 N/A Y See Appendix F 110

SP74-1 2W WS A 1 INTACT Y 160

SP76-1 1W F 1 N/A Y <10

SPAC1D-1 1W F 1 N/A Y 18

SPB6-1 1W F 1 N/A Y 10

SPBSMTCOR-1 1W F 1 N/A Y <10

SPBSMTCOR2-1 1W F 1 N/A Y <10

SPBSMTSTR1-1 1W F 1 N/A Y See Appendix F 62

SPCCB-1 1W F 1 N/A Y <10

SPCCBB-1 1W F 1 N/A Y 29

SPCCBC-1 1W F 1 N/A Y See Appendix F 71

SPCCBD-1 1W F 1 N/A Y See Appendix F 90

SPCOR27-1 1W F 1 N/A Y See Appendix F 680
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Room Number
Sample 
Number

Building Component  -                
Floor =  F                                  

Window Sill = WS                            
Window Trough =WT

Location 
(A, B, C, D)

Area Sampled 
(sq. ft. )

Condition of Paint 
(Intact, Fair or Poor)

Is The Surface 
Smooth & 

Cleanable? 
(Y/N)

Interim Controls 
/ Abatement

Results 
(ug/ft2) 

Basement
SPECBB-1 1W F 1 N/A Y See Appendix F 2600

SPECBD-1 1W F 1 N/A Y See Appendix F 57

SPFCBA-1 1W F 1 N/A Y See Appendix F 130

SPFCBB-1 1W F 1 N/A Y See Appendix F 190

SPFCBD-1 1W F 1 N/A Y 22

SPHCBB-1 1W F 1 N/A Y 11

SPSWITCHGEAR-1 1W F 1 N/A Y See Appendix F 110

SPSTAIR2-1 1W F 1 INTACT Y 14

SPSTAIR2-1 2W WS D 1 N/A Y <10

SPSTAIR3-1 1W F 1 N/A Y 15

SPSTAIR3-1 2W WS C 176 IN2 INTACT Y 22

SPSTAIR4-1 1W F 1 INTACT Y <10

SPSTAIR4-1 2W WS 1 N/A Y <10

SP103-1 1W F 1 N/A Y <10

SP103-1 2W WS A 1 INTACT Y 18

SP104-1 1W F 1 N/A Y <10

SP104-1 2W WS D 1 INTACT Y 12

SP104A-1 1W F 1 N/A Y <10

1st floor
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Room Number
Sample 
Number

Building Component  -                
Floor =  F                                  

Window Sill = WS                            
Window Trough =WT

Location 
(A, B, C, D)

Area Sampled 
(sq. ft. )

Condition of Paint 
(Intact, Fair or Poor)

Is The Surface 
Smooth & 

Cleanable? 
(Y/N)

Interim Controls 
/ Abatement

Results 
(ug/ft2) 

Basement
SP104A-1 2W WS D 1 INTACT Y 15

SP105A-1 1W F 1 N/A Y <10

SP105A-1 2W WS D 1 INTACT Y <10

SP106-1 1W F 1 N/A Y <10

SP106-1 2W WS D 1 INTACT Y <10

SP107-1 1W F 1 N/A Y <10

SP107-1 2W WS D 1 INTACT Y <10

SP108-1 1W F 1 N/A Y <10

SP108-1 2W WS A 1 INTACT Y <10

SP109-1 1W F 1 N/A Y <10

SP109-1 2W WS B 1 INTACT Y <10

SP110-1 1W F 1 N/A Y <10

SP110-1 2W WS B 1 INTACT Y <10

SP111-1 1W F 1 N/A Y <10

SP111-1 2W WS B 1 INTACT Y <10

SP112-1 1W F 1 N/A Y <10

SP112-1 2W WS B 1 INTACT Y <10

SP113-1 1W F 1 N/A Y <10

SP113-1 2W WS B 1 INTACT Y <10
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Room Number
Sample 
Number

Building Component  -                
Floor =  F                                  

Window Sill = WS                            
Window Trough =WT

Location 
(A, B, C, D)

Area Sampled 
(sq. ft. )

Condition of Paint 
(Intact, Fair or Poor)

Is The Surface 
Smooth & 

Cleanable? 
(Y/N)

Interim Controls 
/ Abatement

Results 
(ug/ft2) 

Basement
SP114-1 1W F 1 N/A Y <10

SP114-1 2W WS A 1 INTACT Y <10

SP114A-1 1W F 1 N/A Y <10

SP115-1 1W F 1 N/A Y <10

SP115-1 2W WS A 1 INTACT Y <10

SP116-1 1W F 1 N/A Y <10

SP116-1 2W WS A 140 IN2 INTACT Y <10

SP117-1 1W F 1 N/A Y <10

SP117-1 2W WS A 1 INTACT Y <10

SP118-1 1W F 1 N/A Y <10

SP118-1 2W WS A 1 INTACT Y <10

SP119-1 1W F 1 N/A Y <10

SP119-1 2W WS A 1 INTACT Y 16

SP120-1 1W F 1 N/A Y <10

SP120-1 2W WS A 1 INTACT Y <10

SP121-1 1W F 1 N/A Y <10

SP121-1 2W WS A 1 INTACT Y <10

SP122-1 1W F 1 N/A Y <10

SP122-1 2W WS A 1 INTACT Y <10
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Room Number
Sample 
Number

Building Component  -                
Floor =  F                                  

Window Sill = WS                            
Window Trough =WT

Location 
(A, B, C, D)

Area Sampled 
(sq. ft. )

Condition of Paint 
(Intact, Fair or Poor)

Is The Surface 
Smooth & 

Cleanable? 
(Y/N)

Interim Controls 
/ Abatement

Results 
(ug/ft2) 

Basement
SP124-1 1W F 1 N/A Y <10

SP124-1 2W WS C 1 INTACT Y 230

SP129-1 1W F 1 N/A Y <10

SP131-1 1W F 1 N/A Y <10

SP131-1 2W WS C 1 INTACT Y <10

SP134C-1 1W F 1 N/A Y <10

SP135-1 1W F 1 N/A Y <10

SP139-1 1W F 1 N/A Y <10

SP139A-1 1W F 1 N/A Y <10

SP139B-1 1W F 1 N/A Y <10

SP140-1 1W F 1 N/A Y <10

SP140-1 2W WS B 1 INTACT Y <10

SP141-1 1W F 1 N/A Y <10

SP146A-1 1W F 1 N/A Y 25

SP146B-1 1W F 1 N/A Y 23

SP146B-1 2W WS D 1 INTACT Y 42

SP146C-1 1W F 1 N/A Y See Appendix F 41

SP146C-1 2W WS C 1 INTACT Y 130

SP146D-1 1W F 1 N/A Y 36
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Room Number
Sample 
Number

Building Component  -                
Floor =  F                                  

Window Sill = WS                            
Window Trough =WT

Location 
(A, B, C, D)

Area Sampled 
(sq. ft. )

Condition of Paint 
(Intact, Fair or Poor)

Is The Surface 
Smooth & 

Cleanable? 
(Y/N)

Interim Controls 
/ Abatement

Results 
(ug/ft2) 

Basement
SP146E-1 1W F 1 N/A Y 36

SP146E-1 2W WS B 1 INTACT Y 140

SP146F-1 1W F 1 N/A Y <10

SP146HALL-1 1W F 1 N/A Y 21

SP148-1 1W F 1 N/A Y <10

SP150-1 1W F 1 N/A Y <10

SP150-1 2W WS D 1 INTACT Y 20

SP150B-1 1W F 1 N/A Y <10

SP150B-1 2W WS B 1 INTACT Y 28

SP151-1 1W F 1 N/A Y <10

SP152-1 1W F 1 N/A Y <10

SP153-1 1W F 1 N/A Y <10

SP153-1 2W WS C 1 INTACT Y <10

SP154-1 1W F 1 N/A Y <10

SP154-1 2W WS C 1 INTACT Y 11

SP155-1 1W F 1 N/A Y <10

SP155-1 2W WS C 135 IN2 INTACT Y <11

SP156-1 1W F 1 N/A Y <10

SP156-1 2W WS C 1 INTACT Y <10
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Room Number
Sample 
Number

Building Component  -                
Floor =  F                                  

Window Sill = WS                            
Window Trough =WT

Location 
(A, B, C, D)

Area Sampled 
(sq. ft. )

Condition of Paint 
(Intact, Fair or Poor)

Is The Surface 
Smooth & 

Cleanable? 
(Y/N)

Interim Controls 
/ Abatement

Results 
(ug/ft2) 

Basement
SP157-1 1W F 1 N/A Y <10

SP157-1 2W WS C 1 INTACT Y <10

SP157-1 1W F 1 N/A Y <10

SP157-1 2W WS C 1 INTACT Y <10

SP158-1 1W F 1 N/A Y <10

SP158-1 2W WS C 1 INTACT Y <10

SP159-1 1W F 1 N/A Y <10

SP159-1 2W WS D 1 INTACT Y <10

SP161-1 1W F 1 N/A Y <10

SP161-1 2W WS A 1 POOR Y 11

SP162A-1 1W F 1 N/A Y <10

SP162A-1 2W WS A 1 INTACT Y <10

SP163A-1 1W F 1 N/A Y <10

SP163B-1 1W F 1 N/A Y <10

SP163B-1 2w ws c 1 INTACT Y <10

SP163B-1 2W WS D 1 INTACT Y 22

SP163C-1 1W F 1 N/A Y <10

SP163C-1 2W WS D 1 INTACT Y 25

SP163D-1 1W F 1 N/A Y <10
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Room Number
Sample 
Number

Building Component  -                
Floor =  F                                  

Window Sill = WS                            
Window Trough =WT

Location 
(A, B, C, D)

Area Sampled 
(sq. ft. )

Condition of Paint 
(Intact, Fair or Poor)

Is The Surface 
Smooth & 

Cleanable? 
(Y/N)

Interim Controls 
/ Abatement

Results 
(ug/ft2) 

Basement
SP164-1 1W F 1 N/A Y <10

SP168-1 1W F 1 N/A Y <10

SP169-1 1W F 1 N/A Y <10

SP170-1 1W F 1 N/A Y <10

SP170-1 2W WS C 1 INTACT Y <10

SP171-1 1W F 1 N/A Y <10

SP171-1 2W WS C 140 IN2 INTACT Y 13

SP172-1 1W F 1 N/A Y <10

SP172-1 2W WS C 140 IN2 INTACT Y <10

SP173-1 1W F 1 N/A Y <10

SP173-1 2W WS C 1 INTACT Y <10

SP174-1 1W F 1 N/A Y <10

SP174-1 2W WS C 1 INTACT Y <10

SP175-1 1W F 1 N/A Y <10

SP175-1 2W WS C 1 INTACT Y <10

SP176-1 1W F 1 N/A Y <10

SP176-1 2W WS C 1 INTACT Y <10

SP177-1 1W F 1 N/A Y <10

SP177-1 2W WS A 1 INTACT Y <10
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Room Number
Sample 
Number

Building Component  -                
Floor =  F                                  

Window Sill = WS                            
Window Trough =WT

Location 
(A, B, C, D)

Area Sampled 
(sq. ft. )

Condition of Paint 
(Intact, Fair or Poor)

Is The Surface 
Smooth & 

Cleanable? 
(Y/N)

Interim Controls 
/ Abatement

Results 
(ug/ft2) 

Basement
SP178-1 1W F 1 N/A Y <10

SP178-1 2W WS A 1 INTACT Y <10

SP179-1 1W F 1 N/A Y <10

SP179-1 2W WS A 1 INTACT Y 15

SP180-1 1W F 1 N/A Y <10

SP180-1 2W WS A 1 INTACT Y <10

SP181-1 1W F 1 N/A Y <10

SP181-1 2W WS A 1 INTACT Y <10

SP182-1 1W F 1 N/A Y <10

SP182-1 2W WS A 1 INTACT Y <10

SP184-1 1W F 1 N/A Y <10

SP184-1 2W WS A 1 INTACT Y <10

SP185-1 1W F 1 N/A Y 20

SP185-1 2W WS A 1 INTACT Y 39

SP187-1 1W F 1 N/A Y <10

SP187-1 2W WS D 1 INTACT Y <10

SP188-1 1W F 1 N/A Y <10

SP188-1 2W WS D 1 INTACT Y <10

SP189-1 1W F 1 N/A Y <10
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Room Number
Sample 
Number

Building Component  -                
Floor =  F                                  

Window Sill = WS                            
Window Trough =WT

Location 
(A, B, C, D)

Area Sampled 
(sq. ft. )

Condition of Paint 
(Intact, Fair or Poor)

Is The Surface 
Smooth & 

Cleanable? 
(Y/N)

Interim Controls 
/ Abatement

Results 
(ug/ft2) 

Basement
SP189-1 2W WS D 1 INTACT Y <10

SP190-1 1W F 1 N/A Y <10

SP190-1 2W WS D 1 INTACT Y <10

SP191-1 1W F 1 N/A Y <10

SP191-1 2W WS D 1 INTACT Y 18

SP192-1 1W F 1 N/A Y <10

SP192-1 2W WS D 1 INTACT Y <10

SP193-1 1W F 1 N/A Y <10

SP193-1 2W WS A 1 INTACT Y <10

SP193A-1 1W F 1 N/A Y <10

SP193A-1 2W WS A 1 INTACT Y <10

SP194-1 1W F 1 N/A Y <10

SP194-1 2W WS B 1 INTACT Y <10

SP195-1 1W F 1 N/A Y <10

SP195-1 2W WS B 1 INTACT Y <10

SP196-1 1W F 1 N/A Y <10

SP196-1 2W WS B 1 INTACT Y <10

SP197-1 1W F 1 N/A Y <10

SP197-1 2W WS B 1 INTACT Y <10
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Room Number
Sample 
Number

Building Component  -                
Floor =  F                                  

Window Sill = WS                            
Window Trough =WT

Location 
(A, B, C, D)

Area Sampled 
(sq. ft. )

Condition of Paint 
(Intact, Fair or Poor)

Is The Surface 
Smooth & 

Cleanable? 
(Y/N)

Interim Controls 
/ Abatement

Results 
(ug/ft2) 

Basement
SP198-1 1W F 1 N/A Y <10

SP198-1 2W WS B 1 INTACT Y <10

SP199-1 1W F 1 N/A Y <10

SP199-1 2W WS B 1 INTACT Y <10

SP199A-1 1W F 1 N/A Y <10

SP199A-1 2W WS A 1 INTACT Y <10

SP281-1 2W WS D 1 INTACT Y 50

SP281-1 1W F 1 N/A Y See Appendix F 74

SP282-1 1W F 1 N/A Y See Appendix F 110

SP282-1 2W WS A 1 INTACT Y 41

SPCC1A-1 1W F 1 INTACT Y <10

SPCC1A-1 2W WS 87 IN2 N/A Y 35

SPEC1A-1 1W F 1 N/A Y 15

SPEC1B-1 1W F 1 N/A Y 31

SPEC1D-1 1W F 1 N/A Y See Appendix F 40

SPEMGEN-1 1W F 1 N/A Y 34

SPEMGEN-1 2W F 140 IN2 N/A Y 48

SPFC1A-1 1W F 1 N/A Y <10

SPFC1B-1 1W F 1 N/A Y See Appendix F 51
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Room Number
Sample 
Number

Building Component  -                
Floor =  F                                  

Window Sill = WS                            
Window Trough =WT

Location 
(A, B, C, D)

Area Sampled 
(sq. ft. )

Condition of Paint 
(Intact, Fair or Poor)

Is The Surface 
Smooth & 

Cleanable? 
(Y/N)

Interim Controls 
/ Abatement

Results 
(ug/ft2) 

Basement
SPFC1C-1 1W F 1 N/A Y <10

SPFC1D-1 1W F 1 N/A Y <10

SPFC1E-1 1W F 1 N/A Y See Appendix F 64

SPFL1COR3-1 1W F 1 N/A Y <10

SPFLR1COR1-1 1W F 1 N/A Y <10

SPFLR1COR1-1 2W WS C 1 INTACT Y <10

SPFLR1COR2-1 1W F 1 N/A Y <10

SPFLR1COR2-1 2W WS C 1 INTACT Y <10

SPFLR1COR4-1 1W F 1 N/A Y <10

SPFLR1COR4-1 2W WS A 1 INTACT Y <10

SPHC1B-1 1W F 1 N/A Y <10

SPMC1D-1 1W F 1 N/A Y 17

SPSTAIR1-1 1W F 1 N/A Y <10

SPSTAIR1-1 2W WS C 1 INTACT Y 35

SPSTGSTRGE-1 1W F 1 N/A Y See Appendix F 42

SP201-1 1W F 1 N/A Y <10

SP201-1 2W WS A 1 INTACT Y 16

SP202-1 1W F 1 N/A Y <10

Second floor
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Room Number
Sample 
Number

Building Component  -                
Floor =  F                                  

Window Sill = WS                            
Window Trough =WT

Location 
(A, B, C, D)

Area Sampled 
(sq. ft. )

Condition of Paint 
(Intact, Fair or Poor)

Is The Surface 
Smooth & 

Cleanable? 
(Y/N)

Interim Controls 
/ Abatement

Results 
(ug/ft2) 

Basement
SP202-1 2W WS A 140 IN2 INTACT Y 19

SP203-1 1W F 1 N/A Y <10

SP203-1 2W WS A 1 INTACT Y <10

SP204-1 1W F 1 N/A Y <10

SP205-1 1W F 1 N/A Y <10

SP205-1 2W WS D 1 INTACT Y <10

SP206-1 1W F 1 N/A Y <10

SP206-1 2W WS D 1 INTACT Y 73

SP207-1 1W F 1 N/A Y <10

SP207-1 2W WS D 1 INTACT Y <10

SP208-1 1W F 1 N/A Y <10

SP208-1 2W WS D 1 INTACT Y <10

SP209-1 1W F 1 N/A Y <10

SP209-1 2W WS D 1 INTACT Y <10

SP210-1 1W F 1 N/A Y <10

SP210-1 2W WS D 1 INTACT Y <10

SP211-1 1W F 1 N/A Y <10

SP212-1 1W F 1 N/A Y <10

SP212-1 2W WS B 1 INTACT Y <10
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Room Number
Sample 
Number

Building Component  -                
Floor =  F                                  

Window Sill = WS                            
Window Trough =WT

Location 
(A, B, C, D)

Area Sampled 
(sq. ft. )

Condition of Paint 
(Intact, Fair or Poor)

Is The Surface 
Smooth & 

Cleanable? 
(Y/N)

Interim Controls 
/ Abatement

Results 
(ug/ft2) 

Basement
SP213-1 1W F 1 N/A Y <10

SP213-1 2W WS B 1 INTACT Y 79

SP215-1 1W F 1 N/A Y <10

SP215-1 2W WS B 1 INTACT Y <10

SP216A-1 1W F 1 N/A Y <10

SP216A-1 2W WS A 1 INTACT Y <10

SP217-1 1W F 1 N/A Y <10

SP218-1 1W F 1 N/A Y <10

SP218-1 2W WS A 1 INTACT Y 34

SP219-1 1W F 1 N/A Y <10

SP219-1 2W WS A 1 INTACT Y 30

SP220-1 1W F 1 N/A Y <10

SP220-1 2W WS A 1 INTACT Y 15

SP222-1 1W F 1 N/A Y 11

SP222-1 2W WS C 1 INTACT Y 21

SP223-1 1W F 1 N/A Y <10

SP223-1 2W WS C 1 INTACT Y <10

SP224-1 1W F 1 N/A Y <10

SP224-1 2W WS C 1 INTACT Y 160
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Room Number
Sample 
Number

Building Component  -                
Floor =  F                                  

Window Sill = WS                            
Window Trough =WT

Location 
(A, B, C, D)

Area Sampled 
(sq. ft. )

Condition of Paint 
(Intact, Fair or Poor)

Is The Surface 
Smooth & 

Cleanable? 
(Y/N)

Interim Controls 
/ Abatement

Results 
(ug/ft2) 

Basement
SP225-1 1W F 1 N/A Y <10

SP225-1 2W WS C 1 INTACT Y 11

SP226-1 1W F 1 N/A Y 15

SP226-1 2W WS C 1 INTACT Y 160

SP232A-1 1W F 1 N/A Y <10

SP232A-1 2W WS C 1 INTACT Y <10

SP232B-1 1W F 1 N/A Y <10

SP232B-1 2W WS C 1 INTACT Y <10

SP232B1-1 1W F 1 N/A Y <10

SP232B1-1 2W WS C 1 INTACT Y 11

SP233-1 1W F 1 N/A Y <10

SP233-1 2W WS C 1 INTACT Y <10

SP234-1 1W F 1 N/A Y <10

SP234-1 2W WS B 140 IN2 INTACT Y 15

SP235-1 1W F 1 N/A Y <10

SP235A-1 1W F 1 N/A Y 11

SP236-1 1W F 1 N/A Y <10

SP236-1 2W WS B 108 IN2 POOR Y 78

SP237-1 1W F 1 N/A Y <10
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Room Number
Sample 
Number

Building Component  -                
Floor =  F                                  

Window Sill = WS                            
Window Trough =WT

Location 
(A, B, C, D)

Area Sampled 
(sq. ft. )

Condition of Paint 
(Intact, Fair or Poor)

Is The Surface 
Smooth & 

Cleanable? 
(Y/N)

Interim Controls 
/ Abatement

Results 
(ug/ft2) 

Basement
SP237-1 2W WS A 138 IN2 INTACT Y See Appendix F 280

SP238-1 1W F 1 N/A Y <10

SP240-1 1W F 1 N/A Y <10

SP240-1 2W WS C 1 INTACT Y 16

SP241-1 1W F 1 N/A Y <10

SP242-1 1W F 1 N/A Y <10

SP242-1 2W WS C 140 IN2 POOR Y 170

SP243-1 1W F 1 N/A Y <10

SP243-1 2W WS C 1 INTACT Y <10

SP246-1 1W F 1 N/A Y <10

SP246-1 2W WS A 1 POOR Y 56

SP247-1 1W F 1 N/A Y <10

SP247-1 2W WS A 1 POOR Y <10

SP249-1 1W F 1 N/A Y <10

SP249-1 2W WS D 1 POOR Y 10

SP250-1 1W F 1 N/A Y <10

SP250-1 2W WS D 1 INTACT Y <10

SP251-1 1W F 1 N/A Y <10

SP251-1 2W WS D 1 INTACT Y 17
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Room Number
Sample 
Number

Building Component  -                
Floor =  F                                  

Window Sill = WS                            
Window Trough =WT

Location 
(A, B, C, D)

Area Sampled 
(sq. ft. )

Condition of Paint 
(Intact, Fair or Poor)

Is The Surface 
Smooth & 

Cleanable? 
(Y/N)

Interim Controls 
/ Abatement

Results 
(ug/ft2) 

Basement
SP252-1 1W F 1 N/A Y <10

SP252-1 2W WS D 1 INTACT Y 19

SP254-1 1W F 1 N/A Y <10

SP256-1 1W F 1 N/A Y <10

SP256-1 2W WS C 1 INTACT Y 44

SP256A-1 1W F 1 N/A Y <10

SP256A-1 2W WS C 1 INTACT Y <10

SP256B-1 1W F 1 N/A Y <10

SP256B-1 2W WS C 1 INTACT Y <10

SP256C-1 1W F 1 N/A Y <10

SP257-1 1W F 1 N/A Y 32

SP258-1 1W F 1 N/A Y <10

SP258-1 2W WS C 1 INTACT Y <10

SP260-1 1W F 1 N/A Y <10

SP260-1 2W WS C 1 INTACT Y 71

SP261-1 1W F 1 N/A Y <10

SP261-1 2W WS C 1 INTACT Y See Appendix F 370

SP262-1 1W F 1 N/A Y <10

SP262-1 2W WS C 126 IN2 INTACT Y 24
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Room Number
Sample 
Number

Building Component  -                
Floor =  F                                  

Window Sill = WS                            
Window Trough =WT

Location 
(A, B, C, D)

Area Sampled 
(sq. ft. )

Condition of Paint 
(Intact, Fair or Poor)

Is The Surface 
Smooth & 

Cleanable? 
(Y/N)

Interim Controls 
/ Abatement

Results 
(ug/ft2) 

Basement
SP263-1 1W F 1 N/A Y <10

SP263-1 2W WS A 1 INTACT Y 21

SP265-1 1W F 1 N/A Y <10

SP265-1 2W WS A 138 IN2 INTACT Y 11

SP265A-1 1W F 1 N/A Y <10

SP265A-1 2W WS A 1 INTACT Y 15

SP266-1 1W F 1 N/A Y <10

SP266-1 2W WS A 1 INTACT Y 23

SP267-1 1W F 1 N/A Y <10

SP267-1 2W WS A 1 INTACT Y <10

SP268-1 1W F 1 N/A Y <10

SP268-1 2W WS A 1 INTACT Y 13

SP269-1 1W F 1 N/A Y <10

SP270-1 1W F 1 N/A Y <10

SP271-1 1W F 1 N/A Y <10

SP272-1 1W F 1 N/A Y <10

SP272-1 2W WS D 1 INTACT Y 20

SP273-1 1W F 1 N/A Y <10

SP273-1 2W WS D 1 INTACT Y 20
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Room Number
Sample 
Number

Building Component  -                
Floor =  F                                  

Window Sill = WS                            
Window Trough =WT

Location 
(A, B, C, D)

Area Sampled 
(sq. ft. )

Condition of Paint 
(Intact, Fair or Poor)

Is The Surface 
Smooth & 

Cleanable? 
(Y/N)

Interim Controls 
/ Abatement

Results 
(ug/ft2) 

Basement
SP274-1 1W F 1 N/A Y <10

SP274-1 2W WS B 1 INTACT Y 80

SP275-1 1W F 1 N/A Y <10

SP275-1 2W WS B 1 INTACT Y 35

SP277-1 1W F 1 N/A Y <10

SP277-1 2W WS B 1 INTACT Y 21

SP278-1 1W F 1 N/A Y <10

SP278-1 2W WS B 1 INTACT Y 18

SP279-1 1W F 1 N/A Y <10

SP280-1 1W F 1 N/A Y <10

SP280-1 2W WS A 1 INTACT Y 120

SPCC2B3-1 1W F 1 N/A Y 17

SPCOR203-1 1W F 1 N/A Y <10

SPCOR203-1 2W WS A 1 INTACT Y <10

SPEC2A-1 1W F 1 N/A Y 37

SPEC2B-1 1W F 1 N/A Y See Appendix F 40

SPEC2C-1 1W F 1 N/A Y <10

SPEC2D-1 1W F 1 N/A Y 19

SPFC2A-1 1W F 1 N/A Y <10
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Room Number
Sample 
Number

Building Component  -                
Floor =  F                                  

Window Sill = WS                            
Window Trough =WT

Location 
(A, B, C, D)

Area Sampled 
(sq. ft. )

Condition of Paint 
(Intact, Fair or Poor)

Is The Surface 
Smooth & 

Cleanable? 
(Y/N)

Interim Controls 
/ Abatement

Results 
(ug/ft2) 

Basement
SPFC2B-1 1W F 1 N/A Y <10

SPFC2C-1 1W F 1 N/A Y <10

SPFLR2COR1-1 1W F 1 N/A Y <10

SPFLR2COR1-1 2W WS A 145 IN2 INTACT Y <10

SPFLR2COR2-1 1W F 1 N/A Y <10

SPHC2B-1 1W F 1 N/A Y <10

SPHC2D-1 1W F 1 N/A Y <10

SPMC2B-1 1W F 1 N/A Y 39

SPMC2B-1 2W WS B 87 IN2 INTACT Y See Appendix F 320

SPWTPATH-1 1W F 1 INTACT Y <10

SPXRCOR-1 1W F 1 N/A Y <10

SPXRCOR-1 2W WS A 1 INTACT Y <10

SP301-1 1W F 1 N/A Y <10

SP301-1 2W WS A 1 INTACT Y <10

SP302-1 1W F 1 N/A Y <10

SP302-1 2W WS A 1 INTACT Y 26

SP303-1 1W F 1 N/A Y <10

SP303-1 2W WS A 1 INTACT Y <10

Third floor
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Room Number
Sample 
Number

Building Component  -                
Floor =  F                                  

Window Sill = WS                            
Window Trough =WT

Location 
(A, B, C, D)

Area Sampled 
(sq. ft. )

Condition of Paint 
(Intact, Fair or Poor)

Is The Surface 
Smooth & 

Cleanable? 
(Y/N)

Interim Controls 
/ Abatement

Results 
(ug/ft2) 

Basement
SP305-1 1W F 1 N/A Y <10

SP306-1 1W F 1 N/A Y <10

SP306-1 2W WS D 1 INTACT Y <10

SP307-1 1W F 1 N/A Y <10

SP307-1 2W WS D 1 INTACT Y <10

SP308-1 1W F 1 N/A Y <10

SP308-1 2W WS D 1 INTACT Y <10

SP309-1 1W F 1 N/A Y <10

SP309-1 2W WS D 1 INTACT Y <10

SP310-1 1W F 1 N/A Y <10

SP310-1 2W WS B 1 INTACT Y <10

SP311-1 1W F 1 N/A Y <10

SP311-1 2W WS B 1 INTACT Y <10

SP312-1 1W F 1 N/A Y <10

SP312-1 2W WS B 1 INTACT Y <10

SP313-1 1W F 1 N/A Y <10

SP313-1 2W WS B 143 IN2 INTACT Y <10

SP316-1 1W F 1 N/A Y <10

SP317-1 1W F 1 N/A Y 13
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Room Number
Sample 
Number

Building Component  -                
Floor =  F                                  

Window Sill = WS                            
Window Trough =WT

Location 
(A, B, C, D)

Area Sampled 
(sq. ft. )

Condition of Paint 
(Intact, Fair or Poor)

Is The Surface 
Smooth & 

Cleanable? 
(Y/N)

Interim Controls 
/ Abatement

Results 
(ug/ft2) 

Basement
SP317-1 2W WS A 140 IN2 INTACT Y 91

SP318-1 1W F 1 N/A Y <10

SP318-1 2W WS A 140 IN2 INTACT Y <10

SP319-1 1W F 1 N/A Y <10

SP319-1 2W WS A 1 INTACT Y <10

SP320-1 1W F 1 N/A Y <10

SP320-1 2W WS A 1 INTACT Y <10

SP322-1 1W F 1 N/A Y <10

SP322-1 2W WS C 1 INTACT Y <10

SP323-1 1W F 1 N/A Y <10

SP323-1 2W WS C 1 INTACT Y <10

SP324-1 1W F 1 N/A Y <10

SP324-1 2W WS C 1 INTACT Y <10

SP325-1 1W F 1 N/A Y <10

SP325-1 2W WS C 1 INTACT Y <10

SP326-1 1W F 1 N/A Y <10

SP327-1 1W F 1 N/A Y <10

SP328-1 1W F 1 N/A Y <10

SP328-1 2W WS C 105 IN2 INTACT Y 14
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Room Number
Sample 
Number

Building Component  -                
Floor =  F                                  

Window Sill = WS                            
Window Trough =WT

Location 
(A, B, C, D)

Area Sampled 
(sq. ft. )

Condition of Paint 
(Intact, Fair or Poor)

Is The Surface 
Smooth & 

Cleanable? 
(Y/N)

Interim Controls 
/ Abatement

Results 
(ug/ft2) 

Basement
SP329A-1 1W F 1 N/A Y <10

SP330-1 1W F 1 N/A Y <10

SP330-1 2W WS C 1 INTACT Y <10

SP331-1 1W F 1 N/A Y <10

SP331-1 2W WS 1 INTACT Y <10

SP332-1 1W F 1 N/A Y <10

SP332-1 2W WS C 1 INTACT Y <10

SP335-1 1W F 1 N/A Y <10

SP335-1 2W WS B 1 INTACT Y <10

SP336-1 1W F 1 N/A Y <10

SP336-1 2W WS B 1 INTACT Y <10

SP338-1 1W F 1 N/A Y <10

SP338-1 2W WS B 1 INTACT Y <10

SP339-1 1W F 1 N/A Y <10

SP341-1 1W F 1 N/A Y <10

SP342-1 1W F 1 N/A Y <10

SP343-1 1W F 1 N/A Y <10

SP343-1 2W WS C 1 INTACT Y <10

SP344-1 1W F 1 N/A Y <10
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Room Number
Sample 
Number

Building Component  -                
Floor =  F                                  

Window Sill = WS                            
Window Trough =WT

Location 
(A, B, C, D)

Area Sampled 
(sq. ft. )

Condition of Paint 
(Intact, Fair or Poor)

Is The Surface 
Smooth & 

Cleanable? 
(Y/N)

Interim Controls 
/ Abatement

Results 
(ug/ft2) 

Basement
SP344-1 2W WS C 1 INTACT Y <10

SP345-1 1W F 1 N/A Y <10

SP345-1 2W WS C 1 INTACT Y <10

SP345-1 1W F 1 N/A Y See Appendix F 75

SP346-1 1W F 1 INTACT Y <10

SP346-1 2W WS C 1 N/A Y <10

SP347-1 1W F 1 N/A Y <10

SP347-1 2W WS C 140 IN2 INTACT Y <10

SP348-1 1W F 1 N/A Y <10

SP349-1 1W F 1 N/A Y 24

SP350-1 1W F 1 N/A Y <10

SP350-1 2W WS A 140 IN2 INTACT Y <10

SP351-1 1W F 1 N/A Y <10

SP352-1 1W F 1 N/A Y <10

SP352-1 2W WS A 140 IN2 INTACT Y <10

SP353-1 1W F 1 N/A Y <10

SP354-1 1W F 1 N/A Y <10

SP356-1 1W F 1 N/A Y <10

SP356-1 2W WS D 1 INTACT Y <10
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Room Number
Sample 
Number

Building Component  -                
Floor =  F                                  

Window Sill = WS                            
Window Trough =WT

Location 
(A, B, C, D)

Area Sampled 
(sq. ft. )

Condition of Paint 
(Intact, Fair or Poor)

Is The Surface 
Smooth & 

Cleanable? 
(Y/N)

Interim Controls 
/ Abatement

Results 
(ug/ft2) 

Basement
SP357-1 1W F 1 N/A Y <10

SP357-1 2W WS D 1 INTACT Y <10

SP358-1 1W F 1 N/A Y <10

SP358-1 2W WS D 1 INTACT Y <10

SP359-1 1W F 1 N/A Y <10

SP359-1 2W WS D 1 INTACT Y <10

SP361-1 1W F 1 N/A Y <10

SP361-1 2W WS C 1 INTACT Y <10

SP362-1 1W F 1 N/A Y <10

SP362-1 2W WS C 1 INTACT Y <10

SP363-1 1W F 1 N/A Y <10

SP364-1 1W F 1 N/A Y <10

SP364-1 2W WS C 108 IN2 INTACT Y <13

SP365-1 1W F 1 N/A Y <10

SP366-1 1W F 1 N/A Y <10

SP366-1 2W WS C 1 INTACT Y <10

SP367-1 1W F 1 N/A Y <10

SP367-1 2W WS C 1 INTACT Y <10

SP368-1 1W F 1 N/A Y <10
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Room Number
Sample 
Number

Building Component  -                
Floor =  F                                  

Window Sill = WS                            
Window Trough =WT

Location 
(A, B, C, D)

Area Sampled 
(sq. ft. )

Condition of Paint 
(Intact, Fair or Poor)

Is The Surface 
Smooth & 

Cleanable? 
(Y/N)

Interim Controls 
/ Abatement

Results 
(ug/ft2) 

Basement
SP368-1 2W WS C 1 INTACT Y <10

SP369-1 1W F 1 N/A Y <10

SP369-1 2W WS C 1 INTACT Y <10

SP370-1 1W F 1 N/A Y <10

SP370-1 2W WS C 1 INTACT Y <10

SP371-1 1W F 1 N/A Y <10

SP371-1 2W WS A 1 INTACT Y <10

SP372-1 1W F 1 N/A Y <10

SP372-1 2W WS A 1 INTACT Y <10

SP374-1 1W F 1 N/A Y <10

SP374-1 2W WS A 1 INTACT Y <10

SP375-1 1W F 1 N/A Y <10

SP375-1 2W WS A 1 INTACT Y <10

SP376-1 1W F 1 N/A Y <10

SP380-1 1W F 1 N/A Y <10

SP380-1 2W WS D 1 INTACT Y <10

SP381A-1 1W F 1 N/A Y <10

SP381A-1 2W WS D 1 INTACT Y <10

SP381B-1 1W F 1 N/A Y <10
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Room Number
Sample 
Number

Building Component  -                
Floor =  F                                  

Window Sill = WS                            
Window Trough =WT

Location 
(A, B, C, D)

Area Sampled 
(sq. ft. )

Condition of Paint 
(Intact, Fair or Poor)

Is The Surface 
Smooth & 

Cleanable? 
(Y/N)

Interim Controls 
/ Abatement

Results 
(ug/ft2) 

Basement
SP381B-1 2W WS D 1 INTACT Y <10

SP381C-1 1W F 1 N/A Y <10

SP381C-1 2W WS D 1 INTACT Y <10

SP381D-1 1W F 1 N/A Y <10

SP381D-1 2W WS D 1 INTACT Y <10

SP381E-1 1W F 1 N/A Y <10

SP381E-1 2W WS B 1 INTACT Y <10

SP381F-1 1W F 1 N/A Y <10

SP381F-1 2W WS B 1 INTACT Y <10

SP381G-1 1W F 1 N/A Y <10

SP381G-1 2W WS B 1 INTACT Y <10

SP381H-1 1W F 1 N/A Y <10

SP381H-1 2W WS B 108 IN2 INTACT Y <13

SP382-1 1W F 1 N/A Y <10

SP382-1 2W WS B 1 INTACT Y <10

SP386-1 1W F 1 N/A Y <10

SP386-1 2W WS B 80 IN2 INTACT Y <18

SP387-1 1W F 1 N/A Y <10

SP390-1 1W F 1 N/A Y <10
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Room Number
Sample 
Number

Building Component  -                
Floor =  F                                  

Window Sill = WS                            
Window Trough =WT

Location 
(A, B, C, D)

Area Sampled 
(sq. ft. )

Condition of Paint 
(Intact, Fair or Poor)

Is The Surface 
Smooth & 

Cleanable? 
(Y/N)

Interim Controls 
/ Abatement

Results 
(ug/ft2) 

Basement
SP390-1 2W WS A 1 INTACT Y <10

SP391-1 1W F 1 N/A Y <10

SP391-1 2W WS A 1 INTACT Y <10

SP391-1 1W F 1 N/A Y <10

SP391-1 2W WS 1 INTACT Y <10

SP392-1 1W F 1 N/A Y <10

SP392-1 2W WS A 1 INTACT Y <10

SP393-1 1W F 1 N/A Y <10

SP393-1 2W WS A 1 INTACT Y 16

SP394-1 1W F 1 N/A Y <10

SP394-1 2W WS A 1 INTACT Y 22

SPCC3B-1 1W F 1 N/A Y See Appendix F 41

SPCC3B1-1 1W F 1 N/A Y <10

SPEC3A-1 1W F 1 N/A Y <10

SPEC3B-1 1W F 1 N/A Y See Appendix F 110

SPEC3C-1 1W F 1 N/A Y <10

SPFC3A-1 1W F 1 N/A Y <10

SPFC3B-1 1W F 1 N/A Y <10

SPFC3C-1 1W F 1 N/A Y <10
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Room Number
Sample 
Number

Building Component  -                
Floor =  F                                  

Window Sill = WS                            
Window Trough =WT

Location 
(A, B, C, D)

Area Sampled 
(sq. ft. )

Condition of Paint 
(Intact, Fair or Poor)

Is The Surface 
Smooth & 

Cleanable? 
(Y/N)

Interim Controls 
/ Abatement

Results 
(ug/ft2) 

Basement
SPFC3D-1 1W F 1 N/A Y <10

SPFLR3COR5-1 1W F 1 N/A Y <10

SPFLR3COR5-1 2W WS C 1 INTACT Y <10

SPHC3B1-1 1W F 1 N/A Y <10

SPHC3B2-1 1W F 1 N/A Y 12

SPMC3C-1 1W F 1 N/A Y 11

SPMC3C-1 2W WS A 1 INTACT Y 27

SPORCORR-1 1W F 1 N/A Y <10

SP400-1 1W F 1 N/A Y <10

SP400-1 2W WS A 1 INTACT Y 63

SP401-1 1W F 1 N/A Y <10

SP401-1 2W WS A 1 INTACT Y <10

SP402-1 1W F 1 N/A Y <10

SP402-1 2W WS A 1 INTACT Y 74

SP403-1 1W F 1 N/A Y <10

SP403-1 2W WS A 1 INTACT Y <10

SP405A-1 1W F 1 INTACT Y <10

SP405A-1 2W WS D 1 N/A Y <10

Fourth floor
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Room Number
Sample 
Number

Building Component  -                
Floor =  F                                  

Window Sill = WS                            
Window Trough =WT

Location 
(A, B, C, D)

Area Sampled 
(sq. ft. )

Condition of Paint 
(Intact, Fair or Poor)

Is The Surface 
Smooth & 

Cleanable? 
(Y/N)

Interim Controls 
/ Abatement

Results 
(ug/ft2) 

Basement
SP405B-1 1W F 1 N/A Y <10

SP405B-1 2W WS D 1 INTACT Y <10

SP405C-1 1W F 1 N/A Y <10

SP405C-1 2W WS D 1 INTACT Y <10

SP405D-1 1W F 1 N/A Y <10

SP405D-1 2W WS D 1 INTACT Y 21

SP405E-1 1W F 1 N/A Y <10

SP405E-1 2W WS D 1 INTACT Y <10

SP405F-1 1W F 1 N/A Y <10

SP405F-1 2W WS D 1 INTACT Y <10

SP405G-1 1W F 1 N/A Y <10

SP405G-1 2W WS D 1 INTACT Y <10

SP405H-1 1W F 1 N/A Y <10

SP405H-1 2W WS A 1 INTACT Y <10

SP405J-1 1W F 1 N/A Y <10

SP405J-1 2W WS B 1 INTACT Y <10

SP405K-1 1W F 1 N/A Y <10

SP405K-1 2W WS B 1 INTACT Y <10

SP405L-1 1W F 1 N/A Y <10
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Room Number
Sample 
Number

Building Component  -                
Floor =  F                                  

Window Sill = WS                            
Window Trough =WT

Location 
(A, B, C, D)

Area Sampled 
(sq. ft. )

Condition of Paint 
(Intact, Fair or Poor)

Is The Surface 
Smooth & 

Cleanable? 
(Y/N)

Interim Controls 
/ Abatement

Results 
(ug/ft2) 

Basement
SP405L-1 2W WS B 1 INTACT Y <10

SP405M-1 1W F 1 N/A Y <10

SP405M-1 2W WS B 1 INTACT Y <10

SP405N-1 1W F 1 N/A Y <10

SP405N-1 2W WS B 1 INTACT Y 12

SP405P-1 1W F 1 N/A Y <10

SP405P-1 2W WS B 1 INTACT Y <10

SP405Q-1 1W F 1 INTACT Y <10

SP405Q-1 2W WS B 1 N/A Y 12

SP405R-1 1W F 1 N/A Y <10

SP416-1 1W F 1 N/A Y <10

SP417-1 1W F 1 N/A Y <10

SP417-1 2W WS A 1 INTACT Y 20

SP418-1 1W F 1 N/A Y <10

SP418-1 2W WS A 1 INTACT Y <10

SP419A-1 1W F 1 N/A Y <10

SP419A-1 2W WS A 1 INTACT Y <10

SP419B-1 1W F 1 N/A Y <10

SP419B-1 2W WS A 1 INTACT Y <10
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Room Number
Sample 
Number

Building Component  -                
Floor =  F                                  

Window Sill = WS                            
Window Trough =WT

Location 
(A, B, C, D)

Area Sampled 
(sq. ft. )

Condition of Paint 
(Intact, Fair or Poor)

Is The Surface 
Smooth & 

Cleanable? 
(Y/N)

Interim Controls 
/ Abatement

Results 
(ug/ft2) 

Basement
SP419C-1 1W F 1 N/A Y <10

SP419C-1 2W WS B 1 INTACT Y <10

SP419D-1 1W F 1 N/A Y <10

SP419D-1 2W WS C 1 INTACT Y 22

SP420-1 1W F 1 N/A Y <10

SP420-1 2W WS C 1 INTACT Y 38

SP424-1 1W F 1 N/A Y <10

SP424-1 2W WS C 1 INTACT Y <10

SP425-1 1W F 1 N/A Y <10

SP425-1 2W WS C 68 IN2 INTACT Y 38

SP426-1 1W F 1 N/A Y <10

SP426-1 2W WS C 68 IN2 INTACT Y 58

SP430-1 1W F 1 N/A Y <10

SP430-1 2W WS C 1 INTACT Y 12

SP431-1 1W F 1 N/A Y <10

SP431-1 2W WS C 1 INTACT Y <10

SP432-1 1W F 1 N/A Y <10

SP432-1 2W WS C 1 INTACT Y <10

SP433-1 1W F 1 N/A Y <10
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Room Number
Sample 
Number

Building Component  -                
Floor =  F                                  

Window Sill = WS                            
Window Trough =WT

Location 
(A, B, C, D)

Area Sampled 
(sq. ft. )

Condition of Paint 
(Intact, Fair or Poor)

Is The Surface 
Smooth & 

Cleanable? 
(Y/N)

Interim Controls 
/ Abatement

Results 
(ug/ft2) 

Basement
SP433A-1 1W F 1 N/A Y <10

SP433A-1 2W WS B 36 IN2 INTACT Y See Appendix F 620

SP440-1 1W F 1 N/A Y <10

SP440-1 2W WS C 1 INTACT Y <10

SP441-1 1W F 1 N/A Y <10

SP441-1 2W WS C 1 INTACT Y <10

SP442-1 1W F 1 N/A Y <10

SP442-1 2W WS C 1 POOR Y <10

SP444-1 1W F 1 N/A Y <10

SP444-1 2W WS C 1 INTACT Y 51

SP447-1 1W F 1 N/A Y <10

SP447-1 2W WS C 1 INTACT Y <10

SP448-1 1W F 1 N/A Y <10

SP448-1 2W WS C 36 IN2 INTACT Y See Appendix F 2900

SP449A-1 1W F 1 N/A Y <10

SP449A-1 2W WS C 1 INTACT Y <10

SP449B-1 1W F 1 N/A Y <10

SP449B-1 2W WS C 1 INTACT Y 12

SP450-1 1W F 1 N/A Y <10
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Room Number
Sample 
Number

Building Component  -                
Floor =  F                                  

Window Sill = WS                            
Window Trough =WT

Location 
(A, B, C, D)

Area Sampled 
(sq. ft. )

Condition of Paint 
(Intact, Fair or Poor)

Is The Surface 
Smooth & 

Cleanable? 
(Y/N)

Interim Controls 
/ Abatement

Results 
(ug/ft2) 

Basement
SP450-1 2W WS C 1 INTACT Y <10

SP451-1 1W F 1 N/A Y <10

SP451-1 2W WS C 1 INTACT Y <10

SP452-1 1W F 1 N/A Y <10

SP452-1 2W WS C 1 INTACT Y <10

SP453-1 1W F 1 N/A Y <10

SP453-1 2W WS A 1 INTACT Y 14

SP454-1 1W F 1 N/A Y <10

SP454-1 2W WS A 1 INTACT Y <10

SP455-1 1W F 1 N/A Y <10

SP455-1 2W WS A 1 INTACT Y <10

SP456-1 1W F 1 N/A Y <10

SP456-1 2W WS A 1 INTACT Y <10

SP457-1 1W F 1 N/A Y <10

SP457-1 2W WS A 1 INTACT Y <10

SP458-1 1W F 1 N/A Y <10

SP458-1 2W WS A 1 INTACT Y <10

SP459-1 1W F 1 N/A Y <10

SP459-1 2W WS A 1 INTACT Y <10
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Room Number
Sample 
Number

Building Component  -                
Floor =  F                                  

Window Sill = WS                            
Window Trough =WT

Location 
(A, B, C, D)

Area Sampled 
(sq. ft. )

Condition of Paint 
(Intact, Fair or Poor)

Is The Surface 
Smooth & 

Cleanable? 
(Y/N)

Interim Controls 
/ Abatement

Results 
(ug/ft2) 

Basement
SP460A-1 1W F 1 N/A Y <10

SP460A-1 2W WS A 1 INTACT Y <10

SP460B-1 1W F 1 N/A Y <10

SP460B-1 2W WS A 1 INTACT Y 16

SP462-1 1W F 1 N/A Y <10

SP462-1 2W WS D 1 INTACT Y <10

SP463-1 1W F 1 N/A Y 13

SP464-1 1W F 1 N/A Y <10

SP464-1 2W WS D 1 INTACT Y <10

SP465-1 1W F 1 N/A Y <10

SP465-1 2W WS D 1 INTACT Y <10

SP466-1 1W F 1 N/A Y <10

SP466-1 2W WS D 1 INTACT Y <10

SP467-1 1W F 1 N/A Y <10

SP467-1 2W WS D 1 INTACT Y <10

SP468-1 1W F 1 N/A Y <10

SP468-1 2W WS D 1 INTACT Y <10

SP469-1 1W F 1 N/A Y See Appendix F 80

SP470-1 1W F 1 N/A Y <10
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Room Number
Sample 
Number

Building Component  -                
Floor =  F                                  

Window Sill = WS                            
Window Trough =WT

Location 
(A, B, C, D)

Area Sampled 
(sq. ft. )

Condition of Paint 
(Intact, Fair or Poor)

Is The Surface 
Smooth & 

Cleanable? 
(Y/N)

Interim Controls 
/ Abatement

Results 
(ug/ft2) 

Basement
SP470-1 2W WS B 1 INTACT Y <10

SP471-1 1W F 1 N/A Y <10

SP471-1 2W WS C 1 INTACT Y <10

SP472-1 1W F 1 N/A Y <10

SP472-1 2W WS B 1 INTACT Y <10

SP473-1 1W F 1 N/A Y <10

SP473-1 2W WS B 1 INTACT Y <10

SP474-1 1W F 1 N/A Y <10

SP474-1 2W WS B 1 INTACT Y <10

SP475-1 1W F 1 N/A Y <10

SP475-1 2W WS B 143 IN2 INTACT Y <10

SP476-1 1W F 1 N/A Y <10

SP477-1 1W F 1 N/A Y 13

SP479-1 1W F 1 N/A Y <10

SP479-1 2W WS A 1 INTACT Y 15

SP480-1 1W F 1 N/A Y <10

SP480-1 2W WS A 1 INTACT Y <10

SP481-1 1W F 1 N/A Y <10

SP481-1 2W WS A 1 INTACT Y 11
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Room Number
Sample 
Number

Building Component  -                
Floor =  F                                  

Window Sill = WS                            
Window Trough =WT

Location 
(A, B, C, D)

Area Sampled 
(sq. ft. )

Condition of Paint 
(Intact, Fair or Poor)

Is The Surface 
Smooth & 

Cleanable? 
(Y/N)

Interim Controls 
/ Abatement

Results 
(ug/ft2) 

Basement
SPCC4B3-1 1W F 1 N/A Y <10

SPEC4A-1 1W F 1 N/A Y See Appendix F 79

SPEC4B-1 1W F 1 N/A Y 38

SPEC4C-1 1W F 1 N/A Y See Appendix F 410

SPFC4A-1 1W F 1 N/A Y <10

SPFC4B-1 1W F 1 INTACT Y 29

SPFC4C-1 1W F 1 N/A Y 26

SPFL4COR3-1 1W F 1 N/A Y <10

SPFL4COR3-1 2W WS C 1 INTACT Y <10

SPFLR4COR1-1 1W F 1 N/A Y <10

SPFLR4COR1-1 2W WS C 1 INTACT Y <10

SPHC4B-1 1W F 1 N/A Y <10

SPHC4B2-1 1W F 1 N/A Y <10

SPHC4C-1 1W F 1 N/A Y <10

SPSTR4RM-1 1W F 1 POOR Y See Appendix F 760

SPSTR4RM-1 2W WS 84 IN2 N/A Y See Appendix F 5100

SPSTRHB-1 1W F 1 N/A Y 31

SPSTRHB-1 2W WS 108 IN2 N/A Y See Appendix F 530

SP261CS-1 1W F 1 N/A Y See Appendix F 700
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Room Number
Sample 
Number

Building Component  -                
Floor =  F                                  

Window Sill = WS                            
Window Trough =WT

Location 
(A, B, C, D)

Area Sampled 
(sq. ft. )

Condition of Paint 
(Intact, Fair or Poor)

Is The Surface 
Smooth & 

Cleanable? 
(Y/N)

Interim Controls 
/ Abatement

Results 
(ug/ft2) 

Basement

SP501-1 1W F 1 N/A Y <10

SP501-1 2W WS A 1 INTACT Y <10

SP502-1 1W F 1 N/A Y <10

SP502-1 2W WS A 1 INTACT Y <10

SP503-1 1W F 1 N/A Y <10

SP503-1 2W WS A 1 INTACT Y 13

SP504-1 1W F 1 N/A Y <10

SP504-1 2W WS A 1 INTACT Y <10

SP507-1 1W F 1 N/A Y <10

SP507-1 2W WS A 1 INTACT Y <10

SP508-1 1W F 1 N/A Y 15

SP509-1 1W F 1 N/A Y <10

SP509-1 2W WS A 1 INTACT Y 40

SP510-1 1W F 1 N/A Y <10

SP510-1 2W WS A 1 INTACT Y 22

SP511-1 1W F 1 N/A Y <10

SP511-1 2W WS A 1 INTACT Y <10

SP512-1 1W F 1 N/A Y <10

Fifth floor
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Room Number
Sample 
Number

Building Component  -                
Floor =  F                                  

Window Sill = WS                            
Window Trough =WT

Location 
(A, B, C, D)

Area Sampled 
(sq. ft. )

Condition of Paint 
(Intact, Fair or Poor)

Is The Surface 
Smooth & 

Cleanable? 
(Y/N)

Interim Controls 
/ Abatement

Results 
(ug/ft2) 

Basement
SP512-1 2W WS A 1 INTACT Y <10

SP513-1 1W F 1 N/A Y <10

SP513-1 2W WS A 1 INTACT Y <10

SP514-1 1W F 1 N/A Y <10

SP514-1 2W WS C 1 INTACT Y <10

SP515-1 1W F 1 N/A Y <10

SP515-1 2W WS A 1 INTACT Y <10

SP516-1 1W F 1 N/A Y <10

SP516-1 2W WS C 1 INTACT Y <10

SP517-1 1W F 1 N/A Y <10

SP518-1 1W F 1 N/A Y <10

SP519-1 1W F 1 N/A Y <10

SP519-1 2W WS C 1 INTACT Y <10

SP520-1 1W F 1 N/A Y <10

SP520-1 2W WS C 1 INTACT Y 11

SP521-1 1W F 1 N/A Y <10

SP521-1 2W WS C 1 INTACT Y <10

SP522-1 1W F 1 N/A Y <10

SP522-1 2W WS C 1 INTACT Y <10
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Room Number
Sample 
Number

Building Component  -                
Floor =  F                                  

Window Sill = WS                            
Window Trough =WT

Location 
(A, B, C, D)

Area Sampled 
(sq. ft. )

Condition of Paint 
(Intact, Fair or Poor)

Is The Surface 
Smooth & 

Cleanable? 
(Y/N)

Interim Controls 
/ Abatement

Results 
(ug/ft2) 

Basement
SP523-1 1W F 1 N/A Y <10

SP523-1 2W WS C 1 INTACT Y <10

SP523A-1 1W F 1 N/A Y <10

SP525-1 1W F 1 N/A Y <10

SP525-1 2W WS B 1 POOR Y See Appendix F 1300

SP525A-1 1W F 1 N/A Y <10

SP525A-1 2W WS B 1 INTACT Y 17

SP526-1 1W F 1 N/A Y <10

SP526-1 2W WS C 1 INTACT Y <10

SP527-1 1W F 1 N/A Y <10

SP527-1 2W WS C 1 INTACT Y 21

SP528-1 1W F 1 N/A Y <10

SP528-1 2W WS C 1 INTACT Y 17

SP529-1 1W F 1 N/A Y <10

SP530-1 1W F 1 N/A Y <10

SP530-1 2W WS C 1 INTACT Y <10

SP531-1 1W F 1 N/A Y <10

SP531-1 2W WS C 72 IN2 INTACT Y <20

SP534-1 1W F 1 N/A Y <10
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Room Number
Sample 
Number

Building Component  -                
Floor =  F                                  

Window Sill = WS                            
Window Trough =WT

Location 
(A, B, C, D)

Area Sampled 
(sq. ft. )

Condition of Paint 
(Intact, Fair or Poor)

Is The Surface 
Smooth & 

Cleanable? 
(Y/N)

Interim Controls 
/ Abatement

Results 
(ug/ft2) 

Basement
SP534-1 2W WS C 1 INTACT Y 13

SP535-1 1W F 1 N/A Y <10

SP535-1 2W WS D 1 INTACT Y <10

SP535A-1 1W F 1 N/A Y <10

SP535A-1 2W WS C 72 IN2 INTACT Y 29

SP535B-1 1W F 1 N/A Y <11

SP535B-1 2W WS C 132 IN2 INTACT Y 21

SP535C-1 1W F 1 N/A Y <10

SP535C-1 2W WS C 1 INTACT Y 10

SP535F-1 1W F 1 N/A Y <10

SP535F-1 2W WS A 140 IN2 INTACT Y <10

SP535G-1 1W F 1 N/A Y 28

SP535G-1 2W WS A 1 INTACT Y <10

SP535H-1 1W F 1 N/A Y 12

SP535H-1 2W WS A 1 INTACT Y <10

SP536-1 1W F 1 N/A Y <10

SP536-1 2W WS A 112 IN2 INTACT Y 53

SP537-1 1W F 1 N/A Y <10

SP537-1 2W WS A 1 INTACT Y 24
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Room Number
Sample 
Number

Building Component  -                
Floor =  F                                  

Window Sill = WS                            
Window Trough =WT

Location 
(A, B, C, D)

Area Sampled 
(sq. ft. )

Condition of Paint 
(Intact, Fair or Poor)

Is The Surface 
Smooth & 

Cleanable? 
(Y/N)

Interim Controls 
/ Abatement

Results 
(ug/ft2) 

Basement
SP537A-1 1W F 1 N/A Y <10

SP538-1 1W F 1 N/A Y <18

SP538-1 2W WS A 80 IN2 INTACT Y 17

SP540-1 1W F 1 N/A Y <10

SP540-1 2W WS A 1 POOR Y 10

SP541-1 1W F 1 N/A Y <10

SP541-1 2W WS A 1 INTACT Y 24

SP542-1 1W F 1 N/A Y <10

SP542-1 2W WS A 1 INTACT Y 150

SP543-1 1W F 1 N/A Y <10

SP543-1 2W WS A 1 INTACT Y <10

SPCC5A-1 1W F 1 N/A Y <10

SPCC5A-1 2W WS 1 POOR Y See Appendix F 950

SPCC5C-1 1W F 1 N/A Y 30

SPEC5A-1 1W F 1 N/A Y See Appendix F 44

SPEC5B-1 1W F 1 N/A Y See Appendix F 73

SPEC5C-1 1W F 1 N/A Y 20

SPFC5A-1 1W F 1 N/A Y See Appendix F 57

SPFC5B-1 1W F 1 N/A Y See Appendix F 53
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Room Number
Sample 
Number

Building Component  -                
Floor =  F                                  

Window Sill = WS                            
Window Trough =WT

Location 
(A, B, C, D)

Area Sampled 
(sq. ft. )

Condition of Paint 
(Intact, Fair or Poor)

Is The Surface 
Smooth & 

Cleanable? 
(Y/N)

Interim Controls 
/ Abatement

Results 
(ug/ft2) 

Basement
SPFC5C-1 1W F 1 N/A Y See Appendix F 44

SPFLR5COR-1 1W F 1 N/A Y <10

SPFLR5COR3-1 1W F 1 N/A Y <10

SPFLR5COR3-1 2W WS A 1 POOR Y 19

SPHC5B-1 1W F 1 N/A Y <10

SPHC5C-1 1W F 1 N/A Y <10

SPPC5-A-1 1W F 1 N/A Y See Appendix F 730

SPPS5B-1 1W F 1 N/A Y See Appendix F 2400

SPPHB1-1 1W F 1 N/A Y See Appendix F 52

SPPHB1-1 2W WS 108 IN2 N/A Y See Appendix F 13000

SPPHB3-1 1W F 1 N/A Y 31

SPPHC-1 1W F 1 N/A Y See Appendix F 120

SPPHC-1 2W WS 140 IN2 N/A Y 92

SP700-1 SPIKE 240

SP700-1 SPIKE 220

SP701-1 SPIKE 240

SP701-1 SPIKE 220

Spikes/field blanks

Roof
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Room Number
Sample 
Number

Building Component  -                
Floor =  F                                  

Window Sill = WS                            
Window Trough =WT

Location 
(A, B, C, D)

Area Sampled 
(sq. ft. )

Condition of Paint 
(Intact, Fair or Poor)

Is The Surface 
Smooth & 

Cleanable? 
(Y/N)

Interim Controls 
/ Abatement

Results 
(ug/ft2) 

Basement
SP702-1 SPIKE 200

SP702-1 SPIKE 220

SP703-1 SPIKE 220

SP706-1 SPIKE 270

SP707-1 SPIKE 230

SP708-1 SPIKE 230

SP709-1 SPIKE 240

SP710-1 SPIKE 220

SP711-1 SPIKE 220

SP712-1 SPIKE 220

SP713-1 SPIKE 220

SP714-1 SPIKE 220

SP715-1 SPIKE 190

SPFB-1 <10

SPFB-2 <10

SPFB-3 <10

SPFB-4 <10

SPFB1-1 <10

SPFB10-1 <10
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Room Number
Sample 
Number

Building Component  -                
Floor =  F                                  

Window Sill = WS                            
Window Trough =WT

Location 
(A, B, C, D)

Area Sampled 
(sq. ft. )

Condition of Paint 
(Intact, Fair or Poor)

Is The Surface 
Smooth & 

Cleanable? 
(Y/N)

Interim Controls 
/ Abatement

Results 
(ug/ft2) 

Basement
SPFB11-1 <10

SPFB12-1 <10

SPFB13-1 <10

SPFB2-1 <10

SPFB3-1 <10

SPFB4-1 <10

SPFB5-1 <10

SPFB6-1 <10

SPFB7-1 <10

SPFB8-1 <10

SPFB9-1 <10
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Page 1 of 1

Sample 
Number

Building 
Number 

Room 
Number

Building Component  -                
Floor =  F                                  

Window Sill = WS                            
Window Trough =WT

Location 
(A, B, C, D)

Area Sampled 
(sq. ft. )

Condition of Paint 
(Intact, Fair or Poor)

Is The Surface 
Smooth & 

Cleanable? 
(Y/N)

Interim 
Controls / 
Abatement

Results 
(mg/kg) 

DL1 1 OUTSIDE DRIP LINE 100

OPEN-1 1 OUTSIDE OPEN SOIL <40
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Figure 1: Building #1 basement positive XRF/dust wipe results
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SP47-1-2W

SP72A-1-1W
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SPSWITCHGEAR-1-1W
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SP12B-1-1W

SP12C-1-1W

SP74-1-1W

SP68-1-1W
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SP73-1-1W
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SP27A-1-1W

SP27-1-1W

SP26A-1-1W SP26-1-1W SPCOR27-1-1W

SP2-1-1W

SPBSMTSTR1-1-1W

SPFCBA-1-1W

SPFCBB-1-1W

SPCCBD-1-1W

SPCCBC-1-1W

SPECBB-1-1W

SPECBD-1-1W

A white pipe, white
hanger, and black pipe 
could not be reached 
for sampling

1 linear foot of 
orange pipe could
not be reached for 
sampling

A green asbestos lined pipe
could not be reached for
sampling.

1 orange bracket could not be reached 
for sampling due to metal grid above ceiling.

1 red conduit could not be reached for sampling.

24
31 HCBD2 33

29

29A
30A

30

25

28

553576

24A

607

608
610
612

270

519

SP71CS-1-1W

SP12CS-1-1W

270

notes: red numbers are positive XRF sample numbers and can be found in Appendix C
          red numbers in middle of rooms are components above the ceiling (pipes, conduits, etc.) 
          blue numbers ending in 1W or 2W are dust wipes and can be found in Appendix D
 XRF sample numbers may repeat on the same floor due to multiple sampling events 
          black numbers are room numbers
          all positive pipes and conduits have been labeled when possible
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Figure 2: Building #1 first floor/outside positive XRF/dust wipe results
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1E

281 282
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504, 507

581
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1 orange hanger cannot
be reached for sampling

2 orange hangers cannot
be reached for sampling

2 orange hangers cannot
be reached for sampling

2 orange hangers cannot
be reached for sampling

1 orange hanger cannot
be reached for sampling

1 orange hanger and 2 feet
of white metal pipe cannot
be reached for sampling

1 orange hanger cannot
be reached for sampling

1 orange hanger cannot
be reached for sampling

2 orange hangers cannot
be reached for sampling

1 orange hanger
cannot be reached
for sampling

Door is blocked by
a cabinet

White brackets could
not be reached for
sampling

Beam on wall C could
not be reached for sampling

Access panel could
not be reached for
sampling

1 orange hanger cannot
be reached for sampling

114A

5 orange hangers and 2 feet
of white metal pipe above 
AHU cannot be reached for
sampling

1503

1431

1434
1435

1436
1437

1438

1439

1444

SPSTAIR1-1

notes: red numbers are positive XRF sample numbers and can be found in Appendix C
          red numbers in middle of rooms are components above the ceiling (pipes, conduits, etc.) 
          blue numbers ending in 1W or 2W are dust wipes and can be found in Appendix D
 XRF sample numbers may repeat on the same floor due to multiple sampling events 
          black numbers are room numbers
          all positive pipes and conduits have been labeled when possible
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SPSTGSTRGE-1-1W
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SP281-1-1W
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Figure 3: Building #1 second floor positive XRF/dust wipe results
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SP237-1-2W

SPMC2B-1-2W

SPEC2B-1-1W

2 hangers cannot be
reached for sampling

2 hangers cannot be
reached for sampling

3 hangers cannot be
reached for sampling

3 orange hangers
cannot be reached
for sampling

3 orange hangers
cannot be reached
for sampling

1 orange hanger
cannot be reached
for sampling

3 orange hangers
cannot be reached
for sampling

4 orange hangers
cannot be reached
for sampling

2 orange hangers
cannot be reached
for sampling

2 orange hangers
cannot be reached
for sampling

4 orange hangers
cannot be reached
for sampling

1 orange hanger
cannot be reached
to be sampled

3 orange hangers
cannot be reached
for sampling

1 hanger cannot be
reached for sampling

1 hanger cannot be
reached for sampling

Couldn’t get
above ceiling.

684

160

notes: red numbers are positive XRF sample numbers and can be found in Appendix C
          red numbers in middle of rooms are components above the ceiling (pipes, conduits, etc.) 
          blue numbers ending in 1W or 2W are dust wipes and can be found in Appendix D
 XRF sample numbers may repeat on the same floor due to multiple sampling events 
          black numbers are room numbers
          all positive pipes and conduits have been labeled when possible
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Figure 4: Building #1 third floor positive XRF/dust wipe results
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Couldn’t get
above ceiling.

2 orange hangers
cannot be reached
for sampling

7 orange hangers
cannot be reached
for sampling

7 orange hangers
cannot be reached
for sampling

2 orange hangers
cannot be reached
for sampling

1 hanger cannot
be reached
for sampling

1 orange hanger
cannot be reached
for sampling
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cannot be reached
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2 orange hangers
cannot be reached
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3 hangers
cannot be reached
for sampling

2 orange hangers
cannot be reached
for sampling

3 orange hangers
cannot be reached
for sampling

2 hangers cannot
be reached for 
sampling

notes: red numbers are positive XRF sample numbers and can be found in Appendix C
          red numbers in middle of rooms are components above the ceiling (pipes, conduits, etc.) 
          blue numbers ending in 1W or 2W are dust wipes and can be found in Appendix D
 XRF sample numbers may repeat on the same floor due to multiple sampling events 
          black numbers are room numbers
          all positive pipes and conduits have been labeled when possible

SP345-1-1W

SPEC3B-1-1W

SPCC3B-1-1W
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Figure 5: Building #1 fourth floor positive XRF/dust wipe results
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SPEC4C-1-1W

2 orange hangers
cannot be reached
for sampling

1 orange hanger
cannot be reached
for sampling

1 orange hanger
cannot be reached
for sampling

1 orange hanger
cannot be reached
for sampling

1 orange hanger
cannot be reached
for sampling

4 orange hangers
cannot be reached
for sampling

1 orange hanger
cannot be reached
for sampling

4 hangers
cannot be reached
for sampling

4 orange hangers
cannot be reached
for sampling

3 orange hangers
cannot be reached
for sampling

2 hangers
cannot be reached
for sampling

1 orange hanger
cannot be reached
for sampling

2 hangers
cannot be reached
for sampling

1 hanger
cannot be reached
to be sampled

1091

notes: red numbers are positive XRF sample numbers and can be found in Appendix C
          red numbers in middle of rooms are components above the ceiling (pipes, conduits, etc.) 
          blue numbers ending in 1W or 2W are dust wipes and can be found in Appendix D
 XRF sample numbers may repeat on the same floor due to multiple sampling events 
          black numbers are room numbers
          all positive pipes and conduits have been labeled when possible

SP261CS-1-1W
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Figure 6: Building #1 fifth floor positive XRF/dust wipe results
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1 orange hanger
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for sampling
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cannot be reached
for sampling
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feet of ceramic tile
on C cannot be reached
for sampling
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cannot be reached
for sampling

1 orange hanger
cannot be reached
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notes: red numbers are positive XRF sample numbers and can be found in Appendix C
          red numbers in middle of rooms are components above the ceiling (pipes, conduits, etc.) 
          blue numbers ending in 1W or 2W are dust wipes and can be found in Appendix D
 XRF sample numbers may repeat on the same floor due to multiple sampling events 
          black numbers are room numbers
          all positive pipes and conduits have been labeled when possible

SP525-1-2W

SPFC5B-1-1W
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Figure 7: Building #1 roof positive XRF/dust wipe results
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notes: red numbers are positive XRF sample numbers and can be found in Appendix C
          red numbers in middle of rooms are components above the ceiling (pipes, conduits, etc.) 
          blue numbers ending in 1W or 2W are dust wipes and can be found in Appendix D
 XRF sample numbers may repeat on the same floor due to multiple sampling events 
          black numbers are room numbers
          all positive pipes and conduits have been labeled when possible



 PRELIMINARY DRAFT  

Lead-Based Paint Inspection & Risk Assessment, Bldg 1, VAMC  
Earth Smart Environmental Solutions, LLC October 27, 2009 

Appendix F: 

Interim controls and re-evaluation schedule for hazardous levels of 

dust 



Interim Control Options and Re-evaluation Schedule for Hazardous 
Levels of Dust 

 
Location Component Interim Controls Abatement 

Options 
Re-evaluation 

Schedule 

SP10-1 Window sill 

A through cleaning of all 
horizontal surfaces such as 

interior window sills, 
window troughs, floors and 

stairs, but excluding 
ceilings in accordance with 
24 CFR 35.1130 (e)(2) this 

may or may not include 
replacement of all windows 

with lead hazards 

Abatement of all 
lead based paint 

using 
encapsulation or 

enclosure or 
removal of all 

lead based paint 
in accordance 
with 24 CFR 

35.1325 

See Attached 
Table 

SP5D-1 Floor 

A through cleaning of all 
horizontal surfaces such as 

interior window sills, 
window troughs, floors and 

stairs, but excluding 
ceilings in accordance with 
24 CFR 35.1130 (e)(2) this 

may or may not include 
replacement of all windows 

with lead hazards 

Abatement of all 
lead based paint 

using 
encapsulation or 

enclosure or 
removal of all 

lead based paint 
in accordance 
with 24 CFR 

35.1325 

See Attached 
Table 

SP525-1 Window sill 

A through cleaning of all 
horizontal surfaces such as 

interior window sills, 
window troughs, floors and 

stairs, but excluding 
ceilings in accordance with 
24 CFR 35.1130 (e)(2) this 

may or may not include 
replacement of all windows 

with lead hazards 

Abatement of all 
lead based paint 

using 
encapsulation or 

enclosure or 
removal of all 

lead based paint 
in accordance 
with 24 CFR 

35.1325 

See Attached 
Table 

SP261-1 Window sill 

A through cleaning of all 
horizontal surfaces such as 

interior window sills, 
window troughs, floors and 

stairs, but excluding 
ceilings in accordance with 
24 CFR 35.1130 (e)(2) this 

may or may not include 
replacement of all windows 

with lead hazards 

Abatement of all 
lead based paint 

using 
encapsulation or 

enclosure or 
removal of all 

lead based paint 
in accordance 
with 24 CFR 

35.1325 

See Attached 
Table 



Location Component Interim Controls Abatement 
Options 

Re-evaluation 
Schedule 

SP237-1 Window sill 

A through cleaning of all 
horizontal surfaces such as 

interior window sills, 
window troughs, floors and 

stairs, but excluding 
ceilings in accordance with 
24 CFR 35.1130 (e)(2) this 

may or may not include 
replacement of all windows 

with lead hazards 

Abatement of all 
lead based paint 

using 
encapsulation or 

enclosure or 
removal of all 

lead based paint 
in accordance 
with 24 CFR 

35.1325 

See Attached 
Table 

SP60-1 Floor 

A through cleaning of all 
horizontal surfaces such as 

interior window sills, 
window troughs, floors and 

stairs, but excluding 
ceilings in accordance with 
24 CFR 35.1130 (e)(2) this 

may or may not include 
replacement of all windows 

with lead hazards 

Abatement of all 
lead based paint 

using 
encapsulation or 

enclosure or 
removal of all 

lead based paint 
in accordance 
with 24 CFR 

35.1325 

See Attached 
Table 

SP60-1 Window sill 

A through cleaning of all 
horizontal surfaces such as 

interior window sills, 
window troughs, floors and 

stairs, but excluding 
ceilings in accordance with 
24 CFR 35.1130 (e)(2) this 

may or may not include 
replacement of all windows 

with lead hazards 

Abatement of all 
lead based paint 

using 
encapsulation or 

enclosure or 
removal of all 

lead based paint 
in accordance 
with 24 CFR 

35.1325 

See Attached 
Table 

SP60A-1 Floor 

A through cleaning of all 
horizontal surfaces such as 

interior window sills, 
window troughs, floors and 

stairs, but excluding 
ceilings in accordance with 
24 CFR 35.1130 (e)(2) this 

may or may not include 
replacement of all windows 

with lead hazards 

Abatement of all 
lead based paint 

using 
encapsulation or 

enclosure or 
removal of all 

lead based paint 
in accordance 
with 24 CFR 

35.1325 

See Attached 
Table 



Location Component Interim Controls Abatement 
Options 

Re-evaluation 
Schedule 

SP47-1 Window Sill 

A through cleaning of all 
horizontal surfaces such as 

interior window sills, 
window troughs, floors and 

stairs, but excluding 
ceilings in accordance with 
24 CFR 35.1130 (e)(2) this 

may or may not include 
replacement of all windows 

with lead hazards 

Abatement of all 
lead based paint 

using 
encapsulation or 

enclosure or 
removal of all 

lead based paint 
in accordance 
with 24 CFR 

35.1325 

See Attached 
Table 

SP72A-1 Floor 

A through cleaning of all 
horizontal surfaces such as 

interior window sills, 
window troughs, floors and 

stairs, but excluding 
ceilings in accordance with 
24 CFR 35.1130 (e)(2) this 

may or may not include 
replacement of all windows 

with lead hazards 

Abatement of all 
lead based paint 

using 
encapsulation or 

enclosure or 
removal of all 

lead based paint 
in accordance 
with 24 CFR 

35.1325 

See Attached 
Table 

SP72A-1 Window sill 

A through cleaning of all 
horizontal surfaces such as 

interior window sills, 
window troughs, floors and 

stairs, but excluding 
ceilings in accordance with 
24 CFR 35.1130 (e)(2) this 

may or may not include 
replacement of all windows 

with lead hazards 

Abatement of all 
lead based paint 

using 
encapsulation or 

enclosure or 
removal of all 

lead based paint 
in accordance 
with 24 CFR 

35.1325 

See Attached 
Table 

SP46-1 Floor 

A through cleaning of all 
horizontal surfaces such as 

interior window sills, 
window troughs, floors and 

stairs, but excluding 
ceilings in accordance with 
24 CFR 35.1130 (e)(2) this 

may or may not include 
replacement of all windows 

with lead hazards 

Abatement of all 
lead based paint 

using 
encapsulation or 

enclosure or 
removal of all 

lead based paint 
in accordance 
with 24 CFR 

35.1325 

See Attached 
Table 

 
 
 
 



Location Component Interim Controls Abatement 
Options 

Re-evaluation 
Schedule 

SP46-1 Window Sill 

A through cleaning of all 
horizontal surfaces such as 

interior window sills, 
window troughs, floors and 

stairs, but excluding 
ceilings in accordance with 
24 CFR 35.1130 (e)(2) this 

may or may not include 
replacement of all windows 

with lead hazards 

Abatement of all 
lead based paint 

using 
encapsulation or 

enclosure or 
removal of all 

lead based paint 
in accordance 
with 24 CFR 

35.1325 

See Attached 
Table 

SP54-1 Floor 

A through cleaning of all 
horizontal surfaces such as 

interior window sills, 
window troughs, floors and 

stairs, but excluding 
ceilings in accordance with 
24 CFR 35.1130 (e)(2) this 

may or may not include 
replacement of all windows 

with lead hazards 

Abatement of all 
lead based paint 

using 
encapsulation or 

enclosure or 
removal of all 

lead based paint 
in accordance 
with 24 CFR 

35.1325 

See Attached 
Table 

SPSWITCH
GEAR-1 Floor 

A through cleaning of all 
horizontal surfaces such as 

interior window sills, 
window troughs, floors and 

stairs, but excluding 
ceilings in accordance with 
24 CFR 35.1130 (e)(2) this 

may or may not include 
replacement of all windows 

with lead hazards 

Abatement of all 
lead based paint 

using 
encapsulation or 

enclosure or 
removal of all 

lead based paint 
in accordance 
with 24 CFR 

35.1325 

See Attached 
Table 

SP12A-1 Floor 

A through cleaning of all 
horizontal surfaces such as 

interior window sills, 
window troughs, floors and 

stairs, but excluding 
ceilings in accordance with 
24 CFR 35.1130 (e)(2) this 

may or may not include 
replacement of all windows 

with lead hazards 

Abatement of all 
lead based paint 

using 
encapsulation or 

enclosure or 
removal of all 

lead based paint 
in accordance 
with 24 CFR 

35.1325 

See Attached 
Table 

 
 
 
 



Location Component Interim Controls Abatement 
Options 

Re-evaluation 
Schedule 

S12-1 Floor 

A through cleaning of all 
horizontal surfaces such as 

interior window sills, 
window troughs, floors and 

stairs, but excluding 
ceilings in accordance with 
24 CFR 35.1130 (e)(2) this 

may or may not include 
replacement of all windows 

with lead hazards 

Abatement of all 
lead based paint 

using 
encapsulation or 

enclosure or 
removal of all 

lead based paint 
in accordance 
with 24 CFR 

35.1325 

See Attached 
Table 

SP12-1 Window sill 

A through cleaning of all 
horizontal surfaces such as 

interior window sills, 
window troughs, floors and 

stairs, but excluding 
ceilings in accordance with 
24 CFR 35.1130 (e)(2) this 

may or may not include 
replacement of all windows 

with lead hazards 

Abatement of all 
lead based paint 

using 
encapsulation or 

enclosure or 
removal of all 

lead based paint 
in accordance 
with 24 CFR 

35.1325 

See Attached 
Table 

SP12B-1 Floor 

A through cleaning of all 
horizontal surfaces such as 

interior window sills, 
window troughs, floors and 

stairs, but excluding 
ceilings in accordance with 
24 CFR 35.1130 (e)(2) this 

may or may not include 
replacement of all windows 

with lead hazards 

Abatement of all 
lead based paint 

using 
encapsulation or 

enclosure or 
removal of all 

lead based paint 
in accordance 
with 24 CFR 

35.1325 

See Attached 
Table 

SP12C-1 Floor 

A through cleaning of all 
horizontal surfaces such as 

interior window sills, 
window troughs, floors and 

stairs, but excluding 
ceilings in accordance with 
24 CFR 35.1130 (e)(2) this 

may or may not include 
replacement of all windows 

with lead hazards 

Abatement of all 
lead based paint 

using 
encapsulation or 

enclosure or 
removal of all 

lead based paint 
in accordance 
with 24 CFR 

35.1325 

See Attached 
Table 

 
 
 
 



Location Component Interim Controls Abatement 
Options 

Re-evaluation 
Schedule 

SP74-1 Floor 

A through cleaning of all 
horizontal surfaces such as 

interior window sills, 
window troughs, floors and 

stairs, but excluding 
ceilings in accordance with 
24 CFR 35.1130 (e)(2) this 

may or may not include 
replacement of all windows 

with lead hazards 

Abatement of all 
lead based paint 

using 
encapsulation or 

enclosure or 
removal of all 

lead based paint 
in accordance 
with 24 CFR 

35.1325 

See Attached 
Table 

SP68-1 Floor 

A through cleaning of all 
horizontal surfaces such as 

interior window sills, 
window troughs, floors and 

stairs, but excluding 
ceilings in accordance with 
24 CFR 35.1130 (e)(2) this 

may or may not include 
replacement of all windows 

with lead hazards 

Abatement of all 
lead based paint 

using 
encapsulation or 

enclosure or 
removal of all 

lead based paint 
in accordance 
with 24 CFR 

35.1325 

See Attached 
Table 

SP55A-1 Floor 

A through cleaning of all 
horizontal surfaces such as 

interior window sills, 
window troughs, floors and 

stairs, but excluding 
ceilings in accordance with 
24 CFR 35.1130 (e)(2) this 

may or may not include 
replacement of all windows 

with lead hazards 

Abatement of all 
lead based paint 

using 
encapsulation or 

enclosure or 
removal of all 

lead based paint 
in accordance 
with 24 CFR 

35.1325 

See Attached 
Table 

SP73-1 Floor 

A through cleaning of all 
horizontal surfaces such as 

interior window sills, 
window troughs, floors and 

stairs, but excluding 
ceilings in accordance with 
24 CFR 35.1130 (e)(2) this 

may or may not include 
replacement of all windows 

with lead hazards 

Abatement of all 
lead based paint 

using 
encapsulation or 

enclosure or 
removal of all 

lead based paint 
in accordance 
with 24 CFR 

35.1325 

See Attached 
Table 

 
 
 
 



Location Component Interim Controls Abatement 
Options 

Re-evaluation 
Schedule 

SP21-1 Window Sill 

A through cleaning of all 
horizontal surfaces such as 

interior window sills, 
window troughs, floors and 

stairs, but excluding 
ceilings in accordance with 
24 CFR 35.1130 (e)(2) this 

may or may not include 
replacement of all windows 

with lead hazards 

Abatement of all 
lead based paint 

using 
encapsulation or 

enclosure or 
removal of all 

lead based paint 
in accordance 
with 24 CFR 

35.1325 

See Attached 
Table 

SP27A-1 Floor 

A through cleaning of all 
horizontal surfaces such as 

interior window sills, 
window troughs, floors and 

stairs, but excluding 
ceilings in accordance with 
24 CFR 35.1130 (e)(2) this 

may or may not include 
replacement of all windows 

with lead hazards 

Abatement of all 
lead based paint 

using 
encapsulation or 

enclosure or 
removal of all 

lead based paint 
in accordance 
with 24 CFR 

35.1325 

See Attached 
Table 

SP27-1 Floor 

A through cleaning of all 
horizontal surfaces such as 

interior window sills, 
window troughs, floors and 

stairs, but excluding 
ceilings in accordance with 
24 CFR 35.1130 (e)(2) this 

may or may not include 
replacement of all windows 

with lead hazards 

Abatement of all 
lead based paint 

using 
encapsulation or 

enclosure or 
removal of all 

lead based paint 
in accordance 
with 24 CFR 

35.1325 

See Attached 
Table 

SP26A-1 Floor 

A through cleaning of all 
horizontal surfaces such as 

interior window sills, 
window troughs, floors and 

stairs, but excluding 
ceilings in accordance with 
24 CFR 35.1130 (e)(2) this 

may or may not include 
replacement of all windows 

with lead hazards 

Abatement of all 
lead based paint 

using 
encapsulation or 

enclosure or 
removal of all 

lead based paint 
in accordance 
with 24 CFR 

35.1325 

See Attached 
Table 

 
 
 
 



Location Component Interim Controls Abatement 
Options 

Re-evaluation 
Schedule 

SP26-1 Floor 

A through cleaning of all 
horizontal surfaces such as 

interior window sills, 
window troughs, floors and 

stairs, but excluding 
ceilings in accordance with 
24 CFR 35.1130 (e)(2) this 

may or may not include 
replacement of all windows 

with lead hazards 

Abatement of all 
lead based paint 

using 
encapsulation or 

enclosure or 
removal of all 

lead based paint 
in accordance 
with 24 CFR 

35.1325 

See Attached 
Table 

SPCOR27-1 Floor 

A through cleaning of all 
horizontal surfaces such as 

interior window sills, 
window troughs, floors and 

stairs, but excluding 
ceilings in accordance with 
24 CFR 35.1130 (e)(2) this 

may or may not include 
replacement of all windows 

with lead hazards 

Abatement of all 
lead based paint 

using 
encapsulation or 

enclosure or 
removal of all 

lead based paint 
in accordance 
with 24 CFR 

35.1325 

See Attached 
Table 

SP2-1 Floor 

A through cleaning of all 
horizontal surfaces such as 

interior window sills, 
window troughs, floors and 

stairs, but excluding 
ceilings in accordance with 
24 CFR 35.1130 (e)(2) this 

may or may not include 
replacement of all windows 

with lead hazards 

Abatement of all 
lead based paint 

using 
encapsulation or 

enclosure or 
removal of all 

lead based paint 
in accordance 
with 24 CFR 

35.1325 

See Attached 
Table 

SP433A-1 Window sill 

A through cleaning of all 
horizontal surfaces such as 

interior window sills, 
window troughs, floors and 

stairs, but excluding 
ceilings in accordance with 
24 CFR 35.1130 (e)(2) this 

may or may not include 
replacement of all windows 

with lead hazards 

Abatement of all 
lead based paint 

using 
encapsulation or 

enclosure or 
removal of all 

lead based paint 
in accordance 
with 24 CFR 

35.1325 

See Attached 
Table 

 
 
 
 



Location Component Interim Controls Abatement 
Options 

Re-evaluation 
Schedule 

SP448-1 Window Sill 

A through cleaning of all 
horizontal surfaces such as 

interior window sills, 
window troughs, floors and 

stairs, but excluding 
ceilings in accordance with 
24 CFR 35.1130 (e)(2) this 

may or may not include 
replacement of all windows 

with lead hazards 

Abatement of all 
lead based paint 

using 
encapsulation or 

enclosure or 
removal of all 

lead based paint 
in accordance 
with 24 CFR 

35.1325 

See Attached 
Table 

SP146C-1 Floor 

A through cleaning of all 
horizontal surfaces such as 

interior window sills, 
window troughs, floors and 

stairs, but excluding 
ceilings in accordance with 
24 CFR 35.1130 (e)(2) this 

may or may not include 
replacement of all windows 

with lead hazards 

Abatement of all 
lead based paint 

using 
encapsulation or 

enclosure or 
removal of all 

lead based paint 
in accordance 
with 24 CFR 

35.1325 

See Attached 
Table 

SPFC1E-1 Floor 

A through cleaning of all 
horizontal surfaces such as 

interior window sills, 
window troughs, floors and 

stairs, but excluding 
ceilings in accordance with 
24 CFR 35.1130 (e)(2) this 

may or may not include 
replacement of all windows 

with lead hazards 

Abatement of all 
lead based paint 

using 
encapsulation or 

enclosure or 
removal of all 

lead based paint 
in accordance 
with 24 CFR 

35.1325 

See Attached 
Table 

SPSTGSTRGE-1 Floor 

A through cleaning of all 
horizontal surfaces such as 

interior window sills, 
window troughs, floors and 

stairs, but excluding 
ceilings in accordance with 
24 CFR 35.1130 (e)(2) this 

may or may not include 
replacement of all windows 

with lead hazards 

Abatement of all 
lead based paint 

using 
encapsulation or 

enclosure or 
removal of all 

lead based paint 
in accordance 
with 24 CFR 

35.1325 

See Attached 
Table 

 
 
 
 



Location Component Interim Controls Abatement 
Options 

Re-evaluation 
Schedule 

SP282-1 Floor 

A through cleaning of all 
horizontal surfaces such as 

interior window sills, 
window troughs, floors and 

stairs, but excluding 
ceilings in accordance with 
24 CFR 35.1130 (e)(2) this 

may or may not include 
replacement of all windows 

with lead hazards 

Abatement of all 
lead based paint 

using 
encapsulation or 

enclosure or 
removal of all 

lead based paint 
in accordance 
with 24 CFR 

35.1325 

See Attached 
Table 

SPEC1D-1 Floor 

A through cleaning of all 
horizontal surfaces such as 

interior window sills, 
window troughs, floors and 

stairs, but excluding 
ceilings in accordance with 
24 CFR 35.1130 (e)(2) this 

may or may not include 
replacement of all windows 

with lead hazards 

Abatement of all 
lead based paint 

using 
encapsulation or 

enclosure or 
removal of all 

lead based paint 
in accordance 
with 24 CFR 

35.1325 

See Attached 
Table 

SPBSMTSTR1-1 Floor 

A through cleaning of all 
horizontal surfaces such as 

interior window sills, 
window troughs, floors and 

stairs, but excluding 
ceilings in accordance with 
24 CFR 35.1130 (e)(2) this 

may or may not include 
replacement of all windows 

with lead hazards 

Abatement of all 
lead based paint 

using 
encapsulation or 

enclosure or 
removal of all 

lead based paint 
in accordance 
with 24 CFR 

35.1325 

See Attached 
Table 

SPPS5B-1 Floor 

A through cleaning of all 
horizontal surfaces such as 

interior window sills, 
window troughs, floors and 

stairs, but excluding 
ceilings in accordance with 
24 CFR 35.1130 (e)(2) this 

may or may not include 
replacement of all windows 

with lead hazards 

Abatement of all 
lead based paint 

using 
encapsulation or 

enclosure or 
removal of all 

lead based paint 
in accordance 
with 24 CFR 

35.1325 

See Attached 
Table 

 
 
 
 



Location Component Interim Controls Abatement 
Options 

Re-evaluation 
Schedule 

SPPC5-A-1 Floor 

A through cleaning of all 
horizontal surfaces such as 

interior window sills, 
window troughs, floors and 

stairs, but excluding 
ceilings in accordance with 
24 CFR 35.1130 (e)(2) this 

may or may not include 
replacement of all windows 

with lead hazards 

Abatement of all 
lead based paint 

using 
encapsulation or 

enclosure or 
removal of all 

lead based paint 
in accordance 
with 24 CFR 

35.1325 

See Attached 
Table 

SPEC5A-1 Floor 

A through cleaning of all 
horizontal surfaces such as 

interior window sills, 
window troughs, floors and 

stairs, but excluding 
ceilings in accordance with 
24 CFR 35.1130 (e)(2) this 

may or may not include 
replacement of all windows 

with lead hazards 

Abatement of all 
lead based paint 

using 
encapsulation or 

enclosure or 
removal of all 

lead based paint 
in accordance 
with 24 CFR 

35.1325 

See Attached 
Table 

SPFC5A-1 Floor 

A through cleaning of all 
horizontal surfaces such as 

interior window sills, 
window troughs, floors and 

stairs, but excluding 
ceilings in accordance with 
24 CFR 35.1130 (e)(2) this 

may or may not include 
replacement of all windows 

with lead hazards 

Abatement of all 
lead based paint 

using 
encapsulation or 

enclosure or 
removal of all 

lead based paint 
in accordance 
with 24 CFR 

35.1325 

See Attached 
Table 

SPEC5B-1 Floor 

A through cleaning of all 
horizontal surfaces such as 

interior window sills, 
window troughs, floors and 

stairs, but excluding 
ceilings in accordance with 
24 CFR 35.1130 (e)(2) this 

may or may not include 
replacement of all windows 

with lead hazards 

Abatement of all 
lead based paint 

using 
encapsulation or 

enclosure or 
removal of all 

lead based paint 
in accordance 
with 24 CFR 

35.1325 

See Attached 
Table 

 
 
 
 



Location Component Interim Controls Abatement 
Options 

Re-evaluation 
Schedule 

SPFC5B-1 Floor 

A through cleaning of all 
horizontal surfaces such as 

interior window sills, 
window troughs, floors and 

stairs, but excluding 
ceilings in accordance with 
24 CFR 35.1130 (e)(2) this 

may or may not include 
replacement of all windows 

with lead hazards 

Abatement of all 
lead based paint 

using 
encapsulation or 

enclosure or 
removal of all 

lead based paint 
in accordance 
with 24 CFR 

35.1325 

See Attached 
Table 

SPEC4A-1 Floor 

A through cleaning of all 
horizontal surfaces such as 

interior window sills, 
window troughs, floors and 

stairs, but excluding 
ceilings in accordance with 
24 CFR 35.1130 (e)(2) this 

may or may not include 
replacement of all windows 

with lead hazards 

Abatement of all 
lead based paint 

using 
encapsulation or 

enclosure or 
removal of all 

lead based paint 
in accordance 
with 24 CFR 

35.1325 

See Attached 
Table 

SPFCBA-1 Floor 

A through cleaning of all 
horizontal surfaces such as 

interior window sills, 
window troughs, floors and 

stairs, but excluding 
ceilings in accordance with 
24 CFR 35.1130 (e)(2) this 

may or may not include 
replacement of all windows 

with lead hazards 

Abatement of all 
lead based paint 

using 
encapsulation or 

enclosure or 
removal of all 

lead based paint 
in accordance 
with 24 CFR 

35.1325 

See Attached 
Table 

SP469-1 Floor 

A through cleaning of all 
horizontal surfaces such as 

interior window sills, 
window troughs, floors and 

stairs, but excluding 
ceilings in accordance with 
24 CFR 35.1130 (e)(2) this 

may or may not include 
replacement of all windows 

with lead hazards 

Abatement of all 
lead based paint 

using 
encapsulation or 

enclosure or 
removal of all 

lead based paint 
in accordance 
with 24 CFR 

35.1325 

See Attached 
Table 

 
 
 
 



Location Component Interim Controls Abatement 
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Re-evaluation 
Schedule 

SP345-1 Floor 

A through cleaning of all 
horizontal surfaces such as 

interior window sills, 
window troughs, floors and 

stairs, but excluding 
ceilings in accordance with 
24 CFR 35.1130 (e)(2) this 

may or may not include 
replacement of all windows 

with lead hazards 

Abatement of all 
lead based paint 

using 
encapsulation or 

enclosure or 
removal of all 

lead based paint 
in accordance 
with 24 CFR 

35.1325 

See Attached 
Table 

SPEC3B-1 Floor 

A through cleaning of all 
horizontal surfaces such as 

interior window sills, 
window troughs, floors and 

stairs, but excluding 
ceilings in accordance with 
24 CFR 35.1130 (e)(2) this 

may or may not include 
replacement of all windows 

with lead hazards 

Abatement of all 
lead based paint 

using 
encapsulation or 

enclosure or 
removal of all 

lead based paint 
in accordance 
with 24 CFR 

35.1325 

See Attached 
Table 

SPFCBB-1 Floor 

A through cleaning of all 
horizontal surfaces such as 

interior window sills, 
window troughs, floors and 

stairs, but excluding 
ceilings in accordance with 
24 CFR 35.1130 (e)(2) this 

may or may not include 
replacement of all windows 

with lead hazards 

Abatement of all 
lead based paint 

using 
encapsulation or 

enclosure or 
removal of all 

lead based paint 
in accordance 
with 24 CFR 

35.1325 

See Attached 
Table 

SPMC2B-1 Window sill 

A through cleaning of all 
horizontal surfaces such as 

interior window sills, 
window troughs, floors and 

stairs, but excluding 
ceilings in accordance with 
24 CFR 35.1130 (e)(2) this 

may or may not include 
replacement of all windows 

with lead hazards 

Abatement of all 
lead based paint 

using 
encapsulation or 

enclosure or 
removal of all 

lead based paint 
in accordance 
with 24 CFR 

35.1325 

See Attached 
Table 
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Re-evaluation 
Schedule 

SPEC2B-1 Floor 

A through cleaning of all 
horizontal surfaces such as 

interior window sills, 
window troughs, floors and 

stairs, but excluding 
ceilings in accordance with 
24 CFR 35.1130 (e)(2) this 

may or may not include 
replacement of all windows 

with lead hazards 

Abatement of all 
lead based paint 

using 
encapsulation or 

enclosure or 
removal of all 

lead based paint 
in accordance 
with 24 CFR 

35.1325 

See Attached 
Table 

SPSTR4RM-1 Floor 

A through cleaning of all 
horizontal surfaces such as 

interior window sills, 
window troughs, floors and 

stairs, but excluding 
ceilings in accordance with 
24 CFR 35.1130 (e)(2) this 

may or may not include 
replacement of all windows 

with lead hazards 

Abatement of all 
lead based paint 

using 
encapsulation or 

enclosure or 
removal of all 

lead based paint 
in accordance 
with 24 CFR 

35.1325 

See Attached 
Table 

SPSTR4RM-1 Window sill 

A through cleaning of all 
horizontal surfaces such as 

interior window sills, 
window troughs, floors and 

stairs, but excluding 
ceilings in accordance with 
24 CFR 35.1130 (e)(2) this 

may or may not include 
replacement of all windows 

with lead hazards 

Abatement of all 
lead based paint 

using 
encapsulation or 

enclosure or 
removal of all 

lead based paint 
in accordance 
with 24 CFR 

35.1325 

See Attached 
Table 

SPFC1B-1 Floor 

A through cleaning of all 
horizontal surfaces such as 

interior window sills, 
window troughs, floors and 

stairs, but excluding 
ceilings in accordance with 
24 CFR 35.1130 (e)(2) this 

may or may not include 
replacement of all windows 

with lead hazards 

Abatement of all 
lead based paint 

using 
encapsulation or 

enclosure or 
removal of all 

lead based paint 
in accordance 
with 24 CFR 

35.1325 

See Attached 
Table 
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Re-evaluation 
Schedule 

SPCC5A-1 Window sill 

A through cleaning of all 
horizontal surfaces such as 

interior window sills, 
window troughs, floors and 

stairs, but excluding 
ceilings in accordance with 
24 CFR 35.1130 (e)(2) this 

may or may not include 
replacement of all windows 

with lead hazards 

Abatement of all 
lead based paint 

using 
encapsulation or 

enclosure or 
removal of all 

lead based paint 
in accordance 
with 24 CFR 

35.1325 

See Attached 
Table 

SPCCBD-1 Floor 

A through cleaning of all 
horizontal surfaces such as 

interior window sills, 
window troughs, floors and 

stairs, but excluding 
ceilings in accordance with 
24 CFR 35.1130 (e)(2) this 

may or may not include 
replacement of all windows 

with lead hazards 

Abatement of all 
lead based paint 

using 
encapsulation or 

enclosure or 
removal of all 

lead based paint 
in accordance 
with 24 CFR 

35.1325 

See Attached 
Table 

SPCCBC-1 Floor 

A through cleaning of all 
horizontal surfaces such as 

interior window sills, 
window troughs, floors and 

stairs, but excluding 
ceilings in accordance with 
24 CFR 35.1130 (e)(2) this 

may or may not include 
replacement of all windows 

with lead hazards 

Abatement of all 
lead based paint 

using 
encapsulation or 

enclosure or 
removal of all 

lead based paint 
in accordance 
with 24 CFR 

35.1325 

See Attached 
Table 

SPECBB-1 Floor 

A through cleaning of all 
horizontal surfaces such as 

interior window sills, 
window troughs, floors and 

stairs, but excluding 
ceilings in accordance with 
24 CFR 35.1130 (e)(2) this 

may or may not include 
replacement of all windows 

with lead hazards 

Abatement of all 
lead based paint 

using 
encapsulation or 

enclosure or 
removal of all 

lead based paint 
in accordance 
with 24 CFR 

35.1325 

See Attached 
Table 
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Re-evaluation 
Schedule 

SPECBD-1 Floor 

A through cleaning of all 
horizontal surfaces such as 

interior window sills, 
window troughs, floors and 

stairs, but excluding 
ceilings in accordance with 
24 CFR 35.1130 (e)(2) this 

may or may not include 
replacement of all windows 

with lead hazards 

Abatement of all 
lead based paint 

using 
encapsulation or 

enclosure or 
removal of all 

lead based paint 
in accordance 
with 24 CFR 

35.1325 

See Attached 
Table 

SPPHB1-1 Floor 

A through cleaning of all 
horizontal surfaces such as 

interior window sills, 
window troughs, floors and 

stairs, but excluding 
ceilings in accordance with 
24 CFR 35.1130 (e)(2) this 

may or may not include 
replacement of all windows 

with lead hazards 

Abatement of all 
lead based paint 

using 
encapsulation or 

enclosure or 
removal of all 

lead based paint 
in accordance 
with 24 CFR 

35.1325 

See Attached 
Table 

SPPHB1-1 Window sill 

A through cleaning of all 
horizontal surfaces such as 

interior window sills, 
window troughs, floors and 

stairs, but excluding 
ceilings in accordance with 
24 CFR 35.1130 (e)(2) this 

may or may not include 
replacement of all windows 

with lead hazards 

Abatement of all 
lead based paint 

using 
encapsulation or 

enclosure or 
removal of all 

lead based paint 
in accordance 
with 24 CFR 

35.1325 

See Attached 
Table 

SPSTRHB-1 Floor 

A through cleaning of all 
horizontal surfaces such as 

interior window sills, 
window troughs, floors and 

stairs, but excluding 
ceilings in accordance with 
24 CFR 35.1130 (e)(2) this 

may or may not include 
replacement of all windows 

with lead hazards 

Abatement of all 
lead based paint 

using 
encapsulation or 

enclosure or 
removal of all 

lead based paint 
in accordance 
with 24 CFR 

35.1325 

See Attached 
Table 
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SPPHC-1 Floor 

A through cleaning of all 
horizontal surfaces such as 

interior window sills, 
window troughs, floors and 

stairs, but excluding 
ceilings in accordance with 
24 CFR 35.1130 (e)(2) this 

may or may not include 
replacement of all windows 

with lead hazards 

Abatement of all 
lead based paint 

using 
encapsulation or 

enclosure or 
removal of all 

lead based paint 
in accordance 
with 24 CFR 

35.1325 

See Attached 
Table 

SP281-1 Floor 

A through cleaning of all 
horizontal surfaces such as 

interior window sills, 
window troughs, floors and 

stairs, but excluding 
ceilings in accordance with 
24 CFR 35.1130 (e)(2) this 

may or may not include 
replacement of all windows 

with lead hazards 

Abatement of all 
lead based paint 

using 
encapsulation or 

enclosure or 
removal of all 

lead based paint 
in accordance 
with 24 CFR 

35.1325 

See Attached 
Table 

SPFC5C-1 Floor 

A through cleaning of all 
horizontal surfaces such as 

interior window sills, 
window troughs, floors and 

stairs, but excluding 
ceilings in accordance with 
24 CFR 35.1130 (e)(2) this 

may or may not include 
replacement of all windows 

with lead hazards 

Abatement of all 
lead based paint 

using 
encapsulation or 

enclosure or 
removal of all 

lead based paint 
in accordance 
with 24 CFR 

35.1325 

See Attached 
Table 

SPEC4C-1 Floor 

A through cleaning of all 
horizontal surfaces such as 

interior window sills, 
window troughs, floors and 

stairs, but excluding 
ceilings in accordance with 
24 CFR 35.1130 (e)(2) this 

may or may not include 
replacement of all windows 

with lead hazards 

Abatement of all 
lead based paint 

using 
encapsulation or 

enclosure or 
removal of all 

lead based paint 
in accordance 
with 24 CFR 

35.1325 

See Attached 
Table 

 
 
 
 



Location Component Interim Controls Abatement 
Options 

Re-evaluation 
Schedule 

SPCC3B-1 Floor 

A through cleaning of all 
horizontal surfaces such as 

interior window sills, 
window troughs, floors and 

stairs, but excluding 
ceilings in accordance with 
24 CFR 35.1130 (e)(2) this 

may or may not include 
replacement of all windows 

with lead hazards 

Abatement of all 
lead based paint 

using 
encapsulation or 

enclosure or 
removal of all 

lead based paint 
in accordance 
with 24 CFR 

35.1325 

See Attached 
Table 

SP71CS-1 Floor 

A through cleaning of all 
horizontal surfaces such as 

interior window sills, 
window troughs, floors and 

stairs, but excluding 
ceilings in accordance with 
24 CFR 35.1130 (e)(2) this 

may or may not include 
replacement of all windows 

with lead hazards 

Abatement of all 
lead based paint 

using 
encapsulation or 

enclosure or 
removal of all 

lead based paint 
in accordance 
with 24 CFR 

35.1325 

See Attached 
Table 

SP12CS-1 Floor 

A through cleaning of all 
horizontal surfaces such as 

interior window sills, 
window troughs, floors and 

stairs, but excluding 
ceilings in accordance with 
24 CFR 35.1130 (e)(2) this 

may or may not include 
replacement of all windows 

with lead hazards 

Abatement of all 
lead based paint 

using 
encapsulation or 

enclosure or 
removal of all 

lead based paint 
in accordance 
with 24 CFR 

35.1325 

See Attached 
Table 

SP261CS-1 Floor 

A through cleaning of all 
horizontal surfaces such as 

interior window sills, 
window troughs, floors and 

stairs, but excluding 
ceilings in accordance with 
24 CFR 35.1130 (e)(2) this 

may or may not include 
replacement of all windows 

with lead hazards 

Abatement of all 
lead based paint 

using 
encapsulation or 

enclosure or 
removal of all 

lead based paint 
in accordance 
with 24 CFR 

35.1325 

See Attached 
Table 
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ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160913564

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 08/25/09 9:35 AM

VA Hospital Saginaw. MI
VA Hospital, Saginaw MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 <10 µg/ft²in²8/29/20090001 10

Client Sample Collected: 8/21/2009SP10-1-1W
µg/ft²

102 410 µg/ft²in²8/29/20090002 14

Client Sample Collected: 8/21/2009SP10-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090003 10

Client Sample Collected: 8/21/2009SP14-1-1W
µg/ft²

144 230 µg/ft²in²8/29/20090004 10

Client Sample Collected: 8/21/2009SP14-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090005 10

Client Sample Collected: 8/21/2009SP5H-1-1W
µg/ft²

144 <10 µg/ft²in²8/29/20090006 10

Client Sample Collected: 8/21/2009SP5G-1-1W
µg/ft²

144 <10 µg/ft²in²8/29/20090007 10

Client Sample Collected: 8/21/2009SP5-1-1W
µg/ft²

144 100 µg/ft²in²8/29/20090008 10

Client Sample Collected: 8/21/2009SP5-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090009 10

Client Sample Collected: 8/21/2009SP5F-1-1W
µg/ft²

144 36 µg/ft²in²8/29/20090010 10

Client Sample Collected: 8/21/2009SP5F-1-2W
µg/ft²

144 14 µg/ft²in²8/29/20090011 10

Client Sample Collected: 8/21/2009SP5E-1-1W
µg/ft²

Page 1 of 23Test Report PB w/RDL-7.12.0   Printed: 9/1/2009 7:18:02 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160913564

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 08/25/09 9:35 AM

VA Hospital Saginaw. MI
VA Hospital, Saginaw MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 <10 µg/ft²in²8/29/20090012 10

Client Sample Collected: 8/21/2009SP5B-1-1W
µg/ft²

108 31 µg/ft²in²8/29/20090013 13

Client Sample Collected: 8/21/2009SP5B-1-2W
µg/ft²

144 370 µg/ft²in²8/29/20090014 10

Client Sample Collected: 8/21/2009SP5D-1-1W
µg/ft²

140 28 µg/ft²in²8/29/20090015 10

Client Sample Collected: 8/21/2009SP5D-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090016 10

Client Sample Collected: 8/21/2009SP535A-1-1W
µg/ft²

72 29 µg/ft²in²8/29/20090017 20

Client Sample Collected: 8/21/2009SP535A-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090018 10

Client Sample Collected: 8/21/2009SP536-1-1W
µg/ft²

112 53 µg/ft²in²8/29/20090019 13

Client Sample Collected: 8/21/2009SP536-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090020 10

Client Sample Collected: 8/21/2009SP537-1-1W
µg/ft²

144 24 µg/ft²in²8/29/20090021 10

Client Sample Collected: 8/21/2009SP537-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090022 10

Client Sample Collected: 8/21/2009SP537A-1-1W
µg/ft²

Page 2 of 23Test Report PB w/RDL-7.12.0   Printed: 9/1/2009 7:18:03 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160913564

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 08/25/09 9:35 AM

VA Hospital Saginaw. MI
VA Hospital, Saginaw MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

80 <18 µg/ft²in²8/29/20090023 18

Client Sample Collected: 8/21/2009SP538-1-1W
µg/ft²

144 17 µg/ft²in²8/29/20090024 10

Client Sample Collected: 8/21/2009SP538-1-2W
µg/ft²

140 <10 µg/ft²in²8/29/20090025 10

Client Sample Collected: 8/21/2009SP535F-1-1W
µg/ft²

144 <10 µg/ft²in²8/29/20090026 10

Client Sample Collected: 8/21/2009SP535F-1-2W
µg/ft²

132 <11 µg/ft²in²8/29/20090027 11

Client Sample Collected: 8/21/2009SP535B-1-1W
µg/ft²

144 21 µg/ft²in²8/29/20090028 10

Client Sample Collected: 8/21/2009SP535B-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090029 10

Client Sample Collected: 8/21/2009SP535C-1-1W
µg/ft²

144 10 µg/ft²in²8/29/20090030 10

Client Sample Collected: 8/21/2009SP535C-1-2W
µg/ft²

144 12 µg/ft²in²8/29/20090031 10

Client Sample Collected: 8/21/2009SP535H-1-1W
µg/ft²

144 <10 µg/ft²in²8/29/20090032 10

Client Sample Collected: 8/21/2009SP535H-1-2W
µg/ft²

144 28 µg/ft²in²8/29/20090033 10

Client Sample Collected: 8/21/2009SP5356-1-1W
µg/ft²

Page 3 of 23Test Report PB w/RDL-7.12.0   Printed: 9/1/2009 7:18:03 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160913564

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 08/25/09 9:35 AM

VA Hospital Saginaw. MI
VA Hospital, Saginaw MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 <10 µg/ft²in²8/29/20090034 10

Client Sample Collected: 8/21/2009SP5356-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090035 10

Client Sample Collected: 8/21/2009SP535-1-1W
µg/ft²

144 <10 µg/ft²in²8/29/20090036 10

Client Sample Collected: 8/21/2009SP535-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090037 10

Client Sample Collected: 8/21/2009SP530-1-1W
µg/ft²

144 <10 µg/ft²in²8/29/20090038 10

Client Sample Collected: 8/21/2009SP530-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090039 10

Client Sample Collected: 8/21/2009SP534-1-1W
µg/ft²

144 13 µg/ft²in²8/29/20090040 10

Client Sample Collected: 8/21/2009SP534-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090041 10

Client Sample Collected: 8/21/2009SP528-1-1W
µg/ft²

144 17 µg/ft²in²8/29/20090042 10

Client Sample Collected: 8/21/2009SP528-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090043 10

Client Sample Collected: 8/21/2009SP540-1-1W
µg/ft²

144 10 µg/ft²in²8/29/20090044 10

Client Sample Collected: 8/21/2009SP540-1-2W
µg/ft²

Page 4 of 23Test Report PB w/RDL-7.12.0   Printed: 9/1/2009 7:18:04 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160913564

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 08/25/09 9:35 AM

VA Hospital Saginaw. MI
VA Hospital, Saginaw MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 <10 µg/ft²in²8/29/20090045 10

Client Sample Collected: 8/21/2009SP531-1-1W
µg/ft²

72 <20 µg/ft²in²8/29/20090046 20

Client Sample Collected: 8/21/2009SP531-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090047 10

Client Sample Collected: 8/21/2009SP541-1-1W
µg/ft²

144 24 µg/ft²in²8/29/20090048 10

Client Sample Collected: 8/21/2009SP541-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090049 10

Client Sample Collected: 8/21/2009SP503-1-1W
µg/ft²

144 13 µg/ft²in²8/29/20090050 10

Client Sample Collected: 8/21/2009SP503-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090051 10

Client Sample Collected: 8/21/2009SP502-1-1W
µg/ft²

144 <10 µg/ft²in²8/29/20090052 10

Client Sample Collected: 8/21/2009SP502-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090053 10

Client Sample Collected: 8/21/2009SP523-1-1W
µg/ft²

144 <10 µg/ft²in²8/29/20090054 10

Client Sample Collected: 8/21/2009SP523-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090055 10

Client Sample Collected: 8/21/2009SP523A-1-1W
µg/ft²

Page 5 of 23Test Report PB w/RDL-7.12.0   Printed: 9/1/2009 7:18:04 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160913564

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 08/25/09 9:35 AM

VA Hospital Saginaw. MI
VA Hospital, Saginaw MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 <10 µg/ft²in²8/29/20090056 10

Client Sample Collected: 8/21/2009SP504-1-1W
µg/ft²

144 <10 µg/ft²in²8/29/20090057 10

Client Sample Collected: 8/21/2009SP504-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090058 10

Client Sample Collected: 8/21/2009SP542-1-1W
µg/ft²

144 150 µg/ft²in²8/29/20090059 10

Client Sample Collected: 8/21/2009SP542-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090060 10

Client Sample Collected: 8/21/2009SP527-1-1W
µg/ft²

144 21 µg/ft²in²8/29/20090061 10

Client Sample Collected: 8/21/2009SP527-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090062 10

Client Sample Collected: 8/21/2009SP525-1-1W
µg/ft²

144 1300 µg/ft²in²8/29/20090063 100

Client Sample Collected: 8/21/2009SP525-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090064 10

Client Sample Collected: 8/21/2009SP525A-1-1W
µg/ft²

144 17 µg/ft²in²8/29/20090065 10

Client Sample Collected: 8/21/2009SP525A-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090066 10

Client Sample Collected: 8/21/2009SP519-1-1W
µg/ft²

Page 6 of 23Test Report PB w/RDL-7.12.0   Printed: 9/1/2009 7:18:05 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160913564

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 08/25/09 9:35 AM

VA Hospital Saginaw. MI
VA Hospital, Saginaw MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 <10 µg/ft²in²8/29/20090067 10

Client Sample Collected: 8/21/2009SP519-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090068 10

Client Sample Collected: 8/21/2009SP518-1-1W
µg/ft²

144 <10 µg/ft²in²8/29/20090069 10

Client Sample Collected: 8/21/2009SP517-1-1W
µg/ft²

144 <10 µg/ft²in²8/29/20090070 10

Client Sample Collected: 8/21/2009SP510-1-1W
µg/ft²

144 22 µg/ft²in²8/29/20090071 10

Client Sample Collected: 8/21/2009SP510-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090072 10

Client Sample Collected: 8/21/2009SP511-1-1W
µg/ft²

144 <10 µg/ft²in²8/29/20090073 10

Client Sample Collected: 8/21/2009SP511-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090074 10

Client Sample Collected: 8/21/2009SP520-1-1W
µg/ft²

144 11 µg/ft²in²8/29/20090075 10

Client Sample Collected: 8/21/2009SP520-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090076 10

Client Sample Collected: 8/21/2009SP521-1-1W
µg/ft²

144 <10 µg/ft²in²8/29/20090077 10

Client Sample Collected: 8/21/2009SPF521-1-2W
µg/ft²

Page 7 of 23Test Report PB w/RDL-7.12.0   Printed: 9/1/2009 7:18:05 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160913564

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 08/25/09 9:35 AM

VA Hospital Saginaw. MI
VA Hospital, Saginaw MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 <10 µg/ft²in²8/29/20090078 10

Client Sample Collected: 8/21/2009SP516-1-1W
µg/ft²

144 <10 µg/ft²in²8/29/20090079 10

Client Sample Collected: 8/21/2009SP516-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090080 10

Client Sample Collected: 8/21/2009SP513-1-1W
µg/ft²

144 <10 µg/ft²in²8/29/20090081 10

Client Sample Collected: 8/21/2009SP513-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090082 10

Client Sample Collected: 8/21/2009SP512-1-1W
µg/ft²

144 <10 µg/ft²in²8/29/20090083 10

Client Sample Collected: 8/21/2009SP512-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090084 10

Client Sample Collected: 8/21/2009SP522-1-1W
µg/ft²

144 <10 µg/ft²in²8/29/20090085 10

Client Sample Collected: 8/21/2009SP522-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090086 10

Client Sample Collected: 8/21/2009SP514-1-1W
µg/ft²

144 <10 µg/ft²in²8/29/20090087 10

Client Sample Collected: 8/21/2009SP514-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090088 10

Client Sample Collected: 8/21/2009SP501-1-1W
µg/ft²

Page 8 of 23Test Report PB w/RDL-7.12.0   Printed: 9/1/2009 7:18:06 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160913564

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 08/25/09 9:35 AM

VA Hospital Saginaw. MI
VA Hospital, Saginaw MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 <10 µg/ft²in²8/29/20090089 10

Client Sample Collected: 8/21/2009SP501-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090090 10

Client Sample Collected: 8/21/2009SP205-1-1W
µg/ft²

144 <10 µg/ft²in²8/29/20090091 10

Client Sample Collected: 8/21/2009SP205-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090092 10

Client Sample Collected: 8/21/2009SP212-1-1W
µg/ft²

144 <10 µg/ft²in²8/29/20090093 10

Client Sample Collected: 8/21/2009SP212-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090094 10

Client Sample Collected: 8/21/2009SP211-1-1W
µg/ft²

144 <10 µg/ft²in²8/29/20090095 10

Client Sample Collected: 8/21/2009SP207-1-1W
µg/ft²

144 <10 µg/ft²in²8/29/20090096 10

Client Sample Collected: 8/21/2009SP207-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090097 10

Client Sample Collected: 8/21/2009SP208-1-1W
µg/ft²

144 <10 µg/ft²in²8/29/20090098 10

Client Sample Collected: 8/21/2009SP208-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090099 10

Client Sample Collected: 8/21/2009SP213-1-1W
µg/ft²

Page 9 of 23Test Report PB w/RDL-7.12.0   Printed: 9/1/2009 7:18:06 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160913564

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 08/25/09 9:35 AM

VA Hospital Saginaw. MI
VA Hospital, Saginaw MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 79 µg/ft²in²8/29/20090100 10

Client Sample Collected: 8/21/2009SP213-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090101 10

Client Sample Collected: 8/21/2009SP209-1-1W
µg/ft²

144 <10 µg/ft²in²8/29/20090102 10

Client Sample Collected: 8/21/2009SP209-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090103 10

Client Sample Collected: 8/21/2009SP210-1-1W
µg/ft²

144 <10 µg/ft²in²8/29/20090104 10

Client Sample Collected: 8/21/2009SP210-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090105 10

Client Sample Collected: 8/21/2009SP324-1-1W
µg/ft²

144 <10 µg/ft²in²8/29/20090106 10

Client Sample Collected: 8/21/2009SP324-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090107 10

Client Sample Collected: 8/21/2009SP319-1-1W
µg/ft²

144 <10 µg/ft²in²8/29/20090108 10

Client Sample Collected: 8/21/2009SP319-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090109 10

Client Sample Collected: 8/21/2009SP320-1-1W
µg/ft²

144 <10 µg/ft²in²8/29/20090110 10

Client Sample Collected: 8/21/2009SP320-1-2W
µg/ft²

Page 10 of 23Test Report PB w/RDL-7.12.0   Printed: 9/1/2009 7:18:06 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160913564

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 08/25/09 9:35 AM

VA Hospital Saginaw. MI
VA Hospital, Saginaw MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 <10 µg/ft²in²8/29/20090111 10

Client Sample Collected: 8/21/2009SP322-1-1W
µg/ft²

144 <10 µg/ft²in²8/29/20090112 10

Client Sample Collected: 8/21/2009SP322-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090113 10

Client Sample Collected: 8/21/2009SP323-1-1W
µg/ft²

144 <10 µg/ft²in²8/29/20090114 10

Client Sample Collected: 8/21/2009SP323-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090115 10

Client Sample Collected: 8/21/2009SP307-1-1W
µg/ft²

144 <10 µg/ft²in²8/29/20090116 10

Client Sample Collected: 8/21/2009SP307-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090117 10

Client Sample Collected: 8/21/2009SP312-1-1W
µg/ft²

144 <10 µg/ft²in²8/29/20090118 10

Client Sample Collected: 8/21/2009SP312-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090119 10

Client Sample Collected: 8/21/2009SP370-1-1W
µg/ft²

144 <10 µg/ft²in²8/29/20090120 10

Client Sample Collected: 8/21/2009SP370-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090121 10

Client Sample Collected: 8/21/2009SP369-1-1W
µg/ft²

Page 11 of 23Test Report PB w/RDL-7.12.0   Printed: 9/1/2009 7:18:07 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160913564

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 08/25/09 9:35 AM

VA Hospital Saginaw. MI
VA Hospital, Saginaw MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 <10 µg/ft²in²8/29/20090122 10

Client Sample Collected: 8/21/2009SP369-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090123 10

Client Sample Collected: 8/21/2009SP381G-1-1W
µg/ft²

144 <10 µg/ft²in²8/29/20090124 10

Client Sample Collected: 8/21/2009SP381G-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090125 10

Client Sample Collected: 8/21/2009SP381H-1-1W
µg/ft²

108 <13 µg/ft²in²8/29/20090126 13

Client Sample Collected: 8/21/2009SP381H-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090127 10

Client Sample Collected: 8/21/2009SP381D-1-1W
µg/ft²

144 <10 µg/ft²in²8/29/20090128 10

Client Sample Collected: 8/21/2009SP381D-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090129 10

Client Sample Collected: 8/21/2009SP381C-1-1W
µg/ft²

144 <10 µg/ft²in²8/29/20090130 10

Client Sample Collected: 8/21/2009SP381C-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090131 10

Client Sample Collected: 8/21/2009SP381B-1-1W
µg/ft²

144 <10 µg/ft²in²8/29/20090132 10

Client Sample Collected: 8/21/2009SP381B-1-2W
µg/ft²

Page 12 of 23Test Report PB w/RDL-7.12.0   Printed: 9/1/2009 7:18:07 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160913564

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 08/25/09 9:35 AM

VA Hospital Saginaw. MI
VA Hospital, Saginaw MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 <10 µg/ft²in²8/29/20090133 10

Client Sample Collected: 8/21/2009SP381F-1-1W
µg/ft²

144 <10 µg/ft²in²8/29/20090134 10

Client Sample Collected: 8/21/2009SP381F-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090135 10

Client Sample Collected: 8/21/2009SP386-1-1W
µg/ft²

80 <18 µg/ft²in²8/29/20090136 18

Client Sample Collected: 8/21/2009SP386-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090137 10

Client Sample Collected: 8/21/2009SP380-1-1W
µg/ft²

144 <10 µg/ft²in²8/29/20090138 10

Client Sample Collected: 8/21/2009SP380-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090139 10

Client Sample Collected: 8/21/2009SP381E-1-1W
µg/ft²

144 <10 µg/ft²in²8/29/20090140 10

Client Sample Collected: 8/21/2009SP381E-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090141 10

Client Sample Collected: 8/21/2009SP475-1-1W
µg/ft²

143 10 µg/ft²in²8/29/20090142 10

Client Sample Collected: 8/21/2009SP475-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090143 10

Client Sample Collected: 8/21/2009SP474-1-1W
µg/ft²

Page 13 of 23Test Report PB w/RDL-7.12.0   Printed: 9/1/2009 7:18:08 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160913564

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 08/25/09 9:35 AM

VA Hospital Saginaw. MI
VA Hospital, Saginaw MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 <10 µg/ft²in²8/29/20090144 10

Client Sample Collected: 8/21/2009SP474-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090145 10

Client Sample Collected: 8/21/2009SP476-1-1W
µg/ft²

144 <10 µg/ft²in²8/29/20090146 10

Client Sample Collected: 8/21/2009SP473-1-1W
µg/ft²

144 <10 µg/ft²in²8/29/20090147 10

Client Sample Collected: 8/21/2009SP473-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090148 10

Client Sample Collected: 8/21/2009SP470-1-1W
µg/ft²

144 <10 µg/ft²in²8/29/20090149 10

Client Sample Collected: 8/21/2009SP470-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090150 10

Client Sample Collected: 8/21/2009SP468-1-1W
µg/ft²

144 <10 µg/ft²in²8/29/20090151 10

Client Sample Collected: 8/21/2009SP468-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090152 10

Client Sample Collected: 8/21/2009SP465-1-1W
µg/ft²

144 <10 µg/ft²in²8/29/20090153 10

Client Sample Collected: 8/21/2009SP465-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090154 10

Client Sample Collected: 8/21/2009SP466-1-1W
µg/ft²

Page 14 of 23Test Report PB w/RDL-7.12.0   Printed: 9/1/2009 7:18:08 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160913564

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 08/25/09 9:35 AM

VA Hospital Saginaw. MI
VA Hospital, Saginaw MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 <10 µg/ft²in²8/29/20090155 10

Client Sample Collected: 8/21/2009SP466-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090156 10

Client Sample Collected: 8/21/2009SP464-1-1W
µg/ft²

144 <10 µg/ft²in²8/29/20090157 10

Client Sample Collected: 8/21/2009SP464-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090158 10

Client Sample Collected: 8/21/2009SP462-1-1W
µg/ft²

144 <10 µg/ft²in²8/29/20090159 10

Client Sample Collected: 8/21/2009SP462-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090160 10

Client Sample Collected: 8/21/2009SP405R-1-1W
µg/ft²

144 <10 µg/ft²in²8/29/20090161 10

Client Sample Collected: 8/21/2009SP405Q-1-1W
µg/ft²

144 12 µg/ft²in²8/29/20090162 10

Client Sample Collected: 8/21/2009SP405Q-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090163 10

Client Sample Collected: 8/21/2009SP405A-1-1W
µg/ft²

144 <10 µg/ft²in²8/29/20090164 10

Client Sample Collected: 8/21/2009SP405A-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090165 10

Client Sample Collected: 8/21/2009SP405B-1-1W
µg/ft²
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Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160913564

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 08/25/09 9:35 AM

VA Hospital Saginaw. MI
VA Hospital, Saginaw MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 <10 µg/ft²in²8/29/20090166 10

Client Sample Collected: 8/21/2009SP405B-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090167 10

Client Sample Collected: 8/21/2009SP405C-1-1W
µg/ft²

144 <10 µg/ft²in²8/29/20090168 10

Client Sample Collected: 8/21/2009SP405C-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090169 10

Client Sample Collected: 8/21/2009SP405P-1-1W
µg/ft²

144 <10 µg/ft²in²8/29/20090170 10

Client Sample Collected: 8/21/2009SP405P-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090171 10

Client Sample Collected: 8/21/2009SP405D-1-1W
µg/ft²

144 21 µg/ft²in²8/29/20090172 10

Client Sample Collected: 8/21/2009SP405D-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090173 10

Client Sample Collected: 8/21/2009SP405E-1-1W
µg/ft²

144 <10 µg/ft²in²8/29/20090174 10

Client Sample Collected: 8/21/2009SP405E-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090175 10

Client Sample Collected: 8/21/2009SP405F-1-1W
µg/ft²

144 <10 µg/ft²in²8/29/20090176 10

Client Sample Collected: 8/21/2009SP405F-1-2W
µg/ft²

Page 16 of 23Test Report PB w/RDL-7.12.0   Printed: 9/1/2009 7:18:09 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160913564

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 08/25/09 9:35 AM

VA Hospital Saginaw. MI
VA Hospital, Saginaw MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 <10 µg/ft²in²8/29/20090177 10

Client Sample Collected: 8/21/2009SP179-1-1W
µg/ft²

144 15 µg/ft²in²8/29/20090178 10

Client Sample Collected: 8/21/2009SP179-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090179 10

Client Sample Collected: 8/21/2009SP168-1-1W
µg/ft²

144 <10 µg/ft²in²8/29/20090180 10

Client Sample Collected: 8/21/2009SP169-1-1W
µg/ft²

144 <10 µg/ft²in²8/29/20090181 10

Client Sample Collected: 8/21/2009SP170-1-1W
µg/ft²

144 <10 µg/ft²in²8/29/20090182 10

Client Sample Collected: 8/21/2009SP170-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090183 10

Client Sample Collected: 8/21/2009SP171-1-1W
µg/ft²

140 13 µg/ft²in²8/29/20090184 10

Client Sample Collected: 8/21/2009SP171-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090185 10

Client Sample Collected: 8/21/2009SP172-1-1W
µg/ft²

140 <10 µg/ft²in²8/29/20090186 10

Client Sample Collected: 8/21/2009SP172-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090187 10

Client Sample Collected: 8/21/2009SP173-1-1W
µg/ft²

Page 17 of 23Test Report PB w/RDL-7.12.0   Printed: 9/1/2009 7:18:09 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160913564

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 08/25/09 9:35 AM

VA Hospital Saginaw. MI
VA Hospital, Saginaw MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 <10 µg/ft²in²8/29/20090188 10

Client Sample Collected: 8/21/2009SP173-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090189 10

Client Sample Collected: 8/21/2009SP174-1-1W
µg/ft²

144 <10 µg/ft²in²8/29/20090190 10

Client Sample Collected: 8/21/2009SP174-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090191 10

Client Sample Collected: 8/21/2009SP405M-1-1W
µg/ft²

144 <10 µg/ft²in²8/29/20090192 10

Client Sample Collected: 8/21/2009SP405M-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090193 10

Client Sample Collected: 8/21/2009SP405N-1-1W
µg/ft²

144 12 µg/ft²in²8/29/20090194 10

Client Sample Collected: 8/21/2009SP405N-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090195 10

Client Sample Collected: 8/21/2009SP405K-1-1W
µg/ft²

144 <10 µg/ft²in²8/29/20090196 10

Client Sample Collected: 8/21/2009SP405K-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090197 10

Client Sample Collected: 8/21/2009SP405J-1-1W
µg/ft²

144 <10 µg/ft²in²8/29/20090198 10

Client Sample Collected: 8/21/2009SP405J-1-2W
µg/ft²

Page 18 of 23Test Report PB w/RDL-7.12.0   Printed: 9/1/2009 7:18:10 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160913564

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 08/25/09 9:35 AM

VA Hospital Saginaw. MI
VA Hospital, Saginaw MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 <10 µg/ft²in²8/29/20090199 10

Client Sample Collected: 8/21/2009SP405L-1-1W
µg/ft²

144 <10 µg/ft²in²8/29/20090200 10

Client Sample Collected: 8/21/2009SP405L-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090201 10

Client Sample Collected: 8/21/2009SP419A-1-1W
µg/ft²

144 <10 µg/ft²in²8/29/20090202 10

Client Sample Collected: 8/21/2009SP419A-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090203 10

Client Sample Collected: 8/21/2009SP419B-1-1W
µg/ft²

144 <10 µg/ft²in²8/29/20090204 10

Client Sample Collected: 8/21/2009SP419B-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090205 10

Client Sample Collected: 8/21/2009SP419C-1-1W
µg/ft²

144 <10 µg/ft²in²8/29/20090206 10

Client Sample Collected: 8/21/2009SP419C-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090207 10

Client Sample Collected: 8/21/2009SP419D-1-1W
µg/ft²

144 22 µg/ft²in²8/29/20090208 10

Client Sample Collected: 8/21/2009SP419D-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090209 10

Client Sample Collected: 8/21/2009SP420-1-1W
µg/ft²

Page 19 of 23Test Report PB w/RDL-7.12.0   Printed: 9/1/2009 7:18:10 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160913564

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 08/25/09 9:35 AM

VA Hospital Saginaw. MI
VA Hospital, Saginaw MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 38 µg/ft²in²8/29/20090210 10

Client Sample Collected: 8/21/2009SP420-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090211 10

Client Sample Collected: 8/21/2009SP444-1-1W
µg/ft²

144 51 µg/ft²in²8/29/20090212 10

Client Sample Collected: 8/21/2009SP444-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090213 10

Client Sample Collected: 8/21/2009SP458-1-1W
µg/ft²

144 <10 µg/ft²in²8/29/20090214 10

Client Sample Collected: 8/21/2009SP458-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090215 10

Client Sample Collected: 8/21/2009SP450-1-1W
µg/ft²

144 <10 µg/ft²in²8/29/20090216 10

Client Sample Collected: 8/21/2009SP450-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090217 10

Client Sample Collected: 8/21/2009SP180-1-1W
µg/ft²

144 <10 µg/ft²in²8/29/20090218 10

Client Sample Collected: 8/21/2009SP180-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090219 10

Client Sample Collected: 8/21/2009SP175-1-1W
µg/ft²

144 <10 µg/ft²in²8/29/20090220 10

Client Sample Collected: 8/21/2009SP175-1-2W
µg/ft²

Page 20 of 23Test Report PB w/RDL-7.12.0   Printed: 9/1/2009 7:18:11 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160913564

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 08/25/09 9:35 AM

VA Hospital Saginaw. MI
VA Hospital, Saginaw MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 <10 µg/ft²in²8/29/20090221 10

Client Sample Collected: 8/21/2009SP176-1-1W
µg/ft²

144 <10 µg/ft²in²8/29/20090222 10

Client Sample Collected: 8/21/2009SP176-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090223 10

Client Sample Collected: 8/21/2009SP178-1-1W
µg/ft²

144 <10 µg/ft²in²8/29/20090224 10

Client Sample Collected: 8/21/2009SP178-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090225 10

Client Sample Collected: 8/21/2009SP177-1-1W
µg/ft²

144 <10 µg/ft²in²8/29/20090226 10

Client Sample Collected: 8/21/2009SP177-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090227 10

Client Sample Collected: 8/21/2009SP181-1-1W
µg/ft²

144 <10 µg/ft²in²8/29/20090228 10

Client Sample Collected: 8/21/2009SP181-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090229 10

Client Sample Collected: 8/21/2009SP182-1-1W
µg/ft²

144 <10 µg/ft²in²8/29/20090230 10

Client Sample Collected: 8/21/2009SP182-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090231 10

Client Sample Collected: 8/21/2009SP184-1-1W
µg/ft²

Page 21 of 23Test Report PB w/RDL-7.12.0   Printed: 9/1/2009 7:18:11 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160913564

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 08/25/09 9:35 AM

VA Hospital Saginaw. MI
VA Hospital, Saginaw MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 <10 µg/ft²in²8/29/20090232 10

Client Sample Collected: 8/21/2009SP184-1-2W
µg/ft²

144 <10 µg/ft²in²8/29/20090233 10

Client Sample Collected: 8/21/2009SP515-1-1W
µg/ft²

144 <10 µg/ft²in²8/29/20090234 10

Client Sample Collected: 8/21/2009SP515-1-2W
µg/ft²

144 240 µg/ft²in²8/29/20090235 10

Client Sample Collected: 8/21/2009SP700-1-1W
µg/ft²

144 240 µg/ft²in²8/29/20090236 10

Client Sample Collected: 8/21/2009SP701-1-1W
µg/ft²

144 200 µg/ft²in²8/29/20090237 10

Client Sample Collected: 8/21/2009SP702-1-1W
µg/ft²

144 220 µg/ft²in²8/29/20090238 10

Client Sample Collected: 8/21/2009SP703-1-1W
µg/ft²

0 <10 µg/wipein²8/29/20090239 10

Client Sample Collected: 8/21/2009SPFB1-1
µg/wipe

0 <10 µg/wipein²8/29/20090240 10

Client Sample Collected: 8/21/2009SPFB2-1
µg/wipe

0 <10 µg/wipein²8/29/20090241 10

Client Sample Collected: 8/21/2009SPFB3-1
µg/wipe

0 <10 µg/wipein²8/29/20090242 10

Client Sample Collected: 8/21/2009SPFB4-1
µg/wipe

Page 22 of 23Test Report PB w/RDL-7.12.0   Printed: 9/1/2009 7:18:12 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160913564

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 08/25/09 9:35 AM

VA Hospital Saginaw. MI
VA Hospital, Saginaw MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

Page 23 of 23Test Report PB w/RDL-7.12.0   Printed: 9/1/2009 7:18:12 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com
















ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160913870

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 08/31/09 9:00 AM

VA Hospital Saginaw. MI
VA Hospital Saginaw, MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Test Report: Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 <10 µg/ft²in²9/4/20090001 10

Client Sample Collected: 8/28/2009SP449A-1-W
µg/ft²

144 <10 µg/ft²in²9/4/20090002 10

Client Sample Collected: 8/28/2009SP449A-1-2W
µg/ft²

144 <10 µg/ft²in²9/4/20090003 10

Client Sample Collected: 8/28/2009SP449B-1-W
µg/ft²

144 12 µg/ft²in²9/4/20090004 10

Client Sample Collected: 8/28/2009SP449B-1-2W
µg/ft²

144 <10 µg/ft²in²9/4/20090005 10

Client Sample Collected: 8/28/2009SP456-1-1W
µg/ft²

144 <10 µg/ft²in²9/4/20090006 10

Client Sample Collected: 8/28/2009SP456-1-2W
µg/ft²

144 <10 µg/ft²in²9/4/20090007 10

Client Sample Collected: 8/28/2009SP457-1-1W
µg/ft²

144 <10 µg/ft²in²9/4/20090008 10

Client Sample Collected: 8/28/2009SP457-1-2W
µg/ft²

144 <10 µg/ft²in²9/4/20090009 10

Client Sample Collected: 8/28/2009SP454-1-1W
µg/ft²

144 <10 µg/ft²in²9/4/20090010 10

Client Sample Collected: 8/28/2009SP454-1-2W
µg/ft²

144 <10 µg/ft²in²9/4/20090011 10

Client Sample Collected: 8/28/2009SP459-1-1W
µg/ft²

Page 1 of 15Test Report PB w/RDL-7.12.0   Printed: 9/8/2009 7:15:08 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160913870

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 08/31/09 9:00 AM

VA Hospital Saginaw. MI
VA Hospital Saginaw, MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Test Report: Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 <10 µg/ft²in²9/4/20090012 10

Client Sample Collected: 8/28/2009SP459-1-2W
µg/ft²

144 <10 µg/ft²in²9/4/20090013 10

Client Sample Collected: 8/28/2009SP452-1-1W
µg/ft²

144 <10 µg/ft²in²9/4/20090014 10

Client Sample Collected: 8/28/2009SP452-1-2W
µg/ft²

144 <10 µg/ft²in²9/4/20090015 10

Client Sample Collected: 8/28/2009SP455-1-1W
µg/ft²

144 <10 µg/ft²in²9/4/20090016 10

Client Sample Collected: 8/28/2009SP455-1-2W
µg/ft²

144 <10 µg/ft²in²9/4/20090017 10

Client Sample Collected: 8/28/2009SP451-1-1W
µg/ft²

144 <10 µg/ft²in²9/4/20090018 10

Client Sample Collected: 8/28/2009SP451-1-2W
µg/ft²

144 <10 µg/ft²in²9/4/20090019 10

Client Sample Collected: 8/28/2009SP453-1-1W
µg/ft²

144 14 µg/ft²in²9/4/20090020 10

Client Sample Collected: 8/28/2009SP453-1-2W
µg/ft²

144 <10 µg/ft²in²9/4/20090021 10

Client Sample Collected: 8/28/2009SP467-1-1W
µg/ft²

144 <10 µg/ft²in²9/4/20090022 10

Client Sample Collected: 8/28/2009SP467-1-2W
µg/ft²

Page 2 of 15Test Report PB w/RDL-7.12.0   Printed: 9/8/2009 7:15:09 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160913870

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 08/31/09 9:00 AM

VA Hospital Saginaw. MI
VA Hospital Saginaw, MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Test Report: Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 <10 µg/ft²in²9/4/20090023 10

Client Sample Collected: 8/28/2009SP472-1-1W
µg/ft²

144 <10 µg/ft²in²9/4/20090024 10

Client Sample Collected: 8/28/2009SP472-1-2W
µg/ft²

144 <10 µg/ft²in²9/4/20090025 10

Client Sample Collected: 8/28/2009SP447-1-1W
µg/ft²

144 <10 µg/ft²in²9/4/20090026 10

Client Sample Collected: 8/28/2009SP447-1-2W
µg/ft²

144 <10 µg/ft²in²9/4/20090027 10

Client Sample Collected: 8/28/2009SP308-1-1W
µg/ft²

144 <10 µg/ft²in²9/4/20090028 10

Client Sample Collected: 8/28/2009SP308-1-2W
µg/ft²

144 <10 µg/ft²in²9/4/20090029 10

Client Sample Collected: 8/28/2009SP309-1-1W
µg/ft²

144 <10 µg/ft²in²9/4/20090030 10

Client Sample Collected: 8/28/2009SP309-1-2W
µg/ft²

144 <10 µg/ft²in²9/4/20090031 10

Client Sample Collected: 8/28/2009SP303-1-1W
µg/ft²

144 <10 µg/ft²in²9/4/20090032 10

Client Sample Collected: 8/28/2009SP303-1-2W
µg/ft²

144 <10 µg/ft²in²9/4/20090033 10

Client Sample Collected: 8/28/2009SP188-1-1W
µg/ft²

Page 3 of 15Test Report PB w/RDL-7.12.0   Printed: 9/8/2009 7:15:10 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160913870

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 08/31/09 9:00 AM

VA Hospital Saginaw. MI
VA Hospital Saginaw, MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Test Report: Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 <10 µg/ft²in²9/4/20090034 10

Client Sample Collected: 8/28/2009SP188-1-2W
µg/ft²

144 <10 µg/ft²in²9/4/20090035 10

Client Sample Collected: 8/28/2009SP189-1-1W
µg/ft²

144 <10 µg/ft²in²9/4/20090036 10

Client Sample Collected: 8/28/2009SP189-1-2W
µg/ft²

144 <10 µg/ft²in²9/4/20090037 10

Client Sample Collected: 8/28/2009SP193-1-1W
µg/ft²

144 <10 µg/ft²in²9/4/20090038 10

Client Sample Collected: 8/28/2009SP193-1-2W
µg/ft²

144 <10 µg/ft²in²9/4/20090039 10

Client Sample Collected: 8/28/2009SP192-1-1W
µg/ft²

144 <10 µg/ft²in²9/4/20090040 10

Client Sample Collected: 8/28/2009SP192-1-2W
µg/ft²

144 <10 µg/ft²in²9/4/20090041 10

Client Sample Collected: 8/28/2009SP190-1-1W
µg/ft²

144 <10 µg/ft²in²9/4/20090042 10

Client Sample Collected: 8/28/2009SP190-1-2W
µg/ft²

144 <10 µg/ft²in²9/4/20090043 10

Client Sample Collected: 8/28/2009SP191-1-1W
µg/ft²

144 18 µg/ft²in²9/4/20090044 10

Client Sample Collected: 8/28/2009SP191-1-2W
µg/ft²

Page 4 of 15Test Report PB w/RDL-7.12.0   Printed: 9/8/2009 7:15:11 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160913870

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 08/31/09 9:00 AM

VA Hospital Saginaw. MI
VA Hospital Saginaw, MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Test Report: Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 <10 µg/ft²in²9/4/20090045 10

Client Sample Collected: 8/28/2009SP198-1-1W
µg/ft²

144 <10 µg/ft²in²9/4/20090046 10

Client Sample Collected: 8/28/2009SP198-1-2W
µg/ft²

144 <10 µg/ft²in²9/4/20090047 10

Client Sample Collected: 8/28/2009SP199-1-1W
µg/ft²

144 <10 µg/ft²in²9/4/20090048 10

Client Sample Collected: 8/28/2009SP199-1-2W
µg/ft²

144 <10 µg/ft²in²9/4/20090049 10

Client Sample Collected: 8/28/2009SP105A-1-1W
µg/ft²

144 <10 µg/ft²in²9/4/20090050 10

Client Sample Collected: 8/28/2009SP105A-1-2W
µg/ft²

144 <10 µg/ft²in²9/4/20090051 10

Client Sample Collected: 8/28/2009SP106-1-1W
µg/ft²

144 <10 µg/ft²in²9/4/20090052 10

Client Sample Collected: 8/28/2009SP106-1-2W
µg/ft²

144 <10 µg/ft²in²9/4/20090053 10

Client Sample Collected: 8/28/2009SP112-1-1W
µg/ft²

144 <10 µg/ft²in²9/4/20090054 10

Client Sample Collected: 8/28/2009SP112-1-2W
µg/ft²

144 <10 µg/ft²in²9/4/20090055 10

Client Sample Collected: 8/28/2009SP108-1-1W
µg/ft²

Page 5 of 15Test Report PB w/RDL-7.12.0   Printed: 9/8/2009 7:15:11 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160913870

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 08/31/09 9:00 AM

VA Hospital Saginaw. MI
VA Hospital Saginaw, MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Test Report: Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 <10 µg/ft²in²9/4/20090056 10

Client Sample Collected: 8/28/2009SP108-1-2W
µg/ft²

144 <10 µg/ft²in²9/4/20090057 10

Client Sample Collected: 8/28/2009SP318-1-1W
µg/ft²

140 <10 µg/ft²in²9/4/20090058 10

Client Sample Collected: 8/28/2009SP318-1-2W
µg/ft²

144 <10 µg/ft²in²9/4/20090059 10

Client Sample Collected: 8/28/2009SP325-1-1W
µg/ft²

144 <10 µg/ft²in²9/4/20090060 10

Client Sample Collected: 8/28/2009SP325-1-2W
µg/ft²

144 <10 µg/ft²in²9/4/20090061 10

Client Sample Collected: 8/28/2009SP330-1-1W
µg/ft²

144 <10 µg/ft²in²9/4/20090062 10

Client Sample Collected: 8/28/2009SP330-1-2W
µg/ft²

144 <10 µg/ft²in²9/4/20090063 10

Client Sample Collected: 8/28/2009SP366-1-1W
µg/ft²

144 <10 µg/ft²in²9/4/20090064 10

Client Sample Collected: 8/28/2009SP366-1-2W
µg/ft²

144 <10 µg/ft²in²9/4/20090065 10

Client Sample Collected: 8/28/2009SP390-1-1W
µg/ft²

144 <10 µg/ft²in²9/4/20090066 10

Client Sample Collected: 8/28/2009SP390-1-2W
µg/ft²

Page 6 of 15Test Report PB w/RDL-7.12.0   Printed: 9/8/2009 7:15:12 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160913870

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 08/31/09 9:00 AM

VA Hospital Saginaw. MI
VA Hospital Saginaw, MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Test Report: Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 <10 µg/ft²in²9/4/20090067 10

Client Sample Collected: 8/28/2009SP367-1-1W
µg/ft²

144 <10 µg/ft²in²9/4/20090068 10

Client Sample Collected: 8/28/2009SP367-1-2W
µg/ft²

144 <10 µg/ft²in²9/4/20090069 10

Client Sample Collected: 8/28/2009SP368-1-1W
µg/ft²

144 <10 µg/ft²in²9/4/20090070 10

Client Sample Collected: 8/28/2009SP368-1-2W
µg/ft²

144 <10 µg/ft²in²9/4/20090071 10

Client Sample Collected: 8/28/2009SP374-1-1W
µg/ft²

144 <10 µg/ft²in²9/4/20090072 10

Client Sample Collected: 8/28/2009SP374-1-2W
µg/ft²

144 <10 µg/ft²in²9/4/20090073 10

Client Sample Collected: 8/28/2009SP310-1-1W
µg/ft²

144 <10 µg/ft²in²9/4/20090074 10

Client Sample Collected: 8/28/2009SP310-1-2W
µg/ft²

144 <10 µg/ft²in²9/4/20090075 10

Client Sample Collected: 8/28/2009SP328-1-1W
µg/ft²

105 14 µg/ft²in²9/4/20090076 14

Client Sample Collected: 8/28/2009SP328-1-2W
µg/ft²

144 <10 µg/ft²in²9/4/20090077 10

Client Sample Collected: 8/28/2009SP159-1-1W
µg/ft²

Page 7 of 15Test Report PB w/RDL-7.12.0   Printed: 9/8/2009 7:15:13 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160913870

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 08/31/09 9:00 AM

VA Hospital Saginaw. MI
VA Hospital Saginaw, MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Test Report: Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 <10 µg/ft²in²9/4/20090078 10

Client Sample Collected: 8/28/2009SP159-1-2W
µg/ft²

144 <10 µg/ft²in²9/4/20090079 10

Client Sample Collected: 8/28/2009SP156-1-1W
µg/ft²

144 <10 µg/ft²in²9/4/20090080 10

Client Sample Collected: 8/28/2009SP156-1-2W
µg/ft²

144 <10 µg/ft²in²9/4/20090081 10

Client Sample Collected: 8/28/2009SP107-1-1W
µg/ft²

144 <10 µg/ft²in²9/4/20090082 10

Client Sample Collected: 8/28/2009SP107-1-2W
µg/ft²

144 <10 µg/ft²in²9/4/20090083 10

Client Sample Collected: 8/28/2009SP111-1-1W
µg/ft²

144 <10 µg/ft²in²9/4/20090084 10

Client Sample Collected: 8/28/2009SP111-1-2W
µg/ft²

144 <10 µg/ft²in²9/4/20090085 10

Client Sample Collected: 8/28/2009SP110-1-1W
µg/ft²

144 <10 µg/ft²in²9/4/20090086 10

Client Sample Collected: 8/28/2009SP110-1-2W
µg/ft²

144 <10 µg/ft²in²9/4/20090087 10

Client Sample Collected: 8/28/2009SP206-1-1W
µg/ft²

144 73 µg/ft²in²9/4/20090088 10

Client Sample Collected: 8/28/2009SP206-1-2W
µg/ft²

Page 8 of 15Test Report PB w/RDL-7.12.0   Printed: 9/8/2009 7:15:14 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160913870

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 08/31/09 9:00 AM

VA Hospital Saginaw. MI
VA Hospital Saginaw, MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Test Report: Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 <10 µg/ft²in²9/4/20090089 10

Client Sample Collected: 8/28/2009SP232B1-1-1W
µg/ft²

144 11 µg/ft²in²9/4/20090090 10

Client Sample Collected: 8/28/2009SP232B1-1-2W
µg/ft²

144 <10 µg/ft²in²9/4/20090091 10

Client Sample Collected: 8/28/2009SP232B-1-1W
µg/ft²

144 <10 µg/ft²in²9/4/20090092 10

Client Sample Collected: 8/28/2009SP232B-1-2W
µg/ft²

144 <10 µg/ft²in²9/4/20090093 10

Client Sample Collected: 8/28/2009SP154-1-1W
µg/ft²

144 11 µg/ft²in²9/4/20090094 10

Client Sample Collected: 8/28/2009SP154-1-2W
µg/ft²

144 <10 µg/ft²in²9/4/20090095 10

Client Sample Collected: 8/28/2009SP155-1-1W
µg/ft²

135 <11 µg/ft²in²9/4/20090096 11

Client Sample Collected: 8/28/2009SP155-1-2W
µg/ft²

144 <10 µg/ft²in²9/4/20090097 10

Client Sample Collected: 8/28/2009SP153-1-1W
µg/ft²

144 <10 µg/ft²in²9/4/20090098 10

Client Sample Collected: 8/28/2009SP153-1-2W
µg/ft²

144 <10 µg/ft²in²9/4/20090099 10

Client Sample Collected: 8/28/2009SP381A-1-1W
µg/ft²

Page 9 of 15Test Report PB w/RDL-7.12.0   Printed: 9/8/2009 7:15:14 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160913870

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 08/31/09 9:00 AM

VA Hospital Saginaw. MI
VA Hospital Saginaw, MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Test Report: Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 <10 µg/ft²in²9/4/20090100 10

Client Sample Collected: 8/28/2009SP381A-1-2W
µg/ft²

144 <10 µg/ft²in²9/4/20090101 10

Client Sample Collected: 8/28/2009SP382-1-1W
µg/ft²

144 <10 µg/ft²in²9/4/20090102 10

Client Sample Collected: 8/28/2009SP382-1-2W
µg/ft²

144 <10 µg/ft²in²9/4/20090103 10

Client Sample Collected: 8/28/2009SP372-1-1W
µg/ft²

144 <10 µg/ft²in²9/4/20090104 10

Client Sample Collected: 8/28/2009SP372-1-2W
µg/ft²

144 <10 µg/ft²in²9/4/20090105 10

Client Sample Collected: 8/28/2009SP375-1-1W
µg/ft²

144 <10 µg/ft²in²9/4/20090106 10

Client Sample Collected: 8/28/2009SP375-1-2W
µg/ft²

144 <10 µg/ft²in²9/4/20090107 10

Client Sample Collected: 8/28/2009SP394-1-1W
µg/ft²

144 22 µg/ft²in²9/4/20090108 10

Client Sample Collected: 8/28/2009SP394-1-2W
µg/ft²

144 <10 µg/ft²in²9/4/20090109 10

Client Sample Collected: 8/28/2009SP301-1-1W
µg/ft²

144 <10 µg/ft²in²9/4/20090110 10

Client Sample Collected: 8/28/2009SP301-1-2W
µg/ft²

Page 10 of 15Test Report PB w/RDL-7.12.0   Printed: 9/8/2009 7:15:15 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160913870

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 08/31/09 9:00 AM

VA Hospital Saginaw. MI
VA Hospital Saginaw, MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Test Report: Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 <10 µg/ft²in²9/4/20090111 10

Client Sample Collected: 8/28/2009SP393-1-1W
µg/ft²

144 16 µg/ft²in²9/4/20090112 10

Client Sample Collected: 8/28/2009SP393-1-2W
µg/ft²

144 <10 µg/ft²in²9/4/20090113 10

Client Sample Collected: 8/28/2009SP306-1-1W
µg/ft²

144 <10 µg/ft²in²9/4/20090114 10

Client Sample Collected: 8/28/2009SP306-1-2W
µg/ft²

144 <10 µg/ft²in²9/4/20090115 10

Client Sample Collected: 8/28/2009SP313-1-1W
µg/ft²

143 <10 µg/ft²in²9/4/20090116 10

Client Sample Collected: 8/28/2009SP313-1-2W
µg/ft²

144 <10 µg/ft²in²9/4/20090117 10

Client Sample Collected: 8/28/2009SP371-1-1W
µg/ft²

144 <10 µg/ft²in²9/4/20090118 10

Client Sample Collected: 8/28/2009SP371-1-2W
µg/ft²

144 <10 µg/ft²in²9/4/20090119 10

Client Sample Collected: 8/28/2009SP157-1-1W
µg/ft²

144 <10 µg/ft²in²9/4/20090120 10

Client Sample Collected: 8/28/2009SP157-1-2W
µg/ft²

144 <10 µg/ft²in²9/4/20090121 10

Client Sample Collected: 8/28/2009SP158-1-1W
µg/ft²

Page 11 of 15Test Report PB w/RDL-7.12.0   Printed: 9/8/2009 7:15:16 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160913870

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 08/31/09 9:00 AM

VA Hospital Saginaw. MI
VA Hospital Saginaw, MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Test Report: Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 <10 µg/ft²in²9/4/20090122 10

Client Sample Collected: 8/28/2009SP158-1-2W
µg/ft²

144 <10 µg/ft²in²9/4/20090123 10

Client Sample Collected: 8/28/2009SP197-1-1W
µg/ft²

144 <10 µg/ft²in²9/4/20090124 10

Client Sample Collected: 8/28/2009SP197-1-2W
µg/ft²

144 <10 µg/ft²in²9/4/20090125 10

Client Sample Collected: 8/28/2009SP196-1-1W
µg/ft²

144 <10 µg/ft²in²9/4/20090126 10

Client Sample Collected: 8/28/2009SP196-1-2W
µg/ft²

144 <10 µg/ft²in²9/4/20090127 10

Client Sample Collected: 8/28/2009SP195-1-1W
µg/ft²

144 <10 µg/ft²in²9/4/20090128 10

Client Sample Collected: 8/28/2009SP195-1-2W
µg/ft²

144 <10 µg/ft²in²9/4/20090129 10

Client Sample Collected: 8/28/2009SP194-1-1W
µg/ft²

144 <10 µg/ft²in²9/4/20090130 10

Client Sample Collected: 8/28/2009SP194-1-2W
µg/ft²

144 <10 µg/ft²in²9/4/20090131 10

Client Sample Collected: 8/28/2009SP109-1-1W
µg/ft²

144 <10 µg/ft²in²9/4/20090132 10

Client Sample Collected: 8/28/2009SP109-1-2W
µg/ft²

Page 12 of 15Test Report PB w/RDL-7.12.0   Printed: 9/8/2009 7:15:17 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160913870

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 08/31/09 9:00 AM

VA Hospital Saginaw. MI
VA Hospital Saginaw, MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Test Report: Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 <10 µg/ft²in²9/4/20090133 10

Client Sample Collected: 8/28/2009SP113-1-1W
µg/ft²

144 <10 µg/ft²in²9/4/20090134 10

Client Sample Collected: 8/28/2009SP113-1-2W
µg/ft²

144 <10 µg/ft²in²9/4/20090135 10

Client Sample Collected: 8/28/2009SP116-1-1W
µg/ft²

140 <10 µg/ft²in²9/4/20090136 10

Client Sample Collected: 8/28/2009SP116-1-2W
µg/ft²

144 <10 µg/ft²in²9/4/20090137 10

Client Sample Collected: 8/28/2009SP118-1-1W
µg/ft²

144 <10 µg/ft²in²9/4/20090138 10

Client Sample Collected: 8/28/2009SP118-1-2W
µg/ft²

144 <10 µg/ft²in²9/4/20090139 10

Client Sample Collected: 8/28/2009SP129-1-1W
µg/ft²

144 <10 µg/ft²in²9/4/20090140 10

Client Sample Collected: 8/28/2009SP115-1-1W
µg/ft²

144 11 µg/ft²in²9/4/20090141 10

Client Sample Collected: 8/28/2009SP115-1-2W
µg/ft²

144 <10 µg/ft²in²9/4/20090142 10

Client Sample Collected: 8/28/2009SP117-1-1W
µg/ft²

144 <10 µg/ft²in²9/4/20090143 10

Client Sample Collected: 8/28/2009SP117-1-2W
µg/ft²

Page 13 of 15Test Report PB w/RDL-7.12.0   Printed: 9/8/2009 7:15:17 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160913870

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 08/31/09 9:00 AM

VA Hospital Saginaw. MI
VA Hospital Saginaw, MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Test Report: Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 <10 µg/ft²in²9/4/20090144 10

Client Sample Collected: 8/28/2009SP119-1-1W
µg/ft²

144 16 µg/ft²in²9/4/20090145 10

Client Sample Collected: 8/28/2009SP119-1-2W
µg/ft²

144 <10 µg/ft²in²9/4/20090146 10

Client Sample Collected: 8/28/2009SP121-1-1W
µg/ft²

144 <10 µg/ft²in²9/4/20090147 10

Client Sample Collected: 8/28/2009SP121-1-2W
µg/ft²

144 <10 µg/ft²in²9/4/20090148 10

Client Sample Collected: 8/28/2009SP120-1-1W
µg/ft²

144 <10 µg/ft²in²9/4/20090149 10

Client Sample Collected: 8/28/2009SP120-1-2W
µg/ft²

144 <10 µg/ft²in²9/4/20090150 10

Client Sample Collected: 8/28/2009SP122-1-1W
µg/ft²

144 <10 µg/ft²in²9/4/20090151 10

Client Sample Collected: 8/28/2009SP122-1-2W
µg/ft²

0 <10 µg/wipein²9/4/20090152 10

Client Sample Collected: 8/28/2009SPFB1-1
µg/wipe

0 <10 µg/wipein²9/4/20090153 10

Client Sample Collected: 8/28/2009SPFB2-1
µg/wipe

0 <10 µg/wipein²9/4/20090154 10

Client Sample Collected: 8/28/2009SPFB3-1
µg/wipe

Page 14 of 15Test Report PB w/RDL-7.12.0   Printed: 9/8/2009 7:15:18 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160913870

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 08/31/09 9:00 AM

VA Hospital Saginaw. MI
VA Hospital Saginaw, MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Test Report: Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 220 µg/ft²in²9/4/20090155 10

Client Sample Collected: 8/28/2009SP703-1-1W
µg/ft²

144 200 µg/ft²in²9/4/20090156 10

Client Sample Collected: 8/28/2009SP704-1-1W
µg/ft²

144 220 µg/ft²in²9/4/20090157 10

Client Sample Collected: 8/28/2009SP705-1-1W
µg/ft²

Page 15 of 15Test Report PB w/RDL-7.12.0   Printed: 9/8/2009 7:15:19 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com














ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160914426

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 09/08/09 9:30 AM

VA Hospital Saginaw. MI
VA Hospital Saginaw, MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Test Report: Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 <10 µg/ft²in²9/11/20090001 10

Client Sample Collected: 9/4/2009SP256B-1-1W
µg/ft²

144 <10 µg/ft²in²9/11/20090002 10

Client Sample Collected: 9/4/2009SP256B-1-2W
µg/ft²

144 <10 µg/ft²in²9/11/20090003 10

Client Sample Collected: 9/4/2009SP256C-1-1W
µg/ft²

144 <10 µg/ft²in²9/11/20090004 10

Client Sample Collected: 9/4/2009SP256-1-1W
µg/ft²

144 44 µg/ft²in²9/11/20090005 10

Client Sample Collected: 9/4/2009SP256-1-2W
µg/ft²

144 <10 µg/ft²in²9/11/20090006 10

Client Sample Collected: 9/4/2009SP256A-1-1W
µg/ft²

144 <10 µg/ft²in²9/11/20090007 10

Client Sample Collected: 9/4/2009SP256A-1-2W
µg/ft²

144 <10 µg/ft²in²9/11/20090008 10

Client Sample Collected: 9/4/2009SP268-1-1W
µg/ft²

144 13 µg/ft²in²9/11/20090009 10

Client Sample Collected: 9/4/2009SP268-1-2W
µg/ft²

144 <10 µg/ft²in²9/11/20090010 10

Client Sample Collected: 9/4/2009SP265-1-1W
µg/ft²

138 11 µg/ft²in²9/11/20090011 10

Client Sample Collected: 9/4/2009SP265-1-2W
µg/ft²

Page 1 of 12Test Report PB w/RDL-7.12.0   Printed: 9/15/2009 7:28:49 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160914426

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 09/08/09 9:30 AM

VA Hospital Saginaw. MI
VA Hospital Saginaw, MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Test Report: Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 <10 µg/ft²in²9/11/20090012 10

Client Sample Collected: 9/4/2009SP265A-1-1W
µg/ft²

144 15 µg/ft²in²9/11/20090013 10

Client Sample Collected: 9/4/2009SP265A-1-2W
µg/ft²

144 <10 µg/ft²in²9/11/20090014 10

Client Sample Collected: 9/4/2009SP263-1-1W
µg/ft²

144 21 µg/ft²in²9/11/20090015 10

Client Sample Collected: 9/4/2009SP263-1-2W
µg/ft²

144 <10 µg/ft²in²9/11/20090016 10

Client Sample Collected: 9/4/2009SP262-1-1W
µg/ft²

126 24 µg/ft²in²9/11/20090017 11

Client Sample Collected: 9/4/2009SP262-1-2W
µg/ft²

144 <10 µg/ft²in²9/11/20090018 10

Client Sample Collected: 9/4/2009SP261-1-1W
µg/ft²

144 370 µg/ft²in²9/11/20090019 10

Client Sample Collected: 9/4/2009SP261-1-2W
µg/ft²

144 <10 µg/ft²in²9/11/20090020 10

Client Sample Collected: 9/4/2009SP260-1-1W
µg/ft²

144 71 µg/ft²in²9/11/20090021 10

Client Sample Collected: 9/4/2009SP260-1-2W
µg/ft²

144 <10 µg/ft²in²9/11/20090022 10

Client Sample Collected: 9/4/2009SP266-1-1W
µg/ft²

Page 2 of 12Test Report PB w/RDL-7.12.0   Printed: 9/15/2009 7:28:50 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160914426

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 09/08/09 9:30 AM

VA Hospital Saginaw. MI
VA Hospital Saginaw, MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Test Report: Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 23 µg/ft²in²9/11/20090023 10

Client Sample Collected: 9/4/2009SP266-1-2W
µg/ft²

144 <10 µg/ft²in²9/11/20090024 10

Client Sample Collected: 9/4/2009SP267-1-1W
µg/ft²

144 <10 µg/ft²in²9/11/20090025 10

Client Sample Collected: 9/4/2009SP267-1-2W
µg/ft²

144 <10 µg/ft²in²9/11/20090026 10

Client Sample Collected: 9/4/2009SPWT PATH-1-1W
µg/ft²

144 <10 µg/ft²in²9/11/20090027 10

Client Sample Collected: 9/4/2009SP258-1-1W
µg/ft²

144 <10 µg/ft²in²9/11/20090028 10

Client Sample Collected: 9/4/2009SP258-1-2W
µg/ft²

144 32 µg/ft²in²9/11/20090029 10

Client Sample Collected: 9/4/2009SP257-1-1W
µg/ft²

144 <10 µg/ft²in²9/11/20090030 10

Client Sample Collected: 9/4/2009SP346-1-1W
µg/ft²

144 <10 µg/ft²in²9/11/20090031 10

Client Sample Collected: 9/4/2009SP346-1-2W
µg/ft²

144 <10 µg/ft²in²9/11/20090032 10

Client Sample Collected: 9/4/2009SP347-1-1W
µg/ft²

140 <10 µg/ft²in²9/11/20090033 10

Client Sample Collected: 9/4/2009SP347-1-2W
µg/ft²

Page 3 of 12Test Report PB w/RDL-7.12.0   Printed: 9/15/2009 7:28:50 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160914426

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 09/08/09 9:30 AM

VA Hospital Saginaw. MI
VA Hospital Saginaw, MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Test Report: Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 <10 µg/ft²in²9/11/20090034 10

Client Sample Collected: 9/4/2009SP348-1-1W
µg/ft²

144 24 µg/ft²in²9/11/20090035 10

Client Sample Collected: 9/4/2009SP349-1-1W
µg/ft²

144 <10 µg/ft²in²9/11/20090036 10

Client Sample Collected: 9/4/2009SP350-1-1W
µg/ft²

140 <10 µg/ft²in²9/11/20090037 10

Client Sample Collected: 9/4/2009SP350-1-2W
µg/ft²

144 <10 µg/ft²in²9/11/20090038 10

Client Sample Collected: 9/4/2009SP351-1-1W
µg/ft²

144 <10 µg/ft²in²9/11/20090039 10

Client Sample Collected: 9/4/2009SP352-1-1W
µg/ft²

140 <10 µg/ft²in²9/11/20090040 10

Client Sample Collected: 9/4/2009SP352-1-2W
µg/ft²

144 <10 µg/ft²in²9/11/20090041 10

Client Sample Collected: 9/4/2009SPORCORR-1-1W
µg/ft²

144 <10 µg/ft²in²9/11/20090042 10

Client Sample Collected: 9/4/2009SP338-1-1W
µg/ft²

144 <10 µg/ft²in²9/11/20090043 10

Client Sample Collected: 9/4/2009SP338-1-2W
µg/ft²

144 <10 µg/ft²in²9/11/20090044 10

Client Sample Collected: 9/4/2009SP335-1-1W
µg/ft²

Page 4 of 12Test Report PB w/RDL-7.12.0   Printed: 9/15/2009 7:28:51 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160914426

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 09/08/09 9:30 AM

VA Hospital Saginaw. MI
VA Hospital Saginaw, MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Test Report: Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 <10 µg/ft²in²9/11/20090045 10

Client Sample Collected: 9/4/2009SP335-1-2W
µg/ft²

144 <10 µg/ft²in²9/11/20090046 10

Client Sample Collected: 9/4/2009SP345-1-1W
µg/ft²

144 <10 µg/ft²in²9/11/20090047 10

Client Sample Collected: 9/4/2009SP345-1-2W
µg/ft²

144 <10 µg/ft²in²9/11/20090048 10

Client Sample Collected: 9/4/2009SP343-1-1W
µg/ft²

144 <10 µg/ft²in²9/11/20090049 10

Client Sample Collected: 9/4/2009SP343-1-2W
µg/ft²

144 <10 µg/ft²in²9/11/20090050 10

Client Sample Collected: 9/4/2009SP358-1-1W
µg/ft²

144 <10 µg/ft²in²9/11/20090051 10

Client Sample Collected: 9/4/2009SP358-1-2W
µg/ft²

144 <10 µg/ft²in²9/11/20090052 10

Client Sample Collected: 9/4/2009SP249-1-1W
µg/ft²

144 10 µg/ft²in²9/11/20090053 10

Client Sample Collected: 9/4/2009SP249-1-2W
µg/ft²

144 <10 µg/ft²in²9/11/20090054 10

Client Sample Collected: 9/4/2009SP236-1-1W
µg/ft²

108 78 µg/ft²in²9/11/20090055 13

Client Sample Collected: 9/4/2009SP236-1-2W
µg/ft²

Page 5 of 12Test Report PB w/RDL-7.12.0   Printed: 9/15/2009 7:28:51 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160914426

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 09/08/09 9:30 AM

VA Hospital Saginaw. MI
VA Hospital Saginaw, MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Test Report: Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 <10 µg/ft²in²9/11/20090056 10

Client Sample Collected: 9/4/2009SP242-1-1W
µg/ft²

140 170 µg/ft²in²9/11/20090057 10

Client Sample Collected: 9/4/2009SP242-1-2W
µg/ft²

144 <10 µg/ft²in²9/11/20090058 10

Client Sample Collected: 9/4/2009SP243-1-1W
µg/ft²

144 <10 µg/ft²in²9/11/20090059 10

Client Sample Collected: 9/4/2009SP243-1-2W
µg/ft²

144 <10 µg/ft²in²9/11/20090060 10

Client Sample Collected: 9/4/2009SP252-1-1W
µg/ft²

144 19 µg/ft²in²9/11/20090061 10

Client Sample Collected: 9/4/2009SP252-1-2W
µg/ft²

144 <10 µg/ft²in²9/11/20090062 10

Client Sample Collected: 9/4/2009SP251-1-1W
µg/ft²

144 17 µg/ft²in²9/11/20090063 10

Client Sample Collected: 9/4/2009SP251-1-2W
µg/ft²

144 <10 µg/ft²in²9/11/20090064 10

Client Sample Collected: 9/4/2009SP250-1-1W
µg/ft²

144 <10 µg/ft²in²9/11/20090065 10

Client Sample Collected: 9/4/2009SP250-1-2W
µg/ft²

144 <10 µg/ft²in²9/11/20090066 10

Client Sample Collected: 9/4/2009SP237-1-1W
µg/ft²

Page 6 of 12Test Report PB w/RDL-7.12.0   Printed: 9/15/2009 7:28:52 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160914426

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 09/08/09 9:30 AM

VA Hospital Saginaw. MI
VA Hospital Saginaw, MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Test Report: Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

138 280 µg/ft²in²9/11/20090067 10

Client Sample Collected: 9/4/2009SP237-1-2W
µg/ft²

144 <10 µg/ft²in²9/11/20090068 10

Client Sample Collected: 9/4/2009SP241-1-1W
µg/ft²

144 <10 µg/ft²in²9/11/20090069 10

Client Sample Collected: 9/4/2009SP240-1-1W
µg/ft²

144 16 µg/ft²in²9/11/20090070 10

Client Sample Collected: 9/4/2009SP240-1-2W
µg/ft²

144 <10 µg/ft²in²9/11/20090071 10

Client Sample Collected: 9/4/2009SP238-1-1W
µg/ft²

144 <10 µg/ft²in²9/11/20090072 10

Client Sample Collected: 9/4/2009SP246-1-1W
µg/ft²

144 56 µg/ft²in²9/11/20090073 10

Client Sample Collected: 9/4/2009SP246-1-2W
µg/ft²

144 <10 µg/ft²in²9/11/20090074 10

Client Sample Collected: 9/4/2009SP247-1-1W
µg/ft²

144 <10 µg/ft²in²9/11/20090075 10

Client Sample Collected: 9/4/2009SP247-1-2W
µg/ft²

144 <10 µg/ft²in²9/11/20090076 10

Client Sample Collected: 9/4/2009SP140-1-1W
µg/ft²

144 <10 µg/ft²in²9/11/20090077 10

Client Sample Collected: 9/4/2009SP140-1-2W
µg/ft²

Page 7 of 12Test Report PB w/RDL-7.12.0   Printed: 9/15/2009 7:28:53 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160914426

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 09/08/09 9:30 AM

VA Hospital Saginaw. MI
VA Hospital Saginaw, MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Test Report: Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 <10 µg/ft²in²9/11/20090078 10

Client Sample Collected: 9/4/2009SP270-1-1W
µg/ft²

144 <10 µg/ft²in²9/11/20090079 10

Client Sample Collected: 9/4/2009SP271-1-1W
µg/ft²

144 <10 µg/ft²in²9/11/20090080 10

Client Sample Collected: 9/4/2009SP272-1-1W
µg/ft²

144 20 µg/ft²in²9/11/20090081 10

Client Sample Collected: 9/4/2009SP272-1-2W
µg/ft²

144 <10 µg/ft²in²9/11/20090082 10

Client Sample Collected: 9/4/2009SP273-1-1W
µg/ft²

144 20 µg/ft²in²9/11/20090083 10

Client Sample Collected: 9/4/2009SP273-1-2W
µg/ft²

144 <10 µg/ft²in²9/11/20090084 10

Client Sample Collected: 9/4/2009SP275-1-1W
µg/ft²

144 35 µg/ft²in²9/11/20090085 10

Client Sample Collected: 9/4/2009SP275-1-2W
µg/ft²

144 <10 µg/ft²in²9/11/20090086 10

Client Sample Collected: 9/4/2009SP277-1-1W
µg/ft²

144 21 µg/ft²in²9/11/20090087 10

Client Sample Collected: 9/4/2009SP277-1-2W
µg/ft²

144 <10 µg/ft²in²9/11/20090088 10

Client Sample Collected: 9/4/2009SP280-1-1W
µg/ft²

Page 8 of 12Test Report PB w/RDL-7.12.0   Printed: 9/15/2009 7:28:53 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160914426

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 09/08/09 9:30 AM

VA Hospital Saginaw. MI
VA Hospital Saginaw, MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Test Report: Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 120 µg/ft²in²9/11/20090089 10

Client Sample Collected: 9/4/2009SP280-1-2W
µg/ft²

144 <10 µg/ft²in²9/11/20090090 10

Client Sample Collected: 9/4/2009SP278-1-1W
µg/ft²

144 18 µg/ft²in²9/11/20090091 10

Client Sample Collected: 9/4/2009SP278-1-2W
µg/ft²

144 <10 µg/ft²in²9/11/20090092 10

Client Sample Collected: 9/4/2009SP274-1-1W
µg/ft²

144 80 µg/ft²in²9/11/20090093 10

Client Sample Collected: 9/4/2009SP274-1-2W
µg/ft²

144 <10 µg/ft²in²9/11/20090094 10

Client Sample Collected: 9/4/2009SPXRCOR-1-1W
µg/ft²

144 <10 µg/ft²in²9/11/20090095 10

Client Sample Collected: 9/4/2009SPXRCOR-1-2W
µg/ft²

144 <10 µg/ft²in²9/11/20090096 10

Client Sample Collected: 9/4/2009SP269-1-1W
µg/ft²

144 <10 µg/ft²in²9/11/20090097 10

Client Sample Collected: 9/4/2009SP279-1-1W
µg/ft²

144 <10 µg/ft²in²9/11/20090098 10

Client Sample Collected: 9/4/2009SP219-1-1W
µg/ft²

144 30 µg/ft²in²9/11/20090099 10

Client Sample Collected: 9/4/2009SP219-1-2W
µg/ft²

Page 9 of 12Test Report PB w/RDL-7.12.0   Printed: 9/15/2009 7:28:54 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160914426

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 09/08/09 9:30 AM

VA Hospital Saginaw. MI
VA Hospital Saginaw, MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Test Report: Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 <10 µg/ft²in²9/11/20090100 10

Client Sample Collected: 9/4/2009SP220-1-1W
µg/ft²

144 15 µg/ft²in²9/12/20090101 10

Client Sample Collected: 9/4/2009SP220-1-2W
µg/ft²

144 11 µg/ft²in²9/12/20090102 10

Client Sample Collected: 9/4/2009SP222-1-1W
µg/ft²

144 21 µg/ft²in²9/12/20090103 10

Client Sample Collected: 9/4/2009SP222-1-2W
µg/ft²

144 <10 µg/ft²in²9/12/20090104 10

Client Sample Collected: 9/4/2009SP131-1-1W
µg/ft²

144 <10 µg/ft²in²9/12/20090105 10

Client Sample Collected: 9/4/2009SP131-1-2W
µg/ft²

144 <10 µg/ft²in²9/12/20090106 10

Client Sample Collected: 9/4/2009SP225-1-1W
µg/ft²

144 11 µg/ft²in²9/12/20090107 10

Client Sample Collected: 9/4/2009SP225-1-2W
µg/ft²

144 <10 µg/ft²in²9/12/20090108 10

Client Sample Collected: 9/4/2009SP223-1-1W
µg/ft²

144 <10 µg/ft²in²9/12/20090109 10

Client Sample Collected: 9/4/2009SP223-1-2W
µg/ft²

144 <10 µg/ft²in²9/12/20090110 10

Client Sample Collected: 9/4/2009SP232A-1-1W
µg/ft²

Page 10 of 12Test Report PB w/RDL-7.12.0   Printed: 9/15/2009 7:28:54 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160914426

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 09/08/09 9:30 AM

VA Hospital Saginaw. MI
VA Hospital Saginaw, MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Test Report: Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 <10 µg/ft²in²9/12/20090111 10

Client Sample Collected: 9/4/2009SP232A-1-2W
µg/ft²

144 <10 µg/ft²in²9/12/20090112 10

Client Sample Collected: 9/4/2009SP233-1-1W
µg/ft²

144 <10 µg/ft²in²9/12/20090113 10

Client Sample Collected: 9/4/2009SP233-1-2W
µg/ft²

144 <10 µg/ft²in²9/12/20090114 10

Client Sample Collected: 9/4/2009SPCOR203-1-1W
µg/ft²

144 <10 µg/ft²in²9/12/20090115 10

Client Sample Collected: 9/4/2009SPCOR203-1-2W
µg/ft²

144 <10 µg/ft²in²9/12/20090116 10

Client Sample Collected: 9/4/2009SP234-1-1W
µg/ft²

140 15 µg/ft²in²9/12/20090117 10

Client Sample Collected: 9/4/2009SP234-1-2W
µg/ft²

144 <10 µg/ft²in²9/12/20090118 10

Client Sample Collected: 9/4/2009SP224-1-1W
µg/ft²

144 160 µg/ft²in²9/12/20090119 10

Client Sample Collected: 9/4/2009SP224-1-2W
µg/ft²

144 <10 µg/ft²in²9/12/20090120 10

Client Sample Collected: 9/4/2009SP218-1-1W
µg/ft²

144 34 µg/ft²in²9/12/20090121 10

Client Sample Collected: 9/4/2009SP218-1-2W
µg/ft²

Page 11 of 12Test Report PB w/RDL-7.12.0   Printed: 9/15/2009 7:28:55 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160914426

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 09/08/09 9:30 AM

VA Hospital Saginaw. MI
VA Hospital Saginaw, MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Test Report: Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 <10 µg/ft²in²9/12/20090122 10

Client Sample Collected: 9/4/2009SP215-1-1W
µg/ft²

144 <10 µg/ft²in²9/12/20090123 10

Client Sample Collected: 9/4/2009SP215-1-2W
µg/ft²

144 270 µg/ft²in²9/12/20090124 10

Client Sample Collected: 9/4/2009SP706-1-1W
µg/ft²

144 230 µg/ft²in²9/12/20090125 10

Client Sample Collected: 9/4/2009SP707-1-1W
µg/ft²

0 <10 µg/wipein²9/12/20090126 10

Client Sample Collected: 9/4/2009SPFB4-1
µg/wipe

0 <10 µg/wipein²9/12/20090127 10

Client Sample Collected: 9/4/2009SPFB5-1
µg/wipe

144 <10 µg/ft²in²9/12/20090128 10

Client Sample Collected: 9/4/2009SP221-1-1W
µg/ft²

144 <10 µg/ft²in²9/12/20090129 10

Client Sample Collected: 9/4/2009SP221-1-2W
µg/ft²

144 <10 µg/ft²in²9/12/20090130 10

Client Sample Collected: 9/4/2009SP336-1-1W
µg/ft²

144 <10 µg/ft²in²9/12/20090131 10

Client Sample Collected: 9/4/2009SP336-1-2W
µg/ft²

Page 12 of 12Test Report PB w/RDL-7.12.0   Printed: 9/15/2009 7:28:56 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com




























ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160915932

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 09/29/09 8:50 AM

VA Hospital Saginaw. MI
VA Hospital Saginaw, MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Test Report: Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 <10 µg/ft²in²10/1/20090001 10

Client Sample Collected: 9/26/2009SP65-1-1W
µg/ft²

112 <13 µg/ft²in²10/1/20090002 13

Client Sample Collected: 9/26/2009SP65-1-2W
µg/ft²

144 <10 µg/ft²in²10/1/20090003 10

Client Sample Collected: 9/26/2009SP63-1-1W
µg/ft²

144 17 µg/ft²in²10/1/20090004 10

Client Sample Collected: 9/26/2009SP63-1-2W
µg/ft²

144 <10 µg/ft²in²10/1/20090005 10

Client Sample Collected: 9/26/2009SP62-1-1W
µg/ft²

144 13 µg/ft²in²10/1/20090006 10

Client Sample Collected: 9/26/2009SP62-1-2W
µg/ft²

144 <10 µg/ft²in²10/1/20090007 10

Client Sample Collected: 9/26/2009SP61-1-1W
µg/ft²

144 100 µg/ft²in²10/1/20090008 10

Client Sample Collected: 9/26/2009SP61-1-2W
µg/ft²

144 <10 µg/ft²in²10/1/20090009 10

Client Sample Collected: 9/26/2009SP59-1-1W
µg/ft²

140 54 µg/ft²in²10/1/20090010 10

Client Sample Collected: 9/26/2009SP59-1-2W
µg/ft²

144 <10 µg/ft²in²10/1/20090011 10

Client Sample Collected: 9/26/2009SP58-1-1W
µg/ft²

Page 1 of 28Test Report PB w/RDL-7.12.0   Printed: 10/6/2009 7:35:31 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160915932

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 09/29/09 8:50 AM

VA Hospital Saginaw. MI
VA Hospital Saginaw, MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Test Report: Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 <10 µg/ft²in²10/1/20090012 10

Client Sample Collected: 9/26/2009SP58A-1-1W
µg/ft²

140 13 µg/ft²in²10/1/20090013 10

Client Sample Collected: 9/26/2009SP58A-1-2W
µg/ft²

144 57 µg/ft²in²10/1/20090014 10

Client Sample Collected: 9/26/2009SP60-1-1W
µg/ft²

108 1400 µg/ft²in²10/1/20090015 13

Client Sample Collected: 9/26/2009SP60-1-2W
µg/ft²

144 180 µg/ft²in²10/1/20090016 10

Client Sample Collected: 9/26/2009SP60A-1-1W
µg/ft²

144 <10 µg/ft²in²10/1/20090017 10

Client Sample Collected: 9/26/2009SP64-1-1W
µg/ft²

144 <10 µg/ft²in²10/1/20090018 10

Client Sample Collected: 9/26/2009SP64-1-2W
µg/ft²

144 <10 µg/ft²in²10/1/20090019 10

Client Sample Collected: 9/26/2009SP71-1-1W
µg/ft²

144 <10 µg/ft²in²10/1/20090020 10

Client Sample Collected: 9/26/2009SP71A-1W
µg/ft²

144 <10 µg/ft²in²10/5/20090021 10

Client Sample Collected: 9/26/2009SP18-1-1W
µg/ft²

144 <10 µg/ft²in²10/5/20090022 10

Client Sample Collected: 9/26/2009SP49-1-1W
µg/ft²

Page 2 of 28Test Report PB w/RDL-7.12.0   Printed: 10/6/2009 7:35:33 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160915932

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 09/29/09 8:50 AM

VA Hospital Saginaw. MI
VA Hospital Saginaw, MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Test Report: Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

72 28 µg/ft²in²10/5/20090023 20

Client Sample Collected: 9/26/2009SP49-1-2W
µg/ft²

144 <10 µg/ft²in²10/5/20090024 10

Client Sample Collected: 9/26/2009SP19-1-1W
µg/ft²

144 <10 µg/ft²in²10/5/20090025 10

Client Sample Collected: 9/26/2009SP48-1-1W
µg/ft²

72 240 µg/ft²in²10/5/20090026 20

Client Sample Collected: 9/26/2009SP48-1-2W
µg/ft²

144 11 µg/ft²in²10/5/20090027 10

Client Sample Collected: 9/26/2009SP47-1-1W
µg/ft²

72 3000 µg/ft²in²10/5/20090028 200

Client Sample Collected: 9/26/2009SP47-1-2W
µg/ft²

144 <10 µg/ft²in²10/5/20090029 10

Client Sample Collected: 9/26/2009SP50-1-1W
µg/ft²

144 <10 µg/ft²in²10/5/20090030 10

Client Sample Collected: 9/26/2009SP50A-1-1W
µg/ft²

144 <10 µg/ft²in²10/5/20090031 10

Client Sample Collected: 9/26/2009SP50A-1-2W
µg/ft²

144 <10 µg/ft²in²10/5/20090032 10

Client Sample Collected: 9/26/2009SP36-1-1W
µg/ft²

144 <10 µg/ft²in²10/5/20090033 10

Client Sample Collected: 9/26/2009SP35-1-1W
µg/ft²

Page 3 of 28Test Report PB w/RDL-7.12.0   Printed: 10/6/2009 7:35:34 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160915932

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 09/29/09 8:50 AM

VA Hospital Saginaw. MI
VA Hospital Saginaw, MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Test Report: Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 <10 µg/ft²in²10/5/20090034 10

Client Sample Collected: 9/26/2009SP34-1-1W
µg/ft²

144 <10 µg/ft²in²10/5/20090035 10

Client Sample Collected: 9/26/2009SP29-1-1W
µg/ft²

144 <10 µg/ft²in²10/5/20090036 10

Client Sample Collected: 9/26/2009SP30-1-1W
µg/ft²

144 12 µg/ft²in²10/5/20090037 10

Client Sample Collected: 9/26/2009SP24-1-1W
µg/ft²

144 36 µg/ft²in²10/5/20090038 10

Client Sample Collected: 9/26/2009SP72-1-1W
µg/ft²

144 630 µg/ft²in²10/5/20090039 10

Client Sample Collected: 9/26/2009SP72A-1-1W
µg/ft²

144 3900 µg/ft²in²10/5/20090040 100

Client Sample Collected: 9/26/2009SP72A-1-2W
µg/ft²

144 59 µg/ft²in²10/5/20090041 10

Client Sample Collected: 9/26/2009SP46-1-1W
µg/ft²

72 450 µg/ft²in²10/5/20090042 20

Client Sample Collected: 9/26/2009SP46-1-2W
µg/ft²

144 <10 µg/ft²in²10/5/20090043 10

Client Sample Collected: 9/26/2009SP45-1-1W
µg/ft²

108 26 µg/ft²in²10/5/20090044 13

Client Sample Collected: 9/26/2009SP45-1-2W
µg/ft²

Page 4 of 28Test Report PB w/RDL-7.12.0   Printed: 10/6/2009 7:35:36 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160915932

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 09/29/09 8:50 AM

VA Hospital Saginaw. MI
VA Hospital Saginaw, MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Test Report: Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 20 µg/ft²in²10/5/20090045 10

Client Sample Collected: 9/26/2009SP44-1-1W
µg/ft²

108 72 µg/ft²in²10/5/20090046 13

Client Sample Collected: 9/26/2009SP44-1-2W
µg/ft²

144 <10 µg/ft²in²10/5/20090047 10

Client Sample Collected: 9/26/2009SP42-1-1W
µg/ft²

144 <10 µg/ft²in²10/5/20090048 10

Client Sample Collected: 9/26/2009SP42-1-2W
µg/ft²

144 <10 µg/ft²in²10/5/20090049 10

Client Sample Collected: 9/26/2009SP42B-1-1W
µg/ft²

144 <10 µg/ft²in²10/5/20090050 10

Client Sample Collected: 9/26/2009SP42A-1-1W
µg/ft²

144 <10 µg/ft²in²10/5/20090051 10

Client Sample Collected: 9/26/2009SP42C-1-1W
µg/ft²

144 12 µg/ft²in²10/5/20090052 10

Client Sample Collected: 9/26/2009SP42C-1-2W
µg/ft²

144 19 µg/ft²in²10/5/20090053 10

Client Sample Collected: 9/26/2009SP43-1-1W
µg/ft²

144 47 µg/ft²in²10/5/20090054 10

Client Sample Collected: 9/26/2009SP43-1-2W
µg/ft²

144 40 µg/ft²in²10/5/20090055 10

Client Sample Collected: 9/26/2009SP54-1-1W
µg/ft²

Page 5 of 28Test Report PB w/RDL-7.12.0   Printed: 10/6/2009 7:35:37 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160915932

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 09/29/09 8:50 AM

VA Hospital Saginaw. MI
VA Hospital Saginaw, MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Test Report: Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 <10 µg/ft²in²10/5/20090056 10

Client Sample Collected: 9/26/2009SP55-1-1W
µg/ft²

144 <10 µg/ft²in²10/5/20090057 10

Client Sample Collected: 9/26/2009SP16-1-1W
µg/ft²

144 110 µg/ft²in²10/5/20090058 10

Client Sample Collected: 9/26/2009SPSwitchgear-1-1W
µg/ft²

144 690 µg/ft²in²10/5/20090059 10

Client Sample Collected: 9/26/2009SP12A-1-1W
µg/ft²

144 85 µg/ft²in²10/5/20090060 10

Client Sample Collected: 9/26/2009SP12-1-1W
µg/ft²

144 490 µg/ft²in²10/5/20090061 10

Client Sample Collected: 9/26/2009SP12-1-2W
µg/ft²

144 540 µg/ft²in²10/5/20090062 10

Client Sample Collected: 9/26/2009SP12B-1-1W
µg/ft²

144 480 µg/ft²in²10/5/20090063 10

Client Sample Collected: 9/26/2009SP12C-1-1W
µg/ft²

144 13 µg/ft²in²10/5/20090064 10

Client Sample Collected: 9/26/2009SP70-1-1W
µg/ft²

144 110 µg/ft²in²10/5/20090065 10

Client Sample Collected: 9/26/2009SP74-1-1W
µg/ft²

144 160 µg/ft²in²10/5/20090066 10

Client Sample Collected: 9/26/2009SP74-1-2W
µg/ft²

Page 6 of 28Test Report PB w/RDL-7.12.0   Printed: 10/6/2009 7:35:38 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160915932

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 09/29/09 8:50 AM

VA Hospital Saginaw. MI
VA Hospital Saginaw, MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Test Report: Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 59 µg/ft²in²10/5/20090067 10

Client Sample Collected: 9/26/2009SP68-1-1W
µg/ft²

144 11 µg/ft²in²10/5/20090068 10

Client Sample Collected: 9/26/2009SPHCBB-1-1W
µg/ft²

144 <10 µg/ft²in²10/5/20090069 10

Client Sample Collected: 9/26/2009SP56-1-1W
µg/ft²

144 47 µg/ft²in²10/5/20090070 10

Client Sample Collected: 9/26/2009SP55A-1-1W
µg/ft²

144 700 µg/ft²in²10/5/20090071 10

Client Sample Collected: 9/26/2009SP73-1-1W
µg/ft²

144 12 µg/ft²in²10/5/20090072 10

Client Sample Collected: 9/26/2009SP21-1-1W
µg/ft²

144 370 µg/ft²in²10/5/20090073 10

Client Sample Collected: 9/26/2009SP21-1-2W
µg/ft²

144 <10 µg/ft²in²10/5/20090074 10

Client Sample Collected: 9/26/2009SP40-1-1W
µg/ft²

144 440 µg/ft²in²10/5/20090075 10

Client Sample Collected: 9/26/2009SP27A-1-1W
µg/ft²

144 350 µg/ft²in²10/5/20090076 10

Client Sample Collected: 9/26/2009SP27-1-1W
µg/ft²

144 820 µg/ft²in²10/5/20090077 10

Client Sample Collected: 9/26/2009SP26A-1-1W
µg/ft²

Page 7 of 28Test Report PB w/RDL-7.12.0   Printed: 10/6/2009 7:35:40 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160915932

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 09/29/09 8:50 AM

VA Hospital Saginaw. MI
VA Hospital Saginaw, MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Test Report: Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 540 µg/ft²in²10/5/20090078 10

Client Sample Collected: 9/26/2009SP26-1-1W
µg/ft²

144 680 µg/ft²in²10/5/20090079 10

Client Sample Collected: 9/26/2009SPCOR27-1-1W
µg/ft²

144 <10 µg/ft²in²10/5/20090080 10

Client Sample Collected: 9/26/2009SP5C-1-1W
µg/ft²

140 40 µg/ft²in²10/5/20090081 10

Client Sample Collected: 9/26/2009SP5C-1-2W
µg/ft²

144 <10 µg/ft²in²10/5/20090082 10

Client Sample Collected: 9/26/2009SP5A-1-1W
µg/ft²

144 90 µg/ft²in²10/5/20090083 10

Client Sample Collected: 9/26/2009SP2-1-1W
µg/ft²

144 <10 µg/ft²in²10/5/20090084 10

Client Sample Collected: 9/26/2009SP2-1-2W
µg/ft²

144 13 µg/ft²in²10/5/20090085 10

Client Sample Collected: 9/26/2009SP9-1-1W
µg/ft²

144 19 µg/ft²in²10/5/20090086 10

Client Sample Collected: 9/26/2009SP17-1-1W
µg/ft²

144 <10 µg/ft²in²10/5/20090087 10

Client Sample Collected: 9/26/2009SP15-1-1W
µg/ft²

144 28 µg/ft²in²10/5/20090088 10

Client Sample Collected: 9/26/2009SP15-1-2W
µg/ft²

Page 8 of 28Test Report PB w/RDL-7.12.0   Printed: 10/6/2009 7:35:41 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160915932

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 09/29/09 8:50 AM

VA Hospital Saginaw. MI
VA Hospital Saginaw, MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Test Report: Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 <10 µg/ft²in²10/5/20090089 10

Client Sample Collected: 9/26/2009SP76-1-1W
µg/ft²

144 <10 µg/ft²in²10/5/20090090 10

Client Sample Collected: 9/26/2009SP526-1-1W
µg/ft²

144 <10 µg/ft²in²10/5/20090091 10

Client Sample Collected: 9/26/2009SP526-1-2W
µg/ft²

144 <10 µg/ft²in²10/5/20090092 10

Client Sample Collected: 9/26/2009SP543-1-1W
µg/ft²

144 <10 µg/ft²in²10/5/20090093 10

Client Sample Collected: 9/26/2009SP543-1-2W
µg/ft²

144 <10 µg/ft²in²10/5/20090094 10

Client Sample Collected: 9/26/2009SP509-1-1W
µg/ft²

144 40 µg/ft²in²10/5/20090095 10

Client Sample Collected: 9/26/2009SP509-1-2W
µg/ft²

144 <10 µg/ft²in²10/5/20090096 10

Client Sample Collected: 9/26/2009SP507-1-1W
µg/ft²

144 <10 µg/ft²in²10/5/20090097 10

Client Sample Collected: 9/26/2009SP507-1-2W
µg/ft²

144 <10 µg/ft²in²10/5/20090098 10

Client Sample Collected: 9/26/2009SP431-1-1W
µg/ft²

144 <10 µg/ft²in²10/5/20090099 10

Client Sample Collected: 9/26/2009SP431-1-2W
µg/ft²

Page 9 of 28Test Report PB w/RDL-7.12.0   Printed: 10/6/2009 7:35:42 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160915932

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 09/29/09 8:50 AM

VA Hospital Saginaw. MI
VA Hospital Saginaw, MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Test Report: Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 <10 µg/ft²in²10/5/20090100 10

Client Sample Collected: 9/26/2009SP432-1-1W
µg/ft²

144 <10 µg/ft²in²10/5/20090101 10

Client Sample Collected: 9/26/2009SP432-1-2W
µg/ft²

144 <10 µg/ft²in²10/5/20090102 10

Client Sample Collected: 9/26/2009SP430-1-1W
µg/ft²

144 12 µg/ft²in²10/5/20090103 10

Client Sample Collected: 9/26/2009SP430-1-2W
µg/ft²

144 <10 µg/ft²in²10/5/20090104 10

Client Sample Collected: 9/26/2009SP401-1-1W
µg/ft²

144 <10 µg/ft²in²10/5/20090105 10

Client Sample Collected: 9/26/2009SP401-1-2W
µg/ft²

144 <10 µg/ft²in²10/5/20090106 10

Client Sample Collected: 9/26/2009SP402-1-1W
µg/ft²

144 74 µg/ft²in²10/5/20090107 10

Client Sample Collected: 9/26/2009SP402-1-2W
µg/ft²

144 <10 µg/ft²in²10/5/20090108 10

Client Sample Collected: 9/26/2009SP433-1-1W
µg/ft²

144 <10 µg/ft²in²10/5/20090109 10

Client Sample Collected: 9/26/2009SP400-1-1W
µg/ft²

144 63 µg/ft²in²10/5/20090110 10

Client Sample Collected: 9/26/2009SP400-1-2W
µg/ft²
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Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160915932

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 09/29/09 8:50 AM

VA Hospital Saginaw. MI
VA Hospital Saginaw, MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Test Report: Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 <10 µg/ft²in²10/5/20090111 10

Client Sample Collected: 9/26/2009SP481-1-1W
µg/ft²

144 11 µg/ft²in²10/5/20090112 10

Client Sample Collected: 9/26/2009SP481-1-2W
µg/ft²

144 <10 µg/ft²in²10/5/20090113 10

Client Sample Collected: 9/26/2009SP480-1-1W
µg/ft²

144 <10 µg/ft²in²10/5/20090114 10

Client Sample Collected: 9/26/2009SP480-1-2W
µg/ft²

144 <10 µg/ft²in²10/5/20090115 10

Client Sample Collected: 9/26/2009SP403-1-1W
µg/ft²

144 <10 µg/ft²in²10/5/20090116 10

Client Sample Collected: 9/26/2009SP403-1-2W
µg/ft²

144 <10 µg/ft²in²10/5/20090117 10

Client Sample Collected: 9/26/2009SP418-1-1W
µg/ft²

144 <10 µg/ft²in²10/5/20090118 10

Client Sample Collected: 9/26/2009SP418-1-2W
µg/ft²

144 <10 µg/ft²in²10/5/20090119 10

Client Sample Collected: 9/26/2009SP417-1-1W
µg/ft²

144 20 µg/ft²in²10/5/20090120 10

Client Sample Collected: 9/26/2009SP417-1-2W
µg/ft²

144 <10 µg/ft²in²10/5/20090121 10

Client Sample Collected: 9/26/2009SP424-1-1W
µg/ft²
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Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160915932

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 09/29/09 8:50 AM

VA Hospital Saginaw. MI
VA Hospital Saginaw, MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Test Report: Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 <10 µg/ft²in²10/5/20090122 10

Client Sample Collected: 9/26/2009SP424-1-2W
µg/ft²

144 <10 µg/ft²in²10/5/20090123 10

Client Sample Collected: 9/26/2009SP426-1-1W
µg/ft²

68 58 µg/ft²in²10/5/20090124 21

Client Sample Collected: 9/26/2009SP426-1-2W
µg/ft²

144 <10 µg/ft²in²10/5/20090125 10

Client Sample Collected: 9/26/2009SP425-1-1W
µg/ft²

68 38 µg/ft²in²10/5/20090126 21

Client Sample Collected: 9/26/2009SP425-1-2W
µg/ft²

144 <10 µg/ft²in²10/5/20090127 10

Client Sample Collected: 9/26/2009SPFC4A-1-1W
µg/ft²

144 <10 µg/ft²in²10/5/20090128 10

Client Sample Collected: 9/26/2009SP440-1-1W
µg/ft²

144 <10 µg/ft²in²10/5/20090129 10

Client Sample Collected: 9/26/2009SP440-1-2W
µg/ft²

144 29 µg/ft²in²10/5/20090130 10

Client Sample Collected: 9/26/2009SPFC4B-1-1W
µg/ft²

144 <10 µg/ft²in²10/5/20090131 10

Client Sample Collected: 9/26/2009SP405H-1-1W
µg/ft²

144 <10 µg/ft²in²10/5/20090132 10

Client Sample Collected: 9/26/2009SP405H-1-2W
µg/ft²
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Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160915932

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 09/29/09 8:50 AM

VA Hospital Saginaw. MI
VA Hospital Saginaw, MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Test Report: Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 <10 µg/ft²in²10/5/20090133 10

Client Sample Collected: 9/26/2009SP405G-1-1W
µg/ft²

144 <10 µg/ft²in²10/5/20090134 10

Client Sample Collected: 9/26/2009SP405G-1-2W
µg/ft²

144 <10 µg/ft²in²10/5/20090135 10

Client Sample Collected: 9/26/2009SP442-1-1W
µg/ft²

144 <10 µg/ft²in²10/5/20090136 10

Client Sample Collected: 9/26/2009SP442-1-2W
µg/ft²

144 <10 µg/ft²in²10/5/20090137 10

Client Sample Collected: 9/26/2009SP471-1-1W
µg/ft²

144 <10 µg/ft²in²10/5/20090138 10

Client Sample Collected: 9/26/2009SP471-1-2W
µg/ft²

144 <10 µg/ft²in²10/5/20090139 10

Client Sample Collected: 9/26/2009SP441-1-1W
µg/ft²

144 <10 µg/ft²in²10/5/20090140 10

Client Sample Collected: 9/26/2009SP441-1-2W
µg/ft²

144 <10 µg/ft²in²10/2/20090141 10

Client Sample Collected: 9/26/2009SP479-1-1W
µg/ft²

144 15 µg/ft²in²10/2/20090142 10

Client Sample Collected: 9/26/2009SP479-1-2W
µg/ft²

144 <10 µg/ft²in²10/2/20090143 10

Client Sample Collected: 9/26/2009SP433A-1-1W
µg/ft²
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Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160915932

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 09/29/09 8:50 AM

VA Hospital Saginaw. MI
VA Hospital Saginaw, MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Test Report: Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

36 620 µg/ft²in²10/2/20090144 40

Client Sample Collected: 9/26/2009SP433A-1-2W
µg/ft²

144 26 µg/ft²in²10/2/20090145 10

Client Sample Collected: 9/26/2009SPFC4C-1-1W
µg/ft²

144 <10 µg/ft²in²10/2/20090146 10

Client Sample Collected: 9/26/2009SP460A-1-1W
µg/ft²

144 <10 µg/ft²in²10/2/20090147 10

Client Sample Collected: 9/26/2009SP460A-1-2W
µg/ft²

144 <10 µg/ft²in²10/2/20090148 10

Client Sample Collected: 9/26/2009SP460B-1-1W
µg/ft²

144 16 µg/ft²in²10/2/20090149 10

Client Sample Collected: 9/26/2009SP460B-1-2W
µg/ft²

144 <10 µg/ft²in²10/2/20090150 10

Client Sample Collected: 9/26/2009SP448-1-1W
µg/ft²

36 2900 µg/ft²in²10/2/20090151 40

Client Sample Collected: 9/26/2009SP448-1-2W
µg/ft²

144 <10 µg/ft²in²10/2/20090152 10

Client Sample Collected: 9/26/2009SP353-1-1W
µg/ft²

144 <10 µg/ft²in²10/2/20090153 10

Client Sample Collected: 9/26/2009SP341-1-1W
µg/ft²

144 <10 µg/ft²in²10/2/20090154 10

Client Sample Collected: 9/26/2009SP354-1-1W
µg/ft²
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Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160915932

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 09/29/09 8:50 AM

VA Hospital Saginaw. MI
VA Hospital Saginaw, MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Test Report: Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 <10 µg/ft²in²10/2/20090155 10

Client Sample Collected: 9/26/2009SP356-1-1W
µg/ft²

144 <10 µg/ft²in²10/2/20090156 10

Client Sample Collected: 9/26/2009SP356-1-2W
µg/ft²

144 <10 µg/ft²in²10/2/20090157 10

Client Sample Collected: 9/26/2009SP357-1-1W
µg/ft²

144 <10 µg/ft²in²10/2/20090158 10

Client Sample Collected: 9/26/2009SP357-1-2W
µg/ft²

144 <10 µg/ft²in²10/2/20090159 10

Client Sample Collected: 9/26/2009SP359-1-1W
µg/ft²

144 <10 µg/ft²in²10/2/20090160 10

Client Sample Collected: 9/26/2009SP359-1-2W
µg/ft²

144 <10 µg/ft²in²10/2/20090161 10

Client Sample Collected: 9/26/2009SP344-1-1W
µg/ft²

144 <10 µg/ft²in²10/2/20090162 10

Client Sample Collected: 9/26/2009SP344-1-2W
µg/ft²

144 <10 µg/ft²in²10/2/20090163 10

Client Sample Collected: 9/26/2009SP342-1-1W
µg/ft²

144 <10 µg/ft²in²10/2/20090164 10

Client Sample Collected: 9/26/2009SPFC3D-1-1W
µg/ft²

144 <10 µg/ft²in²10/2/20090165 10

Client Sample Collected: 9/26/2009SPFC3B-1-1W
µg/ft²
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Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160915932

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 09/29/09 8:50 AM

VA Hospital Saginaw. MI
VA Hospital Saginaw, MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Test Report: Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 <10 µg/ft²in²10/2/20090166 10

Client Sample Collected: 9/26/2009SP391-1-1W
µg/ft²

144 <10 µg/ft²in²10/2/20090167 10

Client Sample Collected: 9/26/2009SP391-1-2W
µg/ft²

144 <10 µg/ft²in²10/2/20090168 10

Client Sample Collected: 9/26/2009SP362-1-1W
µg/ft²

144 <10 µg/ft²in²10/2/20090169 10

Client Sample Collected: 9/26/2009SP362-1-2W
µg/ft²

144 <10 µg/ft²in²10/2/20090170 10

Client Sample Collected: 9/26/2009SP361-1-1W
µg/ft²

144 <10 µg/ft²in²10/2/20090171 10

Client Sample Collected: 9/26/2009SP361-1-2W
µg/ft²

144 <10 µg/ft²in²10/2/20090172 10

Client Sample Collected: 9/26/2009SP392-1-1W
µg/ft²

144 <10 µg/ft²in²10/2/20090173 10

Client Sample Collected: 9/26/2009SP392-1-2W
µg/ft²

144 <10 µg/ft²in²10/2/20090174 10

Client Sample Collected: 9/26/2009SPFC3C-1-1W
µg/ft²

144 <10 µg/ft²in²10/2/20090175 10

Client Sample Collected: 9/26/2009SP365-1-1W
µg/ft²

144 <10 µg/ft²in²10/2/20090176 10

Client Sample Collected: 9/26/2009SP387-1-1W
µg/ft²
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Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160915932

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 09/29/09 8:50 AM

VA Hospital Saginaw. MI
VA Hospital Saginaw, MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Test Report: Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 <10 µg/ft²in²10/2/20090177 10

Client Sample Collected: 9/26/2009SP302-1-1W
µg/ft²

144 26 µg/ft²in²10/2/20090178 10

Client Sample Collected: 9/26/2009SP302-1-2W
µg/ft²

144 <10 µg/ft²in²10/2/20090179 10

Client Sample Collected: 9/26/2009SP311-1-1W
µg/ft²

144 <10 µg/ft²in²10/2/20090180 10

Client Sample Collected: 9/26/2009SP311-1-2W
µg/ft²

144 <10 µg/ft²in²10/2/20090181 10

Client Sample Collected: 9/26/2009SP305-1-1W
µg/ft²

144 <10 µg/ft²in²10/2/20090182 10

Client Sample Collected: 9/26/2009SP364-1-1W
µg/ft²

108 <13 µg/ft²in²10/2/20090183 13

Client Sample Collected: 9/26/2009SP364-1-2W
µg/ft²

144 <10 µg/ft²in²10/2/20090184 10

Client Sample Collected: 9/26/2009SP316-1-1W
µg/ft²

144 <10 µg/ft²in²10/2/20090185 10

Client Sample Collected: 9/26/2009SP327-1-1W
µg/ft²

144 <10 µg/ft²in²10/2/20090186 10

Client Sample Collected: 9/26/2009SP326-1-1W
µg/ft²

144 <10 µg/ft²in²10/2/20090187 10

Client Sample Collected: 9/26/2009SPFC3A-1-1W
µg/ft²

Page 17 of 28Test Report PB w/RDL-7.12.0   Printed: 10/6/2009 7:35:52 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160915932

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 09/29/09 8:50 AM

VA Hospital Saginaw. MI
VA Hospital Saginaw, MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Test Report: Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 <10 µg/ft²in²10/2/20090188 10

Client Sample Collected: 9/26/2009SP329A-1-W
µg/ft²

144 <10 µg/ft²in²10/2/20090189 10

Client Sample Collected: 9/26/2009SP331-1-1W
µg/ft²

144 <10 µg/ft²in²10/2/20090190 10

Client Sample Collected: 9/26/2009SP331-1-2W
µg/ft²

144 <10 µg/ft²in²10/2/20090191 10

Client Sample Collected: 9/26/2009SP332-1-1W
µg/ft²

144 <10 µg/ft²in²10/2/20090192 10

Client Sample Collected: 9/26/2009SP332-1-2W
µg/ft²

144 <10 µg/ft²in²10/2/20090193 10

Client Sample Collected: 9/26/2009SP216A-1-1W
µg/ft²

144 <10 µg/ft²in²10/2/20090194 10

Client Sample Collected: 9/26/2009SP216A-1-2W
µg/ft²

144 15 µg/ft²in²10/2/20090195 10

Client Sample Collected: 9/26/2009SP226-1-1W
µg/ft²

144 160 µg/ft²in²10/2/20090196 10

Client Sample Collected: 9/26/2009SP226-1-2W
µg/ft²

144 <10 µg/ft²in²10/2/20090197 10

Client Sample Collected: 9/26/2009SPFC2A-1W
µg/ft²

144 <10 µg/ft²in²10/2/20090198 10

Client Sample Collected: 9/26/2009SP339-1-1W
µg/ft²

Page 18 of 28Test Report PB w/RDL-7.12.0   Printed: 10/6/2009 7:35:53 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160915932

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 09/29/09 8:50 AM

VA Hospital Saginaw. MI
VA Hospital Saginaw, MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Test Report: Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 13 µg/ft²in²10/2/20090199 10

Client Sample Collected: 9/26/2009SP317-1-1W
µg/ft²

140 91 µg/ft²in²10/2/20090200 10

Client Sample Collected: 9/26/2009SP317-1-2W
µg/ft²

144 11 µg/ft²in²10/3/20090201 10

Client Sample Collected: 9/26/2009SPMC3C-1-1W
µg/ft²

144 27 µg/ft²in²10/3/20090202 10

Client Sample Collected: 9/26/2009SPMC3C-1-2W
µg/ft²

144 <10 µg/ft²in²10/3/20090203 10

Client Sample Collected: 9/26/2009SP202-1-1W
µg/ft²

140 19 µg/ft²in²10/3/20090204 10

Client Sample Collected: 9/26/2009SP202-1-2W
µg/ft²

144 <10 µg/ft²in²10/3/20090205 10

Client Sample Collected: 9/26/2009SP201-1-1W
µg/ft²

144 16 µg/ft²in²10/3/20090206 10

Client Sample Collected: 9/26/2009SP201-1-2W
µg/ft²

144 <10 µg/ft²in²10/3/20090207 10

Client Sample Collected: 9/26/2009SP203-1-1W
µg/ft²

144 <10 µg/ft²in²10/3/20090208 10

Client Sample Collected: 9/26/2009SP203-1-2W
µg/ft²

144 <10 µg/ft²in²10/3/20090209 10

Client Sample Collected: 9/26/2009SP204-1-1W
µg/ft²

Page 19 of 28Test Report PB w/RDL-7.12.0   Printed: 10/6/2009 7:35:54 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160915932

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 09/29/09 8:50 AM

VA Hospital Saginaw. MI
VA Hospital Saginaw, MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Test Report: Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 <10 µg/ft²in²10/3/20090210 10

Client Sample Collected: 9/26/2009SP139-1-1W
µg/ft²

144 <10 µg/ft²in²10/3/20090211 10

Client Sample Collected: 9/26/2009SP139B-1-1W
µg/ft²

144 <10 µg/ft²in²10/3/20090212 10

Client Sample Collected: 9/26/2009SP139A-1-1W
µg/ft²

144 <10 µg/ft²in²10/3/20090213 10

Client Sample Collected: 9/26/2009SP164-1-1W
µg/ft²

144 <10 µg/ft²in²10/3/20090214 10

Client Sample Collected: 9/26/2009SP163A-1-1W
µg/ft²

144 <10 µg/ft²in²10/3/20090215 10

Client Sample Collected: 9/26/2009SP163D-1-1W
µg/ft²

144 <10 µg/ft²in²10/3/20090216 10

Client Sample Collected: 9/26/2009SP163C-1-1W
µg/ft²

144 25 µg/ft²in²10/3/20090217 10

Client Sample Collected: 9/26/2009SP163C-1-2W
µg/ft²

144 <10 µg/ft²in²10/3/20090218 10

Client Sample Collected: 9/26/2009SP148-1-1W
µg/ft²

144 <10 µg/ft²in²10/3/20090219 10

Client Sample Collected: 9/26/2009SP161-1-1W
µg/ft²

144 11 µg/ft²in²10/3/20090220 10

Client Sample Collected: 9/26/2009SP161-1-2W
µg/ft²

Page 20 of 28Test Report PB w/RDL-7.12.0   Printed: 10/6/2009 7:35:55 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160915932

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 09/29/09 8:50 AM

VA Hospital Saginaw. MI
VA Hospital Saginaw, MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Test Report: Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 <10 µg/ft²in²10/5/20090221 10

Client Sample Collected: 9/26/2009SP162A-1-1W
µg/ft²

144 <10 µg/ft²in²10/5/20090222 10

Client Sample Collected: 9/26/2009SP162A-1-2W
µg/ft²

144 <10 µg/ft²in²10/5/20090223 10

Client Sample Collected: 9/26/2009SP163B-1-1W
µg/ft²

144 <10 µg/ft²in²10/5/20090224 10

Client Sample Collected: 9/26/2009SP134C-1-1W
µg/ft²

144 <10 µg/ft²in²10/5/20090225 10

Client Sample Collected: 9/26/2009SP135-1-1W
µg/ft²

144 <10 µg/ft²in²10/5/20090226 10

Client Sample Collected: 9/26/2009SP104A-1-1W
µg/ft²

144 15 µg/ft²in²10/5/20090227 10

Client Sample Collected: 9/26/2009SP104A-1-2W
µg/ft²

144 <10 µg/ft²in²10/5/20090228 10

Client Sample Collected: 9/26/2009SP104-1-1W
µg/ft²

144 12 µg/ft²in²10/5/20090229 10

Client Sample Collected: 9/26/2009SP104-1-2W
µg/ft²

144 <10 µg/ft²in²10/5/20090230 10

Client Sample Collected: 9/26/2009SP103-1-1W
µg/ft²

144 18 µg/ft²in²10/5/20090231 10

Client Sample Collected: 9/26/2009SP103-1-2W
µg/ft²

Page 21 of 28Test Report PB w/RDL-7.12.0   Printed: 10/6/2009 7:35:56 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160915932

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 09/29/09 8:50 AM

VA Hospital Saginaw. MI
VA Hospital Saginaw, MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Test Report: Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 36 µg/ft²in²10/5/20090232 10

Client Sample Collected: 9/26/2009SP146E-1-1W
µg/ft²

144 140 µg/ft²in²10/5/20090233 10

Client Sample Collected: 9/26/2009SP146E-1-2W
µg/ft²

144 36 µg/ft²in²10/5/20090234 10

Client Sample Collected: 9/26/2009SP146D-1-1W
µg/ft²

144 41 µg/ft²in²10/5/20090235 10

Client Sample Collected: 9/26/2009SP146C-1-1W
µg/ft²

144 130 µg/ft²in²10/5/20090236 10

Client Sample Collected: 9/26/2009SP146C-1-2W
µg/ft²

144 23 µg/ft²in²10/5/20090237 10

Client Sample Collected: 9/26/2009SP146B-1-1W
µg/ft²

144 42 µg/ft²in²10/5/20090238 10

Client Sample Collected: 9/26/2009SP146B-1-2W
µg/ft²

144 25 µg/ft²in²10/5/20090239 10

Client Sample Collected: 9/26/2009SP146A-1-1W
µg/ft²

144 64 µg/ft²in²10/5/20090240 10

Client Sample Collected: 9/26/2009SPFC1E-1-1W
µg/ft²

144 21 µg/ft²in²10/5/20090241 10

Client Sample Collected: 9/26/2009SP146HALL-1-1W
µg/ft²

144 50 µg/ft²in²10/5/20090242 10

Client Sample Collected: 9/26/2009SP281-1-2W
µg/ft²

Page 22 of 28Test Report PB w/RDL-7.12.0   Printed: 10/6/2009 7:35:57 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160915932

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 09/29/09 8:50 AM

VA Hospital Saginaw. MI
VA Hospital Saginaw, MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Test Report: Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 42 µg/ft²in²10/5/20090243 10

Client Sample Collected: 9/26/2009SPSTGSTRGE-1-1W
µg/ft²

144 <10 µg/ft²in²10/5/20090244 10

Client Sample Collected: 9/26/2009SP146F-1-1W
µg/ft²

144 110 µg/ft²in²10/5/20090245 10

Client Sample Collected: 9/26/2009SP282-1-1W
µg/ft²

144 41 µg/ft²in²10/5/20090246 10

Client Sample Collected: 9/26/2009SP282-1-2W
µg/ft²

144 <10 µg/ft²in²10/5/20090247 10

Client Sample Collected: 9/26/2009SP141-1-1W
µg/ft²

144 <10 µg/ft²in²10/5/20090248 10

Client Sample Collected: 9/26/2009SPFCID-1-1W
µg/ft²

144 <10 µg/ft²in²10/5/20090249 10

Client Sample Collected: 9/26/2009SP157-1-1W
µg/ft²

144 <10 µg/ft²in²10/5/20090250 10

Client Sample Collected: 9/26/2009SP157-1-2W
µg/ft²

144 <10 µg/ft²in²10/5/20090251 10

Client Sample Collected: 9/26/2009SP193A-1-1W
µg/ft²

144 <10 µg/ft²in²10/5/20090252 10

Client Sample Collected: 9/26/2009SP193A-1-2W
µg/ft²

144 <10 µg/ft²in²10/5/20090253 10

Client Sample Collected: 9/26/2009SP187-1-1W
µg/ft²

Page 23 of 28Test Report PB w/RDL-7.12.0   Printed: 10/6/2009 7:35:59 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160915932

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 09/29/09 8:50 AM

VA Hospital Saginaw. MI
VA Hospital Saginaw, MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Test Report: Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 <10 µg/ft²in²10/5/20090254 10

Client Sample Collected: 9/26/2009SP187-1-2W
µg/ft²

144 17 µg/ft²in²10/5/20090255 10

Client Sample Collected: 9/26/2009SPMC1D-1-1W
µg/ft²

144 40 µg/ft²in²10/5/20090256 10

Client Sample Collected: 9/26/2009SPEC1D-1-1W
µg/ft²

144 18 µg/ft²in²10/5/20090257 10

Client Sample Collected: 9/26/2009SPAC1D-1-1W
µg/ft²

144 <10 µg/ft²in²10/5/20090258 10

Client Sample Collected: 9/26/2009SP152-1-1W
µg/ft²

144 <10 µg/ft²in²10/5/20090259 10

Client Sample Collected: 9/26/2009SP150-1-1W
µg/ft²

144 20 µg/ft²in²10/5/20090260 10

Client Sample Collected: 9/26/2009SP150-1-2W
µg/ft²

144 <10 µg/ft²in²10/5/20090261 10

Client Sample Collected: 9/26/2009SP150B-1-1W
µg/ft²

144 28 µg/ft²in²10/5/20090262 10

Client Sample Collected: 9/26/2009SP150B-1-2W
µg/ft²

144 31 µg/ft²in²10/5/20090263 10

Client Sample Collected: 9/26/2009SPECIB-1-1W
µg/ft²

144 <10 µg/ft²in²10/5/20090264 10

Client Sample Collected: 9/26/2009SPHC1B-1-1W
µg/ft²

Page 24 of 28Test Report PB w/RDL-7.12.0   Printed: 10/6/2009 7:36:00 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160915932

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 09/29/09 8:50 AM

VA Hospital Saginaw. MI
VA Hospital Saginaw, MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Test Report: Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 15 µg/ft²in²10/5/20090265 10

Client Sample Collected: 9/26/2009SPEC1A-1-1W
µg/ft²

144 <10 µg/ft²in²10/5/20090266 10

Client Sample Collected: 9/26/2009SP114A-1-1W
µg/ft²

144 20 µg/ft²in²10/5/20090267 10

Client Sample Collected: 9/26/2009SP185-1-1W
µg/ft²

144 39 µg/ft²in²10/5/20090268 10

Client Sample Collected: 9/26/2009SP185-1-2W
µg/ft²

144 <10 µg/ft²in²10/5/20090269 10

Client Sample Collected: 9/26/2009SP114-1-1W
µg/ft²

144 <10 µg/ft²in²10/5/20090270 10

Client Sample Collected: 9/26/2009SP114-1-2W
µg/ft²

144 <10 µg/ft²in²10/5/20090271 10

Client Sample Collected: 9/26/2009SP199A-1-1W
µg/ft²

144 <10 µg/ft²in²10/5/20090272 10

Client Sample Collected: 9/26/2009SP199A-1-2W
µg/ft²

144 <10 µg/ft²in²10/5/20090273 10

Client Sample Collected: 9/26/2009SPBSMTCOR-1-1W
µg/ft²

144 10 µg/ft²in²10/5/20090274 10

Client Sample Collected: 9/26/2009SPB6-1-1W
µg/ft²

144 <10 µg/ft²in²10/5/20090275 10

Client Sample Collected: 9/26/2009SPBSMTCOR2-1-1W
µg/ft²

Page 25 of 28Test Report PB w/RDL-7.12.0   Printed: 10/6/2009 7:36:01 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160915932

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 09/29/09 8:50 AM

VA Hospital Saginaw. MI
VA Hospital Saginaw, MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Test Report: Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 15 µg/ft²in²10/5/20090276 10

Client Sample Collected: 9/26/2009SPSTAIR3-1-1W
µg/ft²

176 22 µg/ft²in²10/5/20090277 8.2

Client Sample Collected: 9/26/2009SPSTAIR3-1-2W
µg/ft²

144 <10 µg/ft²in²10/5/20090278 10

Client Sample Collected: 9/26/2009SPFLR5COR-1-1W
µg/ft²

144 <10 µg/ft²in²10/5/20090279 10

Client Sample Collected: 9/26/2009SPFLR5COR3-1-1W
µg/ft²

144 19 µg/ft²in²10/5/20090280 10

Client Sample Collected: 9/26/2009SPFLR5COR3-1-2W
µg/ft²

144 <10 µg/ft²in²10/5/20090281 10

Client Sample Collected: 9/26/2009SPFLR4COR1-1-1W
µg/ft²

144 <10 µg/ft²in²10/5/20090282 10

Client Sample Collected: 9/26/2009SPFLR4COR1-1-2W
µg/ft²

144 <10 µg/ft²in²10/5/20090283 10

Client Sample Collected: 9/26/2009SPFLR4COR3-1-1W
µg/ft²

144 <10 µg/ft²in²10/5/20090284 10

Client Sample Collected: 9/26/2009SPFLR4COR3-1-2W
µg/ft²

144 <10 µg/ft²in²10/5/20090285 10

Client Sample Collected: 9/26/2009SPFLR3COR5-1-1W
µg/ft²

144 <10 µg/ft²in²10/5/20090286 10

Client Sample Collected: 9/26/2009SPFLR3COR5-1-2W
µg/ft²

Page 26 of 28Test Report PB w/RDL-7.12.0   Printed: 10/6/2009 7:36:02 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160915932

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 09/29/09 8:50 AM

VA Hospital Saginaw. MI
VA Hospital Saginaw, MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Test Report: Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 62 µg/ft²in²10/5/20090287 10

Client Sample Collected: 9/26/2009SPBSMTSTR1-1-1W
µg/ft²

144 <10 µg/ft²in²10/5/20090288 10

Client Sample Collected: 9/26/2009SPSTAIR1-1-1W
µg/ft²

144 35 µg/ft²in²10/5/20090289 10

Client Sample Collected: 9/26/2009SPTAIR1-1-2W
µg/ft²

144 230 µg/ft²in²10/5/20090290 10

Client Sample Collected: 9/26/2009SP708-1-1W
µg/ft²

144 240 µg/ft²in²10/5/20090291 10

Client Sample Collected: 9/26/2009SP709-1-1W
µg/ft²

144 220 µg/ft²in²10/5/20090292 10

Client Sample Collected: 9/26/2009SP710-1-1W
µg/ft²

144 220 µg/ft²in²10/5/20090293 10

Client Sample Collected: 9/26/2009SP711-1-1W
µg/ft²

144 220 µg/ft²in²10/5/20090294 10

Client Sample Collected: 9/26/2009SP712-1-1W
µg/ft²

0 <10 µg/wipein²10/5/20090295 10

Client Sample Collected: 9/26/2009SPFB6-1
µg/wipe

0 <10 µg/wipein²10/5/20090296 10

Client Sample Collected: 9/26/2009SPFB7-1
µg/wipe

0 <10 µg/wipein²10/5/20090297 10

Client Sample Collected: 9/26/2009SPFB8-1
µg/wipe

Page 27 of 28Test Report PB w/RDL-7.12.0   Printed: 10/6/2009 7:36:03 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160915932

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 09/29/09 8:50 AM

VA Hospital Saginaw. MI
VA Hospital Saginaw, MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Test Report: Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

0 <10 µg/wipein²10/5/20090298 10

Client Sample Collected: 9/26/2009SPFB9-1
µg/wipe

0 <10 µg/wipein²10/5/20090299 10

Client Sample Collected: 9/26/2009SPFB10-1
µg/wipe

144 <10 µg/ft²in²10/5/20090300 10

Client Sample Collected: 9/26/2009SP151-1-1W
µg/ft²

144 22 µg/ft²in²10/3/20090301 10

Client Sample Collected: 9/26/2009SP163B-1-2W
µg/ft²

144 <10 µg/ft²in²10/3/20090302 10

Client Sample Collected: 9/26/2009SP363-1-1W
µg/ft²

144 <10 µg/ft²in²10/3/20090303 10

Client Sample Collected: 9/26/2009SP124-1-1W
µg/ft²

144 230 µg/ft²in²10/3/20090304 10

Client Sample Collected: 9/26/2009SP124-1-2W
µg/ft²

144 13 µg/ft²in²10/3/20090305 10

Client Sample Collected: 9/26/2009SP477-1-1W
µg/ft²

Page 28 of 28Test Report PB w/RDL-7.12.0   Printed: 10/6/2009 7:36:04 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com












ConcentrationAnalyzed NotesRDLLab ID: Lead

160916293

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 10/05/09 10:25 AM

VA Hospital Saginaw. MI
VA Hospital Saginaw, MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Test Report: Lead in Soils by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

100 mg/Kg10/8/20090094 40

Client Sample Collected: 10/2/2009SPDL-1
mg/Kg

<40 mg/Kg10/8/20090095 40

Client Sample Collected: 10/2/2009SPOPEN-1
mg/Kg

Page 1 of 10Test Report PB w/RDL-7.12.0   Printed: 10/12/2009 8:27:40 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 40 mg/kg.  The QC data associated with these sample results included in this report meet the method quality control requirements, unless specifically indicated 
otherwise. Unless noted, results in this report are not blank corrected .  This report relates only to the samples reported above and may not be reproduced, except in full, without written 
approval by EMSL. EMSL bears no responsibility for sample collection activities.

* slight modifications to methods applied Samples received in good condition unless otherwise noted. Quality Control Data associated with this sample set is within acceptable limits, 
unless otherwise noted
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245, OH E10040

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160916293

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 10/05/09 10:25 AM

VA Hospital Saginaw. MI
VA Hospital Saginaw, MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Test Report: Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 <10 µg/ft²in²10/8/20090001 10

Client Sample Collected: 10/2/2009SPFLR1COR1-1-1W
µg/ft²

144 <10 µg/ft²in²10/8/20090002 10

Client Sample Collected: 10/2/2009SPFLR1COR1-1-2W
µg/ft²

144 <10 µg/ft²in²10/8/20090003 10

Client Sample Collected: 10/2/2009SPFLR1COR2-1-1W
µg/ft²

144 <10 µg/ft²in²10/8/20090004 10

Client Sample Collected: 10/2/2009SPFLR1COR2-1-2W
µg/ft²

144 <10 µg/ft²in²10/8/20090005 10

Client Sample Collected: 10/2/2009SPFLR1COR3-1-1W
µg/ft²

144 <10 µg/ft²in²10/8/20090006 10

Client Sample Collected: 10/2/2009SPFLR1COR4-1-1W
µg/ft²

144 <10 µg/ft²in²10/8/20090007 10

Client Sample Collected: 10/2/2009SPFLR1COR4-1-2W
µg/ft²

144 <10 µg/ft²in²10/8/20090008 10

Client Sample Collected: 10/2/2009SPFLR2COR1-1-1W
µg/ft²

144 <10 µg/ft²in²10/8/20090009 10

Client Sample Collected: 10/2/2009SPFLR2COR1-1-2W
µg/ft²

144 14 µg/ft²in²10/8/20090010 10

Client Sample Collected: 10/2/2009SPSTAIR2-1-1W
µg/ft²

144 <10 µg/ft²in²10/8/20090011 10

Client Sample Collected: 10/2/2009SPSTAIR2-1-2W
µg/ft²

Page 2 of 10Test Report PB w/RDL-7.12.0   Printed: 10/12/2009 8:27:41 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160916293

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 10/05/09 10:25 AM

VA Hospital Saginaw. MI
VA Hospital Saginaw, MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Test Report: Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 <10 µg/ft²in²10/8/20090012 10

Client Sample Collected: 10/2/2009SP529-1-1W
µg/ft²

144 20 µg/ft²in²10/8/20090013 10

Client Sample Collected: 10/2/2009SPEC5C-1-1W
µg/ft²

144 <10 µg/ft²in²10/8/20090014 10

Client Sample Collected: 10/2/2009SPHC5C-1-1W
µg/ft²

144 2400 µg/ft²in²10/8/20090015 100

Client Sample Collected: 10/2/2009SPPS5B-1-1W
µg/ft²

144 15 µg/ft²in²10/8/20090016 10

Client Sample Collected: 10/2/2009SP508-1-1W
µg/ft²

144 730 µg/ft²in²10/8/20090017 10

Client Sample Collected: 10/2/2009SPPC5-A-1-1W
µg/ft²

144 44 µg/ft²in²10/8/20090018 10

Client Sample Collected: 10/2/2009SPEC5A-1-1W
µg/ft²

144 57 µg/ft²in²10/8/20090019 10

Client Sample Collected: 10/2/2009SPFC5A-1-1W
µg/ft²

144 73 µg/ft²in²10/8/20090020 10

Client Sample Collected: 10/2/2009SPEC5B-1-1W
µg/ft²

144 <10 µg/ft²in²10/8/20090021 10

Client Sample Collected: 10/2/2009SPHC5B-1-W
µg/ft²

144 53 µg/ft²in²10/8/20090022 10

Client Sample Collected: 10/2/2009SPFC5B-1-1W
µg/ft²

Page 3 of 10Test Report PB w/RDL-7.12.0   Printed: 10/12/2009 8:27:41 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160916293

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 10/05/09 10:25 AM

VA Hospital Saginaw. MI
VA Hospital Saginaw, MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Test Report: Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 38 µg/ft²in²10/8/20090023 10

Client Sample Collected: 10/2/2009SPEC4B-1-1W
µg/ft²

144 <10 µg/ft²in²10/8/20090024 10

Client Sample Collected: 10/2/2009SPHC4B-1-1W
µg/ft²

144 <10 µg/ft²in²10/8/20090025 10

Client Sample Collected: 10/2/2009SP416-1-1W
µg/ft²

144 79 µg/ft²in²10/8/20090026 10

Client Sample Collected: 10/2/2009SPEC4A-1-1W
µg/ft²

144 130 µg/ft²in²10/8/20090027 10

Client Sample Collected: 10/2/2009SPFCBA-1-1W
µg/ft²

144 <10 µg/ft²in²10/8/20090028 10

Client Sample Collected: 10/2/2009SPHC4C-1-1W
µg/ft²

144 <10 µg/ft²in²10/8/20090029 10

Client Sample Collected: 10/2/2009SPHC4B2-1-1W
µg/ft²

144 13 µg/ft²in²10/8/20090030 10

Client Sample Collected: 10/2/2009SP463-1-1W
µg/ft²

144 80 µg/ft²in²10/8/20090031 10

Client Sample Collected: 10/2/2009SP469-1-1W
µg/ft²

144 <10 µg/ft²in²10/8/20090032 10

Client Sample Collected: 10/2/2009SP376-1-1W
µg/ft²

144 <10 µg/ft²in²10/8/20090033 10

Client Sample Collected: 10/2/2009SPEC3C-1-1W
µg/ft²

Page 4 of 10Test Report PB w/RDL-7.12.0   Printed: 10/12/2009 8:27:42 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160916293

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 10/05/09 10:25 AM

VA Hospital Saginaw. MI
VA Hospital Saginaw, MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Test Report: Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 12 µg/ft²in²10/8/20090034 10

Client Sample Collected: 10/2/2009SPHC3B2-1-1W
µg/ft²

144 75 µg/ft²in²10/8/20090035 10

Client Sample Collected: 10/2/2009SP345-1-1W
µg/ft²

144 110 µg/ft²in²10/8/20090036 10

Client Sample Collected: 10/2/2009SPEC3B-1-1W
µg/ft²

144 <10 µg/ft²in²10/8/20090037 10

Client Sample Collected: 10/2/2009SPHC3B1-1-1W
µg/ft²

144 <10 µg/ft²in²10/8/20090038 10

Client Sample Collected: 10/2/2009SPEC3A-1-1W
µg/ft²

144 190 µg/ft²in²10/8/20090039 10

Client Sample Collected: 10/2/2009SPFCBB-1-1W
µg/ft²

144 22 µg/ft²in²10/8/20090040 10

Client Sample Collected: 10/2/2009SPFCBD-1-1W
µg/ft²

144 <10 µg/ft²in²10/8/20090041 10

Client Sample Collected: 10/2/2009SPFC2C-1-1W
µg/ft²

144 <10 µg/ft²in²10/8/20090042 10

Client Sample Collected: 10/2/2009SPFC2B-1-1W
µg/ft²

144 <10 µg/ft²in²10/8/20090043 10

Client Sample Collected: 10/2/2009SPSTAIR4-1-1W
µg/ft²

144 <10 µg/ft²in²10/8/20090044 10

Client Sample Collected: 10/2/2009SPSTAIR4-1-2W
µg/ft²

Page 5 of 10Test Report PB w/RDL-7.12.0   Printed: 10/12/2009 8:27:42 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160916293

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 10/05/09 10:25 AM

VA Hospital Saginaw. MI
VA Hospital Saginaw, MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Test Report: Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 <10 µg/ft²in²10/8/20090045 10

Client Sample Collected: 10/2/2009SPHC2B-1-1W
µg/ft²

144 39 µg/ft²in²10/8/20090046 10

Client Sample Collected: 10/2/2009SPMC2B-1-1W
µg/ft²

87 320 µg/ft²in²10/8/20090047 17

Client Sample Collected: 10/2/2009SPMC2B-1-2W
µg/ft²

144 37 µg/ft²in²10/8/20090048 10

Client Sample Collected: 10/2/2009SPEC2A-1-1W
µg/ft²

144 40 µg/ft²in²10/8/20090049 10

Client Sample Collected: 10/2/2009SPEC2B-1-1W
µg/ft²

144 <10 µg/ft²in²10/8/20090050 10

Client Sample Collected: 10/2/2009SP235-1-1W
µg/ft²

144 11 µg/ft²in²10/8/20090051 10

Client Sample Collected: 10/2/2009SP235A-1-1W
µg/ft²

144 <10 µg/ft²in²10/8/20090052 10

Client Sample Collected: 10/2/2009SPHC2D-1-1W
µg/ft²

144 19 µg/ft²in²10/8/20090053 10

Client Sample Collected: 10/2/2009SPEC2D-1-1W
µg/ft²

144 760 µg/ft²in²10/8/20090054 10

Client Sample Collected: 10/2/2009SPSTR4RM-1-1W
µg/ft²

84 5100 µg/ft²in²10/8/20090055 17

Client Sample Collected: 10/2/2009SPSTR4RM-1-2W
µg/ft²

Page 6 of 10Test Report PB w/RDL-7.12.0   Printed: 10/12/2009 8:27:43 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160916293

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 10/05/09 10:25 AM

VA Hospital Saginaw. MI
VA Hospital Saginaw, MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Test Report: Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 51 µg/ft²in²10/8/20090056 10

Client Sample Collected: 10/2/2009SPFC1B-1-1W
µg/ft²

144 <10 µg/ft²in²10/8/20090057 10

Client Sample Collected: 10/2/2009SPFC1A-1-1W
µg/ft²

144 <10 µg/ft²in²10/8/20090058 10

Client Sample Collected: 10/2/2009SPCC5A-1-1W
µg/ft²

144 950 µg/ft²in²10/8/20090059 10

Client Sample Collected: 10/2/2009SPCC5A-1-2W
µg/ft²

144 30 µg/ft²in²10/8/20090060 10

Client Sample Collected: 10/2/2009SPCC5C-1-1W
µg/ft²

144 <10 µg/ft²in²10/8/20090061 10

Client Sample Collected: 10/2/2009SPCC3B1-1-1W
µg/ft²

144 <10 µg/ft²in²10/8/20090062 10

Client Sample Collected: 10/2/2009SP254-1-1W
µg/ft²

144 17 µg/ft²in²10/8/20090063 10

Client Sample Collected: 10/2/2009SPCC2B3-1-1W
µg/ft²

144 <10 µg/ft²in²10/8/20090064 10

Client Sample Collected: 10/2/2009SPCC1A-1-1W
µg/ft²

87 35 µg/ft²in²10/8/20090065 17

Client Sample Collected: 10/2/2009SPCC1A-1-2W
µg/ft²

144 29 µg/ft²in²10/8/20090066 10

Client Sample Collected: 10/2/2009SPCCBB-1-1W
µg/ft²

Page 7 of 10Test Report PB w/RDL-7.12.0   Printed: 10/12/2009 8:27:43 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160916293

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 10/05/09 10:25 AM

VA Hospital Saginaw. MI
VA Hospital Saginaw, MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Test Report: Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 90 µg/ft²in²10/8/20090067 10

Client Sample Collected: 10/2/2009SPCCBD-1-1W
µg/ft²

144 71 µg/ft²in²10/8/20090068 10

Client Sample Collected: 10/2/2009SPCCBC-1-1W
µg/ft²

144 <10 µg/ft²in²10/8/20090069 10

Client Sample Collected: 10/2/2009SPCCB-1-1W
µg/ft²

144 2600 µg/ft²in²10/8/20090070 200

Client Sample Collected: 10/2/2009SPECBB-1-1W
µg/ft²

144 57 µg/ft²in²10/8/20090071 10

Client Sample Collected: 10/2/2009SPECBD-1-1W
µg/ft²

144 <10 µg/ft²in²10/8/20090072 10

Client Sample Collected: 10/2/2009SPFC1C-1-1W
µg/ft²

144 <10 µg/ft²in²10/8/20090073 10

Client Sample Collected: 10/2/2009SP217-1-1W
µg/ft²

144 <10 µg/ft²in²10/8/20090074 10

Client Sample Collected: 10/2/2009SPEC2C-1-1W
µg/ft²

144 34 µg/ft²in²10/8/20090075 10

Client Sample Collected: 10/2/2009SPEMGEN-1-1W
µg/ft²

140 48 µg/ft²in²10/8/20090076 10

Client Sample Collected: 10/2/2009SPEMGEN-1-2W
µg/ft²

144 52 µg/ft²in²10/8/20090077 10

Client Sample Collected: 10/2/2009SPHHB1-1-1W
µg/ft²

Page 8 of 10Test Report PB w/RDL-7.12.0   Printed: 10/12/2009 8:27:44 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160916293

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 10/05/09 10:25 AM

VA Hospital Saginaw. MI
VA Hospital Saginaw, MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Test Report: Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

108 13000 µg/ft²in²10/8/20090078 270

Client Sample Collected: 10/2/2009SPPHB1-1-2W
µg/ft²

144 31 µg/ft²in²10/8/20090079 10

Client Sample Collected: 10/2/2009SPPHB3-1-1W
µg/ft²

144 31 µg/ft²in²10/8/20090080 10

Client Sample Collected: 10/2/2009SPSTRHB-1-1W
µg/ft²

108 530 µg/ft²in²10/8/20090081 13

Client Sample Collected: 10/2/2009SPSTRHB-1-2W
µg/ft²

144 120 µg/ft²in²10/8/20090082 10

Client Sample Collected: 10/2/2009SPPHC-1-1W
µg/ft²

140 92 µg/ft²in²10/8/20090083 10

Client Sample Collected: 10/2/2009SPPHC-1-2W
µg/ft²

144 74 µg/ft²in²10/8/20090084 10

Client Sample Collected: 10/2/2009SP281-1-1W
µg/ft²

144 <10 µg/ft²in²10/8/20090085 10

Client Sample Collected: 10/2/2009SPFLR2COR2-1-1W
µg/ft²

144 <10 µg/ft²in²10/8/20090086 10

Client Sample Collected: 10/2/2009SPCC4B3-1-1W
µg/ft²

144 44 µg/ft²in²10/8/20090087 10

Client Sample Collected: 10/2/2009SPFC5C-1-1W
µg/ft²

144 410 µg/ft²in²10/8/20090088 10

Client Sample Collected: 10/2/2009SPEC4C-1-1W
µg/ft²

Page 9 of 10Test Report PB w/RDL-7.12.0   Printed: 10/12/2009 8:27:45 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160916293

Attn: Amarjit Sidhu
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 10/05/09 10:25 AM

VA Hospital Saginaw. MI
VA Hospital Saginaw, MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Test Report: Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 41 µg/ft²in²10/8/20090089 10

Client Sample Collected: 10/2/2009SPCC3B-1-1W
µg/ft²

0 <10 µg/wipein²10/8/20090090 10

Client Sample Collected: 10/2/2009SPFB11-1
µg/wipe

0 <10 µg/wipein²10/8/20090091 10

Client Sample Collected: 10/2/2009SPFB12-1
µg/wipe

144 220 µg/ft²in²10/8/20090092 10

Client Sample Collected: 10/2/2009SP713-1-1W
µg/ft²

144 220 µg/ft²in²10/8/20090093 10

Client Sample Collected: 10/2/2009SP714-1-1W
µg/ft²

Page 10 of 10Test Report PB w/RDL-7.12.0   Printed: 10/12/2009 8:27:45 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com








ConcentrationAnalyzed NotesRDLLab ID: Lead

160917129

Attn: Avtar Mavi
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 10/19/09 9:55 AM

VA Hospital Saginaw. MI
VA Hospital Saginaw, MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Test Report: Lead in Soils by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

94 mg/Kg10/22/20090009 40

Client Sample Collected: 10/16/2009SP BSMT-CS-9
mg/Kg

490 mg/Kg10/22/20090010 40

Client Sample Collected: 10/16/2009SP BSMT-CS-4
mg/Kg

530 mg/Kg10/22/20090011 40

Client Sample Collected: 10/16/2009SP BSMT-CS-2
mg/Kg

Page 1 of 2Test Report PB w/RDL-7.12.0   Printed: 10/26/2009 7:26:59 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 40 mg/kg.  The QC data associated with these sample results included in this report meet the method quality control requirements, unless specifically indicated 
otherwise. Unless noted, results in this report are not blank corrected .  This report relates only to the samples reported above and may not be reproduced, except in full, without written 
approval by EMSL. EMSL bears no responsibility for sample collection activities.

* slight modifications to methods applied Samples received in good condition unless otherwise noted. Quality Control Data associated with this sample set is within acceptable limits, 
unless otherwise noted
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245, OH E10040

mailto:indianapolislab@emsl.com


ConcentrationAnalyzed Area Sampled NotesRDLLab ID: Lead

160917129

Attn: Avtar Mavi
Advanced Environmental Management Group
44339 Plymouth Oaks Blvd.
Plymouth, MI 48170-2585

Customer PO:
Received: 10/19/09 9:55 AM

VA Hospital Saginaw. MI
VA Hospital Saginaw, MI

Customer ID: EPSP62

Fax: (810) 966-9853 Phone: (810) 966-9850
Project:

EMSL Order:

EMSL Proj:

Test Report: Lead in Dust by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone:  (317) 803-2997        Fax:  (317) 803-3047     Email:   indianapolislab@emsl.com

144 1800 µg/ft²in²10/21/20090001 100

Client Sample Collected: 10/16/2009SP71CS-1-1W
µg/ft²

144 1900 µg/ft²in²10/21/20090002 100

Client Sample Collected: 10/16/2009SP12CS-1-W
µg/ft²

144 700 µg/ft²in²10/21/20090003 10

Client Sample Collected: 10/16/2009SP261CS-1-1W
µg/ft²

144 <10 µg/ft²in²10/21/20090004 10

Client Sample Collected: 10/16/2009SP393-1-1W
µg/ft²

144 <10 µg/ft²in²10/21/20090005 10

Client Sample Collected: 10/16/2009SP393-1-2W
µg/ft²

144 38000 µg/ft²in²10/21/20090006 400

Client Sample Collected: 10/16/2009SP BSMT-CS-2W
µg/ft²

0 <10 µg/wipein²10/21/20090007 10

Client Sample Collected: 10/16/2009SPFB13-1
µg/wipe

144 190 µg/ft²in²10/21/20090008 10

Client Sample Collected: 10/16/2009SP715-1-1W
µg/ft²

Page 2 of 2Test Report PB w/RDL-7.12.0   Printed: 10/26/2009 7:27:00 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 10 ug/wipe. ug/wipe = ug/ft2 x area sampled in ft2.  The QC data associated with these sample results included in this report meet the method QC  requirements, 
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, 
except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities. Samples received in good condition unless otherwise noted. QC data 
associated with this sample set is within acceptable limits, unless otherwise noted. The lab is not responsible for data reported in µg/ft² which is dependant on the area provided by non-
lab personnel.  The test results contained within this report meet the requirements of NELAC unless otherwise noted.
Samples analyzed by EMSL Analytical, Inc. Indianapolis 2001 East 52nd St., Indianapolis IN AIHA ELLAP 157245

mailto:indianapolislab@emsl.com


 PRELIMINARY DRAFT  

Lead-Based Paint Inspection & Risk Assessment, Bldg 1, VAMC  
Earth Smart Environmental Solutions, LLC October 27, 2009 

Appendix H: 

XRF raw data 



 PRELIMINARY DRAFT  

Lead-Based Paint Inspection & Risk Assessment, Bldg 1, VAMC  
Earth Smart Environmental Solutions, LLC October 27, 2009 

Appendix I: 

Total abatement cost estimate   



ALEDA E. LUTZ
DEPARTMENT OF VETERANS AFFAIRS MEDICAL CENTER

BUILDING 1
COST ESTIMATE FOR LEAD-BASED PAINT ABATEMENT / PAINT STABLIZATION

Page 1 of 84

XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

Cost Estimate for lead-
based paint 

abatement/paint stablization

6 1 SP10-1 WINDOW FRAME WOOD WHITE A 2.8 +/- .8 2 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $200

7 1 SP10-1 WINDOW SILL WOOD WHITE A 3.8 +/- 1.2 1 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $100

14 1 SP10-1 DOOR FRAME METAL GRAY C 2.7 +/- .8 11 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,100

26 1 SP10-1 PIPE CONNECTOR METAL CREAM CEILING 14 +/- 5.8 1 POOR
Abatement or Encapsulation of 

all Lead Based Paint $100

44 1 SP14-1 HANGER METAL WHITE C 3.4 +/- 1.1 <1 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $65

52 1 SP14-1 PIPE METAL BROWN CEILING 5.1 +/- 2.0 20 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $2,000

53 1 SP14-1 HANGER METAL BROWN CEILING 24 +/- 8.2 15 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $975

79 1 SP5H-1 PIPE CONNECTOR METAL ORANGE CEILING 1.3 +/- .2 1 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $100

81 1 SP5H-1 PIPE METAL WHITE CEILING 3.7 +/- 1.2 10 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,000

88 1 SP5G-1 CONDUIT METAL GRAY CEILING 3.5 +/- 1.1 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $300

89 1 SP5G-1 HANGER METAL GRAY CEILING 11 +/- 3.1 9 POOR
Abatement or Encapsulation of 

all Lead Based Paint $585

91 1 SP5G-1 ASBESTOS LINED PIPE METAL GRAY CEILING 12 +/- 5.2 31 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $3,100

94 1 SP5G-1 BASEBOARD VINYL BLACK B 5 +/- 1.9 10 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,000

106 1 SP5-1 DOOR FRAME METAL WHITE C 5.5 +/- 1.7 33 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $3,300

120 1 SP5-1 WINDOW SILL WOOD WHITE B 5 +/- 1.5 4 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $400

121 1 SP5-1 WINDOW FRAME WOOD WHITE B 5.1 +/- 1.8 16 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,600

132 1 SP5-1 PIPE METAL GRAY CEILING 5.1 +/- 1.7 52 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $5,200

133 1 SP5-1 HANGER METAL GRAY CEILING 7.8 +/- 2.1 53 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $3,445

135 1 SP5-1 ASBESTOS LINED PIPE METAL GRAY CEILING 14 +/- 5.9 232 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $23,200

136 1 SP5-1 PIPE (CAPPED) METAL WHITE CEILING 18 +/- 7.3 1 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $100

148 1 SP5F-1 HANGER METAL CREAM CEILING 8.2 +/- 2.0 45 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $2,925

149 1 SP5F-1 ASBESTOS LINED PIPE METAL CREAM CEILING 8.9 +/- 4.7 180 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $18,000

150 1 SP5F-1 PIPE METAL CREAM CEILING 12 +/- 2.5 12 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,200

153 1 SP5F-1 PIPE METAL WHITE CEILING 21 +/- 7.4 240 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $24,000

ROOM SP10-1

ROOM SP14-1

ROOM SP5H-1

ROOM SP5G-1

ROOM SP5-1

ROOM SP5F-1



ALEDA E. LUTZ
DEPARTMENT OF VETERANS AFFAIRS MEDICAL CENTER

BUILDING 1
COST ESTIMATE FOR LEAD-BASED PAINT ABATEMENT / PAINT STABLIZATION

Page 2 of 84

XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

Cost Estimate for lead-
based paint 

abatement/paint stablization

ROOM SP10-1
154 1 SP5F-1 HANGER METAL WHITE CEILING 13 +/- 3.0 12 INTACT

Abatement or Encapsulation of 
all Lead Based Paint $780

189 1 SP5E-1 PIPE METAL WHITE CEILING 10 +/- 2.5 48 POOR
Abatement or Encapsulation of 

all Lead Based Paint $4,800

190 1 SP5E-1 HANGER METAL WHITE CEILING 13 +/- 6.0 6 POOR
Abatement or Encapsulation of 

all Lead Based Paint $390

204 1 SP5B-1 WINDOW FRAME WOOD WHITE D 6.2 +/- .2.6 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $700

205 1 SP5B-1 WINDOW SILL WOOD WHITE D 8.9 +/- 2.3 2 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $200

212 1 SP5B-1 ASBESTOS LINED PIPE METAL GRAY CEILING 2.8 +/- .8 37 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $3,700

213 1 SP5B-1 PIPE METAL GRAY CEILING 6.2 +/- 2.0 14 POOR
Abatement or Encapsulation of 

all Lead Based Paint $1,400

214 1 SP5B-1 HANGER METAL GRAY CEILING 7.1 +/- 2.5 7 POOR
Abatement or Encapsulation of 

all Lead Based Paint $455

227 1 SP5D-1 WINDOW FRAME WOOD WHITE D 6.5 +/- 2.1 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $700

240 1 SP5D-1 PIPE METAL GRAY CEILING 3.9 +/- 1.4 16 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,600

241 1 SP5D-1 HANGER METAL ORANGE CEILING 3.3 +/- 1.0 1 POOR
Abatement or Encapsulation of 

all Lead Based Paint $65

242 1 SP5D-1 HANGER METAL GRAY CEILING 2.8 +/- .9 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $325

8 1 SP65-1 INTERIOR DOOR FRAME METAL TAN B 2.6 +/- 1.2 8 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $800

16 1 SP65-1 WINDOW FRAME WOOD BLUE A 3.7 +/- 1.2 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $700

17 1 SP65-1 WINDOW SILL WOOD BLUE A 5.5 +/- 1.8 2 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $200

26 1 SP65-1 PIPE METAL BROWN 17 +/- 6.6 40 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $4,000

27 1 SP65-1 HANGER METAL BROWN 27 +/- 8.1 4 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $260

28 1 SP65-1 HANGER METAL WHITE 8 +/- 2.6 12 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $780

41 1 SP63-1 WINDOW FRAME WOOD WHITE A 6.2 +/- 1.8 14 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,400

42 1 SP63-1 WINDOW SILL WOOD WHITE A 5.8 +/- 1.8 4 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $400

48 1 SP63-1 ELECTRICAL BOX METAL WHITE 5.1 +/- 1.9 20 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $2,000

49 1 SP63-1 HANGER METAL WHITE 5.1 +/- 1.9 6 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $390

50 1 SP63-1 HANGER METAL ORANGE 5.1 +/- 1.9 1 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $65

51 1 SP63-1 PIPE METAL WHITE 6.3 +/- 2.1 15 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,500

ROOM SP5E-1

ROOM SP5B-1

ROOM SP5D-1

ROOM SP65-1

ROOM SP63-1

ROOM SP62-1
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(sq. ft. ) Damage Abatement options

Cost Estimate for lead-
based paint 

abatement/paint stablization

ROOM SP10-1
64 1 SP62-1 WINDOW FRAME WOOD TAN A 5.3 +/- 1.8 7 INTACT

Abatement or Encapsulation of 
all Lead Based Paint $700

65 1 SP62-1 WINDOW SILL WOOD TAN A 8.6 +/- 2.1 2 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $200

72 1 SP62-1 PIPE METAL WHITE 7.1 +/- 2.6 94 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $9,400

73 1 SP62-1 HANGER METAL WHITE 17 +/- 4.1 8 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $520

88 1 SP61-1 WINDOW FRAME WOOD WHITE A 7.3 +/- 2.1 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $700

89 1 SP61-1 WINDOW SILL WOOD WHITE A 5.2 +/- 2.0 2 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $200

94 1 SP61-1 HANGER METAL WHITE 21 +/- 7.5 16 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,040

95 1 SP61-1 PIPE METAL BROWN 17 +/- 7.2 8 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $800

1 SP61-1 PIPE METAL WHITE 156 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $15,600

106 1 SP59-1 PIPE METAL WHITE 7.6 +/- 2.3 94 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $9,400

107 1 SP59-1 HANGER METAL WHITE 5,7 +/- 2.1 14 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $910

119 1 SP59-1 ASBESTOS LINED PIPE METAL WHITE 19 +/- 6.4 83 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $8,300

120 1 SP59-1 PIPE METAL BROWN 17 +/- 6.6 51 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $5,100

141 1 SP58-1 ASBESTOS LINED PIPE METAL WHITE 15 +/- 5.8 76 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $7,600

143 1 SP58-1 HANGER METAL WHITE 7.4 +/- 2.4 8 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $520

144 1 SP58-1 PIPE METAL WHITE 5.4 +/- 2.2 21 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $2,100

153 1 SP58A-1 HANGER METAL WHITE 5.3 +/- 2.1 6 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $390

154 1 SP58A-1 ASBESTOS LINED PIPE METAL WHITE 6.4 +/- 1.8 20 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $2,000

165 1 SP60-1 PIPE METAL GREEN A 12 +/- 2.8 150 POOR
Abatement or Encapsulation of 

all Lead Based Paint $15,000

180 1 SP60-1 WINDOW FRAME WOOD LIGHT GREEN D 3.2 +/- .9 21 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $2,100

181 1 SP60-1 WINDOW SILL WOOD LIGHT GREEN D 5.8 +/- 1.8 6 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $600

186 1 SP60-1 HANGER METAL WHITE 29 +/- 9 28 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,820

187 1 SP60-1 PIPE METAL WHITE 19 +/- 7.0 352 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $35,200

189 1 SP60-1 ELECTRICAL BOX METAL WHITE 8 +/- 2.3 15 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,500

191 1 SP60-1 ASBESTOS LINED PIPE METAL WHITE 13 +/- 5.3 31 POOR
Abatement or Encapsulation of 

all Lead Based Paint $3,100

ROOM SP61-1

ROOM SP59-1

ROOM SP58-1

ROOM SP58A-1

ROOM SP60-1

ROOM SP60A-1
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based paint 
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ROOM SP10-1
194 1 SP60A-1 HANGER METAL WHITE 4.1 +/- 1.2 12 INTACT

Abatement or Encapsulation of 
all Lead Based Paint $780

204 1 SP60A-1 PIPE METAL LIGHT GREEN D 7.5 +/- 1.5 32 POOR
Abatement or Encapsulation of 

all Lead Based Paint $3,200

206 1 SP60A-1 ASBESTOS LINED PIPE METAL WHITE 21 +/- 7 51 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $5,100

215 1 SP64-1 WINDOW FRAME WOOD BLUE A 4.5 +/- 1.7 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $700

216 1 SP64-1 WINDOW SILL WOOD BLUE A 3.5 +/- 1.1 2 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $200

1 SP64-1 PIPE METAL WHITE 16 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,600

1 SP64-1 HANGER METAL WHITE 4 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $260

1 SP64-1 PIPE METAL BLACK 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $700

257 1 SP71-1 PIPE METAL WHITE 20 +/- 7.5 130 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $13,000

258 1 SP71-1 HANGER METAL WHITE 20 +/- 7.8 12 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $780

259 1 SP71-1 ASBESTOS LINED PIPE METAL WHITE 5.1 +/- 1.8 32 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $3,200

270 1 SP71A-1 INTERIOR DOOR FRAME METAL TAN D 2.2 +/- .8 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $700

278 1 SP71A-1 HANGER METAL CREAM 11 +/- 4.8 28 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,820

280 1 SP71A-1 PIPE METAL ORANGE 4.4 +/- 1.7 110 POOR
Abatement or Encapsulation of 

all Lead Based Paint $11,000

281 1 SP71A-1 ASBESTOS LINED PIPE METAL CREAM 18 +/- 6.1 96 POOR
Abatement or Encapsulation of 

all Lead Based Paint $9,600

282 1 SP71A-1 PIPE METAL CREAM 7.3 +/- 2.8 83 POOR
Abatement or Encapsulation of 

all Lead Based Paint $8,300

283 1 SP71A-1 PIPE METAL BROWN 8.5 +/- 2.2 48 POOR
Abatement or Encapsulation of 

all Lead Based Paint $4,800

305 1 SP18-1 PIPE METAL ORANGE 3 3.1 +/- .8 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $300

306 1 SP18-1 HANGER METAL ORANGE 12 5.1 +/- 1.8 12 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $780

307 1 SP18-1 HANGER METAL CREAM 10 3.2 +/- .9 10 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $650

319 1 SP49-1 WINDOW FRAME WOOD CREAM D 5.1 +/- 1.8 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $500

320 1 SP49-1 WINDOW SILL WOOD CREAM D 3.4 +/- 1.0 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $300

321 1 SP49-1 PIPE METAL CREAM D 13 +/- 4.3 15 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,500

330 1 SP49-1 HANGER METAL CREAM 22 +/- 7.7 16 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,040

331 1 SP49-1 ASBESTOS LINED PIPE METAL CREAM 14 +/- 5.5 170 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $17,000

332 1 SP49-1 PIPE METAL RED 3.4 +/- 1.0 71 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $7,100

ROOM SP64-1

ROOM SP71-1

ROOM SP71A-1

ROOM SP18-1

ROOM SP49-1
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based paint 
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ROOM SP10-1
335 1 SP49-1 BASE BOARD VINYL BLACK 4.9 +/- 1.8 33 INTACT

Abatement or Encapsulation of 
all Lead Based Paint $3,300

351 1 SP19-1 HANGER METAL GREEN 19 +/- 6.7 8 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $520

363 1 SP48-1 WINDOW FRAME WOOD CREAM D 4.9 +/- 1.7 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $700

364 1 SP48-1 WINDOW SILL WOOD CREAM D 6.6 +/- 2.6 2 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $200

367 1 SP48-1 PIPE METAL CREAM D 15 +/- 6.9 170 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $17,000

374 1 SP48-1 ASBESTOS LINED PIPE METAL WHITE 11 +/- 5.0 396 POOR
Abatement or Encapsulation of 

all Lead Based Paint $39,600

375 1 SP48-1 HANGER METAL CREAM 17 +/- 6.9 30 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,950

390 1 SP47-1 ASBESTOS LINED PIPE METAL CREAM D 11 +/- 4.8 283 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $28,300

391 1 SP47-1 WINDOW FRAME WOOD WHITE D 7.4 +/- 1.9 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $700

392 1 SP47-1 WINDOW SILL WOOD WHITE D 6 +/- 1.7 2 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $200

394 1 SP47-1 PIPE METAL WHITE D 8.2 +/- 2.5 12 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,200

400 1 SP47-1 HANGER METAL CREAM 16 +/- 3.4 20 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,300

401 1 SP47-1 PIPE METAL CREAM 11 +/- 2.8 212 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $21,200

404 1 SP50-1 EXTERIOR DOOR FRAME METAL TAN A 1.9 +/- .7 15 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,500

419 1 SP50-1 PIPE METAL WHITE 10 +/- 2.6 62 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $6,200

420 1 SP50-1 HANGER METAL WHITE 11 +/- 2.7 24 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,560

434 1 SP50A-1 HANGER METAL CREAM 14 +/- 3.5 4 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $260

436 1 SP50A-1 PIPE METAL CREAM 17 +/- 4.0 1 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $100

446 1 SP50A-1 WINDOW FRAME WOOD CREAM D 5.2 +/- 1.8 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $700

475 1 SP36&36A-1LIGHT FIXTURE METAL WHITE 2.7 +/- .9 96 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $9,600

481 1 SP36&36A-1ASBESTOS LINED PIPE METAL WHITE 6.4 +/- 1.8 621 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $62,100

482 1 SP36&36A-1HANGER METAL WHITE 4.6 +/- 1.6 49 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $3,185

490 1 SP35-1 BASE BOARD VINYL GRAY A 4.7 +/- 1.6 22 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $2,200

497 1 SP35-1 EXTERIOR DOOR FRAME METAL TAN D 3 +/- 1.3 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $700

ROOM SP19-1

ROOM SP48-1

ROOM SP47-1

ROOM SP50-1

ROOM SP36/36A-1

ROOM SP35-1

ROOM SP50A-1
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based paint 
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ROOM SP10-1
507 1 SP35-1 ELECTRICAL BOX METAL BLUE 5.4 +/- 1.9 2 INTACT

Abatement or Encapsulation of 
all Lead Based Paint $200

510 1 SP35-1 PIPE METAL WHITE 3.3 +/- 1.0 12 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,200

519 1 SP34-1 PIPE METAL WHITE B 5.6 +/- 1.9 29 POOR
Abatement or Encapsulation of 

all Lead Based Paint $2,900

529 1 SP34-1 ASBESTOS LINED PIPE METAL WHITE 15 +/- 5.5 220 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $22,000

531 1 SP34-1 HANGER METAL WHITE 8.1 +/- 2.2 6 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $390

553 1 SP29&29A-1LOCKER METAL ORANGE D 1.6 +/- .3 50 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $5,000

576 1 SP30&30A-1LOCKER METAL ORANGE D 1.2 +/- .1 50 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $5,000

607 1 SP24&24A-1PIPE METAL WHITE A 11 +/- 2.8 81 POOR
Abatement or Encapsulation of 

all Lead Based Paint $8,100

608 1 SP24&24A-1PIPE METAL GREEN 8.1 +/- 2.6 23 POOR
Abatement or Encapsulation of 

all Lead Based Paint $2,300

610 1 SP24&24A-1HANGER METAL WHITE 19 +/- 4.8 8 POOR
Abatement or Encapsulation of 

all Lead Based Paint $520

612 1 SP24&24A-1DUCT METAL WHITE 2.1 +/- .5 20 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $2,000

651 1 SP72-1 PIPE METAL BROWN B 5.1 +/- 1.8 142 POOR
Abatement or Encapsulation of 

all Lead Based Paint $14,200

662 1 SP72-1 BASE BOARD VINYL GRAY D 4.3 +/- 1.5 20 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $2,000

669 1 SP72-1 ASBESTOS LINED PIPE METAL RED 16 +/- 6 43 POOR
Abatement or Encapsulation of 

all Lead Based Paint $4,300

670 1 SP72-1 ASBESTOS LINED PIPE METAL GREEN 18 +/- 6.6 147 POOR
Abatement or Encapsulation of 

all Lead Based Paint $14,700

672 1 SP72-1 ASBESTOS LINED PIPE METAL ORANGE 15 +/- 5.4 31 POOR
Abatement or Encapsulation of 

all Lead Based Paint $3,100

676 1 SP72-1 HANGER METAL BROWN 25 +/- 8.5 5 POOR
Abatement or Encapsulation of 

all Lead Based Paint $325

677 1 SP72-1 HANGER METAL CREAM 26 +/- 8.3 10 POOR
Abatement or Encapsulation of 

all Lead Based Paint $650

678 1 SP72-1 HANGER METAL ORANGE 32 +/- 10 10 POOR
Abatement or Encapsulation of 

all Lead Based Paint $650

679 1 SP72-1 PIPE METAL ORANGE 1.8 +/- .4 64 POOR
Abatement or Encapsulation of 

all Lead Based Paint $6,400

1 SP72A-1 PIPE METAL BROWN 16 POOR
Abatement or Encapsulation of 

all Lead Based Paint $1,600

1 SP72A-1 ASBESTOS LINED PIPE METAL RED 47 POOR
Abatement or Encapsulation of 

all Lead Based Paint $4,700

1 SP72A-1 ASBESTOS LINED PIPE METAL GREEN 241 POOR
Abatement or Encapsulation of 

all Lead Based Paint $24,100

1 SP72A-1 PIPE METAL ORANGE 85 POOR
Abatement or Encapsulation of 

all Lead Based Paint $8,500

701 1 SP72A-1 PIPE METAL WHITE 10 +/- 3.2 21 POOR
Abatement or Encapsulation of 

all Lead Based Paint $2,100

ROOM SP34-1

ROOM SP29/29A-1

ROOM SP30/30A-1

ROOM SP24/24A-1

ROOM SP72-1

ROOM SP72A-1
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based paint 
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ROOM SP10-1
702 1 SP72A-1 RAILING METAL YELLOW 1.6 +/- .4 6 POOR

Abatement or Encapsulation of 
all Lead Based Paint $600

707 1 SP72A-1 PIPE METAL YELLOW 5.1 +/- 1.9 3 POOR
Abatement or Encapsulation of 

all Lead Based Paint $300

708 1 SP72A-1 HANGER METAL YELLOW 23 +/- 8.0 5 POOR
Abatement or Encapsulation of 

all Lead Based Paint $325

709 1 SP72A-1 INSULATED PIPE METAL YELLOW 1.4 +/- .2 189 POOR
Abatement or Encapsulation of 

all Lead Based Paint $18,900

710 1 SP72A-1 INSULATED PIPE METAL ORANGE 4.5 +/- 1.1 94 POOR
Abatement or Encapsulation of 

all Lead Based Paint $9,400

713 1 SP72A-1 CONDUIT METAL ORANGE 1.6 +/- .6 74 POOR
Abatement or Encapsulation of 

all Lead Based Paint $7,400

714 1 SP72A-1 HANGER METAL ORANGE 29 +/- 9.0 7 POOR
Abatement or Encapsulation of 

all Lead Based Paint $455

715 1 SP72A-1 PIPE METAL BLUE 18 +/- 7.0 8 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $800

721 1 SP46-1 WINDOW FRAME WOOD WHITE A 4.8 +/- 1.8 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $700

722 1 SP46-1 WINDOW SILL WOOD WHITE A 4.2 +/- 1.3 2 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $200

728 1 SP46-1 EXTERIOR DOOR FRAME METAL GRAY C 3.0 +/- 1.3 15 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,500

736 1 SP46-1 ASBESTOS LINED PIPE METAL WHITE 16 +/- 3.8 198 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $19,800

737 1 SP46-1 HANGER METAL WHITE 6.1 +/- 1.8 21 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,365

743 1 SP45-1 WINDOW FRAME WOOD WHITE A 5.2 +/- 1.8 14 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,400

744 1 SP45-1 WINDOW SILL WOOD WHITE A 5.7 +/- 2.3 4 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $400

747 1 SP45-1 COLUMN CONCRETE GRAY A 1.1 +/- .3 30 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $3,000

754 1 SP45-1 CABINETS METAL YELLOW C 2.4 +/- .5 150 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $15,000

764 1 SP45-1 PANEL METAL WHITE A 2.5 +/- .9 29 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $2,900

765 1 SP45-1 PIPE METAL YELLOW 5.1 +/- 1.8 66 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $6,600

766 1 SP45-1 HANGER METAL YELLOW 13 +/- 6.2 12 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $780

767 1 SP45-1 ASBESTOS LINED PIPE METAL YELLOW 16 +/- 6.1 208 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $20,800

770 1 SP45-1 CONDUIT METAL YELLOW 5.4 +/- 1.8 20 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $2,000

776 1 SP44-1 WINDOW FRAME WOOD WHITE A 3.1 +/- .9 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $700

777 1 SP44-1 WINDOW SILL WOOD WHITE A 7.4 +/- 2.9 2 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $200

780 1 SP44-1 EXTERIOR DOOR FRAME METAL CREAM B 1.9 +/- .5 15 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,500

790 1 SP44-1 PIPE METAL WHITE 12 +/- 5.2 79 POOR
Abatement or Encapsulation of 

all Lead Based Paint $7,900

793 1 SP44-1 WINDOW FRAME WOOD PINK C 2.9 +/- .9 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $700

794 1 SP44-1 WINDOW SILL WOOD PINK C 5.3 +/- 1.7 2 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $200

ROOM SP46-1

ROOM SP45-1

ROOM SP44-1
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Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

Cost Estimate for lead-
based paint 

abatement/paint stablization

ROOM SP10-1
798 1 SP44-1 WINDOW FRAME WOOD CREAM D 6.3 +/- 1.6 21 INTACT

Abatement or Encapsulation of 
all Lead Based Paint $2,100

799 1 SP44-1 WINDOW SILL WOOD CREAM D 5.7 +/- 1.8 6 POOR
Abatement or Encapsulation of 

all Lead Based Paint $600

801 1 SP44-1 PIPE METAL RED 5.1 +/- 1.7 99 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $9,900

806 1 SP44-1 ASBESTOS LINED PIPE METAL ORANGE 11 +/- 4.9 286 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $28,600

809 1 SP44-1 ASBESTOS LINED PIPE METAL GREEN 12 +/- 4.8 12 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,200

811 1 SP44-1 ASBESTOS LINED PIPE METAL RED 5.1 +/- 1.6 43 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $4,300

814 1 SP44-1 HANGER METAL CREAM 27 +/- 8.5 17 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,105

855 1 SP42-1 EXTERIOR DOOR FRAME METAL WHITE A 2.5 +/- 1.1 15 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,500

865 1 SP42-1 INTERIOR DOOR FRAME METAL BLUE B 1.5 +/- .7 30 POOR
Abatement or Encapsulation of 

all Lead Based Paint $3,000

869 1 SP42-1 WINDOW FRAME WOOD BLUE C 4.8 +/- 1.7 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $700

878 1 SP42-1 ASBESTOS LINED PIPE METAL WHITE 21 +/- 6.5 90 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $9,000

879 1 SP42-1 HANGER METAL WHITE 22 +/- 7.2 12 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,200

883 1 SP42-1 ASBESTOS LINED PIPE METAL CREAM 11 +/- 4.5 290 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $29,000

884 1 SP42-1 HANGER METAL CREAM 5.1 +/- 1.5 9 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $585

887 1 SP42-1 PIPE METAL CREAM 6.4 +/- 1.8 17 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,700

893 1 SP42B-1 PIPE METAL WHITE 10 +/- 2.4 17 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,700

894 1 SP42B-1 HANGER METAL WHITE 10 +/- 2.5 6 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $390

907 1 SP42B-1 DOOR FRAME METAL WHITE D 6.4 +/- 2.1 15 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,500

913 1 SP42A-1 DOOR FRAME METAL WHITE D 2.6 +/- 1.2 15 POOR
Abatement or Encapsulation of 

all Lead Based Paint $1,500

920 1 SP42A-1 HANGER METAL WHITE 12 +/- 4.8 6 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $390

1 SP42A-1 ASBESTOS LINED PIPE METAL WHITE 99 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $9,900

1 SP42A-1 PIPE METAL WHITE 43 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $4,300

932 1 SP42C-1 WINDOW SILL WOOD WHITE C 12 +/- 3.4 2 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $200

933 1 SP42C-1 WINDOW FRAME WOOD BLUE C 7 +/- 2.8 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $700

935 1 SP42C-1 DOOR METAL BLUE D 4.2 +/- 1.3 20 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $2,000

941 1 SP42C-1 FIBERGLASS INSULATED PIPE METAL ORANGE 2.4 +/- .7 29 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $2,900

943 1 SP42C-1 HANGER METAL WHITE 2.7 +/- .7 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $455

ROOM SP42-1

ROOM SP42B-1

ROOM SP42A-1

ROOM SP42C-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

Cost Estimate for lead-
based paint 

abatement/paint stablization

ROOM SP10-1
1 SP42C-1 PIPE METAL WHITE 8 INTACT

Abatement or Encapsulation of 
all Lead Based Paint $800

1 SP42C-1 ASBESTOS LINED PIPE METAL WHITE 43 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $4,300

946 1 SP43-1 DOOR FRAME METAL BROWN A 2 +/- .9 15 POOR
Abatement or Encapsulation of 

all Lead Based Paint $1,500

950 1 SP43-1 WINDOW FRAME WOOD BLUE C 7.4 +/- 2.9 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $700

951 1 SP43-1 WINDOW SILL WOOD BLUE C 7 +/- 2.7 2 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $200

958 1 SP43-1 ASBESTOS LINED PIPE METAL WHITE 17 +/- 6.3 173 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $17,300

959 1 SP43-1 HANGER METAL WHITE 14 +/- 5.7 6 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $390

960 1 SP43-1 PIPE METAL WHITE 14 +/- 5.5 8 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $800

984 1 SP54-1 CONDUIT METAL ORANGE 1.7 +/- .6 29 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $2,900

986 1 SP54-1 ASBESTOS LINED PIPE METAL WHITE 17 +/- 6.6 227 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $22,700

989 1 SP54-1 PIPE METAL CREAM 5.1 +/- 1.6 8 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $800

990 1 SP54-1 HANGER METAL CREAM 5.1 +/- 1.5 14 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $910

1008 1 SP55&55A-1PANEL METAL WHITE 13 +/- 5.8 47 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $4,700

1009 1 SP55&55A-1HANGER METAL WHITE 14 +/- 6.1 10 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $650

1014 1 SP16-1 BASE BOARD VINYL BLACK A 4.0 +/- 1.3 41 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $4,100

1025 1 SP16-1 ASBESTOS LINED PIPE METAL WHITE 13 +/- 5.9 27 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $2,700

1032 1 SP16-1 PIPE METAL ORANGE 5.1 +/- 1.7 20 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $2,000

1033 1 SP16-1 PIPE METAL WHITE 2.0 +/- .5 29 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $2,900

1034 1 SP16-1 HANGER METAL ORANGE 3.2 +/- .9 13 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $845

1040 1 SPSWITCHGEAR-1EXTERIOR DOOR FRAME METAL WHITE A 3 +/- 1.2 15 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,500

1046 1 SPSWITCHGEAR-1CONDUIT METAL ORANGE 2.3 +/- 1.0 1413 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $141,300

1047 1 SPSWITCHGEAR-1ASBESTOS LINED PIPE METAL YELLOW 7.6 +/- 1.9 167 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $16,700

1048 1 SPSWITCHGEAR-1ASBESTOS LINED PIPE METAL ORANGE 19 +/- 6.6 57 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $5,700

1050 1 SPSWITCHGEAR-1DUCT METAL ORANGE 1.4 +/- .2 120 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $12,000

1052 1 SPSWITCHGEAR-1PIPE METAL WHITE 16 +/- 6.0 104 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $10,400

1055 1 SPSWITCHGEAR-1HANGER METAL CREAM 22 +/- 7.8 10 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $650

ROOM SP43-1

ROOM SP54-1

ROOM SP55/55A-1

ROOM SP16-1

ROOM SPSWITCHGEAR-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

Cost Estimate for lead-
based paint 

abatement/paint stablization

ROOM SP10-1
1 SPSWITCHGEAR-1ASBESTOS LINED PIPE METAL GREEN 62 INTACT

Abatement or Encapsulation of 
all Lead Based Paint $6,200

1063 1 SP12A-1 PIPE METAL CREAM 12 +/- 2.6 47 POOR
Abatement or Encapsulation of 

all Lead Based Paint $4,700

1064 1 SP12A-1 HANGER METAL CREAM 14 +/- 4.2 9 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $585

1075 1 SP12-1 CONDUIT METAL ORANGE B 1.3 +/- .2 52 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $5,200

1076 1 SP12-1 ELECTRICAL BOX METAL ORANGE B 3.0 +/- 1.0 10 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,000

1081 1 SP12-1 PIPE METAL WHITE 8.2 +/- 2.0 234 POOR
Abatement or Encapsulation of 

all Lead Based Paint $23,400

1082 1 SP12-1 HANGER METAL WHITE 5.1 +/- 1.8 39 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $2,535

1087 1 SP12-1 EXTERIOR DOOR FRAME METAL WHITE D 2.6 +/- .7 15 POOR
Abatement or Encapsulation of 

all Lead Based Paint $1,500

1094 1 SP12-1 BRACKET METAL GRAY 2.4 +/- .8 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $500

1095 1 SP12-1 PIPE METAL GRAY 3 +/- .9 32 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $3,200

1096 1 SP12-1 HANGER METAL GRAY 5.1 +/- 1.6 42 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $2,730

1098 1 SP12-1 CONDUIT METAL GRAY 3.7 +/- 1.3 125 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $12,500

1099 1 SP12-1 ELECTRICAL BOX METAL GRAY 4.4 +/- 1.7 15 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,500

1100 1 SP12-1 ELECTRICAL BOX METAL WHITE 5.1 +/- 1.2 25 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $2,500

1103 1 SP12-1 CONFINED SPACE PANEL FRAME METAL WHITE D 6.4 +/- 2.4 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $300

1107 1 SP12B-1 PIPE METAL GRAY 15 +/- 6 95 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $9,500

1108 1 SP12B-1 HANGER METAL GRAY 30 +/- 9.4 15 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $975

1109 1 SP12B-1 COLUMN CONCRETE BLACK B 1.3 +/- .5 15 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,500

1111 1 SP12C-1 COLUMN CONCRETE BLACK 1.1 +/- .1 40 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $4,000

1112 1 SP12C-1 PIPE METAL GRAY 5.1 +/- 1.0 95 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $9,500

1113 1 SP12C-1 HANGER METAL GRAY 23 +/- 7.2 27 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,755

1126 1 SP70-1 DOOR FRAME METAL GRAY C 5.5 +/- 1.9 15 POOR
Abatement or Encapsulation of 

all Lead Based Paint $1,500

1130 1 SP70-1 ASBESTOS LINED PIPE METAL CREAM 21 +/- 6.6 22 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $2,200

1131 1 SP70-1 PIPE METAL GRAY 3.6 +/- 1.2 64 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $6,400

1134 1 SP70-1 HANGER METAL ORANGE 21 +/- 7.5 2 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $130

1135 1 SP70-1 HANGER METAL GRAY 4.5 +/- 1.7 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $195

ROOM SP12A-1

ROOM SP12-1

ROOM SP12B-1

ROOM SP12C-1

ROOM SP70-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

Cost Estimate for lead-
based paint 

abatement/paint stablization

ROOM SP10-1
1137 1 SP70-1 DUCT METAL CREAM 2.3 +/- .8 40 INTACT

Abatement or Encapsulation of 
all Lead Based Paint $4,000

1139 1 SP70-1 BASE BOARD CERAMIC TILE PEACH D 13 +/- 2.8 13 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,300

1143 1 SP74&75-1 PIPE METAL GRAY 5.1 +/- 1.6 32 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $3,200

1144 1 SP74&75-1 EXTERIOR DOOR FRAME METAL GRAY C 1.7 +/- .4 30 POOR
Abatement or Encapsulation of 

all Lead Based Paint $3,000

1149 1 SP74&75-1 ASBESTOS LINED PIPE METAL WHITE 11 +/- 5.1 32 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $3,200

1150 1 SP74&75-1 CONDUIT METAL WHITE 2.8 +/- 1.0 18 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,800

1151 1 SP74&75-1 BRACKET METAL WHITE 2.7 +/- 1.5 1 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $100

1152 1 SP74&75-1 CONDUIT METAL GRAY 5.6 +/- 1.9 87 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $8,700

1154 1 SP74&75-1 HANGER METAL CREAM 7.3 +/- 1.8 14 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $910

1160 1 SP68-1 DOOR FRAME METAL TAN C 7.9 +/- 2.5 15 POOR
Abatement or Encapsulation of 

all Lead Based Paint $1,500

1166 1 SP68-1 HANGER METAL CREAM 19 +/- 7 12 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $780

1168 1 SP68-1 ASBESTOS LINED PIPE METAL CREAM 24 +/- 7.2 79 POOR
Abatement or Encapsulation of 

all Lead Based Paint $7,900

1169 1 SP68-1 PIPE METAL BROWN 5.1 +/- 2.0 40 POOR
Abatement or Encapsulation of 

all Lead Based Paint $4,000

1170 1 SP68-1 DUCT METAL CREAM 5.1 +/- 1.6 70 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $7,000

1171 1 SP68-1 CONDUIT METAL ORANGE 2.8 +/- .8 14 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,400

1172 1 SP68-1 CONDUIT METAL WHITE 13 +/- 5.9 11 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,100

1176 1 SP68-1 PIPE METAL CREAM 18 +/- 7.1 4 POOR
Abatement or Encapsulation of 

all Lead Based Paint $400

1180 1 SPHCBB-1 PIPE METAL CREAM 3.7 +/- 1.1 11 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,100

1181 1 SPHCBB-1 CONDUIT METAL CREAM 2.2 +/- .8 12 POOR
Abatement or Encapsulation of 

all Lead Based Paint $1,200

1182 1 SPHCBB-1 ASBESTOS LINED PIPE METAL CREAM 10 +/- 4.1 12 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,200

1190 1 SPHCBB-1 DOOR FRAME METAL WHITE C 2.2 +/- .5 15 POOR
Abatement or Encapsulation of 

all Lead Based Paint $1,500

20 1 SP56-1 HANGER METAL ORANGE 9.9 +/- 4.3 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $195

21 1 SP56-1 PIPE CONNECTOR METAL ORANGE 7.5 +/- 2.2 2 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $200

22 1 SP56-1 VALVE METAL GREEN 5.1 +/- 2.0 1 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $100

26 1 SP56-1 HANGER METAL GREEN 6.9 +/- 2.0 6 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $390

27 1 SP56-1 PIPE METAL GREEN 5.1 +/- 1.8 27 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $2,700

28 1 SP56-1 PIPE METAL RED 3.7 +/- 1.3 4 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $400

ROOM SP74/75-1

ROOM SP68-1

ROOM SPHCBB-1

ROOM SP56-1
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Number

Building 
Number
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Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

Cost Estimate for lead-
based paint 

abatement/paint stablization

ROOM SP10-1

31 1 SP55A-1 PIPE METAL WHITE 5.1 +/- 1.8 4 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $400

40 1 SP73-1 DOOR FRAME METAL WHITE C 1.5 +/- .3 7 POOR
Abatement or Encapsulation of 

all Lead Based Paint $700

50 1 SP21-1 ASBESTOS LINED PIPE METAL WHITE 13 +/- 5.1 210 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $21,000

51 1 SP21-1 PIPE METAL WHITE 9.1 +/- 2.7 40 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $4,000

57 1 SP21-1 WINDOW FRAME WOOD WHITE B 2.9 +/- .8 10 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,000

58 1 SP21-1 WINDOW SILL WOOD WHITE B 9.0 +/- 3.1 6 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $600

62 1 SP21-1 DOOR FRAME METAL WHITE D 3.2 +/- 1.3 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $700

64 1 SP21-1 HANGER METAL WHITE 25 +/- 8.2 16 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,040

65 1 SP21-1 PANEL FRAME WOOD WHITE A 15 +/- 6.2 16 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,600

75 1 SP40-1 PIPE METAL CREAM C 20 +/- 7.2 14 POOR
Abatement or Encapsulation of 

all Lead Based Paint $1,400

82 1 SP40-1 ASBESTOS LINED PIPE METAL WHITE 15 +/- 5.2 171 POOR
Abatement or Encapsulation of 

all Lead Based Paint $17,100

83 1 SP40-1 HANGER METAL WHITE 13 +/- 5.3 12 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $780

84 1 SP40-1 PIPE METAL WHITE 27 +/- 7.9 16 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,600

91 1 SP27A-1 DOOR FRAME METAL PEACH A 1.3 +/- .2 7 POOR
Abatement or Encapsulation of 

all Lead Based Paint $700

94 1 SP27A-1 ASBESTOS LINED PIPE METAL GRAY 5.1 +/- 1.5 131 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $13,100

95 1 SP27A-1 HANGER METAL GRAY 5.1 +/- 1.6 14 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $910

98 1 SP27A-1 PIPE METAL GRAY 5.6 +/- 2.2 26 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $2,600

SP27-1 PIPE METAL GRAY 13 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,300

SP27-1 ASBESTOS LINED PIPE METAL GRAY 11 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,100

107 1 SP27-1 DOOR FRAME METAL PEACH C 1.8 +/- .3 7 POOR
Abatement or Encapsulation of 

all Lead Based Paint $700

111 1 SP27-1 CONDUIT METAL GRAY 5.1 +/- 1.7 21 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $2,100

115 1 SP26-1 INTERIOR DOOR FRAME METAL GRAY A 2.9 +/- .8 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $700

118 1 SP26-1 BRACKET METAL WHITE A 15 +/- 6.1 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $300

129 1 SP26-1 ASBESTOS LINED PIPE METAL WHITE 4.2 +/- 1.4 112 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $11,200

ROOM SP55/55A-1

ROOM SP73-1

ROOM SP21-1

ROOM SP40-1

ROOM SP27A-1

ROOM SP27-1

ROOM SP26-1
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XRF 
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Number

Building 
Number

Room 
Number Building Component Substrate Color
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Lead 
Results 

(mg/cm2)

Quantity - 
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(sq. ft. ) Damage Abatement options

Cost Estimate for lead-
based paint 

abatement/paint stablization

ROOM SP10-1
131 1 SP26-1 PIPE METAL GRAY 6.4 +/- 2.4 53 POOR

Abatement or Encapsulation of 
all Lead Based Paint $5,300

132 1 SP26-1 HANGER METAL GRAY 25 +/- 7.6 15 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $975

133 1 SP26-1 PIPE METAL ORANGE 5.1 +/- 2.0 10 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,000

135 1 SP26A-1 ASBESTOS LINED PIPE METAL GRAY 13 +/- 5.7 168 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $16,800

136 1 SP26A-1 HANGER METAL GRAY 32 +/- 9.5 47 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $3,055

137 1 SP26A-1 PIPE METAL GRAY 7.2 +/- 2.1 126 POOR
Abatement or Encapsulation of 

all Lead Based Paint $12,600

138 1 SP26A-1 CONDUIT METAL ORANGE 4.9 +/- 1.7 28 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $2,800

139 1 SP26A-1 BRACKET METAL GRAY 2.0 +/- 1.1 2 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $200

146 1 SP26A-1 INTERIOR DOOR FRAME METAL BROWN C 2.2 +/- .4 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $700

158 1 SPCOR27-1ASBESTOS LINED PIPE METAL GRAY 6.8 +/- 1.6 69 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $6,900

170 1 SPCOR27-1PIPE METAL GRAY 5.1 +/- 1.9 48 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $4,800

171 1 SPCOR27-1HANGER METAL GRAY 5.1 +/- 1.8 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $325

189 1 SP5C-1 WINDOW FRAME WOOD WHITE D 8.3 +/- 2.8 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $500

195 1 SP5C-1 PIPE METAL GRAY 13 +/- 5.9 55 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $5,500

197 1 SP5C-1 HANGER METAL GRAY 5.1 +/- 1.6 10 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $650

199 1 SP5C-1 ASBESTOS LINED PIPE METAL GRAY 11 +/- 5.0 40 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $4,000

216 1 SP5A-1 PIPE METAL GRAY 20 +/- 6.8 69 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $6,900

217 1 SP5A-1 HANGER METAL GRAY 19 +/- 7.5 15 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $975

218 1 SP5A-1 ASBESTOS LINED PIPE METAL GRAY 18 +/- 6.6 171 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $17,100

224 1 SP2-1 WINDOW FRAME WOOD BLUE A 5.2 +/- 1.9 10 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,000

225 1 SP2-1 WINDOW SILL WOOD BLUE A 6.6 +/- 2.6 6 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $600

229 1 SP2-1 ASBESTOS LINED PIPE METAL BLUE B 17 +/- 4.2 21 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $2,100

247 SP2-1 ASBESTOS LINED PIPE METAL GRAY 21 +/- 7.1 144 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $14,400

248 SP2-1 PIPE METAL GRAY 20 +/- 6.0 105 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $10,500

249 SP2-1 HANGER METAL GRAY 7.5 +/- 2.7 17 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,105

ROOM SP26A-1

ROOM SPCOR27-1

ROOM SP5C-1

ROOM SP5A-1

ROOM SP2-1
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based paint 

abatement/paint stablization

ROOM SP10-1

258 SP9-1 CONDUIT METAL WHITE 2.3 +/- .7 37 POOR
Abatement or Encapsulation of 

all Lead Based Paint $3,700

259 SP9-1 BRACKET METAL WHITE 2.2 +/- .8 1 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $100

262 SP9-1 ELECTRICAL BOX METAL WHITE 13 +/- 5.8 15 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,500

263 SP9-1 DUCTWORK METAL WHITE 13 +/- 5.8 50 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $5,000

264 SP9-1 HANGER METAL WHITE 7.4 +/- 2.0 4 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $260

273 SP9-1 DOOR FRAME METAL GRAY C 1.5 +/- .3 7 POOR
Abatement or Encapsulation of 

all Lead Based Paint $700

275 SP9-1 PIPE METAL CREAM 17 +/- 6.2 4 POOR
Abatement or Encapsulation of 

all Lead Based Paint $400

286 SP17-1 BASEBOARD VINYL BLACK D 4.8 +/- 1.6 19 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,900

301 SP76-1 WALL DECORATIVE CERAMIC TILE YELLOW B 2.5 +/- 1.0 10 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,000

304 SP76-1 WALL CERAMIC TILE YELLOW D 4.4 +/- 1.6 220 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $22,000

305 SP76-1 FLOOR CERAMIC TILE BROWN 1.3 +/- .5 230 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $23,000

308 SP76-1 WALL PLASTER WHITE A 6.1 +/- 1.9 160 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $16,000

320 SP76-1 PIPE METAL GRAY 13 +/- 6.0 11 POOR
Abatement or Encapsulation of 

all Lead Based Paint $1,100

321 SP76-1 HANGER METAL GRAY 17 +/- 6.8 27 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,755

323 SP76-1 ELECTRICAL BOX METAL CREAM 3.3 +/- .7 15 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,500

330 SP76-1 CONDUIT METAL CREAM 1.9 +/- .7 100 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $10,000

338 SP15-1 WALL PLASTER WHITE C 2.8 +/- 1.0 400 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $40,000

343 SP15-1 INTERIOR DOOR FRAME METAL WHITE B 3.4 +/- 1.4 14 POOR
Abatement or Encapsulation of 

all Lead Based Paint $1,400

345 SP15-1 RADIATOR METAL TAN C 2.3 +/- .8 20 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $2,000

354 SP15-1 HANGER METAL BROWN 28 +/- 9.1 21 POOR
Abatement or Encapsulation of 

all Lead Based Paint $1,365

355 SP15-1 PIPE METAL BROWN 11 +/- 2.4 131 POOR
Abatement or Encapsulation of 

all Lead Based Paint $13,100

358 SP15-1 BASEBOARD CERAMIC TILE PINK A 11 +/- 2.7 43 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $4,300

363 SP15-1 PIPE METAL WHITE 7.2 +/- 1.6 53 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $5,300

364 SP15-1 HANGER METAL WHITE 9.2 +/- 3.6 9 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $585

1024 SPBSMTCOR1-1DOOR FRAME METAL WHITE B 2.6 +/- .6 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $700

1027 SPBSMTCOR1-1PIPE CONNECTOR METAL ORANGE 1.4 +/- .3 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $500

ROOM SP9-1

ROOM SP17-1

ROOM SP76-1

ROOM SP15-1

ROOM SPBSMTCOR1-1
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based paint 
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ROOM SP10-1
1032 SPBSMTCOR1-1CONDUIT METAL CREAM 21 +/- 1.7 587 INTACT

Abatement or Encapsulation of 
all Lead Based Paint $58,700

1033 SPBSMTCOR1-1CONDUIT METAL ORANGE 7.4 +/- 1.1 6885 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $688,500

1035 SPBSMTCOR1-1WALL DIVIDER METAL CREAM C 2.2 +/- .9 24 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $2,400

1036 SPBSMTCOR1-1DOOR FRAME METAL PINK C 2.1 +/- .3 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $700

1046 SPBSMTCOR1-1BRACKET METAL CREAM 22 +/- 8.2 52 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $5,200

1047 SPBSMTCOR1-1PIPE METAL GRAY 5.1 +/- 1.0 20 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $2,000

1048 SPBSMTCOR1-1ELECTRICAL BOX METAL ORANGE 2.8 +/- .6 300 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $30,000

1049 SPBSMTCOR1-1WALL CERAMIC TILE PEACH A 1.0 +/- .2 35 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $3,500

1057 SPBSMTCOR1-1PIPE METAL WHITE 17 +/- 7 9 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $900

1060 SPBSMTCOR1-1ELECTRICAL BOX METAL GRAY 5.1 +/- 1.7 20 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $2,000

1061 SPBSMTCOR1-1CONDUIT METAL GRAY 7.8 +/- 2.4 549 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $54,900

1064 SPBSMTCOR1-1FIBERGLASS PIPE METAL RED 1.8 +/- .4 138 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $13,800

1065 SPBSMTCOR1-1BRACKET METAL CREAM 3.3 +/- .7 33 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $3,300

1067 SPBSMTCOR1-1HANGER METAL CREAM 23 +/- 7.7 12 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $780

1068 SPBSMTCOR1-1DOOR FRAME METAL DARK GRAY D 2.2 +/- .8 10 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,000

1081 SPBSMTCOR1-1ASBESTOS LINED PIPE METAL YELLOW 16 +/- 2.7 870 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $87,000

1082 SPBSMTCOR1-1PIPE METAL YELLOW 11 +/- 2.8 545 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $54,500

1083 SPBSMTCOR1-1HANGER METAL YELLOW 16 +/- 6.9 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $195

1090 SPBSMTCOR1-1DOOR WOOD GRAY D 4.4 +/- 1.4 20 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $2,000

1113 SPB6-1 PIPE METAL ORANGE 13 +/- 2.9 2 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $200

1131 SPBSMTCOR2-1CONDUIT METAL YELLOW 13 +/- 3.6 68 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $6,800

1132 SPBSMTCOR2-1CONDUIT METAL CREAM 2.4 +/- .6 42 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $4,200

1133 SPBSMTCOR2-1CONDUIT METAL ORANGE 5.1 +/- 2.0 155 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $15,500

1143 SPSTAIR3-1STAIR TREAD/RISER METAL WHITE 4.4 +/- 1.6 684 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $68,400

1148 SPSTAIR3-1STAIR STRINGER METAL GRAY B 5.8 +/- 2.2 134 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $13,400

1149 SPSTAIR3-1BALUSTER METAL GRAY B 10 +/- 2.2 109 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $10,900

1150 SPSTAIR3-1NEWEL POST METAL GRAY B 5.7 +/- 1.9 65 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $6,500

1151 SPSTAIR3-1STAIR RISER METAL GRAY C 1.4 +/- .5 216 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $21,600

ROOM SPSTAIR3-1

ROOM SPB6-1

ROOM SPBSMTCOR2-1
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Cost Estimate for lead-
based paint 
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ROOM SP10-1
1152 SPSTAIR3-1BASEBOARD WOOD GRAY A 1.8 +/- .6 34 INTACT

Abatement or Encapsulation of 
all Lead Based Paint $3,400

1153 SPSTAIR3-1STAIR STRINGER WOOD GRAY B 7.4 +/- 2.3 38 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $3,800

1155 SPSTAIR3-1STAIR RAILING HOLDER METAL WHITE B 3.0 +/- 1.3 33 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $3,300

1157 SPSTAIR3-1DOOR FRAME METAL WHITE A 4.9 +/- 1.9 40 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $4,000

1160 SPSTAIR3-1CEILING DECK/FLOOR METAL WHITE 3.4 +/- 1.1 216 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $21,600

1417 SPBSMTSTR1-1STAIR RISER METAL GRAY C 1.1 +/- .2 44 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $4,400

1418 SPBSMTSTR1-1STAIR STRINGER METAL GRAY B 5.1 +/- 1.8 15 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,500

1419 SPBSMTSTR1-1HANDRAIL SUPPORT METAL WHITE B 2.0 +/- .8 8 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $800

1421 SPBSMTSTR1-1STAIR TREAD/RISER METAL WHITE 4.2 +/- 1.4 50 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $5,000

227 SPSTAIR2-1DOOR FRAME METAL GRAY B 2.1 +/- .9 48 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $4,800

230 SPSTAIR2-1STAIR STRINGER METAL GRAY B 4.4 +/- 1.6 134 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $13,400

231 SPSTAIR2-1STAIR STRINGER WOOD GRAY B 5.1 +/- 2.0 38 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $3,800

232 SPSTAIR2-1NEWEL POST METAL GRAY B 5.8 +/- 2.1 65 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $6,500

233 SPSTAIR2-1BALLUSTER METAL GRAY B 7.1 +/- 2.4 109 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $10,900

234 SPSTAIR2-1STAIR RISER METAL GRAY C 3.1 +/- 1.2 216 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $21,600

235 SPSTAIR2-1BASEBOARD WOOD GRAY C 1.5 +/- .3 34 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $3,400

239 SPSTAIR2-1CEILING METAL WHITE 4.2 +/- 1.9 216 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $21,600

240 SPSTAIR2-1HANGER METAL WHITE D 16 +/- 2.0 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $455

241 SPSTAIR2-1ASBESTOS LINED PIPE METAL GRAY D 18 +/- 2.3 38 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $3,800

242 SPSTAIR2-1STAIR TREAD/RISER METAL WHITE C 3.1 +/- 1.0 384 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $38,400

247 SPSTAIR2-1WINDOW SILL WOOD WHITE D 7.6 +/- 2.7 12 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,200

248 SPSTAIR2-1HANDRAIL SUPPORT METAL WHITE D 1.6 +/- .7 28 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $2,800

476 SPFCBA-1 DOOR FRAME METAL CREAM A 1.6 +/- .3 4 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $400

477 SPFCBA-1 DOOR FRAME METAL PINK A 2.1 +/- .7 4 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $400

667 SPFCBB-1 DOOR FRAME METAL WHITE B 2.6 +/- 1.1 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $700

668 SPFCBB-1 DOOR WOOD WHITE B 5.1 +/- 1.2 20 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $2,000

673 SPFCBB-1 VALVE METAL RED 3.6 +/- 1.9 1 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $100

ROOM SPSTAIR2-1

ROOM SPFCBB-1

ROOM SPFCBD-1

ROOM SPFCBA-1

ROOM SPBSMTSTR1-1
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ROOM SP10-1676 SPFCBD-1 DOOR FRAME METAL WHITE A 4.3 +/- 1.6 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $700

720 SPSTAIR4-1WINDOW FRAME WOOD WHITE A 4.3 +/- 1.3 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $500

721 SPSTAIR4-1WINDOW SILL WOOD WHITE A 5.8 +/- 1.8 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $300

722 SPSTAIR4-1DOOR FRAME METAL WHITE B 2.7 +/- 1.1 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $700

728 SPSTAIR4-1NEWEL POST METAL GRAY 5.2 +/- 2.0 54 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $5,400

729 SPSTAIR4-1BALLUSTER METAL GRAY 7.8 +/- 2.4 91 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $9,100

730 SPSTAIR4-1STAIR RISER METAL GRAY 3.3 +/- 1.3 180 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $18,000

731 SPSTAIR4-1HANDRAIL SUPPORT METAL WHITE 2.9 +/- 1.2 24 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $2,400

732 SPSTAIR4-1STAIR STRINGER WOOD WHITE 5.1 +/- 1.3 32 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $3,200

734 SPSTAIR4-1STAIR TREAD/RISER METAL WHITE 5.1 +/- 1.5 319 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $31,900

735 SPSTAIR4-1STAIR STRINGER METAL WHITE 6.9 +/- 5.0 112 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $11,200

736 SPSTAIR4-1BASEBOARD WOOD GRAY D 6.8 +/- 2.3 29 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $2,900

1102 SPCCBB-1 DOOR FRAME METAL GRAY B 1.9 +/- .4 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $700

1116 SPCCBD-1 PIPE METAL WHITE 29 +/- 9.4 20 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $2,000

1119 SPCCBD-1 BEAM METAL BLUE 6.5 +/- 2.2 10 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,000

1134 SPCCBC-1 PIPE METAL BROWN 9.5 +/- 2.5 13 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,300

1135 SPCCBC-1 HANGER METAL ORANGE 12 +/- 2.6 2 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $130

1136 SPCCBC-1 ASBESTOS INSULATED PIPE METAL WHITE 12 +/- 2.4 28 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $2,800

1149 SPCCB-1 DOOR FRAME METAL WHITE C 2.1 +/- .8 8 POOR
Abatement or Encapsulation of 

all Lead Based Paint $800

1156 SPCCB-1 CONDUIT METAL CREAM 5.1 +/- 1.7 236 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $23,600

1159 SPECBB-1 DOOR FRAME METAL GRAY A 6.6 +/- 2.1 7 POOR
Abatement or Encapsulation of 

all Lead Based Paint $700

1166 SPECBB-1 TELEPHONE BOX METAL CREAM D 5.1 +/- 2.0 10 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,000

1170 SPECBB-1 ELECTRICAL BOX METAL ORANGE 1.0 +/- .1 8 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $800

1171 SPECBB-1 BRACKET METAL CREAM 5.1 +/- 2.0 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $300

ROOM SPSTAIR4-1

ROOM SPCCBB-1

ROOM SPCCBD-1

ROOM SPCCBC-1

ROOM SPCCB-1

ROOM SPECBB-1

ROOM SPECBD-1
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based paint 
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ROOM SP10-1
1174 SPECBD-1 DOOR FRAME METAL CREAM A 2.5 +/- .6 7 POOR

Abatement or Encapsulation of 
all Lead Based Paint $700

5 SP71CS-1 PIPE METAL WHITE 2.8 +/- .9 75 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $7,500

6 SP71CS-1 HANGER METAL WHITE 3.2 +/- 1.0 8 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $520

Subtotal estimate for basement $3,193,160

ROOM SP71CS-1(CONFINED SPACE)



ALEDA E. LUTZ
DEPARTMENT OF VETERANS AFFAIRS MEDICAL CENTER

BUILDING 1
COST ESTIMATE FOR LEAD-BASED PAINT ABATEMENT / PAINT STABLIZATION

Page 19 of 84

XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

Cost Estimate for lead-based 
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1102 SP179-1 WINDOW FRAME WOOD WHITE A 11 +/- 3.3 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $500

1103 SP179-1 WINDOW SILL WOOD WHITE A 3.9 +/- 1.2 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $300

1114 SP179-1 HANGER METAL ORANGE 2.8 +/- 1.0 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $325

1140 SP169-1 HANGER METAL ORANGE 5.1 +/- 1.6 10 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $650

1147 SP170-1 WINDOW FRAME WOOD WHITE C 5.5 +/- 1.7 10 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,000

1148 SP170-1 WINDOW SILL WOOD WHITE C 4.9 +/- 1.7 6 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $600

1155 SP170-1 HANGER METAL ORANGE 4.5 +/- 1.6 4 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $260

1163 SP171-1 WINDOW FRAME WOOD WHITE C 11 +/- 3.1 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $500

1164 SP171-1 WINDOW SILL WOOD WHITE C 1.0 +/- .5 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $300

1171 SP171-1 HANGER METAL ORANGE 4.4 +/- 1.5 11 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $715

1180 SP172-1 WINDOW FRAME WOOD WHITE C 9.5 +/- 3.1 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $500

1194 SP173-1 WINDOW FRAME WOOD WHITE C 3.2 +/- 1.1 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $500

1195 SP173-1 WINDOW SILL WOOD WHITE C 3.3 +/- 1.1 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $300

1209 SP174-1 WINDOW FRAME WOOD WHITE C 10 +/- 3.2 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $500

1210 SP174-1 WINDOW SILL WOOD WHITE C 5.1 +/- 1.7 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $300

1459 SP180-1 WINDOW FRAME WOOD WHITE A 5.8 +/- 1.7 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $500

1460 SP180-1 WINDOW SILL WOOD WHITE A 3.9 +/- 1.4 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $300

1481 SP175-1 WINDOW FRAME WOOD WHITE C 10 +/- 3.2 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $500

1482 SP175-1 WINDOW SILL WOOD WHITE C 4.2 +/- 1.5 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $300

1489 SP175-1 HANGER METAL ORANGE 8.4 +/- 2.0 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $455

ROOM SP179-1

ROOM SP169-1

ROOM SP170-1

ROOM SP171-1

ROOM SP172-1

ROOM SP173-1

ROOM SP174-1

ROOM SP180-1

ROOM SP175-1

ROOM SP176-1
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ROOM SP179-1
1496 SP176-1 WINDOW FRAME WOOD WHITE C 11 +/- 3.0 5 INTACT

Abatement or Encapsulation of 
all Lead Based Paint $500

1497 SP176-1 WINDOW SILL WOOD WHITE C 2.6 +/- 1.0 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $300

1503 SP176-1 HANGER METAL ORANGE 4.0 +/- 1.2 2 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $130

1507 SP178-1 WINDOW FRAME WOOD WHITE A 3.9 ,1.2 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $500

1508 SP178-1 WINDOW SILL WOOD WHITE A 5.6 +/- 1.8 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $300

1522 SP177-1 WINDOW FRAME WOOD WHITE A 9 +/- 3.1 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $500

1523 SP177-1 WINDOW SILL WOOD WHITE A 3.7 +/- 1.4 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $300

1537 SP181-1 WINDOW FRAME WOOD WHITE A 4.2 +/- 1.3 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $500

1538 SP181-1 WINDOW SILL WOOD WHITE A 4.3 +/- 1.6 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $300

1548 SP181-1 HANGER METAL ORANGE 20 +/- 7.2 13 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $845

1553 SP182-1 WINDOW FRAME WOOD WHITE A 7.9 +/- 2.6 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $500

1558 SP182-1 WINDOW SILL WOOD WHITE A 6.1 +/- 1.9 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $300

1574 SP182-1 HANGER METAL ORANGE 6.2 +/- 1.9 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $325

1589 SP184-1 WINDOW FRAME WOOD WHITE A 2.8 +/- 1.1 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $500

1590 SP184-1 WINDOW SILL WOOD WHITE A 5.9 +/- 2.3 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $300

1595 SP184-1 DOOR FRAME METAL GRAY C 2.1 +/- .8 7 POOR
Abatement or Encapsulation of 

all Lead Based Paint $700

383 SP188-1 WINDOW FRAME WOOD WHITE D 4.6 +/- 1.6 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $500

384 SP188-1 WINDOW SILL WOOD WHITE D 5.2 +/- 1.7 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $300

391 SP188-1 PIPE METAL WHITE 10 +/- 2.4 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $500

392 SP188-1 HANGER METAL ORANGE 3.4 +/- 1.2 2 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $130

401 SP189-1 WINDOW FRAME WOOD WHITE D 4.8 +/- 1.7 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $500

402 SP189-1 WINDOW SILL WOOD WHITE D 4.4 +/- 1.6 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $300

ROOM SP178-1

ROOM SP177-1

ROOM SP181-1

ROOM SP182-1

ROOM SP184-1

ROOM SP188-1

ROOM SP189-1

ROOM SP193-1
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XRF 
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Number

Building 
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Number Building Component Substrate Color
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(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

Cost Estimate for lead-based 
paint abatement/paint 

stablization

ROOM SP179-1
411 SP193-1 WINDOW FRAME WOOD WHITE A 10 +/- 3.5 10 INTACT

Abatement or Encapsulation of 
all Lead Based Paint $1,000

412 SP193-1 WINDOW SILL WOOD WHITE A 5.4 +/- 1.9 6 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $600

434 SP192-1 WINDOW FRAME WOOD WHITE D 5.3 +/- 1.4 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $500

440 SP192-1 PIPE METAL WHITE 5.1 +/- 1.6 11 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,100

441 SP192-1 HANGER METAL WHITE 4.5 +/- 1.6 2 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $130

442 SP192-1 HANGER METAL ORANGE 6.0 +/- 2.1 2 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $130

454 SP190-1 WINDOW FRAME WOOD WHITE D 5.2 +/- 1.6 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $500

455 SP190-1 WINDOW SILL WOOD WHITE D 3.9 +/- 1.3 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $300

460 SP190-1 PIPE METAL WHITE 5.1 +/- 1.7 36 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $3,600

461 SP190-1 HANGER METAL WHITE 3.7 +/- 1.0 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $195

462 SP190-1 HANGER METAL ORANGE 18 +/- 6.7 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $325

474 SP191-1 WINDOW FRAME WOOD WHITE D 9.3 +/- 3.0 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $500

475 SP191-1 WINDOW SILL WOOD WHITE D 4.8 +/- 1.7 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $300

481 SP191-1 BEAM METAL ORANGE 2.2 +/- .4 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $300

483 SP191-1 PIPE METAL ORANGE 2.6 +/- .8 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $500

484 SP191-1 PIPE METAL WHITE 20 +/- 7.5 2 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $200

485 SP191-1 HANGER METAL WHITE 2.1 +/- 1.0 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $195

486 SP191-1 HANGER METAL ORANGE 4.7 +/- 1.4 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $195

490 SP198-1 WINDOW FRAME WOOD WHITE B 3.5 +/- 1.2 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $500

491 SP198-1 WINDOW SILL WOOD WHITE B 4 +/- 1.4 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $300

505 SP199-1 WINDOW FRAME WOOD WHITE B 8.6 +/- 3.2 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $500

506 SP199-1 WINDOW SILL WOOD WHITE B 6.3 +/- 2.6 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $300

512 SP199-1 EXTERIOR DOOR FRAME METAL GRAY D 3.7 +/- 1.4 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $700

524 SP105A-1 DOOR FRAME METAL GRAY B 3.1 +/- 1.2 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $700

ROOM SP192-1

ROOM SP190-1

ROOM SP191-1

ROOM SP198-1

ROOM SP199-1

ROOM SP105A-1
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XRF 
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Number
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(mg/cm2)
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Positive Only 

(sq. ft. ) Damage Abatement options

Cost Estimate for lead-based 
paint abatement/paint 
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ROOM SP179-1
529 SP105A-1 WINDOW FRAME WOOD WHITE D 7.9 +/- 3 5 INTACT

Abatement or Encapsulation of 
all Lead Based Paint $500

530 SP105A-1 WINDOW SILL WOOD WHITE D 6.1 +/- 2.5 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $300

543 SP106-1 DOOR FRAME METAL WHITE B 1.1 +/- .6 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $700

547 SP106-1 WINDOW FRAME WOOD WHITE D 7 +/- 2 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $500

548 SP106-1 WINDOW SILL WOOD WHITE D 3.8 +/- 1.3 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $300

551 SP106-1 RADIATOR PIPE METAL WHITE D 4.5 +/- 1.7 1 POOR
Abatement or Encapsulation of 

all Lead Based Paint $100

565 SP112-1 WINDOW FRAME WOOD WHITE B 4.5 +/- 1.5 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $500

576 SP112-1 HANGER METAL ORANGE 4.7 +/- 1.6 8 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $520

578 SP112-1 PIPE METAL ORANGE 14 +/- 5.9 8 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $800

584 SP108-1 WINDOW FRAME WOOD WHITE A 5.1 +/- 1.8 10 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,000

585 SP108-1 WINDOW SILL WOOD WHITE A 3.3 +/- 1.1 6 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $600

594 SP108-1 INTERIOR DOOR FRAME METAL WHITE D 4.4 +/- 1.7 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $700

852 SP159-1 WINDOW FRAME WOOD WHITE D 7.4 +/- 2.6 10 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,000

853 SP159-1 WINDOW SILL WOOD WHITE D 2.5 +/- .9 6 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $600

867 SP156-1 WINDOW FRAME WOOD WHITE C 5.5 +/- 1.7 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $500

868 SP156-1 WINDOW SILL WOOD WHITE C 4.7 +/- 1.7 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $300

903 SP107-1 WINDOW FRAME WOOD WHITE D 8.4 +/- 2.8 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $500

905 SP107-1 WINDOW SILL WOOD WHITE D 4.6 +/- 1.7 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $300

912 SP107-1 HANGER METAL ORANGE 17 +/- 6.8 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $195

917 SP111-1 WINDOW FRAME WOOD WHITE B 4 +/- 1.4 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $500

934 SP111-1 PIPE METAL ORANGE 2.6 +/- .9 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $300

938 SP110-1 WINDOW FRAME WOOD WHITE B 11 +/- 3.4 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $500

ROOM SP106-1

ROOM SP112-1

ROOM SP108-1

ROOM SP159-1

ROOM SP156-1

ROOM SP107-1

ROOM SP111-1

ROOM SP110-1
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Number
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(A,B,C,D)

Lead 
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(mg/cm2)
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Positive Only 

(sq. ft. ) Damage Abatement options

Cost Estimate for lead-based 
paint abatement/paint 

stablization

ROOM SP179-1
939 SP110-1 WINDOW SILL WOOD WHITE B 4.6 +/- 1.8 3 INTACT

Abatement or Encapsulation of 
all Lead Based Paint $300

952 SP110-1 PIPE METAL ORANGE 5.1 +/- 1.6 16 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,600

953 SP110-1 HANGER METAL ORANGE 5.1 +/- 1.6 10 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $650

1013 SP154-1 DOOR FRAME METAL WHITE A 1.8 +/- .8 7 POOR
Abatement or Encapsulation of 

all Lead Based Paint $700

1020 SP154-1 WINDOW FRAME WOOD WHITE C 4.1 +/- 1.4 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $500

1021 SP154-1 WINDOW SILL WOOD WHITE C 4.8 +/- 1.5 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $300

1028 SP154-1 HANGER METAL ORANGE 9.2 +/- 2.8 1 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $65

1032 SP155-1 WALL PLASTER WHITE A 3.8 +/- 1.3 80 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $8,000

1033 SP155-1 DOOR FRAME METAL WHITE A 2.5 +/- 1.0 7 POOR
Abatement or Encapsulation of 

all Lead Based Paint $700

1035 SP155-1 WALL PLASTER WHITE B 3.9 +/- 1.4 60 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $6,000

1036 SP155-1 BASEBOARD VINYL GRAY B 1.8 +/- .7 24 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $2,400

1039 SP155-1 COLUMN DRYWALL WHITE B 2.6 +/- 1.0 40 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $4,000

1040 SP155-1 WALL DRYWALL WHITE C 3.1 +/- 1.2 70 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $7,000

1041 SP155-1 WINDOW FRAME WOOD WHITE C 3.6 +/- 1.2 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $500

1052 SP155-1 WALL CERAMIC TILE YELLOW C 14 +/- 6.6 4 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $400

1053 SP155-1 COLUMN CERAMIC TILE YELLOW B 12 +/- 5.6 2 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $200

1054 SP155-1 WALL CERAMIC TILE YELLOW B 13 +/- 5.7 8 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $800

1055 SP155-1 WALL CERAMIC TILE YELLOW D 15 +/- 5.8 4 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $400

1064 SP153-1 WINDOW FRAME WOOD WHITE C 2.7 +/- 1.0 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $500

1065 SP153-1 WINDOW SILL WOOD WHITE C 4.4 +/- 1.6 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $300

1313 SP157-1 WINDOW FRAME WOOD WHITE C 5.1 +/- 1.8 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $500

1314 SP157-1 WINDOW SILL WOOD WHITE C 3.8 +/- 1.0 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $300

1325 SP157-1 HANGER METAL ORANGE 4.7 +/- 1.6 2 POOR
Abatement or Encapsulation of 

all Lead Based Paint $130

1333 SP158-1 WINDOW FRAME WOOD WHITE C 9.2 +/- 3.3 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $500

1334 SP158-1 WINDOW SILL WOOD WHITE C 5.7 +/- 2.3 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $300

ROOM SP154-1

ROOM SP155-1

ROOM SP153-1

ROOM SP157-1

ROOM SP158-1
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stablization

ROOM SP179-1
1346 SP158-1 PIPE METAL ORANGE 2.0 +/- .5 8 INTACT

Abatement or Encapsulation of 
all Lead Based Paint $800

1347 SP158-1 HANGER METAL ORANGE 2.2 +/- .5 4 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $260

1358 SP197-1 WINDOW FRAME WOOD WHITE B 5.5 +/- 1.9 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $500

1359 SP197-1 WINDOW SILL WOOD WHITE B 4 +/- 1.4 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $300

1370 SP197-1 PIPE METAL WHITE 2.7 +/- .9 1 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $100

1371 SP197-1 HANGER METAL WHITE 5.1 +/- 1.4 1 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $65

1372 SP197-1 HANGER METAL ORANGE 2.8 +/- .9 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $195

1378 SP196-1 WINDOW FRAME WOOD WHITE B 8.9 +/- 2.9 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $500

1379 SP196-1 WINDOW SILL WOOD WHITE B 4.9 +/- 1.6 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $300

1394 SP195-1 WINDOW FRAME WOOD WHITE B 8.1 +/- 3.2 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $500

1395 SP195-1 WINDOW SILL WOOD WHITE B 5.3 +/- 1.9 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $300

1408 SP195-1 HANGER METAL WHITE 1.1 +/- .5 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $195

1409 SP195-1 HANGER METAL ORANGE 2.3 +/- .8 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $195

1414 SP194-1 WINDOW FRAME WOOD WHITE B 5.3 +/- 1.8 10 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,000

1415 SP194-1 WINDOW SILL WOOD WHITE B 4.4 +/- 1.7 6 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $600

1425 SP194-1 PIPE METAL WHITE 5.6 +/- 2.2 19 POOR
Abatement or Encapsulation of 

all Lead Based Paint $1,900

1427 SP194-1 HANGER METAL ORANGE 8.9 +/- 2.2 1 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $65

1433 SP109-1 WINDOW FRAME WOOD WHITE B 7.4 +/- 2.9 10 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,000

1434 SP109-1 WINDOW SILL WOOD WHITE B 3.1 +/- 1.1 6 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $600

1450 SP113-1 WINDOW FRAME WOOD WHITE B 3.8 +/- 1.4 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $500

1463 SP113-1 PIPE METAL ORANGE 3.5 +/- .7 4 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $400

1464 SP113-1 HANGER METAL ORANGE 11 +/- 4.9 10 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $650

1471 SP116-1 WINDOW FRAME WOOD WHITE A 7.5 +/- 3.0 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $500

ROOM SP197-1

ROOM SP196-1

ROOM SP195-1

ROOM SP194-1

ROOM SP109-1

ROOM SP113-1

ROOM SP116-1
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ROOM SP179-1
1474 SP116-1 RADIATOR PIPE METAL WHITE A 3.8 +/- 1.2 1 POOR

Abatement or Encapsulation of 
all Lead Based Paint $100

1477 SP116-1 DOOR FRAME METAL WHITE C 4.4 +/- 1.4 7 POOR
Abatement or Encapsulation of 

all Lead Based Paint $700

1485 SP116-1 HANGER METAL ORANGE 5.1 +/- 1.5 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $195

1488 SP118-1 WINDOW FRAME WOOD WHITE A 8.1 +/- 3.0 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $500

1489 SP118-1 WINDOW SILL WOOD WHITE A 5.7 +/- 2.2 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $300

1491 SP118-1 RADIATOR PIPE METAL WHITE A 2.8 +/- 1.1 1 POOR
Abatement or Encapsulation of 

all Lead Based Paint $100

1495 SP118-1 DOOR FRAME METAL GRAY C 3.8 +/- 1.4 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $700

1503 SP118-1 HANGER METAL ORANGE 3.8 +/- 1.3 2 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $130

1505 SP129-1 BASEBOARD VINYL BLACK A 5.6 +/- 1.5 18 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,800

1511 SP129-1 INTERIOR DOOR FRAME METAL GRAY D 2.5 +/- 1.2 20 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $2,000

1513 SP129-1 RADIATOR PIPE METAL WHITE D 3.5 +/- 1.2 1 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $100

1516 SP129-1 WALL CERAMIC TILE WHITE A 14 +/- 2.9 40 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $4,000

1517 SP129-1 WALL CERAMIC TILE WHITE B 16 +/- 7.1 120 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $12,000

1518 SP129-1 CONDUIT METAL WHITE B 4.4 +/- 1.2 2 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $200

1520 SP129-1 INTERIOR DOOR FRAME METAL WHITE B 1.6 +/- .4 10 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,000

1521 SP129-1 WALL CERAMIC TILE WHITE C 15 +/- 6.8 50 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $5,000

1527 SP129-1 HANGER METAL ORANGE 3.8 +/- 1.3 8 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $520

1530 SP115-1 WINDOW FRAME WOOD WHITE A 9.1 +/- 2.6 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $500

1531 SP115-1 WINDOW SILL WOOD WHITE A 3.9 +/- 1.4 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $300

1536 SP115-1 DOOR FRAME METAL WHITE C 3.7 +/- 1.3 7 POOR
Abatement or Encapsulation of 

all Lead Based Paint $700

1549 SP117-1 WINDOW FRAME WOOD WHITE A 8.2 +/- 3.3 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $500

1550 SP117-1 WINDOW SILL WOOD WHITE A 3.0 +/- 1.0 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $300

1565 SP117-1 HANGER METAL ORANGE 2.6 +/- .8 1 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $65

1572 SP119-1 WINDOW FRAME WOOD WHITE A 7.5 +/- 2.8 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $500

1573 SP119-1 WINDOW SILL WOOD WHITE A 4.0 +/- 1.3 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $300

ROOM SP118-1

ROOM SP129-1

ROOM SP115-1

ROOM SP117-1

ROOM SP119-1
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ROOM SP179-1
1578 SP119-1 DOOR FRAME METAL GRAY C 5.1 +/- 1.8 7 INTACT

Abatement or Encapsulation of 
all Lead Based Paint $700

1595 SP121-1 WINDOW FRAME WOOD WHITE A 3.7 +/- 1.3 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $500

1602 SP121-1 DOOR FRAME METAL GRAY C 6.6 +/- 2.3 7 POOR
Abatement or Encapsulation of 

all Lead Based Paint $700

1615 SP120-1 WINDOW FRAME WOOD WHITE A 7.3 +/- 2.1 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $500

1616 SP120-1 WINDOW SILL WOOD WHITE A 5.5 +/- 1.7 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $300

1622 SP120-1 DOOR FRAME METAL GRAY C 3.3 +/- 1.4 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $700

1637 SP122-1 WALL PLASTER WHITE A 1.0 +/- .1.2 90 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $9,000

1638 SP122-1 WINDOW FRAME WOOD WHITE A 11 +/- 3.0 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $500

1639 SP122-1 WINDOW SILL WOOD WHITE A 1.5 +/- .7 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $300

971 SP140-1 DOOR FRAME METAL WHITE B 2.2 +/- .7 7 POOR
Abatement or Encapsulation of 

all Lead Based Paint $700

976 SP140-1 WALL CERAMIC TILE YELLOW A 16 +/- 7.6 200 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $20,000

977 SP140-1 COLUMN CERAMIC TILE YELLOW A 13 +/- 3.0 180 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $18,000

978 SP140-1 WALL CERAMIC TILE YELLOW B 14 +/- 2.1 150 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $15,000

979 SP140-1 WINDOW FRAME WOOD WHITE B 2.2 +/- .8 10 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,000

980 SP140-1 WINDOW SILL WOOD WHITE B 6.5 +/- 1.7 1 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $100

983 SP140-1 WALL CERAMIC TILE YELLOW D 18 +/- 7.3 140 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $14,000

988 SP140-1 HANGER METAL ORANGE 12 +/- 2.8 31 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $2,015

990 SP140-1 PIPE METAL YELLOW 1.9 +/- .7 89 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $8,900

991 SP140-1 HANGER METAL YELLOW 1.2 +/- .4 8 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $520

995 SP140-1 WINDOW FRAME WOOD CREAM B 4.5 +/- 1.7 20 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $2,000

996 SP140-1 WINDOW SILL WOOD CREAM B 3.2 +/- 1.1 12 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,200

998 SP140-1 RADIATOR PIPE METAL WHITE B 6.1 +/- 1.9 3 POOR
Abatement or Encapsulation of 

all Lead Based Paint $300

1001 SP140-1 PLATE METAL WHITE C 1.2 +/- 1 1 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $100

1338 SP131-1 HANGER METAL ORANGE 2.6 +/- .9 4 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $260

1339 SP131-1 WALL CERAMIC TILE YELLOW C 8.3 +/- 2.0 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $500

ROOM SP121-1

ROOM SP120-1

ROOM SP122-1

ROOM SP140-1

ROOM SP131-1
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(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

Cost Estimate for lead-based 
paint abatement/paint 

stablization

ROOM SP179-1
1341 SP131-1 WALL DRYWALL WHITE A 2.3 +/- .9 150 INTACT

Abatement or Encapsulation of 
all Lead Based Paint $15,000

1346 SP131-1 WALL DRYWALL WHITE C 2.7 +/- 1.0 200 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $20,000

1347 SP131-1 WINDOW FRAME WOOD WHITE C 6.2 +/- 2.0 15 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,500

22 SP139-1 HANGER METAL ORANGE 5.1 +/- 1.8 8 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $520

23 SP139-1 PIPE METAL ORANGE 14 +/- 6.1 1 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $100

39 SP139B-1 PIPE METAL ORANGE 3.1 +/- .8 16 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,600

52 SP139A-1 HANGER METAL ORANGE 18 +/- 6.9 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $195

61 SP164-1 BASEBOARD VINYL BLACK C 4.4 +/- 1.5 53 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $5,300

82 SP163A-1 HANGER METAL ORANGE 6.9 +/- 1.7 8 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $520

104 SP163C-1 WINDOW FRAME WOOD WHITE D 10 +/- 3.2 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $500

105 SP163C-1 WINDOW SILL WOOD WHITE D 5.9 +/- 2.4 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $300

139 SP148-1 EXTERIOR DOOR FRAME METAL BROWN A 4.4 +/- 1.4 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $700

142 SP148-1 INTERIOR DOOR FRAME METAL BROWN B 3.5 +/- 1.3 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $700

144 SP148-1 INTERIOR DOOR WOOD BROWN B 5.1 +/- 1.7 20 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $2,000

168 SP148-1 PIPE METAL CREAM 5.1 +/- 1.9 11 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,100

169 SP148-1 HANGER METAL CREAM 24 +/- 8.3 1 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $65

172 SP161-1 WINDOW FRAME WOOD WHITE A 3.0 +/- 1.0 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $500

173 SP161-1 WINDOW SILL WOOD WHITE A 5.9 +/- 1.7 3 POOR
Abatement or Encapsulation of 

all Lead Based Paint $300

175 SP161-1 INTERIOR DOOR FRAME METAL WHITE B 5.1 +/- 1.8 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $700

177 SP161-1 EXTERIOR DOOR FRAME METAL WHITE C 3.2 +/- 1.2 7 POOR
Abatement or Encapsulation of 

all Lead Based Paint $700

193 SP162A-1 WINDOW SILL WOOD WHITE A 2.0 +/- .7 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $300

ROOM SP139-1

ROOM SP139B-1

ROOM SP139A-1

ROOM SP164-1

ROOM SP163A-1

ROOM SP163C-1

ROOM SP148/148A-1

ROOM SP161-1

ROOM SP162A-1
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Number
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Number
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Lead 
Results 

(mg/cm2)
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Positive Only 

(sq. ft. ) Damage Abatement options

Cost Estimate for lead-based 
paint abatement/paint 

stablization

ROOM SP179-1
203 SP162A-1 LIGHT FIXTURE METAL WHITE 3.2 +/- .9 8 INTACT

Abatement or Encapsulation of 
all Lead Based Paint $800

232 SP163B-1 WINDOW FRAME WOOD WHITE D 3.5 +/- 1.1 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $500

233 SP163B-1 WINDOW SILL WOOD WHITE D 3.6 +/- 1.2 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $300

255 SP134C-1 HANGER METAL ORANGE 2.9 +/- .9 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $325

302 SP135-1 DOOR FRAME METAL GRAY A 4.8 +/- 1.7 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $700

324 SP104A-1 WINDOW FRAME WOOD WHITE D 4.5 +/- 1.6 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $500

332 SP104A-1 HANGER METAL GRAY 20 +/- 7.8 2 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $130

335 SP104-1 DOOR FRAME METAL WHITE B 3.4 +/- 1.3 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $700

339 SP104-1 WALL PLASTER WHITE D 4.4 +/- 1.7 40 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $4,000

340 SP104-1 WINDOW FRAME WOOD WHITE D 4.5 +/- 1.4 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $500

341 SP104-1 WINDOW SILL WOOD WHITE D 4.6 +/- 1.6 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $300

350 SP103-1 WINDOW FRAME WOOD WHITE A 4.1 +/- 1.3 10 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,000

351 SP103-1 WINDOW SILL WOOD WHITE A 4.9 +/- 1.9 6 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $600

355 SP103-1 DOOR FRAME METAL WHITE C 3.1 +/- 1.3 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $700

359 SP103-1 STALL METAL GRAY D 1.4 +/- .3 100 POOR
Abatement or Encapsulation of 

all Lead Based Paint $10,000

371 SP103-1 HANGER METAL ORANGE 2.5 +/- .7 14 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $910

384 SP146E-1 WINDOW FRAME WOOD YELLOW B 4.5 +/- 1.6 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $500

385 SP146E-1 WINDOW SILL WOOD YELLOW B 2.6 +/- .8 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $300

390 SP146E-1 DOOR FRAME METAL GRAY D 5.1 +/- 1.6 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $700

412 SP146D-1 DOOR FRAME METAL GRAY D 2.8 +/- .9 7 POOR
Abatement or Encapsulation of 

all Lead Based Paint $700

422 SP146C-1 DOOR FRAME METAL GRAY B 3.0 +/- 1.1 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $700

ROOM SP163B-1

ROOM SP134C-1

ROOM SP135-1

ROOM SP104A-1

ROOM SP104-1

ROOM SP103/103A-1

ROOM SP146E-1

ROOM SP146D-1

ROOM SP146C-1
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Results 

(mg/cm2)

Quantity - 
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(sq. ft. ) Damage Abatement options

Cost Estimate for lead-based 
paint abatement/paint 
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ROOM SP179-1
426 SP146C-1 WINDOW FRAME WOOD PEACH D 12 +/- 5.2 3 INTACT

Abatement or Encapsulation of 
all Lead Based Paint $300

427 SP146C-1 WINDOW SILL WOOD PEACH D 3.4 +/- 1.1 1 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $100

428 SP146C-1 BRACKET METAL WHITE D 8.5 +/- 3.3 2 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $200

429 SP146C-1 BASEBOARD CERAMIC TILE PEACH A 14 +/- 3.1 11 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,100

434 SP146B-1 DOOR FRAME METAL GRAY B 3.0 +/- 1.0 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $700

437 SP146B-1 BASEBOARD CERAMIC TILE PEACH C 11 +/- 2.6 11 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,100

439 SP146B-1 WINDOW FRAME WOOD CREAM D 5.4 +/- 1.8 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $300

440 SP146B-1 WINDOW SILL WOOD WHITE D 2.5 +/- .9 2 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $200

442 SP146B-1 RADIATOR BASE METAL SILVER D 7.7 +/- 3.2 1 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $100

444 SP146A-1 DOOR FRAME METAL CREAM B 4.3 +/- 1.8 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $700

449 SP146A-1 ASBESTOS INSULATED PIPE METAL GRAY 5.1 +/- 1.6 21 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $2,100

453 SPFC1E-1 DOOR FRAME METAL GREEN D 3.2 +/- 1.0 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $700

477 SP146HALL-1INTERIOR DOOR FRAME METAL GRAY B 4.5 +/- 1.6 63 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $6,300

501 SP281-1 DOOR FRAME METAL GRAY B 2.7 +/- .8 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $700

504 SP281-1 RADIATOR BASE METAL SILVER D 3.1 +/- 1.0 1 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $100

507 SP281-1 WINDOW FRAME WOOD WHITE D 4.4 +/- 1.7 10 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,000

517 SPSTGSTRGE-1CABINET METAL ORANGE A 1.3 +/- .1 300 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $30,000

522 SPSTGSTRGE-1PIPE METAL GRAY B 5.1 +/- 1.7 32 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $3,200

564 SP146F-1 STAGE ROPE HOLDER METAL CREAM A 5.1 +/- 1.6 30 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $3,000

565 SP146F-1 PIPE METAL GRAY A 5.1 +/- 1.7 13 POOR
Abatement or Encapsulation of 

all Lead Based Paint $1,300

566 SP146F-1 CONDUIT METAL GRAY B 15 +/- 6.5 15 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,500

572 SP146F-1 RADIATOR BASE METAL BLACK C 2.2 +/- .5 1 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $100

573 SP146F-1 FLOOR CONCRETE WHITE 1.3 +/- .3 20 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $2,000

ROOM SP146B-1

ROOM SP146A-1

ROOM SPFC1E-1

ROOM SP146HALL-1

ROOM SP281-1

ROOM SPSTGSTRGE-1

ROOM SP146F-1
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Cost Estimate for lead-based 
paint abatement/paint 

stablization

ROOM SP179-1
576 SP146F-1 BEAM METAL GRAY 4.4 +/- 1.7 600 INTACT

Abatement or Encapsulation of 
all Lead Based Paint $60,000

581 SP282-1 WINDOW FRAME WOOD BLACK A 4.4 +/- 1.7 10 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,000

589 SP282-1 DOOR FRAME METAL BLACK D 5.1 +/- 2.0 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $700

597 SP141-1 DOOR FRAME METAL GRAY C 2.8 +/- 1.1 7 POOR
Abatement or Encapsulation of 

all Lead Based Paint $700

605 SP141-1 HANGER METAL ORANGE 2.8 +/- 1.1 2 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $130

607 SPFC1D-1 DOOR FRAME METAL WHITE A 3.4 +/- .7 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $700

615 SPFC1D-1 VALVE METAL RED B 5.9 +/- 1.9 1 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $100

619 SP151-1 DOOR FRAME METAL GRAY A 7.3 +/- 3.0 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $700

623 SP151-1 INTERIOR DOOR FRAME METAL GRAY CENTER 6.4 +/- 2.4 14 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,400

628 SP151-1 BASEBOARD CERAMIC TILE PEACH D 17 +/- 7.0 15 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,500

638 SP151-1 HANGER METAL ORANGE 22 +/- 7.1 8 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $520

646 SP167-1 WINDOW FRAME WOOD WHITE C 2.7 +/- .9 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $500

655 SP167-1 HANGER METAL ORANGE 5.1 +/- 1.7 11 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $715

656 SP167-1 PIPE METAL WHITE 6.6 +/- 2.2 9 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $900

657 SP167-1 HANGER METAL WHITE 2.7 +/- .7 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $300

661 SP193A-1 WINDOW FRAME WOOD WHITE A 4.9 +/- 1.8 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $500

662 SP193A-1 WINDOW SILL WOOD WHITE A 6 +/- 2.4 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $300

673 SP187-1 BASEBOARD VINYL PINK B 4.2 +/- 1.5 8 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $800

683 SP187-1 BASEBOARD CERAMIC TILE PEACH D 14 +/- 3.2 17 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,700

684 SP187-1 WINDOW FRAME WOOD WHITE D 2.8 +/- 1.1 6 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $600

685 SP187-1 WINDOW SILL WOOD WHITE D 11 +/- 2.9 4 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $400

709 SP124-1 WINDOW FRAME WOOD WHITE C 2.4 +/- .9 6 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $600

ROOM SP282-1

ROOM SP141-1

ROOM SPFC1D-1

ROOM SP151/151A-1

ROOM SP167-1

ROOM SP193A-1

ROOM SP187-1

ROOM SP124-1
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ROOM SP179-1
710 SP124-1 WINDOW SILL WOOD WHITE C 4.7 +/- 1.6 4 INTACT

Abatement or Encapsulation of 
all Lead Based Paint $400

737 SPMC1D-1 DUCT METAL CREAM 16 +/- 6.9 5 POOR
Abatement or Encapsulation of 

all Lead Based Paint $500

760 SPEC1D-1 DOOR FRAME METAL CREAM A 2.1 +/- .5 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $700

766 SPEC1D-1 CONDUIT METAL ORANGE 2.6 +/- .7 131 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $13,100

767 SPEC1D-1 ELECTRICAL BOX METAL ORANGE 4.4 +/- 1.7 25 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $2,500

769 SPEC1D-1 CONDUIT METAL CREAM 7.3 +/- 2.2 42 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $4,200

776 SPAC1D-1 DOOR FRAME METAL WHITE A 6.8 +/- 2.3 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $700

784 SP152-1 DOOR FRAME METAL WHITE A 2.1 +/- .8 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $700

796 SP152-1 HANGER METAL ORANGE 5.1 +/- 1.5 1 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $65

799 SP150-1 INTERIOR DOOR FRAME WOOD GRAY A 6.7 +/- 2.1 49 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $4,900

800 SP150-1 INTERIOR DOOR WOOD GRAY A 5.4 +/- 1.6 120 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $12,000

805 SP150-1 WINDOW FRAME WOOD GRAY B 5.2 +/- 2.0 50 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $5,000

822 SP150-1 DOOR FRAME WOOD CREAM A 11 +/- 5.0 14 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,400

823 SP150-1 DOOR WOOD CREAM A 4.5 +/- 1.6 40 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $4,000

824 SP150-1 ACCESS PANEL FRAME WOOD WHITE CENTER 10 +/- 2.3 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $300

825 SP150-1 ACCESS PANEL WOOD WHITE CENTER 5.0 +/- 1.8 2 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $200

827 SP150B-1 DOOR FRAME METAL GRAY A 2.3 +/- .6 35 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $3,500

828 SP150B-1 DOOR WOOD GRAY A 5.1 +/- 1.8 40 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $4,000

830 SP150B-1 DOOR FRAME METAL WHITE A 5.1 +/- 1.5 28 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $2,800

834 SP150B-1 WINDOW FRAME WOOD WHITE B 2.1 +/- .7 10 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,000

835 SP150B-1 WINDOW SILL WOOD WHITE B 2.8 +/- 1.1 6 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $600

842 SP150B-1 CLOSET DOOR WOOD WHITE A 10 +/- 3.4 60 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $6,000

844 SP150B-1 ACCESS PANEL FRAME METAL WHITE A 2.9 +/- 1.0 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $300

845 SP150B-1 ACCESS PANEL FRAME METAL TAN A 3.1 +/- 1.0 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $500

ROOM SPMC1D-1

ROOM SPEC1D-1

ROOM SPAC1D-1

ROOM SP152-1

ROOM SP150-1

ROOM SP150B-1
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ROOM SP179-1

878 SPEC1B-1 ELECTRICAL BOX METAL CREAM D 5.1 +/- 1.4 25 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $2,500

879 SPEC1B-1 CONDUIT METAL CREAM D 2.6 +/- .8 147 POOR
Abatement or Encapsulation of 

all Lead Based Paint $14,700

881 SPEC1B-1 CONDUIT METAL ORANGE 5.6 +/- 1.9 92 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $9,200

888 SPHC1B-1 BASEBOARD VINYL BLACK A 5.7 +/- 2.0 12 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,200

897 SPEC1A-1 DOOR FRAME METAL GRAY A 4.4 +/- 1.7 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $700

903 SPEC1A-1 CONDUIT METAL ORANGE B 1.6 +/- .6 37 POOR
Abatement or Encapsulation of 

all Lead Based Paint $3,700

906 SPEC1A-1 ELECTRICAL BOX METAL ORANGE 1.6 +/- .3 4 POOR
Abatement or Encapsulation of 

all Lead Based Paint $400

917 SP114A-1 DOOR FRAME METAL GRAY D 2.4 +/- .6 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $700

946 SP185-1 WINDOW FRAME WOOD WHITE A 5.1 +/- 1.6 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $500

947 SP185-1 WINDOW SILL WOOD WHITE A 4.5 +/- 1.4 3 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $300

969 SP114-1 WINDOW FRAME WOOD WHITE A 5.1 +/- 1.9 15 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,500

970 SP114-1 WINDOW SILL WOOD WHITE A 3.4 +/- 1.2 9 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $900

972 SP114-1 RADIATOR BASE METAL SILVER A 3.1 +/- .9 3 POOR
Abatement or Encapsulation of 

all Lead Based Paint $300

978 SP114-1 EXTERIOR DOOR FRAME METAL WHITE C 4.9 +/- 1.9 14 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,400

991 SP114-1 HANGER METAL ORANGE 7.8 +/- 2.0 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $455

1001 SP199A-1 WINDOW FRAME WOOD WHITE A 3.8 +/- 1.3 15 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,500

1002 SP199A-1 WINDOW SILL WOOD WHITE A 3.0 +/- 1.1 9 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $900

1010 SP199A-1 HANGER METAL ORANGE 4.1 +/- 1.3 6 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $390

12 SPFLR1COR1-1WINDOW FRAME WOOD WHITE C 4.2 +/- 1.5 29 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $2,900

13 SPFLR1COR1-1WINDOW SILL WOOD WHITE C 6.6 +/- 1.9 19 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,900

18 SPFLR1COR1-1DOOR WOOD VARNISH C 2 +/- .4 20 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $2,000

19 SPFLR1COR1-1DOOR FRAME METAL RED C 2.2 +/- .8 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $700

ROOM SPEC1B-1

ROOM SPHC1B-1

ROOM SPEC1A-1

ROOM SP114A-1

ROOM SP185-1

ROOM SP114-1

ROOM SP199A-1

ROOM SPFLR1COR1-1
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ROOM SP179-1
21 SPFLR1COR1-1BASEBOARD VINYL BLACK A 4.0 +/- 1.4 14 INTACT

Abatement or Encapsulation of 
all Lead Based Paint $1,400

26 SPFLR1COR1-1DOOR WOOD WHITE B 2.6 +/- 1.1 20 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $2,000

27 SPFLR1COR1-1DOOR FRAME METAL WHITE B 2.4 +/- 1.0 8 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $800

38 SPFLR1COR1-1BEAM METAL ORANGE 5.1 +/- 1.6 10 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,000

49 SPFLR1COR2-1WINDOW FRAME WOOD WHITE C 3.6 +/- 1.2 25 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $2,500

50 SPFLR1COR2-1WINDOW SILL WOOD WHITE C 4.8 +/- 1.8 12 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,200

52 SPFLR1COR2-1DOOR FRAME METAL GRAY C 3.2 +/- 1.2 328 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $32,800

77 SPFLR1COR3-1BASEBOARD VINYL BLACK D 4.7 +/- 1.8 17 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,700

87 SPFLR1COR3-1HANGER METAL ORANGE 10 +/- 2.8 12 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $780

108 SPFLR1COR4-1BASEBOARD VINYL BLACK D 5.1 +/- 1.9 22 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $2,200

111 SPFLR1COR4-1DOOR FRAME METAL GRAY A 2.7 +/- 1.1 150 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $15,000

115 SPFLR1COR4-1WINDOW FRAME WOOD WHITE A 4.1 +/- 1.3 10 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,000

116 SPFLR1COR4-1WINDOW SILL WOOD WHITE A 4 +/- 1.4 6 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $600

900 SPFC1B-1 VALVE METAL RED 4.3 +/- 1.6 1 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $100

903 SPFC1B-1 FLOOR CONCRETE RED 1.2 +/- .2 6 POOR
Abatement or Encapsulation of 

all Lead Based Paint $600

904 SPFC1A-1 DOOR FRAME METAL WHITE A 2.3 +/- .6 4 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $400

905 SPFC1A-1 DOOR FRAME METAL RED A 4.3 +/- 1.4 4 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $400

1090 SPCC1A-1 DOOR FRAME METAL GRAY A 30 +/- 10 9 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $900

1098 SPCC1A-1 MOLDING WOOD WHITE 27 +/- 8.1 11 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,100

1184 SPFC1C-1 DOOR FRAME METAL WHITE A 4.6 +/- 1.7 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $700

1192 SPFC1C-1 VALVE METAL RED 3.2 +/- 1.3 1 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $100

1431 SPSTAIR1-1CEILING METAL WHITE 2.4 +/- .7 180 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $18,000

ROOM SPFLR1COR2-1

ROOM SPFLR1COR3-1

ROOM SPFLR1COR4-1

ROOM SPSTAIR1-1

ROOM SPFC1B-1

ROOM SPFC1A-1

ROOM SPCC1A-1

ROOM SPFC1C-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

Cost Estimate for lead-based 
paint abatement/paint 

stablization

ROOM SP179-1
1434 SPSTAIR1-1STAIR TREAD/RISER METAL WHITE 4.9 +/- 2.0 450 INTACT

Abatement or Encapsulation of 
all Lead Based Paint $45,000

1435 SPSTAIR1-1STAIR RISER METAL GRAY C 2.8 +/- 1.2 191 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $19,100

1436 SPSTAIR1-1STAIR STRINGER METAL GRAY D 1.8 +/- 0.8 120 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $12,000

1437 SPSTAIR1-1NEWEL POST METAL GRAY 3.5 +/- 1.2 65 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $6,500

1438 SPSTAIR1-1BALLUSTER METAL GRAY B 5.1 +/- 2.0 109 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $10,900

1439 SPSTAIR1-1HANDRAIL SUPPORT METAL WHITE D 1.8 +/- 0.6 32 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $3,200

1444 SPSTAIR1-1STAIR STRINGER WOOD GRAY B 3.5 +/- 1.4 34 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $3,400

Subtotal estimate for 1st floor $734,415
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

Cost Estimate for lead-
based paint 

abatement/paint 
stablization

12 SP205-1 BASEBOARD VINYL BLACK C 4.8 +/- 1.8 19 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,900

15 SP205-1 WINDOW SILL WOOD WHITE D 10 +/- 3.0 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

16 SP205-1 WINDOW FRAME WOOD WHITE D 4.3 +/- 1.3 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

23 SP205-1 HANGER METAL ORANGE 5.1 +/- 1.8 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $325

45 SP212-1 INTERIOR DOOR FRAME METAL GRAY A 1.3 +/- .9 8 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $800

56 SP212-1 DOOR FRAME METAL GRAY D 1.6 +/- 1.2 8 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $800

58 SP212-1 GAS VALVE METAL WHITE C 10 +/- 3.0 1 POOR
Abatement or Encapsulation of all 

Lead Based Paint $100

63 SP212-1 HANGER METAL ORANGE 3.2 +/- 1.0 2 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $130

74 SP211-1 WINDOW FRAME WOOD WHITE B 5.2 +/- 1.7 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

87 SP211-1 HANGER METAL ORANGE 3.2 +/- 1.1 12 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $780

89 SP207-1 BASEBOARD VINYL BLACK A 4.4 +/- 1.7 21 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $2,100

98 SP207-1 HANGER METAL ORANGE 14 +/- 5.7 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $650

99 SP207-1 WINDOW FRAME WOOD WHITE D 7.6 +/- 2.9 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

100 SP207-1 WINDOW SILL WOOD WHITE D 5.7 +/- 2.0 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

108 SP208-1 WINDOW FRAME WOOD WHITE D 10 +/- 3.0 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

122 SP213-1 WINDOW FRAME WOOD WHITE B 4.3 +/- 1.7 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

123 SP213-1 WINDOW SILL WOOD WHITE B 5.6 +/- 1.9 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

128 SP213-1 INTERIOR DOOR FRAME METAL WHITE C 3.2 +/- 1.3 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

130 SP213-1 DOOR FRAME METAL WHITE D 6.1 +/- 2.5 8 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $800

132 SP213-1 DOOR WOOD VARNISH D 7.8 +/- 2.9 25 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $2,500

140 SP213-1 HANGER METAL ORANGE 5.1 +/- 1.8 4 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $260

1466 SP213A-1 DOOR FRAME METAL BLACK A 1.9 +/- .6 7 POOR
Abatement or Encapsulation of all 

Lead Based Paint $700

1468 SP213A-1 COLUMN DRYWALL BLACK B 1.2 +/- .6 40 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $4,000

1470 SP213A-1 WALL DRYWALL BLACK D 2.5 +/- 1.0 70 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $7,000

ROOM SP205-1

ROOM SP212-1

ROOM SP211-1

ROOM SP207-1

ROOM SP208-1

ROOM SP213/213A-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

Cost Estimate for lead-
based paint 

abatement/paint 
stablization

ROOM SP205-1

148 SP209-1 WINDOW FRAME WOOD WHITE D 8.3 +/- 2.8 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

149 SP209-1 WINDOW SILL WOOD WHITE D 5.7 +/- 1.9 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

157 SP209-1 HANGER METAL ORANGE 5.6 +/- 2.3 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $325

158 SP209-1 AIR VALVE METAL WHITE C 16 +/- 6.0 1 POOR
Abatement or Encapsulation of all 

Lead Based Paint $100

164 SP210-1 WALL PLASTER WHITE B 1.7 +/- .7 80 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $8,000

165 SP210-1 WALL PLASTER WHITE C 9.2 +/- 3.4 140 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $14,000

167 SP210-1 WINDOW FRAME WOOD WHITE D 1.4 +/- 1.1 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

168 SP210-1 WINDOW SILL WOOD WHITE D 2.4 +/- 1.0 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

966 SP206-1 BASEBOARD VINYL BLACK C 4.5 +/- 1.7 15 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,500

968 SP206-1 WINDOW FRAME WOOD WHITE D 8.5 +/- 2.9 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

969 SP206-1 WINDOW SILL WOOD WHITE D 6.3 +/- 2.4 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

975 SP206-1 HANGER METAL ORANGE 7.7 +/- 1.9 11 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $715

981 SP232B1-1 WINDOW FRAME WOOD WHITE C 3.8 +/- 1.6 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

982 SP232B1-1 WINDOW SILL WOOD WHITE C 1.3 +/- 1.2 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

1001 SP232B-1 WINDOW FRAME WOOD WHITE C 9.4 +/- 3.2 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

1002 SP232B-1 WINDOW SILL WOOD WHITE C 4.4 +/- 1.6 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

11 SP256B-1 WINDOW FRAME WOOD WHITE C 3.6 +/- 1.3 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

12 SP256B-1 WINDOW SILL WOOD WHITE C 5.4 +/- 2.1 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

18 SP256B-1 HANGER METAL ORANGE 18 +/- 6.7 8 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $520

22 SP256C-1 HANGER METAL ORANGE 12 +/- 2.5 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $390

42 SP256-1 INTERIOR DOOR FRAME METAL WHITE B 2.8 +/- 1.2 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $700

48 SP256-1 WINDOW FRAME WOOD WHITE C 5.4 +/- 1.9 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

ROOM SP209-1

ROOM SP210-1

ROOM SP206-1

ROOM SP232B1-1

ROOM SP232B-1

ROOM SP256B-1

ROOM SP256C-1

ROOM SP256-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

Cost Estimate for lead-
based paint 

abatement/paint 
stablization

ROOM SP205-1
49 SP256-1 WINDOW SILL WOOD WHITE C 1.7 +/- .7 3 INTACT

Abatement or Encapsulation of all 
Lead Based Paint $300

68 SP256A-1 WINDOW FRAME WOOD WHITE C 4.7 +/- 1.8 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

69 SP256A-1 WINDOW SILL WOOD WHITE C 3.9 +/- 1.2 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

70 SP256A-1 BASEBOARD VINYL BLACK C 5.6 +/- 2.1 25 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $2,500

72 SP256A-1 DOOR FRAME METAL WHITE D 3.6 +/- 1.4 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $700

78 SP256A-1 HANGER METAL ORANGE 3.3 +/- 1.0 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $195

81 SP268-1 WINDOW FRAME WOOD WHITE A 7.0 +/- 2.4 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

82 SP268-1 WINDOW SILL WOOD WHITE A 3.5 +/- 1.2 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

102 SP265-1 WINDOW FRAME WOOD WHITE A 10 +/- 3.2 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

103 SP265-1 WINDOW SILL WOOD WHITE A 4.3 +/- 1.3 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

112 SP265-1 LIGHT FIXTURE METAL WHITE 4.3 +/- 1.2 36 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $3,600

114 SP265A-1 WINDOW FRAME WOOD WHITE A 6.6 +/- 1.9 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

115 SP265A-1 WINDOW SILL WOOD WHITE A 6.5 +/- 2.3 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

130 SP265A-1 PIPE METAL WHITE 11 +/- 3.1 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

131 SP265A-1 HANGER METAL WHITE 35 +/- 10 2 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $130

132 SP265A-1 HANGER METAL ORANGE 34 +/-  10 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $390

146 SP263-1 WINDOW SILL WOOD WHITE A 4.5 +/- 1.6 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $600

162 SP263-1 HANGER METAL ORANGE 13 +/- 5.3 15 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $975

173 SP262-1 WINDOW FRAME WOOD WHITE C 2.8 +/- .8 5 POOR
Abatement or Encapsulation of all 

Lead Based Paint $500

182 SP262-1 HANGER METAL ORANGE 3.8 +/- 1.2 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $390

185 SP261-1 DOOR FRAME METAL GRAY A 3 +/- 1.2 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $700

190 SP261-1 WINDOW FRAME WOOD WHITE C 9.3 +/- 3.2 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

191 SP261-1 WINDOW SILL WOOD WHITE C 5.4 +/- 1.7 3 POOR
Abatement or Encapsulation of all 

Lead Based Paint $300

ROOM SP256A-1

ROOM SP268-1

ROOM SP265-1

ROOM SP265A-1

ROOM SP263-1

ROOM SP262-1

ROOM SP261-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color
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(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

Cost Estimate for lead-
based paint 

abatement/paint 
stablization

ROOM SP205-1

211 SP260-1 WINDOW FRAME WOOD WHITE C 9.1 +/- 3.1 25 POOR
Abatement or Encapsulation of all 

Lead Based Paint $2,500

212 SP260-1 WINDOW SILL WOOD WHITE C 5.8 +/- 2.3 15 POOR
Abatement or Encapsulation of all 

Lead Based Paint $1,500

223 SP260-1 HANGER METAL ORANGE 16 +/- 6.8 14 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $910

226 SP266-1 WINDOW FRAME WOOD WHITE A 4.3 +/- 1.3 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

227 SP266-1 WINDOW SILL WOOD WHITE A 3.6 +/- 1.1 3 POOR
Abatement or Encapsulation of all 

Lead Based Paint $300

243 SP267-1 WINDOW FRAME WOOD WHITE A 3.6 +/- 1.3 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

244 SP267-1 WINDOW SILL WOOD WHITE A 4.4 +/- 1.4 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

252 SP267-1 EXTERIOR DOOR FRAME METAL TAN C 4.9 +/- 1.8 7 POOR
Abatement or Encapsulation of all 

Lead Based Paint $700

260 SPWTPATH-1INTERIOR DOOR FRAME METAL TAN A 2.8 +/- 1.1 36 POOR
Abatement or Encapsulation of all 

Lead Based Paint $3,600

273 SPWTPATH-1HANGER METAL ORANGE 3.1 +/- 1.0 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $455

280 SP258-1 WINDOW FRAME WOOD WHITE C 12 +/- 3.3 5 POOR
Abatement or Encapsulation of all 

Lead Based Paint $500

281 SP258-1 WINDOW SILL WOOD WHITE C 5 +/- 1.9 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

303 SP257-1 LIGHT FIXTURE METAL WHITE 2.7 +/- .8 4 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $400

306 SP257-1 HANGER METAL ORANGE 3.9 +/- 1.2 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $195

672 SP249-1 WINDOW FRAME WOOD WHITE D 8.6 +/- 2.8 25 POOR
Abatement or Encapsulation of all 

Lead Based Paint $2,500

673 SP249-1 WINDOW SILL WOOD WHITE D 8.6 +/- 2.7 15 POOR
Abatement or Encapsulation of all 

Lead Based Paint $1,500

678 SP249-1 HANGER METAL ORANGE 3.9 +/- 1.3 2 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $130

689 SP236-1 BASEBOARD VINYL BLACK D 4.5 +/- 1.6 20 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $2,000

690 SP236-1 WALL CERAMIC TILE TAN A 1.0 +/- .2 140 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $14,000

691 SP236-1 COLUMN CERAMIC TILE TAN D 1.7 +/- .4 140 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $14,000

694 SP236-1 WINDOW FRAME WOOD WHITE B 2.6 +/- .9 15 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,500

695 SP236-1 WINDOW SILL WOOD WHITE B 1.9 +/- .4 4 POOR
Abatement or Encapsulation of all 

Lead Based Paint $400

ROOM SP260-1

ROOM SP266-1

ROOM SP267-1

ROOM SPWTPATH-1

ROOM SP258-1

ROOM SP257-1

ROOM SP249/249A/249B/249C/249D-1

ROOM SP236-1
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XRF 
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Number

Building 
Number

Room 
Number Building Component Substrate Color
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(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

Cost Estimate for lead-
based paint 

abatement/paint 
stablization

ROOM SP205-1
696 SP236-1 WALL CERAMIC TILE TAN B 1.9 +/- .4 220 INTACT

Abatement or Encapsulation of all 
Lead Based Paint $22,000

698 SP236-1 WALL CERAMIC TILE TAN C 1.9 +/- .4 170 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $17,000

700 SP236-1 WALL CERAMIC TILE TAN D 2.3 +/- .6 160 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $16,000

719 SP242-1 WALL PLASTER WHITE C 2.2 +/- .9 140 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $14,000

720 SP242-1 WALL CERAMIC TILE TAN C 3.0 +/- .9 20 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $2,000

723 SP242-1 WINDOW SILL WOOD WHITE C 6.2 +/- 2.1 2 POOR
Abatement or Encapsulation of all 

Lead Based Paint $200

724 SP242-1 COLUMN PLASTER WHITE C 1.4 +/- .8 50 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $5,000

729 SP242-1 HANGER METAL ORANGE 5.1 +/- 1.6 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $390

742 SP243-1 WINDOW FRAME WOOD WHITE C 4.7 +/- 1.8 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

743 SP243-1 COLUMN PLASTER WHITE C 2.2 +/- .9 60 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $6,000

783 SP252-1 WINDOW FRAME WOOD WHITE D 6.8 +/- 2.5 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

784 SP252-1 WINDOW SILL WOOD WHITE D 4.1 +/- 1.7 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

786 SP252-1 RADIATOR PIPE METAL WHITE D 3.8 +/- 1.4 1 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $100

805 SP251-1 WINDOW FRAME WOOD WHITE D 7.8 +/- 2.7 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

806 SP251-1 WINDOW SILL WOOD WHITE D 6.8 +/- 2.8 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

812 SP251-1 HANGER METAL ORANGE 5.1 +/- 1.0 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $325

825 SP250-1 WINDOW FRAME WOOD WHITE D 4.7 +/- 1.4 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

826 SP250-1 WINDOW SILL WOOD WHITE D 6.8 +/- 2.4 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

834 SP250-1 HANGER METAL ORANGE 4.8 +/- 1.6 4 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $260

842 SP237-1 WINDOW FRAME WOOD WHITE A 10 +/- 2.8 21 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $2,100

843 SP237-1 WINDOW SILL WOOD WHITE A 3.1 +/- 1.5 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $700

871 SP241-1 HANGER METAL ORANGE 1.9 +/- .9 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $195

ROOM SP242-1

ROOM SP243-1

ROOM SP252-1

ROOM SP251-1

ROOM SP250-1

ROOM SP237-1

ROOM SP241-1

ROOM SP240-1
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Number
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Number
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Location 
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Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

Cost Estimate for lead-
based paint 

abatement/paint 
stablization

ROOM SP205-1
872 SP240-1 WALL DRYWALL WHITE A 2.0 +/- .7 200 INTACT

Abatement or Encapsulation of all 
Lead Based Paint $20,000

874 SP240-1 DOOR METAL PINK A 4.5 +/- 1.3 20 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $2,000

875 SP240-1 WALL DRYWALL WHITE B 2.2 +/- .8 60 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $6,000

877 SP240-1 WALL PLASTER WHITE C 4 +/- 1.3 120 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $12,000

879 SP240-1 CHAIR RAIL WOOD WHITE C 4.4 +/- 1.4 12 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,200

880 SP240-1 WINDOW FRAME WOOD WHITE C 4.6 +/- 1.6 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

881 SP240-1 WINDOW SILL WOOD WHITE C 3.9 +/- 1.2 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

883 SP240-1 LOCKER METAL ORANGE A 2.6 +/- .9 200 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $20,000

884 SP240-1 LOCKER METAL CREAM A 2.6 +/- .8 20 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $2,000

885 SP240-1 WALL DRYWALL WHITE D 2 +/- .8 120 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $12,000

902 SP238-1 WALL DRYWALL WHITE A 1.8 +/- .6 180 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $18,000

903 SP238-1 LOCKER METAL LIGHT PURPLE A 3.1 +/- .9 200 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $20,000

907 SP238-1 DOOR FRAME METAL PINK B 2.9 +/- 1.0 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $700

909 SP238-1 RADIATOR METAL WHITE B 2.8 +/- 1.0 20 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $2,000

929 SP246-1 WINDOW FRAME WOOD WHITE A 4.0 +/- .13 15 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,500

930 SP246-1 WINDOW SILL WOOD WHITE A 5.0 +/- .19 3 POOR
Abatement or Encapsulation of all 

Lead Based Paint $300

934 SP246-1 BASEBOARD VINYL BLACK C 3.3 +/- 1.2 42 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $4,200

947 SP247-1 WINDOW FRAME WOOD WHITE A 6.8 +/- 2.5 10 POOR
Abatement or Encapsulation of all 

Lead Based Paint $1,000

948 SP247-1 WINDOW SILL WOOD WHITE A 6.2 +/- 1.9 6 POOR
Abatement or Encapsulation of all 

Lead Based Paint $600

961 SP247-1 HANGER METAL ORANGE 9 +/- 2. 25 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,625

1009 SP270-1 INTERIOR DOOR FRAME METAL GRAY A 1.1 +/- .7 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $700

1010 SP270-1 WALL PLASTER WHITE B 10 +/- 3.3 250 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $25,000

1013 SP270-1 DOOR WOOD VARNISH B 9.3 +/- 2.8 25 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $2,500

1014 SP270-1 DOOR WOOD VARNISH C 17 +/- 4.5 20 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $2,000

1015 SP270-1 WALL PLASTER WHITE C 7.6 +/- 2.3 120 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $12,000

1032 SP270-1 PIPE METAL ORANGE 5.1 +/- 1.6 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

ROOM SP238-1

ROOM SP246-1

ROOM SP247-1

ROOM SP270-1
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Positive Only 

(sq. ft. ) Damage Abatement options

Cost Estimate for lead-
based paint 

abatement/paint 
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ROOM SP205-1

1049 SP271-1 HANGER METAL ORANGE 2.6 +/- .7 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $195

1051 SP272-1 WALL PLASTER WHITE A 17 +/- 4.8 120 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $12,000

1052 SP272-1 INTERIOR WINDOW FRAME METAL PINK A 12 +/- 4.7 9 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $900

1053 SP272-1 INTERIOR DOOR FRAME METAL PINK A 6.7 +/- 2.5 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $700

1054 SP272-1 INTERIOR DOOR METAL PINK A 11 +/- 3 20 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $2,000

1055 SP272-1 EXTERIOR DOOR WOOD VARNISH B 60 +/- 18 20 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $2,000

1056 SP272-1 EXTERIOR DOOR FRAME METAL PINK B 10 +/- 3.8 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $700

1057 SP272-1 WALL PLASTER PINK B 17 +/- 4.9 150 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $15,000

1072 SP272-1 BEAM METAL ORANGE 5.1 +/- 1.6 1 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $100

1074 SP272-1 HANGER METAL ORANGE 5.1 +/- 1.7 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $650

1081 SP273-1 EXTERIOR DOOR FRAME METAL WHITE B 3.2 +/- 1.3 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $700

1084 SP273-1 INTERIOR DOOR WOOD VARNISH C 7.2 +/- 2.6 20 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $2,000

1085 SP273-1 INTERIOR DOOR FRAME METAL PINK C 2.2 +/- .9 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $700

1089 SP273-1 WINDOW FRAME WOOD PINK D 6.1 +/- 1.9 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

1090 SP273-1 WINDOW SILL WOOD PINK D 4.7 +/- 1.8 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

1096 SP273-1 BEAM METAL ORANGE 3.4 +/- 1.0 1 POOR
Abatement or Encapsulation of all 

Lead Based Paint $100

1097 SP273-1 HANGER METAL ORANGE 4.8 +/- 1.6 8 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $520

1099 SP275276-1WALL PLASTER WHITE A 8.3 +/- 3.3 120 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $12,000

1103 SP275276-1WINDOW FRAME WOOD WHITE B 6.1 +/- 2.1 15 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,500

1104 SP275276-1WINDOW SILL WOOD WHITE B 2.7 +/- 1.1 9 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $900

1106 SP275276-1WALL PLASTER WHITE C 7.1 +/- 2.4 140 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $14,000

1108 SP275276-1INTERIOR DOOR WOOD VARNISH C 10 +/- 2.9 35 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $3,500

1113 SP275276-1EXTERIOR DOOR FRAME METAL GRAY D 10 +/- 4 16 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,600

1114 SP275276-1EXTERIOR DOOR METAL GRAY D 8.1 +/- 3.1 20 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $2,000

1115 SP275276-1COLUMN DRYWALL WHITE D 5.8 +/- 2.2 185 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $18,500

1118 SP275276-1RADIATOR PIPE METAL WHITE B 2.5 +/- 1.0 1 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $100

ROOM SP271-1

ROOM SP272-1

ROOM SP273-1

ROOM SP275/275A/276-1
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based paint 

abatement/paint 
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ROOM SP205-1

1129 SP277-1 WINDOW FRAME WOOD WHITE B 7.1 +/- 2.8 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

1130 SP277-1 WINDOW SILL WOOD WHITE B 3.5 +/- 1.2 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

1132 SP277-1 RADIATOR PIPE METAL WHITE B 2.9 +/- 1.1 1 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $100

1148 SP280-1 WINDOW FRAME WOOD WHITE A 7.1 +/- 2.0 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,000

1149 SP280-1 WINDOW SILL WOOD WHITE A 4.3 +/- 1.6 6 POOR
Abatement or Encapsulation of all 

Lead Based Paint $600

1164 SP280-1 HANGER METAL ORANGE 11 +/- 3.0 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $325

1167 SP278-1 WINDOW FRAME WOOD WHITE B 5.4 +/- 1.7 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

1168 SP278-1 WINDOW SILL WOOD WHITE B 2.4 +/- .9 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

1170 SP278-1 RADIATOR PIPE METAL WHITE B 5.9 +/- 2.4 1 POOR
Abatement or Encapsulation of all 

Lead Based Paint $100

1183 SP278-1 HANGER METAL ORANGE 5.1 +/- 1.6 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $195

1197 SP274-1 EXTERIOR DOOR FRAME METAL WHITE D 2.5 +/- 1.1 7 POOR
Abatement or Encapsulation of all 

Lead Based Paint $700

1205 SP274-1 HANGER METAL ORANGE 13 +/- 5.7 8 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $520

1223 SP274A-1 BASEBOARD VINYL GRAY 4.8 +/- 1.6 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $600

1207 SPXRCOR-1WINDOW FRAME WOOD WHITE A 10 +/- 3.1 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

1208 SPXRCOR-1WINDOW SILL WOOD WHITE A 2.7 +/- 1.1 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

1213 SPXRCOR-1DOOR FRAME METAL GRAY B 3.4 +/- 1.4 74 POOR
Abatement or Encapsulation of all 

Lead Based Paint $7,400

1215 SPXRCOR-1DOOR WOOD VARNISH B 7.6 +/- 3.1 100 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $10,000

1237 SP269-1 EXTERIOR DOOR FRAME METAL GRAY B 3.3 +/- 1.4 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $700

1240 SP269-1 BASEBOARD CERAMIC TILE PINK A 17 +/- 7.1 21 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $2,100

1242 SP269-1 CABINET METAL BROWN D 2.1 +/- .5 50 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $5,000

1247 SP269-1 INTERIOR DOOR WOOD VARNISH A 8.2 +/- 3.0 20 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $2,000

1263 SP279-1 EXTERIOR DOOR FRAME METAL GRAY C 3.3 +/- 1.2 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $700

1270 SP279-1 HANGER METAL ORANGE 5.1 +/- 1.6 15 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $975

ROOM SP277-1

ROOM SP280-1

ROOM SP278-1

ROOM SP274/274A-1

ROOM SPXRCOR-1

ROOM SP269/269A/269B/269C-1

ROOM SP279-1
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based paint 
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ROOM SP205-1

1272 SP219-1 WINDOW FRAME WOOD GREEN A 7.4 +/- 2.8 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

1273 SP219-1 WINDOW SILL WOOD GREEN A 6.3 +/- 2.0 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

1288 SP219-1 HANGER METAL ORANGE 4.1 +/- 1.4 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $325

1289 SP219-1 PIPE METAL ORANGE 2.9 +/- .8 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

1291 SP220-1 WINDOW FRAME WOOD GREEN A 7.3 +/- 2.8 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

1292 SP220-1 WINDOW SILL WOOD GREEN A 2.9 +/- 1.0 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

1294 SP220-1 RADIATOR PIPE METAL GREEN A 3.0 +/- .9 2 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $200

1307 SP220-1 PIPE METAL ORANGE 2.6 +/- .6 9 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $900

1308 SP220-1 HANGER METAL ORANGE 3.1 +/- 1.1 4 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $260

1317 SP222-1 WINDOW FRAME WOOD GREEN C 7.8 +/- 2.9 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

1318 SP222-1 WINDOW SILL WOOD GREEN C 3.3 +/- 1.0 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

1325 SP222-1 PIPE METAL ORANGE 5.1 +/- 1.7 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

1326 SP222-1 HANGER METAL ORANGE 2.9 +/- .8 4 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $260

1360 SP225-1 PIPE METAL ORANGE 11 +/- 4.5 8 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $800

1361 SP225-1 HANGER METAL ORANGE 14 +/- 5.3 11 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $715

1365 SP225-1 DOOR FRAME METAL GRAY A 2.5 +/- 1.1 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $700

1369 SP225-1 WINDOW FRAME WOOD GREEN C 5.1 +/- 1.8 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,000

1376 SP223-1 PIPE METAL ORANGE 3.7 +/- .8 9 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $900

1377 SP223-1 HANGER METAL ORANGE 3.0 +/- .9 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $390

1388 SP223-1 WINDOW FRAME WOOD GREEN C 7.8 +/- 3.0 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,000

1389 SP223-1 WINDOW SILL WOOD GREEN C 2 +/- .7 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $600

1401 SP232A-1 WINDOW FRAME WOOD WHITE C 7.2 +/- 2.6 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

1413 SP232A-1 HANGER METAL ORANGE 5.1 +/- 1.7 13 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $845

ROOM SP219-1

ROOM SP220-1

ROOM SP222-1

ROOM SP225-1

ROOM SP223-1

ROOM SP232A-1

ROOM SP233-1
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ROOM SP205-1
1441 SP233-1 WINDOW FRAME WOOD WHITE C 8.4 +/- 3.1 15 INTACT

Abatement or Encapsulation of all 
Lead Based Paint $1,500

1442 SP233-1 WINDOW SILL WOOD WHITE C 3.5 +/- 1.2 9 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $900

1445 SP233-1 RADIATOR PIPE METAL WHITE C 3.6 +/- 1.1 2 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $200

1446 SP233-1 INTERIOR DOOR FRAME METAL WHITE C 4.4 +/- 1.5 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $700

1447 SP233-1 INTERIOR DOOR METAL WHITE C 9.0 +/- 2.1 20 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $2,000

1451 SP233-1 LOCKER METAL ORANGE D 2.8 +/- 1.1 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $600

1460 SP233-1 HANGER METAL ORANGE 12 +/- 5 26 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,690

1463 SP233-1 PIPE METAL ORANGE 5.1 +/- 1.5 15 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,500

1473 SPCOR203-1WINDOW FRAME WOOD WHITE A 3.4 +/- 1.2 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

1474 SPCOR203-1WINDOW SILL WOOD WHITE A 7.7 +/- 2.8 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

1478 SPCOR203-1INTERIOR DOOR FRAME METAL GRAY B 3.3 +/- 1.4 49 POOR
Abatement or Encapsulation of all 

Lead Based Paint $4,900

1479 SPCOR203-1INTERIOR DOOR WOOD VARNISH B 7.5 +/- 2.9 40 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $4,000

1481 SPCOR203-1BASEBOARD VINYL BLACK C 3.6 +/- 1.3 2 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $200

1495 SPCOR203-1HANGER METAL ORANGE 30 +/- 10 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $195

1505 SP234-1 WINDOW FRAME WOOD WHITE B 5.1 +/- 1.8 25 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $2,500

1508 SP234-1 WINDOW SILL WOOD WHITE B 4.7 +/- 1.7 4 POOR
Abatement or Encapsulation of all 

Lead Based Paint $400

1513 SP234-1 WALL PLASTER WHITE C 1.8 +/- .6 170 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $17,000

1521 SP234-1 COLUMN CERAMIC TILE TAN B 2.8 +/- .9 60 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $6,000

1522 SP234-1 WALL CERAMIC TILE TAN C 2.4 +/- .6 40 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $4,000

1526 SP234-1 HANGER METAL ORANGE 5.1 +/- 1.8 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $325

1530 SP221-1 WINDOW FRAME WOOD GREEN A 5 +/- 1.8 4 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $400

1531 SP221-1 WINDOW SILL WOOD GREEN A 3.1 +/- 1.1 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

1544 SP221-1 PIPE METAL ORANGE 1.3 +/- .3 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

1545 SP221-1 HANGER METAL ORANGE 5.4 +/- 1.9 4 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $260

1555 SP224-1 WINDOW FRAME WOOD TAN C 5.1 +/- 1.7 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

1565 SP224-1 PIPE METAL ORANGE 5.1 +/- 1.7 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

ROOM SPCOR203-1

ROOM SP234/234A-1

ROOM SP222-1

ROOM SP224-1
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ROOM SP205-1
1566 SP224-1 HANGER METAL ORANGE 5.1 +/- 1.7 7 INTACT

Abatement or Encapsulation of all 
Lead Based Paint $455

1570 SP218-1 WINDOW FRAME WOOD WHITE A 6.4 +/- 2.0 15 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,500

1571 SP218-1 WINDOW SILL WOOD WHITE A 6.5 +/- 2.7 9 POOR
Abatement or Encapsulation of all 

Lead Based Paint $900

1586 SP218-1 HANGER METAL ORANGE 7.4 +/- 2.7 11 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $715

1611 SP215-1 WINDOW FRAME WOOD YELLOW B 4.7 +/- 1.6 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

1612 SP215-1 WINDOW SILL WOOD YELLOW B 3.1 +/- 1.2 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

1616 SP216A-1 WINDOW FRAME WOOD WHITE A 4.9 +/- 1.7 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

1617 SP216A-1 WINDOW SILL WOOD WHITE A 8.1 +/- 2.8 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

1639 SP226-1 WINDOW FRAME WOOD GREEN C 7.3 +/- 2.6 15 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,500

1640 SP226-1 WINDOW SILL WOOD GREEN C 3.7 +/- 1.2 9 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $900

1647 SP226-1 HANGER METAL ORANGE 15 +/- 5.8 19 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,235

1648 SP226-1 PIPE METAL ORANGE 5.1 +/- 1.6 14 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,400

1656 SPFC2A-1 VALVE METAL RED 4.2 +/- 1.4 1 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $100

1726 SP202-1 WINDOW FRAME WOOD BLUE A 4.6 +/- 1.7 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

1738 SP202-1 HANGER METAL ORANGE 5.1 +/- 1.5 4 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $260

1741 SP201-1 RADIATOR PIPE METAL SILVER A 3.7 +/- 1.1 1 POOR
Abatement or Encapsulation of all 

Lead Based Paint $100

1757 SP203-1 WINDOW FRAME WOOD WHITE A 4.7 +/- 1.7 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

1769 SP203-1 HANGER METAL ORANGE 5.1 +/- 1.7 4 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $260

1782 SP204-1 HANGER METAL ORANGE 6.6 +/- 2.1 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $455

146 SPFLR2COR1-1DOOR FRAME METAL LIGHT BROWN A 2.1 +/- .8 152 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $15,200

ROOM SP218-1

ROOM SP215-1

ROOM SP216A/216B-1

ROOM SP226-1

ROOM SPFC2A-1

ROOM SP202-1

ROOM SP201-1

ROOM SP203-1

ROOM SP204-1

ROOM SPFLR2COR1-1
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ROOM SP205-1
160 SPFLR2COR1-1BASEBOARD VINYL GRAY C 15 +/- .89 50 INTACT

Abatement or Encapsulation of all 
Lead Based Paint $5,000

161 SPFLR2COR1-1WINDOW FRAME WOOD BLUE D 4.8 +/- 1.7 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

162 SPFLR2COR1-1WINDOW SILL WOOD BLUE D 5.8 +/- 1.7 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

174 SPFLR2COR1-1WINDOW FRAME WOOD GREEN A 4.6 +/- 1.6 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,000

175 SPFLR2COR1-1WINDOW SILL WOOD GREEN A 6.7 +/- 1.9 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $600

177 SPFLR2COR1-1RADIATOR PIPE METAL BLACK A 4.2 +/- 1.3 2 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $200

189 SPFLR2COR1-1HANGER METAL ORANGE 8 +/- 2.6 4 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $260

194 SPFLR2COR2-1BASEBOARD VINYL BLACK D 4.6 +/- 1.5 136 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $13,600

221 SPFLR2COR2-1HANGER METAL ORANGE 11 +/- 2.4 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $195

684 SPFC2C-1 DOOR FRAME METAL WHITE A 2 +/- .4 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $700

691 SPFC2C-1 VALVE METAL RED 5.1 +/- 2.0 1 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $100

695 SPFC2B-1 DOOR FRAME METAL WHITE B 2.5 +/- .9 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $700

751 SPHC2B-1 WALL CERAMIC TILE YELLOW A 14 +/- 3.1 20 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $2,000

757 SPHC2B-1 WALL CERAMIC TILE YELLOW B 15 +/- 7.0 30 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $3,000

758 SPHC2B-1 COAT RACK WOOD WHITE B 4.4 +/- 1.6 6 POOR
Abatement or Encapsulation of all 

Lead Based Paint $600

760 SPHC2B-1 WALL CERAMIC TILE YELLOW C 13 +/- 2.9 30 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $3,000

763 SPHC2B-1 WALL CERAMIC TILE YELLOW D 14 +/- 6.3 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,000

764 SPHC2B-1 DOOR FRAME METAL WHITE D 5.6 +/- 2.1 7 POOR
Abatement or Encapsulation of all 

Lead Based Paint $700

771 SPMC2B-1 WINDOW SILL WOOD WHITE B 4.5 +/- 1.5 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

790 SPEC2A-1 DOOR FRAME METAL CREAM A 3.4 +/- 1.3 4 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $400

791 SPEC2A-1 DOOR FRAME METAL BROWN A 3.4 +/- .9 4 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $400

797 SPEC2A-1 CONDUIT METAL ORANGE B 2.2 +/- .8 37 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $3,700

799 SPEC2A-1 CONDUIT METAL CREAM C 1.9 +/- .7 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $600

ROOM SPFLR2COR2-1

ROOM SPFC2C-1

ROOM SPFC2B-1

ROOM SPHC2B-1

ROOM SPMC2B-1

ROOM SPEC2A-1

ROOM SPEC2B-1



ALEDA E. LUTZ
DEPARTMENT OF VETERANS AFFAIRS MEDICAL CENTER

BUILDING 1
COST ESTIMATE FOR LEAD-BASED PAINT ABATEMENT / PAINT STABLIZATION

Page 47 of 84

XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

Cost Estimate for lead-
based paint 

abatement/paint 
stablization

ROOM SP205-1
803 SPEC2B-1 DOOR FRAME METAL YELLOW A 1.9 +/- .4 7 POOR

Abatement or Encapsulation of all 
Lead Based Paint $700

809 SPEC2B-1 TELEPHONE BOX METAL CREAM 3.3 +/- 1.0 15 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,500

810 SPEC2B-1 CONDUIT METAL ORANGE 2.1 +/- .8 33 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $3,300

811 SPEC2B-1 CONDUIT METAL CREAM 2.3 +/- .6 63 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $6,300

817 SP235-1 DOOR FRAME METAL WHITE D 5.1 +/- 1.6 7 POOR
Abatement or Encapsulation of all 

Lead Based Paint $700

826 SP235A-1 DOOR FRAME METAL WHITE D 1.7 +/- .5 4 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $400

827 SP235A-1 DOOR FRAME METAL GRAY D 4.8 +/- 1.7 4 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $400

835 SPHC2D-1 BASEBOARD VINYL BLACK A 4.3 +/- 1.6 16 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,600

849 SPEC2D-1 DOOR FRAME METAL CREAM A 2.6 +/- .7 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $700

857 SPEC2D-1 ELECTRICAL PANEL METAL CREAM B 3.6 +/- .8 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $600

1041 SP254-1 WALL PLASTER CREAM A 2.4 +/- 1.0 70 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $7,000

1053 SP254-1 HANGER METAL ORANGE 15 +/- 5.7 9 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $585

1061 SPCC2B3-1WALL CERAMIC TILE TAN A 2.1 +/- .5 50 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $5,000

1062 SPCC2B3-1WALL CERAMIC TILE TAN B 2.4 +/- .6 40 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $4,000

1063 SPCC2B3-1WALL CERAMIC TILE TAN C 2.2 +/- .5 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,000

1064 SPCC2B3-1DOOR FRAME METAL WHITE C 9.2 +/- 2.7 7 POOR
Abatement or Encapsulation of all 

Lead Based Paint $700

1067 SPCC2B3-1WALL CERAMIC TILE TAN D 1.8 +/- .4 40 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $4,000

1195 SP217-1 WALL CERAMIC TILE TAN A 1.8 +/- .4 60 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $6,000

1196 SP217-1 WALL CERAMIC TILE TAN B 2.2 +/- .6 30 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $3,000

1199 SP217-1 WALL CERAMIC TILE TAN C 2 +/- .5 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,000

1200 SP217-1 DOOR FRAME METAL GRAY C 3.0 +/- 1.2 7 POOR
Abatement or Encapsulation of all 

Lead Based Paint $700

1202 SP217-1 WALL CERAMIC TILE TAN D 1.9 +/- .4 50 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $5,000

ROOM SP235-1

ROOM SP235A-1

ROOM SPHC2D-1

ROOM SPEC2D-1

ROOM SP254-1

ROOM SPCC2B3-1

ROOM SP217-1

ROOM SPEC2C-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

Cost Estimate for lead-
based paint 

abatement/paint 
stablization

ROOM SP205-1
1208 SPEC2C-1 DOOR FRAME METAL CREAM A 5.4 +/- 2.1 7 POOR

Abatement or Encapsulation of all 
Lead Based Paint $700

1213 SPEC2C-1 CONDUIT METAL ORANGE 1.2 +/- .1 20 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $2,000

1215 SPEC2C-1 CONDUIT METAL CREAM 1.6 +/- .3 21 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $2,100

1216 SPEC2C-1 ELECTRICAL BOX METAL CREAM 4.5 +/- 1.6 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $600

Subtotal estimate for 2nd floor $699,125
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

Cost Estimate for lead-based 
paint abatement/paint 

stablization

184 SP324-1 WINDOW FRAME WOOD WHITE C 3 +/- .9 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,000

185 SP324-1 WINDOW SILL WOOD WHITE C 3.7 +/- 1.3 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $600

201 SP319-1 WINDOW FRAME WOOD WHITE A 5 +/- 1.6 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,000

207 SP319-1 EXTERIOR DOOR FRAME METAL GRAY C 3.2 +/- 1.4 8 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $800

228 SP320-1 WINDOW FRAME WOOD WHITE A 2.7 +/- .9 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,000

281 SP322-1 WINDOW FRAME WOOD WHITE C 9.2 +/- 2.9 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,000

282 SP322-1 WINDOW SILL WOOD WHITE C 5.1 +/- 1.9 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $600

302 SP323-1 WINDOW FRAME WOOD WHITE C 7.8 +/- 3.0 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,000

303 SP323-1 WINDOW SILL WOOD WHITE C 3.9 +/- 1.1 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $600

326 SP307-1 EXTERIOR DOOR FRAME METAL GRAY B 2.5 +/- 1.1 8 POOR
Abatement or Encapsulation of all 

Lead Based Paint $800

330 SP307-1 WINDOW FRAME WOOD WHITE D 4.1 +/- 1.4 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,000

331 SP307-1 WINDOW SILL WOOD WHITE D 4.3 +/- 1.5 4 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $400

341 SP307-1 PIPE METAL ORANGE CEILING 14 +/- 6.0 1 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $100

344 SP307-1 HANGER METAL ORANGE 3.7 +/- 1.2 2 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $130

349 SP312-1 WINDOW FRAME WOOD WHITE B 4.4 +/- 1.3 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

350 SP312-1 WINDOW SILL WOOD WHITE B 4.9 +/- 1.4 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

382 SP370-1 WINDOW FRAME WOOD WHITE C 5 +/- 1.8 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,000

407 SP369-1 WINDOW SILL WOOD WHITE C 1.3 +/- .6 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $600

447 SP381H-1 HANGER METAL ORANGE 18 +/- 6.4 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $390

458 SP381G-1 WINDOW FRAME WOOD DARK PINK B 3.6 +/- 1.1 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

ROOM SP323-1

ROOM SP307-1

ROOM SP312/312A-1

ROOM SP370-1

ROOM SP324-1

ROOM SP319-1

ROOM SP322-1

ROOM SP320-1

ROOM SP369-1

ROOM SP381H-1

ROOM SP381G-1
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(sq. ft. ) Damage Abatement options

Cost Estimate for lead-based 
paint abatement/paint 

stablization

ROOM SP324-1
470 SP381G-1 HIDDEN WINDOW SILL WOOD PINK B 7.5 +/- 2.7 3 INTACT

Abatement or Encapsulation of all 
Lead Based Paint $300

483 SP381D-1 WINDOW SILL WOOD DARK PINK D 1.7 +/- .6 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

489 SP381D-1 HANGER METAL ORANGE 7.5 +/- 2.0 14 POOR
Abatement or Encapsulation of all 

Lead Based Paint $910

534 SP381B-1 HANGER METAL ORANGE 5.9 +/- 1.7 9 POOR
Abatement or Encapsulation of all 

Lead Based Paint $585

537 SP381F-1 WINDOW SILL WOOD DARK PINK B 1.0 +/- .6 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

591 SP386-1 INTERIOR DOOR FRAME METAL GRAY C 3.6 +/- 1.4 15 POOR
Abatement or Encapsulation of all 

Lead Based Paint $1,500

593 SP386-1 WALL CERAMIC TILE YELLOW A 14 +/- 3.1 30 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $3,000

594 SP386-1 WALL CERAMIC TILE YELLOW B 15 +/- 7.0 18 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,800

595 SP386-1 WALL CERAMIC TILE YELLOW C 14 +/- 3.1 40 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $4,000

596 SP386-1 WALL CERAMIC TILE YELLOW D 14 +/- 6.4 30 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $3,000

608 SP386-1 HANGER METAL ORANGE 4.5 +/- 1.5 2 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $130

625 SP380-1 HANGER METAL ORANGE 2.8 +/- 1.2 14 POOR
Abatement or Encapsulation of all 

Lead Based Paint $910

630 SP381E-1 WINDOW FRAME WOOD DARK PINK B 2.1 +/- .8 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

647 SP381E-1 HANGER METAL ORANGE 3 +/- 1.1 15 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $975

305 SP308-1 EXTERIOR DOOR FRAME METAL GRAY C 3.8 +/- 1.3 8 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $800

310 SP308-1 WINDOW FRAME WOOD WHITE D 4.3 +/- 1.4 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,000

311 SP308-1 WINDOW SILL WOOD WHITE D 3.8 +/- 1.3 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

318 SP308-1 PIPE METAL ORANGE 14 +/- 6.3 1 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $100

319 SP308-1 HANGER METAL ORANGE 5.1 +/- 1.0 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $195

324 SP309-1 EXTERIOR DOOR FRAME METAL GRAY B 3.4 +/- 1.2 7 POOR
Abatement or Encapsulation of all 

Lead Based Paint $700

332 SP309-1 WINDOW FRAME WOOD WHITE D 2.9 +/- .9 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

333 SP309-1 WINDOW SILL WOOD WHITE D 4.5 +/- 1.6 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

339 SP309-1 PIPE METAL ORANGE 5.1 +/- 1.6 2 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $200

340 SP309-1 HANGER METAL ORANGE 5.1 +/- 1.6 2 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $200

ROOM SP381D-1

ROOM SP381B-1

ROOM SP381F-1

ROOM SP386-1

ROOM SP380-1

ROOM SP381E-1

ROOM SP308-1

ROOM SP309-1
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(sq. ft. ) Damage Abatement options

Cost Estimate for lead-based 
paint abatement/paint 

stablization

ROOM SP324-1

346 SP303-1 WINDOW SILL WOOD WHITE A 3.3 +/- 1 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

350 SP303-1 INTERIOR DOOR FRAME METAL GRAY B 3.9 +/- 1.4 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $700

361 SP303-1 PIPE METAL ORANGE 2.6 +/- .7 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

362 SP303-1 HANGER METAL ORANGE 13 +/- 5.3 2 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $130

604 SP318-1 WINDOW FRAME WOOD WHITE A 2.5 +/- .9 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

625 SP325-1 EXTERIOR DOOR FRAME METAL GRAY A 3.3 +/- 1.4 8 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $800

632 SP325-1 WINDOW FRAME WOOD WHITE C 3.5 +/- 1.2 10 POOR
Abatement or Encapsulation of all 

Lead Based Paint $1,000

657 SP330-1 WINDOW SILL WOOD WHITE C 1.4 +/- .6 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $600

673 SP330-1 PIPE METAL ORANGE 14 +/- 6.1 11 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,100

674 SP330-1 HANGER METAL ORANGE 3.4 +/- .9 8 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $520

677 SP366-1 EXTERIOR DOOR FRAME METAL GRAY A 5.3 +/- 2.3 8 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $800

689 SP366-1 WINDOW FRAME WOOD WHITE C 5.3 +/- 2.1 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

697 SP366-1 HANGER METAL ORANGE 19 +/- 6.6 11 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $715

708 SP390-1 INTERIOR DOOR FRAME METAL WHITE D 1.8 +/- .9 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $700

730 SP367-1 WINDOW SILL PLASTER WHITE C 3.2 +/- 1.2 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $600

746 SP367-1 HANGER METAL ORANGE 13 +/- 6.2 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $390

777 SP368-1 WINDOW FRAME WOOD WHITE C 4.9 +/- 1.8 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

813 SP310-1 WINDOW SILL WOOD WHITE B 3.7 +/- 1.3 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

817 SP310-1 EXTERIOR DOOR FRAME METAL GRAY D 5.5 +/- 2.3 8 POOR
Abatement or Encapsulation of all 

Lead Based Paint $800

825 SP310-1 HANGER METAL ORANGE 7.3 +/- 2.6 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $325

828 SP328-1 DOOR FRAME METAL GRAY A 5.2 +/- 2 7 POOR
Abatement or Encapsulation of all 

Lead Based Paint $700

833 SP328-1 WINDOW FRAME WOOD WHITE C 3.1 +/- 1.0 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

ROOM SP303-1

ROOM SP318-1

ROOM SP325-1

ROOM SP330-1

ROOM SP366-1

ROOM SP390-1

ROOM SP367-1

ROOM SP368-1

ROOM SP310-1

ROOM SP328-1
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ROOM SP324-1
841 SP328-1 HANGER METAL ORANGE 9 +/- 2.3 13 INTACT

Abatement or Encapsulation of all 
Lead Based Paint $845

842 SP328-1 PIPE METAL ORANGE 5.1 +/- 1.6 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,000

1100 SP381A-1 HANGER METAL ORANGE 3.3 +/- .9 9 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $585

1104 SP381A-1 RADIATOR PIPE METAL WHITE 4.8 +/- 1.5 1 POOR
Abatement or Encapsulation of all 

Lead Based Paint $100

1109 SP382-1 RADIATOR PIPE METAL WHITE B 3.5 +/- 1.1 1 POOR
Abatement or Encapsulation of all 

Lead Based Paint $100

1111 SP382-1 WINDOW FRAME WOOD WHITE B 1.8 +/- .6 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

1120 SP382-1 LIGHT FIXTURE METAL WHITE 2.4 +/- .9 20 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $2,000

1122 SP382-1 HANGER METAL ORANGE 2.2 +/- .8 8 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $520

1146 SP372-1 WINDOW FRAME WOOD WHITE A 2.2 +/- .8 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

1162 SP375-1 WINDOW SILL WOOD WHITE A 1.4 +/- .6 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $600

1187 SP394-1 WINDOW FRAME WOOD WHITE A 7.2 +/- 2.6 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,000

1203 SP394-1 HANGER METAL ORANGE 3.8 +/- 1.2 1 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $65

1207 SP301-1 WINDOW SILL WOOD WHITE A 4.3 +/- 1.3 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $600

1226 SP393-1 WINDOW SILL WOOD WHITE A 1.6 +/- .6 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

1250 SP306-1 WINDOW FRAME WOOD WHITE D 7.5 +/- 2.5 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,000

1251 SP306-1 WINDOW SILL WOOD WHITE D 4.0 +/- 1.4 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

1256 SP306-1 HANGER METAL ORANGE 5.5 +/- 1.6 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $390

1281 SP313-1 HANGER METAL ORANGE 2.2 +/- .7 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $455

315 SP346-1 EXTERIOR DOOR FRAME METAL GRAY A 4.5 +/- 1.6 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,000

319 SP346-1 INTERIOR DOOR FRAME METAL GRAY B 3.9 +/- 1.4 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $700

329 SP346-1 WINDOW FRAME WOOD WHITE C 4.6 +/- 1.8 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,000

ROOM SP381A-1

ROOM SP382-1

ROOM SP372-1

ROOM SP375/375A-1

ROOM SP394-1

ROOM SP301-1

ROOM SP393-1

ROOM SP306-1

ROOM SP313-1

ROOM SP346/346A-1
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Building 
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Cost Estimate for lead-based 
paint abatement/paint 

stablization

ROOM SP324-1
332 SP346-1 INTERIOR DOOR FRAME METAL WHITE D 2.5 +/- 1.0 10 INTACT

Abatement or Encapsulation of all 
Lead Based Paint $1,000

345 SP347-1 EXTERIOR DOOR FRAME METAL GRAY A 4.5 +/- 1.6 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,000

351 SP347-1 INTERIOR DOOR FRAME METAL WHITE B 3.4 +/- 1.1 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,000

355 SP347-1 VENT COVER METAL LIGHT BLUE C 3.0 +/- 1.0 6 POOR
Abatement or Encapsulation of all 

Lead Based Paint $600

356 SP347-1 INTERIOR DOOR FRAME METAL GRAY D 3.3 +/- 1.1 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,000

364 SP348-1 EXTERIOR DOOR FRAME METAL GRAY A 2.4 +/- .8 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $700

366 SP348-1 WALL CERAMIC TILE GREEN A 17 +/- 7 100 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $10,000

367 SP348-1 COLUMN CERAMIC TILE B 17 +/- 6.7 170 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $17,000

368 SP348-1 INTERIOR DOOR FRAME METAL GRAY B 2.8 +/- .8 17 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,700

369 SP348-1 WALL CERAMIC TILE GREEN B 16 +/- 6.8 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,000

370 SP348-1 WALL CERAMIC TILE GREEN C 16 +/- 3.2 170 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $17,000

371 SP348-1 WALL CERAMIC TILE GREEN D 15 +/- 6.6 30 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $3,000

372 SP348-1 PIPE METAL YELLOW C 13 +/- 5.2 76 POOR
Abatement or Encapsulation of all 

Lead Based Paint $7,600

380 SP348-1 HANGER METAL YELLOW 13 +/- 5.9 1 POOR
Abatement or Encapsulation of all 

Lead Based Paint $65

384 SP349-1 EXTERIOR DOOR FRAME METAL GRAY A 5.1 +/- 1.7 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,000

388 SP349-1 INTERIOR DOOR FRAME METAL GRAY B 5.7 +/- 2.1 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,000

393 SP349-1 VENT COVER METAL LIGHT BLUE D 3.6 +/- .7 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $600

399 SP347A-1 WALL CERAMIC TILE GREEN A 17 +/- 7.3 130 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $13,000

400 SP347A-1 COLUMN CERAMIC TILE GREEN A 16 +/- 6.5 180 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $18,000

401 SP347A-1 WALL CERAMIC TILE GREEN B 15 +/- 6.5 30 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $3,000

402 SP347A-1 WALL CERAMIC TILE GREEN C 16 +/- 7.0 100 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $10,000

405 SP347A-1 WINDOW SILL CERAMIC TILE GREEN C 16 +/- 6.6 4 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $400

406 SP347A-1 WALL CERAMIC TILE GREEN D 15 +/- 6.6 20 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $2,000

407 SP347A-1 WINDOW FRAME WOOD WHITE C 5.2 +/- 1.6 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,000

413 SP350A-1 WINDOW FRAME WOOD WHITE A 4.2 +/- 1.4 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

414 SP350A-1 DOOR WOOD VARNISH B 7.4 +/- 2.7 20 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $2,000

ROOM SP347-1

ROOM SP348-1

ROOM SP349-1

ROOM SP347A-1

ROOM SP350A/350-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

Cost Estimate for lead-based 
paint abatement/paint 

stablization

ROOM SP324-1
424 SP350A-1 INTERIOR DOOR FRAME METAL GRAY B 2.5 +/- .9 10 INTACT

Abatement or Encapsulation of all 
Lead Based Paint $1,000

427 SP350A-1 VENT COVER METAL LIGHT BLUE A 1.2 +/- .3 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $600

428 SP350A-1 EXTERIOR DOOR FRAME METAL GRAY C 5.1 +/- 1.7 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,000

440 SP351-1 DOOR WOOD VARNISH B 7.9 +/- 3.2 20 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $2,000

441 SP351-1 EXTERIOR DOOR FRAME METAL GRAY C 6 +/- 2.2 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $700

443 SP351-1 WALL CERAMIC TILE TAN C 1.1 +/- .6 80 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $8,000

454 SP352-1 WINDOW FRAME WOOD BROWN A 5.9 +/- 2.0 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

455 SP352-1 INTERIOR WINDOW FRAME METAL BROWN B 14 +/- 4.5 12 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,200

461 SP352-1 WALL DRYWALL TAN B 8.5 +/- 3.2 80 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $8,000

465 SP352-1 WALL CERAMIC TILE TAN B 4.1 +/- 1.5 140 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $14,000

466 SP352-1 WALL CERAMIC TILE TAN C 4.4 +/- 1.7 140 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $14,000

467 SP352-1 COLUMN CERAMIC TILE TAN C 4.8 +/- 1.7 50 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $5,000

468 SP352-1 EXTERIOR DOOR FRAME METAL BROWN C 4.1 +/- 1.5 15 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,500

469 SP352-1 EXTERIOR DOOR WOOD VARNISH C 11 +/- 3.6 20 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $2,000

470 SP352-1 INTERIOR DOOR WOOD VARNISH D 9.5 +/- 3.5 40 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $4,000

471 SP352-1 WALL CERAMIC TILE TAN D 5.7 +/- 2.0 140 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $14,000

482 SPORCORR-1INTERIOR DOOR FRAME METAL GRAY C 3.2 +/- 1.2 105 POOR
Abatement or Encapsulation of all 

Lead Based Paint $10,500

484 SPORCORR-1INTERIOR DOOR WOOD VARNISH A 6.7 +/- 2.5 20 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $2,000

509 SP338-1 WINDOW SILL WOOD WHITE B 6.1 +/- 2.4 9 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $900

519 SP336-1 HANGER METAL ORANGE 5.1 +/- 1.6 2 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $130

526 SP336-1 WINDOW FRAME WOOD WHITE B 1 +/- .4 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

538 SP336-1 WINDOW FRAME WOOD LIGHT BLUE B 4.0 +/- 1.4 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

539 SP336-1 WINDOW SILL WOOD LIGHT BLUE B 4.3 +/- 1.2 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

544 SP335-1 WALL PLASTER WHITE A 2.8 +/- 1.1 130 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $13,000

549 SP335-1 WINDOW FRAME WOOD WHITE B 3.6 +/- 1.2 25 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $2,500

ROOM SP351-1

ROOM SP352-1

ROOM SPORCORR-1

ROOM SP338-1

ROOM SP336-1

ROOM SP335-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

Cost Estimate for lead-based 
paint abatement/paint 

stablization

ROOM SP324-1
550 SP335-1 WINDOW SILL WOOD WHITE B .3 +/- .4 15 INTACT

Abatement or Encapsulation of all 
Lead Based Paint $1,500

563 SP335-1 PIPE METAL ORANGE 2.5 +/- .6 24 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $2,400

564 SP335-1 HANGER METAL ORANGE 2.9 +/- 1.0 12 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $780

595 SP343-1 RADIATOR PIPE METAL WHITE B 2.3 +/- 1.2 2 POOR
Abatement or Encapsulation of all 

Lead Based Paint $200

602 SP343-1 EXTERIOR DOOR FRAME METAL GRAY D 4.3 +/- 2.0 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $700

576 SP345-1 EXTERIOR DOOR FRAME METAL GRAY A 4.1 +/- 1.6 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,000

585 SP345-1 OLD DOOR FRAME METAL WHITE D 3.2 +/- 1.4 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $700

609 SP358-1 PIPE METAL ORANGE 2.5 +/- .7 46 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $4,600

610 SP358-1 HANGER METAL ORANGE 5.1 +/- 1.6 2 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $130

622 SP358-1 WINDOW FRAME WOOD WHITE D 5.9 +/- 2.1 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,000

625 SP358-1 RADIATOR PIPE METAL WHITE D 3.1 +/- 1.2 1 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $100

1063 SP353-1 DOOR FRAME METAL BROWN C 1.2 +/- .3 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $700

1071 SP341-1 HANGER METAL ORANGE 5.1 +/- 1.5 1 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $65

1084 SP354-1 DOOR FRAME METAL GRAY C 2.0 +/- .7 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $700

1096 SP356-1 BASEBOARD CERAMIC TILE PEACH C 14 +/- 3.1 9 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $900

1098 SP356-1 EXTERIOR DOOR FRAME METAL GRAY B 2.5 +/- 1.1 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $700

1105 SP356-1 WINDOW FRAME WOOD WHITE D 3.3 +/- 1.1 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,000

1108 SP356-1 RADIATOR PIPE METAL SILVER D 4.5 +/- 1.6 2 POOR
Abatement or Encapsulation of all 

Lead Based Paint $200

1121 SP357-1 DOOR FRAME METAL GRAY B 2.3 +/- 1.0 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $700

1123 SP357-1 INTERIOR DOOR FRAME METAL GRAY C 2.6 +/- 1.2 14 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,400

1126 SP357-1 BASEBOARD CERAMIC TILE PEACH C 15 +/- 6.6 13 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,300

1133 SP357-1 RADIATOR PIPE METAL WHITE D 2.9 +/- 1.1 4 POOR
Abatement or Encapsulation of all 

Lead Based Paint $400

ROOM SP343-1

ROOM SP345-1

ROOM SP358-1

ROOM SP353-1

ROOM SP341-1

ROOM SP354-1

ROOM SP356/356A-1

ROOM SP357/357A-1

ROOM SP359/358A-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

Cost Estimate for lead-based 
paint abatement/paint 

stablization

ROOM SP324-1
1154 SP359-1 RADIATOR PIPE METAL WHITE D 2.8 +/- 1.0 1 POOR

Abatement or Encapsulation of all 
Lead Based Paint $100

1160 SP344-1 HANGER METAL ORANGE 8 +/- 2.1 2 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $130

1164 SP344-1 DOOR FRAME METAL GRAY A 3.7 +/- 1.4 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $700

1168 SP344-1 WINDOW FRAME WOOD WHITE C 3.8 +/- 1.2 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

1176 SP342-1 WALL CERAMIC TILE GREEN B 10 +/- 2.3 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,000

1179 SP342-1 WALL DRYWALL WHITE B 1.8 +/- .8 70 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $7,000

1188 SP342-1 CABINET METAL BROWN A 1.4 +/- .2 50 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $5,000

1191 SPFC3D-1 DOOR FRAME METAL WHITE A 2.8 +/- .9 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $700

1203 SPFC3B-1 DOOR FRAME METAL GRAY B 2.7 +/- .9 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $700

1214 SPFC3B-1 FLOOR CONCRETE RED 1.3 +/- .2 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

1216 SP391-1 WINDOW FRAME WOOD WHITE A 4.2 +/- 1.4 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

1219 SP391-1 RADIATOR PIPE METAL WHITE A 2.2 +/- .9 1 POOR
Abatement or Encapsulation of all 

Lead Based Paint $100

1238 SP362-1 WINDOW SILL WOOD TAN C 8.6 +/- 3.0 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

1240 SP362-1 RADIATOR PIPE METAL TAN C 3.6 +/- 1.2 1 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $100

1253 SP361-1 DOOR FRAME METAL GRAY A 2.5 +/- 1.1 8 POOR
Abatement or Encapsulation of all 

Lead Based Paint $800

1259 SP361-1 WINDOW SILL WOOD WHITE C 6.4 +/- 2.3 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

1268 SP361-1 HANGER METAL ORANGE 7.4 +/- 2.1 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $325

1273 SP392-1 WINDOW SILL WOOD WHITE A 7.7 +/- 3.1 9 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $900

1277 SP392-1 DOOR FRAME METAL GRAY C 2.5 +/- 1.0 8 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $800

1302 SPFC3C-1 DOOR FRAME METAL WHITE A 1.6 +/- .4 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $700

1313 SP365-1 WALL CERAMIC TILE YELLOW A 3.4 +/- 1.2 30 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $3,000

ROOM SP344-1

ROOM SP342-1

ROOM SPFC3D-1

ROOM SPFC3B-1

ROOM SP391-1

ROOM SP362-1

ROOM SP361-1

ROOM SP392-1

ROOM SPFC3C-1

ROOM SP365-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color
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(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

Cost Estimate for lead-based 
paint abatement/paint 

stablization

ROOM SP324-1
1314 SP365-1 DOOR FRAME METAL GRAY A 2.7 +/- 1.2 7 POOR

Abatement or Encapsulation of all 
Lead Based Paint $700

1317 SP365-1 COAT RACK WOOD WHITE B 5.1 +/- 1.8 2 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $200

1318 SP365-1 WALL CERAMIC TILE YELLOW B 1.6 +/- .3 110 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $11,000

1319 SP365-1 WALL CERAMIC TILE YELLOW C 2.6 +/- .7 50 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $5,000

1322 SP365-1 ACCESS PANEL FRAME METAL WHITE D 1.9 +/- .6 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

1323 SP365-1 ACCESS PANEL METAL WHITE D 2.1 +/- .5 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

1324 SP365-1 WALL CERAMIC TILE YELLOW D 3.8 +/- 1.2 110 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $11,000

1335 SP387-1 DOOR FRAME METAL GRAY D 2.3 +/- 1.1 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $700

1348 SP302-1 WINDOW FRAME WOOD WHITE A 3.3 +/- 1.0 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,000

1349 SP302-1 WINDOW SILL WOOD WHITE A 1.6 +/- .6 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $600

1351 SP302-1 RADIATOR PIPE METAL BLACK A 3.6 +/- 1.2 2 POOR
Abatement or Encapsulation of all 

Lead Based Paint $200

1355 SP302-1 DOOR FRAME METAL GRAY C 2.1 +/- 1.4 8 POOR
Abatement or Encapsulation of all 

Lead Based Paint $800

1365 SP302-1 PIPE METAL ORANGE 5.1 +/- 1.6 2 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $200

1366 SP302-1 HANGER METAL ORANGE 5.1 +/- 1.6 11 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $715

1378 SP311-1 WINDOW FRAME WOOD WHITE B 4.8 +/- 1.6 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,000

1379 SP311-1 WINDOW SILL WOOD WHITE B 10 +/- 3.3 4 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $400

1390 SP311-1 HANGER METAL ORANGE 3.5 +/- 1.0 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $390

1409 SP305-1 DOOR FRAME METAL GRAY B 2.2 +/- 1.0 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $700

1438 SP363-1 HANGER METAL ORANGE 5.1 +/- 1.8 2 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $130

1458 SP364-1 HANGER METAL ORANGE 1.9 +/- .4 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $650

1484 SP316-1 WALL CERAMIC TILE TAN A 1.9 +/- .4 80 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $8,000

1485 SP316-1 WALL CERAMIC TILE TAN B 2.4 +/- .6 60 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $6,000

1486 SP316-1 WALL CERAMIC TILE TAN C 2.4 +/- .6 50 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $5,000

1494 SP316-1 WALL CERAMIC TILE TAN D 2.5 +/- .7 80 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $8,000

ROOM SP387-1

ROOM SP302-1

ROOM SP311/310A-1

ROOM SP305-1

ROOM SP363-1

ROOM SP364-1

ROOM SP316-1
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XRF 
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Lead 
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(mg/cm2)
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(sq. ft. ) Damage Abatement options

Cost Estimate for lead-based 
paint abatement/paint 

stablization

ROOM SP324-1

1500 SP327-1 WALL CERAMIC TILE TAN A 2 +/- .5 30 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $3,000

1501 SP327-1 DOOR FRAME METAL GRAY A 1.3 +/- .4 7 POOR
Abatement or Encapsulation of all 

Lead Based Paint $700

1503 SP327-1 WALL CERAMIC TILE TAN B 2.1 +/- .5 100 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $10,000

1504 SP327-1 COAT RACK WOOD YELLOW B 5.1 +/- 1.8 2 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $200

1505 SP327-1 ACCESS PANEL METAL CREAM B 4.5 +/- 1.6 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

1511 SP327-1 WALL CERAMIC TILE TAN D 1.5 +/- .3 100 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $10,000

1516 SP327-1 HANGER METAL ORANGE 2.5 +/- 1.0 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $390

1518 SP327-1 BRACKET METAL ORANGE 3.3 +/- .9 1 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $100

1519 SP327-1 PIPE METAL ORANGE 5.9 +/- 2.0 1 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $100

1522 SP326-1 DOOR FRAME METAL GRAY A 2.0 +/- .7 7 POOR
Abatement or Encapsulation of all 

Lead Based Paint $700

1534 SPFC3A-1 DOOR FRAME METAL GRAY A 3.1 +/- .9 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $700

1542 SPFC3A-1 VALVE METAL RED 5.7 +/- 1.7 1 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $100

1548 SP329A-1 BASEBOARD CERAMIC TILE TAN A 17 +/- 6.9 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

1554 SP329A-1 DOOR FRAME METAL GRAY D 5.3 +/- 1.7 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $700

1561 SP331-1 DOOR FRAME METAL GRAY A 4.7 +/- 1.4 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $700

1567 SP331-1 WINDOW FRAME WOOD WHITE C 4.0 +/- 1.8 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

1580 SP331-1 PIPE METAL ORANGE 16 +/- 6.7 9 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $900

1581 SP331-1 HANGER METAL ORANGE 10 +/- 4.6 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $455

1596 SP332-1 WINDOW FRAME WOOD WHITE C 5 +/- 1.8 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

1607 SP332-1 PIPE METAL ORANGE 5.1 +/- 1.5 4 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $400

1608 SP332-1 HANGER METAL ORANGE 5.1 +/- 1.6 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $390

1692 SP339-1 HANGER METAL ORANGE 5. +/- 1.3 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $325

1701 SP317-1 BASEBOARD VINYL BLACK C 4.3 +/- 1.3 25 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $2,500

ROOM SP327-1

ROOM SP326-1

ROOM SPFC3A-1

ROOM SP329A-1

ROOM SP331-1

ROOM SP332-1

ROOM SP339-1

ROOM SP317-1
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XRF 
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Location 
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(mg/cm2)
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(sq. ft. ) Damage Abatement options

Cost Estimate for lead-based 
paint abatement/paint 

stablization

ROOM SP324-1

1712 SPMC3C-1 BASEBOARD VINYL BLACK A 3.2 +/- 1.3 28 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $2,800

1722 SPMC3C-1 HANGER METAL ORANGE 2.4 +/- .9 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $390

1406 SPFLR3COR5-1DOOR FRAME METAL GRAY B 2.0 +/- .7 272 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $27,200

558 SP376-1 WALL CERAMIC TILE TAN B 1.9 +/- .4 40 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $4,000

564 SP376-1 WALL CERAMIC TILE TAN D 2.1 +/- .6 30 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $3,000

571 SPEC3C-1 DOOR FRAME METAL GRAY A 3.0 +/- .7 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $700

577 SPEC3C-1 CONDUIT METAL ORANGE D 1.4 +/- .2 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,000

583 SPHC3B2-1BASEBOARD CERAMIC TILE PINK B 15 +/- 6.7 9 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $900

584 SPHC3B2-1COAT RACK WOOD WHITE B 6.5 +/- 1.8 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $600

586 SPHC3B2-1DOOR FRAME METAL GRAY C 2.8 +/- 1.1 7 POOR
Abatement or Encapsulation of all 

Lead Based Paint $700

600 SPHC3B2-1HANGER METAL ORANGE 6.6 +/- 1.8 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $390

603 SP345-1 DOOR FRAME METAL GRAY A 4.7 +/- 1.5 7 POOR
Abatement or Encapsulation of all 

Lead Based Paint $700

613 SPEC3B-1 DOOR FRAME METAL GRAY A 4.3 +/- 1.7 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $700

619 SPEC3B-1 TELEPHONE BOX METAL CREAM D 4.3 +/- 1.6 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $600

620 SPEC3B-1 CONDUIT METAL ORANGE C 1.3 +/- .2 14 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,400

633 SPHC3B1-1BASEBOARD CERAMIC TILE PEACH B 16 +/- 7.2 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,000

638 SPHC3B1-1COAT RACK WOOD WHITE D 9.4 +/- 3.1 6 POOR
Abatement or Encapsulation of all 

Lead Based Paint $600

648 SPEC3A-1 DOOR FRAME METAL GRAY A 5.4 +/- 2.1 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $700

655 SPEC3A-1 TELEPHONE BOX METAL GRAY D 5.4 +/- 1.9 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $600

657 SPEC3A-1 CONDUIT METAL ORANGE 2.8 +/- 1.0 24 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $2,400

991 SPCC3B1-1DOOR FRAME METAL GRAY B 6.2 +/- 2.2 8 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $800

ROOM SPHC3B1-1

ROOM SPMC3C-1

ROOM SPFLR3COR5-1

ROOM SPEC3A-1

ROOM SPCC3B1-1

ROOM SP376-1

ROOM SPEC3C-1

ROOM SPHC3B2-1

ROOM SP345-1

ROOM SPEC3B-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

Cost Estimate for lead-based 
paint abatement/paint 

stablization

ROOM SP324-1

1006 SPCC3B-1 BASEBOARD VINYL GRAY B 3.4 +/- 1.3 4 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $400

Subtotal estimate for 3rd floor $479,615

ROOM SPCC3B-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

Cost Estimate for lead-based 
paint abatement/paint 

stablization

686 SP475-1 WINDOW FRAME WOOD WHITE B 7.2 +/- 2.7 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

687 SP475-1 WINDOW SILL WOOD WHITE B 3.2 +/- 1.0 1 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $100

690 SP475-1 INTERIOR DOOR FRAME METAL WHITE C 2.7 +/- 1.1 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $700

704 SP474-1 INTERIOR DOOR FRAME METAL GRAY A 5 +/- 1.9 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $700

707 SP474-1 RADIATOR PIPE METAL WHITE B 13 +/- 4.4 1 POOR
Abatement or Encapsulation of all 

Lead Based Paint $100

710 SP474-1 WINDOW FRAME WOOD WHITE B 3.2 +/- 1.1 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

711 SP474-1 WINDOW SILL WOOD WHITE B 2.5 +/- 1.0 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

716 SP474-1 EXTERIOR DOOR FRAME METAL GRAY D 2.2 +/- .8 18 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,800

732 SP476-1 DOOR FRAME METAL GRAY D 3.2 +/- 1.2 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $700

742 SP476-1 HANGER METAL ORANGE 19 +/- 7.4 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $325

746 SP473-1 WINDOW FRAME WOOD WHITE B 3.5 +/- 1.2 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

747 SP473-1 WINDOW SILL WOOD WHITE B 3.3 +/- 1.1 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

751 SP473-1 RADIATOR PIPE METAL WHITE B 4.9 +/- 1.4 1 POOR
Abatement or Encapsulation of all 

Lead Based Paint $100

753 SP473-1 INTERIOR DOOR FRAME METAL GRAY C 2.6 +/- 1.2 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $700

757 SP473-1 BASEBOARD CERAMIC TILE PEACH D 15 +/- 3.2 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $700

765 SP470-1 INTERIOR DOOR FRAME METAL GRAY A 2.9 +/- 1.2 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $700

773 SP470-1 RADIATOR PIPE METAL WHITE B 19 +/- 4.4 1 POOR
Abatement or Encapsulation of all 

Lead Based Paint $100

774 SP470-1 WINDOW FRAME WOOD WHITE B 2.4 +/- .8 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

775 SP470-1 WINDOW SILL WOOD WHITE B 3.6 +/- 1.3 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

779 SP470-1 EXTERIOR DOOR FRAME METAL GRAY D 2.7 +/- 1.2 8 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $800

781 SP470-1 WALL CERAMIC TILE PEACH D 10 +/- 2.7 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

796 SP468-1 INTERIOR DOOR FRAME METAL GRAY B 2.2 +/- .9 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $700

802 SP468-1 WINDOW FRAME WOOD WHITE D 9.2 +/- 2.8 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

803 SP468-1 WINDOW SILL WOOD WHITE D 4.2 +/- 1.3 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

805 SP468-1 RADIATOR PIPE METAL WHITE D 2.2 +/- .8 1 POOR
Abatement or Encapsulation of all 

Lead Based Paint $100

ROOM SP475-1

ROOM SP474-1

ROOM SP476-1

ROOM SP473/473A-1

ROOM SP470/470A-1

ROOM SP468-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

Cost Estimate for lead-based 
paint abatement/paint 

stablization

ROOM SP475-1

817 SP465-1 INTERIOR DOOR FRAME METAL GRAY A 1.5 +/- .8 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $700

819 SP465-1 EXTERIOR DOOR FRAME METAL GRAY B 1.5 +/- .8 8 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $800

825 SP465-1 WINDOW FRAME WOOD WHITE D 4.8 +/- 1.5 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

826 SP465-1 WINDOW SILL WOOD WHITE D 3.2 +/- 1.1 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

830 SP465-1 BASEBOARD CERAMIC TILE PEACH B 10 +/- 2.3 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

839 SP465-1 HANGER METAL ORANGE 4.2 +/- 1.6 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $195

843 SP466-1 EXTERIOR DOOR FRAME METAL GRAY B 4.2 +/- 1.4 8 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $800

845 SP466-1 INTERIOR DOOR FRAME METAL GRAY C 5.2 +/- 1.8 14 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,400

855 SP466-1 WINDOW FRAME WOOD WHITE D 6.8 +/- 2.7 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

856 SP466-1 WINDOW SILL WOOD WHITE D 3.7 +/- 1.2 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

867 SP464-1 EXTERIOR DOOR FRAME METAL GRAY B 2.9 +/- 1.2 8 POOR
Abatement or Encapsulation of all 

Lead Based Paint $800

875 SP464-1 WALL CERAMIC TILE YELLOW A 19 +/- 6.9 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $600

876 SP464-1 WALL CERAMIC TILE YELLOW B 12 +/- 2.3 20 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $2,000

877 SP464-1 WALL CERAMIC TILE YELLOW C 13 +/- 2.9 30 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $3,000

878 SP464-1 WALL CERAMIC TILE YELLOW D 17 +/- 7.3 35 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $3,500

880 SP464-1 WINDOW FRAME WOOD WHITE D 3.8 +/- 1.4 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,000

881 SP464-1 WINDOW SILL WOOD WHITE D 3.6 +/- 1.2 4 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $400

895 SP464-1 HANGER METAL ORANGE 13 +/- 5.6 1 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $65

897 SP462-1 INTERIOR DOOR FRAME METAL GRAY A 5.3 +/- 1.8 14 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,400

899 SP462-1 EXTERIOR DOOR FRAME METAL GRAY B 3.5 +/- 1.4 8 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $800

910 SP462-1 WINDOW FRAME WOOD WHITE D 3.0 +/- 1.1 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

911 SP462-1 WINDOW SILL WOOD WHITE D 2.1 +/- .8 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

914 SP462-1 WALL CERAMIC TILE YELLOW A 13 +/- 2.9 30 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $3,000

915 SP462-1 WALL CERAMIC TILE YELLOW B 15 +/- 3.2 35 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $3,500

916 SP462-1 WALL CERAMIC TILE YELLOW C 19 +/- 7.2 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

917 SP462-1 WALL CERAMIC TILE YELLOW D 14 +/- 6 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,000

ROOM SP465/465A-1

ROOM SP466-1

ROOM SP464-1

ROOM SP462-1

ROOM SP405R-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

Cost Estimate for lead-based 
paint abatement/paint 

stablization

ROOM SP475-1
940 SP405R-1 PIPE METAL ORANGE 5.1 +/- 1.6 3 INTACT

Abatement or Encapsulation of all 
Lead Based Paint $300

941 SP405R-1 HANGER METAL ORANGE 5.1 +/- 1.6 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $455

948 SP405Q-1 WINDOW FRAME WOOD BLUE B 4.9 +/- 1.6 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

970 SP405A-1 WINDOW FRAME WOOD RED D 1.7 +/- .7 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

972 SP405A-1 WINDOW SILL WOOD RED D 1.6 +/- .6 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

987 SP405B-1 WINDOW FRAME WOOD RED D 3.2 +/- 1.1 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

988 SP405B-1 WINDOW SILL WOOD RED D 2.9 +/- 1.1 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

997 SP405B-1 CEILING CONCRETE ORANGE 5.1 +/- 1.5 <1 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $100

1008 SP405C-1 WINDOW FRAME WOOD RED D 5.4 +/- 1.9 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

1009 SP405C-1 WINDOW SILL WOOD RED D 4.6 +/- 1.5 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

1020 SP405P-1 WINDOW FRAME WOOD BLUE B 4.2 +/- 1.3 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

1021 SP405P-1 WINDOW SILL WOOD BLUE B 4.8 +/- 1.8 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

1035 SP405P-1 HANGER METAL ORANGE 19 +/- 6.2 1 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $65

1046 SP405D-1 WINDOW FRAME WOOD RED D 4.2 +/- 1.3 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

1047 SP405D-1 WINDOW SILL WOOD RED D 2.9 +/- 1.2 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

1055 SP405D-1 HANGER METAL ORANGE 13 +/- 5.4 1 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $65

1065 SP405E-1 WINDOW FRAME WOOD RED D 3.5 +/- 1.2 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

1066 SP405E-1 WINDOW SILL WOOD RED D 5.1 +/- 1.8 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

1083 SP405F-1 WINDOW FRAME WOOD RED D 4.3 +/- 1.5 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

1084 SP405F-1 WINDOW SILL WOOD RED D 3.5 +/- 1.2 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

1091 SP405F-1 HANGER METAL ORANGE 3.6 +/- 1.3 2 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $130

1221 SP405M-1 WINDOW FRAME WOOD BLUE B 5.8 +/- 1.9 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

ROOM SP405Q-1

ROOM SP405A-1

ROOM SP405B-1

ROOM SP405C-1

ROOM SP405P-1

ROOM SP405D-1

ROOM SP405E-1

ROOM SP405F-1

ROOM SP405M-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

Cost Estimate for lead-based 
paint abatement/paint 

stablization

ROOM SP475-1
1235 SP405M-1 HANGER METAL ORANGE 14 +/- 6.0 3 INTACT

Abatement or Encapsulation of all 
Lead Based Paint $195

1240 SP405N-1 WINDOW FRAME WOOD BLUE B 8.6 +/- 2.9 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

1254 SP405N-1 HANGER METAL ORANGE 16 +/- 6.8 4 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $260

1259 SP405K-1 WINDOW FRAME WOOD BLUE B 7.6 +/- 2.9 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

1260 SP405K-1 WINDOW SILL WOOD BLUE B 7.0 +/- 2.8 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

1275 SP405J-1 WINDOW FRAME WOOD BLUE B 3.5 +/- 1.1 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

1292 SP405L-1 WINDOW FRAME WOOD BLUE B 5.9 +/- 1.7 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

1293 SP405L-1 WINDOW SILL WOOD BLUE B 6.8 +/- 2.6 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

1308 SP419A-1 WINDOW FRAME WOOD GREEN A 3.2 +/- 1.2 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,000

1324 SP419B-1 WINDOW FRAME WOOD GREEN A 3.1 +/- 1.0 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,000

1325 SP419B-1 WINDOW SILL WOOD GREEN A 8.2 +/- 3.3 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $600

1343 SP419C-1 WINDOW FRAME WOOD GREEN B 2.7 +/- 1.0 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

1344 SP419C-1 WINDOW SILL WOOD GREEN B 6.6 +/- 2.8 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

1361 SP419D-1 WINDOW FRAME WOOD GREEN C 2.8 +/- 1.1 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

1362 SP419D-1 WINDOW SILL WOOD GREEN C 6.7 +/- 2.8 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

1388 SP420-1 WINDOW FRAME WOOD GREEN C 2.5 +/- .9 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

1389 SP420-1 WINDOW SILL WOOD GREEN C 2.7 +/- 1.1 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

1408 SP444-1 WINDOW FRAME WOOD BEIGE C 3.7 +/- 1.1 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

1420 SP458-1 WINDOW FRAME WOOD WHITE A 4.8 +/- 1.8 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

1421 SP458-1 WINDOW SILL WOOD WHITE A 5.2 +/- 1.6 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

ROOM SP405N-1

ROOM SP405K-1

ROOM SP405J-1

ROOM SP405L-1

ROOM SP419A-1

ROOM SP419B-1

ROOM SP419C-1

ROOM SP419D-1

ROOM SP420-1

ROOM SP444-1

ROOM SP458-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

Cost Estimate for lead-based 
paint abatement/paint 

stablization

ROOM SP475-1
1434 SP458-1 HANGER METAL ORANGE 31 +/- 9.1 1 INTACT

Abatement or Encapsulation of all 
Lead Based Paint $65

1442 SP450-1 WINDOW FRAME WOOD WHITE C 5.9 +/- 1.8 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

1443 SP450-1 WINDOW SILL WOOD WHITE C 3.0 +/- 1.2 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

12 SP449A-1 WINDOW FRAME WOOD WHITE C 5.9 +/- 1.8 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

13 SP449A-1 WINDOW SILL WOOD WHITE C 4.9 +/- 1.6 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

22 SP449A-1 HANGER METAL ORANGE 8.8 +/- 2.2 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $195

31 SP449B-1 WINDOW FRAME WOOD WHITE C 7.3 +/- 2.6 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

32 SP449B-1 WINDOW SILL WOOD WHITE C 2.9 +/- 1.1 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

47 SP456-1 WINDOW FRAME WOOD WHITE A 5.5 +/- 1.6 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

48 SP456-1 WINDOW SILL WOOD WHITE A 3.3 +/- 1.1 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

60 SP456-1 HANGER METAL ORANGE 4.6 +/- 1.7 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $390

67 SP457-1 WINDOW FRAME WOOD WHITE A 5.7 +/- 1.8 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

68 SP457-1 WINDOW SILL WOOD WHITE A 2.9 +/- 1.1 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

83 SP457-1 HANGER METAL ORANGE 2.9 +/- .9 1 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $65

87 SP454-1 WINDOW FRAME WOOD WHITE A 3.1 +/- 1.2 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

88 SP454-1 WINDOW SILL WOOD WHITE A 4.2 +/- 1.4 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

106 SP454-1 HANGER METAL ORANGE 5.1 +/- 1.6 1 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $65

109 SP459-1 RADIATOR PIPE METAL WHITE A 2.7 +/- 1.0 1 POOR
Abatement or Encapsulation of all 

Lead Based Paint $100

110 SP459-1 WINDOW FRAME WOOD WHITE A 4.1 +/- 1.2 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

111 SP459-1 WINDOW SILL WOOD WHITE A 2.6 +/- 1.1 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

125 SP459-1 HANGER METAL ORANGE 17 +/- 7.1 16 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,040

136 SP452-1 WINDOW FRAME WOOD WHITE C 5.4 +/- 2.2 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,000

137 SP452-1 WINDOW SILL WOOD WHITE C 3.2 +/- 1.1 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $600

ROOM SP450-1

ROOM SP449A-1

ROOM SP449B-1

ROOM SP456-1

ROOM SP457-1

ROOM SP454-1

ROOM SP459-1

ROOM SP452-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

Cost Estimate for lead-based 
paint abatement/paint 

stablization

ROOM SP475-1
139 SP452-1 RADIATOR PIPE METAL WHITE C 2.4 +/- .8 1 POOR

Abatement or Encapsulation of all 
Lead Based Paint $100

153 SP452-1 PIPE METAL ORANGE 5.1 +/- 1.7 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

154 SP452-1 HANGER METAL ORANGE 5.1 +/- 1.7 2 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $130

156 SP455-1 WINDOW FRAME WOOD WHITE A 4.3 +/- 1.2 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

182 SP451-1 WINDOW FRAME WOOD WHITE C 7.7 +/- 2.9 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

183 SP451-1 WINDOW SILL WOOD WHITE C 2.0 +/- .7 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

199 SP453-1 WINDOW FRAME WOOD WHITE A 2.9 +/- 1.0 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,000

200 SP453-1 WINDOW SILL WOOD WHITE A 2.2 +/- .8 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $600

228 SP467-1 INTERIOR DOOR FRAME METAL GRAY A 2.2 +/- .9 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $700

230 SP467-1 EXTERIOR DOOR FRAME METAL GRAY B 3.2 +/- 1.3 8 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $800

236 SP467-1 WINDOW FRAME WOOD WHITE D 6.8 +/- 2.5 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

237 SP467-1 WINDOW SILL WOOD WHITE D 1.9 +/- .7 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

256 SP472-1 WINDOW FRAME WOOD WHITE B 5.8 +/- 1.8 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

257 SP472-1 WINDOW SILL WOOD WHITE B 2.9 +/- 1.1 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

261 SP472-1 EXTERIOR DOOR FRAME METAL GRAY D 3.3 +/- 1.3 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $700

263 SP472-1 INTERIOR DOOR FRAME METAL GRAY A 5.6 +/- 2.0 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $700

273 SP472-1 HANGER METAL ORANGE 23 +/- 8.4 4 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $260

281 SP447-1 DOOR FRAME METAL PINK A 3.3 +/- 1.5 14 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,400

286 SP447-1 WINDOW FRAME WOOD WHITE C 3.7 +/- 1.6 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

293 SP447-1 PIPE METAL ORANGE 5.1 +/- 1.8 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $600

294 SP447-1 HANGER METAL ORANGE 4.5 +/- 1.6 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $455

457 SP431-1 DOOR FRAME METAL GRAY A 1.6 +/- 1.1 8 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $800

462 SP431-1 WINDOW FRAME WOOD WHITE C 4.3 +/- 1.6 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

463 SP431-1 WINDOW SILL WOOD WHITE C 2.5 +/- 1.0 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

ROOM SP455-1

ROOM SP451-1

ROOM SP453-1

ROOM SP467-1

ROOM SP472-1

ROOM SP447-1

ROOM SP431-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

Cost Estimate for lead-based 
paint abatement/paint 

stablization

ROOM SP475-1
475 SP431-1 HANGER METAL ORANGE 5.1 +/- 1.6 4 INTACT

Abatement or Encapsulation of all 
Lead Based Paint $260

481 SP432-1 BASEBOARD VINYL BROWN B 3.9 +/- 1.3 25 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $2,500

492 SP432-1 ASBESTOS LINED PIPE METAL GRAY 13 +/- 5.4 16 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,600

493 SP432-1 HANGER METAL ORANGE 19 +/- 6.4 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $195

504 SP430-1 WINDOW FRAME WOOD WHITE C 2.8 +/- 1.0 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

505 SP430-1 WINDOW SILL WOOD WHITE C 2.1 +/- .8 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

507 SP430-1 INTERIOR DOOR FRAME METAL GRAY A 4.1 +/- 1.4 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $700

889 SP430A-1 BASEBOARD CERAMIC TILE PEACH 17 +/- 6.8 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

515 SP401-1 WINDOW FRAME WOOD WHITE A 6.5 +/- 2.4 12 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,200

516 SP401-1 WINDOW SILL WOOD WHITE A 5.0 +/- 1.8 8 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $800

521 SP401-1 EXTERIOR DOOR FRAME METAL GRAY C 2.4 +/- 1.1 8 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $800

536 SP402-1 WINDOW FRAME WOOD WHITE A 7.3 +/- 2.8 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,000

537 SP402-1 WINDOW SILL WOOD WHITE A 4.4 +/- 1.3 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $600

541 SP402-1 INTERIOR DOOR FRAME METAL GRAY D 4.8 +/- 2.2 14 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,400

542 SP402-1 EXTERIOR DOOR FRAME METAL GRAY C 2.6 +/- 1.1 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $700

558 SP433-1 WALL CERAMIC TILE YELLOW A 17 +/- 7.1 140 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $14,000

559 SP433-1 EXTERIOR DOOR FRAME METAL GRAY A 1.5 +/- .4 8 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $800

561 SP433-1 WALL CERAMIC TILE YELLOW B 14 +/- 6.2 120 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $12,000

565 SP433-1 WALL CERAMIC TILE YELLOW D 17 +/- 7 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,000

566 SP433-1 CLOSET DOOR FRAME WOOD WHITE D 3.6 +/- 1.3 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $600

568 SP433-1 WALL DRYWALL WHITE A 3.5 +/- 1.1 20 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $2,000

569 SP433-1 WALL DRYWALL WHITE D 1.3 +/- .6 30 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $3,000

575 SP433-1 HANGER METAL ORANGE 19 +/- 7.1 2 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $130

577 SP400-1 WINDOW FRAME WOOD WHITE A 1.8 +/- .5 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

578 SP400-1 WINDOW SILL WOOD WHITE A 3.9 +/- 1.1 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

ROOM SP432-1

ROOM SP430/430A-1

ROOM SP401-1

ROOM SP402/402A-1

ROOM SP433-1

ROOM SP400-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

Cost Estimate for lead-based 
paint abatement/paint 

stablization

ROOM SP475-1

594 SP481-1 WINDOW FRAME WOOD WHITE A 10 +/- 2.1 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,000

595 SP481-1 WINDOW SILL WOOD WHITE A 3.7 +/- 1.3 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $600

606 SP481-1 HANGER METAL ORANGE 5.1 +/- 1.6 4 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $260

609 SP480-1 WINDOW FRAME WOOD WHITE A 3.6 +/- 1.1 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

610 SP480-1 WINDOW SILL WOOD WHITE A 2.5 +/- 1.0 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

612 SP480-1 RADIATOR PIPE METAL WHITE A 9.4 +/- 2.9 1 POOR
Abatement or Encapsulation of all 

Lead Based Paint $100

626 SP480-1 HANGER METAL ORANGE 19 +/- 7.7 1 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $65

637 SP403-1 WINDOW FRAME WOOD WHITE A 3.4 +/- 1.1 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,000

638 SP403-1 WINDOW SILL WOOD WHITE A 3.0 +/- 1.0 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $600

641 SP403-1 BASEBOARD VINYL BROWN B 4.7 +/- 1.7 8 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $800

659 SP418-1 WINDOW FRAME WOOD WHITE A 3.3 +/- 1.1 15 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,500

662 SP418-1 LOCKER METAL TAN D 2.2 +/- .5 175 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $17,500

675 SP417-1 WINDOW FRAME WOOD WHITE A 4.1 +/- 1.5 15 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,500

676 SP417-1 WINDOW SILL WOOD WHITE A 2 +/- .7 9 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $900

678 SP417-1 LOCKER METAL TAN D 2.6 +/- .6 175 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $17,500

679 SP417-1 LOCKER SHELF METAL ORANGE D 2.2 +/- .9 200 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $20,000

693 SP417-1 PIPE METAL ORANGE 5.1 +/- 1.7 13 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,300

694 SP417-1 HANGER METAL ORANGE 5.1 +/- 1.7 19 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,235

702 SP424-1 LOCKER METAL GRAY B 2.5 +/- .6 40 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $4,000

703 SP424-1 LOCKER SHELF METAL ORANGE B 1.4 +/- .2 60 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $6,000

706 SP424-1 WINDOW FRAME WOOD WHITE C 8.7 +/- 3.0 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,000

707 SP424-1 WINDOW SILL WOOD WHITE C 3.9 +/- 1.2 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $600

719 SP426-1 DOOR FRAME METAL WHITE A 2.3 +/- .9 8 POOR
Abatement or Encapsulation of all 

Lead Based Paint $800

723 SP426-1 WINDOW FRAME WOOD WHITE C 6.6 +/- 2.8 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

ROOM SP481-1

ROOM SP480-1

ROOM SP403/403A-1

ROOM SP418-1

ROOM SP417-1

ROOM SP24-1

ROOM SP426-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

Cost Estimate for lead-based 
paint abatement/paint 

stablization

ROOM SP475-1
724 SP426-1 WINDOW SILL WOOD WHITE C 4.2 +/- 1.3 1 INTACT

Abatement or Encapsulation of all 
Lead Based Paint $100

731 SP426-1 PIPE METAL ORANGE 5.1 +/- 1.9 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $700

732 SP426-1 HANGER METAL ORANGE 5.5 +/- 2.1 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $650

734 SP425-1 DOOR FRAME METAL GRAY A 3.9 +/- 1.4 8 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $800

738 SP425-1 WALL CERAMIC TILE WHITE C 1.5 +/- .6 100 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $10,000

739 SP425-1 WINDOW FRAME WOOD WHITE C 5.7 +/- 1.6 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

740 SP425-1 WINDOW SILL WOOD WHITE C 8.7 +/- 3.0 1 POOR
Abatement or Encapsulation of all 

Lead Based Paint $100

747 SP425-1 HANGER METAL ORANGE 17 +/- 6.6 9 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $585

749 SPFC4A-1 DOOR FRAME METAL WHITE A 2.9 +/- .8 4 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $400

750 SPFC4A-1 DOOR FRAME METAL BLUE A 3.3 +/- 1.4 4 POOR
Abatement or Encapsulation of all 

Lead Based Paint $400

767 SP440-1 WINDOW FRAME WOOD WHITE C 3.3 +/- 1.1 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

768 SP440-1 WINDOW SILL WOOD WHITE C 3.2 +/- 1.1 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

770 SP440-1 RADIATOR PIPE METAL WHITE C 3.2 +/- 2.2 1 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $100

776 SP440-1 HANGER METAL ORANGE 9.0 +/- 2.8 4 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $260

778 SPFC4B-1 DOOR FRAME METAL WHITE B 4.4 +/- 1.7 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $700

793 SP405H-1 WINDOW FRAME WOOD WHITE A 10 +/- 3.2 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

794 SP405H-1 WINDOW SILL WOOD WHITE A 3.5 +/- 1.1 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

812 SP405G-1 WINDOW FRAME WOOD RED D 2.7 +/- 1.0 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

813 SP405G-1 WINDOW SILL WOOD RED D 2 +/- .7 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

835 SP442-1 WINDOW FRAME WOOD WHITE C 4.6 +/- 1.3 5 POOR
Abatement or Encapsulation of all 

Lead Based Paint $500

836 SP442-1 WINDOW SILL WOOD WHITE C 4.1 +/- 1.2 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

859 SP477-1 HANGER METAL ORANGE 7.9 +/- 2.0 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $390

ROOM SP425-1

ROOM SPFC4A-1

ROOM SP440-1

ROOM SPFC4B-1

ROOM SP405H-1

ROOM SP405G-1

ROOM SP442-1

ROOM SP477-1

ROOM SP471-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

Cost Estimate for lead-based 
paint abatement/paint 

stablization

ROOM SP475-1
863 SP471-1 WINDOW FRAME WOOD WHITE B 2.5 +/- 1.0 5 INTACT

Abatement or Encapsulation of all 
Lead Based Paint $500

864 SP471-1 WINDOW SILL WOOD WHITE B 2.4 +/- .8 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

868 SP471-1 ACCESS PANEL METAL WHITE C 1.5 +/- .8 2 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $200

872 SP471-1 BASEBOARD CERAMIC TILE PEACH C 10 +/- 2.5 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

873 SP471-1 INTERIOR DOOR FRAME METAL GRAY C 3.3 +/- 1.4 14 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,400

893 SP441-1 DOOR FRAME METAL PINK A 1.4 +/- .8 8 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $800

902 SP441-1 WINDOW FRAME WOOD WHITE C 2.1 +/- .9 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

913 SP479-1 WINDOW FRAME WOOD CREAM A 4.0 +/- 1.3 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,000

914 SP479-1 WINDOW SILL WOOD CREAM A 5.1 +/- 1.9 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $600

919 SP479-1 DOOR FRAME METAL PINK C 3.1 +/- 1.3 7 POOR
Abatement or Encapsulation of all 

Lead Based Paint $700

932 SP433A-1 INTERIOR DOOR FRAME METAL GRAY D 6.3 +/- 2.2 14 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,400

935 SP433A-1 COAT RACK WOOD WHITE C 7.3 +/- 2.1 2 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $200

937 SP433A-1 BASEBOARD CERAMIC TILE PINK B 14 +/- 3.0 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $700

939 SP433A-1 WINDOW FRAME WOOD WHITE B 7.0 +/- 1.7 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,000

940 SP433A-1 WINDOW SILL WOOD WHITE B 6.2 +/- 1.7 1 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $100

941 SP433A-1 WALL CERAMIC TILE YELLOW B 16 +/- 6.5 140 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $14,000

942 SP433A-1 WALL CERAMIC TILE YELLOW C 17 +/- 7.3 130 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $13,000

946 SP433A-1 WALL CERAMIC TILE YELLOW A 15 +/- 3.2 40 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $4,000

947 SP433A-1 WALL CERAMIC TILE YELLOW D 18 +/- 7.5 30 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $3,000

952 SP433A-1 BRACKET METAL ORANGE 1.5 +/- .2 2 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $200

953 SP433A-1 HANGER METAL ORANGE 7.8 +/- 2.2 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $650

980 SPFC4C-1 DOOR FRAME METAL WHITE A 2,0 +/- .5 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $700

983 SPFC4C-1 WALL PLASTER WHITE C 1.0 +/- 1.1 30 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $3,000

992 SP460A-1 WINDOW FRAME WOOD WHITE A 4.8 +/- 1.7 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

993 SP460A-1 WINDOW SILL WOOD WHITE A 2.3 +/- .9 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

995 SP460A-1 RADIATOR PIPE METAL WHITE A 5.2 +/- 1.8 1 POOR
Abatement or Encapsulation of all 

Lead Based Paint $100

ROOM SP441-1

ROOM SP479-1

ROOM SP433A/433B-1

ROOM SPFC4C-1

ROOM SP460A-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

Cost Estimate for lead-based 
paint abatement/paint 

stablization

ROOM SP475-1
1004 SP460A-1 HANGER METAL ORANGE 2.6 +/- .8 5 INTACT

Abatement or Encapsulation of all 
Lead Based Paint $325

1012 SP460B-1 WINDOW FRAME WOOD WHITE A 3.6 +/- 1.1 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

1013 SP460B-1 WINDOW SILL WOOD WHITE A 2.6 +/- 1.0 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

1015 SP460B-1 RADIATOR PIPE METAL WHITE A 5.4 +/- 1.7 1 POOR
Abatement or Encapsulation of all 

Lead Based Paint $100

1024 SP460B-1 HANGER METAL ORANGE 17 +/- 6.7 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $455

1029 SP448-1 DOOR FRAME METAL GRAY A 2.5 +/- 1.1 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $700

1033 SP448-1 WINDOW FRAME WOOD WHITE C 4.3 +/- 1.6 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

1034 SP448-1 WINDOW SILL WOOD WHITE C 5.5 +/- 1.8 1 POOR
Abatement or Encapsulation of all 

Lead Based Paint $100

1037 SP448-1 COLUMN CERAMIC TILE WHITE C 1.4 +/- .6 120 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $12,000

1044 SP448-1 HANGER METAL ORANGE 4.7 +/- 1.6 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $325

1232 SPFLR4COR1-1WINDOW SILL WOOD WHITE C 2.3 +/- .8 15 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,500

1233 SPFLR4COR1-1WINDOW FRAME WOOD WHITE C 2.6 +/- 1.0 9 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $900

1247 SPFLR4COR1-1DOOR FRAME METAL GRAY B 3.2 +/- 1.3 136 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $13,600

1249 SPFLR4COR1-1DOOR FRAME METAL PINK C 3.2 +/- 1.4 210 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $21,000

1295 SPFLR4COR3-1WINDOW SILL WOOD RED C 1.9 +/- .7 6 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $600

1296 SPFLR4COR3-1WINDOW FRAME WOOD RED C 3.8 +/- 1.3 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,000

419 SPEC4B-1 DOOR FRAME METAL CREAM A 3.4 +/- 1.6 7 POOR
Abatement or Encapsulation of all 

Lead Based Paint $700

425 SPEC4B-1 CONDUIT METAL ORANGE C 1.6 +/- .6 27 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $2,700

436 SPHC4B1-1BASEBOARD CERAMIC TILE PINK B 12 +/- 5.6 12 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,200

439 SPHC4B1-1DOOR FRAME METAL GRAY C 5.1 +/- 1.8 7 POOR
Abatement or Encapsulation of all 

Lead Based Paint $700

442 SPHC4B1-1COAT RACK WOOD WHITE D 9.2 +/- 3.0 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

448 SP416-1 WALL CERAMIC TILE TAN A 2.4 +/- .6 80 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $8,000

449 SP416-1 WALL CERAMIC TILE TAN B 2.2 +/- .5 70 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $7,000

450 SP416-1 WALL CERAMIC TILE TAN C 2.1 +/- .6 70 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $7,000

ROOM SP460B-1

ROOM SP448-1

ROOM SPFLR4COR1-1

ROOM SPFLR4COR3-1

ROOM SPEC4B-1

ROOM SPHC4B1-1

ROOM SP416-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

Cost Estimate for lead-based 
paint abatement/paint 

stablization

ROOM SP475-1
451 SP416-1 DOOR FRAME METAL GRAY C 3.2 +/- 1.3 7 POOR

Abatement or Encapsulation of all 
Lead Based Paint $700

454 SP416-1 WALL CERAMIC TILE TAN D 4.3 +/- 1.5 70 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $7,000

461 SPEC41-1 DOOR FRAME METAL CREAM A 2.9 +/- .8 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

462 SPEC41-1 DOOR FRAME METAL BROWN A 6.1 +/- 2.2 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $300

468 SPEC41-1 TELEPHONE BOX METAL CREAM D 3.7 +/- .8 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $700

469 SPEC41-1 CONDUIT METAL CREAM D 2.0 +/- .8 18 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,800

470 SPEC41-1 CONDUIT METAL ORANGE B 1.7 +/- .6 16 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,600

488 SPHC4C-1 WALL CERAMIC TILE TAN B 2.0 +/- .5 40 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $4,000

495 SPHC4C-1 WALL CERAMIC TILE TAN D 1.9 +/- .4 30 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $3,000

503 SPEC4C-1 DOOR FRAME METAL CREAM A 1.9 +/- .5 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $700

506 SPEC4C-1 TELEPHONE BOX METAL CREAM B 4.5 +/- 1.6 7 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $700

511 SPEC4C-1 CONDUIT METAL ORANGE B 2.4 +/- .9 37 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $3,700

515 SPHC4B2-1COAT RACK WOOD WHITE B 6.5 +/- 2.7 5 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $500

516 SPHC4B2-1BASEBOARD CERAMIC TILE PINK B 13 +/- 3.0 9 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $900

518 SPHC4B2-1DOOR FRAME METAL GRAY C 4.9 +/- 1.5 7 POOR
Abatement or Encapsulation of all 

Lead Based Paint $700

532 SP463-1 WALL CERAMIC TILE TAN A 2.5 +/- .7 60 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $6,000

533 SP463-1 WALL CERAMIC TILE TAN B 2.3 +/- .6 70 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $7,000

534 SP463-1 COAT RACK WOOD TAN B 5.1 +/- 1.7 4 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $400

535 SP463-1 DOOR FRAME METAL GRAY B 2.6 +/- 1.0 7 POOR
Abatement or Encapsulation of all 

Lead Based Paint $700

537 SP463-1 COLUMN CERAMIC TILE TAN C 2.4 +/- .6 40 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $4,000

538 SP463-1 WALL CERAMIC TILE TAN C 2.4 +/- .6 40 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $4,000

539 SP463-1 WALL CERAMIC TILE TAN D 2.4 +/- .6 90 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $9,000

555 SP469-1 HANGER METAL ORANGE 29 +/- 8.7 3 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $195

862 SPSTR4RM-1WINDOW FRAME WOOD GRAY A 7 +/- 2.0 10 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,000

ROOM SP469-1

ROOM SPSTR4RM-1 (PENTHOUSE A)

ROOM SPEC41-1 (SPEC4A-1)

ROOM SPHC4C-1

ROOM SPEC4C-1

ROOM SPHC4B2-1

ROOM SP463-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

Cost Estimate for lead-based 
paint abatement/paint 

stablization

ROOM SP475-1
863 SPSTR4RM-1WINDOW SILL WOOD GRAY A 4.7 +/- 1.4 6 POOR

Abatement or Encapsulation of all 
Lead Based Paint $600

864 SPSTR4RM-1RAILING METAL GRAY 1.5 +/- .3 63 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $6,300

877 SPSTR4RM-1PIPE METAL BROWN 6.5 +/- 2.3 19 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $1,900

883 SPSTR4RM-1CONDUIT METAL ORANGE 1.6 +/- .3 8 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $800

884 SPSTR4RM-1PIPE METAL WHITE 11 +/- 2.7 40 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $4,000

885 SPSTR4RM-1PIPE METAL GRAY 4.4 +/- 1.7 21 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $2,100

10 SPCC4B2-1PIPE METAL GRAY 5.1 +/- 1.6 100 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $10,000

11 SPCC4B2-1HANGER METAL ORANGE 20 +/- 7.8 45 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $4,500

13 SPCC4B2-1ROUND DUCT METAL BROWN 12 +/- 2.5 700 INTACT
Abatement or Encapsulation of all 

Lead Based Paint $70,000

Subtotal estimate for fourth floor $515,800

ROOM SPPENTHOUSE3CS-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

Cost Estimate for lead-
based paint 

abatement/paint stablization

268 1 SP535A-1 WINDOW FRAME WOOD WHITE C 6.8 +/- 2.9 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $700

269 1 SP535A-1 WINDOW SILL WOOD WHITE C 3.5 +/- 1.2 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $200

277 1 SP536-1 WINDOW FRAME WOOD WHITE A 4.7 +/- 1.6 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $700

278 1 SP536-1 WINDOW SILL WOOD WHITE A 2.9 +/- 1.0 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $200

289 1 SP536-1 HANGER METAL ORANGE CEILING 4.7 +/- 1.6 3 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $195

293 SP537-1 WINDOW FRAME WOOD WHITE A 7 +/- 2.7 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $700

294 SP537-1 WINDOW SILL WOOD WHITE A 2.3 +/- .8 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $200

302 SP537-1 DOOR FRAME METAL WHITE C 3.6 +/- 1.3 5 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $500

304 SP537-1 DOOR FRAME METAL GRAY B 2.0 +/- .8 4 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $400

316 SP537-1 HANGER METAL ORANGE 14 +/- 5.8 1 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $65

323 SP537A-1 DOOR FRAME METAL WHITE D 3.0 +/- .9 4 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $400

324 SP537A-1 DOOR FRAME METAL GRAY D 3.2 +/- 1.4 4 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $400

329 SP537A-1 PIPE METAL WHITE B 2.5 +/- .9 <1 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $65

331 SP538-1 WINDOW FRAME WOOD WHITE A 3.2 +/- 1.5 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $700

332 SP538-1 WINDOW SILL WOOD WHITE A 3.3 +/- 1.1 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $200

385 SP535F-1 HANGER METAL ORANGE 29 +/- 9 1 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $65

388 SP535B-1 WINDOW FRAME WOOD WHITE C 6.3 +/- 2.1 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $700

390 SP535B-1 WINDOW SILL WOOD WHITE C 1.3 +/- .5 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $200

402 SP535B-1 HANGER METAL ORANGE CEILING 19 +/- 6.4 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $130

422 SP535C-1 HANGER METAL ORANGE CEILING 13 +/- 3.4 3 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $195

424 SP535H-1 WINDOW FRAME WOOD WHITE A 5.9 +/- 1.9 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $700

ROOM SP535A-1

ROOM SP536-1

ROOM SP537-1

ROOM SP537A-1

ROOM SP538-1

ROOM SP535F-1

ROOM SP535B-1

ROOM SP535C-1

ROOM SP535H-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

Cost Estimate for lead-
based paint 

abatement/paint stablization

ROOM SP535A-1
425 SP535H-1 WINDOW SILL WOOD WHITE A 2.7 +/- .9 2 INTACT

Abatement or Encapsulation 
of all Lead Based Paint $200

439 SP535G-1 WINDOW FRAME WOOD WHITE A 10 +/- 3.0 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $700

440 SP535G-1 WINDOW SILL WOOD WHITE A 1.5 +/- .5 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $200

471 SP535-1 HANGER METAL ORANGE 1.3 +/- .4 1 POOR
Abatement or Encapsulation 

of all Lead Based Paint $65

477 SP530-1 WINDOW FRAME WOOD WHITE C 9 +/- 3 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $700

478 SP530-1 WINDOW SILL WOOD WHITE C 2.9 +/- 1.1 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $200

479 SP530-1 WALL CERAMIC TILE PEACH C 16 +/- 7.0 40 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $4,000

482 SP530-1 WALL CERAMIC TILE PEACH D 15 +/- 6.0 40 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $4,000

484 SP530-1 WALL CERAMIC TILE PEACH A 1.6 +/- .3 20 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $2,000

485 SP530-1 DOOR FRAME METAL GRAY A 4.1 +/- 1.4 8 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $800

487 SP530-1 WALL CERAMIC TILE PEACH B 1.9 +/- .4 100 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $10,000

496 SP534-1 WINDOW FRAME WOOD WHITE C 4.7 +/- 1.7 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $700

497 SP534-1 WINDOW SILL WOOD WHITE C 2.9 +/- 1.2 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $200

505 SP534-1 DOOR FRAME METAL GRAY A 12 +/- 4.0 16 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $1,600

527 SP528-1 WINDOW FRAME WOOD WHITE C 8 +/- 2.7 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $700

528 SP528-1 WINDOW SILL WOOD WHITE C 1.6 +/- 1.1 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $200

542 SP528-1 HANGER METAL ORANGE 8.6 +/- 2.5 1 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $65

546 SP540-1 WALL CERAMIC WHITE D 2.1 +/- .9 40 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $4,000

548 SP540-1 WALL CERAMIC WHITE A 2.7 +/- 1.1 50 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $5,000

551 SP540-1 WINDOW FRAME WOOD WHITE A 4.5 +/- 1.6 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $700

552 SP540-1 WINDOW SILL WOOD WHITE A 1.4 +/- .3 2 POOR
Abatement or Encapsulation 

of all Lead Based Paint $200

568 SP531-1 WINDOW FRAME WOOD WHITE C 2.7 +/- 3.4 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $700

569 SP531-1 WINDOW SILL WOOD WHITE C 2.6 +/- .9 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $200

ROOM SP535G-1

ROOM SP535-1

ROOM SP530-1

ROOM SP534-1

ROOM SP528-1

ROOM SP540-1

ROOM SP531-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

Cost Estimate for lead-
based paint 

abatement/paint stablization

ROOM SP535A-1
583 SP531-1 HANGER METAL ORANGE CEILING 5.8 +/- 1.7 3 INTACT

Abatement or Encapsulation 
of all Lead Based Paint $195

603 SP541-1 WALL CERAMIC TILE WHITE A 2.5 +/- 1.1 40 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $4,000

604 SP541-1 BASEBOARD VINYL GRAY A 1.2 +/- .8 23 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $2,300

606 SP541-1 WINDOW FRAME WOOD WHITE A 4.5 +/- 1.5 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $700

607 SP541-1 WINDOW SILL WOOD WHITE A 3.4 +/- 1.1 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $200

618 SP541-1 HANGER METAL ORANGE CEILING 7.8 +/- 2.0 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $130

623 SP503-1 WINDOW FRAME WOOD WHITE A 7.7 +/- 3.0 14 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $1,400

624 SP503-1 WINDOW SILL WOOD WHITE A 2.5 +/- 1.0 5 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $500

628 SP503-1 DOOR FRAME METAL WHITE C 2.2 +/- 1.0 8 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $800

639 SP502-1 WINDOW SILL WOOD WHITE A 2.8 +/- 1.0 4 POOR
Abatement or Encapsulation 

of all Lead Based Paint $400

640 SP502-1 WINDOW FRAME WOOD WHITE A 10 +/- 3.4 14 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $1,400

644 SP502-1 DOOR FRAME METAL GRAY C 2.2 +/- .9 8 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $800

657 SP523-1 WINDOW FRAME WOOD WHITE C 8.6 +/- 3.2 14 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $1,400

658 SP523-1 WINDOW SILL WOOD WHITE C 7.2 +/- 2.8 4 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $400

673 SP523A-1 DOOR FRAME METAL GRAY C 5.6 +/- 1.8 8 POOR
Abatement or Encapsulation 

of all Lead Based Paint $800

675 SP523A-1 BASEBOARD CERAMIC TILE PEACH C 16 +/- 7.1 6 POOR
Abatement or Encapsulation 

of all Lead Based Paint $600

681 SP504-1 WINDOW FRAME WOOD WHITE A 1.8 +/- 1.0 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $700

682 SP504-1 WINDOW SILL WOOD WHITE A 3.1 +/- 1.1 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $200

706 SP542-1 COLUMN CERAMIC TILE WHITE A 2.4 +/- 1.1 15 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $1,500

707 SP542-1 WALL CERAMIC TILE WHITE A 2.3 +/- 0.9 45 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $4,500

708 SP542-1 WINDOW FRAME WOOD WHITE A 3.8 +/- 1.1 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $700

710 SP542-1 WINDOW SILL WOOD WHITE A 2.7 +/- 1.1 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $200

713 SP542-1 WALL CERAMIC TILE WHITE B 3.0 +/- 1.3 65 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $6,500

ROOM SP541-1

ROOM SP503-1

ROOM SP502-1

ROOM SP523-1

ROOM SP523A-1

ROOM SP504-1

ROOM SP542-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

Cost Estimate for lead-
based paint 

abatement/paint stablization

ROOM SP535A-1

731 SP527-1 DOOR FRAME METAL GRAY A 1.6 +/- .6 8 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $800

739 SP527-1 WINDOW FRAME WOOD WHITE C 4.2 +/- 1.2 14 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $1,400

740 SP527-1 WINDOW SILL WOOD WHITE C 4.2 +/- 1.4 4 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $400

747 SP527-1 HANGER METAL ORANGE CEILING 21 +/- 6.6 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $130

757 SP525-1 WINDOW FRAME WOOD WHITE B 7.8 +/- 3.0 14 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $1,400

758 SP525-1 WINDOW SILL WOOD WHITE B 4 +/- 1.1 4 POOR
Abatement or Encapsulation 

of all Lead Based Paint $400

769 SP525-1 EXTERIOR DOOR FRAME METAL GRAY D 3.6 +/- 1.3 8 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $800

780 SP525-1 BRACKET METAL ORANGE 5.1 +/- 1.7 1 POOR
Abatement or Encapsulation 

of all Lead Based Paint $100

790 SP525A-1 WINDOW FRAME WOOD GREEN B 5.1 +/- 1.7 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $700

791 SP525A-1 WINDOW SILL WOOD GREEN B 2.3 +/- .8 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $200

799 SP519-1 WINDOW FRAME WOOD WHITE C 8.2 +/- 2.9 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $700

800 SP519-1 WINDOW SILL WOOD WHITE C 3.3 +/- 1.1 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $200

811 SP519-1 HANGER METAL ORANGE CEILING 5.8 +/- 1.8 1 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $65

826 SP518-1 HANGER METAL ORANGE 4.5 +/- 1.6 1 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $65

841 SP517-1 HANGER METAL ORANGE 8.0 +/- 2.3 3 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $195

844 SP510-1 WINDOW FRAME WOOD WHITE A 3.6 +/- 1.3 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $700

845 SP510-1 WINDOW SILL WOOD WHITE A 4.9 +/- 1.7 3 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $300

863 SP511-1 WINDOW FRAME WOOD WHITE A 5.9 +/- 1.9 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $700

864 SP511-1 WINDOW SILL WOOD WHITE A 4.1 +/- 1.3 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $200

883 SP520-1 WINDOW FRAME WOOD WHITE C 7.9 +/- 3.1 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $700

884 SP520-1 WINDOW SILL WOOD WHITE C 3.5 +/- 1.2 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $200

ROOM SP527-1

ROOM SP525-1

ROOM SP525A-1

ROOM SP519-1

ROOM SP518-1

ROOM SP517-1

ROOM SP510-1

ROOM SP511-1

ROOM SP520-1



ALEDA E. LUTZ
DEPARTMENT OF VETERANS AFFAIRS MEDICAL CENTER

BUILDING 1
COST ESTIMATE FOR LEAD-BASED PAINT ABATEMENT / PAINT STABLIZATION

Page 78 of 84

XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

Cost Estimate for lead-
based paint 

abatement/paint stablization

ROOM SP535A-1
889 SP520-1 DOOR FRAME METAL GRAY A 1.7 +/- .6 8 INTACT

Abatement or Encapsulation 
of all Lead Based Paint $800

901 SP521-1 WINDOW FRAME WOOD WHITE C 7.6 +/- 2.6 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $700

904 SP521-1 WINDOW SILL WOOD WHITE C 2.2 +/- .9 3 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $300

916 SP516-1 WINDOW FRAME WOOD WHITE C 6.6 +/- 2.5 14 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $1,400

917 SP516-1 WINDOW SILL WOOD WHITE C 3.7 +/- 1.3 4 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $400

928 SP516-1 HANGER METAL ORANGE 14 +/- 5.7 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $130

932 SP513-1 WINDOW FRAME WOOD WHITE A 6 +/- 2.5 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $700

933 SP513-1 WINDOW SILL WOOD WHITE A 3 +/- 1.2 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $200

948 SP515-1 WINDOW FRAME WOOD WHITE C 5 +/- 1.7 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $700

949 SP515-1 WINDOW SILL WOOD WHITE C 3 +/- 1.0 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $200

963 SP512-1 WINDOW SILL WOOD WHITE A 4.0 +/- 1.3 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $200

964 SP512-1 WINDOW FRAME WOOD WHITE A 2.9 +/- 1.0 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $700

990 SP522-1 WINDOW FRAME WOOD WHITE C 3.3 +/- 1.2 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $700

991 SP522-1 WINDOW SILL WOOD WHITE C 3 +/- 1.2 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $200

999 SP522-1 DOOR FRAME METAL GRAY A 2.6 +/- 1.2 8 POOR
Abatement or Encapsulation 

of all Lead Based Paint $800

1009 SP514-1 WINDOW FRAME WOOD WHITE C 4.2 +/- 1.3 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $700

1010 SP514-1 WINDOW SILL WOOD WHITE C 2.1 +/- .9 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $200

1031 SP501-1 WINDOW FRAME WOOD WHITE A 3.5 +/- 1.2 15 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $1,500

1032 SP501-1 WINDOW SILL WOOD WHITE A 4.2 +/- 1.2 5 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $500

372 SP526-1 WINDOW FRAME WOOD WHITE C 11 +/- 3.0 5 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $500

ROOM SP521-1

ROOM SP516-1

ROOM SP513-1

ROOM SP515-1

ROOM SP512-1

ROOM SP522/522A-1

ROOM SP514-1

ROOM SP501-1

ROOM SP526-1

ROOM SP543-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

Cost Estimate for lead-
based paint 

abatement/paint stablization

ROOM SP535A-1
384 SP543-1 WALL CERAMIC TILE TAN A 2.1 +/- .5 75 INTACT

Abatement or Encapsulation 
of all Lead Based Paint $7,500

385 SP543-1 WINDOW FRAME WOOD WHITE A 2.8 +/- 1.1 15 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $1,500

387 SP543-1 WINDOW SILL WOOD WHITE A 3.6 +/- 1.3 9 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $900

389 SP543-1 WALL CERAMIC TILE TAN B 5.2 +/- 2.0 160 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $16,000

390 SP543-1 WALL CERAMIC TILE TAN C 1.2 +/- .6 120 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $12,000

391 SP543-1 DOOR FRAME METAL GRAY C 8.2 +/- 2.6 8 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $800

393 SP543-1 WALL CERAMIC TILE TAN D 2.1 +/- .5 140 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $14,000

395 SP543-1 BASEBOARD VINYL BLACK D 3.5 +/- 1.4 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $200

404 SP543-1 HANGER METAL ORANGE 3.2 +/- .8 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $130

408 SP509-1 WINDOW FRAME WOOD WHITE A 3.7 +/- 1.1 5 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $500

409 SP509-1 WINDOW SILL WOOD WHITE A 2.1 +/- 1.2 3 POOR
Abatement or Encapsulation 

of all Lead Based Paint $300

417 SP509-1 WALL CERAMIC TILE WHITE C 1.1 +/- .6 50 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $5,000

429 SP507-1 WINDOW FRAME WOOD WHITE A 7 +/- 2.1 10 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $1,000

430 SP507-1 WINDOW SILL WOOD WHITE A 3.9 +/- 1.4 6 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $600

1177 SPFLR5COR1-1DOOR FRAME METAL GRAY C 5.0 +/- 1.7 152 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $15,200

1215 SPFLR5COR3-1WINDOW FRAME WOOD WHITE A 3.5 +/- 1.0 15 POOR
Abatement or Encapsulation 

of all Lead Based Paint $1,500

257 SP529-1 DOOR FRAME METAL WHITE A 4.9 +/- 1.7 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $700

268 SPEC5C-1 WALL CERAMIC TILE TAN A 2.1 +/- .6 15 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $1,500

269 SPEC5C-1 DOOR FRAME METAL GRAY A 4.6 +/- 1.5 7 POOR
Abatement or Encapsulation 

of all Lead Based Paint $700

276 SPEC5C-1 WALL CERAMIC TILE TAN D 1.8 +/- .3 20 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $2,000

281 SPHC5C-1 WALL CERAMIC TILE TAN A 2.7 +/- .7 60 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $6,000

282 SPHC5C-1 COAT RACK WOOD YELLOW A 5.1 +/- 1.8 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $200

283 SPHC5C-1 WALL CERAMIC TILE TAN B 2.2 +/- .5 25 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $2,500

ROOM SP509-1

ROOM SP507-1

ROOM SPFLR5COR1-1

ROOM SPFLR5COR3-1

ROOM SP529-1

ROOM SPEC5C-1

ROOM SPHC5C-1
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XRF 
Sample 
Number

Building 
Number

Room 
Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

Cost Estimate for lead-
based paint 

abatement/paint stablization

ROOM SP535A-1
284 SPHC5C-1 COLUMN CERAMIC TILE TAN B 1.7 +/- .4 20 INTACT

Abatement or Encapsulation 
of all Lead Based Paint $2,000

288 SPHC5C-1 WALL CERAMIC TILE TAN C 2.8 +/- .8 10 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $1,000

291 SPHC5C-1 WALL CERAMIC TILE TAN D 2 +/- .5 40 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $4,000

300 SPPS5B-1 DOOR FRAME METAL GRAY D 3.2 +/- 1.0 6 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $600

302 SPPS5B-1 PIPE METAL GRAY 5.1 +/- 1.0 40 POOR
Abatement or Encapsulation 

of all Lead Based Paint $4,000

303 SPPS5B-1 HANGER METAL GRAY 5.1 +/- 1.6 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $130

305 SPFC5C-1 DOOR FRAME METAL WHITE A 2.8,.8 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $700

315 SP508-1 WALL CERAMIC TILE TAN A 2.6 +/- .7 80 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $8,000

316 SP508-1 WALL CERAMIC TILE TAN B 1.9 +/- .4 40 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $4,000

319 SP508-1 WALL CERAMIC TILE TAN C 3.1 +/- 1.0 60 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $6,000

320 SP508-1 DOOR FRAME METAL GRAY C 2.3 +/- .9 7 POOR
Abatement or Encapsulation 

of all Lead Based Paint $700

322 SP508-1 COLUMN CERAMIC TILE TAN D 2.0 +/- .5 20 POOR
Abatement or Encapsulation 

of all Lead Based Paint $2,000

323 SP508-1 WALL CERAMIC TILE TAN D 1.9 +/- .4 40 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $4,000

327 SP508-1 HANGER METAL ORANGE 15 +/- 6.0 3 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $195

329 SPPC5-A-1 DOOR FRAME METAL WHITE C 3.4 +/- .8 6 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $600

333 SPPC5-A-1 PIPE METAL GRAY 3.3 +/- .9 53 POOR
Abatement or Encapsulation 

of all Lead Based Paint $5,300

334 SPPC5-A-1 HANGER METAL GRAY 2.9 +/- .8 3 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $195

336 SPEC5A-1 DOOR FRAME METAL GRAY A 3.3 +/- 1.1 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $700

342 SPEC5A-1 TELEPHONE BOX METAL GRAY D 5.1 +/- 1.4 3 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $300

343 SPEC5A-1 TELEPHONE BOX METAL WHITE D 3.3 +/- .8 4 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $400

344 SPEC5A-1 ELECTRICAL PANEL METAL CREAM C 8.3 +/- 2.3 6 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $600

345 SPEC5A-1 CONDUIT METAL CREAM C 1.9 +/- .7 16 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $1,600

347 SPEC5A-1 CONDUIT METAL ORANGE C 1.6 +/- .3 10 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $1,000

352 SPFC5A-1 DOOR FRAME METAL WHITE A 7.2 +/- 2.5 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $700

ROOM SPPS5B-1

ROOM SPFC5C-1

ROOM SP508-1

ROOM SPPC5-A-1

ROOM SPEC5A-1

ROOM SPFC5A-1
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Number Building Component Substrate Color

Location 
(A,B,C,D)

Lead 
Results 

(mg/cm2)

Quantity - 
Positive Only 

(sq. ft. ) Damage Abatement options

Cost Estimate for lead-
based paint 

abatement/paint stablization

ROOM SP535A-1
359 SPFC5A-1 VALVE METAL RED 4.1 +/- 1.3 1 INTACT

Abatement or Encapsulation 
of all Lead Based Paint $100

370 SPEC5B-1 CONDUIT METAL ORANGE D 1.0 +/- .1 46 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $4,600

371 SPEC5B-1 TELEPHONE BOX METAL GRAY D 3.3 +/- .8 3 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $300

372 SPEC5B-1 TELEPHONE BOX METAL WHITE D 5.6 +/- 2.1 4 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $400

376 SPEC5B-1 ASBESTOS LINED PIPE METAL CREAM B 12 +/- 3.5 32 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $3,200

379 SPHC5B-1 DOOR FRAME METAL GRAY A 1.7 +/- .6 7 POOR
Abatement or Encapsulation 

of all Lead Based Paint $700

389 SPHC5B-1 PANEL WOOD WHITE D 9.5 +/- 3.5 3 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $300

407 SPFC5B-1 DOOR FRAME METAL WHITE B 2.3 +/- .8 7 POOR
Abatement or Encapsulation 

of all Lead Based Paint $700

917 SPCC5A-1 DOOR FRAME METAL GRAY A 3.4 +/- 1.5 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $700

921 SPCC5A-1 WINDOW FRAME WOOD WHITE C 6.1 +/- 2.5 5 POOR
Abatement or Encapsulation 

of all Lead Based Paint $500

922 SPCC5A-1 WINDOW SILL WOOD WHITE C 3.5 +/- 1.2 3 POOR
Abatement or Encapsulation 

of all Lead Based Paint $300

931 SPCC5A-1 HANGER METAL ORANGE 1.2 +/- 1.6 2 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $130

942 SPCC5C-1 DOOR FRAME METAL GRAY A 4 +/- 1.5 7 INTACT
Abatement or Encapsulation 

of all Lead Based Paint $700

Subtotal estimate for 5th floor $249,035

ROOM SPCC5C-1

ROOM SPEC5B-1

ROOM SPHC5B-1

ROOM SPFC5B-1

ROOM SPCC5A-1
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1241 SPEMGEN-1 CONDUIT METAL ORANGE A 1.8 +/- .4 135 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $13,500

1473 SPOUTSIDE-1 VENT COVER METAL RED 19 +/- 7.7 5 POOR
Abatement or Encapsulation of 

all Lead Based Paint $500

1477 SPOUTSIDE-1 FENCE METAL BLACK 5.1 +/- 1.8 210 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $21,000

1482 SPOUTSIDE-1 OVERHANG WOOD WHITE C 23 +/- 7.4 120 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $12,000

1485 SPOUTSIDE-1 FIRE HOSE CONNECTOR METAL RED B 14 +/- 6.2 16 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,600

1486 SPOUTSIDE-1 FIRE HOSE CAP METAL GREEN B 13 +/- 2.8 4 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $400

1503 SPOUTSIDE-1 VENT COVER OVERHANG METAL BROWN A 22 +/- 8.1 2 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $200

1504 SPOUTSIDE-1 PIPE METAL WHITE B 1.1 +/- .1 8 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $800

1525 SPOUTSIDE-1 VENT METAL RED 14 +/- 6.1 20 POOR
Abatement or Encapsulation of 

all Lead Based Paint $2,000

Subtotal estimate for Outside $52,000

ROOM SPEMGEN-1

ROOM SPOUTSIDE-1
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1399 SPROOF-1 DUCT BRACKET METAL WHITE 12 +/- 2.8 20 POOR
Abatement or Encapsulation of 

all Lead Based Paint $2,000

1401 SPROOF-1 DUCT ACCESS METAL WHITE 11 +/- 2.7 4 POOR
Abatement or Encapsulation of 

all Lead Based Paint $400

1403 SPROOF-1 PIPE METAL WHITE 5.1 +/- 2.0 131 POOR
Abatement or Encapsulation of 

all Lead Based Paint $13,100

1404 SPROOF-1 VENT METAL RED 18 +/- 7.3 50 POOR
Abatement or Encapsulation of 

all Lead Based Paint $5,000

1421 SPROOF-1 PIPE METAL BLACK 2.5 +/- .7 46 POOR
Abatement or Encapsulation of 

all Lead Based Paint $4,600

1423 SPROOF-1 VENT METAL WHITE 17 +/- 7 25 POOR
Abatement or Encapsulation of 

all Lead Based Paint $2,500

1427 SPROOF-1 TENSION ROD METAL BROWN 2.0 +/- .4 67 POOR
Abatement or Encapsulation of 

all Lead Based Paint $6,700

1280 SPPHB1-1 WINDOW FRAME WOOD DARK GRAY C 5.1 +/- 2.0 10 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,000

1281 SPPHB1-1 WINDOW SILL WOOD DARK GRAY C 3.1 +/- .8 4 POOR
Abatement or Encapsulation of 

all Lead Based Paint $400

1282 SPPHB1-1 DOOR FRAME METAL DARK GRAY D 1.6 +/- .3 7 POOR
Abatement or Encapsulation of 

all Lead Based Paint $700

1296 SPPHB1-1 VENT METAL WHITE C 5.1 +/- 1.8 8 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $800

1297 SPPHB1-1 DUCT METAL YELLOW 4.4 +/- 1.7 10 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,000

1298 SPPHB1-1 DUCT METAL GRAY 5.1 +/- 1.9 1500 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $150,000

1299 SPPHB1-1 DUCT HANGER METAL YELLOW 16 +/- 6.1 1 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $100

1300 SPPHB1-1 DUCT HANGER METAL GRAY 5.1 +/- 1.6 42 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $4,200

1301 SPPHB1-1 DUCT HANGER METAL WHITE 13 +/- 6 37 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $3,700

1302 SPPHB1-1 PIPE(PAINTED) METAL BLACK 13 +/- 5.3 40 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $4,000

1307 SPPHB1-1 CONDUIT METAL ORANGE 1.9 +/- .4 203 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $20,300

1314 SPPHB1-1 PIPE METAL DARK GRAY 5.1 +/- 1.9 40 POOR
Abatement or Encapsulation of 

all Lead Based Paint $4,000

1315 SPPHB1-1 PIPE METAL WHITE 5.1 +/- 1.7 79 POOR
Abatement or Encapsulation of 

all Lead Based Paint $7,900

1316 SPPHB1-1 PIPE METAL CREAM 5.1 +/- 1.6 16 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,600

1317 SPPHB1-1 HANGER METAL CREAM 33 +/- 10 11 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $715

1328 SPPHB1-1 CONDUIT METAL DARK GRAY 3.1 +/- .8 10 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,000

1339 SPPHB3-1 PIPE METAL WHITE 3.4 +/- 1.4 16 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,600

1347 SPPHB3-1 HANGER METAL WHITE 3.2 +/- 2.9 1 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $65

1362 SPSTRPHB-1WINDOW FRAME WOOD WHITE D 7.4 +/- 1.9 5 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $500

1363 SPSTRPHB-1WINDOW SILL WOOD WHITE D 3.0 +/- .9 3 POOR
Abatement or Encapsulation of 

all Lead Based Paint $300

ROOM SPROOF-1

ROOM SPPHB1/PHHB4-1

ROOM SPPHB3-1

ROOM SPSTRPHB-1
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ROOM SPROOF-1
1364 SPSTRPHB-1NEWEL POST METAL GRAY 6.9 +/- 2.5 10 POOR

Abatement or Encapsulation of 
all Lead Based Paint $1,000

1367 SPSTRPHB-1RAILING HOLDER METAL WHITE D 1.6 +/- .4 8 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $800

1368 SPSTRPHB-1STAIT STRINGER WOOD GRAY D 4.5 +/- 1.6 6 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $600

1369 SPSTRPHB-1STAIR RISER METAL GRAY 7.3 +/- 2.4 33 POOR
Abatement or Encapsulation of 

all Lead Based Paint $3,300

1371 SPSTRPHB-1BALLUSTER METAL PINK 5.1 +/- 1.7 18 POOR
Abatement or Encapsulation of 

all Lead Based Paint $1,800

1372 SPSTRPHB-1BASEBOARD WOOD GRAY C 3.4 +/- 1.5 10 POOR
Abatement or Encapsulation of 

all Lead Based Paint $1,000

1375 SPSTRPHB-1DOOR FRAME METAL GRAY A 3.5 +/- .9 7 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $700

1383 SPPHC-1 PIPE METAL BROWN 5.1 +/- 1.7 27 POOR
Abatement or Encapsulation of 

all Lead Based Paint $2,700

1384 SPPHC-1 HANGER METAL BROWN 5.1 +/- 1.7 2 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $130

1385 SPPHC-1 CONDUIT METAL YELLOW 5.1 +/- 1.7 126 POOR
Abatement or Encapsulation of 

all Lead Based Paint $12,600

1391 SPPHC-1 DUCT METAL ORANGE 5.1 +/- 1.8 1 POOR
Abatement or Encapsulation of 

all Lead Based Paint $100

1393 SPPHC-1 CONDUIT METAL ORANGE 1.0 +/- .1 4 POOR
Abatement or Encapsulation of 

all Lead Based Paint $400

1394 SPPHC-1 ELECTRICAL BOX METAL YELLOW 5.6 +/- 2.2 12 INTACT
Abatement or Encapsulation of 

all Lead Based Paint $1,200
Subtotal estimate for Roof $264,510

ROOM SPPHC-1
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